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ADVERTISEMENT  TO  THE  FIFTH  EDITION 

Thb  publiflliers  of  this  work  have  hitherto  forborne  to  stereotype  it,  In 
order  that  the  author  might  more  conveniently  make  such  alterations  and 
oorrectionsy  in  the  successive  editions,  as  his  own  studies,  and  the  oommu- 
nications  of  his  scientific  friends  who  use  the  work  as  a  text-book,  might 
suggest  Of  these  means  of  improvement,  he  has  diligently  and  care- 
fully availed  himself;  and  having  now  brought  the  work  to  the  highest 
degree  of  improvement  and  accuracy  that  seems  at  present  attainable  by 
him,  he  has  consented  that  it  should  be  stereotyped,  without  contempla- 
ting any  further  changes  fi>r  some  time  to  come. 

The  more  economical  mode  of  publishing  thus  secured ;  the  adoption 
of  a  style  of  printing  somewhat  more  compact,  while  it  is  equally  legible, 
thus  rendering  it  convenient  to  reduce  the  two  volumes  to  one ;  and,  above 
all,  the  extensive  and  increasing  demand,  have  enabled  the  publishers 
materially  to  reduce  the  price  of  the  work,  in  conformity  with  what  is 
believed  to  be  the  general  wish  of  the  numerous  literary  institutions  that 
use  il  as  a  text-book. 

Although  some  passages  found  in  former  editions  have  been  omitted 
in  the  present,  yet  others  deemed  of  greater  value  have  been  added,  so 
that  the  amount  of  matter  in  the  present  form  has  not  been  diminished, 
but  rather  increased. 

From  many  of  hb  brethren  of  other  Colleges,  the  author  has  received 
corrections  and  suggestions,  for  which  he  is  indebted  in  no  small  degree 
for  the  more  improved  and  accurate  state  of  the  work  as  now  published. 
To  all  of  them  he  would  express  his  grateful  acknowledgments.  To 
Professor  Loomis  and  Professor  Snbll,  he  is  under  peculiar  obligations. 

To  blend  practical  utility  with  scientific  accuracy,  was  originally,  and 
still  continues  to  be,  the  aim  of  this  work — a  plan  which  secures  to  the 
scholar,  along  with  the  discipline  of  the  understanding,  habits  of  philo- 
sophical reasoning  and  observation  on  the  phenomena  of  nature  and  art, 
and  information  which  may  be  made  available  in  the  practical 
of  life. 

TAI.B  CoLLias,  May,  1844 


Tai  compiler  of  Ihk  work  hu  had  two  objacU  oonituitly  in  view  ;  Enl,  to  mau 

QnModent  thoroughly  ani3  runillarty  acqaunlcn!  with  Uie  Itading  prineipla  ot  VKtiinl 

Fhiiofopbj  ;  and  ncondlj,  la  fumuh  him  with  sa  mach  uw/ul  information  ts  poasible, 

vilUn  K  Smiled  a  eompaiis.    Tho  taanialion  or  all  accurate  altninmeiila  in  Nalnril 

PhllMOpliT  and  ABtronomy  being  iDid  in  the  Hience  of  MechuBica,  a  large  proportion 

t{  the  woik  a  deroted  to  Ibia  aubjeot    The  MalhomBlical  Elements  of  Mechanics  are 

moTt/ntt  fiisl  considered,  Bepamtely,  that  the  Bludent  may  have  nothing  to  divert  iiii 

mind  from  the  conlemplstion  of  theae  Doivenet  and  fundamental  trutha.    Still  farther 

tonndei  the  knowledge  of  these  tnilhi  familiar,  aa  well  bb  Id  supply  a  moat  nacfal  inlel- 

Iwsluai  exercise  to  the  student,  a  great  lariely  of  Ftoblema  ore  anncied  to  each  oliapler, 

the  Dtilit)' of  which  mnat  be  dtriooa  to  every  experienced  inalruclor.    Indeed,  Problem! 

bold  to  imporlanl  a  place  in  the  Mtimation  of  the  writer,  that  bo  baa  introdoced  them  into 

nnons  parti  of  the  work,  wherever  the  anbject  appeared  to  be  maceptible  of  derivinj; 

lid  tram  them.     Problema  put  the  student  on  his  own  leaouices ;  they  Compel  him  to 

think  far  bimacif ;  they  lead  him  to  a  jiut  underManding  o(  tho  principlea  domunstisled ; 

*td  Ihty  teach  him  how  to  redace  bis  knowledge  to  practice.    Theae  truths  are  «o 

sbiioB,  that  it  ia  difficult  to  account  for  the  singular  fact,  that  trealiaes  on  NatDtsl 

Pliiksi^y  hETe,  in  genera!,  contained  few  or  no  problems,  although  they  occupy  bd 

laip  a  apace  in  most  of  the  branches  of  the  pure  mathematics. 

The  Sm  part  of  tbe  following  treatise  on  mechanics,  compriaing  the  "  MBtliemBtica] 
BratsU,"  is  taken  chiefly  from  Bridge'!  Mechaniei.  Tbia  work  was  peculiarly 
>di{ted  to  onr  purpose,  partly  becauae  it  ia  written  in  aalyle  well  suited  to  the  averBge 
ffkelSn  tnd  attainments  of  college  classes,  and  partly  becauae  It  Is  enriched  with  a 
^Mt  egUsclion  or  problems  than  any  similar  work  with  which  we  are  aeqaointad. 
Va  Imti  aimed  to  select  such  parts  as  promised  the  most  practical  utility  ;  and  in 


"Mar  B>  adqit  the  trealiae  to  the  purposes  of  recitalii 
dKbcttyeDanciBled  than  in  the  ori^al  work,  and  varii 
*tiitioiu,  are  introduced,  and  eiplanations  added  by  no 
:  it  betto-  to  the  couno  of  instruction  adopted 


>□,  the  propoaitions  are  i 
1US  alterations,  and  occasi 
:e  or  otherwise,  with  the  i 
in  YbIc  Coltege. 
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In  Part  II,  the  Practical  Application*  of  the  . 
■arf  (a  tile  Phenomena  of  Naturt,  ore  paiaued  bj 
ftrthef  peihape  than  some  ioalractoni  will  deem  ncccaaary ;  for  we  are  aware  that 
soma  maintaia  the  expediency  of  occupying  the  attention  of  the  student  almost  eiclu- 
iirely  witb  general  prhtcipUi,  and  leaving  him  to  make  the  application  for  himself. 
According  to  oui  eiperience,  howerer,  the  student  who  is  furnished  with  the  knowledge 
•fabttcct  principles  merely,  seldom  acquires  the  necessary  readinea  in  reducing  them 
Upractice.  It  baa  appeared  to  us  no  less  necessarylo  initiate  the  learner  in  the  habit  of 
pkilaeophiDDg,  than  in  the  doctrinea  of  pbiloaophy.  In  this  manner,  he  will  indeed 
aaqoire  the  Imowledge  of  fewer  principles  ;  but  he  will  know  much  better  how  to  nas 

W*  eaniut,  tiowever,  agree  with  those  initrueton  who  hare  yielded  to  the  spirit  of 
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thf  agr,  (wbicb  i>  alill  buDting  nner  a"rojal  ioi^"'Ui  knowled^)  m  fsru  to  fbn 
demooBUation  allogftlier,  Bnd  gubalitule  for  the  malhEmiilical  elemenb  of  Nalonl 
PhiloBophjr,  leH-books  in  whicli  the  principle"  of  the  ecicnee  reet  on  no  beller  buta 
than  mcro  popular  illustration,  although  vrorki  of  this  kind  may,  indeed,  fumiih  U9 
with  Tery  u»eful  maleriala  for  eihibiling  the  apphcalion*  of  tbtaa  principle*.  In 
philfwophf,  aa  in  morals,  Ihe  moat  iaipartBiit  principieg  are  osually  characlerizcd  bj 
great  aimplioit;:  in  Ihis  respect  tbe  "golden  rate"  and  the  Ian  of  grBvitattaD  ressmble 
each  other.  •• 

The  eubaf  qurnt  parts  of  the  work  are  compUed  from  various  authors.  In  the  belief 
thai  the  truths  moet  important  to  be  inserted  in  a  teit-book  on  Nalurs]  Philoeophj, 
are,  in  general,  auch  aa  hive  long  been  known,  no  efTort  has  been  made  lo  cooronn  tho 
itjie,  either  of  the  piapootiana  or  the  demouatrationa,  lo  ■  modem  drew ;  bat  aiathon, 
old  and  new,  Gngliah  and  French,  have  been  conaulted  and  used  indiacrimiualel;'. 
Aiming  lolel;  at  preparing  such  an  etemeolary  work,  aa  would  be  moat  naeful  to  tha 
academic  student,  We  have  not  aapired  to  the  praiae  of  originality,  nor  Iclt  at  libeity 
to  consult  the  pride  of  aulhorahip.  Among  (he  IruUia,  however,  faund  in  the  wide 
field  of  Nilural  Philoaophy,  a  vast  diflerenoe  eiiata  in  regard  lo  their  value  ;  and  no 
amoll  acquaintance  and  funiliarity  with  the  nibjeol  la  requisite  in  the  writer  of  a  ten- 
book,  in  order  that  ho  may  be  able  to  cull  the  choicent  truths,  and  preaent  them  lo  tho 
young  teaiuer  in  their  native  beauty  and  aimplicily.  For  thia  purpoac,  no  powers  of 
original  invealigatiott,  or  giflti  of  genius,  can  compenjale  for  the  want  of  the  eipc* 
rieoce  of  the  initruclor. 

Since  the  publication  of  the  £rBt  edition  of  thia  work,  the  compiler  has  been  favoiod 
with  the  opinloua  of  a  number  of  hi*  brethren  of  other  Colleges,  who  have  uaed  it  aa 
a  teit-book.  A  few  would  prefer  to  have  a  more  atrictty  Bialhematical  eomplebon 
preserved  throughout,  in  the  place  of  those  parts  which  are  written  in  a  mora  popular 
style,  aioce  the  method  of  ejpresaing  philoaophicB]  truths  by  mathemaliml  formulae, 
is  more  concise  and  compreheoaive,  and  better  suited  to  mental  dtacipUne,  and  \ht 
cullivatioa  of  a  mathematical  taate.  A  greater  number,  however,  of  tliose  who  harA 
been  BO  good  as  to  communicate  their  views  lo  the  writer,  have  approved  of  the  method 
adopted,— -namely,  lo  eatabliab  the  genera/  principirt  of  the  acience  by  rigorooi 
mathematical  demonatratian,  or  by  precise  experiments,  but  to  rehearse  the  applicalioHt 
of  Iboae  principles  to  llie  aria,  and  to  the  phenomena  of  nature,  in  a  style  divested,  as 
far  as  possible,  of  trcbojcal  phraaeology.  They  believe  that  such  s  method  renders 
the  study  of  Natural  Philosophy  peculiarly  attractive  to  the  young  learner,  and  con- 
ducive lo  the  formation  of  habits  of  philosophical  observation,  while  they  lely  more 
on  other  purta  of  the  scientific  course,  particularly  on  the  pure  mathemalica,  to  ful&l 
the  purpoacs  of  mental  discipline,  and  to  inspire  a  nuthemalioal  taste.  We  havo 
deiiied  to  accompliah,  aa  far  as  poaaible,  theae  several  (riijecla  of  b  philosophical  edu- 
cation,— to  improve  the  faculties  of  the  mind  itself,  lo  imbue  it  with  a  love  of  rigorous 
dentonalralion,  and  to  commeuce  the  formation  of  habits  of  philoaophical  obserralion, 
which  ahell  be  carried  forward,  beyond  the  pale  of  academic  study,  la  be  confirmed 
and  elrenglhened  tfaroughaul  the  period  of  alter  lib.  The  variety  of  aubjecis  compre. 
headed  under  Natural  Fhiloaophy,  some  admitlinf  of  strict  geometrical  and  snalytical 
reasoning,  and  olhen  conducted  wholly  by  eipetimenlal  research,  is  well  adapted  to 
the  attainment  of  these  important  objects  ;  and  it  is  the  preragatiro  of  ihis  acioooe, 
at  once  to  enlarge  the  mind  by  the  most  profound  inquitiea,  and  lo  conduct  it  through 
the  meet  delightful  and  varied  fields  of  eiperixnent  and  observation. 

In  a  work  necessarily  ao  limited  as  this,  (when  compared  with  the  vast  extant  of 
the  subject,]  many  toptca  most  be  treated  with  eilreme  coociaeneas,  and  many  otbctli 
stWial  lo  a  oonjiItU  pbiloBo^ii««l  •dtimtioBi  rnut  be  onitled  altogelhcs.    Whila 


PBEFACE. 


TU 


we  afan  to  foniib  the  ttvdent  with  a  knowledge  of  the  great  law$  0/  nature,  and  to 
exemplify  and  illmtrate  them  by  nmnerons  applicatiooi,  we  can  elahn  nothmg  more 
than  an  **  Introduction  to  Natural  Philoiophy,"  salted  to  beginnen. 

It  is  recommended  to  the  student  to  make  a  free  nee  of  the  AnalyeiM,  especially  in 
leTiewing.  Let  him  sobmit  each  of  the  particulan  indicated  in  this  ontline,  to 
deliberate  and  repeated  reflection,  and  he  will  not  only  fully  poesess  himself  of  the 
contents  of  the  woik,  but  will  lay  op  in  the  mind  a  system  of  heads,  or  <*  commoo- 
placea,"  under  which  he  can  conyeniently  and  usefully  arrange  all  bis  future  aoqnisi- 
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The  course  of  instruction  in  Xatural  Philosophy  pursued  in  Tale  College,  to  whidi 
tUs  treatise  is  adapted,  proceeds  as  follows.  The  wtatkematieal  part  of  mechanics  is 
first  recited,  in  the  same  manner  as  a  branch  of  the  pure  mathematics.  With  the 
fraeiieml  part  commences  a  series  of  familiar  Lectures,*  designed  to  amplify  the  text, 
and  to  illastrate  it  by  numerous  e^qperiments.  These  are  continued  during  the  perusal 
of  the  remainder  of  the  woriL  To  the  same  class  is  afterward  delivered  a  select 
course  at  Lectures,  which  are  chiefly  devoted  to  the  discussion  of  the  great  principles 
of  FhSoeophy  and  Astronomy,  and  especially  to  such  subjects  as  require  a  fuller  atten 
tion  than  they  can  receive  in  the  elementary  course. 
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OM  tliii  work,  think  it  bmm  to  eoonoet  tbo  LoetvM  and  Praelieol 
with  tbo  theototieal  port,  it  willbo  ooqr  to  do  lo,  by  firiof  oecoMonil  loHoat  fai 
is  fntfag  Plot  L 


\ 


\ 


'»;' 


^»f  JTEMOVEO  ?»?• 


<>f  UNITED  ^^i>^ 


I  •. 


^¥ 


I  • 

V 


ID*  These  Outlines  are  tntended  to  aid  in  reviemng^  (answering  the  same  put* 
fose  as  a  series  of  questions,)  and  it  is  earnestly  recommended  to  the  Learner 
to  maie  free  use  of  them 
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NATURAL  PHILOSOPHY. 


PART  I. MATHEMATICAL   ELEMENTS    OP    MECHANICS. 

[on  the  basis  of  bridge's  mechanics.] 


PRELIBIINAET   DEFINITIONS. 

Art.  1.  Natural  Philosopht  is  the  science  which  treats  of  the 
Laws  of  the  Material  world. 

This  is  the  primitive  signification  of  the  term  Natural  Philoso- 
phy ;  but  the  vast  extension  given  to  inquiries  into  the  laws  of 
nataret  rendered  a  division  of  them  necessary.  Hence,  those 
laws  of  nature  which  relate  to  masses  of  matter  were  retained 
by  Natural  Philosophy,  (which  has  been  farther  divided  into  Me- 
^aoical  Philosophy  and  Astronomy,)  while  those  which  relate  to 
particles  of  matter,  and  to  the  changes  of  constitution  produced 
by  their  action  on  each  other,  were  assigned  to  Chemistry. 

The  term  law,  as  here  used,  signifies  the  mode  in  which  the  powers 
of  nature  act.  Laws  are  general  truths,  comprehending  a  great 
number  of  subordinate  truths. 

Natural  or  Mechanical  Philosophy  is  divided  into  Mechanics, 
Hydrostatics,  Pneumatics,  Electricity,  Magnetism,  and  Optics. 

Mechanics  is  that  branch  of  Natural  Philosophy,  which  treats  of 
the  Equilibrium  and  Motion  of  bodies.  As  the  changes  which  occur 
between  masses  of  matter,  mvolve  the  idea  of  motion,  hence,  the 
causes  which  produce  motion,  or  which  prevent  it,  and  the  man- 
ner in  which  it  takes  place,  (its  laws^  constitute  the  great  object 
of  inquiry  in  mechanical  philosophy. 

Body  is  any  collection  of  matter  existing  in  a  separate  form. 

Force  is  any  cause  which  moves  or  tends  to  move  a  body,  or 
which  changes  or  tends  to  change  its  motion.  Every  force  pro- 
duces actual  motion  if  it  is  not  counteracted  by  contrary  forces ; 
but  if  it  remains  counteracted,  the  motion  which  it  tends  to  pro- 
duce is  called  Virtual. 

That  part  of  Mechanics  which  relates  to  the  action  of  forces 
producing  equilibrium  or  rest,  in  bodies,  is  called  Statics;  that 
which  relates  to  the  action  of  forces  producing  motion,  is  called 
Dynamics.* 

*  In  the  following  treatise,  it  is  found  convenient  to  disregard  this  distinotion. 
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The  science  of  Mechanics  comprehends  those  laws  of  equilib- 
rium and  motion  only,  which  are  common  to  all  bodies  in  the  uni- 
verse, and  to  bodies  in  ever}'  form,  whether  solid,  fluid,  or  aeri- 
form ;  but  the  laws  of  equilibrium  and  motion  undergo  certain 
additional  modifications  in  consequence  of  the  peculiar  properties 
o{  fluids.  Hence  that  branch  of  Mechanics  which  treats  of  the 
peculiar  mechanical  properties  of  fluids  in  the  form  of  water,  is 
called  Hydrostatics ;  and  that  which  treats  of  the  peculiar  me- 
chanical properties  of  fluids  in  the  form  of  air,  is  called  PneuiTiaficf. 

2.  The  two  essential  properties  of  matter,  both  of  which  are  in- 
separable from  it,  are  extension  and  impenetrability.  Extension, 
in  the  three  dimensions  of  length,  breadth,  and  thickness,  belongs 
to  matter  under  all  circumstances ;  and  impenetrability,  or  tihe 
property  of  excluding  all  other  matter  from  the  space  which  it  occU' 
pies,  appertains  alike  to  the  largest  body  and  the  smallest  particle. 
The  word  particle  is  much  used  in  writings  on  physical  subjects. 
In  Natural  Philosophy  we  mean  by  particles,  the  smallest  parts 
into  which  a  body  may  be  supposed  to  be  divided  by  mechanical 
means,  without  anv  reference  to  the  different  elements  of  which 
such  particles  may  be  composed.  Inquiries  respecting  these  be- 
long to  Chemistry. 

The  quantity  of  matter  which  a  body  contains,  is  called  its 
Mass  ;  the  space  it  occupies,  its  Volume ;  its  relative  quantity  of 
matter  under  a  given  volume,  its  Density.  All  bodies  have  empty 
spaces  denominated  Pores.  In  solids,  we  may  often  see  the  pores 
with  the  naked  eye,  and  almost  always  by  the  microscope ;  in 
fluids,  their  existence  can  be  proved  by  experiment.  The  ratio 
of  the  space  occuj>ied  by  the  pores  of  a  body  to  that  occupied  by 
the  solid  matter,  is  not  known;  but  there  are  reasons  for  believing 
that  even  in  the  densest  bodies,  the  amount  of  solid  matter  is 
small  compared  with  the  empty  spaces.*  Hence  it  is  inferred 
that  the  particles  of  matter  touch  each  other  only  in  a  few 

points.f 

Although  extension  and  impenetrability  are  said  to  be  the  c*- 
sential  properties  of  matter,  because  they  arc  inseparable  from 
its  very  existence,  yet  there  are  also  several  other  properties 
which  arc  known  by  experience  to  belong  to  all  matter,  asgravity, 
inertia,  and  dimsibility  ;  and  others  still  which  belong  not  to  mat- 
ter universally,  but  only  to  certain  classes  of  bodies,  as  elasticity, 
or  the  power  a  body  has  of  recovering  itself  when  compressed ; 
malleability,  or  the  power  of  being  extended  into  leaves  or  plates ; 
and  ductility,  or  the  power  of  being  extended  in  length,  as  when 
drawn  into  wire. 

In  Geometry,  we  conceive  figures  to  possess  extension  only  with- 
out solidity ;  or  to  occupy  space  without  excluding  other  figures 

•  8m  Newton**  Optici»  Lib.  11,  iii,  Pr.  a  t  Plft/fair. 
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frwn  it ;  but  in  Mechanics^  we  take  objects  as  they  occur  in 
nature,  viz.  not  only  extended,  but  impenetrable.* 


CHAPTER  I. 

or  MOTION  AND  THE  LAWS  OF  MOTION. 

3.  Attraction  is  the  tendency  which  one  portion  of  matter  has 
toward  another,  and  exists  both  between  particles  and  between 
nuuses  of  matter.  Aggregation  is  the  union  of  particles  of  the 
tame  kind  in  one  body ;  as  of  the  particles  of  lead  in  a  musket 
ball.  Affinity  is  the  union  of  particles  of  different  kinds  in  one 
body;  as  of  particles  of  copper  and  of  zinc  in  brass.  Cohesion  is 
the  onion  oi  compound  particles  in  one  body ;  thus  a  particle  of 
copper  and  a  particle  of  zinc  are  united  to  form  a  particle  of  brass 
by  affinity,  and  the  particles  of  brass  are  united  by  cohesion.  In 
mechanical  philosophy,  however,  the  term  cohesion  is  usually 
employed  to  denote  the  union  of  particles  of  all  sorts,  whether 
ample  or  compound,  leaving  to  Chemistry  all  inquiries  respecting 
the  composition  of  bodies.  Gravity  is  that  property  by  which  aU 
terrestrial  bodies  tend  toward  the  center  of  the  earth.  It  is  in 
this  sense  that  gravity  is  understood  as  a  force  in  Mechanics.  But 
in  order  to  give  the  learner  correct  views  of  this  important  sub- 
ject, we  subjoin  a  few  other  particulars  respecting  it. 

4.  Gravity  is  a  property  of  matter,  universally ;  and  the  force  of 
gravity  in  any  body  is  proportioned  to  its  quantity  of  matter. 

Since  every  particle  of  matter  is  endowed  with  this  property, 
it  follows  that  the  force  of  gravity  is  proportioned  to  the  mass  or 
quantity-  of  matter.f  We  do  not  say  what  gravity  is,  but  what 
it  does, — ^namely,  that  it  is  something  which  gives  to  every  par- 
ticle of  matter  a  tendency  toward  every  other  particle.  This 
influence  is  conveyed  from  one  body  to  another  without  any  per- 
ceptible interval  of  time.J  Gravity  extends  to  all  known  bodies 
in  the  universe,  from  the  smallest  to  the  greatest ;  but  the  con- 
aderation  of  the  subject,  in  this  extent,  belongs  to  Astronomy. 
We  at  present  contemplate  gravity  only  as  it  affects  terrestrial 
bodies.  By  it  all  bodies  are  drawn  toward  the  center  of  the 
earth,  not  because  there  is  any  peculiar  property  or  power  in  the 

•  Whcwcira  Mechanics,  p.  2. 

t  A  decisive  proof  that  the  force  of  gravity  is  always  proportioned  to  the  quantity 
rfmattcr,  is  furnished  by  the  pendulum,  its  vibrations  (which  depend  on  gravity  and 
Beasore  its  force,  as  will  be  seen  hereafter)  being  always  performed  in  the  same  time, 
<tf  what  material  soever  it  is  made. — Francwur,  Mecb.  p.  63. 

t  If  the  action  of  gravitation  is  not  instantaneous,  it  moves  more  than  fifty  millions 
of  tian  faster  than  hght. — Fourier,  Eulogy  on  Laplace. 
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center,  but  because,  the  earth  being  a  sphere,  the  aggregate  effect 
of  the  attractions  exerted  by  all  its  parts  upon  any  body  exterior 
to  it,  is  such  as  to  direct  the  body  toward  the  center ;  as  will  be 
more  fully  explained  hereafter. 

5.  This  property  discovers  itself,  not  only  in  the  motion  of  fall- 
ing bodies,  but  in  the  pressure  exerted  by  one  portion  of  matter 
upon  another  which  sustains  it ;  and  bodies  descending  freely  un- 
der its  influence,  whatever  be  their  figure,  dimensions,  or  texture, 
are  all  equally  accelerated  in  right  lines  perpendicular  to  the  plane 
of  the  horizon.  The  apparent  inequality  of  the  action  of  gravity 
upon  different  species  of  matter  near  the  surface  of  the  earth, 
arises  entirely  from  the  resistance  w^hich  they  meet  with  in  their 
passage  through  the  air.  When  this  resistance  is  removed,  (as 
in  the  exhausted  receiver  of  an  air-pump,)  no  such  inequality  is 
perceived ;  bodies  of  all  kinds  there  descend  with  equal  velocities; 
and  a  guinea,  a  feather,  and  the  smallest  particle  of  matter,  if  let 
fall  together,  are  observed  to  reach  the  bottom  of  the  receiver 
exactly  at  the  same  instant. 

6.  The  weight  of  a  body  is  the  force  it  exerts  in  consequence 
of  its  gravity,  and  is  measured  by  its  mechanical  effects,  such  as 
bending  a  spring,  or  turning  a  balance.  The  force  thus  exerted 
by  a  given  mass  of  matter,  (as  a  cubic  foot  of  water,)  being  tar 
ken  as  the  standard,  called  1000,  and  accurately  counterpoised  in 
a  balance  by  some  substance  easily  susceptible  of  division,  (as  a 
mass  of  lead  for  example,)  multiples  or  aliquot  parts  of  this  stand- 
ard weight,  afford  the  means  of  estimating  the  weights  of  all 
other  bodies.  We  weigh  a  body  by  ascertaining  the  force  required 
to  liold  it  back,  or  to  keep  it  from  descending.  Hence,  weights  are 
nothing  more  than  measures -of  tlie  force  of  gravity  in  different 
bodies;  but  since  the  force  of  gravity  is  proportioned  to  the 
quantity  of  matter,  (Art.  4,)  weights  are  also  measures  of  the 
comparative  quantities  of  matter  in  different  bodies. 

7.  Gravity  at  different  distances  from  the  EaHh,  varies  inversely 
as  the  square  of  Hie  distance  from  its  center. 

The  total  amount  of  attraction  exerted  by  the  earth  upon  bod- 
ies exterior  to  it,  is  the  same  as  though  that  force  were  all  con- 
centrated in  the  center.  (Art.  4.)  But  a  force  or  influence 
which  proceeds  in  right  lines  from  a  point  in  every  direction, 
is  diminished  as  the  square  of  the  distance  is  increased.  For, 
let  S  be  the  center  of  the  earth ;  and  since  the  force  of 
gravity  acts  in  right  lines  directed  towards  that  center,  what- 
ever be  the  nature  of  gravity,  its  influence  at  the  distance  SA, 
will  be  equally  diffused  over  the  surface  ABCD ;  and  at  the  dis- 
tance SE,  it  will  be  equally  diffused  over  the  surface  EFGH. 
Therefore  its  intensity  or  force  will  be  as  much  less  at  the  point 
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Fig.  1. 


E  than  at  A,  as  EFGH  is  greater  than  ABCD  ;  that  is,  the  force 
of  gravity  at  A,  is  to  the  force  of  gra\aty  at  E,  as  EFGH  is  to 
ABCD.    But, 

EFGH  :  ABCD  ::  EF«  :  AB«  ::  SE«  :  SA«. 
.-.Force  of  Gr.  at  A  :  Force  of  Gr.  at  E  : :  SE«  :  SA* ;  or  the 
forces  of  gravity  at  A  and  E  are  inversely  as  the  squares  of  the 
distances  from  the  center. 

m 

8.  The  weight  of  a  body,  therefore,  will  vary  at  different 
heights  above  the  earth's  surface.  Thus,  at  twice  the  distance 
firom  the  center,  or  at  the  height  of  about  4000  miles  above  the 
earth,  the  force  of  gravity  is  only  one  fourth  as  great  as  at  the 
surface,  and  a  given  body  would  weigh  only  one  fourth  as  much 
as  at  the  earth.  The  moon  being  60  times  as  far  from  the  earth's 
center,  as  the  distance  from  that  center  to  the  surface,  the  attrac- 
tion of  the  earth  upon  the  moon  is  3600  (=60*)  times  less  than 
upon  bodies  near  the  earth.  But  the  heights  at  which  experi- 
ments are  commonly  made  upon  the  weights  of  bodies,  bear  so 
small  a  ratio  to  the  radius  of  the  earth,  that  this  variation  is  com- 
monly imperceptible.  At  the  height  of  half  a  mile^  the  diminu- 
tion does  not  amount  to  more  than  about  ^TV^th  part  of  the 
"weight  at  the  surface.  For,  let  r=the  radius  of  the  earth=4000 
miles,  nearly ;  and  let  x  be  the  height  of  the  body,  W  its  weight 
at  the  earth's  surface,  and  W'  its  weight  at  the  height  x.     Then, 

W  :  W  : :  (r+a:)«  :  r^  : :  i^-^2rx^o?  :  r^. 
W  :  W-W  : :  y^+2rx+a?  :  2rx^:^  .-.  W-W=^^?^^^±^(A) 

But  when  x  is  a  small  fraction  of  r,*  o?  may  be  neglected,  and 
then,  W  :  W  : :  r*+2ra7 :  r^  : :  r+2a? :  r, 

W  :  W-W  : :  r+2a?  :  2x .-.  W- W'=^-??(B) 

r+2a:  "^  ' 

Wx  1 
Let  X  be  half  a  mile;  then  — -- — 7-=TTVTth  part  of  the  whole 

•^  4000+1  ^ 

weight ;  or,  a  body  would  weigh  so  much  less  at  the  height  of 
half  a  mile  than  at  the  surface  of  the  earth.     But  if  the  height 

•  If.  for  exiuiiple,  x^^  of  r,  or  J  a  mile,  then  ,a:>=  (g^)'  =  ^J^^^^    ^ 
qauitiij  to  smaU  that  it  may  he  neglected. 
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were  100  miles  above  the  earth,  then  4Wo=4V  5  ^^^  the  square 
of  this=yyVy  of  the  radius  of  the  earth,  a  quantity  too  large 
to  be  neglected ;  and  the  difference  of  weights  at  the  surface  and 
at  the  height  of  100  miles,  will  be  found  by  formula  (A.) 

What  loss  of  weight  vcould  a  body  sustain,  by  being  elevated  500 
miles  above  the  earth  1  Ans.  \\.  Were  o?  neglected,  then  the  loss 
by  formula  (B)  would  be  i,  which  differs  from  }f  by  only  jf  j. 

9.  A  body  situated  within  a  hollow  sphere^  would  remain  at  rest  in 
any  part  of  the  void.* 

Let  CAJ)  represent  the  surface  of 
a  hollow  sphere,  and  P  any  point  in 
the  void.  Through  P  let  the  plane 
CD  pass,  dividing  the  sphere  into  any 
two  segments  CAD  and  CaD. 

Let  PBA  and  T?ba  represent  two 
cones  meeting  in  a  very  small  angle 
at  P,  and  having  their  bases  in  the 
surface  of  the  sphere ;  which  bases, 
being  indefinitely  small,  may  be  con- 
sidered as  plane  figures,  and  being  cir- 
cles, they  are  to  one  another  as  the 
squares  of  their  diameters ;  that  is,  as  AB'  to  aV^.    But  when  B A 
and  ba  are  indefinitely  small,  the  lines  PB  and  PA  may  be  consid- 
ered equal,  as  also  Pa  and  P6.     Therefore,  the  two  triangles  PAB 
and  l?ab  are  similar,  and  AP*  :  aV^  :  :  AB'  :  aft*.    But,  putting  Q 
for  quantity  of  matter,  D  for  distance,  and  G  for  gra\ity, 
AB^  :  aft*  : :  base  of  PAB  :  base  of  Paft : :  Q :  ^.f 
.-.  AP«  :  aP* : :  Q :  y  : :  D«  :  ^t  .-.  Q  xD«  (1). 
But  since  the  force  of  gravity  varies  directly  as  the  quantity  of 
matter,  and  inversely  as  the  square  of  the  distance, 

Q  D*  . 

G  ac  |:p  .'.  (1)  G  oc  ™,  or  G  is  a  constant  quantity. 

Hence,  the  point  P  (or  a  body  at  P)  is  equally  attracted  towards 
AB  and  aft,  and  the  same  will  be  the  case  with  all  the  correspond- 
ing portions  of  the  two  opposite  segments.  The  same  reasoning 
evidently  applies  to  all  the  concentric  surfaces  or  laminee  of 
which  the  shell  of  the  sphere  may  be  supposed  to  be  made  up ; 
therefore  a  body  situated  anywhere  within  the  shell,  being  at- 
tracted by  equal  and  opposite  forces,  would  remain  at  rest.§ 

10.  The  force  of  gravity  below  the  earth* s  surface  w,  at  different 
distances  from  the  center,  directly  as  those  distances. 

Were  a  body  placed  at  the  center  of  the  earth,  being  attracted 

*  The  solid  part  of  the  sphere  is  supposed  to  be  throufirhout  of  uniform  density, 
t  The  surface  of  the  sphere  is  here  considered  as  a  thin  lamina  of  matter 
t  Since  here  D  and  d  are  the 'same  as  AP  and  oP. 
i  See  Newton's  Principia,  Book  I,  Pr.  70. 
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equally  in  all  directions,  it  would  evidently  remain  at  rest ;  and 
were  it  situated  at  any  point  between  the  center  and  the  surface, 
the  force  of  gravity  toward  the  center  would  be  diminished  by 
the  loss  of  the  attraction  of  the  matter  exterior  to  it ;  for  the  mat- 
ter exterior  to  it  would,  by  Article  9,  have  no  effect  upon  it. 
Thus,  if  a  body  were  to  fall  through  a  hole  bored  from  the  earth's 
iRirface  to  its  center,  the  gravity  of  it  would  constantly  diminish, 
until,  at  the  center,  it  would  become  nothing. 

Let  P  be  a  body  situated  within  the 
earth  at  any  distance  D  from  the  cen- 
ter. Then  it  appears  by  the  last  arti- 
cle, that  the  gravity  of  P  toward  the 
center  would  not  be  affected  at  all  by 
the  shell  exterior  to  PQR,  and  that  P 
would  gravitate  only  by  the  force  exert- 
ed by  the  sphere  PQR.  But  this  force 
G  is  directly  as  the  quantity  of  matter 
in  PQRt  and  inversely  as  the  square  of 
ike  distance  from  the  center.    That  is, 

Q  D^ 

G  ac^    But  Q  a  D^*  .%  G  ocj^  ocD.    Therefore,  the  gravity  of 

P  varies  as  its  distances  from  the  center  of  the  sphercf 

11.  The  Inertia  of  matter  is  its  resistance  to  a  change  of  state 
uhether  of  rest  or  motion.  The  inertia  of  a  body  at  rest  is  the  re- 
sistance to  be  overcome  to  bring  it  to  a  given  velocity ;  or,  in 
common  language,  "  to  start  it ;"  and  the  inertia  of  a  body  in 
motion,  is  the  resistance  it  makes  to  being  stopped,  after  the 
moving  force  is  withdrawn.  Thus  the  inertia  of  a  steamboat, 
while  getting  under  weigh,  requires  a  great  expenditure  of  force 
to  bring  the  boat  to  its  final  velocity ;  but  its  inertia  carries  it 
still  forward  after  the  en^ne  is  stopped.  Since  every  particle  is 
endued  with  this  property,  the  inertia  of  a  liody  is  proportioned  to 
its  quantity  of  mcUter,  and  of  course  (Art.  6)  to  its  weight.  Inertia, 
however,  is  a  more  sure  criterion  of  the  quantity  of  matter  in  a 
body  than  weight  is ;  for  inertia  is  always,  and  under  all  circum- 
stances, the  same :  whereas  weight,  being  merely  the  measure 
of  gravity,  is  diminished  as  gravity  is  diminished ;  so  that  it  is 
less  on  the  tops  of  high  mountains,  than  at  the  general  level  of 
the  earth* 

12.  In  observing  the  phenomena^  connected  with  the  actual 
motion  of  a  body,  we  consider  the  space  over  which  it  moves,  the 

*  The  quantity  of  matt«r  in  spheres  being  as  the  cubes  of  their  radiL 

t  Principia,  Book  I,  Pr.  73. 

t  The  word  phenomena  is  much  used  in  Natural  Philosophy.  It  is  thus  defined : 
Hie  phrase  Natural  Phenomena,  in  its  widest  acceptation,  denotes  any  effects  in  the 
■ilaial  part  of  the  creation,  addressed  to  one  or  more  of  the  senses.  (Parkinson's 
i,p.l.) 
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ttme  of  its  motion,  and  the  velocity.  A  body  is  said  to  move  with 
uniform  velocity  when  it  describes  equal  spaces  in  equal  times. 
When  the  spaces  described  by  it  in  equal  portions  of  time  con- 
tinually increase,  it  is  said  to  move  with  an  accderaied  velocity ; 
and  with  a  retarded  velocity,  when  those  spaces  continually  de* 
crease.  If  its  motion  is  so  regulated,  that  ||  receives  equal  in« 
crements  of  velocity  in  equal  times,  then  it  is  said  to  be  uniform^ 
ly  accelerated ;  and  uniformly  retarded^  if  the  body  suffers  equal 
decrements  of  velocity  in  equal  times. 

The  space  described  by  a  body  moving  with  uniform  velocity^  u»- 
creases  %n  the  compound  ratio  of  the  time  and  velocity. 

For,  a  body  mo\ing  10  seconds,  at  the  rate  of  40  feet  per  sec- 
ond, will  move  over  10x40,  or  400  feet ;  and  let  x  equal  the 
number  x>f  seconds  for  which  a  body  moves  uniformly,  and  y  the 
number  of  feet  described  in  each  second ;  then  it  is  evident  that 
xy  will  denote  the  number  of  feet  (i.  e.  the  space)  described  by 
it  in  X  seconds.  In  general,  if  S  be  the  space  described  by  a 
body,  T  the  time  of  its  motion,  expressed  in  seconds,  V  the  uni« 
form  velocity  with  which  it  moves,  expressed  by  the  number  of 
feet  described  in  a  second,  then,  S=T  x  V.* 

Tins  is  the  fundamental  equation  of  uniform  motion,  firom 
which  the  other  equations  may  be  derived  by  the  common  rules 

of  Algebra.     For,  smce  S=TxV.-.T=|.,  and  V=|:  and  if  «= 

the  space,  f=the  time,  v=the  velocity  of  any  other  body,  ex- 
pressed in  the  same  manner ;  then  the  relation  between  S,  T,  Y, 
and  Sy  tj  V,  may  be  expressed  by  the  following  proportion ; 

S  :  *  : :  Tx V  :  txv.\  .\S  ocTxV ;  .-.T  cr^,  and  V  cr£ 
If  S  be  given,  then  T  cr -,  and  V  cr    . 

V  JL       • 

The  laws  of  Uniform  Motion,  therefore,  are  comprehended  in 
the  following  Theorems,  which  are  to  be  treasured  up  in  the 
memory. 

L  The  Space  equals  the  product  of  the  time  into  the  velocity  ;  J  or 
(when  different  spaces  are  compared)  the  space  varies  as  the 
product  of  the  time  into  the  velocity. 

IL  The  Time  equals  the  space  divided  by  the  velocity  ;  or  (when 
different  times  are  compared)  the  time  varies  as  the  space  divi- 
ded by  the  velocity. 

in.  The  Velocity  equals  the  space  divided  by  the  time  ;  or  (when 

*  The  young  learner  is  apt  to  be  puzzled  with  such  abstract  expressions  as  "  Space 
equal  to  time  multiplied  into  velocity ;"  but  it  may  be  observed  that  by  velocity  is 
meant  nothing  more  than  the  space  passed  over  in  one  second;  which  may  evidently 
be  to  moUipiied  as  to  equal  another  space. 

t  Euc.  v.  7. 

t  Thii  it  a  concise  mode  of  saying,  The  number  expressing  the  space,  equals  the 
piodact  of  the  number  expressing  the  time  into  the  number  expressing  the  velocity. 


MECHANICS.  25 

different  velocities  are  compared)  the  velocity  varies  cu  the  space 
divided  by  the  time. 

rV.  Wnen  the  space  is  given^  the  time  varies  inversely  as  the 
velocity. 

13.  Questions  on  Uniform  Motions. 

1.  A  ball  was  rolled  on  the  ice  with  a  velocity  of  30  feet  per 
second,  and  moved  uniformly  45  seconds :  What  space  did  it  de- 
scribe? Ans.  lB50feet. 

2.  A  steamboat  moved  steadily  across  a  lake  53  miles  >vide,  at 
the  rate  of  16  miles  per  hour :  What  time  was  occupied  in  cross- 
ing 1  Ans.  3^j  hours. 

3.  On  the  supposition  that  the  earth  describes  an  orbit  of  600 
millions  of  miles  in  365^  days,  with  what  velocity  does  it  move 
per  second?  Ans.  19  miles^  nearly. 

4  Three  planets  describe  orbits  which  are  to  each  other  as  15, 
19,  and  12,  in  times  which  are  as  7,  3,  and  5 :  What  are  their 
coB^Mxrative  velocities  ?  Ans.  225,  665  and  252.* 

14.  7%6  Momentum  of  a  body  is  its  quantity  of  motion^  and  is  as 
the  product  of  its  quantity  of  matter  and  velocity.  The  quantity  of 
motion,  or  momentum,  of  each  particle  evidently  depends  on  its 
Telocity ;  and  therefore  the  momentum  of  the  whole  must  depend 
on  the  same  particles  multiplied  into  the  common  velocity.  By 
velocity  is  understood  the  space  moved  over  in  a  second.  Ac- 
cording to  this  definition,  a  body  at  rest  cannot  be  said  to  have  any 
momentum,  but  it  is  then  said  to  have  an  amoimt  of  inertia  cor- 
responding to  its  quantity  of  matter,  or  mass.  Inertia  opposes  the 
Bame  resistance  as  momentum  of  similar  amoimt. 

Let  M  be  the  momentum  of  a  body;  Q  its  quantity  of  matter 

or  weighl  expressed  in  poimds;  V  its  velocity  expressed  in  feet; 

and  let  m  be  the  momentum,  q  the  weight,  v  the  velocity,  of  any 

other  body  expressed  in  the  same  manner;  then  the  relation 

between  M,  Q,  V,  and  m,  j,  v,  will  be  expressed  by  the  following 

proportion ; 

M  M 

M  :  TO  :  :Q  xV:  g  X  v;  .•.  McrQxV;  .'.Qoc:^  andVa^.  If 

Qbe  given,  MocV;  if  Vbegiven,  MocQ;  andifQacy,  or  Voc^, 

then  M  will  be  given.    If  V  cr  ^,  or  V  :  v  : :  ;  :  Q,  then  QV=5t> 

and  M=m. 

The  following  Theorems  therefore  comprehend  the  doctrine  of 
Momentum. 

X  Day'B  Algebra,  360,  cor.  1. 
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I.  TTie  Momentum  equals  the  product  of  the  quantity  of  mattet 
into  the  velocity  ;  or  (when  different  momenta  are  compared)  the 
Momentum  varies  as  the  product  of  the  quantity  of  matter  into 
the  velocity. 

n.  The  Quantity  of  Matter  equals  the  Momentum  divided  by 
the  velocity ;  or  (when  different  masses  are  compared)  the  Quan 
tity  of  Matter  varies  as  the^  Momentum  divided  by  the  velocity. 

Ill-  7%c  Velocity  equals  the  Momentum  divided  by  the  quantity 
tf  matter;  or  (when  different  velocities  are  compared)  the  Velocity 
varies  as  the  Momentum  divided  by  the  quantity  of  matter. 

rV.  If  the  quantity  of  matter  is  given^  the  momentum  is  as  the 
velocity. 

Y.  If  the  velocity  is  given,  the  momentum  varies  as  the  quantity 
of  matter. 

VI.  If  two  bodies  move  with  velocities  which  are  inversely  as  then 
quantities  of  matter,  they  have  equal  momenta. 

Thus,  if  a  ship  of  100  tons,  sailing  at  the  rate  of  7  knots,  meet 
another  ship  of  50  tons,  sailing  14  knots  per  hour,  they  will  en- 
counter each  other  with  equal  momenta.  This  constitutes  a  fun- 
damental principle  in  the  mechanical  action  of  bodies. 

15.  Questions  on  Momentum. 

1.  A  ship  weighing  336,000  lbs.  is  dashed  against  the  rocks  in 
a  storm,  with  a  velocity  of  16  miles  per  hour:  With  what  mo- 
mentum  did  she  strike  f  Ans.  7,884,800  lbs. 

2.  On  the  supposition  that  Goliath  of  Gath  presented  an  obsta- 
cle of  350  lbs.,  and  that  the  stone  hurled  by  David's  sling  weighed 
two  ounces :  With  what  velocity  must  it  have  been  thrown  to 
have  prostrated  the  giant  ? 

Ans.  It  must  have  exceeded  2S00  feet  per  second.^ 
8.  Wishing  to  know  the  velocity  of  a  musket  ball  weighing  I 
oz.,  I  suspended  after  the  manner  of  a  pendulum,  a  log  of  wood 
weighing  53  lbs.     The  ball  on  entering  the  log  gave  it  a  motion 
of  2  feet  per  second :  What  was  the  velocity  of  the  ball  ? 

Ans.  1698  feet  per  second.j[ 

4.  If  a  comet  moving  at  the  rate  of  1,000,000  miles  per  hour, 
were  to  meet  the  earth  moving  19  miles  per  second:  What  ratio 
will  the  mass  of  the  comet  bear  to  that  of  the  earth,  supposing 
that  they  mutually  destroy  each  other's  motions  ? 

Ans.  1  :  14.6  ;  or  the  comet  must  have  nearly  j\  as  much  matter 
as  the  earth. 

5.  Two  railway  cars  have  their  quantities  of  matter  as  7  to  3, 
and  their  momenta  as  8  to  5  :  What  are  their  respective  veloci- 
ties ?  Ans.  As  24  to  35,  or  nearly  as  5  to  1. 

*  TIm  nmrimnm  velooity  of  a  cannon  ball  is  usually  reckoned  2000  feet  per  second, 
t  It  is  to  be  remarked,  that  the  ball  moTes  with  the  log,  and  therefore  its  mass  ia 
to  b0  added  to  that  of  the  Uf. 
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16.  Force  is  any  cause  'ohich  moves  or  tends  to  move  a  hody^  or 
fMch  changes  or  tends  to  change  its  motion.  (Art.  2.)  Forces 
can,  for  the  most  part,  be  reduced  to  the  three  following  classes, 
attraction,  repulsion,  and  animal  strength.  Thus,  the  power  of 
the  w^aterfail  can  be  traced  to  gravitation  ;  that  of  steam  to  the 
repulsive  energies  of  heat ;  and  that  of  the  horse  and  the  ox  to  ani- 
mal strength.  Forces  are  divided  into  two  kinds,  according  to 
the  manner  in  which  they  act.  If  a  force  acts  instantaneously, 
and  then  ceases,  it  is  called  an  impulsive  force.  A  ball,  sudden- 
ly put  in  motion  by  the  hand  or  any  instrument,  along  a  horizon- 
tal plane,  is  an  instance  of  Aie  effect  produced  by  an  impulsive 
force.  When  a  force  acts  incessantly,  it  is  called  an  accelerating 
force,  and  is  either  constant  or  variable  ;  constant,  when  the  in- 
crements or  decrements  of  velocity  caused  by  it,  in  equal  succes- 
sive parts  of  time,  are  eqtud ;  and  variable,  when  the  increments 
(NT  decrements  of  velocity  thus  produced,  are  unequal.  The  force 
o{  gravity  near  the  Earth's  surface,  is  an  example  of  a  constant 
force ;  for  it  causes  equal  increments  or  decrements  of  velocity 
in  equal  portions  of  time,  not  by  impulses,  but  by  incessant  action. 
Gravity  at  different  distances  from  the  earth,  is  a  variable  force, 
irtiose  variation  is  estimated  in  the  same  manner  as  that  of  weight 
i&  article  8. 

17.  Different  constant  forces  generate  velocities,  which  are  as  the 
product  of  the  forces  and  times. 

Let  T  denote  the  time,  and  F  the  constant  force  ;  and  con- 
ceive the  time  to  be  divided  into  exceedingly  small  equal  por- 
tions ;  then,  since  equal  impulses,  and  of  course  equal  velocities, 
are  added  to  the  moving  body  at  each  of  these  instants,  the  whole 
velocity  acquired,  must  be  proportioned  to  that  of  each  instant 
(which  is  the  measure  of  F)  multiplied  by  the  nmnber  of  in- 
stants;  or  Vac  F  xT. 

One  steam  car  was  propelled  by  a  constant  force  of  25  lbs.  for 
10  minutes,  above  what  was  sufficient  to  overcome  all  resist- 
ances, and  another  was  driven  by  a  similar  force  of  18  lbs.  for  7 
minutes :  What  were  their  comparative  velocities  ? 

Ans.  As  250  to  126  ;  or  the  first  car  had  nearly  twice  the  veloci' 
Ufofthe  second. 

18.  There  are  three  great  principles  of  motion,  called  the  Laws 
OP  MonoK,  derived  from  universal  experience  and  observation, 
and  of  such  extensive  application  as  to  comprehend  all  the  phe- 
iiixnena  of  mechanics. 

19.  Fmst  Law. — A  body  continues  in  the  state  in  which  it  ts, 
yshether  of  rest  or  motion,  until  compelled  by, some  external  force  to 
Aange  its  state.  That  a  body  at  rest  will  continue  at  rest,  is  a 
consequence  immediately  arising  from  the  inertia  of  matter. 


That  a  body  in  motion  will  continue  to  proceed  uniformly  along 
the  right  line  in  which  it  began  to  move,  until  it  is  acted  upon  by 
some  external  force,  is  inferred  from  the  fact,  that  any  deviation 
from  uniform  rectilinear  motion,  in  a  moving  body,  is  observed  to 
be  owing  to  some  external  force ;  and  that  such  deviation  is  dl- 
miniHhed  in  proportion  as  such  external  force  is  withdrawn; 
hence,  were  it  entirely  withdrawn,  we  infer  that  tbe  motion  of 
the  body  would  then  become  uniform,  rectilinear,  and  perpetual. 
We  may  see  approximations  to  such  a  state  in  a  ball  rolled  suc- 
cessively on  the  earth,  on  a  floor,  and  on  smooth  ice.  The  most 
general  impediments  to  motion  are  friction,  resistance  of  the  air, 
and  gravity.  But  if  a  small  wheel  is  put  in  motion  round  a  hori- 
zontal axis,  the  effect  of  gravity  is  taken  off,  {since  one  side 
of  the  wheel  gains  as  much  in  falling,  as  the  other  loses  in 
rising,)  and  no  impediments  remain  but  the  resistance  of  the  air 
and  friction,  the  former  of  which  may  be  removed  by  placing  the 
apparatus  in  the  vacuum  of  an  air-pump,  and  the  latter  may  be 
greatly  diminished  by  methods  to  be  described  hereafter.  In 
proportion  as  these  several  impediments  are  removed,  the  wheel 
approximates  to  a  motion  which  is  uniform  and  continued.  A 
pendulum  has  been  constructed  to  move  with  so  little  resistance 
as,  when  barely  set  in  motion  with  the  finger,  to  continue  to  vi- 
brate 24  hours. 

20.  Second  Law. — Motion,  or  change  of  motion,  is  proportioned 
to  the  force  impressed,  and  is  in  the  direction  of  that  force  ^  It  has 
already  been  observed,  that  every  change  in  the  state  of  rest  or 
motion  in  a  body  must  be  effected  by  the  agency  of  some  force  ; 
this  Second  Law  asserts,  that  this  change  will  in  all  cases  be 
proportional  to  that  force,  and  will  be  produced  in  the  direction 
in  which  the  force  acts. 

That  motion  orchange  of  motion  in  a  body  will  be  proportional 
to  the  force  which  produces  it,  is  also  inferred  from  observation 
and  experiment,  as  well  as  from  the  known  connection  between 
cause  and  effect.  Thus,  a  ball  which  moves  with  a  double  or 
triple  velocity  is  found  to  generate  in  another,  by  impulse,  a 
double  or  triple  velocity.  Two  bodies  meeting  with  equal  quan- 
tities of  motion  mutually  stop  each  other.  Two  forces,  which, 
by  acting  singly  during  equal  times,  produce  etjnal  velocities  in 
some  third  body,  are  found  by  acting  together  during  the  same 
length  of  time,  to  produce  a  double  velocity.  If  a  new  force  is 
impressed  upon  a  body  in  motion,  in  the  direction  in  which  it 
moves,  its  motion  is  increased  proportionally  to  the  new  force  im- 
pressed :  if  this  force  acts  in  a  direction  contrary  to  that  in  which 
the  body  moves,  it  is  found  to  lose  a  proportional  part  of  its  mo- 
tion :  if  the  direction  of  this  force  is  oblique  to  that  of  the  mov- 
ing body,  it  gives  it  a  new  direction  compounded  of  both,  A 
force  which  we  know  to  act  equally,  produces  equal  increments 
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of  velocity  in  equal  times.*    Hence  it  follows,  that  the  smaUeH 
force  is  capable  of  momn^  the  largest  body. 

With  respect  to  the  direction  in  which  a  body  moves,  it  is  evi- 
dent that  when  it  is  under  the  direction  of  any  given  force, 
whether  it  be  an  impulsive  one,  or  one  that  acts  incessantly,  the 
body  can  have  no  tendency  whatever  to  deviate  to  the  one  side 
or  to  the  other,f  but  must  proceed  along  the  right  line  in  which 
the  force  acts. 

21-  TmRD  Law. — When  bodies  act  on  each  other^  action  and  re* 
action  are  equal  and  in  opposite  directions.  The  meaning  of  this 
law  is,  that  when  a  body  imparts  motion  in  any  direction,  it  loses 
an  equal  quantity  of  its  own  in  the  opposite  direction — ^that 
when  a  body  receives  a  blow,  it  gives  to  the  striking  body  an 
equal  blow — that  when  A  presses  on  B,  B  returns  to  it  an  equal 

Jressure — and  that  when  it  attracts  or  repels  B,  it  receives  from 
the  same  influence  in  the  opposite  direction. 
This  law  is  brought  to  the  Fig.  4. 

test  of  experiment  by  means 
of  the  apparatus  represented  in 
Rg.  4,  where  A  and  B  are  two 
balls  of  lead  for  example,  sus- 
pended at  C,  by  a  flexible  line, 
by  which  A  may  be  drawn  out 
towards  X,  and  let  fall  upon 
B.  The  velocities  gained  or 
lost  are  indicated  by  the  grad- 
uated arc  XY ;  and  it  is  found 
that  when  A  falls  on  B,  what- 
ever motion  A  communicates 
to  B,  is  communicated  to  A  in 
the  opposite  direction ;  that  is,  the  same  amount  is  taken  from  A. 
Thus,  if  the  two  bodies  are  equal,  and  A  falls  on  B  at  rest,  they 
will,  after  the  blow,  move  on  together,  with  half  the  velocity  of 
A^ — ^B  having  acquired,  and  A  having  lost  an  equal  amount  of  mo- 
tion. If  A  is  greater  than  B,  still  it  is  found  that  the  momentum 
gained  by  B  (ascertained  by  multiplying  its  mass  by  the  velocity) 
is  precisely  equal  to  the  momentum  lost  by  A ;  and  if  A  meets  B 
with  a  momentum  greater  than  that  of  B,  the  latter  will  deprive 
A  of  a  momentimi  equal  to  its  own,  and  return  along  with  A, 
both  bodies  having  a  momentum  equal  to  the  diflerence  of  their 
momenta  previous  to  eoUision.  It  is  a  general  Law  of  the  Ma- 
terial World,  that  no  body  loses  motion  in  any  direction,  \vithout 
communicating  an  equal  quantity  to  other  bodies  in  the  same  di- 

•  Grcgoiy'8  Mechanics,  I,  9. 

t  Accordinjr  to  the  principle  of  the  sufficient  reason,  there  being  no  cause  why 
the  body  should  deviate  to  one  side  of  this  line  rather  than  the  other '  hence  it  will 
toiain  in  it     (See  Playfair's  Outlines,  I,  4.) 
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rection  ;  and  conversely,  that  no  body  acquires  motion  in  any  di 
pection,  without  diminishing  the  motion  of  other  bodies  by  an 
equal  quantity  in  that  same  direction.* 

Now,  the  moving  force  by  which  A  communicates  momentum 
to  B,  is  called  the  action  of  A ;  and  the  tendency  of  B  to  diminish 
the  momentum  of  A,  is  called  the  reaction  of  B.  Since,  there  • 
fore,  according  to  this  meaning  of  the  words  action  and  reaction, 
the  effect  produced  by  the  action  of  A  is  equal  to  the  effect  pro- 
duced by  the  reaction  of  B,  action  and  reaction  are  said  to  be 
equal  during  the  iinpact  of  A  upon  B.  That  these  effects  are  pro- 
duced in  "opposite  directions,"  is  evident  from  the  very  nature  of 
the  case. 

This  law  applies  not  only  to  the  impact  of  bodies,  but  to  every 
case  in  which  one  body  acts  upon  another.  It  holds  good,  not 
only  when  bodies  come  into  actual  contact,  but  when  they  act 
upon  one  another  at  any  distance  whatever.  A  body,  A  for  in- 
stance, is  sustained  by  another  body,  B,  and  both  bodies  remain 
at  rest ;  if  the  pressure  exerted  by  the  two  bodies  were  not  equal, 
it  is  evident  that  some  motion  would  ensue ;  which  is  contrary  to 
the  supposition.  If  motion  does  ensue,  then  the  case  becomes,  in 
a  great  measure,  analogous  to  that  of  impact ;  and  the  effects  pro- 
duced, estimated  in  a  similar  manner,  are  found  to  observe  the 
same  law.  The  mutual  attractions  of  bodies  are  also  subject  to 
this  law.  Thus,  if  two  equal  magnets,  connected  with  two  equal 
and  similar  pieces  of  cork,  be  made  to  float  upon  the  surface  of 
water,  as  soon  as  they  come  within  the  sphere  of  attraction,  they 
are  observed  to  move  towards  each  other  in  a  right  line,  with  equal 
velocities,  and  consequently  vdih  equal  momenta ;  and  as  the  re- 
sistance which  each  body  meets  with  from  the  fluid  is  e\'idently 
the  same,  we  infer  that  their  actions  upon  eaclj  other  are  equaL-f 

22.  These  fundamental  principles  of  "Mechanics"  rest  on  three 
different  kinds  of  evidence : — 

1.  They  are  conformable  to  all  experience  and  observation. 

2.  They  are  confirmed  by  various  accurate  eocperiments. 

3.  The  coiicZm^iow*  deduced  from  them  have  always  proved  true 
in  fact  Avithout  exception.J 

Observation  and  Experiment,  then,  constitute  the  basis  of  the 
science  of  Mechanics.  Observation  is  the  close  inspection,  and 
attentive  examination,  of  those  phenomena  which  arise  in  the 
course  of  nature,^    Experiment  is  an  artificial  trial  made  for  the 

*  Playfair'8  Outlines,  I,  8. 

t  If  two  unequal  magnets,  placed  upon  pieces  of  cork  similar  to  each  other,  and 
proportional  to  the  respective  magnets,  were  made  to  float  in  the  same  manner, 
tliey  would  approach  each  other  with  velocities  inversely  proportional  to  the  quan. 
titles  of  mutter  moved,  and  consequently  witli  equal  momenta;  hut  this  experiment  ia 
liable  to  very  great  inaccuracy,  from  the  different  resistances  which  the  bodies  would 
meet  with. 

t  See  Gregory's  Mechanics,  I,  9.    Atwood  on  Rectilinear  Motion,  p.  360. 

{  Leslie's  Natural  Philosophy,  I,  2. 
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purpose  of  learning  the  powers  of  nature,  or  the  properties  of  sub- 
stances. The  most  comprehensive  results  obtained  by  both  these 
methods,  so  far  as  respects  mechanics,  are  expressed  in  the  fore- 
going Laws  of  Motion.  Upon  these,  therefore,  the  science  of  Me- 
ehanics  is  built.  Algebra  and  Geometry,  called  in  to  the  aid  of 
these  fundamental  principles,  lead  to  the  discovery  of  new  rela- 
tions, and  bring  to  ]igtit  a  great  number  of  subordinate  truths,  of 
the  highest  degree  of  practical  utility.  Granting  the  truth  of  the 
Laws  ijf  Motion^  as  these  subordinate  truths  are  attained  by  prin- 
ciples purely  scientific,  (namely,  those  of  Algebra  and  Geometry, 
and  especially  the  latter,)  they  are  attended  with  the  evidence  of 
demonstration ;  but  since  the  conclusions  can  be  no  more  certain 
than  the  premises,  we  can  claim  for  the  truths  in  Mechanics  that 
degree  of  evidence  only,  which  results  from  observation  and  ex- 
periment, applied  in  their  greatest  perfection. 

28.  Questions  on  the  Pkinciples  of  Motion. 

1.  A  bird  of  passage  was  observed  to  fly  with  a  uniform  velo- 
city of  19  feet  per  second :  Over  what  Space  would  she  pass  in  24 
hours?  Am,  310 fi09  miles. 

2.  A  lame  man  set  out  to  travel  round  the  world.     He  could 
walk  but  two  miles  an  hour  for  seven  hours  out  of  the  twenty 
four.     Provided  he  could  go  forward,  without  impediment,  on  the 
circumference  of  a  great  circle  of  the  globe,  (25,000  miles,)  what 
Thus  would  he  require  to  complete  the  journey  ? 

Ans.  4  years  and  325f  days. 

3.  A  wind  blows  uniformly  from  the  equator  to  the  pole,  (say 
6000  miles,)  in  12  days :  What  is  its  Velocity  per  hour? 

Ans.  20  f  miles. 

4.  How  much  weight  would  a  rock  that  weighs  ten  tons  (22,400 
lbs.)  at  the  level  of  the  sea,  lose  if  elevated  to  the  top  of  a  moun- 
tain five  miles  high?     (Art.  8.)  Ans.  55.8952  lbs.* 

5.  If  the  Earth  were  a  hollow  sphere,  and  if,  through  a  hole 
bored  through  the  center,  a  man  were  let  doAVTi  by  a  rope,  would 
the  force  required  to  support  him  be  increased  or  diminished  as 
he  descended  through  the  solid  crust,  and  where  would  it  become 
equal  to  nothing  ?     (See  Art.  9.) 

6.  How  much  would  a  44  pound  shot  weigh  at  the^center  of 
the  earth ;  and  how  much  at  a  point  half  way  from  the  center  to 
the  surface?     (See  Art  10.) 

7.  If  a  hole  ^'^ere  bored  through  the  center  of  the  earth,  and  a 
Sone  were  dropped  into  it,  in  what  manner  would  the  stone  move 

•  The  weight  would  be  ascertained,  in  this  case,  by  the  effect  on  a  spring,  (Art. 
190  and  not  by  scales,  since  a  counterpoise  w^uld  sustain  a  loss  of  weight  in  the 
degree  with  the  body  in  question* 
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in  its  way  to  the  center  and  after  it  reached  the  center  ?     (See 
Arts.  9  and  10.) 

8.  Suppose  the  battering-ram  of  Vespasian  weighed  5760  Ibs^ 
and  was  found  sufficient,  when  propelled  with  a  certain  velocity, 
to  demolish  the  walls  of  Jerusalem ;  and  suppose  that  a  32  pound 
cannon-ball,  fired  with  a  velocity  of  2000  feet  per  second,  is  found 
capable  of  doing  the  same  execution :  What  was  the  velocity  of 
the  battering-ram  T  Ans.  11.11  per  sec. 

9.  Suppose  a  grain  of  light,  moving  at  the  rate  of  192,000  miles 
per  second,  to  impinge  directly  against  a  mass  of  ice  moving  at  the 
rate  of  1.45  feet  per  second :  What  weight  of  ice  would  the  light 
stop ?  Ans.  99877.832  lbs.*  or  nearly  44 J  tons. 

10.  If  a  ball  of  the  same  density  with  the  earth,  y^th  of  a  mile 
in  diameter,  were  placed  at  the  distance  of  yV^h  of  a  mile  above 
the  earth :  What  space  would  the  earth  move  through  to  meet  it^ 
the  diameter  of  the  earth  being  taken  at  8000  miles  ? 

Ans.  TT7TnryTTTTT  inchf  nearly. 

11.  The  quantity  of  matter  in  the  sun  being  354,000  times  that 
of  the  earth,  and  their  distances  from  each  other  being  96,000,000 
miles :  If  the  two  bodies  were  abandoned  to  their  mutual  attrac- 
tion, where  would  they  meet  ? 

Ans.  271.186  miles  from  the  center  of  the  sun  ;  or  the  sun  would 
advance  so  far  to  meet  the  earth.^ 

12.  Two  men  are  pulling  a  boat  ashore  by  a  rope,  one  at  each 
end,  A  being  in  the  boat  and  B  on  the  shore :  How  will  the  time 
of  bringing  the  boat  ashore  compare  v^rith  the  time  in  which  A 
would  pull  it  ashore  alone,  were  the  other  end  of  the  rope  fixed 
to  an  inunovable  post?     (See  Art  21.) J 


CHAPTER  n. 

OF  THE  LAWS  OF  FALLING  BODIES. 

24.  Since,  when  a  body  moves  with  a  uniform  velocity  for  a 
given  tim^,  the  space  described  is  in  proportion  to  that  time  and 
velocity  conjointly,  (Art.   12,)  therefore  if  one  side  of  a  rights 


•  1  lb.  av.  =  7000  grains. 

t  In  this  problem  it  is  supposed  that  all  the  matter  of  each  body  is  collected  in  its 
center,  (Art.  4,)  and  that  tlieir  own  semi-diameters  present  no  obstacle  to  the  approach 
of  their  centers. 

X  This  problem  is  intended  merely  to  illustrate  the  doctrine  of  action  and  reaction* 
No  numencal  answer  is  required. 
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angled  parallelogram  represents  the  time 
o[  a  bod/s  motion,  and  the  other  the    A 
imiform  velocity  with  which  it  moves, 
the  pa^lelogram  itself  (whose  area  is    b 
equal  to  the  product  of  the  two  sides) 
will  represent  the  space  described  in    q 
that  time.    Thus,  let  the  line  AE  be 
divided  into  any  number  of  equal  parts    ^ 
in  the  points  B,  C,  D,  &c.,  and  from 
those  points  draw  the  equal  straight    « 
lines  AP,  BG,  CH,  &c.,  at  right-angles 
to  AE,  and  complete  the  parallelogram  AFLE ;  then  if  AB,  BC, 
CD,  &c^  "represent  equal  successive  portions  of  time,  and  AF, 
BG,  CH,  &c.,  represent  the  uniform  velocity  with  which  a  body 
moves,  then  will  the  parallelograms  AG,  BH,  CK,  &c.,  represent 
the  spaces  described  in  those  equal  portions  of  time,  and  the  par- 
aUel<^ram  AFLE  the  whole  spsLce  described  in  the  time  repre- 
sented by  AE.» 

25.  Suppose  now  that  a  body  moves  uniformly  as  before, 
daring  the  equal  successive  portions  of  time  represented  bv  AB. 
BC,  CD,  &c.,  but  at  the  end  of  each 
portion  of  time  receives  an  increase 
of  velocity ;  for  instance,  during  the 
time  AB  let  it  move  with  a  velocity 
represented  by  AF,  during  the  time 
BC  with  a  velocity  represented  by 
BH,  &c. ;    complete    the   parallelo- 
grams AG,  BK,  CM,  and  DO,  then 
file  space  described  in  the  time  AB 
will  be  represented  by  the  parallelo- 
gram AG,  in  the  time  BC  by  the  par- 
allelogram BK,  &c.,  and  the  whole    e  u 
space  described  in  the  time  AE  by  the  irregular  figure  AFOE. 

26.  Let  us  next  suppose  that  a  body  receives  equal  increments 
of  velocity  at  the  end  of  each  successive  portion  of  time,  so  that 

'  Since  the  track  described  by  a  moving  body  is  a  line,  how  (it  may  be  asked)  can 
the  space  be  properly  represented  by  a  superficies  ? 

To  avoid  misconception  on  this  subject,  it  will  be  useful  for  the  young  learner  to 
rwoT  to  a  few  elementary  principles.  Quantity  (it  will  be  recollected)  is  any  thing 
which  can  be  increased  or  diminished^  or  which  is  capable  of  being  measured.  (Al- 
peiffa.  Art.  1.)  Thus  time  is  a  quantity,  whose  measure  can  bo  expressed  in  hours, 
annates,  and  seconds.  Velocity  is  a  quantity,  being  measured  by  the  number  of  feet 
ptned  over  in  a  second.  But  these  two  quantities  (time  and  velocity)  have  no  per- 
■Bnmt  representatives  of  their  own,  like  numbers,  which  arc  represented  by  the  digits, 
9t  like  magnitades,  which  are  denoted  by  lines,  surfaces,  and  solids.  Hence,  such 
^laaiities  as  tiroes,  velocities,  and  forces,  are  denoted  by  representatives  borrowed 
frwi  those  of  magnitude.  In  the  case  before  us,  the  space  described  by  a  moving 
twiy  ii  represented  by  a  parallelogram,  not  because  the  space  actually  described  has 
*■/  Ttsewiblance  to  a  parallelogram,  but  because  a  parallelogram  has  the  same  rela- 
tiou  u>  the  sides  of  which  it  is  the  product,  as  space  has  to  the  two  quantities,  time 
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dnring  thr^  hpcouA  inten^al  of  time  it  moves  with  twice  the  velo- 
city, durini;^  the  third  interval  with  three  times  the  velocity,  &c^ 
thfm  will  CK=2BG,  DM=3BG,&c.    But AC=2AB, AD=3AB,  &c 

Therefore,  . 

A(J :  t;K  : :  AB  :  IM ;  : :  AD  :  DM,  &c.  "^ 
Ilenee,  tlie  figures  ABG,  ACK,  ADM, 
Are.,  ftre  Himilar  triangles;  and  if  AG,  ^ 
GK.  KM,  Are.,  he  Joined,  AO  will  be 
A  Htrni^lit  line,  and  the  fi^re  AFOE,  q 
which  represcMitf*  th(»  ^pace  described 
in  the  time  AK,  will  diftcr  from  the 
triangle  AOH  only  bvthe  sum  of  the 
triangles  M\l,  GIIK,  KLM,  MNO, 
whieli  are  all  equal  to  each  other.       ^ 
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127.  Now  let  the  inttTvals  of  time  and  the  corresponding  incre- 
nif»ntH  of  v<»loeity  1m^  only  half  what  they  were  in  the  fonner  in- 
KtnnetN  Bisect  *AB,  BC,  CD,  &c.,  (Fig.  8,)  in  6,  c,  d,  &c.,  and 
eoniplele  the  parallelograms  as  before,  then  the  figure  which  rep- 
nw^nts   the  space  described  in  the  -^pr-i/  Rg.  8. 

time  \V\  will  differ  from  the  triangle 
AOV)  by  the  sum  of  the  small  trian- 
gles A/.ir»  ^VVt,  G/*A\  &e.,  which  is  ® 
tuilv  half  the  sum  of  the  triangles   ^ 
AKG.CillK,  KLM.  &e.,  in  the  pre-  C 
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cedinir  tiKVin\  By  continually  halv-  j 
ing  thes«^  intervals  of  time  and  the 
ct»rrf\*»|MHuUn«:  incnMnents  of  veloci- 
ty, the  figure  AFOK  will  approach 
to  the  lor^\  ol*  the  triangle  AOL ;  and  E 
when  thi\v  art^  diminished  od  infimiunu  Kf  (which  represents  the 
veli>oity  with  which  the  bixly  begins  to  move)  will  be  equal  toO; 
as  will  alsi>  the  sum  of  the  triiuigles  Xfg.gFG^  &c, ;  the  space 
ihertMon^  desoriln^d  by  a  Inxly  l>eginning  to  move  from  rest  by  the 
coiuinutHi  action  of  a  ibrce  which  generates  c^uat  increments  of 
vcUvir\  iu  <H)ual  tinn^s,  will  l>o  accurately  represented  by  the 
rigJ\t-anc»<M  iriatvcle  AOEL  one  of  whose  sides  AE  represents  the 
tisnc  ot  \\\c  ho^W>  motion,  and  the  other.  GEL  the  last  acquired 
volocitv,  • 

•^.  Wf  hftvo  soer..  (Art,  *24.)  that  in  unitbrm  motion*  the  time, 
T' ":•:>..  .-bn,;  >jvat>e.  have  the  <Ame  relation  to  each  other,  as  ihe 

BTit  -^iirir;-  -r.  w-.va*>.  ::  .i*  tlitf  •^/r^Z}r\.  Ar.  lirr.titt  hcirtf:  thus  n^Klisbr^  Ki««ii 
tiH  rJiLtifiT.**  ^Ms  *iUi»iM  *3.vr.x  -%ur-  tiifs^  imd  ih«r  that  jnihsdst  unocur  nw3i 
nnuxitr:i»  i:*  in-"*  jy  r»cnrj^mtL^  *»  v  iZjtir  fm-n.  the  rrfwrftrr^tatiTc* ©f  su^uxxidet 
Hi; ;  ih  «uir^-  rirjci  v  ii"-j'/v  um  maifff^  .-v  titt  (Abcr  <;aiiitiii«  ;  uad  thi»  a  crest 
Tiuniif-  !»'  ifv  T'tiizviTA  xTt  fmi'Wii'-^  £L*-rvr«rf£  lx»  c-ii?t  Airkon^  thaM-  qTMiitfitiiM> 
braui!"  l!i»T  u^  sn»*w^  v  fx»5  ti^'Csi  t&»  zrikfTurodrs,  m*  ihr  lixvrj;.  ^OT^cieift.  Sk.c^ 
^iiirM  un  Mitkn  ti  r'ncfiMAi  ittexL  It  u  tlixift  umi  G«qbm«t  lK>ooBici  a  fcmM 
■iiTJiitm-  tL  ^' 


1II0HANIC8.  15 

aides  and  area  of  a  right-angled  parallelogram.  Now  if  a  mov- 
ing body  should  retain  all  the  velocity  it  has  already  acquired,  and 
take  on  equal  increments  at  equal  successive  instants,  we  see  by 
the  last  article,  that  the  whole  space  described  would  be  repre- 
sented by  the  sum  of  the  parallelograms  described  successively. 
We  see,  moreover,  that  the  smaller  the  time  is  taken,  the  nearer 
the  whole  space  approaches  to  a  right-angled  triangle.  But  when 
a  body  is  descending  by  the  force  of  gravity,  its  velocity  in- 
creases continually ;  the  instant  is  reduced  to  nothing ;  and  the 
little  triangles  which  denote,  in  the  other  case,  the  difference  be- 
tween the  figure  described  and  that  of  a  right-angled  triangle, 
Tanish,  and  leave  the  triangle  as  the  proper  representative  of  the 
space  described.  The  laws  of  variable  motion,  however,  are 
more  perfectly  exhibited  by  means  of  the  calculus,  than  they  can 
be  geometrically.* 

29.  The  spaces  described  by  bodies  falling  from  rest  under  the 
infiuence  of  gravity ,  are  to  each  other  as  the  snuares  of  the  times  in 
mich  they  are  described,  or  as  the  squares  of  tlie  last  acquired  ve^ 
bcitieSf  or  as  the  times  and  last  acquired  velocities  conjointly.^ 

For  let  S  be  the  space  desciibed,  V  the  velocity  acquired  by  a 
body  falling  from  rest  for  the  time  T ;  s  the  space  described,  w 
the  velocity  acquired  at  any  other  period  t,  of  its  fall ;  then,  from 
what  has  already  been  demonstrated,  if  the  ratio  of  T  :  ^  be 
represented  by  the  lines  AB,  Ah,  and  the  ratio  of  V  :  v  by  the 
hnes  BC,  be,  drawn  at  right-angles  to  them,  A 
the  ratio  of  S  :  *  will  be  represented  by  the 
triangles  ABC,  Khc.     Now, 

ABC  :  Aftc  : :  AB*  :  A6» ;  or,  as  BC«  :  &c2; 

or,  as  ABxBC  :  Abxbc,^  Hence, 
S : « ::  TP :  ^,  or  as  V* :  tr*,  or  as  Tx V  itxv. 
As  equal  increments  of  velocity  are  gen- 
erated in  equal  times,  it  is  farther  evident 
that  the  velocity  acquired  varies  as  the  time : 
the  same  conclusion  may  also  be  deduced  , 
from  the  similar  triangles  ABC,  Kbc ;  for 
BC  :  6c : :  AB  :  A^  i.  e.  V  :  V  : :  T  :  /. 

Since  the  spaces  described  are  as  the  squares  of  the  times  ;  if 
a  body  falls  from  rest  for  times  which  are  represented  by  the  num- 
bers 1,  2,  3,  4,  5,  &c.,  the  spaces  described  in  those  times  will  be 
as  the  square  numbers,  1,  4,  9,  16,  25,  &c. ;  and  the  spaces  de- 

*  See  Young,  Elements  of  Mechanics,  art  108.     Renwick,  p.  46. 

X  The  demonstration  applies  to  any  uniformly  accelerating  force,  as  well  as  to 
(ATitj ;  and  hence,  although  "Falling  Bodies"  are  here  under  particular  considera- 
tion, yet  the  proposition  may  be  predicated  of  all  bodies  urged  by  uniformly  accelera- 
tini^  or  constant  forces. 

t  For  the  right-an^led  triangles  ABC,  Ahc,  are  to  each  other  both  as  the  squares 
of  their  homologous  sides,  (by  Euc.  6,  19,)  and  in  the  ratio  of  the  parallelograms  of 
which  they  are  respectiyelj  halveM. 
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scribed  in  equal  successive  portions  of  time  will  be  as  the  odd 
numbers  1,  3,  5,  7,  9,  &c.,  as  exhibited  in  the  following  table. 


Times, 

Spaces  described. 

Spaces  described  in  equal  successive  portions  of  time. 

1 

1 

In  1st  portion  of  time     .     .     •     .        1 

2 

4 

2d 4-1  =3 

3 

9 

3d 9-4  =5 

4 

16 

4th 16-9  =7 

5 

25 

5th 25-16=9 

&c. 

&c. 

&c &c  =&c. 

30.  If  a  body  be  projected  perpendicularly  upward,  vnth  the  ve 
locity  which  it  lias  acquired  in  falling  from  any  height,  it  will  rise 
to  the  point  from  which  it  fell,  before  it  begins  to  descend  again. 

As,  in  the  descent  of  a  body,  the  force  of  gravity  generates 
equal  increments  in  equal  times,  so,  in  its  ascent,  equal  portions 
of  velocity  will  be  destroyed  in  equal  times.  The  spaces  de- 
scribed in  equal  successive  parts  of  time,  by  a  body  thus  ascend- 
ing, reckoning  from  the  beginning  of  its  motion,  vnll  be  the  same 
as  those  stated  in  the  foregoing  table,  but  in  an  inverted  order : 
thus,  if  the  time  be  divided  into  four  equal  parts,  then  the  spaces 
■described  in  the  descent  of  the  body  during  these  equal  times  are 
as  the  niunbers  1,  3,  5,  7,  but  in  its  ascent  they  will  be  as  7,  5» 
3,  1 ;  that  is,  the  space  described  in  the  first  portion  of  time,  in 
its  ascent,  will  be  the  same  as  that  described  in  the  last  portion 
of  time,  in  its  descent,  and  so  on,  till  the  body  arrives  at  its 
highest  point. 

31.  The  space  which  a  body  describes  from  rest  in  any  time,  by 
the  action  of  gravity,  is  half  that  which  it  would  describe  in  the 
same  time  with  the  last  acquired  velocity  continued  uniformly. 

Let  the  triangle  ABC  represent  the  space  de-  a^       Fig.  10. 
scribed  by  gravity  in  the  time  AB,  and  BC  the 
last  acquired  velocity;  produce  AB  to  D,  making 
BD  equal  to  AB,  and  complete  the  parallelogram 
BCDE ;  then,  if  a  body  moves  for  the  time  BD 
with  the  uniform  velocity  represented  by  BC,  the  B 
space  described  in  that  time  will  be  represented 
by  the  parallelogram  BCDE,  (Art.  21 ;)  but  the 
triangle  ABC  is  half  the  parallelogram  BCDE ; 
hence  the  space  described  with  the  continually 
increasing  velocity  during  the  time  AB,  is  half  ^ 
that  which  would  be  described  in  the  same  time  BD,  with  the 
velocity  BC  continued  uniformly. 

Since  the  space  described  by  a  body  falling  from  rest,  is  half 
that  which  it  would  describe  in  the  same  time  with  its  greatest 
velocity  continued  miiformly,  and  since  a  body  projected  perpen- 
dicularly upward  rises  to  the  same  height  as  that  from  which  it 
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must  fall  to  acquire  the  velocity  of  projection,  the  whole  space  de* 
scribed  by  a  body  projected  perpendicularly  upward,  is  half  that 
which  it  would  describe  in  the  same  time  vnth  its  first  velocity  cou" 
Ikued  uniformly.  ^ 

32.  The  space  described  in  any  time  by  a  body  projected  down- 
ward unth  a  given  velocity,  is  equal  to  the  space  which  would  be  de- 
scribed  with  that  velocity  continued  uniformly  for  that  time,  togetfier 
with  the  space  through  which  a  body  would  jail  from  rest  by  the  aC' 
tim  of  gravity  in  the  same  time. 

Let  AD  represent  the  given  velocity  of  projection,  and  AB  the 
given  time,  and  complete  the  right-angled  parallelogram  ABED ; 

produce  BE  to  C,  and  let  EC  repre-  A D 

sent  the  velocity  generated  by  gravi-    '  ^  *^*^* 

U  in  the  time  A£  or  DE,  and  join 
DC.  Then,  according  to  what  has 
been  said  in  Art  24,  a  body  moving 
under  the  influence  of  projection 
alone,  with  a  uniform  velocity  repre- 
sented by  AD,  would  describe  the 
parallelogram  ABED  in  the  time  AB ; 
and«  by  Art  27,  a  body  falling  from  a 
state  of  rest  during  the  same  time,  so 
as  to  acquire  the  velocity  represented  b 
by  EC,  would  describe  the  triangle  DEC  ;  hence  the  figure  ABCD 
truly  represents  the  joint  efiects  of  both  forces,  or  the  whole 
space  described. 

33.  The  space  described  by  a  body  ascending  for  a  given  time,  is 
equal  to  the  difference  between  the  space  which  would  be  described 
by  the  body  moving  uniformly  for  that  time  with  the  velocity  of  pro- 
Jection,  and  the  space  through  which  a  body  would  fall  from  rest  by 
the  action  of  gravity  in  the  same  time. 

Let  BC  (Fig.  12)  represent  the  given  velocity  of  projection, 
and  AB  the  time  in  which  it  must  fall  from  rest  to  acquire  that 
velocity ;  draw  BC  at  right-angles  to  AB,  and  join  AC,  then  the 


Fig.  12. 


triangle  ABC  will  represent  the  space 
through  which  the  body  must  ascend 
to  lose  all  its  velocity.  (Art.  30.)  In 
AB  take  any  point  b,  and  complete  the 
parallelogram  BCD6;  then  will  be  rep- 
resent the  velocity  of  the  body  at  the 
emi  of  the  time  Bb  of  its  ascent,  and 
cD  will  represent  the  velocity  destroy- 
ed by  gravity  in  the  same  time.  But 
tte  velocity  destroyed  by  gravity  in  any 
time  is  equal  to  the  velocity  generated  ^ 
by  gravity  in  the  same  time,  (Art.  30 ;)  hence  the  triangle  CDc 
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will  represent  the  space  through  which  a  body  would  fall  frcMn 
rest  in  the  time  CD  or  Bi.  Now  the  figure  BCcfe  represents  the 
space  through  which  the  body  would  ascend  in  the  time  Bb,  and 
the  parallelogram  BCD6  represents  the  space  through  which  a 
body  would  move  in  the  time  Bft  with  the  velocity  BC  continued 
uniformly  ;  but  the  figure  BCcb  is  equal  to  the  difference  between 
the  parallelograms  BCD6  and  the  triangle  CDc. 

34.  The  foregoing  investigations  show  the  ratios  between  the 
velocities,  times,  and  spaces  of  falling  bodies  ;  but  in  estimating 
the  actual  motion  of  bodies  descending  or  ascending  by  the  force 
of  gravity,  it  is  necessary  to  have  recourse  to  some  fixed  stand- 
ard of  measurement  of  space  and  velocity.  Now  it  has  been  as- 
certained, by  the  most  accurate  experiments,  that  a  body  falling 
freely*  from  rest  describes  a«space  equal  to  IGy'^  feet  in  the  first 
second  of  its  fall ;  and  (Art.  31)  a  body  so  falling  would  acquire 
a  velocity  which,  if  continued  uniformly,  would  carry  it  over 
32|  feet  (that  is,  twice  the  space,)  in  the  same  time.  If,  therefore, 
m— 16j'j  feet,  m  will  express  the  space  fallen  through  from  rest 
in  one  second,  and  2m  will  express  the  velocity  per  second  ac- 
quired in  that  time.  Let  S  be  the  space  described  by  the  body 
in  any  other  time  T,  and  V  the  velocity  acquired  ;  then  since  the 
spaces  are  as  the  squares  of  the  times,  we  have, 

t  (I)  S  :  wi : :  'P  :  12  .• S=mT^. 

(2)  S  :  m  : :  V^  :  {2mf=4m?  .' ^=4^' 

(3)  V«=:4mS  .• V=2v^;^. 

(4)  l:2m::T:  V.   (Art.  29)    .-..•..    V=2mT. 

(5)  V=2mT.- T=J^ 

(6)  S=m'P»  .• T=v^-. 

1.  A  body  has  been  falling  for  6  seconds :  What  space  has  it 
fallen  through  in  that  time,  and  what  is  the  velocity  which  it  has 
acquired  7 

S=mT2=l  6 tV  X  36=579  feet. 
V=2mT=32Jx6=193  feet  per  second. 

2.  How  far  must  a  body  fall  to  acquire  a  velocity  of  50  feet  in 
a  second,  and  how  long  will  it  be  in  falling  ? 

S=38.86  feet. 
T=1.55  seconds.        ^ 

*  All  bodies  descending  or  ascending  near  the  surface  of  the  earth,  meet  with 
more  or  less  resistance  from  the  air ;  so  that,  strictly  speaking,  a  body  can  never  btt 
•aid  to  descend  freely  bat  in  the  exhausted  receiver  of  an  air-pump.  It  is  in  a 
TaoQom  that  a  body  describes  16  1.12  feet  in  a  second ;  the  conclusions,  therefore, 
dodnced  in  this  section,  win  approximate  to  the  truth  only  in  those  cases  where  the 
miitailce  of  the  air  bears  little  or  no  proportion  to  the  weight  of  the  body. 

t  These  are  impoitent  fomralsB,  and  are  to  be  carefully  stored  in  the  memory. 
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a.  A  body  fell  from  the  top  of  a  tower  which  was  150  feet 
iiigh :  How  long  was  it  in  falling,  and  what  velocity  had  it  ac- 
quired when  it  got  to  the  bottom  ? 

T=3.054  seconds.    V=98.237  feet  per  second 

4.  A  body  was  projected  perpendicularly  upward  with  a  ve- 
locity of  100  feet  in  a  second :  How  far  would  it  ascend  before 
it  began  to  return  ? 

By  Art  30,  the  height  to  which  the  body  would  ascend  is 

qual  to  that  through  which  a  body  must  fall  from  rest  to  acquire 

tte  velocity  of  projection  ;  here,  therefore, 

TT    .^^       J  o    V«       10000       30000 

V=100,  and  S=-=— ^=-^=  155.44  feet. 

5.  A  body  was  observed  to  fall  for  3  seconds,  and  afterward 
to  move  uniformly  for  2  seconds  along  the  horizon  with  the  velo- 
city which  it  had  acquired  by  its  fall :  What  was  the  wliole  space 
described  in  its  perpendicular  and  horizontal  motion  ? 

The  space  described  in  its  fall  =wi'P=  1 6  ^V  x  9=  1 44  f  feet  The 
velocity  acquired  =2mT=32^x3=96i  feet  per  second  ;  and  as  it 
moved  along  the  horizon  for  2  seconds  with  this  velocity,  it  must 
in  that  time  have  described  193  feet ;  hence  the  whole  space  de- 
scribed from  the  beginning  of  its  fall  to  the  end  of  its  horizontal 
motion  is  144f +193,  or  337J  feet 

6.  A  cannon  ball  fired  perpendicularly  upward,  was  gone  10 

seconds,  when  it  returned  to  the  same  place  :  How  high  did  it 

rise,  and  what  was  the  velocity  of  projection  ? 

Ans.  Height  402xj  feet  Velocity  of  projection  160|  feet  per 
second. 

35.  Since  the  spaces  described  in  equal  successive  parts  of  time 
(by  Art  29,)  are  as  the  odd  numbers  1,  3,  5,  7,  9,  &c.,  and  since 
the  space  described  by  a  body  falling  from  rest  is  in  the  first  sec- 
ond m  feet,  the  space  described  in  successive  seconds  will  be  wi, 
3m,  5m,  7m,  9m,  &c.  feet. 

1.  A  body  had  been  falling  for  5  seconds :  Compare  the  spaces 

described  in  the  third  and  fifth  seconds  of  its  fall. 

Ans.  The  space  described  in  the  third  second=80j*y  feet;  the 
qMtce  described  in  the^^A  second— 144f  feet 

2.  A  body  has  fallen  through  579  feet :     What  was  the  space 

described  by  it  in  the  last  second  ? 

Ans.  It  will  be  found  that  the  body  has  been  falling  6  seconds ; 
dierefbre,  the  space  described  in  the  last  second  is  176}  J  feet. 

36.  The  method  adopted  in  the  last  example  for  finding  the 
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space  described  by  a  body  in  the  last  second  of  its  fall,  is  only 
applicable  when  the  time  consists  of  a  determinate  number  of 
seconds ;  but  it  is  not  difficult  to  investigate  a  general  expression 
for  the  space  described  in  the  last  n  seconds,  whatever  be  the 
value  of  T.  For  the  space  described  in  T  secondszswiT* ;  and  the 
space  described  in  T— n  seconds=:mx  (T— n)'=wi'P— SmnT+iwn* ; 
hence  the  space  described  in  the  last  n  seconds = 

wiT— (wT- 2wnT+7w/i^=2mnT-wn2=m(2nT— n^  ; 
if  71=1,  then  the  space  described  in  the  last  second=iw(2T — 1) ; 
which  expression  will  lead  to  the  same  results  as*  the  method 
practiced  in  example  1,  and  is  likewise  applicable  in  cases  where 
the  time  does  not  coiLsist  of  any  even  number  of  seconds.  For 
example,  let  the  time  of  falling  be  6^  seconds ;  then  the  space 
described  in  the  last  second,  namely,  from  5^  to  G^  seconds,  will 
be  16tVx(13— 1)=193  feet. 

If  it  were  required  to  find  the  space  described  in  the  second 
immediately  previous  to  the  last  n  seconds,  we  have, 

Space  described  in  the  last  n  seconds=m(2T;i  — n^  (A). 

Ditto  in  the  last  (n+1)  seconds=m2T(n+l) -(n+l)*  (B). 
Subtract  (A)  from  (B),  then  the  space  described  in  the  second 
immediately  previous  to  the  last  n  seconds=l:iw(2T— 2n— 1). 

1.  What  was  the  space  described  in  the  last  2  seconds  by  a  body 

which  had  fallen  from  the  top  of  a  tower  300  feet  high  ? 

Ans.  The  whole  time  is  found  to  be  4.32  seconds ;  therefore^ 
the  space  fallen  through  in  the  last  2  seconds  is  213.58  feet. 

2.  A  body  has  been  falling  for  9|  seconds:  What  was  the 
space  described  in  the  last  second  but  4  of  its  fall  ? 

Ans.  160|  feet. 

37.  To  find  the  space  described  in  a  given  time  by  a  body  pro- 
jected  upuxird  or  dowtiivard  with  a  given  velocity.  Let  V  be  the 
given  velocity  with  which  a  body  is  projected  downward,  and  T 
the  time  of  its  motion ;  then  the  space  described  in  the  time  T 
with  the  uniform  velocity  V  will  be  equal  to  TxV,  and  the  space 
through  which  a  })ody  would  fall  by  gravity  in  the  same  time  is 
inT*;  hence,  from  what  was  shown  in  Art.  32,  the  space  de- 
scribed in  the  time  T  by  a  body  projected  downward  with  the 
velocity  V  is  equal  to  TxV+»»T^;  and  applying  the  same  pro- 
cess of  reasoning  to  Art  33,  the  space  through  which  a  body 
would  ascend  in  the  time  T,  if  projected  upward  vrith  a  given 
velocity  V,  wrill  be  equal  to  Tx  V— wiT^. 

1.  A  body  is  projected  downward  with  a  velocity  of  30  feet 

in  a  second :  How  far  will  it  fall  in  4  seconds  ? 

Ans.  3771  feet 

S.  A  body  is  projected  upward  \vith  a  velocity  of  120  feet  in 

a  second :  How  far  will  it  rise  in  3  seconds  ?     Ans.  215i  feet. 
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38.  Miscellaneous  Exandples. 

1.  With  what  velocity  most  a  body  be  projected  downward 

fiom  the  height  (a),  that  it  may  describe  it  in  T  seconds  ? 

Let  a:=the  velocity  required ;  then  the  space  described  by  a 
body  projected  downward  with  velocity  (a?)  in  the  time  (T)  is 

Tx+wiT';  hence  Tx+mT^=a  .\  x= — t^ — .    For  instance, 

leta=150  and  T=2,  then  the  velocity  with  which  a  body  must 
be  projected  downward  from  the  top  of  a  tower  whose  height  is 
150  feet,  so  that  it  may  arrive  at  the  bottom  in  two  seconds=^2| 
feet  per  second. 

2.  With  what  velocity  must  a  body  be  projected  from  the  top 
of  a  tower  300  feet  high,  to  reach  the  ground  in  4  seconds  7 

Ans.  lOf  feet  per  sec. 

3.  The  space  described  by  a  heavy  body  in  the  4th  second  of 

its  fall  was  to  the  space  described  in  the  last  second  except  4,  as 
1  to  3 :  What  was  the  whole  space  described  by  the  body  ? 

The  space  described  in  the  4th  second  =7m ;  the  space  described 
in  the  last  second  but  4  =m(2T— 2/i-l)=m(2T— 9),  where  T= 
the  whole  time  of  falling  ;  hence  from  the  question 

7m  :  iw(2T— 9)  : :  1 : 3,  /.  2T-9=21,  or  T=15  ; 
the  whole  space  described,  therefore,  (=mT2)=16yVx225=3618J 
feet 

4.  Suppose  at  the  same  instant  that  a  body  begins  to  fall  from 

rest  firom  the  point  D,  another  body  is  projected  upward  from  B 
with  a  velocity  which  would  carry  it  to  A :  It  is  required  to  find 
the  point  where  they  would  meet. 

Let  C  be  the  point  where  the  bodies  would  meet ;  and  let  Fig.  13. 
AB=a,  BD=ft,  DC=x ;  then  will  AD=a— 6,  AC=a— 6+x.       ^  . 

Now  the  time  of  descending  through  DC=i  — i  ;  and  the 

time  of  ascending  through  BC  (=time  down  AB— time  down 
I  1 

AC)=(-Ly -(^^^'^^V;  but  the  time  down  DC  must  be 
equal  to  the  time  up  BC  ;  hence  we  have 

(±f=(^f-(^f,  or  J=J-(a-b+x)^ ; 

.-.  (a-6+x)*=a*-af*,  and  «-6+a?=a+a;-2(aa:)*; 

.*.  2(axy  =bf  or  4aa;=6*,  and  z=— .  "^ 

^    ^  4a 

6 


•D 
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5.  Suppose  a  body  to  have  fallen  from  A  to  B,  (Fig.  14,)  when 

another  body  begins  to  fall  from  rest  at  D :  How  far  will  the 

latter  body  fall  before  it  is  overtaken  by  the  former  ? 

Let  C  be  the  point  where  one  body  overtakes  the  other,  F'g- 1** 
and  let  AB=ff,  BD=6,  DC=x;  then  AC=a+6+x.    Now       •A 

time  down  DC=|— j  ,  and  time  down  BC=time  down 


mo- 


AC-time  down  AB=(?±*±?)  ""(-)'  ^^*  ^*  *® 
ment  when  the  lower  body  is  overtaken, 
TimedownDC=timedo\vnBC,or(^J  =:(?±*±fj   -(-)  ; 

.'.x^+J={a-{-b+x)^,  and  a;+a+2(az:)*=a+6+x, 


•B 


•D 


or  2  lax)    =ft,  /.  x= — • 


39.  Questions  on  Falling  Bodies. 

1.  From  a  black  cloud  a  flash  of  lightning  was  observed,  and 
15  seconds  afterward  it  began  to  rain :  On  the  supposition  that 
the  rain  began  to  fall  on  the  instant  of  the  flash,  whftt  was  the 
height  of  the  cloud  ?♦  Ans.  S61S.75  feet. 

2.  A  meteoric  stone  fell  upon  a  projecting  stick  of  timber,  with 
a  momentum  which,  from  the  motion  given  to  the  stick,  was  es- 
timated at  18435  pounds.  It  occupied  in  falling,  10  seconds: 
From  what  height  did  it  fall,  and  what  was  the  weight  of  the 
stone  ?  Ans.  Height,  1608^  feet ;  WeiglU,  57.31  lbs. 

3.  A  man  fell  into  a  pit  500  feet  deep :  How  long  was  he  in 
falling,  and  what  velocity  did  he  acquire  ? 

Ans.  T=5.57  seconds;  V=179.17  feet  per  sec. 

4.  Wishing  to  ascertain  the  difference  in  the  depths  of  two 
wells,  I  dropped  a  pebble  into  one  of  them,  and  heard  it  strike 
the  water  in  6  seconds ;  and  then  into  the  other,  and  heard  it 
strike  in  7  seconds :  What  was  the  difference  of  their  depths? 

Ans.  209^  feeL 

5.  An  archer  wishing  to  know  the  height  of  a  tower,  found 
that  an  arrow  sent  to  the  top  of  it,  occupied  8  seconds  in  going 
and  returning :  What  was  the  height  of  the  tower  ? 

Ans.  2bl\fea. 
■ — <»  ■      ■ 

*  No  allowance  is  here  made  for  the  resistance  of  the  air,  which,  in  lact,  gTMtlf 
BBtards  the  descent  of  drops  of  rain. 
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6.  In  what  time  would  a  man  fall  from  a  balloon  three  miles 
ligh,  and  what  velocity  would  he  acquire  ? 

Ans.  T=31.38  seconds^  or  about  half  a  minute. 
V=1009.39  feet  per  second^  or  about  half 
the  maximum  velocity  of  a  cannon  ball.* 

7.  A  body  having  fallen  for  3^  seconds,  was  afterward  ob 
served  to  move  along  the  horizon  (with  the  velocity  which  it  had 
acquired  in  its  descent)  for  2^  seconds :  What  was  the  whole 
q)ace  described  by  the  body  from  the  beginning  of  its  fall  ? 

Ara.  478i  feet,  very  nearly. 

8.  Through  what  space  would  the  aeronaut  (in  question  6) 
fall  during  the  last  second  ?  Ans.  993.3  feet. 

9.  A  body  has  fallen  from  the  top  of  a  tower  340  feet  high : 
What  was  the  space  described  by  it  in  the  last  three  seconds  ? 

Ans.  298.957  feet. 

10.  Suppose  a  body  be  projected  downward  with  a  velocity 
of  18  feet  in  a  second :  How  far  will  it  fall  in  15  seconds  ? 

Ans.  3888}  feet. 

11.  A  body  is  projected  upward  with  a  velocity  of  65  feet  in 
a  second :  How  far  will  it  rise  in  2  seconds  ?        Ans.  Go^feet. 

12.  With  what  velocity  must  a  stone  be  projected  into  a  well 
/^450  feet  deep,  that  it  may  arrive  at  the  bottom  in  4  seconds  ? 

Ans.  Y  =48}  feet  in  a  second. 

13.  Upon  a  steeple  160  feet  high,  is  a  spire  of  50  feet ;  at  the 
same  instant  that  a  stone  was  let  fall  from  the  top  of  the  steeple, 
another  was  projected  perpendicularly  upward  from  the  bottom 
of  it,  with  a  velocity  sufficient  to  carry  it  to  the  top  of  the  spire : 
At  what  point  will  these  stones  meet? 

Ans.  S0.41 6  feet  from  the  top  of  the  steeple. 

14.  Upon  the^pof  a  tower  200  feet  high,  is  placed  a  flag-staff 
of  26 feet;  a  bullet  islet  fall  from  the  top  of  this  flag-stafi*;  and 
at  the  instant  of  its  passing  the  bottom  of  it,  a  stone  is  let  fall 
from  a  window  44  feet  from  the  top  of  the  tower :  At  what  dis- 
tance from  the  bottom  of  the  tower  will  the  bullet  overtake  the 
stone  ?  Ans.  137.385  feet. 


*  In  thk  problem  we  have  an  example  of  the  immense  velocity  which  bodies  fall. 
wg  toward  the  earth  from  a  great  height  finally  acquire,  being,  in  the  case  supposed, 
■on  than  eleven  miles  per  minute.  To  form  an  idea  of  the  whole  progress  of  a 
1RT  dstant  body  falling  toward  the  earth,  wc  must  conceive  of  it  as  at  first  moving 
vim  extieme  slownesfl,  and  as  accelerated  by  very  small  increments  of  velocity. 
Kv  dthoagh,  in  terrestrial  mechanics,  gravity  is  considered  as  a  constant  force,  pro- 
hoBg  umform  acceleration,  yet  it  must  be  remembered  that  it  is,  in  fact,  a  variable 
face,  diminbhing  as  the  square  of  the  distance  increases ;  and  hence,  tliat  the  ac- 
Qekfmtkm  which  it  produces  in  a  given  time,  is  not  only  much  less  at  remote  dis- 
from  the  earth  than  at  its  surface,  but  that  the  rate  of  acceleration  itself  is 
increasing  as  we  approach  the  earth.  The  principles,  therefore,  which 
Ibr  estimating  the  time,  velocity,  and  space,  of  bodies  falling  near  the  earth,  as 
■  ■e  iofegoing  examples,  do  not  answer  for  bodies  falling  from  great  distances. 
Thekws  goreniing  these  are  investigated  by  means  of  the  Calculus.    Since  the  ao« 
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CHAPTER  m. 

OF  THE  COMPOSITION  AND  RESOLUTION  OF  MOTION. 

40.  In  the  two  preceding  Chapters,  we  have  considered  the 
motion  produced  in  bodies  by  the  action  of  only  a  single  force. 
We  now  proceed  to  show  the  manner  in  which  a  bc3y  would 
move  when  acted  upon  at  the  same  time  by  several  forces.  Let 
us  first  consider  the  case  of  a  body  acted  upon  by  two  forces. 

41.  Two  impulses,  which,  when  communicated  separately  to  a  body 
would  make  it  describe  the  adjacent  sides  of  a  parallelogram  in  a 
given  time,  wUl,  when  they  are  communicated  at  the  same  instcmtf 
cause  it  to  describe  the  diagonal  in  that  time ;  and  the  motion  in  the 
diagonal  will  be  uniform. 

Suppose  a  body  placed  at  A  to  be  acted  upon  by  two  forces, 
one  of  which  would  cause  it  to  move  uniformly  over  the  line  AB. 

C  Fig.  15.  D 
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and  the  other  over  the  line  AC  in  the  same  given  time,  then  com- 
plete the  parallelogram  ACDB ;  and  if  both  forces  act  at  the 
same  instant  upon  the  body,  it  will,  by  their  joint  action,  move 
uniformly  over  the  diagonal  AD  in  the  same  time  that  it  would 
have  described  either  of  the  sides  AB  or  AC  by  the  forces  acting 
separately.  For  it  is  evident  that  the  force  which  acts  in  the  di- 
rection AB,  can  have  no  tendency  whatever  to  prevent  the  ac- 
cess of  the  body  toward  the  line  CD,  which  is  parallel  to  AB, 
(2d  Law  of  Motion,  Art.  20.)*     When  both  forces  act  together, 

celerating  force  diminishes  so  rapidly  as  the  distance  from  the  earth  increases,  there 
if  a  limit  to  the  velocity  which  a  bod  j  can  acquire  by  gravity.  If  it  falls  from  an  in* 
finite  distance,  it  can  acquire  only  a  velocity  of  about  seven  mileB  per  second ;  and 
half  of  this  is  g;ained  within  1354  miles  of  the  earth.  Were  a  body  projected  from 
the  earth  with  a  velocity  of  7  miles  per  second,  it  would  never  return.  (See  Vince'i 
Fluxions,  Sec.  VIII,  Prop.  XL,  5.    Young's  Elements  of  Mechanics,  Art  116.) 

*  "  When  any  force  is  exerted  upon  a  body  already  in  motion,  the  motion  which 
the  force  would  produce  upon  a  body  at  rest,  is  compounded  with  the  previous  mo- 
tion in  such  a  way,  that  both  produce  their  full  effects  parallel  to  their  own  diree^ 
tions.**  (Whewell,  228.)  That  any  force  impressed  upon  a  body,  already  moving 
under  the  influence  of  different  forces,  has  its  full  effect,  either  in  producing  or  in 
destroying  motion,  is  evident  from  the  fact  that  a  given  force  is  found  to  have  f Ae 
game  effect  upon  bodies  in  different  parts  of  the  earth,  although,  in  consequence  of  the 
diurnal  motion  of  the  earth,  bodies  apparently  at  rest  are  moving  with  various  veloci- 
ties in  different  latitudes.    (lb.  U3h) 
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tberefore,  it  will,  by  the  action  of  the  force  in  the  direction  AC, 
arrive  at  the  line  CD  (but  in  a  different  point  of  that  line)  in  the 
same  time  as  if  the  force  in  the  direction  AB  had  not  acted ;  for 
the  same  reason,  the  force  in  the  direction  AC  will  have  no  ten- 
dency to  prevent  the  access  of  the  body  toward  BD,  which  is 
parallel  to  AC ;  it  will  arrive  therefore  at  the  line  BD  in  the 
same  time  as  if  the  force  in  the  direction  AC  had  not  acted. 
Hence  the  body  will  arrive  at  the  lines  CD  and  BD  at  the  same 
instant  of  time,  and  consequently  will  be  found  at  their  common 
intersection  D  ;  and  as  the  body,  after  it  leaves  the  point  A,  is 
acted  upon  by  no  external  force,  it  must,  by  the  first  law  of  mo- 
tion, have  described  the  diagonal  AD  with  a  uniform  motion. 

42.  As  this  motion  of  a  body  in  the  diagonal  of  a  parallelo- 
gram by  the  joint  action  of  two  forces  which  (acting  separately) 
would  have  caused  it  to  describe  the  two  sides,  is  a  fundamental 
theorem  with  respect  to  the  composition  of  motion,  let  us  con- 
sider it  in  another  point  of  view.    Let  the  lines  AC,  AB  be  di- 

Fig.  16. 


vided  into  the  same  number  of  small  equal  parts,  Aor,  ah,  be,  &e. ; 
Ad,  de,  ef,  &c.,  which  will  be  to  each  other  as  the  whole  lines 
AC,  AB,  i.  e.  AaiAd::  AC  :  AB  ;  abide  ::  AC :  AB  ;  ifcc,  and 
consequently  (Alg.  Art.  388,)  Aa+ab  (Aft)  :  Ad+de  (Ae) ::  AC :  AB; 
&c.  If  therefore  the  parallelograms  Adga,  Aekb,  &c.,  be  com- 
pleted, then  (by  Euc.  6,  26,)  the  points  g,  A,  m,  &c.,  will  all  fall 
in  the  diagonal  AD.  Now  since  AC,  AB  are  described  uniformly 
in  the  same  time,  the  proportional  parts  A«,  Ad ;  Ab,  Ae,  (fee, 
will  be  described  uniformly  ir^the  same  time.  From  what  has 
already  been  demonstrated  therefore,  at  the  end  of  those  differ- 
ent parts  of  time  the  body  will  be  brought  to  the  point  g,  k,  m, 
Inc.,  by  the  united  action  of  the  forces  which  would  have  sepa- 
rately made  it  move  over  Aa,  Ad ;  Aft,  Ae,  <fec.  Let  the  number 
of  parts  into  which  AC,  AB  are  divided  be  indefinite,  then  the 
number  of  points  g,  k,  m,  &c.,  will  be  indefinite,  and  the  lines, 
A^,  gk,  km,  &c.,  wall  be  indefinitely  small ;  the  body  therefore 
will  Degin  to  move  in  the  line  Ag,  and,  being  found  at  the  end 
of  each  successive  instant  of  time  in  the  line  AD,  it  must  have 
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moved  over  that  line  with  the  unifonn  velocity  with  which  it 
set  off.*  * 

43.  If  a  body  be  acted  upon  by  iwoforcesy  one  of  which  would  r- 
cause  it  to  move  uniformly  over  one  side  of  a  triangle,  and  the  other  = 
oioer  another  side  of  the  triangle^  in  the  same  time,  then  by  the  joint  ' 
action  of  those  forces  it  will  be  made  to  describe  the  third  side,  tn  the  ? 
same  time  that  it  would  have  described  either  of  the  sides  by  the  forces  } 
acting  separately.  \ 

Thus  if  a  body  be  acted  upon  by  two  forces,  one  of  which  ' 
would  cause  it  to  move  uniformly  over  the  side  AC,  (Fig.  16,) 
and  the  other  over  the  side  CD,  of  the  triangle  ACD,  (or  over  a 
line  parallel  and  equal  to  CD,)  then,  by  the  joint  action  of  those 
forces,  it  would  be  made  to  describe  the  third  side  AD  in  the 
same  time  that  it  would  have  described  either  of  the  sides  AC, 
CD,  by  the  forces  acting  separately.  For  if  the  parallelogram 
ACDB  be  completed,  then,  since  AB  is  equal  and  parallel  to  CD, 
a  force  acting  in  the  direction  AB  would  make  a  body  describe 
AB  in  the  same  time  as  that  in  which  it  would  describe  CD ; 
but  by  what  has  already  been  proved,  if  two  forces  act  upon  a 
body,  by  one  of  which  it  would  be  made  to  describe  AC,  and  by 
the  other  AB,  in  the  same  time,  it  would  by  the  joint  action  of 
these  forces  be  made  to  describe  the  diagonal  AD,  which  is  the 
third  side  of  the  triangle  ACD. 

44.  Let  us  next  suppose  a  ^  Fig.  17. 
body  placed  at  A,  (Pig.  17,) 
and  acted  upon  by  three  for- 
ces, by  one  of  which  it  would 
be  made  to  describe  AB,  by 
another  AC,  and  by  the  third  a 
AD,  uniformly  in  the  same 
time  ;  complete  the  parallel- 
ogram ABEC,  and  join  AE  ; 
complete  also  the  parallelo- 
gram AEFD,  and  join  AF ; 
then  AP  will  be  the  line  over 
which  the  body  will  move  uni- 
formly by  the  joint  action  of  thdie  forces,  in  the  same  time  in 


*  The  body  will  also  describe  the  diagonal  AD,  when  acted  upon  hj  uniformlj 
accelerating  forces.  For,  let  Ac,  Ad,  (Fig.  16,)  be  two  spaces  described  in  the 
times  T,  f,  by  one  uniformly  accelerating  force,  and  Ab,  Aa,  be  two  spaces  described 

by  another  similar  force,  then, 

A«  :  Ad  : :  TJ :  <2 
A6  :  Ao  : :  T2  :  <2 

.'.  Ae  :  Ad  : :  Ab  :  Aa  ; 
consequently,  the  points  g,  A:,  which  denote  the  positions  of  the  body  at  the  end  of 
each  successive  instant,  are  aU  in  the  same  straight  line.    (Euc.  VI,  S6.) 
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whicli  it  would  have  described  AB,  AC,  or  AD,  by  either  of  the 
forces  acting  separately.  For  by  Art  41,  a  body  acjted  upon  by 
two  forces  in  directions  AB,  AC,  would  be  made  to  describe  the 
diagonal  AE  ;  a  body  placed  at  A  therefore,  and  acted  upon  by 
three  forces  in  directions  AB,  AC,  AD,  is  under  the  same  circum- 
stances as  if  it  was  acted  upon  by  two  forces,  one  of  which 
'would  make  it  describe  A£I,and  the  other  AD  in  the  same  time; 
but  the  line  over  which  a  body  would  move  uniformly  by  the 
action  of  two  forces  in  the  directions  AE,  AD  is  the  diagonal 
AP ;  AF  therefore  is  the  line  over  which  it  would  move  uni- 
formly by  the  joint  action  of  the  three  forces  in  the  directions 
AB,  AC,  AD. 

Since  BE  is  equal  and  parallel  to  AC,  (Fig.  17,)  and  EF  equal 
and  parallel  to  AD,  it  follows,  (for  the  same  reason  as  in  Art  43,) 
that  if  a  body  be  acted  i:q>on  by  three  forces,  each  of  which  act- 
ing separately  would  make  it  describe  in  succession  the  three 
«des,  AB,  BE,  EF  of  the  figure  ABEF,  (or  lines  parallel  and 
equal  to  them,)  taken  in  the  order  of  the  letters.  A,  B,  E,  F,  it 
would  by  the  joint  action  of  those  forces  be  made  to  describe  the 
fourth  side  AF  in  the  same  time  that  it  would  have  described 
those  sides  respectively  when  the  forces  act  separately.  And 
since  the  same  mode  of  reasoning  applies  to  a  polygon  of  any 
number  of  sides,  we  have  in  general  tne  following  theorem. 

45.  If  a  body  be  impelled  by  any  number  of  forceSy  which  acting 
separately,  wotddy  in  a  given  time,  make  it  describe  all  the  sides  of 
a  POLYGON  except  the  last  side ;  when  all  these  forces  act  at  the  same 
instant,  it  will  be  made  to  describe  the  remaining  side  in  the  same 

given  time. 

Fig.  18. 


B 


Thus,  if  a  body  be  impelled  by 
any  number  of  forces  which,  act- 
ing separately,  would,  in  a  given 
time,  make  it  describe  each  of  the 
Bides  AB,  BC,  CD,  DE  of  the  poly- 
gon ABCDE ;  when  all  those  A 
forces  act  at  the  same  instant,  it 
will  be  made  to  describe  the  re- 
maining side  AE  in  the  same 
given  time. 


46.  If  all  the  sides  of  a  polygon  except  the  last  represent  the 
quantity  and  direction  of  several  forces,  acting  at  the  same  instant 
upon  a  body,  the  remaining  side  will  represent  tlie  quantity  and  di- 
rection of  a  force  EauivAUENT  to  tliem  cUl. 
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A  force  is  said  to  be  equivalent  to  any  number  of  forces,  when 
it  will,  singly,  produce  the  same  effect  that  the  others  produce 
jointly  in  any  given  time.  The  single  force  is  frequently  called 
the  resuharUf  and  the  forces  that  produce  it  are  called  the  com- 
ponents. 

By  the  second  law  of  motion,  the  space  described  is  propor- 
tional to  the  force  impressed  ;  in  all  these  cases,  therefore,  the 
spaces  respectively  described  by  the  body  will  represent  the 
quantity  and  direction  of  the  forces  by  which  it  is  impelled. 
Thus  (see  Fig.  15,)  if  the  quantity  and  direction  of  two  forces 
be  represented  by  the  two  sides  AB,  AC  of  the  parallelogram 
ACDB,  the  diagonal  AD  will  rejtresent  the  quantity  and  direc- 
tion of  a  force  equivalent  to  them  both  ;  or  if  the  two  sides  AC, 
CD  of  the  triangle  ACD  represent  the  quantity  and  direction  of 
two  forces  acting  at  the  same  time  upon  a  body,  the  third  side 
AD  will  represent  a  force  equivalent  to  them  both.  With  re- 
spect also  to  the  forces  by  which  a  body  is  made  to  describe  the 
sides  AB,  BC,  CD,  DE,  of  the  polygon  ABCDE,  (Fig.  18);  if 
AB,  BC,  CD,  DE,  represent  the  quantity  and  direction  of  several 
forces  acting  at  the  same  instant  upon  a  body,  the  remaining 
side  AE  will  represent  the  quantity  and  direction  of  a  force 
equivalent  to  them  all.* 

47.  Since  the  lines  which  represent  the  proportion  of  the  forces 
in  these  different  figures  are  described  in  the  same  time,  and 
since  the  velocity  of  a  body  is  proportional  to  the  space  described 
in  a  given  time,  these  lines  will  also  represent  the  proportion  of 
the  velocities  with  which  they  are  respectively  described.  Thus 
(Fig.  1 5,)  the  velocity  with  which  the  diagonal  AD  is  described 
is  to  the  velocity  with  which  either  of  the  sides  AC  or  AB  is 
described  as  AD  is  to  AC  or  AB;  and  in  the  case  of  the  polygon 
in  Art.  45,  the  velocity  with  which  the  side  AE  is  described  is  to 
the  velocity  with  which  either  of  the  sides  AB,  BC,  CD  or  DE  is 
described  as  AE  is  to  AB,  BC,  CD  or  DE. 

48.  Hitherto  the  forces  have  been  supposed  to  be  such  as  by 
their  separate  action  would  produce  uniform  velocities ;  in  which 
case,  a  body  by  their  joint  action  will  be  made  to  describe  a 
straight  line  with  a  uniform  velocity.  But  if  two  forces  act  upon 
a  body,  by  one  of  which  it  would  be  made  to  describe  a  straight 
line  with  a  uniform  velocity,  and  by  the  other  with  a  variable 
velocity,  then  the  body,  by  the  united  action  of  those  forces,  will 
neither  describe  a  straight  line,  nor  will  it  move  with  a  uniform 
velocity ;  but  will  describe  with  a  variable  velocity  some  curve 

*  It  will  be  remarked  by  the  learner,  that  several  of  these  forces  acting  in  opposite 
directions,  partly  destroy  one  another,  so  that  AE  represents  merely  the  resuitantt  or 
what  rcmainB  after  all  &sBe  mutual  actions. 
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line,  the  form  of  which  must  be  determined  from  the  particular 
nature  of  the  two  forces  which  act  separately  upon  the  body. 
Let  us  take  the  case  of  a  body  projected  obliquely  at  the  earth's 
sorfacey  on  the  supposition  that  it  meets  with  no  resistance  in  its 
passage  through  the  air.  Conceive  a  body  to  be  projected  from 
the  point  P,  (Fig.  19,)  in  the  direction  PN,  with  such  velocity  as 
would  carry  it  uniformly  over  the-  line  ^  fj    la 

PN  in  the  same  time  that  it  would  de-      '^  ^' 

Bcend  by  the  force  of  gravity  through 
the  space  PY.  Complete  the  parallelo- 
gram PNYQ ;  then  lor  the  same  reason 
as  in  Art.  41,  the  body  at  the  end  of 
that  given  time  would  be  found  in  the 
point  Q ;  having  described,  not  the  di- 
agonal PQ,  but  some  curve  line  POQ.* 
In  PN  take  any  point  M ,  and  let  T,  t 
represent  the  times  of  describing  PN, 
PM  respectively ;  make  PL  equal  to  the 
space  through  which  a  body  would  fall 
by  gravity  in  the  time  t,  and  complete  the 
parallelogram  PMOL ;  then  O  will  be 
the  place  of  the  body  at  the  end  of  the  time  t ;  and  in  the  same 
manner  the  other  points  of  the  curve  POQ  might  be  determined. 
Now  since  PN  is  described  with  a  uniform  velocity, 

PN:PM  ::T:t.\ PN»: PM»: : T^: t'. 

NQ:MO::T»:<«.-.NQ:MO::PN»:PM«. 
Hence  the  curve  is  such,  that  MO  acPM^,  which  is  a  well  known 
property  of  the  parabola.f     The  curve  POQ,  therefore,  is  a  pa- 
rabola whose  diameter  is  PV,  ordinate  QV,  and  whose  parameter 

to  the  pomt  P  IS  J^t=^^ 


49.  Questions  on  the  Composition  op  Motion. 

1.  A  body  is  acted  upon  at  the  same  time  by  two  forces  which 
are  to  one  another  as  a :  b,  and  their  directions  are  inclined  to 
each  other  in  the  given  angle  A :  What  is  the  magnitude  of  the 
resultant? 


•  For  the  body  in  descending  in  the  direction  of  PV,  recedes  from  the  line  PN 
Tory  slowly  at  first,  but  faster  and  faster  as  it  proceeds ;  and  since  the  rato  of  accel- 
omtion  is  augmented  continually,  the  body  must  be  constantly  drawn  further  and 
farther  from  tiie  direction  PN.  But  a  constant  change  of  direction,  implies  that  the 
path  is  a  carve  line. 

t  Bridire's  Conic  Sec.  Art.  27. 

tBy  Cor.  to  Prop.  8  of  parabola,  parameterxFV=QV2,.'.parameter=py-' 
(BKd^..  Conic  SeCon-.,  ^ 
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Let  AC  :  AB  (Pig.  15,)  represent  the  ratio  of  a :  J,  and  let  BAC 
be  equal  to  the  given  angle  A.  Complete  the  parallelogram 
ABDC,  then  AD  will  represent  the  resultant.  Siiice  CD=AB, 
AC: CD:: a: ft;  and  since  CD  is  parallel  to  AB,  the  angles 
BAC+ACD=180°, .-.  ACD=180°— ii  A ;  hence  the  problem  is  re- 
duced to  finding  trigonometrically  the  third  side  AD  of  the  tri- 
angle ACD^  in  which  are  given  the  two  sides  AC,  CD,  and  the 
included  angle  ACD. 

Let  AC  :  AB  :  :  2  :  3,  and  ii  A=60%  .-.  ACD=  120*» ;  then* 
5:1::  tan.  30°  :  tan.  (iCAD-CDA)  =}  tan.  30° ;  .-.f  log.  tan. 
(iCAD— iCDA)=log.  tan.  30°-log.  5=9.0624694=log.  tan. 6° 85'; 
hence  CAD=36°  35',  and  CDA=23°  25',  and  ' 

sin.  23°  25'  (CD A) :  sin.  ACD  (120°)  : :  AC  (2)  :  AD=4.36, 
i.  e.  if  two  forces  which  are  to  each  other  as  2 :  3  act  upon  a  body 
at  an  angle  of  60°,  the  resultant  will  be  proportional  to  4.36. 

2.  From  an  island  in  the  Straits  of  Sunda,  we  sailed  S.  E.  ft  S. 
(33°  45')  at  the  rate  of  6  miles  an  hour  ;  and  being  carried  by  a 
current,  which  was  running  toward  the  S.  W.  (making  an  angle 
with  the  meridian  of  64°  12' j)  at  the  end  of  four  hours,  we  came 
to  anchor  on  the  coast  of  Java,  and  found  the  said  island  bearing 
due  north :  Required  the  length  of  the  line  actually  described  by 
the  ship,  and  the  velocity  of  the  current  ? 

Ans.  S=26.4  miles. 

V=3.7024  miles  per  hour. 

3.  A  sloop  is  bound  from  the  main  land  of  Africa  to  an  island 
bearing  W.  6  N.  (78°  45')  distant  76  miles,  a  current  setting 
N.  N.  W.  (22°  30')  3  miles  an  hour :  What  is  the  course  to  arrive 
at  the  island  in  the  shortest  time,  supposing  the  sloop  to  sail  at 
the  rate  of  6  knots  per  hour ;  and  what  ti?ne  will  she  take  T 

Ans.  Course  76°  41'  4"  S.— Time  lOh.  40m.  7  sec. 

50.  We  may  likewise  find  the  magnitude  of  the  force  com- 
pounded of  any  number  of  forces,  whose  quantities  and  directions 
are  represented  by  the  sides  of  the  given  polygon  ABCDE,  (Fig. 
18.)  For  since  AB,  BC  and  ABC  are  given,  AC  and  BCA  may 
be  found;  but  ACD=BCD-BCA,  .-.  AC,  CD,  and  ACD  are 
known,  from  which  AD  and  ADE  may  be  determined ;  and  in  the 
triangle  ADE  we  have  AD,  DE,  and  ADE,  .*.  AE  is  known. 

4.  Three  men  are  pulling  at  a  boat  with  equal  forces  and  in  the 
same  plane.  A  pulls  at  right  angles  to  B,  and  B  at  an  angle  of 
45  degrees  with  C :  In  what  direction  will  the  boat  move,  and 

•  Day's  Trigonom.  Art.  144.  t  lb.  Art.  41. 
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what  is  the  ratio  of  the  resultant  to  the  sum  of  the  individual 

finrces? 

Tig.  30. 


B 


£ 


Fig.  31. 


Let  the  point  of  application  be  at 
A,  O^ig.  20,)  and  let  AB,  AC,  and 
AD,  represent  respectively  the  mag- 
nitude and  direction  of  A,  B,  and 
C.  Then  it  may  be  shown  that  AF 
is  the  resultant,  which  makes  an 
angle  with  AB  of  80°  16',  and  bears 
to  the  sum  of  A,  B,  and  C,  the  ratio 
of  V3  to  3. 


RESOLUTION  OF  MOTION. 

51.  A  given  force  may  he  resolved  into  an  unlimited  number  of 
fAerSj  acting  in  all  possible  directions. 

Let  AB  represent  the  quantity  and  direction  of  some  given 
force  ;  draw  any  lines  AD,  AC,  and  join  DB,  CB ;  complete  also 
the  parallelograms  ADBE, 
ACBF.  Since  AB  is  the  di- 
agonal of  two  parallelograms 
whose  adjacent  sides  are  re- 
spectively AD,  AE,  and  AC, 
AF,  it'  may  (by  Art.  41)  be 
considered  as  the  resultant 
of  two  forces  whose  quanti- 
ties and  directions  are  repre- 
sented either  by  AD,  AE,  or 
AC,  AF,  L  e.  by  AD,  DB,  or 
AC,  CB.  The  forces  repre- 
sented by  AD,  DB,  or  AC, 
CB,  may  also  be  resolved  into 
other  pairs  of  forces,  and  so  on  without  end. 

52.  Sometimes,  however,  by  the  conditions  of  the  problem,  the 
resolved  forces  are  required  to  make  a  given  angle,  or  to  be  in  a 
certain  ratio,  with  each  other.  The  method  of  solving  cases  of 
this  kind,  may  be  illustrated  by  a  few  examples. 

First,  let  a  given  force  AB,  (Fig.  22,)  be  resolved  into  pairs  of 
forces  which  shall  always  act  at  right  angles  to  each  other. 
L^n  AB  describe  a  semicircle,  ABC,  and  from  the  extremities 
of  the  base  draw  straight  lines  to  meet  in  any  point  of  the  cir- 
cumference. The  sides  of  the  triangle  thus  formed,  will  sever- 
ally contain  right  angles  ;*  and  AC  and  a  line  drawn  from  A 

"  •  £i^.  Ill,  31. 
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paraUel  and  equal  to  CB,  will  represent  two  forces  equivalent 
to  the  given  force  AB. 

Fig.  23. 
Fig.  22. 

c  V^  ^c 


A  B 

Secondly,  let  the  resolved  forces  be  required  to  make  with 

each  other  any  given  angle.    Upon  AB,  (Fig.  23,)  describe  the 

segment  of  a  circle,  ABC,  containing  an  angle,  the  supplement  of 

the  given  angle,*'  and  draw  straight  lines  from  the  extremities 

of  the  base  to  any  point  in  the  circumference. 

Fig.  25. 
D 


Fig.  24. 


B      M 


Thirdly,  let  the  sum  of  the  resolved  forces  be  required  to  be 
equal  to  a  given  quantity.  Let  M N  (Fig.  24)  be  equal  to  the 
sum  of  the  forces  required  and  AB  be  the  given  force ;  eind  upon 
MN,  as  the  transverse,  and  with  the  points  A  and  B  (equally 
distant  from  M,  N,)  as  foci,  describe  the  ellipse  MCN,  From  A 
and  B  draw  straight  lines  to  any  point  in  the  ellipse,  and  the 
sides  of  the  several  triangles  will  form  the  pairs  of  forces  re- 
quired.! 

Fourthly,  in  like  manner,  pairs  of  forces  whose  difference  shall 
be  always  equal  to  the  same  constant  quantity,  may  be  found  by 
making  A  and  B  the  foci  of  an  hj^erbola,  as  in  Fig.  25,  and 
drawing  straight  lines  from  these  points  to  the  curve. J 

1.  A  given  force  (a)  is  required  to  be  resolved  into  different 
pairs  of  forces  which  sliallact  at  an  angle  of  135°  to  each  other: 
What  is  the  radius  of  the  circle  whose  segment  shall  contain  pqirs  of 
the  resolved  forces  ? 

*  Euc.  Ill,  33.         t  Bridge's  Conic  S«ct.  Art.  8.         t  Conic  Sect  Art  9. 
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Let  AB==a,  and  upon  AB  de-  D      Fig.  98. 

aeribe  the  segment  of  a  circle 
which  shall  contain  an  angle 
ADB  of  45"" :  then  the  radius 

AC=-. 

2.  7V>  determine  the  radius  of 
ie  circk  when  AB  (Fig.  26)  u 
rtquirtd  to  be  resolved  into  pairs 
of  forces  acting  at  any  given 
angk  whose  supplement  ts  A. 

Let  AB=a,  ADB=A;  find 
the  center  C,  and  join  CA,  CB ; 

then  BC  or  radius=— : — —r-. 

sm.2A 

^a3J>    I  then  radius=7.7786. 

• 
53.  The  most  obvious  consideration  with  respect  to  the  com- 
position of  motion  is,  that  if  two  equal  forces  act  upon  a  body  in 
contrary  directions,  they  will  destroy  each  other's  effects,  and 
tlie  body  thus  acted  upon  will  remain  at  rest ;  or  if  any  two  forces 
act  upon  a  body  in  the  same  straight  line,  then  the  effect  (or,  in 
other  words,  the  motion)  produced  will  be  proportional  to  the 
Run  or  difference  of  those  forces,  according  as  they  act  in  the 
lame  or  in  opposite  directions.     But  if  these  forces  act  obliquely 
to  each  other,  then  the  resulting  force  will  be  some  intermediate 
quantity  between  that  sum  and  difference,  the  magnitude  of 
which  wiU  increase  according  as  the  angle  of  inclination  be- 
tween the  directions  of  these  forces  is  diminished.     For  it  is  evi- 
dent that  the  smaller  the  angle  of  inclination  between  two  forces 
is,  the  more  nearly  will  they  conspire  together,  and  consequently 
Ae  whole  effect  produced  will  be  greater  ;  on  the  contrary,  as 
the  angle  of  inclination  increases,  the  two  forces  will  more 
strmgly  oppose  each  other,  their  whole  effect  therefore  will  keep 

AininiBhing. 

D  Fig.  27.  £ 


A  B 

This  latter  conclusion  may  also  be  drawn  from  the  geometrical 

representation  of  the  forces.     Let  two  forces  be  represented  by 

AB,  AD,  or  by  AB,  AC,  of  which  AC=AD;  let  the  angle  DAB 

be  greater  than  the  angle  CAB,  and  complete  the  parallelograms 


M 


NATURAL  PHIL080PH7. 


DABE,  CA6F;  then  since  DAB  is  greater  than  CAB,  its  supple- 
ment ABE  must  be  less  than  ABF,  the  supplement  of  CAB ; 
hence  in  the  triangles  ABE,  ABP,  we  have  AB,  BE  equal  to 
AB,  BF,  and  the  angle  ABF  greater  than  ABE,  .*.  AF  is  greater 
than  AE.*  Let  CAB=0,  then  AF=AC+CF=sum  of  the  forces ; 
let  CAB=180°,  then  AF=CF-AC=difrerence  of  the  forces; 
in  all  other  cases,  AF  is  of  some  intermediate  magnitude  between 
AC+CF  and  CF— AC,  and  keeps  increasing  as  the  angle  CAB  is 
diminished. 

54.  In  the  composition  of  forces  which  act  obliquely  on  each 
other,  some  force  is  actually  lost ;  for  the  sum  of  the  forces  before 
they  are  compounded  together  is  represented  by  the  two  sides 
AD,  DE  of  a  triangle,  and  after  composition  by  the  third  side  AE. 
The  contrary  happens  with  respect  to  the  resolution  of  forces ; 
for  the  two  resolved  forces  being  represented  by  the  two  sides  of 
a  triangle  of  which  the  given  force  is  the  third,  the  absolute 
quantity  of  the  resolved  forces  must  be  greater  than  that  of  the 
given  force. 

Five  sailors  raise  a  weight  by  means  of  five  separate  ropes,  in 

the  same  plane,  connected  with  the  main  rope  that  is  fastened 

to  the  weight  in  the  manner  represented  in  figure  29.     B  pulls  at 

an  angle  with  A  of  20° ;  C  with  B,  at  19° ;  D  with  C,  at  21°  aC ; 

and  E  with  D,  at  25^.    A,  B,  and  C,  pull  with  equal  forces,  and 

D  and  E  with  forces  one  half  greater :  Required  the  magnitude 

and  direction  of  the  resultant,  and  the  loss  of  force  occasioned 

by  the  forces  acting  partly  against  each  other. 

Let  the  sides  of  the  polygon  (Fig.  28)  represent  the  'several 
forces  in  magnitude  and  direction,  then  AF  will  be  the  resultant. 

Rg.  28.  Fig.  29. 
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The  angle  at  B=160® ;  at  C,  IGl^* ;  at  D,  158°  30' ;  at  E,  155®. 
Hence, 

1.  The  resultant  makes  an  angle  with  AB=46°  33'  10". 

2.  Its  value  is  5.1957,  (that  of  all  the  components  being  6,) 
and  it  falls  between  G  and  D. 

3.  The  loss  of  force  is  .1341,  or  about  jVt  of  the  whole. 

55.  A  body  (icted  upon  at  the  same  time  by  three  forces^  represented 
in  quantity  and  direction  by  the  three  sides  of  a  triangle  taken  in 
order  J  {or  by  lines  parallel  to  these)  will  remain  at  rest. 

C  Fig.  30.  D 


Since  AD  (Fig.  30)  is  equivalent  to  AB  and  AC,  a  body  placed 
it  A  and  urged  by  AB  and  AC  in  one  direction,  and  by  DA  in  the 
c^iposite  direction,  would  remain  at  rest.  But  these  three  forces 
eorrespond  in  magnitude  and  direction  with  the  three  sides  of 
the  triangle  AGD. 

56.  If  a  body  be  kept  at  rest  by  three  forces,  those  three  forces 
mil  be  represented  by  the  three  sides  of  a  triangle  formed  by  lines 
drawn  in  their  respective  directions. 

For  suppose  a  body  be  kept  at  rest  by  three  forces,  and  that 
AC,  CD  (Fig.  30)  represent  the  quantities  and  directions  of  two 
of  those  forces,  then  the  compound  force  arising  from  those  two 
forces  will  be  represented  by  the  line  AD ;  a  third  force,  there- 
fore, represented  in  quantity  and  direction  by  the  line  DA,  equal 
and  opposite  to  AD,  must  exactly  counterbalance  AD  and  keep 
it  at  rest.  Whenever,  therefore,  a  body  is  kept  at  rest  by  three 
forces,  if  a  triangle  be  drawn,  whose  sides  are  respectively  in  the 
directions  of  those  forces,  those  sides  will  represent  the  quantity 
and  direction  of  the  several  forces  thus  acting  upon  the  body. 

67.  The  proportion  of  the  three  forces  which  keep  a  body  at  rest 
will  be  represented  by  the  three  sides  of  any  triangle,  drawn  parallel 
or  perpendicular  to  the  sides  of  the  triangle  which  are  in  the  direC" 
tions  of  the  forces. 

For,  let  the  triangle  ABC  be  that  whose  sides  are  drawn  in  the 
direction  of  the  three  forces,  then  the  triangle  a^y  (whose  sides 
are  parallel  to  AB,  BC,  CA.)  and  the  triangle  abc  (whose  sides 
are  perpendicular  to  AB,  BC,  CA,)  being  each  of  them  similar* 

•  Since  Uie  sides  of  the  triangle  a&y  axB  respectively  parallel  to  the  sides  of  tho 
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to  the  triangle  ABC,  must  have  their  sides  afi,  Py^yoLj  or  aft,  hCf€a^ 
respectively  proportional  to  the  three  sides  AB,  BC,  CA,  which 
represent  the  quantity  and  direction  of  the  forces  acting  upon  a 
body. 

58.  Any  one  of  the  three  forces  which  keep  a  body  at  rest,  is  as  the 
sine  of  the  angle  included  between  the  other  two. 

For,  (Fig.  31,)  AB  :  BC  : :  sin.  BCA  :  sin.  BAC  ;  BC  :  CA  : : 
sin.  BAC  :  sin.  ABC ;  and  CA :  AB  : :  sin.  ABC  :  sin.  BCA. 

Conversely,  if  a  body  be  acted  upon  by  three  forces^  each  of  idUcft 
varies  as  the  sine  of  the  angle  included  between  the  directions  of  the 
other  two,  it  unll  remain  at  rest,  since  the  sines  are  as  the  sides  op- 
posite to  them,  and  when  the  forces  are  proportional  to  these 
sides,  the  body  will  remain  at  rest  by  Art.  55. 

59.  A  body  will  be  kept  at  rest  if  it  be  acted  upon  by  any  number 
of  forces,  which  are  represented  in  quantity  and  direction  by  the 
sides  of  a  polygon  taken  in  order. 

For,  let  a  body  be  acted  upon 
by  any  number  of  forces  repre- 
sented by  the  sides  AB,  BC,  CD, 
DE  of  the  polygon  ABCDE ;  then 
(by  Art.  44,)  these  forces  com- 
pounded together  will  be  repre- 
sented in  quantity  and  direction  by 
the  remaining  side  AE ;  if,  there-  ^ 
fore,  at  the  same  time  that  the  body 
is  acted  upon  by  the  forces  AB, 
BC,  CD,  DE,  it  is  also  acted  upon 
by  another  force  represented  in 
quantity  and  direction  by  EA, 
(equal  and  opposite  to  AE,)  it  will 
remain  at  rest.     The  converse  of  this  proposition  may  also  be 

triangle  ABC,  it  is  evident  that  the  angles  ai?/,  ^ya,  yaj?,  are  respectively  equal  to 
ABC,  BCA,  CAB.  With  respect  to  the  triangle  ahe ;  since  the  angles  at  D,  E,  F» 
are  ri^Ai-angles,  we  have  DaF-|-DAF=l 80S  also  DaF-f6ac=180®,  .•.  DAF^&^c.- 
and  in  the  same  manner  it  appears  that  £BF=a6c,  and  ECD=ac6.  (See  Legeiidn% 
Geometry,  III,  209.) 
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established  by  the  same  mode  of  reasoning  as  that  made  use  of 
in  Art.  56,  viz. :  If  a  body  be  kept  at  rest  by  any  number  offerees^ 
tkose  forces  will  be  represgntea^  in  quantity  and  direction^  by  the 
tides  of  a  polygon  formed  by  the  intersection  of  lines  drawn  in  the 
directum  tn  which  the  farces  respectively  act. 

1.  A  body  is  acted  upon  by  two  forces  a  and  i,  which  are  at 
light  angles  to  each  other :  It  is  required  to  find  the  magnitude 
and  direction  of  a  third  force,  which  shall  keep  the  body  at  rest 

Let  AC=a      ^  Complete  the  parallelo-    0 Fig.  33. p 

AB=ft  >gram  ABDC,  and  join 
CAB=90®  )AD;  then  the  two  forces 
actiDg  upon  the  body  may  be  represented 
by  AC,  UD ;  consequently  DA  (the  third 
side  of  the  triangle  ACD)  will  represent 
the  force  which  shall  keep  the  body  at 
rest     (Art.  55.) 

Now  DA=(AC«+CD«)*=(«*+**)* 

for  the  magnitude  of  the  force  ;  and  sine  of  CAD :  sine  of  CDA 

(=DAB)  : : CD : CA  ::b:a;  .*.  the  direction  DA   of  the  third 

force  divides  CAB  into  two  angles,  whose  sines  are  to  each  other 

asa:i. 

2.  A  body,  acted  upon  by  two  forces,  is  kept  at  rest  by  a  third 
force  (a),  whose  direction  divides  the  angle  contained  between 
the  directions  of  the  two  former  into  the  given  angles  A  and  B: 
What  is  the  magnitude  of  those  two  forces  ? 

Let  AC,  AB  be  the  two  forces,  (Fig.  30) ;  complete  the  paral- 
lelogram ABDC,  then  DA  (=a)  is  the  third  force ;  let  CAD=A, 
DAB=B,  then  ACD=180°-  (A+B.)     Now,  

AC  :  AD  (a) : :  sin.  CDA  or  DAB  (B)  :  sin.  ACD  (180^-A+BO 

&  AB :  AD  {a) : :  sin.  ADB  or  CAD  (A)  :  sin.  ACD  (180°- A+B.) 

„  ^^  sin.  Bxa  sin.  Bxa 

Hence  AC= : ,     ^^  =- — r-rs* 

sin.  (180°-.A+B)    sm.A+B 

d  sin.  Axg       ^sin.  Axg^  | 

^         ""sin.  (180°-A+B)    sin.A+B* 

60.  It  appears  by  Art.  68,  that  any  one  of  the  three  forces 
which  keep  a  body  at  rest  is  proportional  to  the  sine  of  the  angle 
included  between  the  directions  of  the  two  others.  An  import- 
ant consequence  of  this  truth  is,  that,  of  three  forces  that  keep 
a  body  at  rest,  the  two  components  and  the  resultant  may  sever- 
ally be  represented  by  the  sine  of  the  angle  included  between 
the  directions  of  the  two  others ;  viz.  the  resultant  by  the  sine 
of  the  angle  comprehended  between  the  directions  of  the  two 
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components,  and  each  of  the  components  by  the  sine  of  the  anglo 
comprehended  between  the  resultant  and  the  other  component. 
Hence  are  derived  the  principles  of  the  composition  and  resolu- 
tion of  PARALLEL  FORCES. 

Thus,  let  a  body  at  A  be  kept  at  rest  by  three  forces  repre- 
sented in  quantity  and  direction  by  the  sides  of  the  triangle  ADO, 
AD  and  DC  being  the  components  and  AC  the  resultant.  Com- 
plete the  parallelogram  ABCD  ;  produce  the  lines  AB,  AC,  AD 
indefinitely,  and  with  any  radius  describe  the  arc  £FG,  and  from 
the  points  E,  G,  draw  the  sines  EH,  EI,  GK. 

From  what  has  been  said  it  will  be  seen,  that  the  force  AB 
may  be  represented  by  the  sine  EI,  the  force  AD  by  GK,  and  the 

Fig.  34  E 


A  B  H  6 

force  AC  by  EH.  Suppose  now  that  the  lines  AE,  AF,  AG,  ap- 
proach toward  parallelism  by  making  the  center  A  continually 
recede  from  the  arc  EFG ;  then  that  arc  will  continually  ap- 
proach toward  a  straight  line,  while  the  sines  will  approach  to- 
ward a  ccnncidence  with  it,  until  finally,  when  the  lines  AE,  AF, 
AG,  become  parallel,  the  sine  EH  will  cross  the  parallels  at  right 
angles,  and  the  sines  EI  and  GK  will  form  parts  of  the  same 
straight  line  with  Eft.  Hence,  when  the  two  forces  AB  and 
AD  become  parallel,  their  resultant  AC  forms  another  parallel 
with  them  both ;  and  since  the  resultant  is  represented  by  the 
sine  EH,  which,  when  these  lines  become  parallel,  equals  the 
two  sines  EI  and  GK,  we  hence  derive  the  following  Theorems. 

I.  The  resvltant  of  two  parallel  forces  is  in  a  direction  constitU" 
ting  another  parallel^  and  ts  equal  to  their  sum. 

U.  If  a  straight  line  be  drawn  perpendicular  to  the  directions  of 
these  three  forces  J  {viz.  tlie  two  components  and  their  resultant,)  each 
of  the  components  will  be  represented  by  the  part  of  the  perpendicU' 
far  contained  between  the  directions  of  the  two  others. 

61.  We  have  thus  far  considered  the  two  parallel  forces  as 
acting  the  same  way :  when  they  are  directed  toward  opposite 
parts,  the  investigation  is  the  same  with  that  in  the  last  article* 
and  the  conclusion  the  same,  except  that  the  resultant  is  equal  to 
the  difi*erence  of  the  two  components.    A  great  number  of  par- 
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allei  forces  may  be  compounded  into  a  single  force  equivalent  to 
tiiem  all,  by  proceeding  as  in  Art  44 ;  that  is,  bv  first  finding  the 
resultant  of  two  forces,  and  a  new  resultant  for  that  resultant 
and  one  of  the  remaining  forces,  and  so  on  to  the  last ;  and  any 
single  force  may  be  resolved  into  any  number  of  parallel  forces 
by  a  method  the  reverse  of  this. 

62.  In  estimating  the  effects  produced  by  the  composition  and 
resolution  of  forces,  we  have  hitherto  considered  them  as  acting 
in  the  same  plane ;  we  proceed  now  to  the  solution  of  the  prob- 
lem, by  means  of  wliich  we  are  enabled  to  determine  the  motion 
of  a  body  resulting  from  the  operation  of  any  number  of  forces 

acting  IN  DIFFERENT  PLANES. 

All  tite  forces  which  can  possibly  act  upon  a  body,  may  be  resolved 
into  equivalent  forces  acting  in  the  direction  of  thaes  straight 
LnnsB  OR  AXES,  at  right  angks  to  each  other. 

Let  AK,  AG  be  two  straight  lines  drawn  at  right  angles  to 
each  other  in  the  same  plane,  and  let  AL  be  drawn  at  right 
angles  to  that  plane,  and,  consequently,  at  right  angles  to  each 
of  the  lines  AK,  AG.^  Suppose  AB  to  represent  the  quantity 
and  direction  of  a  force  acting  upon  a  body  at  A ;  let  fall  the 
perpendicular  BP  upon  the  plane  passing  through  AK,  AG  ;  join 
AP,  and  complete  the  parallelogram  APBC.  Fiom  P  draw  PD 
parallel  to  AK,  and  P£  parallel  to  AG.  Since  AB  is  the  diago- 
nal of  the  parallelogram  APBC,  the  force  represented  by  AB  is 
resolved  into  t^'o  others  AC,  AP,  equivalent  to  it ;  and  since 
AP  is  the  diagonal  of  the  parallelogram  ADPE,  the  two  AD. 


AE  are  equivalent  to  AP.    Hence  the  given  force  AB  is  re- 
solved into  three  others,  AC,  AD,  AE,  in  the  direction  of  the 
three  straight  lines  AL,  AG,  AK,  which  are  at  right  angles  to 
each  other,  and  issue  from  the  point  A. 
Produce  LA  to  /,  (Fig.  36,)  GA  to  g,  and  KA  to  * ;  so  that  the 
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three  lines  (or  axes)  U,  G^,  KAr,  sliall  cut  each  other  at  right 
angles  in  the  point  A ;  then  it  is  evident  that  the  directions  of 
all  the  forces  which  can  possibly  act  upon  a  body  at  the  point  A« 
will  fall  within  one  or  other  of  the  eight  solid  angles  formed  by 
the  intersection  of  three  planes  cutting  each  other  at  right  anglei^ 
and  passing  through  the  axes  L/,  G^ ;  L/,  KA  ;  G^,  KA,  respect- 
ively ;  and  from  what  has  just  been  shown,  each  of  those  forces 
may  be  resolved  into  three  others^  in  the  directions,* 

AL,  AG,  AK ; 

AL,  AG,  AA ; 

AL,  A^,  AA ; 

AL,  A^,  AK  4 
or  AZ,  AG,  AK  ; 

A/,  AG,  AA ; 

A/,  Ag,  AA ; 

A/,  Kg.  AK ; 
according  to  the  solid  an- 
gle in  which  it  is  included. 
Thus,  then,  all  the  forces 
which  can  possibly  act 
Upon  a  body  at  the  point 
A,  may  be  resolved  into 
others  acting  along  the 
three  axes  LZ,  G^,  KA ;  for  the  forces  acting  in  the  directions 
AL,  Kl ;  AG,  A^ ;  AK,  AA,  respectively,  are  merely  forces  act- 
ing in  opposite  directions  in  the  same  straight  line. 

CoR.  If  the  sum  of  the  opposite  forces  in  the  direction  of  each 
axis  be  equal  to  one  another,  the  body  wiU  be  at  rest. 

63.  Miscellaneous  Questions  on  the  Comfosition  and  Resolutioh 

OF  Motion. 

1.  Three  men,  equal  in  strength,  undertake  to  pull  down  the 
steeple  of  an  ancient  church.  They  fasten  three  ropes  to  a  ring 
near  the  top,  and,  standing  at  equal  distances  from  the  circular 
base  of  the  steeple,  they  pull  at  equal  angles  of  30°  to  each 
other.  The  ropes  severally  make  an  angle  of  40°  with  the  per- 
pendicular axis  of  the  steeple.  Now  if  a  single  force  of  500  lbs. 
Were  applied  at  right  angles  at  the  same  point,  it  would  be  just 
sufficient  to  overturn  the  steeple  :  Required  the  force  actually 
exerted  by  each  man  ?t  Arts.  284.717  lbs. 

2.  A  body  at  the  equator  moves,  by  the  diurnal  revolution  of 
the  earth,  about  1000  miles,  and  in  lat.  40°  about  766  miles  per 

r  I    ■■ 

*  It  will  be  observed  that  the  first  four  angles  lie  above  and  the  last  four  htUno  At 
plane  that  passes  throu|rh  AK  and  AG. 

t  This  problem  requires  no  resolution  in  different  planet.  As  the  given  force  mets 
at  right  angles  to  the  axis  of  the  steeple,  the  three  forces  may  be  considered  as  fint 
acting  in  the  same  horizontal  plane,  and  their  resultant  determined.  This  Ibroe  in* 
creased  in  the  ratio  of  radius  to  the  sine  of  40^,  gives  the  answer. 
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Boar.  Now,  were  a  wind  to  blow  from  the  equator,  commencing 
with  a  coarse  directly  north,  and  blowing  with  a  uniform  veloci- 
ty of  60  miles  per  hour,  in  what  duiection  would  it  blow  when 
it  reached  the  latitude  of  40^^  supposing  it  still  to  retain  the 
easterly  motion  it  had  in  common  with  other  bodies  at  the  equa- 
tor f  Ans.  N.  75°  37'  E. 

3.  If  a  man  were  taken  up  at  the  latitude  of  40°,  and  at  the 
same  instant  set  down  at  the  equator,  in  what  ddelbction  and 
with  what  velocity  would  he  move  on  tibe  equator  T 

Ans.  He  toould  move  directly  westwardy  at  the  rate  of  234  mtUi 
per  hour. 

4.  A  ferry  boat  crosses  a  river  |  of  a  mile  broad  in  45  min- 
utes, the  current  running  all  the  way  at  the  rate  of  3  miles  an 
hour :  At  what  angle  virith  the  direct  course  must  the  boat  head 
up  the  stream  in  order  to  move  perpendicularly  across  7 

Ans.  "TV  34'. 

5.  The  same  things  being  given,  in  what  ratio  is  the  force 
required  to  move  the  boat  increased,  in  consequence  of  the  cur- 
rent T  Ans.  It  is  increased  3.162  times. 

6.  I  shot  an  eagle  that  was  flying  directly  over  my  head.  On 
account  of  its  inertia,  it  retained  some  motion  in  a  horizontal 
direction,  and  therefore  fell,  at  the  end  of  4  seconds,  60  feet  from 
ihe  place  where  I  stood:  Required  the  nature  of  the  curvb 
which  the  bird  described  in  its  fall  ? 

Ans.  The  curve  is  a  parabola,  of  which  the  equation*  is 
Px257|  =  3600;  and  consequently  the  parameter  (P)= 13.99. 
(See  Art  48.) 


CHAPTER  IV. 

OF  THE  CENTER  OF  GRAVITY. 

64.  The  center  of  gravity  of  a  body  is  that  point  about  which^  if 
supported^  all  the  parts  of  a  body  {acted  upon  only  by  tlie  force  of 
gravity)  balance  each  other  in  any  position. 

In  order  to  ascertain  this  point,  it  will  be  necessary  to  resolve 
a  body  into  its  constituent  parts,  and  then  to  find  two  lines, 
about  each  of  which  (if  supported)  these  parts  will  balance  each 
other  in  all  positions  ;  the  common  intersection  of  those  two  lines 
will  be  the  center  of  gravity  required.  In  bodies  of  a  regular 
form  and  uniform  texture  this  is  very  easily  effected,  but  the  dif- 
ficulty increases  as  the  nature  or  shape  of  the  body  becomes 
more  complex.     We  shall  begin  with  showing  the  method  of 

*  Brid|re*B  Conic  Sec.  Prop.  8w— Cor. 
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finding  the  center  of  gravity  of  a  body,  or  of  a  system  of  bodies, 
in  a  few  familiar  instances. 
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65.  In  regvlar  plane  figures,  such  as  squares,  parallelograms, 
circles,  polygons  inscribed  in  circles,  ^.,  the  cejiUr  of  gravity  is 
tAe  same  as  the  center  of  t/w  figures. 
Fig.  37. 


Let  the  annexed  figures  represent  thin  Jamlnse  of  matter  of  a 
uniform  density,  and  let  them  be  divided  into  two  equal  parts  by 
the  straight  liaes  AB,  CD.  Conceive  now  each  of  those  lamince 
to  be  resolved  into  lines  of  particles  equal  and  parallel  to  AB, 
there  will  then  be  the  same  quantity  of  mattter  similarly  dispoMd 
on  each  side  of  AB ;  if,  therefore,  AB  be  supported,  the  parts 
ACB,  ADB  will  balance  themselves  about  it ;  the  center  of  grar- 
ity  will  consequently  be  in  the  line  AB.  For  the  same  reason, 
because  ail  lines  drawn  parallel  to  AB  are  bisected  by  CD,  the 
center  of  gravity  will  also  be  iu  the  line  CD ;  it  must  therefore 
be  in  their  common  intersection  G.  In  the  same  manner  it  might 
be  shown,  that  the  center  of  gravity  of  regular  solids,  such  as 
the  cube,  parallelopiped,  cylinder,  sphere,  &c,,  is  the  same  with 
the  center  of  magnitude.  For  each  of  these  solids  might  be  di- 
vided into  two  equal  and  similar  parls  by  planes  passing  through 
it  in  three  different  directions ;  the  intersection  of  two  of  these 
planes  would  be  a  right  line,  and  the  intersection  of  that  line  with 
the  third  plane  would  be  the  center  of  gravity  of  the  solid.  Let 
the  three  first  figures  in  the  preceding  page  represent  respectively 
the  section  of  a.  cube,  parallelopiped,  and  sphere,  cut  through  their 
middle ;  then  may  the  line  CD  represent  the  intersection  of  a 
plane  at  right  angles  to  AGBD,  and  AB  the  intersection  of  a 
third  plane  cutting  these  solids  in  a  similar  manner  ;  the  pointG 
will  therefore  be  the  center  of  gravity.  In  the  cylinder  it  is 
evident  that  the  center  of  gravity  will  be  in  the  point  which 
bisects  its  axis. 

GO.  When  a  body  is  supported  by  a  prop  placed  under  its  center 
of  gravity,  t/ie  pressure  is  Ihe  same  jchctkcr  t/te  whole  quantity  <^ 
matter  is  uniformly  diffused  through  the  space  occttj>iedby  the  body, 
or  whether  it  is  all  concentrated  in  lltat  center  of  gravity. 
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Suppose  now  A  and  B  (Fig.  88)  to  be  two  equal  particles  of 
natter  connected  together  by  the  inflexible  rod  AB  void  of  grav- 
ity; bisect  AB  in  G,  then  G  will  be  the  common  center  of  grav- 
ity of  A  and  B ;  for  it  is  evident,  that  if  G  be  supported,  the 

Fig.  38. 

• X • 

A  G  B 

two  particles  will  balance  themselves  about  it  The  pressure 
upon  G  will  be  equal  to  the  weight  of  the  particles  A  and  B,  and 
this  pressure  does  not  at  all  depend  upon  the  length  of  the  line 
AB ;  it  will  therefore  be  the  same  whether  the  particles  be  placed 
at  A  and  B,  or  a  particle  equal  to  A+B  be  placed  at  G.  The 
same  may  be  said  with  respect  to  the  particles  A,  B,  G,  D,  &c., 
(in  Fig.  39,)  which  are  disposed  uniformly  along  the  inflexible 

Fig.  39. 
ABODE        FKLMN 

G 

lod  AN  void  of  gravity ;  viz.  that  the  pressure  of  A  and  N  is  the 
flame  as  if  A+N  were  placed  at  G ;  of  B  and  M  the  same  as  if 
B+M  were  placed  at  G ;  and  that  Uie  whole  pressure  of  the  par- 
ticles A,  B,  C,  D,  &c.  is  the  same  as  if  A+B+C+D+E+P,  &c. 
were  placed  at  G.* 

This  reasoning  might  be  extended  to  the  lines  of  particles 
composing  the  laminae  in  Art.  65,  for  the  particles  A,  B,  C,  D,  &c. 
(Fig.  39,)  may  be  increased  in  number  till  they  become  contigu- 
ous to  each  other,  and  the  effect  is  the  same  whether  we  consider 
them  as  connected  together  by  an  inflexible  rod  void  of  gravity, 
or  as  actually  united  together  by  the  power  of  cohesion.  Sup- 
posing CD  therefore  to  be  supported,  (see  figures  in  Art.  65,)  the 
pressure  upon  it  will  be  the  same  as  if  all  the  particles  contained 
in  the  lines  parallel  to  AB  were  incumbent  upon  it ;  and  suppos- 
ing the  point  G  only  to  be  supported,  the  pressure  will  be  the 
same  as  if  the  particles  thus  collected  in  CD  were  incumbent  upon 
it ;  the  pressure  of  the  lamina  ACBD  upon  the  center  of  gravity, 
is  therefore  the  same  as  if  all  the  matter  contained  in  it  were  in- 
cumbent upon  G.  The  same  mode  of  demonstration  might  be  ap- 
plied to  the  laminae  composing  the  regular  solid  bodies  in  Art.  65. 

67.  Tux)  weiglUs  or  pressures  acting  at  the  extremities  of  an  in- 
dexible rod  void  of  gravity ^  vnll  be  in  equilibrio  about  a  given  point j 
vchen  their  distances  from  that  point  are  to  each  other  inversely  as 
those  toeights  or  pressures. 

Let  ABCD,  CDEF,  (Fig.  40,)  represent  the  sections  of  two 

*  We  shall  come  to  the  same  conclusion  by  considering  A  and  B,  &c.  as  parallel 
fcrces,  and  G  as  their  resultant;  then,  by  Art  60,  G  will  bo  equal  to  their  sum. 
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cylinders  of  uniform  density  and  of  the  same  diameter,  whose 
axes  are  MN,  NO ;  bisect  MN  in  G  and  NO  in  g,  then  will  G,^, 
be  their  centers  of  gravity.    Let  ABCD  be  suspended  from  the 

Fig.  40. 
Pf fQ 
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hook  r,  by  the  string  PG  attached  to  its  center  of  gravity  ;  and 
let  CDf  t(^  be  suspended  in  the  same  manner  from  the  hook  Q, 
by  the  string  Q^ ;  let  them  also  be  so  placed  that  their  ends 
may  be  contiguous  to  each  other.  Then  will  ABCD  balance  it- 
sell  about  G,  and  CDEF  about  g,  so  that  the  two  axes  NM,  NO, 
(after  the  cylinders  are  suspended,)  will  lie  in  the  same  straight 
Une ;  and  the  pressures  upon  G,  g",  will  be  the  same  as  if  the  whole 
weights  of  the  cylinders  were  collected  respectively  in  those 
points.  Suppose  now  the  two  ends  which  are  contiguous  to  each 
other,  to  be  firmly  cemented  together,  so  that  the  two  cylinders 
should  become  one  mass ;  this  will  not  at  all  affect  the  pressures 
upon  G,  g^  but  will  merely  serve  to  connect  those  two  points  to- 
gether in  such  a  manner,  that  the  pressures  upon  them  may  be 
considered  as  acting  at  the  extremities  of  an  inflexible  rod  Gg 
void  of  gravity.  Bisect  the  axis  MO  of  the  whole  cylinder 
ABFE  in  the  point  K,  and  K  will  be  its  center  of  gravity;  let 
the  prop  KL  be  placed  under  K,  and  let  the  two  strings  PG,  Q^, 
by  which  it  is  suspended,  be  removed,  and  the  cylinder  will  then 
balance  itself  about  the  point  K ;  or  in  other  words,  the  two 

f>ressures  acting  at  G,  g^  will  be  in  equilibrio  about  that  point 
t  only  remains,  therefore,  to  find  the  relation  of  KG  to  Kg* ;  now 
MK=iMO,  and  MG=iMN, .-.  MK-MG  (or  KG)=KMO-MN) 
=iNO ;  again,  0K=JM0,  and  0?=}N0, .-.  OK-Qg-  (or  K^') 
=KMO-NO)=iMN  ;  hence  KG  iKg  : :  iNO  :  JMN  : :  NO  : 
MN  : :  cylinder  CDEF  :  cylinder  ABCD.  But  the  pressure  upon 
G  (P)  is  equivalent  to  the  weight  of  the  cylinder  ABCD,  and  the 
pressure  upon  g  (p)  to  that  of  the  cylinder  CDEF ; 
.-.KG  :Kg::p:¥,orV:p::  Kg  :  KG. 

68.  This  furnishes  us  with  the  method  of  finding  the  common 
center  of  gravity  of  any  number  of  bodies  whatever,  connected 
together  by  inflexible  rods  void  of  gravity. 
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Let  A,  B,  C,  D,  &c.  be  the  bodies,  and  let  the  centers  of  grav- 

itj  of  A  and  B  be  connected  together  by  the  inflexible  line  AB, 
Take  A  :  B  : :  BG  :  AG,*  or  A+B  :  B  : :  BG+AG  (AB)  :  AG, 

then  will  the  bodies  A  and  Fig.  41. 

B  balance  themselves  about    ^  ^  ? 

6,  (Art.    67,)   and    conse-     ^ 

quently  G  will  be  their  com- 
mon center  of  gravity,  (by 

Art    64 ;)  and    the    three 

first  terms  of  the  above  pro- 
portion being  known,  the 
distance  of  G  from  A  is  thus 
found.  _ 

Next,  let  the  center  of  c 

gravity  of  C  be  connected  with  G  by  the  inflexible  line  CG,  then 
for  the  reason  assigned  in  Art.  66,  the  pressure  upon  G  will  be  the 
same  as  if  a  body  equal  to  A+B  were  placed  at  G ;  take,  therefore, 

A-f  B :  C  : :  C^  2  G^,  or  A+B+C  :  C  : :  Cg+Gg  (CG)  :  Gg,  then  g 
will  be  the  center  of  gravity  of  A+B  and  C,  and  consequently 
the  common  center  of  gravity  of  the  three  bodies  A,  B,  C. 

Again,  let  the  center  of  gravity  of  D  be  connected  with  g  by 
die  inflexible  line  D^,  then  the  pressure  upon  g  will  be  the  same 
as  if  A+B+C  were  placed  at  g.    Take,  therefore, 

A+B+C:D::DK:^K,or,A+B+C+D:D::DK+5^K(D^:5^K, 
flien  K  will  be  the  center  of  gravity  of  A+B+C  and  D,  and 
consequently  the  common  center  of  gravity  of  the  four  bodies 
A,  B,  C,  D  ;  moreover,  the  pressure  upon  K  will  be  the  same  as 
if  A+B+C +D  were  placed  at  K  ;  and  thus  we  might  proceed 
for  any  number  of  bodies. 

It  is  evident  that  the  foregoing  demonstration  does  not  at  all 
depend  upon  the  number  or  w^eight  of  the  bodies,  or  their  dis- 
tance from  each  other ;  it  rests  merely  on  the  supposition  that 
their  centers  of  gravity  are  connected  together  by  inflexible  rods 
void  of  gravity.  It  may  therefore  be  applied  to  any  number  of 
particles  of  matter  situated  either  in  the  same  or  in  diflerent 
planes,  and  placed  at  all  possible  distances  from  each  other.  In- 
crease the  number  of  these  particles  till  they  become  contiguous 
to  each  other,  and  for  the  imaginary  line  void  of  gravity  substi- 
tute the  power  of  cohesion,  then  the  system  of  bodies.  A,  B,  C,  D, 
&c.  may  represent  an  irregular  mass  of  compact  matter,  not 
unlike  such  as  are  to  be  met  with  in  the  works  of  nature  or  of 
art ;  and  although  it  may  be  difficult  to  find  the  actual  center  of 

•  Since  A  :  B  ::  BG  :  AG,  by  multipljring  extremes  and  means  AxAG=Bx 
BG ;  i  c.y  when  two  bodies  are  in  equihbrio,  the  product  of  one  of  the  bodies  into 
iti  distance  from  the  center  of  gravity j  is  equal  to  the  product  of  the  other  body  into 
itf  distance  from  the  same  senter.  These  quantities,  Ax  AG,  and  BxBG,  therefore, 
ezptns  the  respective  forces  by  which  A  and  B  counteract  each  other's  effects  in 
their  tendencj  to  motion  round  &. 
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grayity  of  such  a  mass,  yet  the  latter  part  of  our  propositioii  still 
remains  true ;  viz.  that  if  this  mass  be  supportecl,  its  iHressore 
downward  will  be  the  same  as  if  the  whole  quantity  of  matter 
contained  in  it  were  concentrated  in  its  center  of  gravity. 

69.  Whatever  he  the  form  or  dimensions  of  a  body  upon  a  plane 

parallel  to  the  horizon^  it  will  remain  at  rest,  if  the  line  drawn  from 

its  center  of  gravity  perpendicular  to  the  liorizojif  {called  the  like  or 

DIRECTION,)  falls  within  its  base. 

Fig.  42. 
ADA  D 


HBFC  FB  C  O 

For  let  ABCD  (Fig.  42)  represent  the  section  of  a  body 
ing  through  its  center  of  gravity  G,  and  draw  GF  perpendicular 
to  HO,  the  plane  upon  which  it  stands ;  then,  since  the  tendency 
of  the  body  to  descend  is  the  same  as  if  its  whole  wei^t  were 
concentrated  in  G,  it  will  rest  or  fall  according  as  G  is  supported 
or  not ;  or  according  as  F  falls  within  or  without  the  base  BC ; 
moreover,  the  stability  of  the  body  will  depend  upon  the  distance 
at  which  the  point  F  falls  within  the  base. 


Fig.  43. 


70.  If  a  body  be  suspended  freely  from  any  point,  it  will  not  rest 
till  the  line  which  joins  the  center  of  gravity  and  the  point  of  SUS" 
pension,  is  perpendicular  to  the  horizon. 

For  let  ABCD  represent  the  sec- 
tion of  a  body  as  before,  G  its  center 
of  gravity,  S  the  point  of  suspension ; 
join  SG,  and  draw  SOW  perpendicular 
to  the  horizon  ;  produce  SG  to  N,  and 
draw  GR  parallel  to  SW  ;  then,  since 
the  weight  of  the  body  may  be  con- 
sidered as  collected  in  G,  its  tendency 
to  motion  will  be  along  the  line  Gil. 
Let  GR  therefore  represent  this  ten- 
dency, which  resolve  into  GN  in  the 
direction  SG,  and  RN  perpendicular  to 
it ;  the  part  GN  is  counteracted  by  the 
reaction  from  the  point  of  suspension 
S,  and  NR  is  employed  in  producing 
motion  in  the  direction  of  the  circular 
arc  GO ;  G  therefore  (and  consequently  the  body)  will  not 
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main  at  rest  till  NR  vanishes,  i.  e.  till  the  angle  NGR  (=0S6) 
FasisheSy  or  S6  coincides  with  SO. 

Hence  it  follows,  that  if  a  body  be  suspended  successively  by 
different  points,  and  perpendiculars  to  the  horizon  be  drawn 
through  the  points  of  suspension,  the  center  of  gravity  will  lie  in 
each  of  these  perpendiculars,  and  consequently  in  the  point  of 
their  intersection. 

We  proceed  to  apply  the  principles  just  now  investigated  to 
the  solution  of  a  few  practical  examples. 

71.  In  a  TRIANGLE,  if  a  line  he  drawnfrom  one  of  the  angles  bisect- 
ing the  opposite  side^  the  center  of  gravity  of  the  triangle  is  in  that 
line  at  the  distance  of\of  its  length  from  the  base.* 

Bisect  the  side  AC  in  D,  and  join 
BD,  which  will  bisect  all  lines  drawn 
parallel  to  AC ;  consequentlv,  if  BD  be 
supported,  the  parts  ABD,  DBC  of  the 
triangle  ABC  will  balance  themselves 
m  each  side  of  it ;  hence  the  center  of 
gravity  is  in  the  line  BD.  Bisect  the 
side  BC  in  E,  and  join  AE ;  then,  for  ^ 
the  same  reason  as  before,  the  center 
of  gravity  will  be  somewhere  in  the 
Hne  AE ;  it  must  therefore  be  at  their 
eommon  intersection  G.  Produce  now  BD  to  F,  and  draw  CF 
parallel  to  EA;  then  since  BE=EC,  BG  will  be  equal  toGF; 
W  the  two  triangles  AGD,  DFC,  have  one  side  and  two  angles 
equal ;  .-.  GD=DF,  and  consequently  GF  (or  BG)=2GD ;  hence 
BG=|BD,  and  GD=iBD. 


Fig.  44 


Tig.  45. 
E  D 


72.  In  a  TRAPEZom,  tlie  center  of  gravity  is  in  the  line  that  bisects 
the  two  opposite  sides. 

Let  ABCD  (Fig.  45)  be  a 
trapezoid,  and  bisect  AD,  BC, 
in  E,  F,  and  join  EF  ;  then 
since  EF  bisects  AD,  BC,  it 
will  bisect  all  lines  drawn 
parallel  to  BC,t  and,  conse- 
quently, the  center  of  gravity 
of  the  trapezoid  is  in  the  line 
EF.  Join  BE,  BD,  DF,  and 
take  GE=iBE,  ^F=iDF ; 
then  G  is  the  center  of  gravity  of  the  triangle  ABD,  (An. 

•  In  finding  the  centers  of  gravity  of  piano  figures,  a  lamina  of  matter  of  uniform 
deofity,  in  the  shape  of  those  figures,  is  oC  course  understood. 

t  For  if  B  A,  FE,  CD  be  produced,  they  will  meet  in  the  same  point,  which  will  bo 
the  Tertez  of  a  triangle  whose  base  is  BC ;  and  since  £F  bisects  the  base  BC,  it  will 
hbeet  a&  lines  drawn  parallel  to  it 
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and  g  the  center  of  gravity  of  the  triangle  BDC.  Join  Gg; 
then,  conceiving  the  triangles  ABD,  BDC  to  be  collected  in  G,^, 
their  common  center  of  gravity  must  be  in  the  line  G^ ;  i.  e.  the 
center  of  gravity  of  the  trapezoid  ABCD  must  be  in  the  line  G^; 
it  is  also  in  the  line  EF ;  consequently  it  is  in  K,  the  intersectioxi 
of  EF  and  Gg,  Draw  Gm,  gn,  parallel  to  AD  or -BC  ;  then  since 
EG=JBE,  'E^m  must  be  equal  to  iEF;  and  for  the  same  reason 
Fn=jEF ;  .*.  Em=7wn=7iF.  Now  K  being  the  conmion  center 
of  gravity  of  the  triangles  ABD,  BDC, 

GK  :  K5^::BDC  :  ABD  ::BC  :  AD. 

GK  :  K^ : :  Km  :  Yin 
.'.  Km:  Km :  BC  :  AD. 

Km  :  Km+Kn : :  BC  :  BC+AD. 
And  since  Km+Kn=mn=Em 

.\Km+Em  :mn::  2BC+AD  :  BC+AD 

EK:  mm: 2BC+AD  :  BC+AD  (1) 

Km+K7i :  Kn  : :  BC-hAD  .  AD. 
And  since  m7i=7iF,  and  Kn+nF=FK 

.-.  mn  :  Kn+wF ::  BC+AD  :  BC+2AD 

mn  :FK::  BC+AD  :  BC+2AD  (2) 
uniting  (1)  and  (2) 

EK  :  FK : :  2BC+ AD  :  2AD+BC. 
If,  therefore,  the  line  EF  be  divided  in  the  ratio  of  the  two  last 
terms  of  this  proportion,  (formed  of  the  known  sides  of  the  trape* 
zoid,)  it  will  give  the  center  of  gravity. 

When  AD=0,  then  the  figure  becomes  a  triangle,  and 
EK  :  FK : :  2BC  :  BC  ;  that  is,  FK=iEF,  as  was  found  by  a  difr 
ferent  process  in  Art.  71. 

When  AD=BC,  the  figure  becomes  a  parallelogram,  and 
EK  :  FK : :  3BC  :  3BC  ;  consequently,  the  center  of  gravity  is  in 
the  center  of  the  figure,  as  w^as  shown  in  Art.  65. 

73.  Tlie  center  of  gravity  of  a  polygon  may  be  found  by  dividing 
the  polygon  into  triangles^  and  finding  the  common  center  of  gravity 
of  these. 

Let  ABCDEF  be   an  ir-  A         Tig.  46. 

regular  polygon,  divided  into 
triangles  whose  areas  are 
represented  by  P,  Q,  R,  S, 
and  whose  centers  of  gravi- 

g'  are  respectively  a,  b,  c,  d. 
onceive  these  triangles  to  « 
be  collected  in  the  points 
a,  by  c,  d  ;  join  ab,  and  take 
iG  :  aG  : :  P  :  Q,  then  G  will 
be  the  center  of  gravity  of 
the  figure  ABCD.  Join  Gc, 
and  take  eg  :Gg::  P+Q  :  R  ;  then  g  will  be  the  center  of  grav- 
ity of  the  figure  ABCDE.    Let  g  and  d  be  joined,  and  make 
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dK  :  ^K : :  P+Q+R  :  S,  then  K  will  be  the  center  of  gravity  of 
the  whole  polygon  ;  and  so  we  might  proceed,  whatever  be  the 
number  of  sides. 

If  it  were  required  to  find  the  center  of  gravity  of  the  perime- 
tor  of  the  polygon  ;  then  bisect  the  sides  in  the  points  a,  hj  c,  &C.9 
(Fig.  47,)  and  (since  the  center  of  gravity  of  a  right  line  is  in  its 
middle  point)  a,  6,  c,  &c.,  will  be  the  centers  of  gravity  of 
the  sides  AB,  BG,  CD,  &c.,  respectively.  Join  abj  and  take 
Mr  :  oG : :  AB  :  EC  ;  thenG  Kg.  47. 

would  be  the  center  of  grav-  ^ 

ity  of  that  part  of  the  pe- 
rimeter represented  by  ABC. 
Aigain,  join  Gc,  and  take 

c^:G^::AB+BC:CD, 
then  g  is  the  center  of  grav- 
ity of  such  part  of  the  pe-B 
rimeter  as  is  represented  by 
ABCD ;  and  so  we  might 
proceed  till  we  had  found 
the  center  of  gravity  of  the 
^ole  perimeter. 

74.  The  distance  from  any  assumed  point  of  the  common  center 
of  gravity^  of  any  number  of  bodies  which  have  their  centers  of 
gravity  in  a  right  line  passing  through  that  point,  is  equal  to  tne 
mm  of  the  products  arising  from  multiplying  each  body  into  its  dis- 
iancefrom  the  assumed  point,  divided  by  the  sum  of  the  bodies. 

Let  the  bodies  A,  B,  C,  D,  be  so  placed,  that  the  line  OD  may 
pass  through  their  respective  centers  of  gravity ;  it  is  required 
to  find  the  distance  of  their  common  center  of  gravity  from  any 
point  O,  in  the  line  OD. 

Fig.  48. 
O  A  B  C  D 

I • —   •  X. — • • 

G 

Suppose  OD  to  be  an  inflexible  line  void  of  gravity,  and  let  G 
be  the  common,  center  of  gravity  of  the  bodies ;  then,  if  G  be 
fspported,  the  efibrt  of  each  body  to  produce  motion  round  G 
would  be  measured  by  the  product  of  its  weight  into  its  distance 
from  G,  (Art.  67 ;)  i.  e.  the  effort  of  A=AxAG ;  of  B=BxBG, 
fcc  ;  and  as  the  bodies  are  supposed  to  be  in  equilibrio  about  G, 
the  smns  of  their  efforts  on  each  side  of  G  must  be  equal  to  each 

other,  or 

AxAG+BxBG=CxCG+DxDG,  i.  e. 
Ax(OG-OA)+Bx(OG-.OB)=Cx(OC-OG)+Dx(OD-OG) 
.•.AxOG+BxOG+CxOG+DxOG=AxOA+BxOB+CxOC 

+DxOD. 
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75.   MlBCELLANEOCa  ExAUPLEB. 


'W^ 


1.  Three  bodies.  A,  B,  C,  weighing  respectively  3,  2,  and  I 
pounds,  have  their  centers  of  gravity  joined  by  the  lines  AB,  EC, 
CA ;  of  which  AB=6  feet,  BC=4,  CA=2 :  What  is  the  distance 
of  their  common  center  of  gravity  from  the  body  C? 

Since  the  three  sides  of  the  triangle  Tij. «. 

ABC  are  5,  4,  2,  the  three  angles  A,  B,       *  ^~ 

C,  will  be  found,  by  the  rules  of  trigo- 
nometry, to  be  respectively  49°  271', 
22°  20',  and  lOB"  12i'.  Let  G  be  the 
center  of  gravity  of  the  bodies  A  and  B, 
and  g  the  common  center  of  gravity  of 

the  three  bodies  found  as  in  Art.  67 1  then,  since  AB=5,  A=i^ 

B=2,  and  A  :  B : :  BG :  AG,  AG  will  be  equal  to  2  feet,  and  BG 

to  3  feet ;  hence  in  the  triangle  GAC  there  is  given  AC=2, 

AG=2,  and  the  angle  CAG=4B°  27i',.-.  each  of  the  angles  AGC» 

AC3G=65°  16}',  from  which  CG  is  found  to  bo  equal  to  1.67S. 

ButC^:G^::A+B;0, 

.-.  Gg  :  Cg-KSg-  (=CG=1.673) : :  A+B  (5)  :  A+B+C  (6); 

I  673  X  5 

hence  05-=-^ — ^ =1.394  feet. 

2.  A  cylindrical  tower,  consisting  of  uniform  materials  closely 
cemented  together,  is  20  feet  high,  and  the  diameter  of  its  base 
is  four  feet :  How  far  may  it  deviate  from  its  perpendicular  posi- 
tion, before  it  is  in  danger  of  falling  T 

Let  ABCD  represent  a  section  of  the  tower 
passing  through  its  axis  EF,  and  let  G  be  its 
center  of  gravity.  Suppose  it  to  be  so  much 
inclined,  that  the  perpendicular  line  GB,  let  fall 
from  G,  falls  upon  the  edge  of  it^  base  BC  ;  then 
OF  (10) :  BF  (2) : :  radius  (1) :  cos.  GFB ;  .-.  cob. 

GFB=^=.200=cos.  78"  27'.     An  angle  of  7S° 

27'  ia  therefore  the  limit  of  its  inclination,  be- 
fore it  is  in  danger  of  falling.  (Art.  69.)  If 
the  angle  GPB  ia  less  than  78=  27',  then  the  per- 
pendicular GB  tails  without  the  base,  and  the 
tower  cannot  sustain  itself. 
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3.  A  piece  of  timber  of  aniform  density  and  prismatic  form, 
a  section  of  which  perpendicular  to  its  sides,  and  passing  through 
its  center  of  gravity  6  is  represented  by  the  square  ABCD,  is 
placed  upon  an  inclined  plane :  It  is  Inquired  to  show  when  it 
will  have  a  tendency  to  roll,  and  when  to  slide  down  the  plane. 

Draw  GF  perpendicular  to  the  plane,  pjg,  51. 

and  GK  perpendicular  to  its  base,  and 
let  PLN  be  greater  and  phN  less  than 
half  a  right  angle.  In  the  former  case, 
since  ELK  is  greater  than  45°,  LEK  or 
GEF  will  be  less  than  46° ;  /.  the  angle 
EGF  is  greater  than  the  angle  GEF,  A 
and  consequently  EF  is  greater  than 
GF  or  BF ;  hence  the  body  has  always 
a  tendency  to  fall  over  in  the  direction 
6E,  and  will  therefore  roll  down  the 
plane  PL.  In  the  latter  case  the  angle 
EGF  is  less  than  GEF, .'.  EF  is  less  than  GF  or  BF ;  the  whole 
weight  of  the  body,  therefore,  presses  upon  the  plane  ph.  Let 
6E  represent  this  weight,  which  resolve  into  two,  GF,  FE  ;  GF 
will  represent  the  reaction  of  the  plane  upon  the  body,  and  FE 
will  represent  a  force  which  tends  to  make  the  body  slide  down 
the  plane.  Hence  it  appears,  that  the  body  will  have  a  ten- 
dency either  to  roll  or  slide,  according  as  the  angle  of  the  plane's 
inclination  is  greater  or  less  than  45°. 

In  considering  the  circumstances  under  which  a  body  would 
slide  or  roll  down  an  inclined  plane,  it  should  be  observed,  that 
if  the  surfaces  of  the  body  and  the  plane  be  perfectly  smooth,  no 
rolling  will  take  place,  whatever  be  the  angle  of  inclination  of 
the  plane.  To  give  a  body  a  tendency  to  rotary  motion  about 
its  center  of  gravity  (G),  it  is  evident  that  there  must  be  some 
mutual  action  between  the  surface  of  the  body  and  the  surface 
of  the  plane,  (such  as  that,  for  instance,  which  arises  from  friction, 
or  the  unrolling  of  a  rope  ;)  if  there  be  not  some  such  action  as 
this,  all  the  parts  of  the  body  being  equally  accelerated,  the 
body  will,  under  all  circumstances,  slide  down  the  plane.    ^ 

76.   QUESTIOKS  ON  THE  CeNTES  OP  GnAvrTY. 

1.  If  three  equal  bodies  be  placed  at  the  angles  of  any  triangle ; 
Aow  that  the  common  center  of  gravity  of  those  bodies  is  in  the 
tame  point  with  the  center  of  gravity  of  the  triangle. 

2.  Four  bodies  A,  B,  C,  D,  weighing  respectively  2,  3,  6,  and 
i  pounds,  are  placed  with  their  centers  of  gravity  in  aright  line, 
at  the  distance  of  8,  5,  7,  and  9  feet  from  a  given  point :  What 
ii  the  distance  of  their  common  center  of  gravity  from  that  given 
point ;  and  between  which  two  of  the  bodies  does  it  lie  7 
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Ans.  Between  C  and  D ;  and  its  distance  from  the  given  pan 

3.  The  bodies  A,  B,  C,  weighing  respectively  5,  3,  and 

E[>ands9  are  so  placed,  that  AB'-S  feet,  AC=4  feet,  and  the 
AC  is  a  right  angle :  What  is  the  distance  of  their  coi 
center  of  gravity  from  the  body  C  ?  Ans.  2  feet* 

4.  Supposing  the  height  of  the  cylinder  in  ExauL  2,  (Art.  7i 
to  be  only  twice  the  diameter  of  its  base :  What  is  the  limit 
its  angle  of  inclination  before  it  is  in  danger  of  falling  ? 

Ans.  60**. 

EFFECT   PRODUCED   UPON   THE   COMMON  CENTER  OF   GRAVrFY  OF  A  STBIfll 
OF  BODIES,  WHEN  SOME  OR  ALL  OF  THEM  ARE  ACTUALLY  IN  MOTION.      . 

77.  If  two  bodies  approach  to  or  recede  from  each  other^  witk 

velocities  inversely  proportional  to  their  weights^  their  common 

of  gravity  will  remain  at  rest. 

Fig.  52. 
a      A      a  ABA 

\   m  \ 1 1 • 1 

G 

Let  A  and  B  (Fig.  52)  be  two  unequal  bodies ;  then  if 
approach  to  or  recede  from  each  other  with  velocities  in^ 
proportional  to  their  weights,  (in  which  case  their  momenta 
be  equal  by  Art.  14,)  their  common  center  of  gravity  G  will  »•  : 
main  at  rest.    For  take  Aa  :  Bfr  : :  B  :  A,  and  suppose  A  to  vasfW  ■. 
through  Aa  while  B  moves  through  B6,  then  (since  Vx  S  nrfw*' 
T  is  given)  velocity  of  A  :  velocity  of  B  : :  Aa  :  B6  : :  B  :  A*  (Alfc 
67 ;)  hence  we  have 

AG  :  BG  : :  B  :  A,  and  Aa  :  B6  : :  B  :  A ; 
.-.  ♦  AGdbAa  :  BGdbBft : :  B:  A,  i.  e.  oG  :  6G  : :  B  :  A; 
from  which  it  appears  that  G  is  their  common  center  of  gravilf 
when  the  bodies  are  arrived  at  a  and  6,  i.  e.  the  center  of  gravilf 
has  remained  at  rest  while  the  bodies  have  approached  to  orn*^ 
ceded  from  each  other  through  the  spaces  Aa,  BA. 

78.  Wfien  one  body  moves  uniformly^  describing  any  figwn 
around  another  at  rest,  the  center  <f  gravity  of  the  two  bodies  is* 
scribes  a  similar  figure  around  the  central  body. 

Let  A  (Fig.  53)  remain  at  rest,  while  B  moves  uniformly  along 
the  sides  BC,  CD,  DE,  of  the  polygon  BCDE.  When  the  bodf 
arrives  at  C,  join  AC,  and  take 

AK  :  KC  : :  B  :  A,  or  AK  :  AC  : :  B  :  A+B, 
then  K  will  be  the  place  of  the  center  of  gravity,  (Art.  68.) 
When  the  body  arrives  at  D,  E,  join  also  AD,  AE,  and  divide 
them  in  the  points  L,  M,  in  the  ratio  of  B :  A,  then  will  L,  M  be 

•  Algebnij  388. 
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ike  position  of  the  center  of  gravity  at  the  end  of  those  respee- 
tiTe  times.     Let  GK,  KL,  LM  be  now  joined ;  and  since 
AG:AB  ::  B  :  A+B,and  AK  :  AC  ::  B  :  A+B, 

.-.  AK  :  AC  : :  AG  :  AB ; 
hence  GK  is  parallel  to  BC,  and  the  triangle  AGK  similar  to  the 
triangle  ABC.  In  the  same  manner  it  may  be  proved  that  the 
triangles  AKL,  ALM  are  respectively  similar  to  ACD,  ADE, 
and  the  whole  figure  AGKLM  to  the  polygon  ABCDE.  While 
fte  body  B  therefore  moves  uniformly  along  the  sides  of  the 
fdygon  BCDE,  the  common  center  of  gravity  G  describes  with 
innifonn  motion  a  similar  polygon  GKLM ;  and  s\pce,  from  the 
lature  of  similar  figures,* 

6K+KL+LM  :  BC+CD+DE  : :  (AG  :  AB.  i.  e.)  B  :  A+B, 
Ac  velocity  of  the  center  of  gravity  will  be  to  the  velocity  of 
the  body  B  as  B  to  A+B.  (Art.  12.)  Suppose  now  the  number 
rf  the  sides  of  the  polygon  BCDE  to  be  increased  without  limit, 
80  that  it  may  be  considered  as  assuming  the  form  of  a  curve, 
then  shall  we  come  to  this  general  conclusion,  that,  while  the 
body  B  proceeds  uniformly  along  the  perimeter  of  the  figure 
BCDE,  whether  rectilinear  or  curvilinear,  the  center  of  gravity 
G  will  describe  with  a  uniform  motion  a  similar  figure  GKLM, 
with  a  velocity  which  is  to  that  of  B,  as  B  is  to  A+B. 

79.  Wfien  a  system  of  bodies  are  in  motion,  their  common  center 
(ff  gravity  will  move  in  the  scnne  manner  as  if  a  body  equal  to  the 
turn  of  the  bodies  were  placed  in  that  point,  and  the  same  motions 
were  communicated  to  it  as  are  communicated  to  the  bodies  separately. 

Let  us  take  the  case  of  three  bodies,  A,  B,  C,  moving  with  uni- 
fcmi  velocities,  in  equal  successive  parts  of  time,  through  the 
q>aces  Aa,  B6,  Cc.  Let  G  be  the  position  of  the  common  center 
of  gravity  of  the  three  bodies,  and  g  that  of  B  and  C,  before  they 
begin  to  move  ;  then  (Art.  68)  G^  :  A^ : :  A  :  A+B+C.  While 
A  moves  from  A  to  a,  B+C  may  be  considered  as  at  rest  in  gf 
t*.  (Art.  78,)  the  common  center  of  gravity  (G)  will  in  the  same 

'^  •  Algebra,  388. 
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.time  describe  GK  parallel  to  Aa,  and 

GK:  Aa::Gg:Aff::A:  A+B+C. 
When  A  is  arrived  at  «,  join  (Ai  and  BK ;  produce  BK  till  it 
meets  aC  in  m,  then  m  will  be  the  center  of  gravity  of  A  and  C  ;* 
join  mbf  then  while  B  moves  from  B  to  J,  the  cpmmon  center  of 
gravity  will  describe  KL  parallel  to  B6,  and 

KL  :  Bb::mK  :  mB::B  :  A+B+C. 
When  B  is  arrived  at  b,  join  ab,  CL  ;  produce  CL  till  it  meets 
ab  in  n,  then  n  will  be  the  center  of  gravity  of  A  and  B  ;  join  TiCf 
then  while  C  moves  from  C  to  c,  the  common  center  of  gravity 
will  describe  LM  parallel  to  Cc,  and 

LM  :  CciinL  :  nC::C  :  A+B+C. 


While  the  bodies  A,  B,  C,  therefore,  in  equal  successive  parts  of 
time,  move  uniformly  through  the  spaces  Aa,  B6^  Cc,  their  com- 
mon centerof  gravity  will  in  the  same  time  describe  the  polygon 
GKLM,  whose  sides  GK,  KL,  LM ,  are  respectively  parallel  to 
Aa,  B6,  Cc,  and  bear  to  them  the  ratio  of  A,  B,  and  U  to  A+B+G. 

80.  If,  instead  of  moving  in  successive  intervals  of  time,  the 
three  bodies  A,  B,  C,  were  all  to  begin  to  move  at  the  same  in- 
stant, and  describe  the  lines  Aa,  B6,  Cc,  cotemporaneously ;  let 
us  then  consider  what  effect  would  be  produced  upon  dieir 
common  center  of  gravity.  Now  since  GK,  Aa,  are  described 
in  the  same  time,  calling  the  velocity  of  the  common  center  of 

*  For,  when  A  moves  to  a,  the  center  of  grravity  of  A  and  C  is  somewhere  ui  the 
Une  Co.  But  when  A  moves  to  a,  the  center  of  gravity  of  the  three  bodies  moves  to 
K ;  threfore  the  center  of  g^vity  of  A  and  C  must  also  be  in  the  line  BK  produced, 
since  it  must  be  such  a  point  that  A  and  C  when  placed  there  shall  balaftce  B.  It 
most  therefoze  be  in  the  intenection  of  Ca  and  BK,  or  at  m. 
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gravity  v,  and  that  of  the  body  A,  V,  then  v  :Y  ::  GK  :  Aa : :  A 
:  A+B+C  ;  hence  A  x  V=(A+B+C)  xv;  i.e.  the  momentum  of  A 
(Art  14)  is  equal  to  the  momentum  of  a  body  equal  to  A+B+C 
moving  with  the  velocity  r;  the  same  force  which  causes  the  body 
ito  move  over  Aa*  would  in  the  same  time  cause  a  body  equal  to 
A+B+C  to  move  over  GK.  For  the  same  reason,  the  forces  which 
impel  B  and  C  over  B6,  Cc,  are  such  as  would  in  the  same  time 
cause  a  body =A+B+C  to  move  over  KL,  LM.  Hence  it  appears 
that  the  motion  of  the  common  center  of  gravity  along  the  sides  of 
the  polygon  GKLM,  is  analogous  to  the  motion  of  a  body  equal 
to  A+B+C  acted  upon  by  three  forces  which  would  carry  it  over 
GK,  KL,  LM  in  the  same  time  that  they  would  carry  the  bodies 
A,B,  C,  over  the  spaces  Aa,  B6,  Cc,  respectively.  But  a  body 
acted  upon  at  once  by  these  forces  would  (Art.  45)  describe  the 
other  side  GM  of  the  polygon  GKLM  in  the  same  time  that  it 
would  describe  either  of  the  sides  GK,  KL,  LM,  when  the  forces 
act  separately  ;  if  the  bodies  A,  B,  C,  therefore,  move  cotempo- 
raoeously,  their  common  center  of  gravity  will  describe  the  line 
GM,  while  the  bodies  themselves  describe  the  three  lines  Aa,Bfr» 
Cc,*  and  the  same  reasoning  is  applicable  to  any  number  of 
bodies. 

81.  Hence,  in  the  first  place,  if  the  bodies  which  compose  a 
Sfstem  move  uniformly  in  right  lines,  then  their  common  centeir 
of  gravity  will  either  remain  at  rest,  or  will  move  uniformly  in  a 
right  line ;  for  if  a  body  equal  to  the  sum  of  the  bodies  were 
placed  in  that  center,  and  then  acted  upon  by  the  same  forces 
which  cause  the  bodies  to  move  separately  in  right  lines,  it 
would  either  remain  at  rest,  (viz.  when  the  forces  counteract 
each  other,)  or  would  describe  uniformly  the  remaining  side  of  a 
polygon,  whose  other  sides  represent  the  quantity  and  directioa 
of  the  several  forces  acting  upon  it. .  In  the  second  place,  the 
common  center  of  gravity  of  the  system  will  not  be  anected  by 
the  mutual  action  of  the  bodies  upon  each  other ;  for  action  and 
reaction  being  equal,  the  effect  produced  upon  the  common  cen- 
ter of  gravity  by  such. mutual  action,  will  only  be  that  of  two 
equal  and  opposite  forces  acting  upon  a  body  equal  to  the  sum 
of  the  bodies  placed  in  that  center  ;  which  would  evidently  not 
disturb  its  state,  either  of  motion  or  quiescence.     Lastly,  if  the 
motion  of  the  bodies  in  these  right  lines  were  to  cease,  and  they 
were  left  to  the  mutual  attraction  of  each  other,  then  their  com- 
mon center  of  gravity  would  remain  at  rest,  and  the  bodies 
would  approach  each  other,  in  lines  drawn  to  it  from  their  re- 

*  We  have  here  supposed  the  bodies  A,  B,  C,  to  have  their  centers  of  gravity  in  the 
mmt  plane ;  in  which  case  it  is  evident  that  the  motion  of  their  common  center  of 
pniHy  will  be  in  the  same  plane.  If  the  motion  of  the  bodies  be  in  different  planes, 
then  the  yaloe  of  each  line  GK,  KL,  LM,  might  be  found  as  before ;  but  as  they  will 
tbea  lie  in  different  planes,  the  resulting  quantity  GM  must  be  ascertained  according 
to  the  principlos  laid  down  in  Axtt.  43  and  44. 
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spective  centers  of  gravity,  and  all  collect  together  in  that  com- 
mon center. 

82.  Examples. 

1.  Let  two  equal  bodies  A  and  B,  move  from  the  point  D,  with 
the  same  uniform  velocity,  along  the  sides  DE,  DF,  of  the  iso- 
sceles triangle  DEF,  whose  angle  EDF=120® :  It  is  required  to 
compare  the  velocity  of  their  common  center  of  gravity  with 
that  of  either  of  the  bodies  A  or  B. 


When  the  bodies  are  arrived  at  the  points  A,  B,  (Fig.  65,)  join 
AB  ;  and  since  the  bodies  move  with  the  same  uniform  velocity, 
DA=DB  ;  .-.  DA  :  DB  : :  DE  :  DF,  and  AB  is  parallel  to  EP. 
Again,  because  A=B,  the  center  of  gravity  G  will  bisect  AB ; 
hence,  while  the  bodies  move  uniformly  along  DE,  DF,  the  cen- 
ter of  gravity  will  move  through  the  line  DK,  which  bisects  AB, 
EF  at  right  angles.  Now  EDF=120%  .-.  EDK=CO%  and  DEK 
=30°  ;  but  since  DE,  DK  are  described  in  the  same  time,  velo- 
city of  A :  velocity  of  G  : :  DE :  DK  : :  rad.  :  sin.  80°  : :  2  : 1 ;  the 
center  of  gravity,  therefore,  moves  with  half  the  velocity  of  either 
of  the  bodies  A  and  B. 

2.  Let  the  two  bodies  A  and  B  be  placed  at  the  extremity  A 

of  the  diameter  of  the  circle  ADF,  and  then  let  B  describe  the 

circle  ADF  while  A  remains  at  rest  in  the  point  A:  In  what 

manner  will  their  common  center  of  gravity  move  ?   . 

Let  B,  ft,  (Fig.  56,)  be  any 
•two  positions  of  the  body  B, 
and  G,  g^  the  corresponding 
positions  of  the  common  cen- 
ter of  gravity  of  A  and  B. 
Join  Bft,  G^ ;  then  by  Art 
78,  Gg  is  parallel  to  Bft,  .*. 
AG^=ABft,  hence  AD6,  Kdg^ 
are  similar  segments  of  cir-A 
cles ;  and  when  B  has  de- 
scribed the  semicircle  ADE, 
the  center  of  gravity  will 
liave  described  the  semicir- 
cle Kde\  and  so  for  the  semi- 
circles on  the  other  side  of 
AE.     Now  Ae:eE::B:  At 
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/.  Ae :  AE  : :  B :  A+B ;  hence  while  B  describes  the  circle  ADP, 
the  common  center  of  gravity  of  A  and  B  will  describe  the 
circle  Adf,  whose  diameter  :  diameter  of  ADF  :  :  B  :  A+B. 
This  conclusion,  indeed,  follows  immediately  from  the  reasoning  in 
Art.  78,  for  it  was  there  shown  that  the  whole  figure  described 
by  the  common  center  of  gravity,  is  similar  to  that  which  the 
moving  body  B  describes. 

3.  Two  bodies  A  and  B,  begin  to  move  in  opposite  directions 
at  the  same  instant  from  the  extremity  D  of  the  diameter  DE 
of  the  circle  DAEB,  and  continue  to  move  on  with  the  same 
uniform  velocity  till  they  meet  in  E  ;  they  pass  each  other  at  E, 
and  then  continue  to  move  on  till  they  arrive  at  the  point  D, 
whence  they  set  off:  What  is  the  course  of  the  common  center 
of  gravity  during  this  revolution  of  the  two  bodies  ? 


Fig.  57. 


Suppose  the  bodies  arrived  at 
the  position  AB,  (Fig.  57,)  then 
since  DA=DB,  the  Une  AB  will 
be  bisected  by  DE  in  N.  Let 
6  be  the  common  center  of 
gravity  of  A  and  B,  then 

A+B  :  B  : :  AB  :  AG, .-. 
KA+B) :  B  : :  iAB  (or  AN) :  AG ;  d| 
hence  AN  :  AG  : :  A+B  :  2B,  and 
.-.AN  :  AN- AG  (GN)  : :  A+B  : 
A+B-2B  (A-B) ;  i.  e.  AN  : 
GN  in  the  given  ratio  of  A+B 
:  A— B  ;  consequently  while  the 
bodies  A  and  B  describe  respect- 
ively the  semicircles  DAE,  DBE,  their  common  center  of  gravity 
describes  the  semi-ellipse  DGKE.  In  the  same  manner  it  may 
be  proved  that  while  A  and  B  describe  the  semicircles  EBD 
EAD,  their  common  center  of  gravity  would  describe  a  semi- 
ellipse  ELMD,  equal  and  similar  to  DGKE.  While  the  bodies  A 
and  B  therefore  perform  their  respective  revolutions,  their  com- 
mon center  of  gravity  will  describe  the  ellipse  DGEM,  whose 
major  axis  :  minor  axis  : :  (AN  :  GN  : : )  A+B  :  A— B. 

Cor.  If  the  bodies  be  equal.  A— B=0,  and  the  ellipse  becomes 
a  straight  line.  •  Indeed  it  is  evident  that  in  this  case  the  common 
center  of  gravity  would  move  in  a  line  which  always  bisects  AB, 
ab,  i.  e.  in  the  diameter  DE. 

4.  Three  bodies  A,  B,  C,  at  the  same  instant  begin  to  move 
uniformly  from  the  three  angles  of  a  given  triangle,  and  in  the 
same  time  change  places  in  the  direction  ABC :  How  will  their 
coomion  center  of  gravity  be  affected  by  this  motion  of  the  bodies  ? 
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Let  G    (Fig.   5§,)  be    their 
eommofi  center  of  gravirr.  and  ^  Fi^.  56l 

suppoee  tbe  bodies  fir^  to  moTe 
in  sneees^ion.  While  A  mores 
Ihmi  A  to  B,  their  eomcion 
center  of  gravity  will  (by  Art. 
78)  describe  GK  parallel  to 
AB,  and  GK  :  AB  : :  A  :  A+ 

B+C,.%GK=^^^    Whaec 

B  mores  from  B  to  C,  the  center  of  grarity  wiH  describe 

BxBf! 
KL~       P       ;  and  if  L  M  be  drawn  parallel  to  C A,  and  equal 

CxAC 
to       A  ro  iri^  while  C mores  from  C  to  A, the  center  rf gravity 

will  describe  LM.  Suppose  now  the  bodies  to  more  cotempo- 
raneously,  then  their  common  center  of  grarity  will  describe 
GM,  (the  remaining  side  of  the  polygon  GKLM.)  while  the  bo- 
dies change  places  in  the  direction  ABC.  (Art.  44.) 

To  find  the  actual  ralae  of  Gil,  we  hare  KL,  LM,  and  the 
angle  KLM  (=ACB)  given,  from  which  MK  and  MKL  may  be 
found ;  but  GKM=GKL  (or  .\BC)-MKL ;  in  the  triangle  GKM 
there  are  therefore  giren  GK,  ELM,  and  GKM,  from  which  GM 
may  be  determined. 

Cor.  If  A==B=C,  then  GK=iAB,  KL=iBC,  and  LM=jAC, 
.•.  GK,  KL,  LM,  are  to  each  other  as  AB,  BC,  AC ;  and  since  the 
angles  GKL,  KLM  are  respectirely  equal  to  ABC,  BCA,  the 
three  linrs  GK,  KL,  LM  will  form  a  triangle  similar  toilhe  tri- 
angle ABC.  GM  therefore  in  this  case  is  equal  to  0,  and  the 
body  remains  at  rest.  This  also  follows  from  the  general  theo- 
rem in  Art.  79 ;  for  the  common  centre  of  gravit}-,  being  under 
the  same  circumstances  as  a  body  acted  upon  by  three  forces 
which  are  to  each  other  as  the  three  sides  of  a  triangle  taken 
in  order,  will,  by  Art.  55,  remain  at  rest. 

83.  The  distance  of  the  common  center  of  gravity  of  any  numba 
of  bodies  or  particles  of  matter  from  a  plane  given  in  positionj  is 
equal  to  the  sum  of  tlie  products  arisinrr  from  multiplying  each 
body  into  its  distance  from  tlie  plane,  divided  by  the  sum  of  the 
bodies. 

Let  p,  p\  p'\  (Fig.  59,)  be  any  number  of  small  bodies  or 
particles  of  matter,  and  ABCD  a  plane  placed  in  any  position 
with  respect  to  them.  Join  />/>',  and  let  g  be  the  common  center 
of  gravity  of  p  and  p' ;  draw/?jc,  gh,  p'x'  at  right  angles  to  the 
plane  ABCD,  and  consequently  parallel  to  each  other ;  join  xx', 
and  since  the  points  /),  g,  p'  are  in  a  straight  line,  the  points  a:,  i, 
z!  will  also  be  in  a  straight  line,  and  therefore  xx'  will  pass 
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tiirough  k.  Join  gp^^  and  let  6 
he  the  common  center  of  grav- 
ity of  />,  p',  p"  ;  draw  GK,  />' V 
perpendicular  to  the  plane ;  and 
through  g  draw  mn  parallel  to 
xx'  meeting  jKT  produced  in  n. 

Now  p  :p' ::  p'g  :  pg  ::  (by      ^ 
rim.  triangles)  p'm  :pn;  ^ 

.\pxpn=p'xp'mf 
or/>x(iix— px)=y'x(pV— iwx') ; 
but  nx=gk=mx'y 

r.pxlgk-pa:)=p'  x(pfx'-gk,) 
and  (p+/?')  xgk=p  xpx+p'  xp'j! 

for  the  same  reason, 

if  p-hp'  is  placed  at  ^,  we  have 

rv_^iP+P')xgk-Hy'xp^'x" 

iP+P')+P" 

_p  xpx+p'  xp'x'+p^'  xp"x!' 
and  thus  we  might  proceed,  whatever  be  the  number  of  particles 
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OF  THE  COLLISION  Oi^BODIEa 

84.  Bodies  are  divided  into  elastic  and  inelastic.  Elastic  bod- 
ies are  such  as,  when  compressed,  restore  themselves  to  their  for- 
mer state.  Inelastic  bodies  are  such  as  do  not  thus  restore  them- 
selves. Thus,  sponge,  wool,  cotton,  and  India  rubber,  are  more 
or  less  elastic  ;  and  air,  which  restores  itself  with  a  force  equal 
to  that  which  compresses  it,  is  perfectly  elastic.  But  lead  and 
clay  are  inelastic  bodies,  since,  when  they  impinge  upon  one 
another,  they  do  not  rebound.  Ivory,  glass,  and  steel,  are-among 
the  most  elastic  substances  known.  If  we  suspend  two  ivory 
balls  by  strings  of  the  same  length,  and  let  them  fall  upon  one 
another,  (as  in  Fig.  4,  page  29,)  we  may  render  the  compression 
which  they  undergo  on  meeting  apparent,  by  dotting  the  points 
of  contact  with  inji ;  after  impact,  these  dots  will  be  enlarged  in 
a  circular  space  around  the  original  point.  Experiments  on  this 
subject  are  supposed  to  be  made  with  two  spheres  or  balls  of  the 
same  density,  moving  uniformly  in  the  line  which  joins  their 
centers  of  gravity. 
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85.  When  one  inelastic  body  strikes  upon  another  at  rest,  or 
moving  mth  less  velocity  in  the  same  direction^  the  two  bodies  move 
on  together  as  one  mass,  mth  a  velocity  equal  to  the  sum  of  the  mo 
menta  divided  by  the  sum  of  the  bodies. 

Thus,  let  A,  B  represent  the  two  bodies,  and  a,  i,  their  respect- 
ive velocities  ;  then  Aa  will  be  the  momentum  of  A,  and  B J  that 
of  B.  (Art.  14.)  The  sum  of  their  momenta  is  Aa+BJ.  Let  v 
be  the  common  velocity  after  impact ;  then  (A+B)xi;=the  mo- 
mentum of  the  mass.    Then  Aa+BA=(A+B)  xv ;  .'.p=   ii  .p  ' 

If  B  is  at  rest,  then  the  common  velocity  equals  the  momentun 
of  A  divided  by  the  simi  of  the  bodies ;  for  then  B6  becomes  0, 
Aa 

The  velocity  lost  by  A  equals  the  product  of  B  into  the  differ- 
ence of  their  velocities,  divided  by  the  sum  of  the  bodies  ;  and 
that  gained  by  B,  equals  the  product  of  A  into  the  difference  of 
the  velocities  divided  by  the  sum  of  the  bodies.     For,  the  veloci- 

,       ^     A  Aa+Bb    B(a-J)      ^^ 

ty  lost  by  A=a-— r=a — aTR*~~A+B'  '  velocity  gamed 

^    „  ^    Aa+Bb    ^    A{a-b) 

»>yB=^-*=iL+r-*=-x+B- 

"When  B  is  at  rest,  these  expressions  become  .,p  and  "tto^ 

86.  WJien  the  bodies  move  in  opposrrB  directions^  the  common  ve- 
locity after  impact  equals  the  difference  of  their  momenta  divided 
by  the  sum  of  the  bodies. 

The  momentum  of  thf  mass  after  impact  is  the  difference  of 
their  momenta  before  impact.     Hence  Aa--B6=(A+B)  xr,  .' 

t>=    .  .  p  •   The  velocity  lost  by  A  equals  the  product  of  B  into 

the  SUM  of  the  velocities  divided  by  the  sum  of  the  bodies ;  and 
that  gained  by  B  equals  the  product  of  A  into  the  sum  of  the  ve- 
locities, divided  by  the  sum  of  the  bodies. 

T^       ,         1     .     ,       ^     A                     Aa-B6    B(a+b) 
For,  the  velocity  lost  by  A=a— v=« TXr"  =    a-I-R  ' 

The  velocity  gained  by  B  (in  the  direction  of  A)—    a  .  p  ■ 

When  the  two  bodies  are  equal,  and  meet  with  equal  velocitieSi 

the  expression  v=-— — ^-  becomes  t;=0,  and  both  bodies  remain 

A+B 

at  rest.     Since,  in  this  case,  Aa=Bb  ,',  A:B::b:a;  therefore* 

conversely,  when  bodies  move  before  impact  with  velocities  inversely 

proportional  to  their  quantities  of  matter^  they  will  be  at  rest  after 
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in^acL  The  same  conclusion  may  be  drawn  from  the  consider- 
ation that,  in  this  case,  the  bodies  would  meet  with  equal  mo- 
menta.    (See  Art.  14.) 


87.  Examples  fob  Ikelastio  Bodies. 

1.  A,  weighing  3  oz.,  and  moving  10  feet  per  second,  overtakes 
B,  weighing  2  oz.,  and  moving  3  feet  per  second :  What  is  the 
oonmion  velocity  after  impact  T  Ans,  7 i  feet  per  second. 

2.  A  weight  of  7  oz.,  moving  1 1  feet  per  second,  strikes  upon 
another  at  rest  weighing  15  oz. :  Required  the  velocity  after  im- 
pact? Ans.  Si  feet  per  second. 

3.  A  weighs  4  and  B  2  pounds ;  they  meet  in  opposite  direc- 
tions, A  with  a  velocity  of  9,  and  B  with  one  of  5  feet  per  second: 
What  is  the  common  velocity  after  impact  7 

Ans.  4^  feet  per  second, 
i.  A=7  pounds,  B=4  pounds ;  they  move  in  the  same  direction, 
with  velocities  of  9  and  2  feet  per  second :  Required  the  velocity 
lost  by  A  and  gained  by  B  ?  Ans.  A  2yV>  B  4j\. 

b.  A  body  moving  7  feet  per  second,  meets  another  moving  3 
feet  per  second,  and  thus  loses  half  its  momentum :  What  are 
the  relative  magnitudes  of  the  two  bodies  7 

Ans.  A  :  B : :  13 : 7. 
6.  A  weighs  6  pounds  and  B  5 ;  B  is  moving  7  feet  per  second* 
in  the  same  direction  as  A ;  by  collision  B's  velocity  is  doubled : 
What  was  A's  velocity  before  impact  T 

Ans.  1 9f  feet  per  second* 

88.  In  the  collision  of  elastic  bodies^  the  velocity  lost  by  the  one 
<tnd  gained  by  the  other ^  is  twice  that  which  it  would  have  been,  had 
the  bodies  been  inelastic. 

According  to  the  definition  of  elasticity,  the  body  restores  itself 
with  a  force  equal  to  that  which  compresses  it ;  consequently  as 
much  momentum  is  exerted  in  the  restitution  as  in  the  compres- 
sion. In  a  given  body,  therefore,  the  velocity  of  restitution  is 
equal  to  that  of  compression.  Suppose,  for  example,  that  a  ball 
of  lead  A,  strikes  upon  another  B ;  then  what  B  gains  A  loses  by 
reaction,  and  both  bodies  move  on  together ;  but  when  a  ball  of 
ivory  (supposed  perfectly  elastic)  impinges  on  9.nother,  it  not 
only  loses  the  momentum  which  it  at  first  imparted  to  B,  but  the 
latter,  in  restoring  itself  after  compression,  exerts  a  force  equal 
to  that  of  reaction,  and  therefore  destroys  as  much  more  of  the 
motion  of  A.  Again  A,  while  receiving  this  second  impulse  from 
B,  reacts  with  an  equal  force,  and  thus  doubles  the  effect  of  its 
imnalse  upon  B. 

Distinguishing  the  corresponding  elastic  body  by  an  accent, 
since,  the  direction  being  tne  same,  the  velocity  lost  by  A= 

11 
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?^^^  .-.  that  lost  by  A'-^°/°"^^  .'.  the  velocity  of  A'  after 
u„pact-«____ __ . 

So  the  velocity  of  B''  after  impact=^ r~^ . 

A+B 

When  the  directions  are  opposite. 
The  velocity  lost  by  A=^^.    By  A'=^.^±^l    Hence,      ' 

,    ..      I-  A/    ft     •         *          2B(g-ffe)_(A-B)g-2Bft. 
velocity  of  A'  after  impact  =a ^  ,  .p    =- a^Td 

And  velocity  of  B'  after  inipact=^ irrw — "• 

A+xJ 

89.  When  equal  elastic  bodies  impinge  upon  one  another^  each 
moves  after  impact  with  the  previous  velocity  of  the  other  body. 

For  if  B=A,  then  A— B  or  B— A  are  each  equal  to  0 ;  /•  when 
the  bodies  move  in  the  same  direction  before  impact,  the  velocity 

of  A  after  impact=  .  .  p  =-5p-=& ;  and  the  velocity  of  B  aiker 

A+o     2x5 

SAflC      2Afl 
impact=-j— ==— ^=a.    If  they  move  before  impact  in  oppo- 

A~nl5       2A 

— 2B& 

site  directions,  then  the  velocity  of  A  after  impact=  .     p  = 

""       =  —6,  and  the  velocity  of  B  after  impact=-— -== — r— =«• 
<«Jd  A'T'Jlj      2  a 

Hence,  in  all  cases  when  the  bodies  are  equal,  they  move  after 
impact  with  interchanged  velocities ;  that  is,  when  the  direc- 
tions are  the  same,  A  moves  on,  after  impact,  with  the  velocity 
of  B,  and  B  moves  on  with  the  velocity  of  A ;  and  when  the 
directions  are  opposite,  A  returns  with  the  velocity  of  B,  and  B 
returns  with  the  original  velocity  of  A. 

90.  When  equal  elastic  bodies^  moving  with  equal  velocities^  in 
opposite  directions^  meet,  each  is  reflected  back  with  its  original 
velocity. 

For,  by  Art.  89,  the  velocity  of  A  after  impact  =  —  6,  and  that 

of  B=fl ;  and  since  rt=6,  each  returns  with'  its  previous  velocity. 

If  B  rests  before  impact,  then  6=0 ;  .*.  the  Vy  of  A  after  impact 

,=•    A  IP   »  and  velocity  of  B  after  impact=j-p=.    K  A  be 

greater  than  B,  then       ^    is  positive,  .*.  Amoves  after  impact 

A+B 

in  the  same  direction  as  it  did  before  with  Vy=  XAM   *  ^^^  ^ 
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precedes  it  with  a  velocity=-T-rg(which  is  greater  than  a.)  If  A 

be  less  than  B,  then    .  ,  J    is  negative, .'.  A  is  reflected  back  by 

A+U 

its  impact  upon  B  with  &  velocity—^  aj,p    »  ^^^  ^  moves  for- 

2Aa 
ward  in  A's  original  direction  with  a  velocity  =■      ^  (which  is 

less  than  a.) 

91.  Tjf  one  elastic  body  strikes  on  another  equal  to  it  at  rest^  the 
first  body  will  be  brought  to  a  state  of  restf  while  the  second  will 
move  on  with  the  velocity  of  the  first 

If  A  be  equfld  to  B,  then^        ^    (which  is  the  velocity  of  A 

A+B  J 

2Aa 
after  impact)=Oy  and  (which  is  the  velocity  of  B  after  im- 

2Aa 

I»ct)=-^y-=a;  i.  e.  if  B  rests  before  impact,  then  A  will  rest 

after  impact ;  and  B  will  move  forward  in  A's  direction  with  A's 
Telocity  before  impact. 

Let  there  be  a  row  of  equal  elastic  balls  A,  B,  C,  &c.  .  .  X» 
(Kg.  60,)  placed  contiguous  to  each  other;  then  (by  Art.  89,)  if 
A  is  moved  from  its  position  and  made  to  impinge  upon  B,  it  will 
rest  after  impact,  and  B  will  have  a  tendency  to  move  on  with 
A*8  velocity ;  after  the  impact  of  B  upon  C,  it  will  remain  at 
rest,  and  C  have  a  tendency  to  move  on  with  A's  velocity ;  after 
the  impact  of  C  upon  D,  it  will  remain  at  rest,  and  D  will  have 
a  tendency  to  move  on  with  the  same  velocity;  and  so  the  mo- 
tion will  be  propagated  through  the  whole  row,  and  the  last  body 
X  will  move  forward  with  the  velocity  of  A,  all  the  others  re- 
maining at  rest. 

A         B    c    D    E  X 

O  OOOOO  O    r^^ 

X 


00  o  6  o 


Fig.  61; 


o  6  (3  0(3)"*'^ 


ii» 


If  the  bodies  decrease  in  magnitude,  (Fig-  ^1>)  then,  since  A 
is  greater  than  B,  (by  Art.  90,)  the  velocity  communicated  to  B 
wUl  be  greater  than  that  of  A ;  and  the  velocity  communicated 
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from  B  to  C  greater  than  that  of  B,  &c. ;  so  that  the  last  body 
will  move  forward  in  the  direction  of  A's  motion  with  a  velocity 
much  greater  than  that  of  A,  and  the  other  bodies  will  follow  it 
in  such  a  manner,  that  the  velocity  of  each  succeeding  body 
shall  be  greater  than  that  of  the  preceding.  On  the  contruy, 
if  the  bodies  increase  in  magnitude,  (Fig.  62,)  since  A  is  less 
than  B,  (by  Art.  90,)  the  velocity  communicated  to  B  will  be  less 
than  that  of  A,  and  A  will  be  reflected  back  by  B  ;  for  the  same 
reason  the  velocity  communicated  from  B  to  C  will  be  less  than 
that  of  B,  and  B  will  be  reflected  back  by  C ;  so  that  in  this  case 
all  the  bodies  will  move  backward  except  the  last,  and  that  will 
move  forward  in  the  direction  of  A's  original  motion,  but  with  a 
velocity  much  less  than  that  of  A. 

92.  When  a  row  of  bodies  are  in  geometrical  progression^  and 
the  first  impinges  on  the  second^  and  motion  is  thus  propagated 
through  the  series^  the  velocity  of  tfie  first  is  to  the  velocity  of  the 

last,  as  1 :  ^— \ 

Let  the  series  be  A,  Ar,  Ar*.  .  .  .  Ar"~^. 

By  Art.  90,  when  A  impinges  on  B  at  rest  the  velocity  commn- 


n-i 


ideated  to  B  is 


2Aa       2Aa 


2a     , 


A+B    A+Ar    1+r 
Again,  the  velocity  imparted  to  C  is  fTTn'^  a  ma  a  ^TX^" 


2*a 


Hence  the  successive  velocities  are  a. 


2a      2'a 


f&C 


(l-^^y  -^  -"  l+r*(l+r)« 

from  which  it  appears  that  any  term  in  the  series  is  found  1^ 

multiplying  the  original  velocity  by  2,  raised  to  a  power  one  less 

than  the  number  of  terms,  and  divided  by  1+r  raised  to  the  same 

2"'"^flt 
power.    Consequently,  the  last  term  is  ^.    Hence, 

2*~^a  /  2  \*~* 

V-  of  the  first :  V.  of  the  last  ::a: .,  ,    ,— t  : :  1 : (— r-  I     . 

(l+r)»-^  \l+r/ 

93.  When  a  perfectly  elastic  body  impinges  on  a  perfecilf 
smooth  plane,  it  makes  the  angle  of  reflexion  eqtuU  to  the  angle  tf 
incidence. 

A  Fig.  63.  a 


PC  L  c  N 

If  a  perfectly  elastic  body  impinges  perpendicularly  upon  } 
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perfectly  smooth  plane,  then,  since  the  force  of  restitution  is 
equal  to  the  force  of  compression,  it  will  ascend  from  the  plane 
with  the  same  velocity  as  that  with  which  it  impinged  upon  it. 
But  if  moving  uniformly,  it  impinges  upon  the  plane  PN,  (Fig. 
63,)  in  the  oblique  direction  AL,  then  resolve  AL  into  two  AU, 
CL,  of  which,  as  in  the  former  instance,  the  perpendicular  part 
AC  will  not  be  destroved,  but  will  represent  the  velocity  with 
which  die  body  ascends  from  the  plane ;  and  CL  will  represent 
the  velocity  it  has  in  the  direction  of  the  plane,  the  same  as  be- 
jbre.  Take  therefore  Lc=LC,  and  from  c  dbaw  ca  at  right  angles 
to  Lc  and  equal  to  C  Ai  and  join  La ;  then  La  will  represent  the 
direction  and  velocity  of  the  body  after  impact.  But  since  Lc, 
ca  are  equal  to  LC,  CA,  and  the  angles  Ixa^  LCA  are  right 
angles,  La  will  be  equal  to  LA,  and  the  angle  aLc,  to  the  angle 
ALC  ;  hence  the  body  will  move  after  impact  with  the  same  ve- 
locity which  it  had  before  impact,  and  in  a  direction  making  the 
angle  of  reflexion  equal  to  the  angle  of  incidence. 

• 

94.  Examples  foh  Elastic  Bodies. 

L  A  weighing  10  lbs.  and  moving  8  feet  per  second,  impinges 
<m  B  weigUng  6  lbs.  and  moving  in  the  same  direction,  5  feet 
per  second :  What  are  the  velocities  of  A  and  B  after  impact  T 

Ans,  A*s=5|.    B's=8f. 

1  A  :  B  : :  4  :  3 ;  directions  the  same  ;  velocities  5:4:  What 
is  the  ratio  of  their  velocities  after  impact  T  Ans.  29  :  36. 

3.  A  weighing  4  lbs.,  velocity  6,  meets  B  weighing  8  lbs.,  ve- 
locity ^jyipBequired  their  respective  directions  and  velocities  after 


Ant.  K  is  reflected,  back  unth  a  velocity  ofl\,  and  B  with  a  velocity 
af2f.  % 

4.  A  and  B 'move  in  opposite  directions ;  A  equals  4B,  and 
l=2a  :  How  d(|%hd  bodies  move  after  collision  ? 

Ans.  A  returns  with  |,  B  with  \\its  original  velocity*, 

5.  There  are  ten  bodies  whose  magnitudes  increase  geometri- 
eally  by  the  constant  ratio  3,  and  the  first  impinges  on  the  second 
irith  the  velocity  of  5  feet  per  second :  Required  the  motion  of 
the  IfluBt  body  7 

Ans.  The  last  body  would  move  with  the  velocity  of  jfj  feet  per 
kcond. 
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CHAPTER  VI. 

OF  THE  LEVER. 

95.  In  the  preceding  chapters,  the  motion  of  bodies  has  been 
supposed  to  arise  either  from  collision,  or  from  the  immediate 
action  of  one  or  more  forces.  We  now  proceed  to  consider  the 
effects  produced,  when  these  forces  are  made  to  act  by  the  inter- 
vention of  other  bodies.  These  intermediate  bodies  are  called 
Machines ;  and  by  means  of  them  the  effect  of  a  given  force  may 
be  increased  or  diminished  in  any  given  ratio.  Machines  are 
divided  into  simple  and  compound.     , 

96.  The  simple  machines,  or  what  are  commonly  called  the 
MEciiANiCAL  POWERS,  are  six  in  number;  viz.  I.  The  Lever;  2 
The  Wheel  and  Axle  ;  3.  The  Pulley ;  4.  The  Inclined  Plane  ;  5. 
The  Screw;  6.  The  Wedge.  In  philosophical  strictness,  the 
number  ^f  simple  machines  may  be  reduced  to  three ;  viz.  the 
fever,  the  inclined  plane,  and  the  cords  or  ropes  which  connect  the 
power  and  weight  with  the  different  parts  of  t^e  machine ;  for 
the  mechanism  of  the  wheel  and  axle,  and  of  the  pulley,  merely 
combines  the  principle  of  the  lever  with  the  tension  of  cords ; 
the  properties  of  the  screw  depend  entirely  on  those  of  the  lever 
and  the  inclined  plane  ;  and  the  case  of  the  wedge,  so  far  as  it 
is  capable  of  mathematical  demonstration,  is$very  analogoofl  to 
that  of  a  body  sustained  between  two  inclined  planes.^  Covi^ 
pound  machines  are  formed  from  the  combin^on  of  t^ 
simple  ones.  But  it  is  not 'the  object  of 
upon  a  full  description  of  the  nature  and 
chinery;  our  intention  is  rather  to  explain,  ^i^n 
principles,  the  general  theory  of  mechanical 

•  ^    ^^^^ 

97.  The  Lever  if  an  inflexible  bar  or  rod,  sifin  flj^'itf  o/  idUcft 
being  supported,  the  rod  itself  is  movable  freely,  abl^that  point  as 
a  cevAf  of  motion^  4^ 

Tnis  center  of  motion  is  called  the  fulcrum  of^VlbOF.  ^' 
two  forces  act  on  one  another  by  means  of  an^ 
wluch  gives  motion  is  called  the  power,  that  wl 

the  WEIGHT. 


98.  In  treating  of  the  Me'ehanical  Powm»  tbe 
What  are  the  conditions  tf  on  egviliftnim  J.  tiMtt^J 
power  and  weight  exiotly  balance  eaeh  ot*^  •  "*^* 
ascertained,  any  additiui  to  die  powei 
tion.    The  investigatiod  ^fifc  proeeM' 
the  action  of  the  medianical  pww 
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weight,  or  by  friction  and  resistance,  a  suitable  allowance  being 
a/lerward  made  for  the  various  impediments. 

We  shall  begin  with  estimating  the  relation  between  the  forces 
^ting  upon  the  arms  of  a  straight  lever,  which,  of  all  the  me- 
chanical powers,  is  the  most  simple.. 

99.  If  any  two  forces^  acting  in  the  same  plane^  and  perpendicular 
io  the  extremities  of  a  straight  /erer,  be  in  equilibrio,  they  will  be  to 
each  other  inversely  as  the  lengths  of  the  arms  upon  which  t/i^y 
respectively  act 

Tig.  64. 
A  C  B 


W 

Let  ACB  (Fig.  64)  be  a  straighjL^levgr,  supported  by  a  prop  or 
folcmm  F,  and  movable  about  tY^ipoint  C  § s  its  fulcnpm.  ■'  From ' 
the  extremities  of  its  arms,  CA,  CB,  let  t\vo  weights,  P,  W,  be 
sospended ;  and  suppose  them  to  be  in  equilibro  about  C,  th6 
lever  itsel^emaining  in  a  horizontal  position.  In  the  present 
instance,  let  us  also  suppose  that  the  lever  AB,  and  the  cords  AP, 
BW,  by  which  the  weijghts  are  suspended,  are  entirely  void  of. 
gravity ;  in  which  crfsfiit  is  evident  that  thS  equilibrium  of  the , 
bodies  does  not  at  all  depetfa  upon  the  length  of  the  cords  AP, 
BW ;  and  as  <Art.  70)  the  Centers  of  gravity  of  the  bodies  P,  W, 
are  in  die  direction  of  the  lines  AP,  BW,  the  effect  will  be  the 
tBme^neJhev  the  bodies  are  suspended  by  the  strings  AP,  BW ; 
oi^^Mther  they  are  placed  with  their  centers  of  gravity  in  the 
jpo^pM  A,  B,  respectively.*  In  thi6  latter  case,  the  point  C  be- 
onnes  the  center  of  gravity  of  the  weights  P„  W,  and  conse- 
quently P :  W : :  BC :  AC,  (Art.  67.)        . 

Bat  it  is  evidently  quite  immaterial'  to  the  trutb,.of  the  fore- 
going demonstration,  whether  the  equilibrium  oT  the  lever  is  pro- 
duced by  the  force  of  gravity  of  the  two  weights,  P,  \y,  or  by  the 
action  of  any  other  forces  in  the  directions  AP,  BW. 

100.  The  effect  of  any  fortes  to  turn  the  lever  about  the  center  of 
apiaMy  i»  meoMurea  by  the  product  arising  from  multiplying  each 
force  mfti  ike  distance  at  which  it  acts  from  the  fulcrum,- 

For  if  the  magnitudes  of  the  forces  acting  at  A  and  B  are  rej> 
Mentad  by  P  and  W  respectively,  then  (since  P :  W ::  BG :  AC) 
t/AC=WxBG ;  .-.PxAG  rep^senf^  the  effect  of  P,  and|W 
'  7f^  inppwaeBli  the  •ffeot  of  W,  to  turn  the  lever  round  C#^ 

■  .__  ■  y     .  ' 

**  *^  dqMod  iifKyi  the  length  of  the  linet  APi 
wfaiGh  caM  the^eentera  of  gravit^f  of 
NrtwwitJHi  At  S»  of  tholam. 
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101.  Any  number  of  tveighis  will  keep  each  other  in  equilibrio 
upon  the  arms  of  a  straight  lever ^  when  the  sums  of  ilte  products 
arising  from  multiplying  each  weight  by  its  distance  from  tiieful* 
crum  are  equal  on  the  two  sides  of  that  center, 

FiflT.  65. 
ABC  J> 


h 


O  6 

Let  AD  (Fig.  65,)  represent  a  straight  lever  whose  fulcrum  is 
G,  and  let  the  bodies  or  weights  A,  B,  G,  D,  be  placed  upon  its 
arms  AG,  DG,  at  different  distances  from  G ;  then  the  effort 
of  A  to  turn  the  lever  about  G  being  represented  by  Ax  AG,  of 
B  by  BxBG,  of  C  by  C  xCG,  &c.,  the  whole  effect  upon  the  arm 
AG  will  be  represented  by  AxAG+BxBG,  and  upon  the  arm 
DG  by  C  xCG+D  xDG ;  there  will  consequently  be  an  equilibrium 
when  A  x  AG+B  x BG=C  x  CG+D  x  DG. 

102.  Levers  are  divided  intg  three  different  orders,  according 
to  the  position  of  the  power  and  weight  with  respect  to  the  ful- 
crum. L  In  a  lever  of  the  first  order,  the  fulcrum  is  between 
the  power  and  weight,  as  in  the  preceding  instance ;  and  here 
the  pressure  on  the  fulcrum  is  equal  to  the  sum  of  Yhe  weights. 
U.  In  a  lever  of  the  second  order,  the  weight  is  placed  between 
the  power  and  the  fulcrum,  as  in  the  annexed  figure,  where  the 
weight  W  is  supported  by  the  power  P  acting  upward  in  the  di- 
rection AP.  In  this  case  also  there  is  an  equilibrium,  when  the 
power  and  weight  are  inversely  as  the  arms  on  "which  they  re- 
spectively act ;  for  the  effort  of  the  weight  W  to  turn  tl^  lever 
aoout  C  IS  measured  by  WxBC  (Art.  68,  Note ;)  the  effoAof  the 
power  P  (acting  in  the  direction  PA)  to  turn  the  lever  about  C» 

Fig.  66w 


B 
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L  e.^  sustain  W,  is  measured  by  PxAC ;  when  there  is  an  eqni- 
librium,  therefore,  PxAC  must  be  equal  to  WxBC,  or  P:W 
: :  BO :  AC,  as  before.  Therefore,  P  is  less  than  W ;  and  the  pfes- 
sore  upon  the  fulcrum  (P  and  W  acting  in  opposite  directions)  i^ 
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equal  to  W— P ;  for  the  pressure  at  A  is  the  same  as  would 
be  exerted  on  a  fulcrum  at  that  point,  in  which  case  the  pressure 
oa  both  points  C  and  A  would  equal  the  whole  weight  W ;  there- 
fore, the  pressure  on  C  equals  W— P.  III.  In  a  lever  of  the  third 
order,  the  power  acts  between  the  weight  and  the  fulcrum ;  but 
the  equilibrium  is  produced  on  the  same  principle  as  before ;  for 
an  equilibrium  will  take  place  when  the  opposite  forces  P  and 
W  are  equal ;  which  will  be  when  PxAC=WxBC ;  or  when 

Tig.  67. 


B 
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P :  W : :  BC :  AC.  Since  BC  is  greater  than  AC,  P  is  greater  than 
W,  and  the  pressure  upwctrd  from  the  fulcrum  is  represented  by 
P— W.*  Hence  we  have  the  following  general  principle  appli- 
cable to  the  three  orders  of  levers. 

When  the  forces  act  perpendicularly  to  the  arms  op  a  straight 
LEVER,  an  equilibrium  is  produced,  if  the  power  is  to  the  weight  as 
the  distance  of  the  weiglU  from  the  prop  is  to  the  distance  of  the 
power  from  the  proj^. 

In  the  second  kind  of  lever  the  weight  is  greater  than  the 
power ;  in  the  third  kind,  less. 

When  a  weight  is  sustained  between  tvx)  props ,  the  part  sustained 

by  each  prop  is  inversely  as  the  distance  of  the  weight  from  it. 

Fig.  68. 
C  Be 


Pwr  suppose  C,  c  to  be  successively  the  centers  of  motion,  then 

Press,  on  fulcrum/ :  weight  W : :  BC :  Cc ;  for  same  reason. 

Weight  W :  press,  on  fulcrum  F : :  Cc :  Be ;  .*. 

Press,  on  fulcrum/:  press,  on  fulcrum  F : :  BC : Be ;  and  as  the 

whole  weight  is  sustained  by  the  two  props,  it  is  divided  between 

them  in  the  ratio  of  BC :  Be. 

•la  this  third  order  of  leren,  although  the  lever  is  supposed  to  move  fredy  rwn* 
Qm  center  of  motion  C,  it  is  yet  necessazy  to  consider  it  as  firmly  conn«eted  wifb  tM 
M  at  that  poiiit. 

12 
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103.  Let  us  next  estimate  the  relation  of  the  forces  which  keep 
a  lever  in  equilibrio,  when  its  own  weight  is  taken  into  consider- 
ation. Since  this  weight  may  be  considered  as  collected  in  the 
center  of  gravity  of  the  lever,  (Art.  66,)  its  effective  force  is  equal 
to  the  weight,  multiplied  into  the  distance  of  its  center  of  gravity 
from  the  fulcrum.  (Art.  100.)  Suppose  the  lever  to  be  of  a 
cylindrical  or  prismatic  form,  and  that  its  weight=ii?,  then. 

In  a  lever  of  the  first  orders  (Fig.  64,)  since  the  center  of  grav- 
ity of  the  lever  is  in  the  middle  point,  and  the  distance  of  this 
point  from  the  fulcrum  =i  (AC— BC),  the  effect  of  the  weight 
of  the  lever  =it£j  (AC— BC),  and  is  exerted  in  the  direction  of 
the  longer  arm  AC.  In  the  case  of  an  equilibrium,  therefore, 
we  have, 

PxAC+MAC-BC)=WxBC, 
p_WxBC-ii£?(AC-BC) 

''''^  AC  • 

In  a  lever  of  the  second  order,  (Fig.  66,)  the  whole  weight  of 

the  lever  operates  in  conjunction  with  W,  and  the  distance  of 

the  center  of  gravity  from  the  fulcrum  in  this  case  =iAC, .'. 

PxAC=WxBC+iM?xAC, 

^    WxBC  ,  . 
orP— ^-+lu,. 

In  a  kver  of  the  third  order,  (Fig.  67,)  the  whole  weight  of  the 

lever  operates  in  coiyunction  with  W,  and  the  distance  of  the 

center  of  gravity  from  the  fulcrum  =iBC,  .*. 

P  X  AC  =W  X  BC+i«'  X  BC, 

„r  p-(W+i"')xBC 
orP ^ . 

We  have  thus  far  confined  our  attention  to  the  case  in  which 
the  lever  is  supposed  to  be  straight,  and  the  forces  to  be  applied 
at  right  angles  to  it ;  we  now  propose  to  take  a  more  general 
view  of  the  properties  of  the  lever,  whatever  be  its  shape,  or  the 
directions  of  its  forces. 

104.  Two  forces  acting  at  the  extremities  of  the  arms  of  any 
lever  will  be  in  equilibrio,  when  they  are  to  each  other  inversely  as 
the  perpendiculars  let  fall  upon  the  lines  of  direction  in  which  they 
respectively  act.* 

Let  ACB  (Fig.  69)  be  any  lever  whose  fulcrum  is  C  ;  and  let 
two  forces,  P,p,  act  in  the  directions  AP,  Bp,  upon  the  extremi- 
ties of  its  arms  CA,  CB.  Produce  PA,  /)B,  to  M,  N,  and  let  fall 
the  perpendiculars  CM,  CN  ;  with  the  longer  perpendicular  CN 
and  center  C  describe  the  circular  arc  ND,  and  join  CD.  Let 
DP  represent  the  magnitude  of  the  force  acting  upon  the  lever 
at  A  in  direction  AP,  and  let  it  be  resolved  into  two  others,  viz. 


Hub  theprem  evidently  embraces  the  proportion  in  Art.  99. 
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HE  perpendicular  and  EP  parallel  to  the  radius  CD ;  then  DE 
only  is  effectual  to  produce  motion  round  the  center  C,  the  part 
EP  being  exerted  merely  to  produce  pressure  upon  the  fulcrum 
in  direction  CD.  Supposing,  therefore,  the  lever  to  be  perfectly 
inflexible,  this  effort  of  P  to  produce  motion  round  C  would  be 
counteracted  by  a  force  equal  to  DE,  applied  perpendicularly  at 
N,  in  direction  NB.  Let  then  the  power  p  be  equal  to  that  part 
of  P  which  is  represented  by  DE,  and  (as  it  is  incUfferent  in  what 
point  of  the  line  of  direction  this  power  acts)  conceive  it  to  act 
at  N.  In  this  case  the  forces  P,  o  will  be  in  equilibrio ;  i.  e.  when 
?:p::  PD : DE,  the  lever  will  oe  kept  in  equilibrio  about  the 
center  of  motion  C ;  but  by  similar  triangles 

PD :  DE  : :  CD  (CN)  2  CM, .-.  P  :p : :  CN :  CM. 

105.  Produce  PA,  pB  (Fig.  70)  till  they  meet  in  S ;  join  CS, 
and  draw  CO  parallel  to  j^S,  in  which  case  the  angle  OCS==CSN. 
Now  if  CS  is  made  radius,  CM  becon^es  the  sine  of  CSO,  and 
CN  the  sine  of  CSN  or  OCS ;  but  as  SO :  OC : :  sin.  OCS(CN) : 
sin.  CSO(CM ;)  hence  P :  o : :  (CN  :  CM : :)  SO :  OC.  The  two 
ndes  SO,  OC  of  the  triangle  SOC  represent,  therefore,  the  rela* 
tive  magnitude  and  direction  of  the  two  forces  P,  p ;  the  thir4 

S  Vig.  70. 


&de  SC  wiU  consequently  represent  a  force  equivalent  to  them 
both,  (Art.  43 ;)  and  as  this  compound  force  acts  directly  toward 
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C,  the  pressure  upon  the  fulcrum  will  be  represented^  in  quantity 
and  du^ction,  by  the  line  SC. 

106.  If  each  arm  of  the  lever  is  M      Kg.  71. 
straight,  (Fig.  71,)  but  the  two 
arms  are  inclined  to  each  other  in 
the  given  angle  ACB,  let  OAM=a, 
CBN=/3,  and  rad.=l ;  then 

AC :  CM : :  rad.  (1)  :  sin.  a, 
.".  CM=AC  X  sin.  a,  and 
BC:CN::rad.  (l):sin.  i3, 
•••  CN=BC  X  sin.  p.    Hence 
P:/>::BCxsin.  iSrACxsin.  a. 
If  sin.  a=8in.  )S,  then  P :  j9 : :  BC : 
AC,  or  P,  p,  are  to  each  other  inverselv  as  the  arms  of  the  lever 
upon  which  they  respectively  act ;  which  shows  that  the  same 
law  of  equilibrium  obtains  in  the  bent  as  in  the  straight  lever* 
when  the  forces  act  at  equal  angles. 

107.  If  the  lever  is  straight,  (Fig. 
72,)  and  the  forces  act  parallel  to 
each  other,  then  sin.  a=sin.  ^, 

.•.P:W::BC:AC, 
as  in  Art.  106 ;  and  this  will  be  the 
case  whatever  be  the  position  of  the 
lever;  if  therefore  P  and  W  are  in 
equilibrio  when  the  lev^  is  in  the 
horizontal  position  ACB,  they  will  also 
be  in  equilibrio  when  it  is  in  any  other 

position  aCb ;  i.  e.  the  lever  thus  acted  upon  will  rest  in  any 
position.* 

108.  In  the  common  balance  or 
scales,  the  arms  AC,  CB,  (Fig.  73,) 
are  equal  to  each  other ;  .*.  when 
there  is  an  equilibrium,  P=W.  But 
this  equilibrium  will  be  destroyed, 
if  either  P  or  W  is  removed  from 
its  perpendicular  position.  Sup- 
pose, for  instance,  a  person  placed 
in  the  scale  P  is  balanced  by  the 
weight  W,  but  by  pushing  in  the 

*  This  also  appears  from  Art  104  ;  for  produce  Fa  to  M,  then,  ^niien  the  lever  iiia 
position  aCb,  F :  W : :  CN  :  CM : :  (by  aim.  triangles)  CbiCai:  (since  the  arms  of  tho 
lever  are  invariable)  CB  :  CA.  In  thus  asserting  that  the  lever  will  rest  in  any  poa- 
tion,  it  is  of  course  taken  for  granted,  that  tlie  common  center  of  gravity  of  P»  yff 
and  the  lever,  coincides  with  the  center  of  motion  ;  for  it  is  evident,  firom  the  pj^Msi- 
ijbt  Uid  down  in  Chap.  IV,  that  the  lever  wiU  only  rest  when  that  center  ii  wypcttBt 
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oblique  direction  pF  against  the  arm  C A,  the  scale  is  protruded 
into  the  position  pK. ;  then  draw  /)E  parallel  to  PA,  and  produce 
CA  to  meet  it  in  £ ;  and  at  the  instant  the  scales  arrive  at  the 
position  J9A»  the  power  will  act  at  the  perpendicular  distance 
CE  from  the  center  of  motion ;  its  effect,  therefore,  (by  Art.  100,) 
to  turn  the  lever  about  C,  will  be  measured  by  PxCE,  i.  e.  its 
effect  will  exceed  that  of  W  in  the  proportion  of  CE  :  CA,  and 
consequently  the  scale  in  which  the  person  is  will  preponderate! 
and  the  equilibrium  be  destroyed. 

109.  In  the  coMPomn)  lever,  the  opposite  forces  are  in  equilibrtOf 
uiken  the  power  is  to  the  weight,  as  the  product  of  all  the  arms  on  the 
side  of  the  weighty  is  to  the  product  of  all  the  arms  on  the  side  of  the 
fower. 

In  a  combination  of  levers  connected  with  each  other  in  the 
manner  represented  in  the  annexed  figure,  (Fig.  74,)  there  will  be 

Q  Fig.  74. 
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an  equilibrium  when  P :  W : :  BC  xDF  xEG :  AC  xBF  xDG.  For 
suppose  the  equilibrium  to  exist,  and  that  the  forces  which  act  at 
B,  D,  are  represented  by  Q,  R,  respectively,  then 

P:Q::BC:ACorQ=?^, 

Q:R::DF:BF, 

R:W::EG:DGorR=^^~; 

.-.  P :  W : :  BC  xDF  xEG :  AC  xBF  xDG.  (A.) 

Also,  the  pressure  on  C=P+Q=P+   p^    —   ^^    , 

^  ^^^  noG^  +w-  jjg  . 

We  have  here  supposed  the  forces  to  act  perpendicularly  to 
the  extremities  of  the  several  levers  ;  if  they  acted  obliquely,  or 
if  the  arms  of  the  levers  were  inclined  to  each  other,  then  for 
tiese  arms  must  be  substituted,  in  the  proportion  marked  (A,)  the 
perpendiculars  let  fall  from  the  centers  of  motion,  C,  F,  G,  upon 
the  lines  of  direction  in  which  the  forces  act.  We  now  proceed 
to  iUnstrate  the  foregoing  theory  by  a  few  plain  examples. 
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110.   ExABfPLES. 

1.  At  the  extremities  of  a  straight  lever,  whose  length  is  24 
inches,  are  placed  two  weights  of  5  and  7  pounds:  At  what 
point  must  the  fulcrum  be  placed  so  that  these  weights  shall 
balance  each  other,  the  weight  of  the  lever  not  being  taken  into 
the  account? 

This  is  the  case  of  the  lever  of  the  first  order,  in  which  (Pig, 
64)  P=5,  W=7,  and  AB=24 ;  and  when  there  is  an  equilibrium, 

P(5):W(7)::BC:AC;.-.12:72:BC+AC(AB=24):AC=VV=U; 
hence  BC=24— 14=10  inches. 

2.  At  the  extremity  of  a  lever  of  the  second  order,  there  acts 
a  power  which  is  of  itself  able  to  sustain  only  a  weight  of  15 
pounds  ;  but  when  acting  under  this  mechanical  advantage,  it  is 
able  to  sustain  a  weight  of  100  pounds,  placed  five  feet  from  it : 
What  is  the  length  of  the  lever  ? 

Referring  to  Fig.  66, 100 :  15  : :  AC :  AC-5, .-.  100 :  85  : :  AC :  5, 

.•.'AC=^=5Hfeet. 

oO 

3.  A  body  suspended  at  the  extremities  of  a  balance  whose 
arms  are  unequal,  weighs  p  pounds  at  one  end,  and  q  pounds  at 
the  other :  What  is  its  real  weight  ? 

A  balance  of  this  kind  is  called  a  false  balance,  because  when 
the  body  is  suspended  at  the  extremity  of  the  longer  arm,  the 
weight  which  balances  it,  is  above,  and  when  suspended  at  the 
extremity  of  the  shorter  arm,  is  below  the  true  weight.  But  the 
true  weight  of  the  body  is  easily  found  by  the  following  opera* 
tion  ;  viz.  Let  x=the  true  weight,  and  a  the  arm  of  the  lever 
upon  which  p  is  suspended  to  balance  it ;  and  b  the  arm  upon 

which  q  is  suspended  to  balance  it ;  then  x :/) : :  a  :  ft,  or  x=  ^, 

and  ziqixb: a  or  a:=?-;  multiply  these  two  equations  together 

and  we  have  x^=pq  or  x=y/pq ;  i.  e.  the  true  weight  of  the  body 
is  a  mean  proportional  between  the  apparent  weights  tKus  ob- 
tained. Hence  to  find  the  weight  of  a  body  by  a  false  balances 
we  have  this 

Rule. — Take  (lie  weight  of  the  body  in  each  scale;  multiply^ 
together  the  tvoo  weights  t/ius  found,  and  take  the  square  root  of  tne 
product. 

4.  To  explain  the  construction  of  the  steelyard. 

A  steelyard  is  a  lever  of  the  first  order,  having  two  unequal 
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mos  BG,  CD,  (Fig.  75 ;)  a  given  weight  P  is  movable  along  the 
loDger  ann  CD,  so  as  to  sustain  a  weight  of  a  variable  mag- 
nitude  suspended  from  the  extremity  of  a  shorter  arm  CB. 

Fig.  75. 
D  A  c6aCEB 
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1.  Suppose  the  weight  of  the  arms  not  to  be  taken  into  con- 
rideration,  then  P :  W : :  EC  :  AC  (Art.  99,) .-.  W  xBC=P x  AC, and 
as  P  and  BC  are  given,  Woe  AC.  Hence  if  Ca,  aft,  ftc,  &c.,  be 
taken  equal  to  each  other,  (or  C&=2Ca,  Cc=3Ca,  &c.,)  then  if  P 
balances  one  pound  when  placed  at  a,  it  will  balance  two  pounds 
at  6,  three  pounds  at  c,  &c. 

2.  Let  us  next  suppose  the  steelyard  to  have  weight,  and  that 
the  excess  of  the  weight  of  the  longer  arm  CD  above  that  of  the 
shorter  CB,  is  such  that  the  movable  weight  P,  when  placed  at 
£,  would  keep  the  arms  in  equilibrio ;  in  which  case  this  excess 
would  be  measured  by  PxCE;  if  therefore  a  weight  W,  placed 
at  B,  be  in  equilibrio  with  the  weight  P,  placed  at  A,  we  dbould 
have  WxBC=PxAC+PxCE=P  (AC+CE)  =PxAE;  conse- 
quently, since  P  and  BC  are  given,  Wx  AE.  The  construction 
of  the  steelyard,  therefore,  would  be  the  same  as  in  the  former 
instance,  except  that  the  graduation  must  begin  from  E,  instead 
of  from  C. 

If  the  longer  arm  be  divided  into  equal  parts,  to  indicate  the 
number  of  pounds,  ounces,  <&c.,  which  are  contained  in  the  vari- 
able weight  W,  the  magnitude  of  the  divisions  may  be  found. 

AF     RP 
For  WxBC=PxAE  ;  .•.^=^,  and  as  AE  is  the  extent  of  the 

AE     BC 
graduated  arm  corresponding  to  W,  -t^or  -p-  will  be  the  length 

of  a  division  corresponding  to  1  pound  or  1  ounce,  &c. 
Hence,  when  only  BC  and  P  are  given,  the  magnitude  of  each 

BC 

division  will  be  equal  to  -p-. 

5.  ACB  is  a  cylindrical  straight  lever  whose  weight  is  (w)  at 
whose  extremity  A,  a  given  weight  (P)  is  suspended :  It  is  required 
to  determine  the  position  of  the  fulcrum  C,  so  that  P  may  be  in 
e(IQilibrio  with  the  longer  arm  BC. 

•  Let  AB=a,  B  r»g.  76.  C         A 

AC=x,  A 

Then  the  distance  of  the  center 
of  gravity  of  the  lever  from  the 
fulcnun^ia— X. 
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Hence,  from  the  principles  laid  down  in  Art  103,  when  thei^ 
Ul  an  equilibrium,  we  have 

Pxx=u>(ia— x),  or  2'Px+2iDx=nva,  and  x^jr^^z-* — r- 

2{r+w) 

Cor.  If  P=u?,  then  a:=Ja,  or  AC=jAB,  the  length  of  the  lever. 

6.  P  and  W  are  suspended  from  the  extremities  of  the  arms 
of  the  bent  lever  ABC,  (whose  weight  is  not  taken  into  consid- 
eration :)  It  is  required  to  find  the  angle  of  inclination  (ACB,) 
so  that  when\here  is  an  equilibrium,  AC  shall  be  parallel  to  the 
horizon. 


By  Art  106, 

P  :  W : :  BCxsin.  CBD  :  ACxsin.  PAC ;  ^ 

but  sin.  PAC=rad.=l,andsin.CBD=co8. 

BCD  ; .-.  P :  W::BCxcos.BCD  :  ACxl, 

PxAC 
hence  cos,  BCD=^    pp»  f«>ni  which 

BCD  and  consequently  ACB  is  known. 

AC 


Rg.  77. 


BC' 


Cor.  1.  If  P=W,then  cos.  BCD= 

AC 
and  if  BC=2AC,  then  57^=  i  ; 

.•.  COS.  BCD=J=cos.  60°  ;  hence  ACB=120°. 

p 
Cor.  2.  If  AC=BC,  then  cos.  BCD=^ ;  and  if  W==2P,  then 

P 

•»r=i  ;  .*.  cos.  BCD=i=cos.  60^  ;  hence,  in  this  case  also,  ACB 

=120^ 

7.  From  the  extremities  of  the  arms  CA,  CB,  of  a  bent  lever, 
the  weights  P,  W,  are  suspended :  It  is  required  to  determine 
the  position  of  the  lever  when  these  weights  are  in  equilibrio. 

Through  C  (Fig.  78,)  draw  MN  parallel  to  the  horizon,  and 
produce  PA,  WB  to  meet  it  in  M  and  N  ;  by  Art.  104,  the  lever 
will  be  in  equilibrio,  when  __  Fig.  78. 

P  :  W : :  CN  :  CM. 
Join  AB,  and  draw  CD  parallel  to  MP 
or  NW ;  CD  will  cut  AB  in  the  same 
ratio  that  it  does  MN,*  i.  e. 

DB  :  DA  : :  CN  :  CM ; 
hence  DB  :  DA  : :  P  :  W  ;   from  which 
it  appears  that  if  the  line  AB,  which 
joins  the  extremities  of  the  arms  of  the 
lever,  be  divided  in  the  point  D,  in  the  ratio  of  P  :  W,  and  thai 
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point  be  brought  immediately  under  the  center  of  motion*,  it  will 
give  the  position  of  the  lever  when  P  and  W  are  in  equilibrio. 

111.  Questions  upon  the  Principles  of  the  Lever. 

1.  At  one  extremitv  of  a  straight  lever  whose  length  is  7  feet, 
a  w^eight  of  10  pounds  is  suspended ;  at  the  distance  of  5  feet 
from  the  point  of  suspension  a  fulcrum  is  placed  :  What  weight 
must  be  suspended  from  the  other  extremity  of  the  lever,  to  keep 
it  in  equilibrio  7  Ans.  25  pounds. 

2.  A  lever  of  the  second  order  is  25  feet  long :  At  what  dis- 
tance from  the  fulcrum  must  a  weight  of  125  pounds  be  placed, 
80  that  it  may  be  supported  by  a  power  able  to  sustain  60  pounds, 
acting  at  the  extremity  of  the  lever  ?  Ans.  12  feet. 

3.  A  cylindrical  straight  lever  is  14  feet  long,  and  weighs  6 
lbs.  5  oz. ;  its  longer  arm  is  9,  and  its  shorter  5  feet ;  at  the  ex- 
tremity of  its  shorter  arm  a  weight  of  15  lbs.  2  oz.  is  suspended: 
What  weight  must  be  placed  at  the  extremity  of  the  longer  arm 
to  keep  it  in  equilibrio  ?     (See  Art.  103.)  Ans.  7  pounds. 

4.  A  body  weighs  1 1  pounds  at  one  end  of  a  false  balance, 
and  17  lbs.  3  oz.  at  the  other :  What  is  its  real  weight  ? 

Ans.  13  lbs.  and  12  oz. 

5.  A  and  B  are  of  the  same  height,  and  sustain  upon  their 
shoulders  a  weight  of  150  pounds,  placed  on  a  pole  9|  feet  long; 
the  weight  is  placed  6|  feet  from  A :  What  is  the  weight  sus- 
tained by  each  person  ?     (See  Art.  102.) 

Ans.  A  sustains  42^  pounds,  and  B  sustains  107|  pounds. 

6.  The  longer  arm  of  a  steelyard  is  2  feet  2  inches  m  length, 
and  the  shorter  2|  inches  ;  and  its  apparatus  of  hooks,  &c.,  is  so 
contrived,  that  a  weight  of  two  pounds  placed  upon  the  longer 
arm,  at  the  distance  of  10  inches  from  the  center  of  motion,  will 
balance  8  pounds  placed  at  the  extremity  of  the  shorter  arm ; 
the  movable  weight  (of  2  pounds)  cannot  conveniently  be  placed 
nearer  to  the  fulcrum  than  f  of  an  inch :  What  must  be  the 
graduation  of  the  steelyard  that  it  may  weigh  ounces,  and  what 
will  be  the  greatest  and  least  weights  that  can  be  ascertained 
by  it? 

Ans.  TJie  graduation  is  to  \2tlis  of  an  inch  ;  and  it  will  weigh 
from  1  to  20  pounds. 

7.  The  arms  of  a  straight  lever  are  to  each  other  as  7  :  9,  and 
it  is  acted  upon  obliquely  by  two  forces ;  the  force  (P)  applied 
at  the  extremity  of  the  longer  arm,  is  inclined  to  it  at  an  angle 
of  50°,  and  (p)  at  the  shorter  at  an  angle  of  80^  :  What  is  the 
proportion  between  the  forces,  when  the  lever  is  in  equilibrio  T 
(See  Art.  106.)  Ans.  l?=p. 

8.  The  arms  of  a  bent  lever  are  equal,  and  P  :  W : :  1  :  2 : 
What  must  be  the  inclination  of  the  arms  to  each  other,  that  the 
arm  from  whose  extremity  P  is  suspended  may  be  parallel  to  the 
horizon?  Ans.  120^ 
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9.  In  a  combination  of  levers  connected  together  in  the  man* 
ner  represented  in  Fig.  74,  the  three  shorter  arms  (BC,  DF,  E6^ 
are  respectively  2,  5,  and  3  feet ;  the  three  longer  arms  (AG«  BF» 
D6,)  are  13,  14,  and  15  feet ;  the  weight  (P)  suspended  from  A 
is  5  pounds :  What  weight  will  it  sustain  at  E  7 


CHAPTER  Vn. 


OF  THE  WHEEL  AND  AXLE ;  AND  THE  PULLET. 

WHEEL  Aim   AXLE. 

112.  In  order  to  explain  the  manner  in  which  the  wheel  and 
axle  operate  upon  each  other,  suppose  DE  fl^ig.  79,)  to  be  a  cy- 
lindric  roller  supported  upon  the  props  LH,  MQ,  and  movable 
about  the  axis  LM.  Let  two  straight  inflexible  rods  AG^  BC  be 
inserted  into  this  cylinder,  in  a  direction  perpendicular  to  the  axis, 

Kg.  79.  F 


H  Q 

but  parallel  to  each  other  and  the  horizon  ;  let  there  be  another 
rod  PK  perpendicular  to  the  axis,  but  making  any  angle  with  the 
plane  passing:  through  BC  or  AG,  and  the  axis.  From  the  ex- 
tremities of  the  rods  BC,  AG,  let  the  weights  W,  w  be  suspended; 
then  (Art.  100)  WxBC  will  represent  the  efliect  of  W,  and  wx 
AG  the  efltct  of  w,  to  turn  the  roller  about  the  axis  LM  ;  and 
supposing  the  rods  AG,  BC,  and  the  roller  DE,  to  be  perfectly 
rigid  and  inflexible,  it  is  evident  that  these  two  weights  will  coim- 
teract  each  other's  efft  cts,  in  the  same  manner  as  if  they  were 
acting  at  the  extremities  of  the  arms  of  a  straight  lever.     When 
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thereforp  are  in  equilibrio,  WxBC  will  be  equal  lo  v 
yKG,  or  10  :  W  : :  bo  :  AG  ;  and  ihia  will  be  the  case  whatever 
\b  tbe  Irjigth  of  ibe  rod  BC.  Suppose  that  rod  to  be  equal  to 
ibe  radius  of  the  roller,  then  Ihe  string  BW  will  become  a  tangent 
Id  the  roller,  and  the  foregoing  proportion  becomes  m  :  W  : :  the 
Ttdiiu  of  the  roller  :  AG,  Let  ub  next  suppose  the  weight  \V  to 
Ik  kept  in  equilibrio  by  a  power  P  acting  at  right  angles  to  the 
extremily  of  ihe  rod  PK  ;  then  may  P  and  W  be  considered  as 
•eting  at  the  extremities  of  the  arras  PK,  BC  of  the  bent  lever ; 
ud  since  they  act  at  right  angles  to  those  arms,  (Art.  106)  P  : 
W  : :  BC  :  PK  ;•  and  (when  BW  acts  as  a  tangent  to  the  roller) 
P :  W  : :  radius  of  the  roller  :  PK. 

113.  /n  th£  teheel  and  axle  an  equilibrium  it  produced  when  the 
fewer  acting  at  the  circumference  of  the  wheel  :  iixight  sustained 
Vpon  the  axle  : :  radius  of  the  tixle  :  the  radiux  of  the  lo/iee/.f 

Fig.  80. 


For  let  tbe  weight  W  (Fig.  80)  (which  is  suspended  by  a  rope 
pring  round  the  axle  DE)  be  kept  in  equilibrio,  either  by  another 
Wright  («-■)  suspended  from  a  rope  going  freely  round  the  wheel 
Sao,  or  by  a  power  P  acting  at  right  angles  to  the  handles  TS, 
h,  &e.  of  tin:  wheel  SiV,  and  let  tbe  planes  of  these  wheels  be 
U  qgbt  angles  to  the  axis  LM  of  the  machine  ;  then,  in  the  for- 

radiuB  of  the  bi1«,  tlien  P  :  W  ! ;  r  :  R,  .-.Px 
laWxri  if  W  and  r  be  giT<^,  and  P  and  R  *Briiible,  Ibcn  Psg  ;  i.e.  to  austaln 
iiwi  v«>ghl  upon  3  givpn  oiIp,  Ihe  power  DiMl  be  incrcaied  u  llie  radiuj  of  tha 


'& 
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mer  case,  the  weight  W  may  be  considered  as  sustained  by  a 
weight  (w)  acting  at  right  angles  to  the  extremity  of  the  arm  AC 
of  a  straight  lever,  and  in  the  latter,  by  a  power  {P}  acting  at 
right  angles  to  the  extremity  of  the  arm  /K  of  a  bent  lever,  the 
weight  itself  in  each  case  acting  at  the  distance  of  the  radios  of 
the  axle  from  the  center  of  motion  ;  hence,  (by  Art.  112,) 
IP  or  P  :  W  : :  radius  of  the  axle  :  AC  or  (K, 


^  Fig.  81. 


114.  If  the  pou'er  does  not  act 
at  right  angles  to  the  radius  of 
the  wheel,  but  in  some  obhque 
direction,  as  AP  (in  the  annexed 
figure,  which  represents  a  sec- 
tion of  the  wheel  and  axle.)  then 
let  fall  CD  perpendicular  to  AP.  "^ 
By  the  property  of  the  lever,  P 
and  W  are  to  each  other  inversely 
as  the  perpendiculars  let  fall  from 
the  center  of  motion  upon  the 
lines  of  direction  in  which  they 
respeclively  act,  (Art.  101;)  in 
this  case,  therefore, 
P  :  W  : :  CB  :  CD  : :  radius  of  the 
axle  ;  radius  of  the  wheel  xsine  of 
the  angle  which  P  makes  with  the 
radius  of  the  wheel, 

115.  Hitherto  we  have  not  considered  the  thickness  of  the 
rope  ;  when  that  is  taken  into  the  account,  we  must  add  the  half 
of  it  to  the  distance  at  which  W  and  tv  respectively  act.*  Let 
therefore  2(=diameter  of  the  rope,  and  let  U— rad.  of  the  wheel, 
r=rad.  of  the  axle  ;  then  if  the  thickness  of  the  rope  be  taken 
into  consideration,  we  have  «i :  W  : :  r+t :  R+/ ;  and  since  in 
this  case  the  same  quantity  (l)  is  added  to  each  terra  of  the  ratio 
r  :  R,  «)  must  hear  a  greater  ratio  to  W  than  that  of  r  :  It,  or  of 
the  radius  of  the  axle  to  the  radius  of  the  wheel.f 

IIG.  In  a  combination  of  wheels,  such  as  is  represented  in 
figure  82,  where  a  power  (P)  acts  upon  the  winch  or  handle 
PQ.J  which   turns  the  wheel  A,  which  acts  upon   the  wheel 

•  For  W,  »,  act  i 
removed  rrom  (he  cu 

t  III  III ii  article  w 
be  of  (Up  anmc  thicki 
the  ItiicknciB  of  tiie 


I  the  direction  of  tbe  siii  of  Ihe  rope,  and  thi<  axi>  i»  evidelitly 
snmrercDcp  ot  Ibc  nbeelor  axle  b;  half  Uic  Uiicknesaor  the  rope. 
hBTe  considered  Ihc  topei  wliicti  bd  ntuod  tlie  wheel  lUid  axle  to 
t98,  and  thit  ihe  rape  coilBrouni)  tlie  dxli'butoDro.  But  9u)ipos8 
ope  to  whicli  W  ia  appended  to  be  ^T,  that  of  IP  l«  be  Si,  and 
11  round  llie  axle  any  nutntwr  of  times  dcnotod  by  n  ;  then  il  ii  (vidait, 
Uiat  (or  cutli  roil  of  the  ropo  uflcr  llic  first,  W  will  bo  furtlior  removed  from  tlie  ai. 
eomferrncc  of  the  a*!c  bj  the  whole  thirlincs!  (HT)  of  Ihe  rope;  the  most  genenl 
farm  therefore  under  whieh  the  relntion  of  lo  :  W  on  be  exiiihited,  when  tbe  """'"■" 
neu  of  llio  rape  is  taken  into  eonni deration,  ia  u  :  W  ; :  r+(3n-l)  T  :  R+t. 

I  In  ihiH  ease  the  eflcci  Kill  evidently  be  tbe  tome  m  if  liw  powiir  ai ' 
circiimfertne«  of  a  wheel  wbow  tadioa  14  FQ. 


1 


fi,  &om  which  the  motion  is  propagated  through  the  wheels  C 
ud  D  to  the  axle  E,  about  which  the  rope  that  sustains  the 
weight  {W)  is  wound,  let  the  force  exerted  by  the  wheel  A  upon 
the  wheel  h=p,  by  C  upon  D=q;  then,  supposing  P  and  W  to 
be  in  equilibrio,  we  ha' 


V  -.p  ::  rad.  of  wheel  A  (r) 
p:q::  rad.  of  wheel  C  (r') 
g  :  W  : :  rad.  of  axle       (a) 


PQ. 

rad.  of  wheel  B  (R), 

rad.  of  wheel  D(R'): 


.-.P  :  W  ::  flxrx/^  :  PQxBxR'  ;• 
where  the  demonstration  goes  upon  the  same  principle  as  that 
of  a  combination  of  levers,  in  Art.  109. 

in.  Instead  of  the  power  being  applied  to  the  handle  or  winch 
PQ,  (Fig.  92,)  suppose  it  to  be  applied  at  the  circumference  of  a 
wheel  whose  radius  is  (R;)  let  the  radius  of  the  axle=r,  the  radii 
of  the  small  wheels  =»■',  r",  &c.,  and  of  the  larger  ones  =R',  R", 
file. ;  then,  wliate\er  be  the  number  of  such  wheels,  the  propor- 
tion expressing  the  relation  between  P  and  W,  when  there  is  an 
eqoilibriimi,willbeP:\V::rXr'Xr"&c.:RxR'xR"&;c.:iproduct 
ef  the  radii  of  all  the  smaller  wheels  (or  axles) :  product  of  the 
ndii  of  all  the  larger  ones. 

If  the  radii  of  the  large  wheels  arc  equal  to  each  other,  and 
klso  thoac  of  the  small  wlieels,  then  P :  W ; :  r" :  R",  where  n 
•qnals  the  number  of  wheels  or  axles. 

118.   EXAHFLES. 

I.  What  must  be  the  diameter  of  a  wheel  by  which  a  weight 
of  100  pounds  suspended  by  a  rope  going  round  an  axle,  whose 


nMfioi  if  SIX  ioAea,  ma j  be  kept  in  eqafllbrio  by  a  power  actmg 
Ufoa  it  equiTaleikt  to  12  pounikp 

rthen,  bj  Art.  111^ 

Let  r=«din.  of  the  arfe, J  '  <'^^<*~^  =  ^' <«U^ 
x=d<^    do.     wheel.y-.x=  — =50i«4as=4    2 

'  Land  the  diameter  8    4 

2.  A  wei^it  of  500  poands  is  sustained  by  a  rc^  of  one  ineh 
diameter,  going  roood  an  axle  whose  radios  is  8  inches ;  and  the 
power  acts  close  to  the  circumference  of  a  wheel  whose  radios 
is  4  feet:  What  is  the  ratio  of  P:Wr 

This  is  a  case  of  Art  113,  where  the  weight  is  not  kept  in 
eqailibrio  by  another  weight,  bat  by  some  power  acting  opon  a 
handle  close  to  the  circomference  oi  the  wheel,  (as  P  acts  upon 
the  wheel  S^V  in  Fig.  80,)  and  since  /  disappears  in  the  4th  teim 
of  the  proportion,  w  (or  P)  :  W  : :  r+t :  R+/,  which  becomes 
P:W::r+i:R.    In  the  present  instance,  W=500,  r=8  inches» 

4250 
t=i  inch,  R=48  inches, .%  P  :  500  : :  8i  :  48 ;  or  P=-t5-  =88.54 

pounds.* 

3.  In  Fig.  82,  PQ=1  loot ;  the  radii  of  the  wheels  A,  C,  are 
each  4  inches ;  the  radii  of  the  wheels  B,  D  are  each  15  inches; 
and  the  radios  of  the  axle  E  is  3  inches :  What  power  must  be 
applied  to  P  to  support  a  weight  of  600  pounds  T 

By  Art  116,P:W(600)  ::axrxr':PQxRxR', 

::3x4x4:  12x16x15, 

2400 

::4:225,.-.P=^=10f  lbs, 

110.  QuKsnovs  uroN  the  Prdtciples  of  thb  Wheel  and  Axle. 

1.  A  power  of  14  pounds  acts  upon  a  wheel  whose  diameter 
is  9  feet :  What  weignt  will  keep  it  in  equilibrio,  supposing  tfie 
rope  which  supports  that  weight  to  be  wound  round  an  axle 
wnose  diameter  is  7  inches  7  Ans.  216  pomub. 

2.  A  power  of  4  pounds  keeps  in  equilibrio  a  weight  of  176 
pounds,  by  means  of  a  wheel  whose  diameter  is  11  feet :  What 
U  the  diameter  of  the  axle  7  Ans.  3  inches. 

8.  A  power  (P)  acting  by  means  of  a  rope  going  over  a  wheel 


•  If  the  thicknett  of  the  rope  he  not  considered,  then  P :  W  (500) : :  r  (8) :  R  (4^0 
'.  P=  -Tj^  =83^3 ;  it  makes  a  di^rencoi  therefore,  of  5J31  lbs.,  whether  tlili  thick- 
be  or  be  not  taken  into  the  acoomt 
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vliose  diameter  is  7  feet  1 1  inches,  supports  a  weight  of  53S 
pounds ;  the  diameter  of  the  axle  is  Q  inches,  and  the  rope  by 
which  P  and  W  are  suspended  is  two  inches  thlcli :  What  must 
be  the  magnitude  of  F,  supposing  the  thickness  of  the  rope  to  be 
taken  into  consideration  T  Aru.  P  =59.810  pouttdt. 

i.  Four  wheels,  A,  B,  C,  D,  whose  diameters  are  5,  6,  10,  and 
9  feet  req)ectively,  are  put  in  motion  by  a  power  of  15  pounds 
qiplied  at  the  circumference  of  the  wheel  A ;  these  wheels  act 
iqwn  each  other  by  means  of  three  smaller  wheels,  the  diameter 
(^  each  of  which  ii  10  inches ;  the  last  wheel  D  turns  an  axle 
whose  diameter  is  4  inches :  What  weight  may  be  sustained  by 
ft  rope  going  over  thia  axle  f  Am,  46,tt50  pounds. 


THB  rULLBT. 

..  ISO.  A  pulleT  ia  a  small  grooved  wheel  movable  about  a  pivot, 
(be  pivot  itself  being  at  the  same  time  either  fixed  or  movable. 
Hie  pnnciple  npoa  which  a  weight  is  sustained  by  means  of  a 
policy  or  tystem  of  pulleys,  is  very  simple,  and  will  be  readily 
onderstood  fmn  the  following  investigation. 

In  the  single  fixed  pulley  A,  (Fig  83,)  about  which  the  weight 
W  is  sustained  by  the  power  F  acting  on  a  string  WAF  passiiig 
along  the  groove  in  the  circumference,  no  mechanical  advantage 
is  gained ;  for  since  the  rope  passes  freely  round  the  pulley,  it  is 
erideat  that  the  tension  on  each  side  of  it  must  be  the  same,  and 
eonseqaently  that  the  power  must  be  equal  to  the  weight  which 
it  Rostains.  The  only  advantage  attending  s  pulley  of  this  kind 
B  Fit.83.  C  B Fig  i 


t 
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k,  that  a  given  power  may  be  made  to  snstain  or  put  in  motion 

ipven  "weight  in  a  more  convenient  manner,  by  altering  at 
pleuore  the  direction  in  which  the  power  acts.  The  pressure 
t^pmtlie^Totor  ftzisof  the  pulley  A  is  evidently  equal  to  F+W> 
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121.  But  if  a  weight  W  (Fig.  84)  be  sustained  by  a  power  P" 
acting  on  a  string  going  over  a  movable  pulJey  E  as  Meti  as  the 
fixed  one  A,  then  it  is  evident  that  this  weight  Is  sustained  by 
two  strings  AE,  DE ;  and  as  it  is  suspended  I'rom  the  center  of 
the  pulley  E,  these  ropes  must  act  at  eqnal  distances  from  that 
center ;  consequently,  each  string  must  sustain  half  the  weight. 
But  it  is  evident,  that  whatever  is  the  weight  sustained  by  the 
string  AE,  the  same  must  be  sustained  by  the  power  P,  which 
acts  upon  a  string  going  freely  over  the  fixed  pulley  A ;  hence, 
when  there  is  an  equilibrium,  P^iW,  or  W=^2P.  .-.P:  W::  1 :2. 
With  respect  to  the  pressure  upon  the  hook  D.  it  is  JW  or  P,  and 
upon  the  axis  of  the  pulley  A  it  is  equal  to  P+iW=2P. 

122,  The  same  principle  applies  to  the  system  of  pulleys,  in 
which  the  same  string  goes  round  all  the  pulleys,  as  in  Pig.  85. 
For  it  is  evident  that  the  weight  W  is  supported  by  all  the  strings 
at  the  lower  block;  if  therefore  the  whole  number  of  these  strings 
be  (n,)  each  string  must  support  ^th  part  of  the  weight.     But  when 

B  Fij.  P5.  C  fig.  86. 


f  there  is  an  eqailibrium,  whatever  be  the  tension  upon  each  of 
these  strings  which  support  the  weight,  the  same  will  be  the  ten- 
sion on  the  string  upon  which  the  power  P  acts ;  hence  P=iW, 
or  W=7iP, .".  P  :  W  : :  I  :  B*  (where  7i=number  of  strings  at  the 
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lower  block,  or  twice  the  number  of  movable  pulleys.)  The 
pressure  upon  the  hook  B  or  C  is  evidently  equal  to  P+W=P+ 
rf=(n+l)P. 

123.  When  the  same  string  does  not  go  round  all  the  jpullejrs, 
but  each  pulley  (Fig.  86)  has  a  separate  string  CFE,  HDF,  ABD, 
&C.,  going  round  it,  and  fastened  to  the  hooks  A^  H,  C,  &c.,  then 
the  relation  between  P  and  W  must  be  estimated  by  a  different 
method.  Thus  (since  the  string  CFE  goes  over  a  single  movable 
pulley)  by  Art  121,  P :  weight  sustained  by  pulley  F  : :  1 : 2; 
and  weight  sustained  by  F  :  weight  sustained  by  D  : :  1 : 2, 

weight  sustained  by  D  :  weight  sustained  by  B,  i.  e.  W  : :  1 : 2, 
.-.P  :  W::  1  :  2x2x2,  &c.,  ::  1  :  2",  or  W=2»P  (if  n  be  the 
number  of  movable  pulleys.)  In  this  system  of  pulleys,  the 
pressure  upon  the  hook  A  =iW=ix2*P=2*~'P  ;  upon  the  hook 
H  (=J  pressure  upon  A)  =Jx2*~T=2*~'P,  &c. ;  and  the  pres- 
sure upon  pulley  £=2P. 


B 


Fig.  87. 


124.  Hitherto  we  have  considered  the  strings  as  acting  paral- 
lel to  each  other ;  but  suppose  the  power  P  (Fig.  87,)  to  act  upon 
the  weight  W  by  a  string  going  over  the  movable  pulley  D  in 
an  oblique  direction  ;  then  produce  the  string  AF  to  E,  and  draw 
DP  at  right  angles  to  DE,  (D  being  the  center  of  the  pulley.) 
Let  FE  represent  the  magnitude  of  the  power  acting  in  the  di- 
rection EF,  which  resolve  into  ED,  DF  ;  then  ED  is  that  part  of 
it  which  is  efficacious  in  supporting  the  weight  W ;  and  since 
the  string  BD  supports  the  same  weight  as  the  string  AF,  the 
whole  weight  sustained  by  the  string  BFA  will  be  represented 
by  2DE ;  hence, 

P  :  W : :  EF  :  2DE  : :  rad.  :  2  cos.  DEF  ;  or, 

umber  of  strinsii)  were  combined  toother,  so  that  the  effect  (E)  produced  by  the 
fint  bbck  should  act  as  power  upon  the  second,  then  P :  E : :  1 :  m,  and  £  :  W : :  1 :  n  ; 
.•.?:W  ::  1  :  mw. 

14 
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the  power  u  to  the  vxight,  as  radiia  to  twice  the  cosine  of  the  tmgU 
of  tnclinatioH  of  the  direction  of  the  power  to  that  of  the  weight. 

125.  There  is  another  mode  of  combuung  ^  B8. 

pulleys  together,  which  we  have  not  yet 
noticed  ;  viz.  when  each  string  is  fixed  into 
the  weight,  as  in  Fig.  S8.     In  this  case,  sup- 

rsiog  there  is  an  equilibrium,  and  the  power 
acts  upon  a  string  going  freely  over  the 
pulley  A,  then  it  is  evident  that  the  pressure 
upon  that  pulley  will  be  equal  to  2P, .'.  the 
string  BA  supports  a  part  of  the  weight 
equal  to  2P.  For  the  same  reason,  since 
the  string  FBA  goes  freely  over  the  pulley 
B,  the  string  CD  supports  4P,  &c. ;  neace 
the  portions  of  weignt  supported  hy  the 
strings  AG,  BF,  CE,  &c.  are  P,  2P,  4P,  Ate. 
respectively,  and  consequently  W=P+2P+ 

4P 2"^'?  (where  ii=nnmber  of  strings 

attached  to  the  weight)  =  P(l+2+4  .... 
2— ')=P(2"-1),» 

.•.P:W::I  :  2"-I. 
The  pressure  npon  the  support  at  H  is  evi- 
dently equal  to 

P+W=P+(a"-  1)P=2-P. 


126.    EzAHFLBS. 

1.  A  weight  of  56  pounds  is  kept  in  equilibrio  by  a  power  of 
7  potmds,  by  means  of  a  system  of  pulleys,  in  which  the  same 
string  goes  round  every  pulley :  What  is  the  number  of  movA- 
ble  pulleys  T 

Let  n=tbe  number  of  strings  at  the  lower  block  of  palleys ; 
then,  by  Art  122,  P{7)  :  W(56)  : :  1  :  n=y  =8=twice  the  aum- 
ber  of  movable  pulleys,  .*.  the  ntimber  required  is  4. 

2.  In  the  system  of  pulleys  described  in  Art  123,  find  the  gen- 
eral relation  between  P,  W,  and  n. 

W 
In  this  system,  W=2"P, .-.  P=«i; 
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and  2"=-p , 

.*.  n .  log.  2=log.  W— log.  P, 

log.  W-log.  P 

or  n= J ;r • 

log.  2. 

From  which  it  appears,  that  if  any  two  of  the  three  quantitiei 

Vf  W,  and  n  be  given,  the  third  may  be  found. 

3.  Find  the  general  relation  between  P,  W,  and  n,  in  the  sys- 
tem of  pulleys  described  in  Art.  125 ;  and  also  the  number  of 
pulleys  necessary  for  a  power  of  3  pounds,  to  support  a  weight 
of  381  pounds. 

Here  W=P(2«-1), .-.  P==g^; 

W  W         W4-P 

also,  2--l=-J, .-.  2»=^+l=^!^; 

kence  itxlog.  2=log.  (W+P)-log.  P,  or  ^  J^-  ^^^^^"^^  ^. 

If  W=M1   ^nd  P-^  .  tliPn  ,,    log.384-log.8_2.1072ioV 
If  W-881,  and  P-3  ;  then  n j^^-j        =o.801080'"^- 

127.  Questions  on  thb  Principles  of  the  Pullet. 

1.  By  means  of  a  system  of  pulleys,  of  which  five  are  mova* 
ble,  and  in  which  the  same  string  goes  round  all  the  pulleys, 
what  power  will  be  necessary  to  sustain  a  weight  of  165  lbs  T 

Ans.  \6i  lbs. 

2.  A  weight  is  sustained  by  a  power  attached  to  a  rope  going 
over  one  movable  pulley,  (as  in  Fig.  87,)  the  direction  of  the 
rope  making  an  angle  of  60^  with  a  vertical  line  passing  through 
the  center  of  the  pulley :  What  is  the  relation  between  P  and 
W1  Ans.  P=W. 

3.  A  weight  of  240  lbs.  is  sustained  by  a  power  equivalent  to 
7}  lbs.  by  means  of  the  system  of  pulleys  described  in  Art.  123 : 
What  is  the  number  of  pulleys  7  Ans.  5  pulleys. 

4.  What  power  will  be  necessary  to  sustain  a  weight  of  2387 
lbs.  in  a  system  of  10  pulleys,  constructed  according  to  Fig.  88, 
where  the  strings  are  all  fastened  to  the  weight  T    Ans.  2^  lbs. 


CHAPTER  Vm. 

OF  THE  INCLINED  PLANE,  THE  SCREW,  AND  THE  WEDGE. 

128.  This  chapter  will  comprehend  the  three  remaining  me- 
chanical powers ;  viz.  Uie  Inclined  Plane^  the  ScreWf  and  the 


Fig.  89, 
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Wedge;  beginning  with  the  Inclined  Plane,  being  that  npcHl 
which  the  properties  of  the  Screw  more  immediately  depend. 

THE  INCUNED  PLANE- 
ISO.  In  the  inclined  plane,  an  equilibrium  is  produced,  when  the 
power  is  to  the  weight,  as  the  sine  of  the  inclinatimi  of  the  plane  is 
to  the  sine  of  the  angle,  which  tite  direction  of  the  power  makes  wittt 
a  perpendicular  to  the  plane,  at  the  point  where  the  weight  rests 
upon  it. 

Let  AC  (Pig.  8».)  be  an  in- 
clined plane,  whose  length  is 
AC,  height  AB,  and  base  BC  ; 
and  suppose  the  weight  W  to 
be  kept  in  eqiulibrio  by  any 
other  weight  (or  power)  P  act- 
ing freely  over  a  pulley  fixed  at 
D,  Draw*  WE  at  right  angles 
to  AC,  meeting  AB  (produced  if 
necessary)  in  E  ;  the  weight  \V 
may  be  considered  as  kept  at 
rest  by  three  forces,  viz.  the  ac- 
tion of  the  power  in  the  direc- 
tion WD,  its  own  weight  (or 
gravity)  in  direction  DE,  and 
the  reaction  of  the  plane  in  direction  EW  ;  .*.  (by  Art.  50,)  these 
three  forces  are  to  each  other  as  the  three  sides  of  the  triangle 
DWE,  in  the  directions  of  which  they  respectively  act.  Hence, 
P  :  W  : :  WD  :  DE  : :  sin.  WED  or  ACB  :  sin.  DWE. 
By  the  third  law  of  motion,  the  pressure  of  W  upon  the  plane 
must  be  equal  to  the  reaction  of  the  plane  upon  W  ;  if,  therefore, 
EW  represents  that  reaction,  WE  will  represent  the  pressure 
upon  the  plane  ;  hence, 

P :  press,  on  the  plane : :  WD :  WE ::  sin.  WED  or  ACB :  sin.  WDE ; 
W :  press,  on  the  plane : :  DE :  WE ::  sin.  DWE  :  ain.  WDE. 

130.  In  the  inclined  plane,  when  the  power  acts  paballei,  to  thb 
PLANE,  1,  The  power  is  to  i/te  weight  as  the  height  of  the  plane  to  its 
length  ;  2.  The  power  is  to  the  pressure  on  the  plane,  as  tlie  height 
of  lite  plane  to  its  base ;  3,  The  weight  is  to  the  pressure  on  the 
plane  as  the  length  of  the  plane  to  its  base. 

If  the  power  acts  parallel  to  the  plane,  then  WD  may  be  con- 
sidered as  coinciding  with  WA,  and  the  power,  the  weight,  and 
the  pressure,  will  be  respectively  represented  by  the  three  sides 
WA,  AE,  WE,  of  the  triangle  AWE  ;  hence, 

■  Thia  figure  u  )a  be  coiuiilcrcd  as  a  wcliaa  of  Uju  plane  pisaing  lhroiii;h  the  cen- 
Ur  ar  gTBviiy  at  the  wvighl ;  and  if  the  weight  bo  iioL  large,  that  center  of  gravity 
nu]^  be  CDdiidoted  u  placed  io  the  anj[ular  point  (W)  of  the  triuiglo  DWE. 
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? :  W  : :  WA  :  AE  : :  AB  :  AC  : :  height :  length. 

P :  press,  on  the  plane  : :  WA  :  WE  : :  AB  :  BC  : :  height :  base. 

W :  press,  on  the  plane  : :  AE  :  WE  : :  AC  :  BC  : :  length  :  base. 

131.  Iri  the  inclined  plane^  when  the  power  acts  parallel  to  the 
BASE  of  t/ie  plane,  1.  The  power  is  to  the  weight,  as  the  height  of  the 
plane  to  its  base  ;  2.  The  power  is  to  the  pressure  on  the  plane  as 
ike  height  of  the  plane  to  its  length :  3.  The  weight  is  to  thepreS' 
sure  on  the  plane,  as  the  base  of  the  plane  to  its  length. 

If  the  power  acts  parallel  to  the  base  of  the  plane,  (i.  e.  if  the 
weight  W  be  sustained  upon  the  plane  by  a  force  acting  in  the 
direction  pW,  and  pushing  horizontally  against  the  plane,)  then 
produce  pW  to  F  ;  and  when  there  is  an  equilibrium,  the  power, 
the  weignt,  and  the  pressure  will  be  respectively  represented  by 
the  three  sides  WF,  FE,  WE,  of  the  triangle  WFE  ;  therefore, 
P :  W  : :  WF  :  FE  : :  AB  :  BC  : :  height  :  base. 
P :  press,  on  the  plane  : :  WF  :  WE  : :  AB  :  AC  : :  height :  length. 
W :  press,  on  the  plane  : :  FE  :  WE  : :  BC  :  AC  : :  base  :  length. 

132.  The  least  power  will  be  required  to  raise  or  sustain  a  given 
weight  upon  a  given  inclined  plane,  when  the  direction  in  which  that 
power  acts  is  parallel  to  the  plane ;  and,  conversely,  the  greatest 
weight  will  also  be  raised  or  sustained  by  a  ^iven  pouoer  upon  a 
given  inclined  plane,  when  the  direction  in  which  the  power  acts  is 
parallel  to  the  plane. 

Let  a=angle  of  inclination  of  the  plane,  ^=angle  which  the 

direction  of  the  power  makes  with  a  perpendicular  to  the  plane 

at  the  point  where  the  weight  rests  upon  it ;  then,  by  Art.  129, 

Wxsin.  ct 
P :  W  : :  sin.  a  :  sin.  /3  ;  .%  P= — -. — -^- —     Suppose  W  and  sin.  a 

sm.  p 

to  be  given,  then  P  varies  as  -: — g»  and  will  consequently  be 

the  least  w^hen  sin.  13  is  the  greatest,  i.  e.  when  the  angle  DWE 

becomes  a  right  angle,  or  P  acts  parallel  to  the  plane. 

Pxsin  B 
Again,  W= — : — - — ;  if,  therefore,  P  and  sin.  a  be  given,  then 

sm.  a 

W  a  sin.  jS,  and  will  consequently  be  greatest  when  sin.  ^  is 

greatest. 

133.  The  pressure  on  a  given  inclined  plane,  with  a  given  power, 
it  greatest  when  the  potver  acts  parallel  to  the  base  of  the  plane. 

Let  7=WDE  ;  then,  by  Art.  129,  P  :  pressure  upon  the  plane 

.       1          Pxsin.  7 
::  sm.  a  :  sm.  y,  .'.pressure  upon  the  plane= — : ;  it  P  and 

sin.  a  be  given,  then  the  pressure  upon  the  plane  (x  sin.  y,  and 
will  consequently  be  greatest  when  sin.  /  is  greatest,  i.  e.  when 


no 
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WDE  becomes  a  right  angle,  or  the  power  acts  parallel  to  the 
base  of  the  plane.* 

134.  When  a  weight  W  is  sustained  by  another  weight  P  go- 
ing over  a  fixed  pulley  D,  (Fig.  90,)  since  the  angle  DWE  varies 
at  every  point  of  the  plane,  it  is  evident  that  there  is  but  one 
point  of  the  plane  where  a  given  power  will  sustain  a  given 
weight;  and  that  point  may  be  thus  determined.  Take  BG : 
BC  : :  P  :  W,  and  with  center  B  and  radius  BG,  describe  a  circu- 
lar arc  cutting  AC  in  F ;  join  BF,  and  draw  DKL  perpendicular 
to  BF,  or  to  BF  produced :  then  the  point  W,  where  DL  cuts 

D  Fig.  90.  D 


C      G   L 


AC,  will  be  the  point  required  ;  for  the  triangles  DWE,  BFC  be- 
ing similar,!  we  have 

WD  :  DE  : :  BF  or  BG  :  BC ; 
butP:  W::BG  :  BC, 

.-.  P  :  W  : :  WD  :  DE  ;  hence, 

by  Art.  129,  the  relation  between  the  sides  of  the  triangle  WDE 
is  such  as  to  give  the  position  W  when  there  is  an  equilibrium 
between  P  and  W. 

But  when  the  power  acts  parallel  to  the  plane  or  parallel  to 
the  base  of  the  plane,  the  ratio  of  P :  W  is  constant;];  through  every 
part  of  the  plane  ;  if  therefore  a  given  power  be  in  equilibrio 

*  In  this  case,  since  WE  is  greater  than  FE,  it  appears  that  the  pressure  is  ^p-eater 
Aian  W  ;  but  in  this  there  is  no  inconsistency,  for  it  is  evident  that  when  a  weight  is 
sastained  upon  an  inclined  plane  by  means  of  a  force  acting  in  direction  fiW,  part  of 
the  pressure  arises  from  the  power  as  well  as  from  the  weight,  and  Uicrefore  the  whole 
Dressurc  may  be  greater  than  the  weight. 

t  Draw  WE  at  right  angles  to  AC,  as  before,  then  AEW=ACB  ;  and  in  the 
right-angled  triangles  BKL,  DDL,  KLB  is  common,  .*.  KBL=KDB;  hence  CFB 
BsDWE,  and  consequently  the  triangle  CFB  is  similar  to  the  triangle  DWE. 

X  For  (in  one  case)  P  :  W  : :  height  of  the  plane  :  length  of  the  plane  ;  and  in 
the  other,  P  :  W  : :  height  of  plane  :  base  of  plane.    (Art.  130,  131.) 
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Fig.  91. 


with  a  given  weight  at  any  one  point  of  a  plane,  the  same  power 
would  also  be  in  equilibrio  with  the  weight,  when  placed  at  any 
other  point  of  that  plane.    We  now  proceed  to  give  a  few  ex 
amples  for  illustration. 

135.  Examples. 

1.  A  person  is  just  able  to  sustain  by  his  strength  a  weight  of 

200  pounds.    What  weight  would  he  be  able  to  sustain  on  an 

inclined  plane  whose  elevation  is  50^,  by  means  of  a  rope  going 

round  it,  and  fixed  to  the  top  of  the  plane  in  the  manner  repre* 

s^ted  in  the  annexed  figure  ? 

In  this    case,  (Fig.  91,)  the    power 
which  supports  the  weight  acts  parallel 
to  the  plane,  .'.by  Art.  130,  P  :  W  : : 
AB  :  AC  : :  sin.  ACB  (50^) :  radius  : : 

7660  :  10000,  or  W=^^^^;  this  is 

the  weight  supported  by  the  rope  PW A ; 
but  since  that  rope  is  fixed  at  A,  each 

Crt  PW,  WA,  of  that  rope  supports 
U*  the  weight ;  hence,  if  the  force  ^ 
exerted  by  the  rope  PWA=P,  the  force 
acting  in  the  direction  WP=iP ;  calling  that  force  (p,)  then^=iP, 
or  P=2p ;  substitute  this  for  P  and  we  have 

_-  2»x  10000  ,_   «^^x400000  ,^^  ,^     , 
W=  ^  ^^^^     =(if  j=200)-;y^^=522.19  pounds; 

if  therefore  a  person  by  his  natural  strength  is  able  to  lift  a  weight 
of  200  pounds,  acting  under  the  circumstances  here  represented, 
he  will  be  able  to  sustain  a  weight  of  522.19  pounds. 

2.  Upon  an  inclined  plane,  whose  length  is  20  feet,  and  eleva^ 

tion  30**,  a  weight  of  3  pounds  is  sustained  by  a  power  of  2 

pounds,  acting  over  a  pulley  fixed  at  the  distance  of  10  feet  from 

the  top  of  the  plane,  (in  the  manner  represented  in  Fig.  90 :)  It 

is  required  to  find  the  distance  of  W  from  the  top  of  the  plane, 

when  there  is  an  equilibrium. 

Since  AC=20  feet,  and  ACB=30°,  AB  (=sin.  30*^)  will  be 
equal  to  10  feet,  and  consequently  BC=v^(AC»-BA*)=v^300 
=17.32  feet;  constructing  the  figure,  therefore,  as  in  Art.  134, 

2x17  ^2 

we  have  BG  :  BC(17.32)  : :  P(2) :  W  (3),  .-.BG  or  BF==— !-— 
=11.55  feet;  hence,  in  the  triangle  BFC  we  have  BC=17.32, 

*  The  case  being  similar  to  that  of  a  weight  sapportcd  by  two  parallel  strings  go- 
ing over  a  pulley. 
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BF=11.55,  FCB=30^,  from  which  the  angles  FBC,  CPB  are 
found  to  be  respectively  18°  34'  and  131°  26' ;  but  the  triangle 
DWE  is  similar  to  the  triangle  BFC,  .•.WED=30<',  WDE=18^ 
34',  and  DWE=131°  26'. 

Again,  since  DWE  is  131^  26',  and  AWE  a  right  angle,  DWA 
must  be  41°  26' ;  hence,  in  the  triangle  DWA,  we  have  AD=10 
feet,  WDA=18°  34',  and  DWA=41°  26',  from  which  AW  is 
found  to  be  4.812  ftet,  which  gives  the  distance  of  W  from  the 
top  of  the  plane  when  P  is  in  equilibrio  with  W. 

3.  A  body  is  sustained  upon  an  inclined  plane,  first  by  a  power 
acting  parallel  to  the  plane,  and  afterward  by  a  power  acting 
parallel  to  the  base  of  the  plane.  Compare  the  pressures  upon 
the  plane  in  these  two  different  cases. 

By  Art.  130,  when  the  power  acts  parallel  to  the  plane, 
W :  press,  on  the  plane  (P) : :  length  :  base. 

By  Art.  131,  when  the  power  acts  parallel  to  the  base. 
Press,  on  the  plane  (p) :  W : :  length  (L) :  base  (B ;) .'. 
p:  P::  U:B^. 

Thus,  in  a  plane  whose  elevation  is  60°,  (and  whose  length  ii 
consequently  double*  of  its  base,)  it  makes  a  difference  of  4 : 1 
as  to  the  pressure  upon  the  plane,  whether  a  bodv  is  sustained 
upon  it  by  a  force  acting  parallel  to  the  plane,  or  by  one  acting 
parallel  to  the  base  of  the  plane. 

4.  Two  weights  P,  W,  resting  upon  the  inclined  planes  AC, 
AD,  (Fig.  92,)  whose  common  height  is  AB,  keep  each  other  in 
equilibrio  by  means  of  a  string  going  over  a  pulley  fixed  at  A. 
Compare  the  two  weights. 

Since  the  string  passes  freely  over 
the  pulley  at  A,  and  the  two  weights 
are  at  rest,  it  is  evident  that  the  ten- 
sion of  the  string  WAP  must  be  every- 
where the  same,  i.  e.  whatever  power 

is  exerted  at  A  to  sustain  W  on  the      

plane  AC,  the  same  is  exerted  at  that    c  B  D 

point  to  sustain  P  upon  the  plane  AD  ;  call  that  power  (p,)  then, 
since  the  power  in  each  case  may  be  considered  as  acting  pa- 
rallel to  the  plane,  we  have,  by  Art.  130. 

77 :  W  : :  AB :  AC,  and  P  :p : :  AD :  AB ; 
.'.  P  :  W  : :  AD :  AC  : :  plane  upon  which  P  rests  :  plane  upon 
which  AV  rests.  Hence,  two  weights  resting  on  two  inclined 
planes  which  meet,  (forming  a  ridge,)  will  balance  each  other, 
when  they  are  to  one  another  as  the  lengths  of  the  planes  on 
which  they  respectively  rest. 

*  In  Fig.  91,  if  ACB=60«>,  then  CAB=30o ;  .-.  BC=t  radiu8=t AC,  or  AC=2BC 


nj  Is  Supportfid  between  two  inclined  plam 
'Stions  :  Compare  the  pressure  upon  the  planes. 
Fig.  93. 


of  given 


•  I<et  NHL.  (Fig.  93,)  represent 
l^erpendicnlar  section  of  the  j^ 
My   passing   through    its   two 
mnts  of  contact  H.  L,  with  the 
nes;   and   from  those  points 
ivf  HF,  LF  at  right  angles  to 
IB  planes  DC,  AC  respectively. 
m  their  intersection  F,  draw 
perpendicular  to  the  horizon, 
let  it  represent  the  weight  of 
body.     Through  G  draw  GO  e  | 
aUel  to  LF ;  then  the  three  ^ 

des  of  the  triangle  GOF  will  be  in  the  direction  of  the  three 
■ces  which  keep  the  body  at  rest  upon  the  plane  AC,  viz.  GO 
Kn  represent  the  reaction  of  the  plane  AC ;  OF  the  reaction  of 
|b  plane  DC ;  and  FG  the  weight  of  the  body  ;  and  in  the  same 
anner  it  may  be  shown  that  the  three  sides  of  the  same  triangle 
ill  represent  the  three  forces  which  keep  the  body  at  rest  upon 
e  plane  DC.     Through  G  draw  MGK  parallel  to  the  horizon ; 
en  since  the  three  sides  of  the  triangle  GOF  are  perpendicular 
the  three  sides  of  the  triangle  MCK,  MCK  must  be  similar 
"GOF,  (see  note,  p.  55 ;)  and  aince  the  weight  of  the  body,  the 
essure  upon  the  plane  DC,  and  the  pressure  upon  the  plane 
iC,  are  respectively  represented  by  the  three  sides  FG,  FO,  OG 
the  triangle  GOF,  they  will  also  be  represented  by  the  three 
bs  MK,  MC,  CK,  of  the  triangle  MCK.     Hence, 
Pr.onDC:Pr.onAC::MC:CK 
: :  sin.  MKC  or  ACB :  sin.  CMK  or  DCE. 
.-.  Pr.  on  DC :  Pr.  on  AC : :  sin.  ACB :  sin.  DCE. 
ThoB  suppose  DCE^60%  ACB=30°,  then  pressure  on   DC: 

AC  : :  sin.  30°  :  sin.  60=  : :  J  :  — : :  1 :  V3.     Hence, 


nasare  ' 


weight  is  supported  between  two  inclined  planes,  the 
ires  on  the  planes  are  reciprocally  as  the  sines  of  the  angles 
ktion  of  the  planes. 


THE   BCREW. 

1S8.   T^c  screw  is  a  spiral  thread  or  groove,  winding  round  a 

ImdSirr,  so  as  to  cut  all  the  lines  drnum  on  its  surface  parallel  to 
ATM,  ai  the  same  angle.  The  spiral  may  be  either  on  the  convex 
the  concrtvf  surface  of  Ike  cylinaer,and  the  screw  is  denominated 

tordiigljli  the  external  or  the  internal  screw. 

'Ihe  distance  between  the  two  contiguous  threads  of  a  screw, 


J 


Ill  MATmAL  PHILOaOFBT. 

corresponds  to  the  height  of  an  inclinecl  plane,  and  the  circom'' 
ference  of  the  cylinder  corresponds  to  the  base  of  the  same 
plane;  hence  the  forces  necessary  to  produce  an  equlUbriuin  in 
the  screw,  are  the  same  as  in  the  inclined  plane.  Thus  let  the 
inclined  plane  ABC  (Fig.  94)  be  wrapped  round  a  cylinder, 

^(.94. 


linder.  tlWfc 


circumference  of  whose  base  is  equal  to  the  line  AB ;  then  the 
point  A  being  placed  on  A',  the  point  B  will  come  round  to  A', 
and  the  point  C  will  fall  on  C,  and  the  line  AC  will  trace  out 
the  thread  of  the  sprew  on  the  surface  of  the  cylinder  as  far  as 
C,  and  may  be  continued  in  the  same  manner.  By  Art.  131, 
when  the  power  acts  parallel  to  the  base  of  the  plane,  an  equi- 
librium is  produced  when  the  power  is  to  the  weight  as  the 
height  of  the  plane  to  its  base ;  or,  applied  to  the  screw,  an  equi- 
librium is  produced,  when  the  power  id  to  the  weight,  as  the 
distance  between  two  contiguous  threads  is  to  the  circumference 
of  the  base.  JH 

137.  Let  the  external  and  in-  FigM  ^| 
temal  screws  be  fitted  to  each 
other  in  the  mannpr  represented 
in  Fig.  95,  and  let  the  external 
screwbe  turned  round  by  a  power 
applied  to  the  lever  BC,  (acting 
parallel  to  the  base  of  the  cylin- 
der,} while  the  internal  screw  re- 
mains fixed;  then  it  is  evident, 
from  the  manner  in  which  the 
two  screws  act  upon  each  other, 
that  while  the  lever  BC  makes 
one  re  volution,  the  external  screw 
wUl  be  elevated  or  depressed 
through  one  of  the  spacer  ab,  be, 
according  to  the  direction  in 
which  it  is  turned.  When  the 
screw  is  depressed  it  drives  be- 
fore it  the  board  EF,  which  moves 

in  the  grooves  DE,  NF,  by  which  means  a  pressure  is  created 


Ll 
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ice  (S)  placed  between  that  board  and  the  fixed 


138.  Let  us  now  estimate  the  quantity  of  this  pressure,  by 
Snding  the  relation  which  it  bears  to  the  power  which  produces 
it     To  do  this,  it  will  be  neces9ar\-,  in  the  first  place,  to  consider 

,  the  force  which  would  be  generated  in  the  elevation  of  the  screw; 
I  which  force  may  be  estimated  by  showing  separately  what  part 
[  of  it  arises  from  the  action  of  the  e<pirals  of  the  screw  upon  each 
I  other,  and  what  from  the  aclion  of  the  lever.  As  the  machine 
tarns  round,  each  point  of  the  external  screw  acts  upon  the  cor- 
responding one  of  the  internal  screw,  with  a  force  analogous  to 
that  by  which  a  body  is  sustained  upon  an  inclined  plane  when 
the  power  acts  parallel  to  the  base  of  the  plane  ;•  the  whole 
farca  therefore  of  the  screw  will  be  of  the  same  kind,  and  (by 
Art.  131)  will  bear  to  the  weight  which  it  could  support,  the  ratio 
of  the  distance  between  two  spirals  to  the  circumference  of  the 
cylinder.  This  would  be  the  case,  supposing  the  force  to  act 
close  to  the  surface  of  the  cylinder  ;  when  it  acts  therefore  at 
the  extremity  of  the  lever  BC,  it  will  be  increased  in  the  pro- 
portion of  the  length  of  the  lever  to  the  radius  of  the  cylinder. 

139.  In  the  screw,  an  equilihrium  is  produced  wheti  ike  power  is 
h  (Ae  weight,  as  Ihe  distance  belu-een  two  contiguous  threads  is  to 
the  circumference  of  tlie  circle  described  by  one  rpvolulion  of  the 
power. 

Ivet  d=the  distance  between  two  ^}?-:.?P' 

iptraU  of  the  screw,  which  is  cut  ..'''"     jj  ""'■-., 

upon  ihe  cylinder  of  which  AFG         /  \, 

(Fig.  06)  is  the   section,  n -length      /  \ 

of  the  lever  (CB),  ir-3.Hir).  &c.,     ;'  T  \ 

then  the  circumference  (BDE)  of 
the  circle  described  by  Ihe  extremi- 
ty of  the  lever  =  3ir«.  Let  P  =  the 
power  acting  at  the  extremity  of 
the  lever ;  p  —  the  power  acting  at 
the  surface  of  the  cylinder,  W=the 
weight  which  is  kept  in  equilibrio  •— — .t — -- 

by  P,  then,  by  Art.  138. 

o :  W  : :  d :  circumference  AFG, 
P :;» : :  CA  :  CB  : :  circumf.  AFG  :  circumf.  BDE 


\, 


•.  P:  W  ::rf:  Circumf.  BDE=(2*a). 


TO 
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keoce,  if  any  three  of  the  four  quantitLes  W,  P,  a,  d,  he  gi^ 
the  fourth  may  be  found.* 

140.  We  have  thus  estimated  the  magnitude  of  the  weight 
''  vhich  might  be  sustained  by  a  given  power  applied  to  the  ele- 
Lvation  of  the  screw ;  but  this  machine  is  oftener  used  for  the 
r  purpose  of  creating  a  pressure  than  for  raising  a  weight ;  and  it 
I  If  evident,  that  whatever  force  is  exerted  by  the  screw  to  sua- 
tiun  a  weight  when  it  is  turned  in  one  direction,  wili  also  be  ex- 
erted to  create  a  pressure  downward,  when  it  is  turned  in  an 
opposite  direction.     Whether,  therefore,  the  screw  be  applied  to 
I  raising  a  weight,  or  creating  a  pressure,  the  power  necessary  to 
'  Spstain  the  weight  or  produce  the  pressure,  will  always  bear  to 
that  weight  or  pressure  the  ratio  of  the  distance  between  any 
!•  two  spirals  of  the  screw,  to  the  circumference  of  the     '    * 
vhich  the  power  desoribes. 


141.  Examples. 

1.  A  screw,  the  distance  between  whose  spirals  is  one  inch,  is 
[  turned  horizontally  by  a  lever  whose  length  is  2  feet,  reckoning 

from  the  axis  of  the  screw  :  What  weight  could  be  sustained  or 

pressure  produced  by  it,  when  a  power  of  30  pounds  acts  at  the 

extremity  of  the  lever  ? 

T,     .  ,.,     S*aP    2x3.1415x24x30 

By  Art.  139,  W=— j-= r =4523.76  pounds? 

i.  e.  a  power  of  30  pounds  applied  to  a  machine  of  this  kind 
would  be  suMcient  to  sustain  a  weight,  or  create  a  pressure, 
equivalent  to  about  4523  potmds,  or  somewhat  more  than  two 
tone. 

2.  A  person  who  could  just  lift  a  weight  of  60  pounds  found 
himself  able,  by  means  of  a  lever  3  feet  long,  acting  as  a  handle 
to  a  screw,  to  sustain  a  ton  weight :  What  was  the  distance 
between  the  spirals  of  the  screw  T 

„      .        ,         ,     2t«P    2x3.1415x3x60 

By  Art.  139,  d=-™^= --„ -r =.504  feet  =  about  6 

^  W  2240 

inches. 

3.  In  Fig.  97,  the  screw  AB,  which  is  turned  by  a  power  P 
acting  upon  the  handle  PQ.  turns  at  the  same  time  the  wheel  C, 


'(-£)« 


tbcktigth  of  iltelei 


IhicknciB  of  Iho  cylinder  upon  which 
.  when  W  IB  given,  Pa.-;  i.  c.  th«  power  Deceaiaij  to  HUlwn  ( 
ilinctif  ne  tbo  distance  bclwcea  tk«  tpinli,  and  iajtmeij  U 
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in  tmch  a  manner  as  to  cause  it  to  draw  np  the  weight  W,  by  a 
rope  wound  round  the  axle  D  :  This  is  called  the  endless  screw, 
and  it  is  required  to  find  the  ratio  of  P :  W. 

Supposing  all  the  parts  of  this  machine  to  be  nicely  adjusted, 
it  is  a  very  powerful  one  ;  inasmuch  as  it  combines  the  energy 
of  the  screw  with  the  multiplying  power  of  the  wheel  and  axle. 


Rg.  97. 


To  estimate  the  effect,  therefore,  let  PQ=a,  the  distance  between 
I  two  spirals  of  the  screw=rf,  radius  of  the  wheel=R,  radius  of 
I  tbe8»e=r,  *=S.14169,  and  Q=the  force  exerted  by  the  screw 


I  Ifoa  the  wheel ;  then,  by  Art.  139,  P 
and,  by  Art.  113.  Q 


W:: 


:2rn, 


W::rfr:2«(iR. 


Hence  P  = 


2*aB' 


^=4  ioches,  R=18  inches,  and  P=30  pounds,  then  W= 


=12  inches, 
_40T15 
4 

ponndt  =4,54  tons ;  so  that,  by  means  of  this  machine,  a  power 
of  30  pounds  would  be  sufficient  to  keep  in  equilibrio  a  weight 
of  about  4  J  tons. 

Its,   QuBSnONS   ON   THE   PrINCIPLEB    op    the    IiTCLINIID    PlANB    iXD 

Screw. 

1.  If  B  man  can  draw  a  weight  of  125  pounds  up  the  side  of 

a  perpendicular  wall,  20  feet  high,  what  weight  will  he  be  able 

b  raiae  along  a  smooth  plank  44  feet  long,  laid  sloping  from  the 

till  oif  the  wall  7  Aji*.  275  pounds. 

X  Suppose  that  a  horse  is  able  to  draw  a  weight  of  440 

is  OQt  of  a  well,  (by  a  rope  passing  over  a  fixed  pulley. 

k  allvWi  the  horse  to  draw  in  a  horizontal  direction ;)  what 


J 
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weight  will  the  same  animal  draw  up  a  railway  having  a  slope 
of  five  degreea,  no  allowance  being  made  for  friction  ? 

Aiis.  5048,5  pounds. 

3.  A  lever  five  feet  long  is  fixed  at  right  angles  in  a  screw 
I  _whose  threads  are  one  inch  asunder,  so  that  the  lever  turns  just 
^'onee  round  in  raising  or  depressing  the  screw  one  inch.  If  then 
[•this  lever  be  urged  by  a  force  of  65  pounds,  with  ^vhat  Ufttx 

rill  the  screw  press  1  Aits.  24504.35  pound*. 

4.  A  shipwright  wishing  lo  haul  a  ship  upon  the  stocks,  en^ 
[ployed  a  machine,  combining  the  lever,  the  screw,  the  whoel 

Bad  axle,  the  pulley,  and  the  inclined  plane,  as  represented  in 
Fig.  9S. 


fig.  96. 


The  handle  of  the  winch  BC  =18  inches. 

The  distance  of  the  threads  on  CD— 1  inch. 
The  radius  of  the  wheel  ED  =2  feet. 

The  radius  of  the  axle  EP  =G  inches. 

G  is  a  fixed,  and  H  a  movable  pul- 
ley, the  number  of  strings  being  ^4, 
Inclination  of  the  plane  ^=30°. 

Allowing  a  man  to  turn  on  the  handle  at  B,  with  a  force 
to  100  pounds,  how  much  force  could  he  exert  on  the  ship 
Atts.  361911. lOS pounds,  or  more  tlian  I6U 


I 


143.  All  those  instruments  which  are  used  for  the  separation 
of  the  parts  of  bodies,  such  as  knives,  axes,  coulters,  and  chisels, 
come  under  the  general  denomination  of  the  wedge  ;  but  these 
instruments  are  made  of  such  variety  of  shapes,  and  forces  are 
applied  to  them  in  such  various  ways,  that  of  all  the  mechanical 
powers,  the  wedge  is  that  whose  properties  are  least  capable  of 
being  brought  to  mathematical  calculation.  In  the  particular 
case  where  the  wedge  is  of  the  form  of  a  triangular  prism,  and 
the  resistance  upon  its  sides  can  be  considered  as  forces  acting 
in  given  directions,  the  relation  between  those  resistances  and 


Fig.  99. 


-the  power  which  counteracts  them,  may  be  estimated  in  the  fol- 
lowing manner. 

144.  In  the  medge,  an  equilih-ium  is  produced  when  ihatpartof 
Iht  power,  which,  when  resoleed,  acts  perpendicularly  to  the  back  of 
■  Ike  Wtdge,  is  equal  to  the  su/n  of  those  parts  of  the  resistances  which 
alto  act  perpendicularly  to  the  hfick  ;  these  resistances  being  to  each 
ather  inverKltf  as  Iheir  respective  distances  from  the  line  of  direc- 
tion m  tvhich  the  resultant  of  the  power  acts. 

Let  ABC  (Fig.  99)  represent  a 
■ection  of  the  wedge  perpendicular 
to  the  axis  of  the  prism,  and  sup- 
pose its  sides  AC,  BC,  to  be  per- 
fectly smooth.  Let  a  power  P, 
whose  magnitude  and  direction  is 
represented  by  ah,  act  upon  AB, 
the  back  of  the  wedge,  and  let  it 
be  counteracted  by  two  resistances 
R,  R',  (which  arc  represented  in 
quantity  ^nd  direction  by  the  lines 

it,  it,)  acting  upon  the  sides  AC,  BC.  Resolve  ab  into  aa  per- 
pendicular, and  be  parallel  to  the  back  of  the  wedge,  and  let  de 
also  be  resolved  into  (//"perpendicular  and  e/" parallel  to  the  side 
AC ;  and  since  the  side  AC  is  perfectly  smooth,  df  only  is  eSec- 
tual  to  stop  the  progress  of  the  wedge;  resolve  d/"  again  into  i^ 
parallel,  and  ^perpendicular  to  the  back  of  the  wedge,  then_/g- 
IB  the  only  part  of  the  resistance  R  which  is  directly  opposed  to 
that  part  of  the  power  ^viz.  iic)  which  acts  perpendicularly  to 
the  back  of  the  wedge.  Let  the  resistance  R'  be  resolved  in  the 
same  manner,  and  let  mn  be  that  part  of  it  which  is  directly  op- 
posed to  ac ;  then,  supposing  every  part  of  the  wedge  to  be  per- 
lectly  hard  and  inflexible,  it  is  e%-ident  that  in  the  case  of  an 
tqnifibrium  between  P  and  R-l-R',  ac=fg-\-mn. 

But  in  ascertaining  this  relation  between  P  and  R+R'  when 
tiiey  are  in  equilibrio,  it  should  be  recollected  that  the  point  c 
eannot  be  arbitrarily  assumed;  for  there  evidently  will  be  s 


tendency  to  viimtonj  or  rotary  motion, 
WtlesB  the  two  resistances  balance 
ftemaelves  about  that  point.  To  de- 
termine the  point  c  so  that  this  ten- 
dency to  vibratory  motion  shall  be 
rivented,  produce  gf,  nm,  (Fig.  100,) 
k  and  o,  then  it  is  evident  that  the 
teeiKtances  fg,  mn  will  only  balance 
ttiemselves  about  c,  when,  according 
to  Theorem  II,  of  parallel  motion, 
(Art.  80,)  fg  '.  mn  ::  co:  ck\  that  is, 
when  tbe  ecective  parts  of  the  resist- 


F%.  100. 
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ancea  are  to  each  other  inversely  as  their  respective  distanow 
from  the  line  of  direction  in  which  the  resultant  of  the  power 
acts. 

145.  But  for  the  purpose  of  computing  the  actual  power  of  the 
wedge  in  particular  cases,  we  must  find  an  expression  for  the 
power  in  known  terms,  arising  from  the  shape  of  the  wedge,  and 
the  conditions  of  the  resistances.  Therefore  produce  dg  to  A, 
(Fig.  99,)  and  let  a  perpendicular  CD,  be  drawn  from  the-verti- 
cal  angle  to  the  back  of  the  wedge.  Let  tn,  /3  denote  the  t^vo 
vertical  angles,  ^r  the  angle  made  by  the  power  with  the  back 
of  the  wedge,  and  f  and  {'  the  respective  angles  made  by  the  re- 
fiistances  R,  R'  with  the  sides.  Then,  since  in  the  right-angled 
triangles  d/h,  CAD,  the  alternate  angles  dlif,  CAD,  are  eqoaJ* 
the  angle  ^(^  must  be  equal  to  the  angle  ACD  (a.)  Now 
de(R)  :  dj: :  rad. :  sin.  def,  or  ain.  {, 
and  dfijg : :  rad. :  sin.  fag,  or  sin.  a, 

_,    _       —^1                                        Rxsin.  fxsin.  (c 
.*.  R:_/g-::raa.l'  :sm.  fxsm,  a,  or/g=- 


For  tbe  same  reason. 


rad.  I' 
_R'X8in.  j'x 


rad.  I' 


Again,  fli(P)  :ac::  rad. : sin.  »,  .■. ac= --^. 

But  when  there  is  an  equilibrium,  ac=fg-\-mn ;  hence 

Pxsin.  *    R  xsin.  g  xsin.  n+R'  xsjn.  ^  xajn., 
rad.     ~ 


rad.l" 

p_R  Xsin.  f  xsin.  a+K'  xsin.  f"  xsin.  0 
rad.  xsin.  «■  ' 


This  formula  enables  us  to  compute  the  power  of  a  wedgS) 
(or  its  ratio  to  the  weight,)  when  we  have  given  the  angles  made 
by  a  perpendicular  drawn  from  the  vertical  angle  to  the  back 
of  the  wedge,  and  likewise  the  angles  at  which  the  power  uitl 
resistances  respectively  act,  whatever  these  angles  may  be:  but 
when  (as  is  frequently  the  case)  the  power  acts  perpendicularly 
to  the  back,  and  the  resistances  perpendicularly  to  the  sides,  thfl 
formula  becomes  much  simpler.  For  then,  sin.  «-,  sin.  {,  and 
Bin.  f',  each  becomes  equal  to  radius,  and  the  general  formula 
becomes  P— Rxsin.  a+R'xsin. /3. 

146.  In  the  particular  case  when  the  directions  of  the  power 
and  resistances  meet  in  the  same  point,  as  in  Fig.  101,  the  power 
is  to  the  weight  as  the  back  of  the  wedge  to  the  turn  of  the  tides  ; 
for  then  jt  is  evident,  that  this  equilibrium  is  produced  under 
the  same  circumstances  as  that  of  a  body  kept  at  rest  by  three 
forces  whose  directions  meet  in  that  point;  bat  (by  Art.  &7> 
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tbofie  tliree  forces  would  be  to  each 
other  as  the  three  sides  of  a  triangle 
perpendicular  to  their  respective  direc- 
tions ;  P,  H  and  R',  will  therefore  be  to 
each  other  as  the  three  sides  of  the  tri- 
angle ABC ;  i.  e. 

P:R::AB:AC;  P:R'::AB:BC 

.••  P :  R+R' : :  AB :  AC+BC* 

If  th^  wedge  is  isosceleSt  and  two 
equal  resistances  act  perpendiculariy  to 
the  sides,  while  the  power  acts  peipen- 
dicularly  to  the  back,  then  P :  \r : :  fAB :  AC ; 
For,P:(2R}W::AB:2A0 

.•.P:W::iAB:AC;  that  is, 

If  the  wedge  is  isosceles^  the  power  is  to  Ae  weight  <u  ialf  iJm 
lack  of  the  wedge  u  to  one  of  its  sides. 

Hence,  the  tninner  the  wedge,  that  is,  the  longer  the  sides  of 
the  wedge  in  proportion  to  its  thickness,  the  greater  is  its  power 
of  overcoming  resistance,  with  a  given  blow ;  a  weU  known 
property  of  sharp  instruments,  which  are  referred  to  the  wedge. 

147.  KxAimjM, 

1.  A  wedge,  whose  sides  are  perfectly  polished  planes,  ii 
driven  into  the  trunk  of  a  tree,  until  that  part  of  the  pressure  on 
each  side,  which  acts  perpendicularly  to  the  back,  is  1500  pounds : 
What  force  must  be  applied  at  the  back  to  prevent  its  recoil  7 

Here  P=R-|-R'=2R=3000  pounds. 

2.  Two  equal  resistances  (R,  R')  acting  at  angles  of  60^  and 
80^  upon  the  sides  of  a  perfectly  smooth  wedge,  are  kept  in  equi- 
librio  by  a  power  acting  perpendicularly  to  its  back  ;  the  angle 
Wfaieh  a  perpendicular  (from  the  vertical  angle  of  the  wedge  to 
the  back)  makes  with  the  side  upon  which  R  acts  is  45^,  and  with 
that  upon  which  R'  acts  SO"* :  Required  the  ratio  of  P :  R+R' 

This  is  a  case  of  Art  145,  where  R'^R,  sin^  «'=rad.=:l9 
.*•  P=R  (sin.  ;xsin.  a+sio- 1  xsin*  fi ;)  but, 

an.  f=sin.  60°= 


^/3 


iia.  a=8in.  45°= 


3 
1 


•  ••  '■=«(^2+«-) 


>/2 
ifaL{'=8in.30°=    \ 
•    j3=8in.80°=    \ 


_R(>/6+l) 


;  hence 


P:R::  ^/6+l : 4,  and  P:2R::  V6+1 :8. 


•  Algvhn,  Alt  dSa 
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148.  QuEarioNS  on  the  PBnicipua  of  tbb  Wedoe. 


1.  An  isosceles  wedge,  whose  acute  angle  was  5°,  was  i 
Eertcd  in  a  cleft  of  a  rock.     The  press,ure  exeried  perpendicu- 
larly on  each  side  was  equal  lo  6500  pounds ;  What  I'orce  ap- 
plied at  the  back  of  the  wedge  would  overcome  the  resistance  T 

Arts.  i)67.33  poundi. 

2.  In  a  wedge  of  the  form  of  a  triangular  prism,  the  power 
and  resistances  act  perpendicularly  to  the  back.  The  pressures 
upon  the  two  sides  of  the  wedge,  « hose  lengths  are  5  and  7 
inches,  are  estimated  at  950  and  300  pounds  respectively,  acting 
at  the  center  of  each  side.  The  length  of  the  back  of  the  wedge 
is  5  inches :  What  power  must  be  exerted  perpendicularly  to  the 
back  of  the  wedge,  to  produce  an  equilibrium  ? 

Ans.  P~\Z50  pounds. 

3.  A  force  of  1600  pounds,  acting  at  an  angle  of  75°  upon  the 
back  of  a  wedge,  is  just  sufficient  to  balance  two  resistances, 
which  are  to  one  another  as  5  :  7,  and  whose  directions  make  an- 
gles with  their  respective  sides  of  80°  and  40°.  The  angle 
which  a  perpendicular  from  the  vertical  angle  upon  the  back, 
makes  with  the  side,  upon  which  is  exerted  the  greater  resistance, 
is  10",  and  that  which  it  makes  with  the  other  side  is  4° :  What 
is  the  amount  of  the  resistances?  Ans.  IGiSJ.lQ poundt. 

Gembbal  Princifle,  applicable  to  all  the  Mechanical  Powerh. 
149.  The  most  simple  view  which  can  be  taken  of  the  me- 
chanical powers,  is  by  a  comparison  of  the  respective  velocitieb 
OF  THE  rowER  AND  THE  WEIGHT.     In  ofdep  clearly  to  understand 
this  subject,  it  must  be  recollected, 

That  tm  et/uilibrivm  implies  the  action  of  opposite  and  equal 

FORCES ; 

Thai  the  measure  of  a  force  is  its  momentum,  and,  consegiiently, 
that  in  an  equilibrium,  the  momenta  on  the  opposite  sides  are  equal; 

That  momentum  is  compounded  of  the  quaxUity  of  matter  atid 
velocity  ;  and  hence,  that  a  small  body  may  have  as  much  mo- 
mentum as  a  large  one,  if  it  moves  over  as  much  greater  space  in 
the  same  time,  as  its  quantity  of  matter  is  less. 

Now  let  us  apply  the  foregoing  principles  to  the  mechanical 
powers. 

When  the  power  and  weight  are  in  equilibrio,  one  has  just  as 
much  momentum  as  the  other  ;  and  therefore  the  product  of  the 
weight  into  lis  velocity,  equals  the  product  of  the  power  into  its 
velocity  ;  and  it  will  be  seen  by  reviewing  the  several  mechani- 
cal powers,  that  in  the  theorem  by  which  the  law  of  equilibrium 
is  in  each  case  enunciated,  the  line  into  which  the  power  or  the 
weight  is  multiplied,  is  proportional  to  the  space  over  wlUch  it 
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moves  in  a  given  time,  and  therefore  (by  Art.  12)  is  the  measure 
of  its  velocity.  This  doctrine  will  be  clearly  comprehended  by 
reviewing  each  of  the  mechanical  powers  separately.* 

150.  Suppose  P  and  W  (Fig.  ^^  IW'. 

101',)  to  vibrate  in  equilibrium  on 
the  end  of  a  straight  lever ^  PC  W : 
they  will  describe  similar  arcs 
I^,  Wii?,  which  will  be  the  mea- 
sures of  their  respective  veloci- 
ties ;  or,  V  :  w  : :  Pp  :  Wio  : :  PC  : 
WC::  W:P,  .-.VrwiiWiP. 

In  the  wheel  and  axle^  while  the  power  descends  through  a 
roace  equal  to  the  circumference  of  the  wheel,  the  weight  ascends 
trough  a  space  equal  to  the  circumference  of  the  axle,  .*.  the 
Telocity  of  the  power  :  the  veloci^  of  the  weight : :  the  circum- 
ference of  the  wheel  :  the  circumference  of  the  axle  : :  radius  of 
the  wheel :  radius  of  the  axle  : :  W  :  P. 

In  the  single  fixed  pulley  f  the  power  and  weight  move  through 
equal  spaces  in  the  same  time,  .'.the  velocity  of  the  power  is 
equal  to  the  velocity  of  the  weight ;  and  in  this  machine  P^W, 
.•.velocity  of  power  :  velocity  of  weight : :  W  :  P. 

In  the  system  of  n  pulleys,  (Fig.  86,)  while  the  power  descends 
through  any  space  (x,)  each  of  the  strings  belonging  to  the  block 
of  pulleys  to  which  the  weight  is  appended  is  shortened  by  4^9  •*• 
the  weight  ascends  through  a  space  equal  to  ix  in  the  same  time 
that  P  descends  through  the  space  x  ;  hence  the  velocity  of  the 
power :  the  velocity  of  the  weight ::  a: :  -7 : :  n :  1  : :  W :  P. 

In  the  system  of  pulleys  (Fig.  86,)  while  P  descends  through 
any  space  (x,)  the  pulley  F  is  raised  through  a  space=fr ;  the 
pdley  D  through  a  space =ixla?=jx;  the  pulley  B  through  a 
8pace=ix>a:=}x;  hence  (if  n=the  number  of  pulleys)  velocity 
of  P:  velochy  of  W : :  x :  (i);^x  : :  2" :  1  : :  W :  P. 


Fig.  102. 


Let  ABC  (Fig.  102,)  be  an  inclined  planCf 
up  which  the  weight  W  is  drawn  by  a  pow- 
er P  acting  over  a  pulley  at  A,  then  P  :  W 
::  AB :  AC.  Draw  Vfb  parallel  to  CB,  and 
A  parallel  to  AB ;  then  while  P  descends 
through  a  space  equal  to  Wa,  W  ascends 
upon  the  plane  through  the  same  space ;  but  _ 
the  space  actually  described  by  W  in  this^ 
time  in  the  direction  of  gravity,  is  ba ;  .*.  (when  the  velocity  of 


*  In  eBtimating  the  increase  of  the  power  neceoBary  to  pat  the  machine  in  motioa, 
the  friction  of  its  different  parts  shoold  be  taken  into  the  account  If  0= the  som 
if  the  impediments  arising  fnun  friction,  and  P=the  power  which  woiud  keep  tba 
W«|ht  ( w)  in  eqnilibrio,  then  it  is  evident,  that,  before  the  machine  can  be  pot  ia- 
■Mwi,  tht  power  actually  empbyed  moft  exceed  F-f^  ^ 
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the  power  and  weight  are  estimated  in  tlie  direction  in  vlii<!b: 
they  respectively  act) 

velocity  of  P  :  velocity  of  W  : :  Wa  :  n6  : :  AC  :  AB  : :  W  :  P. 

In  the  screw,  while  P  describes  the  circumference  of  a  circle 
whose  radius  is  BC,  (Fig.  9C,)  the  weight  is  elevated  or  depressed 
through  a  space  equal  to  the  distance  between  two  contiguous 
spirals  (d,).:the  velocity  of  P:the  velocity  of  W ::  circumfe- 
rence (DBE,) :  <i : :  W :  P. 

Finally,  in  the  wedge,  the  power  of  overcoming  the  resistance 
is  proportioned  (Art.  146)  to  the  acuteness  of  the  wedge  ;  and 
the  distance  to  which  the  parts  are  separated,  that  is,  the  space 
over  which  the  weight  moves,  when  compared  with  the  space 
through  which  the  power  (namely,  the  wedge  itself  in  the  direc- 
tion of  the  power)  moves,  is  constantly  diminished  as  the  acute- 
ness of  the  wedge  is  increased. 

In  the  same  manner  we  might  trace  this  relation  between  the 
Velocity  of  the  power  and  the  velocity  of  the  weight,  in  machines 
where  the  power  and  weight  act  obliquely  to  each  other ;  but  as 
the  operation  then  becomes  somewhat  more  intricate,  and  as 
what  has  been  already  shown  is  suiRcient  to  illustrate  the  truth 
of  our  proposition,  it  seems  unnecessary  to  pursue  the  investigation 
any  further. 

THB   BOFB   MACBtNB. 

151.  If  a  body  fixed  to  two  or  more  ropes,  is  sustained  by  pot 
which  act  by  means  of  those  ropes,  this  assemblage  is  called  the 
nicular  or  Rope  Machine. 

1 52.  A  giuen  weight  is  in  equilihrio  with  two  given  powers,  t 
are  equal  to  one  another,  and  which  pass  over  pulleys  situated  i 
the  same  horizontal  line,  when  either  power  u  to  the  weight  as  the 
tine  of  the  angle  formed  by  the  directions  of  the  power  and  tht 
weiglu,  is  to  the  stne  of  the  angle  formed  by  the  directions  of  (*■" 
two  powers. 

Let  A  and  B  (Fig.  103,)  be 
two  pulleys  fixed  at  a  given  dis- 
tance from  each  other  in  the 
saiae  horizontal  line,  and  sup- 
pose a  cord,  PAWBP',  to  pass 
over  them,  at  the  extremities  of 
which  are  suspended  the  two 
equal  weights  P,  P' ;  these  two 
weights  being  kept  in  equilibrio 
by  a  third  weight  W.*  Draw  * 
AE  parallel  lo  CB,  and  produce 
WC  to  meet  it  in  E  ;  then  the  three  sides  CA,  AE,  EC,  of  the  tri- 

*  In  thi*  nai  (ha  foUowing  iirliclei  we  aappoae  [he  cards  to  be  wlthaut  wi 
Mid  pcrfoctlf  inexteiuibit ;  and  the  pulleys  to  be  no  (mall,  oad  bo  niijualed,  ' 
MOtot  of  gTBTit;  of  P,  F',  W,  dM.  nw;  dl  lie  I     ' 


Fig.  103. 


tedi^^ 

(he 
lh6 

1 


lwimM. 
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angle  ACE,  will  represent  the  quantity  and  direction  of  the  three 
forces  by  which  the  weight  W  is  kept  at  rest ;  for  these  three 
forces  are,  1st,  the  tension  produced  by  P  in  direction  CA ;  2dly^ 
the  tension  produced  by  P'  in  direction  GB  or  AE ;  and  3dlyv 
its  own  gravity  in  the  direction  EG ;  and  since  F=P,  AE  or  GB 
most  be  equal  to  AC.    Hence 

For  F:W::ACor  GB :  EG  : :  sin.  AEG :  sin.  AGB. 

153.  Join  AB ;  then,  since  AB  is  parallel  and  GE  perpendicular 
to  the  horizon,  the  angles  at  D  are  right  angles,  and  since  ACE  and 
AGB  are  isosceles  triangles,  the  lines  AB,  GE,  bisect  each  other 
in  D.     Hence  EC=2GD,  and  P :  W : :  AC :  (EG  or)  2CD ; 
.•.2P :  W :: 2AG  :2GD ::  AC  : GD,and4P«  :  W«  ::  AC«  :GD« ;  also 

4P«_W»  :  W  ::  AC»— CD*  (AD*)  :  CD*   .%  CD»=-J£^i^l 

WxAD 
or  CD=-7=  ^    „,f ;  which  gives  the  position  of  W  when  the 
V4P*— W" 

equilibrium  takes  place,  for  P,  W,  and  AD  (MB)  are  known 

qiiantities. 

Cor.  1.  If  P=iW,  or  2P=W,  then  4P«=W«,  and  4P"-W 
=0;  if  W  be  greater  than  2P,  then  4P— W  is  negative  ;  in  the 
fonner  case,  therefore,  the  value  of  CD  becomes  infinite,  and  in 
the  latter  impossible ;  which  shows  that  if  W  be  equal  to  or 
greater  than  2P,  no  equilibrium  can  take  place. 

Cor.  2,  If  W  and  AD  be  given,  CD  will  v€try  inversely  as 

^4P*— W;   and  if  P  be  indefinitely  incre£used,  W  may  be 

neglected,  and  CD  will  vary  inversely,  as  ^/  4P*=2P ;  that  is, 
CD  will  diminish  as  the  sum  of  the  forces  is  increased,  but  can 
never  become  nothing  until  the  sum  of  the  forces  becomes  infi- 
nite. Suppose,  for  example,  the  line  AGB  to  be  a  rope  whose 
weight  is  equal  to  W ;  then  it  would  require  an  infinite  force  to 
draw  it  into  a  straight  line^  by  powers  applied  at  its  extremities. 


CHAPTER  DL 

OP  THE  MOTION  OF  BODIES  UPON  INCLINED  PLANES ;  AND  THE 

DOCTRINE  OF  THE  PENDULUM. 

154.  In  the  second  chapter  we  investigated  the  relation  which 
takes  place  between  the  space  described,  the  velocity  acquired, 
and  the  time  of  its  motion,  when  a  body  ascends  or  descends 
perpendicularly  near  the  earth's  surface.  The  object  of  this 
chapter  is,  to  ascertain  that  relation  when  the  bodies  ascend  of 
descend  upon  planes  inclined  to  the  horizon. 
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MOnON  OK  INCLINED   PLANES. 

154.  In  Art  130,  it  was  shown,  that  if  a 
weight  W  be  sustained  upon  an  inclined 
plane  AC,  (Fig.  104,)  by  another  weight  W 
acting  upon  it  in  a  different  direction  parallel 
to  the  plane,  then  W  :  W  : :  AB  :  AC.  Sup-^/ 
pose  now  the  string  WAW'  to  be  cut  in  two, 
then  it  is  evident  that  the  weight  W  would 
descend  down  the  plane  with  a  force  which 
bears  to  its  own  weight  the  ratio  of  AB  :  AC ;  ^ 
and  since  (by  Art.  134)  this  force  is  constant  through  every  part 
of  the  plane,  the  body  thus  descending  may  be  considered  as 
acted  upon  in  everv  point  of  its  descent  by  a  constant  force, 
which  bears  to  the  iorce  of  gravity  the  given  ratio  of  the  height 
of  the  plane  H  to  the  length  of  the  plane  L ;  call  this  force 
F,  and  let  the  force  of  gravity  be  represented  by  unity,  then 

F :  1 : :  H :  L,  and  F=j-;*  i.  e.  the  force  which  accelerates  the 

motion  of  a  body  down  an  inclined  plane  is  such  a  part  of  the 

force  of  gravity  as  may  be  represented  by  the  fraction  .-;  this 

force,  therefore,  differs  not  from  the  force  of  gravity  in  kind,  but 
in  degree ;  the  effects  produced  by  it  must  consequently  be  analo- 
gous to  the  effects  produced  by  gravity. 

156.  In  order  to  estimate  these  effects,  we  have  only  to  con- 
sider, that  if  a  body  be  acted  upon  by  different  constant  forces  for 
the  same  time,  the  velocity  generated  will  evidently  be  propor- 
tional to  the  intensity  of  those  forces ;  and  that  if  it  be  acted 
upon  by  the  same  force  for  different  times,  the  velocity  will  be 
proportional  to  the  time  for  which  the  forces  act ;  from  which  it 
follows,  that  if  a  body  be  acted  upon  by  different  constant  forces 
for  different  times,  the  whole  velocity  generated  will  be  as  the 
force  and  time  conjointly.f  Suppose  now  that  the  force  of 
gravity  is  represented  by  unity,  that  m=l6j\  feet,  and  that  V= 
the  velocity  acquired  in  the  tinn.e  T  while  a  body  describes  the 
space  S  acted  upon  by  some  other  constant  force  F,  then,  from 
what  has  just  been  shown,  V  :  the  velocity  acquired  by  gravity 

in  l"=2m  (Art.  34)  : :  FxT  :  1x1,  /.  V=2mFT,  and  T=— =. 

Again, since  VxFxT,  TxVmust  varj-asFxT* ;+  butSxTxV 
(Art.  29,)  .-.  S  X  FxT^ ;  hence  S  :  the  space  described  by  gravity 

sin.  ACB 
•  Since  F :  1 : :  AB  :  AC  : :  sin.  ACB  :  rad.,  /.  F= -^ — a  sin-  ACB ;  therefore, 

the  force  which  accelerates  a  body  down  an  inclined  plane  varies  as  the  sine  of  tb* 
angle  of  the  plane's  elevation, 
t  Algcbrm,  420.  X  Algebra,  413. 
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kl"(m) ::  PxT»  :lxlS  .•.S=mFTS  and  1"=/-^)  .    Lastly, 

smce  VxFxT,  V«  must  vary  as  FxTxV,  or  as  FxS,»  .-.  V«  : 
square  of  the  velocity  acquired  by  gravity  in  1"  (4m* ) : :  F  xS :  1  x 
space  described  by  gravity  in  1" : :  F  xS :  1  x m ;  hence  V*  =4wiFS, 

V* 

V=2v'otFS,  and  S= j^- 

157.  Let  us  now  apply  these  expressions  to  the  case  before  us, 
I  e.  let  a  body  descend  down  an  inclined  plane  whose  height  is 

(H)  and  length  (L ;)  then  F=-j-  (Art.  155  ;)  and  if  the  body  de- 
scends from  rest. 

Space  (S)  described  in  time  T=S  x»iT»,  and  T=(^\  • 
Velocity  (V)  acquired  in  time  T=^x2mT,  and  T=^^. 

(H  \  LxV* 

—  xmS  J  ,  and  S—  ^    „  , 
L  /  4mU 

158.  Since  S=yXmT*,  and  H,  L,  m  are  given, .%  S  xT«  ; 

that  is,  the  space  described  varies  as  the  square  of  the  time  ^hert 
&  body  fails  from  rest  down  an  inclined  plane,  as  well  as  when 
it  descends  freely  by  the  force  of  gravity ;  the  spaces  described 
from  rest  in  equal  successive  portions  of  time  will  therefore  be 
wthe  odd  numbers  1,  3,  5,  7,  &c. ;  and  if  the  body  be  projected 
npward  with  the  velocity  acquired  in  falling  through  any  space 
opon  the  plane,  it  will  ascend  to  the  point  from  which  it  fell,  the 
spaces  described  in  equal  successive  portions  of  time  being  as  the 
numbers,  1,  3,  5,  7,  &c.  taken  in  the  inverted  order.  If,  more- 
over, at  any  point  of  its  descent,  it  moves  forward  with  the  ve- 
locity acquired  continued  uniformly,  it  will  describe  twice  the 
^Kice  in  the  same  time  as  that  in  which  it  has  fallen  to  acquire 
the  velocity  ;  and  if  it  be  projected  downward  or  upward  with 
the  velocity  (V,)  and  moves  for  the  time  (T,)  the  space  described 

H 
in  that  time  will  be  equal  to  TxVzfc  j  xmT^    All  this  follows 

from  the  law  of  acceleration  and  retardation  of  bodies  moving 
npon  inclined  planes,  being  the  same  as  that  which  regulates  the 
motion  of  bodies  descending  or  ascending  freely  by  the  force  of 
gravity.     (See  Arts.  31,  32,  and  33.)  % 

*  Algebra,  418,  cor. 
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159.  The  expressions  contained  in  Art.  157,  apply  to  the  case 
of  a  body  descending  from  rest  through  any  part  oi  an  inclined^  . 
plane  whose  height  is  (H)  and  length  (L.)     If  the  body  falls 
through  the  whole  length,  then  S=L,  •*.  the  velocity  acquired  in  ^ 

(H  \ 

Y  xiTiSj  =  ^ 

2v^mH=(by  Art  34)  the  velocity  acquired  by  descending  freely  ^ 

^j-1  =-=;  but  the  time  of  fall- 

(H\ 
j  ,  .*.  the  time  of  describing  the  whole 

length  of  the  plane  :  the  time  of  falling  freely  down  its  height 
:  I  — ]  : :  L  :  H  : :  length  of  the  plane  :  height  of  the 


plane. 
Since  T=  ,  V=2i/mH,  and  m  is  a  given  quantity,  T  va- 

ries  as  -77^,  and  Y  as  VH;  i.  e.  the  time  of  describing  any  in- 

clined  pl^ne  varies  as  its  length  directly,  and  as  the  square  root  of 
its  height  inverselv;  and  the  velocity  acquired  varies  as  the 
square  root  of  the  height,  whatever  is  the  length  of  the  plane. 
Hence  we  deduce,  the  following  theorems. 

I.  The  VELOcrrv  acquired  in  falling  down  an  inclined  plane^  iff 
the  same  as  that  acquired  by  falling  freely  through  the  perpendicular 
height  of  the  plane. 

II.  The  TIME  of  describing  the  whole  length  of  an  inclined  plangf 
is  to  the  time  of  falling  freely  through  its  height  j  as  tlie  length  of 
the  plane  to  its  height. 

III.  The  time  of  describing  any  inclined  plane  varies  as  iU 
length  directly^  and  as  the  square  root  of  its  height  inversely. 

IV.  The  velocity  acquired  in  describing  any  inclined  plane  VAuas 
as  the  square  root  of  its  height^  whatever  be  tJie  length  (^'the  plano.^ 

160.  Examples. 

1.  How  far  will  a  body  descend  from  rest  in  4",  upon  an  in- 
clined plane  whose  length  is  400  feet,  and  height  300  feet  ? 

Ans.  193  feet 

*  The  expresMons  deduced  in  tliis  section  are  true  only  when  the  body  slides  down 
a  perfectly  smooth  plane  ;  for  in  this  case  it  is  evident  that  every  particle  of  the  body 
is  equally  accelerated,  and  therefore  whatever  is  proved  of  any  one  point  of  it  will 
apply  equally  to  all ;  but  if  the  body  in  its  fall  has  a  rotary  motion  communicated  to 
ity  then  it  ii  erident  that  all  the  points  of  it  will  not  be  equally  accelerated. 


•} 
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"S,  How  lon^  would  a  body  be  in  falling  down  100  feet  of  n 
lane,  whose  length  ia  150  feet  and  height  60  feett 

Ans.  3.94  seconds. 

3.  The  length  of  an  inclined  plane  is  BO  feet,  and  its  eleva- 
Ion  30° ;  What  velocity  would  a  body  acquire  in  falling  from 
Rst  down  it  for  2"  ?  Ans.  32^  feet  in  1". 

4.  The  height  of  a  plane  ;  length  of  a  plane  : :  7  :  15 :  How 
long  would  a  body  be  in  falling  down  it,  to  acquire  a  velocity  of 
SO  feet  per  second  ?  Ans.   1.33  seconds. 

5.  H :  L : :  5  :  U  :  What  space  must  a  body  fall  through,  to 
tapait  a  velocity  of  10  feet  per  second  1  Ans.  4.35  feet. 

B.  H :  L  : :  25  :  90 :  What  velocity  would  a  body  acquire  in 
falling  down  70  feet  7  Ans.  35.37  feet  in  1". 

7.  The  length  of  an  inclined  plane  is  100  feet,  and  its  eleva- 
tion (K)':  How  long  would  a  body  be  in  falling  down  it,  and 
what  velocity  would  it  acquire  at  the  end  of  its  fall  ? 

Ans.  T^2.68  seconds ;  V=74.C4  feet  in  I". 

8.  A  body  is  projected  up  an  inclined  plane  whose  length  is 
10  times  its  height,  with  a  velocity  of  30  feet  in  1" :  In  what 
lime  will  its  velocity  be  destroyed  7 

Ana.  The  time  in  which  a  body  would  fall  down  an  inclined 
plane  of  this  elevation  to  acquire  a  velocity  of  30  feet  per  sec- 
ond=9,32". 

8-  A  body  is  projected  op  an  inclined  plane,  whose  height  is 
J  of  its  length,  with  a  velocity  of  50  feet  per  second :  Find  its 
place,  and  velocity  after  6"  are  elapsed  1 

Aiu.8=203i  from  the  bottom  of  the  plane;  V=17iE  feet  In  1". 

'0.  A  body  falls  from  rest  down  the  inclined  plane  AC  (Fig. 
105:)  Compare  the  times  of  describing  the  first  and  la-st  hahesof  it. 

Bisect  AC  in  D,  and  draw  DE  parallel  to  CB  ;  by  Art.  159,  the 

'BBe down  AC -.the  time  down  ^^ '■ -l^/^ '■ 'J^ '• '■  (by  similar 
tMngles)  -j=^ :  j==  : :  -/AC :  -^W : :  v'2  :  1.     Hence. 


'  ^  AC  ■  ^  AD  ' 
Fig.  lOS.  A 


Fif.  106. 
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'  (1.)  The  times  down  difTerent  parls  of  the  same  inclined  plane 
(when  ihe  body  falls  from  rest  from  the  top  of  the  plane)  arc  to 
each  other  as  the  square  roots  of  the  lengllis  of  those  parts. 

(2.)  The  time  down  AC— the  time  down  AD  (i.  e.  the  time 
down  DC) :  the  lime  down  AD : :  v^S- 1  :  1. 

11.  To  mark  out  upon  a  plane  AC  (Fig.  100,)  a  part  ED 
which  shall  be  equal  to  the  height  AB.  and  which  a  body  (falling 
flown  AC)  would  describe  in  the  same  lime  as  one  falling  freely 
through  AB. 

LetAC=a      ^ 

ABorED=&       l      T^-D*:T^-E::  VAD  :  y/AE 
AE=i       f  ::  Vt+x:  v'x, 

.•.  TAD-TAE  (i.  e.  TDE) :  TAE : :  ./b+x-Vx :  v^i, 
but  T-A£:TJC::n^AE~:  ^/AC::^/J^:^/a, 


and  by  Art.  l59,TAC:TAB::a:b::  y/a: 


Va' 


\7'DE■.^AB:Wb+x-^/x■.-j-. 
■Ja 

But  TDE-T^B, .-.  ■/Ffx-^x=~; 
which  equation  solved  gives  x= ■  or  AE= '■. 

ICl.  Questions  on  the  Incuned  Plane. 

1.  The  length  of  an  inclined  plane  is  480  feet,  and  the  height 
SIO  ;  a  body  falls  from  rest  from  ihe  top  of  the  plane  :  What 
space  will  it  have  fallen  through  in  U";  what  time  will  it  be  in 
falling  through  450i  feet ;  and  what  velocity  will  it  have  ac- 

L quired,  when  it  has  arrived  within  121.7  feet  of  the  bottom  of 
the  plane  7 
Am.  R^SSSTV/fc^-  T^Ssfconds;  V=100/eer  in  I", 
a.  A  body  has  been  falling  for  !5"  down  an  inclined  plane 
whose  length  is  2l  times  its  height :  What  velocity  will  it  have 
acquired  at  the  end  of  its  fall  1  Ant.  V=I93  /ec(  in  1". 

3,  The  elevation  of  a  plane  is  30° ;  a  body  in  falling  from  the 
lop  to  the  bottom  of  it,  acquires  a  velocity  of  578  feet  in  1": 
What  is  the  length  of  the  plane  ?  Ana.  h=lO\'22  fetl. 

4.  A  car  broke  loose  from  the  top  of  an  iron  railway  eleven 
miles  in  lengih,  which  was  uiiil'ormly  inclined  to  the  horizon  at 
an  angle  of  1  degree.     Supposing  the  car  to  move  wilhout  re- 
»  TAD  tat 


le  down  AD,  bdiI  ■>  of  tht  i 


lie   uuri£uu  a\ 
e  wilhout  re- 

t  Alg.393.       ^H 
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.  in  what  time  would  it  rrach  the  lower  end  of  the  rail- 
way, and  what  velocity  would  it  acquire  ? 

Ans.  T=T34".8S;  V=-25b.36  feet  per  second. 
5.  At  Alpnach,  in  Switzerland,  is  a  celebrated  slide  for  con- 
veying timopr  trees  from  Mount  Pilatus  to  Lake  Luzerne,  whence 
they  are  transported  down  the  Rhine.  The  slide  consists  of  an 
inclined  plane  Tormed  of  logs  in  the  shape  of  a  trough,  into 
which  the  Iret-s  are  launched,  and  down  which  they  descend  by 
the  force  of  gravity.  It  is  S  miles  in  length,  and  is  inclined  to 
the  horizon  on  an  average,  at  an  angle  of  3"  14' :  In  what  time 
will  a  tree  descend  from  the  top  to  the  bottom  of  this  plane,  no 
allowance  being  made  for  friction  ?  Aiu,  3'  35".8 

8,  Trees  descending  the  slide  sometimes  "bolt  out"  of  the 
trough,  and  occasion  great  destruction :  With  what  force  would 
a  tree  weighing  1500  pounds,  leaping  out  of  the  slide  at  the  end 
of  7  mites,  strike  upon  an  obstacle,  as  for  example,  a  standing 
Iwt  Ans.    With  a/orce  equal  to  549318.2  lbs. 

7-  Two  inclined  planes  have  a  common  height  of  75  feet ;  the 
dcvation  of  one  of  them  is  50°,  and  of  the  other  20° :  With  what 
velocity  must  a  body  be  projected  from  the  bottom  of  the  former, 
thut  it  may  just  rise  to  the  top  of  the  latter ;  and  what  will  be 
tlw  whole  time  of  its  ascending  and  descending  through  the  two 
plwes?*  Aiu.  V=QOAG feel  171  V;  T=9.133  aeconrf*. 

8.  How  long  will  a  body  be  in  falling  down  the  last  half  of  a 
plue,  whose  height  i^  I  mile,  and  angle  of  elevation  1  minute  7 
Ans.  T=5  Iwurs,  4  minu'es,  3  seconds. 
a.  The  length  of  a  plane  is  250  feet,  and  height  150 :  Mark 
oat  Dpon  it  a  part  equal  to  the  height  which  a  body  in  falling 
down  it  describes,  «hile  another  body  would  descend  freely 
titrougb  the  height. 

■Aw.  /[  begins  to  describe  this  part  when  it  has  fallen  through  10 
fifffnm  ihe  top  of  l/ie  plane. 


HOTIOn  OF   BODLGS  DO 

IB2.  It  has  already  been  shown,  that  when  a  body  descends 
iovn  an  inclined  plane  whose  length  is  L,  and  height  H,  the  ve- 
locity acquired  varies  as  VH,  and  the  time  of  description  as  — -^  ; 

1*1  us  now  apply  these  expressions  to  finding  the  relation  between 
tJie  tines  and  velocities  of  bodies  falling  down  different  systems 
rf  ioeiined  planes. 

188.  Let  AC,  AD,  AE.  (Fig.  107.)  &c.,  be  a  system  of  inclmed 
planes  having  ihe  same  height,  AB ;  then  since  the  velocities  ac- 

.  *TU}it«iiH  are  placed  d>  in  Fig.  93 ;  a  body  w  projected  (ram  D  ivith  &  voloalty 
flNfiuent  to  eury  tl  to  A,  vti  then  falli  fnnn  rest  down  the  plane  AC. 
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quired  by  bodies  falling  doi 


AC 


these  planes  are  as  VAB,  and  Hm 
AD     AE  ,„      X. 

&c.  (i,  e.  as  AC,  AD, 


time,  of  description  as^j^,  ^-^,  ^jj, 

AE,  &c.)  it  is  evident  that  bodies  falling  do^vTi  a  sj-stem  of  planes 
of  this  kind  would  acquire  at  the  end  of  their  fall  the  same  ve- 
locity,* and  that  the  times  of  description  would  be  as  their  re- 
epeclive  lengths. 

A  Fig.  lOB 

Fig.  107. 


104,  If  chords  be  drawn  in  a  nrcle  from  the  eTtremity  of  that 
diameter  which  is  perpendicular  to  the  horhoti,  the  vELOcmEa  ichich 
bodies  acquire  in  falling  through  them,  are  proportional  to  their 
lengths  ;  and  the  times  of  describing  these  citords  are  all  equal  to 
one  another,  and  are  severally  equal  to  the  time  of  deacrilnitg  the 
diameter. 

Let  the  diameter  AB  of  the  circle  ACB  (Fig.  108,)  be  perpen- 
dicular to  the  horizon  ;  draw  the  chords  AC,  AD,  AE,  and  CB, 
DB,  EB  ;  draw  also  Co,  D*/,  Ee,  &c..  parallel  to  the  horizon :  then 
the  velocities  acquired  by  bodies  falling  down  the  former  system 
of  chords  are  as  ./Ac,  •JA.d,  -/Ac,  and  down  the  latter  as  v/cB, 

v*^    V^,    but    Ac=-^t    Arf=-Tu;    and    cB=tr'    ^= 


DB' 


■  AB-T 


"AB- 


"AB' 


^ ;  hence  VAc,  -JKd,  •/A.e,  vary  as  AC,  AD,  AE,  and   VcB, 

^/dB^  v/eiirvary  as  CB,  DB,  EB.     The  times  of  describing  AC, 
AC     AD      AE        ,     CB 
AD,  AE,  and  CB,  DB,  EB,  are  as  -7=,  -7^,.  -7=.  and  -7= 
VAc  ^Ad  ^'Ae  -^  c^ 

DB     EB    .  ,        .-=-t 

~7=i ",— ■;  but  each  of  these  quantities  is  equal  to  \/AB.4- 


icily  ffbich  a  body  would  a 


t  For  (Enc.  8.  6.)  Ae  :  AC  : ;  AC  :  AB,  or  Ae=- 
t  For  aince  Ac  :  AC  : :  AC  1  A      "^ 


'"*"^M 
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'  parallel  to  the  horizon, 
and  produce  DC.CB  to  meet  it  in  F, 
E ;  through  B,  C.  draw  Bh, 
allel  to  AF.  and  let  fall  FG  at  right " 
angles  to  the  horizon.  By  Art.  163,  the  velocity  down  AB=ve- 
locity  down  EB=velocity  down  Fi;  .'.  the  velocity  down  AB+ 
BC=velocitydownEB+BC(or  EC)=velocitydown  FC=velocity 
down  Fc;  and  reasoning  in  the  same  manner,  the  velocity  down 
AB+BC+CD=velocity  down  FD=velocily  down  FG;  i.  e.  tho 
whole  velocity  acquired  ty  a  body  falling  down  successive  planes, 
is  equal  to  the  velocity  which  a  body  would  acquire  in  falling 
freely  through  their  joint  height  FG. 

166.  If  the  number  of  planes  be  increased  ^'B-  "''•  *■ 
infinitely,  the  figure  will  become  a  curve,  as 
in  Fig.  110;  and  hence  the  velocity  ac- 
quired in  descending  through  any  perfectly 
smooth  curved  surface,  is  the  same  as  that 
acquired  by  falling  through  the  perpendicu- 
lar height  of  ihe  curve. 

Hence,  in  general,  tt  body,  by  descending 
from  a  certain  height  to  the  same  horizontal  line,  will  acquire  the 
tame  velocity,  whether  the  descent  be  made  perpendicularly  or  ob- 
liquely, over  an  inclined  plane,  or  over  many  successive  inclined 
jHaitet,  or  over  a  curve  surface.* 

167.  The  times  and  velocities  of  bodies  falling  down  planes  simi- 
larly inclined  to  the  horizon,  are  to  each  other  both  as  the  square  roots 
if  me  iet^;tht,  and  as  the  square  roots  of  the  heights  of  the  planes. 

Fig.  111. 


Let  AC,  ac,  (Fig.  Ill,)  be  two  planes  similarly  inclined  to  the 
IioriMn,  then  AC ;  ac  : :  AB :  ab,  and  VAC  :  v'ac  : :  -/AB :  Vab. 

AC        ac 
Now  the  time  down  AC  :  the  time  down  ac  : :  ^— -=  :  ~i^  '•'• 
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: :  -/AC  :  -Jac,  or  ■y  AB  :  -J ah ;    and  the   Telowty 


AC 

^'AC"  

acquired  in  falling  down  AC  :  the  velocity  down  ac  : :  %/AB  : 
•/ab,  or  v^AC  :  -/ac. 

The  times  of  descent  down  sihilab  btstems  o/"  inclined 
are  as  the  square  roots  of  the  length*  of  the  planes,* 
Fig.  112. 


planes 


Let  there  be  two  systems  of  planes,  AB.  BC,  CD.  ab,  be,  cd, 
(Fig.  11"2,)  simtlar,  and  similarly  situated  with  respect  to  the 
horizon,  and  complete  the  figures  as  in  Art.  164  ;  then,  supposing 
no  velocity  to  be  lost  In  passing  from  one  plane  to  the  other,  and 
using  the  notation  employed  on  page  130,  we  have,  by  Art.  167, 
TAB  -.Tab::  v/AB":  y/ab.       __       _  (X.) 

1EC  :  Tec  : :  VEC  -.-Jm::  v^AB  :  'Jab.\ 
TEB  :  Te6  : :  v'EB  -.y/eb::  VAB  :  -/ab; 
Hence, 
TEC-TEB  (or  TBC)  :  Tec-Teh  (or  The)  : :  ^AB  :  V^.    (Y.) 
In  the  same  manner  it  may  be  shown,  lliat 

TCD-.Tcd::  yAB  :  V^  (Z.) 

From  the  proportions  marked  (X,)  (Y,)  (Z,)  therefore,  we  have 
T  {AB-\-BC-{-CD)  :  T  (ah-\-bc-\-cd)  : :  v^AB  :  ^/^ 

::  ■/  (AB+BC+CD)  :  V(afc+tc+cd).J 

169.  The  times  of  descending  through  similab  cubveb,  similarly 
situated  with  respect  to  t/ia  horizon,  are  as  the  square  roots  of  the 
lengths  of  those  curves. 

If  the  number  of  planes  AB,  BC,  CD,  &c.,  ab,  be,  cd,  &.C.,  be  in- 

■_The  vrtocilj  down  AB+BC+CD  :  velocity  down  ab+he+cd  : :  ^FG  :  ,/Jg  : : 
>/FD  :  s/fd  ■  ■■  v'AB  -.y/ab  ::  (AB+BC+CD)  :  ^{ab+hr+tJ).  The  relocitiw 
u  well  u  Ihe  limes  tit  therelbre  at  the  square  roots  or  the  lenglhi  of  Iho  plaOM. 

t  For  by  similar  tiiaiigles,  EB  ^  lA  : :  AB  :  ai  ;  und  from  similar  pUncs  BC  : 
he^AB:ab;  .-.EB+BC  (or  EC)  :  tb+bc  («)  ::  AB  :  a6  ;  end  ,/EC:^tc:: 
%/AB  ;  ,/ah.  ln_llie  snniD  manner  it  may  be  shown  that  FD  :  fd  : :  AB  :  ah,  at 
^FD  :  y/J  : :  v/AB  :  ^b. 

t  For   since   AB^:  ab  : :  BC  :  be  : :  CD  :  cd,  AB+BC+CD  :  ab+bt+ci  : : 
ah ;  or  VAB  -.y/ub::  V(ABf BC+CD)  :  {ab+bc+ed). 
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creased,  and  their  lengths  and  Iheir  inclinations  to  each  other  be 
diminished  ad  inSnitum,  then  the  polygons  ABCDi  abed,  become 
timilar  cur\'es,  in  falling  down  which  no  velocity  is  lost. 

Suppose  ihe  curves  to  be  circular  arcs;  then,  since  similar 
circular  arcs  are  to  each  other  as  the  radii  of  the  circles  to  which 
they  belong,  the  limes  of  descending  through  these  arcs  will  be 
to  each  other  as  the  square  roots  of  their  radiL 

THE   PENDOLUH. 

170.  DEFismoNH. — A  Pendulum  is  a  body  suspended  byaright 
line  from  any  point,  and  moving  freely  about  that  point  as  a 
center-  The  point  about  which  the  pendulum  revolves,  is  called 
the  cetUer  of  attspenaion.  The  vibration  of  a  pendulum,  is  its  mo- 
tion from  a  state  of  rest  at  the  highest  point  on  one  side,  to  the 
highest  point  on  the  other  side,*  The  center  of  oscillation  of  a 
pendulum,  is  such  a  point,  that,  were  all  ihe  matter  of  the  pen- 
dulam  collected  in  it,  the  quantity  of  motion  {or  momentum) 
woald  he  equal  to  the  sum  of  the  momenta  of  all  the  parts  taken 
separately. 

TTius,  (Fig.  113,)  the  parts  of  the  pendu-  Fig^ii3. 

lum  about  ft  move  faster  than  those  about  a, 
and  consequenlly  have  more  momentum ;  but 
there  is  a  point  about  which  the  momenta 
balance  each  other,  and  therefore  in  the  in- 
vestigations relating  to  the  pendulum,  all  the 
parts  of  which  it  consists  may  he  considered 
as  concentrated  in  that  point. 

The  center  of  oscillation  is  below  the  cen- 
ter of  gravity ;  for,  since  the  parts  more  re- 
mote from  the  center  of  suspension  have 
more  velocity  than  the  parts  that  are  nearer 
to  it,  the  quantity  of  matter  below  the  center 
of  oscillatiun  must  be  less  than  the  quantity 
<if  matter  above  it. 

171.  In  order  to  understatid  the  doctrine  of  the  pendulum,  it 
is  necessar)'  lo  become  acquainted  with  a  few  of  the  leading 
properties  of  the  curve  called  the  Cycloid-f 

■  In  <b(Sc  inTratigBlioni.  u  b  lbo«e  or  Ihs  Mccbaniciil  Powen.  pMidulomi  u« 
mppoacd  (o  taove  viltuut  snj  roiattincg  rniin  Ihe  nir  or  fram  IHclion.     The  M>n- 

■"  ■■      -  cuTBltlj  true  only  when   oppllnd   lo  vibratioiti  per. 

lad  a  perrocttj  amooth  axis  o(  Bulpenuon. 
U  nmirk  thai  llie  mode  of  reuoning  ia  thu  t  it  ia  fint  pnrnd  thai, 
ill  iU  vibration!,  whether  performed  in  lufer 
1  then  shown  Ihal   pendulums  vlbmliiv  ja 
*fti»n  eireuUr  ara  an  milgecl,  wry  nrarly,  lo  Ihe  Mine  law.    The  calculm  aSndt 
•B  caller  melLdd  than  Geometry  of  invesllgsling  the  properliea  of  Ihis  aa  well  ai  at 
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a  peoduluin  lo  vibrale  in  a  cyctoid,  all  iU  vibi 
miiller  ores,  would  he  equal.     Il  ia  Ihen  s 
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A  Cycloid  is  the  curve  described  by  a  point  in  the  circumferenc* 
of  a  circle  roBijig  in  a  straight  line  on  a  plane. 


c 

r 


Let  the  circle  AHB  (Fig-  IH)  make  one  revolution  upon  the 
line  CAX,  equal  to  its  circumference ;  the  curve  line  CDBX, 
traced  out  by  that  point  of  the  circle  which  was  in  contact  with 
C  when  the  circle  began  to  revolve,  is  called  a  Cycloid.  If  CX 
be  bisected  in  A,  and  AB  be  drawn  at  right  angles  to  it,  it  is  evi- 
dent from  the  manner  in  which  the  curve  is  generated,  that  it 
will  have  similar  branches  on  both  sides  of  AB,  and  that  its 
vertex  B  will  be  so  placed  as  to  make  its  axis  AB  equal  to  the  di- 
ameter of  the  generating  circle.  Its  properties,  as  applied  to  the 
vibration  of  the  pendulum,  are  the  following. 

172.  The  cyclaidal  ordinate  DH  equals  the  circular  arc  ^"S. — 
For,  let  bGa  (Fig.  114}  be  the  position  of  the  circle  when  the 
generating  point  is  at  D  ;  draw  the  diameter  b<i  parallel  to  BA, 
and  from  D  draw  DHL  parallel  to  CA  ;  then  the  arc  Da^arc  HA, 
.■.  sin.  DO=sin.  HL,  and  consequently  DH=OL;  but  from  the 
mode  in  which  the  cycloid  is  generated,  Ca^^arc  Dh,  and  CA= 
semicircle  BHA ;  hence  DH=OL^^A=CA— C(i=semicircle 
BHA-arcHA=arcBH.  , 

173.  A  tangent  to  the  cycloid  at  any  Ti%.  115. 
point,  E,  (Fig.  115,)  is  parallel  to  the 
corresponding  chord  BK  of  the  gener- 
ativg  circle. — Draw  DHL  indefinitely 
near  to  EKM ;  join  BK,  and  produce 
it  to  ft !  let  fall  Ho  at  right  angles  to 
Kft.  The  indelinitely  small  triangle 
HKft  is  similar  to  the  triangle  KRB 
formed  by  the  tangenis  (Kit,  BR)  to 
the  circle  at  the  points  K,  B,  and  is  consequently  isosceles ; 
.:  KH=HA.  Now  by  Art.  172.  arc  BKH=DH. .-.  BKH-KH 
(=arc  BK=EK)  =DH-IU=DA ;  but  since  EK  and  DA  are 
equal  and  parallel,  ED  and  Ki  must  also  be  equal  and  parallel ; 
and  as  the  tangent  at  the  point  E  may  be  considered  as  coin- 
ciding with  ED,  it  must  therefore  be  parallel  to  the  chord  BK. 


1  Uiii  tnatue,  to  tender  tb* 
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174.  The  cycloidal  arc  BE  w  equal  to  twice  the  correnponding 
chord  BK  of  the  ginereiting  circle. — For  since  ihe  triangle  KHA 
is  isosceles.  Ho  bisects  the  base  Kk,.\KJc  or  ED=2Ko  ;  and 
sjncc  Ho  may  be  considered  as  a  small  circular  arc  described  witb 
radius  BH,  Ko=Bo~BK=BH-BK;  hence  ED  and  Ko  are  oo- 
temporaneous  increments  of  the  cycloidal  arc  BE  and  the  chord 
BK ;  and  as  the  arc  and  chord  begin  together  from  the  point  B, 
and  the  former  increases  by  ED  or  Kk  while  the  latter  increases 
by  Ko=:|ED,  the  arc  BE  mQst  be  equal  to  twice  the  chord  BK  ; 
consequently,  the  whole  arc  BC=twice  the  diameter  AB. 

175.  AHB  (Fig.  116)  is  a  circle,  ^  .  Kg.  U6. 
whosediameter  AB  is  perpendicular 
to  the  horizon,  and  CDB  a  cycloidal 
arc.  Now,  by  Art.  159,  if  a  body 
begins  to  descend  from  any  point 
D,  its  velocity  at  the  point  E  will 
be  the  same  as  the  velocity  at  the 
point  M  of  a  body  falling  freely 
through  the  perpendicular  height 
Utf ;  and  its  velocity  at  every  other 
point  during  its  descent  through  the 
cycloidal  arc  DEB  will  be  the  same 
as  the  velocity  of  the  body  falling 
freely  at  every  other  corresponding 
point  of  the  line  LMB.  By  Art. 
167.  therefore,  the  velocity  V"of  the 
body  thus  descending  along  the  cy- 
cloidal arc  DE  will  vary  an  V(LM)  

a  v*  (BL  -  BM)x  y  {ABxBL  -  ABxBM)o6  ^  (HB'-KB'')  as  V 
(DB*— EB'.)  Hence,  let  Brf  be  drawn  parallel  to  AC  and  equal 
to  BD,  and  upon  B^  describe  the  quadrant  of  a  circle  dmN ;  lake 
Be  equal  to  BE,  and  draw  em  at  right  angles  to  Bd;  then  will 
ewi*=Bffi*-Be»=B(^-Be«^DB'-EB'.  and  consequently  V,  which 
varies  as  V(DB'— EB^)  will  vary  as  em,  the  sine  of  the  arc  dm, 
whose  versed  sine  is  tie  or  DE,  the  space  fallen  through. 

176.  Let  EP  be  an  indefinitely  small  part  of  the  cycloidal  arc, 
and  make  ef  equal  to  it ;  draw/n  at  right  angles  to  Bd,  and  mo 
parallel  to  it.  Since  EF  is  very  small,  it  may  be  considered  as 
oescribed  with   the  velocity  V  at  E  continued  uniformly,  and 

therefore  the  time  of  describing  EF  [since  T=^JwiU  be  repre- 


noted  by  r, 


Now  since  the  sine  rm  represents  thevelo- 


city  at  any  point  E,  the  whole  velocity  acquired  in  falling  down 
DB  will  be  represented  by  the  radius  BN  or  Bm  ;  if,  therefore, 
■  body  were  to  describe  the  quadrantal  arc  cfmN  with  the  velo- 
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city  at  the  lowest  point  continued  uniformly,  the  time  of  descnb- 

ing  any  small  part  (mn)  of  it  would  be  represented  by  ^.     But 

by    similar    triangles,   Bmc,  mno,   Bm  :  em  : :  mn  :  wo  or    ef, 

.".  ■^~-o~'t  hence  the  time  of  describing  the  small  cycloidal  arc 

EF  is  equal  to  the  time  of  a  body's  moving  through  Ihe  corres- 
ponding small  circular  arc  mn,  with  the  velocity  in  B  continued 
uniformly;  (Ae  whole  time  of  degcent  therefore  through  DEB,  v:iU 
be  erjufil  to  the  time  of  a  body's  describing  the  quadrantal  arc  dmti 
with  the  velocity  tU  B  continued  anifomily. 

177,  Now  the  velocity  at  the  lowest  point  B  of  the  cjcloid  is 
equal  to  the  velocity  acquired  in  falling  down  the  chord  HB,  and 
by  ArL  31,  with  this  velocity  continued  uniformly  it  would  de- 
scribe 2HB=BD=B(f  in  the  same  time.  But  by  Art.  164,  the 
time  of  falling  down  the  chord  HB=the  time  of  falling  down 
the  diameter  AB  or  the  axis  of  the  cycloid  ;  hence  the  time  of 
descending  down  the  cycloidal  arc  DB,  and  the  time  of  falling 
freely  through  the  axis  AB  of  the  cycloid,  are  to  each  other  as 
the  times  of  describing  the  arc  (/mN  and  the  straight  line  Brf 
wilh  Ihe  same  uniform  velocity,  i.  e.  as  the  quadrant  of  the  circle 
to  its  radius.* 

178.  Take  any  line  SC,  (Fig.  117,)  Fig.llT. 

and  draw  SA  at  right  angles  to  it ;  ^  ^ 

make  SC ;  SA  : :  semi-circumference  of 

a   circle  :  ita  diameter  ;  and  complete 

the    parallelogram   SCDA.     Produce 

SA  to  B,  making  AB=SA  ;  upon  SC, 

AD,  describe  two  semi-cycloids   SD, 

DB.  the  vertex  of  the  former  of  which  p  _ 

is  at  D,  and  the  latter  at  B ;  then  if 

a  body  be  suspended  from  a  point  S 

by  a  string  whose  length  is  equal  to 

the  cycloid  SD,  and  begins  to  descend 

from  D,  its  place  will  always  be  in  the 

semi-cycloid  DB,  the  part  TP  of  the 

string  being  always  at  right  angles  to 

the  cycloidal  arc  DB.     For  thiough  any  point  F,  draw  EFG  p 

pendicular  to  SC,  and  through  B  draw  BG  parallel  to  SC  ; 

EG=SB ;  on  EF,  FG,  describe  the  two  semicircles  ETF,  FPG, 

and  draw  the  chords  TF.FP,  the  former  of  which  (Art.  173)  is  a 

tangent  to  the  cycloid  SD  in  T.     Now  SE=arc  ET,  and  SC= 

ETF,  .■.CE(=DF)=arcTF-arc  FP ;  hence  the  angles  TEP; 

FGPare  equal,  and  consequently  the  triangles  TEF,  FGP  similar 


aDlioaa,  when  the  Telocilii 


s  equal,  Ihe  t 
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and  rqual  to  each  other;  .■.  TP,  FP.  are  in  the  same  straight 
line;  moreover,  TP='-iTF=(Art.  174)  the  oycloidal  arc  TD  ;  if, 
therefore,  the  string  T?  be  always  equal  to  the  cyctoidal  arc  TD, 
i.  e.  if  the  whole  string  STP  be  equal  to  the  semi-cycloid  SD,  P 
will  alwaj-s  be  found  in  the  cyeloid  L)B  ;  and  since  the  angle 
TPG  is  a  right  angle,  and  PG  (Art.  173)  is  a  tangent  to  the  cy- 
eloid, therefore  TP  is  always  at  right  angles  to  the  curve. 

1 79.  A  pendulum  may  be  made  to  vibrate  in  a  cycloid,  by  causing 
the  fiexilfle  rod  or  string  to  apply  itself,  as  it  moves,  to  the  sides  of 
too  semi-cycloids. 


I 


Instead  of  supposing  the  body  to  descend  down  a  curve  in  the 
form  of  a  cycloid,  the  effect  will  evidently  be  the  same  with  ra 
■pect  to  the  acceleration  of  the  body,  whether  it  be  kept  in  a 
carve  of  this  form  by  the  reaction  of  the  surface  in  a  direction 
perpendicular  to  it.  or  by  the  tension  of  a  string  acting  in  the 
same  direction.  Now  a  small  body  P.  (Fig.  118,)  suspended 
from  the  point  S  by  a  string  STP  of  the  same  length  with  either 
of  the  semi-cycloids  SD,  SE,  and  made  to  vibrate  between  them, 
(the  string  gradually  unwinding  from  the  semi-cycloid  SD  as  it 
descends  to  the  lowest  point  B,  and  winding  round  the  semi-cy- 
eloid  SE  as  it  ascends  to  the  highest  point  E.)  will  always  be 
found  in  a  cycloid  similar  and  equal  to  the  two  semi-cycloids  SD, 
SE;  and  as  the  string  TP  is  always  at  right  angles  to  the  curve, 
it  will  be  under  precisely  the  same  circumstances  as  the  body 
descending  down  the  cui-ve.  Having  descended  to  the  lowert 
point  B,  it  will  then  ascend  through  an  arc  BE.  equal  to  BD,  in 
the  same  time  in  which  it  descended  down  DB ;  so  that  the 
■whole  time  of  one  vibration  will  be  twice  the  time  of  descends 
ing  down  DB ;  hence,  (Art.  177,)  the  time  of  one  vibration  loill  be 
to  the  time  of  a  body's  falling  freely  down  haff  the  length  of  the  pen- 
dulum, as  l)te  circumference  of  a  circle  to  iti  diameter. 

IM.  Since  (Art.  179)  the  time  of  a  vibration  is  to  the  time 
down  the  axis  in  the  same  given  ratio,  whatever  be  the  point 
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from  which  Ihe  pendulum  begins  its  oscillations,  all  the  vibratlottf 
of  a  pendulum  of  Vie  same  length  are  equal  lo  each  Other.  Bat 
from  the  difficulty  of  constructing  plates  of  the  exact  form  SD, 
S£,  and  from  other  causes,  the  cycloidal  pendulum  is  of  little  or 
no  practical  utility.  In  a  geometrical  point  of  view,  however, 
this  mode  of  comparing  the  time  of  a  vibration  with  the  time  of 
falling  down  a  space  equal  to  half  the  length  of  the  string,  is  of 
considerable  importance ;  for  the  cycloid  at  the  lowest  point  B 
may  evidently  be  considered  as  a  circular  arc  described  with  the 
radius  SB  ;  if  therefore  a  body  be  suspended  by  a  string  whose 
length  is  SB,  and  vibrates  in  a  circular  arc  only  to  a  very  short 
distance  on  each  side  of  the  point  B,  the  time  of  the  vibration  of 
a  pendulum  in  small  circulab  arcs,  is  to  the  time  down  half  the 
length  of  the  pendulum,  as  t/ie  circumference  of  a  circle  to  its  di- 
ameter ;  and  therefore,  within  moderate  limits,  the  time  will  be  the 
same,  whether  the  arc  of  vibration  be  larger  or  smaller. 

181.  The  times  of  vibration  of  pendulums  of  dijerent  lengths  are 
to  each  other  as  the  square  roots  of  the  lengtlts. 

Let  L=Iength  of  the  string  or  thin  inflexible  rod  by  which  a 
small  body  is  suspended,  t=3,14159,  dec.  m=16r'j  feet;  then, 
(Art.  34)  the  time  of  a  body's  falling  down  half  the  length  of 

the  8tping=(  — I   =\n~  )   ■     Hencethetimeof avibration(T) 

!  (^)  : :  * :  1,  or  T-  {^\   ,  which  varies  as  ^fh.    Let  T=I : 

,       /^L\       ,  a,  ,T     2m      32.1666 

theni;;-    I   =1,  or  ^L=2m,  and  L=  -s-  =    „  ^„     =3.359  feet= 
V2m  /  *"  9.87 

39.11  inches;  if  the  space  fallen  through  from  rest  by  gravity  in 
1",  therefore,  be  16tV  f^^^t  the  length  of  a  pendulum  which  vi- 
brates seconds  will  be  39.11  inches. 

Let  a:=the  space  fallen  through  by  gravity  in  I",  then  T= 

I—  I    and  T'  =-5-.  or  x=^=^;  if  therefore  the  length  of  a 

pendulum  which  vibrates  in  T"  is  given,  the  space  fallen  through 
by  gravltv  in  1"  may  be  found  ;  thus,  let  the  length  of  the 
dulum  which  vibrates  BeGonds=39.3  inches,  then 


VL      9.87X39.2 


193.452  inches,  or  16.121  feet  in  1". 


1 


182.  The  tiines  of  vibration  of  pendulums  of  different  lengths 
acted  upon  by  different  accelerative  forces,  will  vary  as  the  square 
roots  of  the  lengths  directly,  and  as  the  square  roots  of  the /area 
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If  the  accelerative  force  be  not  given,  then  (Art.  I5G)  the  time 
offalliagdownhalfthelengthofthestring  =(  ~ j   ~(o~p)  > 

•■T=(2^)  '^'^'•"''=(,5)  .which  varies  .,(^) 

The  times  of  vibratiorts  of  pendulums  of  tfie  bame  length  vary 
aversely  us  the  square  roots  of  the  accelerative  forces. 

If  L  be  given,  then  Toe  ^=;, 

The  lengths  of  pendulums  vibrating  in  the  same  time  vary  at 
&t  forces  which  accelernte  them. 
If  T  be  given,  then  L  k  F. 

183.  The  NCUBER  of  vibrations  performed  in  a  given  limeby  pen- 
Mumt  of  different  lengths,  acted  upon  by  dijerent  accelerative 
forces,  are  directly  as  the  square  roots  of  the  forces,  and  inversely  ■ 
ai  the  square  roots  of  the  lengths. 

Let  n=number  of  vibrations  performed  in  any  given  time,  and 
T=time  of  one  vibration ;  then  n  will  vary  inversely  as  T= 

(S) -"(p)  ■••"'(?)■ 

If  therefore  the  lengths  be  given,  the  number  of  oscillations 
will  be  directly  as  the  square  roots  of  the  forces ;  and  if  the  forces 
be  given,  the  number  of  oscillations  will  be  inversely  as  the  square 
roots  of  the  lengths. 

184.  Examples. 

J.  What  is  the  time  of  an  oscillation  of  a  pendulum  whose 
length  is  10  feet ;  and  what  must  be  the  length  of  a  pendulum 
vbich  shall  oscillate  ten  times  a  minute  1 

Tbe  length  of  a  pendulum  which  oscillates  in  I"  is  39.11 
inehea  ;  and  (Art.  181)  the  times  of  vibration  of  pendulums  of 
ifierent  lengths,  are  to  each  other  as  the  square  roots  of  their 
lengths;  bence  1"  :  T::  s/39.11  :  ^/X20  ::  025  :  1095,T=VsV  = 
IJH  seconds. 

Again,  let  T=0"=time  of  one  oscillation  of  a  pendulum  which 
nukes  ten  in  a  minute,  then  0"  :  1"  ::  v'L  :  V3U.n, .-.  30  :  1  :: 
L;3U.ll,  or  L=39.1Ix3Ginches=inj  feet. 

S.  Compare  the  times  of  vibration  T,  t,  of  two  pendulums 
*We  lengths  are  L,  I,  when  carried  to  the  distances  D,  d,  above  ^^ 

the  Earth's  surface.  ^^^ 

I  J 
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Let  r=tlie  radius  of  the  Earth,  then  since  the  force  ofgrsfl  _ 
varies  inversely  as  the  square  of  the  distance  from  the  Earlli'y  cen- 
ter, the  force  which  accelerates  the  pendulum  whose  length  is  ( L)  : 


theforcewhichacceleratesthe  pendul  um  whose  length  is  (/): 


r+Dl 


If  LW,  then  T  :  ( : ;  r+D  :  r+d ;  i.  e.  the  times  of  vibration 
of  the  same  pendulum,  when  carried  to  diflerent  heights  above 
the  Earth's  surface,  are  to  each  other  as  the  distances  of  those 
heights  from  its  center, 

3.  If  a  pendulum  at  the  Earth's  surface  vibrates  (m)  times  in 
.T"  ;  how.  mast  its  length  be  altered  so  that  it  may  vibrate  (») 
times  in  T"  ? 

Let  L=the  length  of  the  pendulum  which  vibrates  (in)  times 
in  T",  and  L+j;=the  length  of  that  which  vibrates  (/i)  times  in 

T"  ;  then  by  Art  183,  (since  F  la  given)  ro  :  n  :;  — =-  :  — ;,  ,    ' 

.•.nf:n*:i  L+x  :  L,  op  n'L+n'j;=m*L,  and  x=- ,— -• 

Let  m=n±y,  where  y  is  very  small  with  respect  to  n ;  then 

(m*-n')L    {±2nu+i,')t    ,    .      .        ,  „     .  , 

-i = ^    ■--=(rejectmg  y  as  very  small  with  respect 

■,  which  furnishes  na 
with  a  convenient  theorem  for  ascerlainine  the  quantity,  by 
which  the  pendulum  of  a  clock  must  be  lenglhened  or  shortened 
accoi'ding  as  it  gains  or  loses  a  few  seconds  or  minutes  in  a  day.* 


iod  Miol 


*  Soppouc,  for  instance,  ihal  i>  clonk  gains 

vibratiolu  in  thit  time  ;  then  n^8e4O0  and  y= 
tliia  iccdeniliDn  of  the  pendulum  iddicales  tl 
ioclio,  yd  It  IB  evideal  lint  in  finding  llio  value  o!  —  ,  L  may  be  (isumed  equal  to 
L  ~   39.11 
""  240  °'   M40 


lilt  a  in  a  dny.  i.  c.  inalead  of  per. 
I  iicrforms  b640(l+IB0  Dt  86S80 
aLy     36UL        " 

Lnglli  \i  a  liUIe  leas  Ulan  33.11 


.1 1  inches  wilhaut  bdj?  material  ei 


entij  y  U  nogalive ;  tlio  value  of  - 


6orBnmcli)iBlbe 
I,  and  th*»lbte  y  ia  imailiva  ; 
1st  in  Ibia  cue  be  lubtntcLed 
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4.  A  pendulum,  which  vibrated  seconds  and  kept  true  time  at 
tlie  Earth's  surface,  was  carried  to  the  top  of  a  mountain,  and 
there  lost  (0  seconds  in  an  hour:  What  was  the  height  of  the 
\i  moantain  1 

Let  r=radin5  of  the  earth,  r^height  of  the  mountain,  T=the 
Biunber  of  seconds  in  an  hour  or  the  number  of  vibrations  in  an 
hour  at  the  Earth's  surface,  then  T— i  will  be  the  number  of  vi- 
brations in  an  hour  at  the  top  of  the  mountain.  By  Art.  183, 
when  the  length  of  the  pendulum  is  given,  the  number  of  vibr^ 
tinns  in  a  given  lime  are  directly  as  the  square  roots  of  I  he  forces 
I  which  act  upon  the  pendulum;  hence,  since,  the  forces  are  in- 
Terselyasthesquaresof  the  distances  from  the  center  of  the  earth 


185.   QcESTIOI«a   OK   THE    pEKDULUM. 

1.  The  lengths  of  pendulums  vibrating  seconds  at  St.  Thomas 
near  the  equator,  at  New  York,  at  London,  and  at  Spitzbergen,  in 
lat.  80°.  have  been  Ascertained  by  very  accurate  experiments  to 
be  as  staled  below;  Required  the  space  through  uhich  a  liody 
would  fall  in  one  second  at  those  places  respeciively?  (Art.  181.) 

Lninli  uT  Prui.  apacF  In  1  art. 

St.  Thomas,  3B.02074  192.56  inches. 

New  York,  39.10168  192.96 

London,  39.13860  103.14 

Spitzbergen,  39.21469  ]93.52.t 

2.  What  is  the  length  of  (he  seconds  pendulum  at  New  Haven, 
where  a  hotly  laiis  from  rest  I6Jj  feet  the  first  second  ? 

Ans.  39,110,  or  SBTf^  incAes  nearly. 

be  shortened,     llie  Ibcorem  aUtidetl  Id  in  llit<  3d  ei- 
! :  Mulliplj  iwice  the  length  of  the  pendulum  bj  the 
ol  MCondB  gBitied  or  lout.  iiTid  diride  Ihc  result  by  the  numlier  of  (pfondB  in 
■  da*  :  ihe  qnnlicnl  will  give  the  number  of  inches  or  porlu  of  no  inch  b;  wbid)  ItM 
pWMftiltfT  ■■  to  be  Icnglheaed  oi  ■hoiteaed. 

r  t  be  Tcr;  misll  with  respect  to  T,  then  x  ma;  bo  conBidered  s>  eqtul  to  =; 
It  any  mBlerial  error.     Now  T=3B0O",  if  Ihciefore  (  be  equal  lo  1,  2,  3,  itc. 

••««"''•  "^  '  "'"  ^  ■■''"'  ^  skf  36S)'  36SU'  *■"■  ■  ■"''  '"'Pe<>""«  '  '»  •»  *1>^ 
4000  mile*,  the  hcighli  of  mountunB  upon  which  ■  pcnduluin,  Uiit  vibratea  sm- 
da  al  (be  Kurlh's  surface  loaeB  1,  2,  3,  &.C  aecoiida  in  ail  hour,  will  be  U,  Sf,  3}. 
»,  railt*  mpee lively, 

t  IboRt  It  Bjiiienrs  tliot  the  fpaee  tbrougli  which  a  body  fMIs  rrcim  B  BiBle  of  reil 
one  HCond,  iakMot  the  equnlor  than  at  the  Intitiide  of  SIP  by  ^^  iucb,  or  Dearly 
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3.  The  length  of  the  seconds  pendulam  bei 
what  are  Ihe  lengths  of  pendulums  vibrating  i  and  {  seconds ; 
also  in  2  seconds ;  and  how  long  must  a  pendulum  be  to  vibrate 
once  an  hour? 

Ant.    For  hair  sec.  9.775  inch.^i  the  length  of  the  secoitds  peod. 
quarter     "     2.444     "    =tV  "  " 

two  "   13.03    feet  =4 times"  " 

one  hour  7997.7     miles  diameter  of  the  earth  nearly.* 

4.  A  pendulum  which  vibrated  seconds  at  the  level  of  the  sea, 
was  found  to  vibrate  but  35D7  times  in  an  hour,  on  the  top  of  a 
neighboring  mountain :  Required  the  height  of  the  mountain  t 

Ans.  3i  milei. 


185'.  Central  Fobces. 

Ctntral  Force  is  that  power  or  energj-  with  which  a  body 
■loving  in  any  curve  around  a  center  is  made  to  approach  to,  or 
'^recede  from  that  center.     In  the  former  case  it  is  called  the  een- 
tripetal,  and  in  (he  latter  the  centrifugal,  force. 

(1.)  When    a   body    revolves    in    a  Fig.  IIB'. 

circh  the  centripetal  and  centrifugal 
forces  are  equal  to  each  other.  In  Fig. 
1 18',  B6  represents  the  force  by  which 
a  body  revolving  in  a  circle  around  the 
venter  E,  is  carried  toward  the  center 
by  the  centripetal  force ;  but  since, 
were  its  motion  not  thus  constrained  it 
would  have  receded  from  the  center 
through  the  space  B6,  consequently, 
this  line  also  represents  the  centrifugal 
force.  Hence  the  two  forces  are  equal 
to  each  other. 

(2.)  The  central  force  (either  the  centripetal  or  the  centrifugal) 
of  a  body  moving  uniformly  in  a  circle,  is  as  the  square  of  (he  vc 
loeUy  divided  by  the  radius  r<f  the  circle.  Let  r  be  the  radius  of 
the  circle,  v  the  velocity  of  the  body,  and  Kb  the  arc  described 
in  an  indefinitely  short  time  (.  Then  (since  by  our  hj'pothe- 
sis  the  motion  is  considered  as  uniform)  the  space  Kb=i-t, 
But  hb  being  a  very  small  arc,  may  be  taken  as  equal  to  its 
chord,  which  is  a  mean  proportional  between  the  diameter  2r 
and  the  veraed  sine  Aa,  (=Bt).  Hence,  AaxSr^Afe',  and  Afl= 
AV    «■!•      , .  ,       ,        ,      .  .  u"      „     u* 

■7:~~:z-<  which,  when  the  time  is  given,  vanes  as  —'  .-.F  oc  — . 

(3.)  Again,  the  central  force  is  as  the  radius  of  the  cirde  divided 
bjf  the  sijuarc  of  the  lime.     Let  (  equal  the  time  of  describing  the 


■  Tlic  diamelcr  of  Uio  earth  is  791S  milM. 


] 


r. 
^vUe  cfarcnmfcrence=2«T ;  then  a«T=ft?,  and  o=-T-f  ob  -  and 


CHAPTER  X. 

OF  PROJECTILES. 

186.  A  body  thrown  into  the  air  at  any  angle  with  the  horixanf  is 
called  a  prqjectiie. 

The  doctrine  of  Projectiles  proceeds  on  the  supposition  that  the 
force  of  gravity  acts  uniformly,  and  that  bodies  move  without 
resistance  from  the  air,  neither  of  which  suppositions  is  strictly 
true ;  but,  for  distances  so  small  as  those  usually  involved  in 
these  inquiries,  the  variation  in  the  force  of  gravity  is  not  mate- 
rial,  and  for  all  practical  purposes  the  effect  of  the  resistance  of 
the  air  is  separately  computed,  and  allowed  for. 

187.  If  a  body  be  projected  in  any  direction^  not  perpendicular 
to  the  horizon^  it  tmll  describe  a  parabola. 

This  proposition  has  already  been  demonstrated  in  Art.  48. 

The  most  concise  and  comprehensive  method  of  treating  this 
subject,  is  first,  to  investigate  by  means  of  Analytical  Trigonom- 
etry, a  general  formula^  showing  the  relations  between  the  time, 
velocity,  range,  and  angle  of  elevation  of  a  projectile,  however 
these  may  vary  among  themselves ;  and  secondly,  to  deduce  from 
this,  formuIaB  of  greater  simplicity  that  serve  for  particular  cases. 

* 

188.  In  order  to  investigate  the  general  formula^*  let  A  (Fig. 
119,^  be  the  point  of  projection,  AB  or  AB'  the  plane  on  which 
the  body  is  projected,  passing  through  A.  AB  also  denotes  the 
rangCf  or  distance  to  which  the  body  is  thrown.  Let  AC  be 
drawn  parallel,  and  BCD  perpendicular  to  the  horizon  ;  let  the 
angle  of  elevation  CAD=a,  the  angle  of  depression  of  the  plane 
CAJB=A,  the  velocity  of  projection=v,  the  time  of  flight=^  the 
range  AB=r,  and  the  space  fallen  through  by  gravity  in  one  sec- 
ond or  16t'j  feet=m. 

Then,  by  the  laws  of  uniform  motion,  at  the  end  of  the  time  tf 
if  gravity  did  not  act,  the  body  would  be  found  in  the  point  D, 

*  See  Eneyc,  Metropolitana,  Art  Mechanics,  p.  105,  (torn  which  a  lai|;e  part  of 
this  chipter  ia  taken. 
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wlule,  by  the  laws  of  falliD^  bodies,  it  would  in  the  aaiPe.  Ufff 
pass  Uuroos^  the  perpendicular  DB,  conseauentlyy 

AD=^v ;  aD4  DB=»ir. 


Fig.  119L 


In  the  right-angled  triangles  ABC  and  ADC,  the  angle  B  is 
the  complement  of  b,  and  the  angle  D  is  the  complement  of  ai 
and,  since  the  sides  are  as  the  sines  of  the  opposite  angles, 

cos.  0  :  sin.  (a  ±6)*  ::tv:  tv ^ — ^=7nr. 

COS.  b 

rK.  ^  —  sin.(adn6) 

l/Tf  — r — • 

V         COS.  b 

A      •                    •     /    I  IN          ^  sin.  (<irfcft)       ., 
Agam,  COS.  a  :  sin.  (adbft)  ::r  : ^^1  ^     =mr. 

^    »w^_  sin,  (/idzfe) 


(1.) 


COS.  a 


r  COS.  a 

-.  .      „  .  ^     w  sin.  (a±6) 

From  equation  (1.)  t  = ^ — r— ^. 

HI  COS.  b 

J  -     r^  sin.*  («drft) 

and  r= $ — —rr-^- 

m'  COS.'  6 

•n  y^v    ^     ^  sin.  (a±fc) 

From  equa.   (2.)  r= . 

^         ^   '^  m  COS.  a 

-.  r     sin.  (a  =b 6)  COS.  a 

xiencei — ■. = ^i • 

tr  m  cos.  b 


(«.) 


(3.) 


Prom  these  three  equations,  all  the  relations  between  the  time 


*  Plus  when  the  plane  descends,  minus  when  the  plane  ascende* 
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tT,  range,  and  angle  of  elevation,  ?ur6  readily  determined ; 
tk&t  any  two  of  these  four  quantities  being  given,  the  other 
tM  Bay  be  found.    Thus, 

^  mf  ecs.  a 

If  the  rtn^v  and  deoatim  be  given  to  find  ib»  time  and  «efecily. 


m.^          .      ^^v         /rsin.  (a±4)\* 
Bf  fqnation  (2.)  <  =  I  ^ 'j  . 


Bt  equation  (3.)  0=1-7— 1   • 

'  ^  ^   '         \&in.(a±6)  cos.  a/ 

If  the  vdodty  and  devotion  be  given  to  find  the  /tine  and  ramff^^ 
Brequaboo(I.)l=     ^  ^ /• 

•r  eqoatKm  (3.)  r  = :;^^-^^^ 

V  any  two  of  the  above  quantities  be  given  to  find  the  angh 
€dtaaiatL,  then  (the  inclination  of  the  plane  to  the  horizon  (b) 
iotf  sqyposed  to  be  known)  in  order  to  find  the  value  of  a,  we 
iM  finhstitute  for  sin.  {adzb)^  its  value  involving  the  sine  of 
ttek  are  separately.  Now  sin.  (adb6)=sin.  a  cos.  ftdbsin.  b  cos. 
^*  whence  either  the  sin.  a  or  cos.  a  may  be  obtained. 

Ihe  value  of  a  and  b  being  known,  we  shall  then  find  in  all 
fepPfcrding  cases,  sin.  {a±b)  cos.  a  equal  to  a  known  quantity. 
Utthis  be  denoted  by  C  ;  then  cos.  a  sin.  a  cos.  6±sin.  b  co8.*a=C ; 

Let  x=sin.  a,  then  cos.  a=(l— x")' 

xO-xO^itan-t  *(l-^=^5^ 

189L  As  this  is  a  quadratic  equation,  the  solution  will  give  two 
^^ioes  of  X,  which  shows,  that  there  are  always  two  difierent 
•ftfle*  of  elevation,  which  equally  satisfy  the  conditions  of  the 
poblem,  except  in  the  case  where  the  two  roots  of  the  equation 
«re  equal  to  each  other,  when  only  one  angle  will  be  found.  In 
tUs  case,  as  is  shown  below,  sin.  a=sin.  i  (90±&),  under  which 
lioutation  the  range  ^ill  be  a  maximum,  or  the  greatest  possi- 
^ ;  and  all  angles  of  ele\^tion  equally  above  and  below  that 
^hich  gives  the  maximum  range,  will  give  ranges  equal  to  each 
^r.    For,  by  the  value  of  r  as  determined  above, 

sin.  {a±b)  cos.  a 

m  COS."  b 
*  Dsy's  TrigonometBcil  AjudysH,  Art  SOa  t  lb.  Art.  21& 
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If  t;  and  the  angle  b  are  given,  the  range  will  vary  as  on. 
{a±b)  COS.  a.    But 
sin.  {o±b)  COS.  a=sin.  a  cos.  a  cos.  &±sin.  b  cos.*  a. 

=i  sin.  2  a  cos.  &±sin.  ft(J+|  cos.  2a)* 
=i  sin.  2  a  cos.  fr:i:|  cos.  2  a  sin.  fr+|  sin.  (dbA) 
=i  sin.(2  a:i:6)+i  sin.(±&) ;  and  since  the  second 
part  of  this  expression  is  constant,  the  range  virill  vary  as  sin. 
(2a±fr).    This  quantity  will  be  greatest,  when 

2a±6=90^ 
Then  2{a±b)=W±b 
And  a±6=46^±}6 

a=46«±J6Tft=45^±j6=4(9(Pdb6) 
.•.a=J(90^±6) 
sin.  a=sin.  i(90^±b). 
Therefore,  as  above,  the  range  will  be  a  maximum  where  the 
sine  of  the  angle  of  elevation  equals  the  sine  of  ^(90®  ±6). 

And  since  all  angles  equally  above  and  below  90^  have  the 
same  sine,  all  angles  equally  above  and  below  that  which  gives 
the  maximum  have  equal  ranges.  Thus,  a  cannon  ball  fired  at 
an  angle  of  60°  (in  a  vacuum)  above  a  horizontal  plane,  would 
reach  the  plane  at  the  same  distance  from  the  point  of  projection 
JU9  if  fired  at  an  elevation  of  30°.  When  the  data  of  the  problem 
give  or  require  a  greater  value  for  sin.  (2adb6)  than  1,  that  is, 
fiian  the  sine  of  90°,  it  shuvvs  the  problem,  under  the  proposed 
conditions,  to  be  impossible. ' 

190.  To  find  the  greatest  height  to  which  the  projectile  vnll 
ascend,  we  must  recollect  that  a  body  projected  perpendicularly 
upward,  will  rise  to  the  same  height  from  which  it  must  have 
fallen  to  acquire  the  velocity  of  projection.  (Art.  30.)  Calling 
the  time  of  rising  to  the  greatest  height  t',  we  shall  have  2mtf 
=the  velocity  of  descent  from  gravity ;  and,  v  representing  the 
whole  velocity  of  projection  in  an  oblique  direction,  the  perpen- 
dicular part  will  be  represented  by  v  sin.  a  ;  whence 

2mt'=v  sin.  a,  and  t'= — — -^  and  <'*= — —4 — • 

2m  4m« 

i>  sifi    A 
But  the  space  fallen  through  in  the  time  <'==m^''= * — • 

491 

And  the  ascent  in  the  same  time  from  projection  is, 

u*  sin.  d 
t'v  sin.  a  = — — ^ — .    Consequently,  the  difference  of  these 

will  be  the  greatest  height  of  the  projectile  above  the  point  A ; 

-Li.  X  •    L    t^sin.'a    t^sin.^a    t^sin.^a      j  4wA       .    ,  .^. 

that  IS,  A=  — = — - —  ,  and  — 5-  =  sm.'  a.        (4.) 

2m  4m  Am  %?  .        v    / 

If  therefore  the  angle  of  elevation  and  velocity  are  given,  the 


*  Day's  Trigonometrical  Analysis,  Art.  213. 
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greatest  height  may  be  determined ;  or  if  the  range  (r)  or  the 
time  (t)  be  given,  (the  angles  being  known,)  the  value  of  v*  may 
fih(t  be  ascertained  by  preceding  formulae,  and  then  the  height  (A) 
bank  equation  (4.) 

191.  All  the  preceding  equations  become  much  more  simple 

when  the  projection  is  along  a  horizontal  plane ;  for  then  1=0, 

and  sin.  6=0,  and  cos.  5=1 ;  hence, 

T        /t  \^/    sin.(fldbA)\  /w\ 

m  eq.  (1.)—  I  =  — ^ — r-^  I  =sm.  a.  v*  •/ 

V  \         COS.  b   / 

(2.)—  I  =  — ^ ^  1  = =tan.  a.  (V.) 

r  \         COS.  a    /     COS.  a  ^    ' 

,^\r  / _ttn.  (adbft)  cos.  a\  _ sin.  a  cos*  a     i sin.  2a  ,^.  v 
^^^^\  mcos.n       )  m "-IS— ^'-^ 

Hence  from  (1'.)  <= '—  od  vxsin.  a.  (5.) 

(8'.)  r=  ^i^lBf flc  f^xam.2«.  (6.) 

(4.)  h=  l^ii5BLf «  »»x8m  »*  m 

4l9l 

On  a  horizontal  plane,  therefore,  (the  most  usual  case,)  we  have 
die  following  theorems. 

1.  The  TIME  OF  FLIGHT  vovies  as  Ae  velocity  of  projection  mtdti' 
plied  by  the  sine  of  the  angle  of  elevation. 

n.  The  RANGE*  varies  as  t/ie  square  of  the  velocity  of  projection, 
mu&i^tied  by  the  sine  of  twice  the  angle  of  elevation* 

HL  The  GREATEST  HEIGHT  varics  as  the  square  of  the  velocity  of 
projectionj  miUtiplied  by  the  square  of  the  sine  of  the  angle  (fefe* 
mtum. 

Moreover,  since  the  sine  of  twice  45^  equals  the  sine  of  90^, 
which  equals  radius,  hence,  by  Theorem  II, 

IV.  The  RAUGE  IS  GREATEST  uJicn  the  angle  of  elevation  is  45% 
QMd  is  the  same  at  elevations  equally  above  and  oelow  Ab^.^ 

And  since  the  square  of  the  sine  of  the  angle  of  elevation 
most  be  greatest  when  the  angle  is  a  right  angle,  therefore,  by 
Theorem  III, 

v.  A  projectile  rises  to  the  greatest  height  when  thrown  perpen^ 
Ocularly  upward. 

Finally,  since  the  sine  of  the  angle  of  elevation  is  greatest 
when  the  angle  is  a  right  angle,  therefore,  by  Theorem  I, 

VI.  The  TIME  OF  FUGHT  IS  GREATEST,  wlicn  the  body  is  thrown  per^ 
fesdicutarly  upward. 


called  random, 

t  For  the  tine  of  twice  any  angle  below  45^  is  the  nme  aa  the  tine  of  twice  any 
*B(fe  of  the  same  nnmber  of  degreea  sbore  45^. 
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192.  QuESTioKS  ON  Pbojectucb. 

1.  A  body  is  projected  at  an  angle  of  15  degrees  with  the  hori* 
zon,  with  the  velocity  of  HO  feet  per  second :  What  is  its  range^ 
greatest  height,  and  time  of  flight  7 

By  (6.)  r=t21^  =  }^i  =304.«63  feet. 

By  (4.)  h=- — ^L^  =  (by  logarithms)  20.409  feet 

T*    /^  \  .     wxsin.  a     «  ^^-*  •■ 

By  (5.)  t— =2.253  seconds. 

That  is,  its  horizontal  range  is  304.663  feet;  it^  greatest 
altitude  20.409  feet ;  and  its  time  of  flight  is  2.253  secoiKis. 

2.  A  body  was  projected  at  an  angle  of  60^  with  the  horizon,  and 
descends  to  it  at  the  distance  of  100  feet:  With  what  velocity 
was  it  projected,  and  what  was  its  greatest  altitude  and  its  tim6 
of  flight? 

From  (6.)  «=  f -.?^^  =60.94  feet. 
^  \sm.  2a/ 

-ry        fA\  1.    t;^xsin.'a    ^««/.    ^ 

From  (4.)  A= =43.3  feet. 

4m 

-ry         /-  V  .    wxsin. a    «««  •. 

From  (5.)  <= =3.28  seconds. 

HI 

3.  I  fired  an  arrow  which  remained  in  the  air  4  seconds^  anjl. 
fell  at  the  distance  of  100  feet :  With  what  angle  of  elevation 
was  it  fired,  with  what  velocity,  and  how  high  did  it  ascend  t 

•  By  equation  (2'.)  tan.  a= — =2.67833=tan.  68«>  46'. 

(2mr  \ 
-: — — -  I  =69.024  feet  per  second. 

By  equation  (4.)  h=  !^^^-l-?=64.843  feet. 

4.  A  gun  was  fired  at  an  elevation  of  50^,  and  the  shot  strode 
the  ground  at  the  distance  of  4898  feet :  With  what  veloei^diA 
it  leave  the  gun,  and  how  long  was  it  in  the  air  ? 

Ans.  Velocity,  400y45eCj9erfecDiiib 
Time,  19.05  seconds. 

5.  Random  4898  feet,  time  of  flight  16  seccmds:  Required  ths 
angle  of  elevation  and  the  velocity  of  projection  7 

Ans.  El.  40°  3',  V.  400  feet  per  sec 

6.  Random  2898  feet,  velocity  of  projection  389.1  feet :  What 
were  the  elevationi  and  time  of  flight  ? 

Ans.  El.  19«>  or  71®,  T.  7.87  jec. 
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7.  Elevation  40^,  random  4808 :  Required  the  random  when 
the  elevation  is  29^''?     Art.  191.  (6.)  Am.  4263. 

8.  Elevation  40^  3%  time  of  flight  16  seconds :  Required  the 
random  and  velocity  of  projection  ? 

Ans.  R.  4898,  V.  400 /cet 

9.  Velocity  510  feet  per  sec,  time  of  flight  15  seconds,  to 
find  the  elevation  and  random.  Ans.  El.  28''  14',  R.  6740. 

10.  On  a  side-hill  ascending  nniformly  above  a  horizontal  level 
at  an  angle  of  10^  20^,  a  ball  was  fired  at  an  angle  of  elevation 
above  the  horizon  of  34^,  and  with  a  velocity  of  401  feet  per 
secoad :  What  was  the  range  on  the  hill-side  when  the  gnn  was 
directed  up  the  hill,  and  what  when  directed  downward  7 

Ans.  3438  and  59S5  fseL* 


CHAPTER  XL 

OF  Tee  STRENOTH  OF  MATERIALS. 

193.  The  importance  to  the  architect  and  the  engineer  of  ail- 
eertaining  the  form  and  position  of  the  materials  wnich  he  em- 
ploys, in  order  to  secure  the  greatest  degree  of  strength  And 
stability  at  the  least  expense,  has  led  mathematicians  and 
writers  on  mechanics,  to  devote  much  attention  to  this  subject. 
How  is  the  strength  of  a  beam  affected  by  giving  to  it  different 
shapes  and  different  positions  ?  how  must  a  given  quantity  of 
matter  be  disposed  in  order  that  it  may  have  the  greatest  possi- 
ble strength  ?  and  upon  what  principles  depends  the  stability  of 
colamns,  roofs,  and  arches  ?  these,  and  many  similar  inquiries, 
have  been  the  objects  of  profound  investigation. 

The  strength  of  beams,  or  pieces  of  timber,  is  the  first  object 
of  inqairy.  Strength  is  the  power  to  resist  fracture  :  sTREssi  thb 
power  to  produce  fracture. 

194.  The  strength  of  a  beam  resting^  horizontally,  on  its  two  ends, 
from,  a  weigJU  on  its  center j  is  proportioned  to  the  area  of  a  cros^ 
Mion^  multiplied  by  the  depth  of  its  center  of  gravity. 

Thus,  in  Fi^.  120,  if  AB  t-epresent  a  stick  of  timber,  resting 
borizontally  on  supports  at  its  two  ends,  and  W  be  a  weight 
placed  at  tne  center,  and  a  b  c  d  be  a,  cross  section,  then,  ^up« 
posing  the  weight  to  be  sufficient  to  break  the  beam,)  the  frac- 
tote  Will  eommence  at  the  bottom,  and  proceed  regularly  to  the 

I 

^  See  Art.  188,  formula  (3.) 
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top,  ending  at  W."  Now  since  tlie  tendency  to  resist  InLctore 
from  cohesion,  must  depend  upon  the  total  umount  of  all  the  sep- 
arale  forces  acting  between  contiguous  particles,  it  must  evi* 
dently  depend  upon  the  number  of  the  particles,  that  is,  D|>oii 
the  extent  of  surface,  or  area  of  the  section. 


Fig.  120. 


*. 
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This  would  be  the  case  were  no  other  mechanical  force  in- 
volved but  cohesion  ;  but  the  reaction  of  the  supports  at  A  and 
B,  being  equal  to  llie  weight,  and  severally  acting  at  the  longer 
end  of  a  bent  lever  AW«,  AWb,  &c.,  consequently,  the  tendency 
to  fracture,  from  the  leverage,  will  be  lessened,  as  the  shorter 
arm  of  the  lever  is  increased,  while  the  longer  arm  remains  the 
same  :  therefore  the  strength  being  inversely  as  the  stress,  will 
be  regularly  increased  as  the  distance  of  any  lamina  from  \V  is 
increased,  and  the  whole  effect  will  be  as  the  distance  of  the 
center  of  gravity  from  that  point.  Hence  from  both  causes,  the 
strength  varies  as  the  area  of  the  section  multiplied  by  the  deptK 
of  the  center  of  gravity.f 


Fig.  131, 


— # 

a-  I       I 

C  D 


d 


195,  This  proposition  is  general,  and  applies  to  a  number  of 
distinct  cases.  In  cylindriiml  and  square  beams,  since  the  area 
of  the  section  varies  as  the  stiuare  of  its  dianiPter,  and  the  dis- 
tance of  the  center  of  gravity  from  the  point  E,  (Fig.  121.)  varies 
as  the  diameter,  their  strength  is  as  the  cubes  of  the  diameters. 
In  beams  of  an  oblong  figure,  the  strength  varies  as  the  breadlh 
and  square  of  the  depth  ;  for  here  the  area  being  as  the  product 
of  the  two  sides,  and  the  distance  of  the  center  of  gravity  from 


ici  since  [lie  litne  ol 


Ing  to  the  views  embraced  by  nHwt  wrilcra  oo  Meehm- 
le  of  Galllni,  UiBl  Ihe  parbi  of  a  frsclun^  beam  luni  about  llie  lias 
where  the  fraclure  terniiaatFS  ;  but  Mr.  BBitaw.  in  hia  esny  ou  the  SlieDgUi  and  Stten 
of  Timber,  provea  by  eipcriment,  that  the  tendency  ia  to  lum  about  a  tine  ODIirely 
within  the  eectign,  the  fibrea  on  tliat  side  of  the  liao  vhere  Lbe  rracture  begiiu  b«B( 
extended,  and  iFiom  on  ilia  other  eido  coiapresacd.  Thlj9  Uiio  he  calla  the  neutral  axU. 
t  Day'i  Algebra,  (Ait.  40a) 


■^   //     '  /  ^ 
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£  being  equal  to  half  the  perpendicular  side,  and  therefore  pro- 
portioned to  that  side,  the  proposition  is,  that  the  strength  varies 
as  the  breadth  X  depth  X  depth,  or  as  the  breadth  into  the  square 
of  the  depth.  Hence,  the  same  oblong  beam  with  its  narrow 
side  upward,  is  as  much  stronger  than  with  its  broad  side  up- 
ward, as  the  depth  exceeds  the  breadth.  For  the  area  being 
the  same  in  both  cases,  the  strengths  are  proportioned  to  EG  and 
E^,  or  as  AB  to  AC.  Thus  if  a  joist  be  10  inches  broad  and  2^^ 
thick,  it  will  bear  four  times  more  weight  when  laid  on  its  edge 
than  on  its  side.  Hence  the  modem  mode  of  flooring  with  very 
thin,  l^ut  deep  pieces  of  timber. 

196.  In  beams  of  different  lengths^  resting  on  two  supports^  the 
strength  will  vary  as  the  area  of  the  section  into  the  depth  of  the 
oenter  ofgramty^  divided  by  the  length  into  the  weight. 

Let  L,  If  denote  the  lengths ;  W,  id,  the  weights ;  A,  a,  the 
areas  of  the  sections ;  and  6,  g^  the  depths  of  the  centers  of 
gravity,  of  two  prismatic  beams,  resting  horizontally  on  their 
two  ends. 

The  stress^  or  tendency  to  produce  fracture,  from  the  weight  of 
Ae  beam  itself  will  be  expressed  by  |Lx  W,  and  ^Ixw,*  But  the 
tendency  to  resist  fracture  is  denoted  by  A  xG,  smd  a  xg.  Hence 
tke  aggregate  strength  of  the  timber  will  be  directly  as  the  latter 
and  inversely  as  the  former.    That  is, 

AxG      axg      AxG    axg 
^■^••lLxW'i/xW--LxW'7x;? 

197.  A  triangular  beam  is  tunce  as  strong  when  resting  on  its 
hood  basCf  as  when  resting  on  its  edge. 

For,  the  area  being  the  same  in  TOth  cases,  the  strength  varies 
as  EG  and  Ejg^,  (Fig.  122,)  which  are  as  2  to  1.     (Art  71.) 


^  These  principles  apply  not  only  to  beams,  but  to  bars,  and 
Anilar  structures  of  every  sort  of  matter. 

198.  The  strength  of  any  bar  in  the  direction  of  its  kngth^  is 
Hrectly  proportional  to  the  area  of  its  transverse  section. 

*  For  the  reaction  at  each  sapport  »  a  force  whichsiW,  acting  upon  JL  at  ita 
Mto  of  gravity ;  hat  the  center  of  grayity  of  ^L,  is  at  a  diftance  from  the  prop  =  } 
«f  IL  a  ^L ;  therefore  the  efficacy  of  the  force  =  ^LxlW  as  ILxW.    (fig.  1S0l> 

20 
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Here  each  line  of  particles,  in  a  longitudinal  direction,  maybe 
cotisidered  as  exerting  a  separate  force,  and  therefore  the  aggre- 
gate force  will  manifestly  depend  on  their  number,  and  of  course 
on  the  area  of  its  section,  the  whole  being  equal  to  the  smn  of 
all  its  parts.  Hence  the  various  shapes  of  bars  make  no  differ- 
enUe  in  their  absolute  strength,  since  this  depends  only  on  the 
area  of  the  section,  and  must  ob\'iously  be  the  same  when  the 
area  is  the  same,  whatever  be  its  figure.  A  rope,  therefore,  or  a 
wire,  to  which  a  weight  is  appended,  is  as  likely  to  break  in  one 
jriace  as  in  another,  but  when  the  weight  of  the  rope  becomes 
considerable,  and  the  force  is  applied  perpendicularly,  the  in- 
crease of  weight,  as  its  length  increases,  renders  it  more  liable 
to  break  in  the  upper  than  in  the  lower  parts. 

199.  T%e  lateral  strengths  of  similar  beams^  are  inversely  as 
their  lengths  or  breadths. 

.  Let  D,  d,  represent  the  diameters  of  two  cylindrical  beams,  or 
the  sides  of  two  beams  in  the  form  of  square  mnsms  ;  then, 

S :  * : :  t — ^¥f :  > — •   In  similar  beams,  L  oc  D  and  W  oc  D* 
LxW  Ixw 

o         b»  <P      1    1      11 

In  6thng  beams, 

BxD«    6xd«    «     .      .    .,     ^  T       « 

S : * :  It  .  iir •  "i '   But  m  similar  beams,  L  oc  B, 

LxW    ixto 

LxD*    txJ    1111 
.\h\s:\  L^jyi:  ixd?''''D'd'''L'  I 
When  the  beams  are  of  the  same  figure,  and  their  latertd  sec* 
turns  the  same,  then,  the  breaxlth  and  depth  of  one  being  respect- 
ively equd  to  the  breadth  and  depth  of  the  other, 

S :  * : :  j — ^ :  7 —  •    And  since  W  a  L,  S  :  5 : :  -yi :  ||^- 

Hence,  half  the  length  of  a  beam,  supported  at  both  ends,  will 
bear  four  times  as  ereat  a  pressure  as  the  whole  beam  ;  and  a 
prop  placed  under  tne  ci^nter  of  a  beam  increases  its  strength  in 
the  same  ratio. 

Long  beams  are  weak  from  their  own  weight ;  and  the  lengtk 
may  be  so  increased,  that  they  will  break  from  this  cause  alone. 
The  strength  arising  from  making  the  beam  larger,  increases  as 
ikae  square  of  one  of  the  homologous  sides,  \vhile  the  weight  in- 
creases as  the  cube,  and  therefore  preponderates  in  long  beathk. 
To  consider,  in  connection,  the  several  circumstances  which  af- 
fect the  strength  of  timber,  it  appears  that  a  beam  twice  as 
broad  as  another  of  the  same  length,  is  also  twice  as  strong ; 
that  one  twice  as  deep,  the  other  dimensions  remaining  the  same, 
is  foU^  times  as  strong ;  and  that  one  twice  as  long  as  anothw 
AwaUt  beam»  has  only  half  the  strength* 
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SO(L  Bat  if  besides  their  own  weights,  these  beams  are  made 
to  support  other  weight  s,  W,  to',  placed  at  their  middle  points, 
then  their  tendency  to  fracture  will  be  increased. 

For.  since  the  reaction,  arising  from  the  pressure  on  each  sup- 
port =1W',  and  this  force  acts  at  the  point  of  fracture  with  a 
leverage  equal  to  JL,  the  stress  produced  by  W'=iLxjW'= 
{Lx  W.  But  the  stress  arising  from  the  weight  of  the  beam  it- 
8elf=iLxW.  Therefore  the  whole  stress=4LxW+lLxW' 
=jL(iW+WO  «  L  (JW+W), 

. q  AxG  axg 

•  *  ■  L(iW+WO  '  liJM^ ' 

or,  in  the  6ase  of  cylinders  and  square  prisms, 

•'••L(iW+W')'/(iii?+ii/)' 
If  the  weiglits  of  the  beams  be  so  small,  when  compared  with 
Ae  weights  supported,  as  to  make  it  unnecessary  to  take  them 
into  consideration,  then 

201.  In  order  that  the  foregoing  general  formulae  may  be  ap^ 
plied  to  practice,  so  as  to  find  the  actual  strength  of  bars  or  beams^ 
it  is  necessary  to  have  some  standard  of  strength  ascertained  by 
experiment,  which  may  be  employed  as  the  unit  of  comparison. 
For  example,  it  is  found  by  experiment  that  a  small  beam  of  oak, 
one  foot  long  and  one  inch  square,  is  able,  when  supported  at  both 
ends,  to  sustain  a  wei^t  of  600  pounds  ;  atid  that  a  bar  of  iron 
of  the  same  dimensions,  would  sustain  in  the  same  circumstances 
2190  pounds.  The  beam  weighs  half  a  pound,  and  the  iron  three 
pounds.  "With  these  data  applied  to  the  foregoing  formulae,  we 
may  perform  such  problems  as  the  following. 

I.  What  weight  might  be  sustained  at  the  middle  point  of  d' 

prismatic  beam  of  oedt,  whose  length  is  6  feet,  and  its  end  4  inches 

square? 

Let  8=«trength  of  the  beam  required. 

s=:strength  of  a  beam  whose  length  is  one  foot  and  square 
end  one  inch. 

W=weight  of  the  larger  beam,  and  to  that  of  the  8maller=J 
JWind.  Let  L=6, /=1,  D=4,  d=l.  Weight  required=W'.  Giv- 
en weight  (600  pounds)  =u/. 

Then,  the  weight  of  the  beams  not  being  taken  into  the  ac- 

But  the  strength,  at  the  moment  of  fracture  =0  in  both  casei»  L  Ot 
4"  1* 

^'^'^  •'ixW^'^rxeoO '  whence W'=6400 pounds. 
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If  the  weight  of  the  beams  be  taken  into  the  account,  then  (Art 
-wv^vc  D*  ^  4'  V 

'^     *    "LxiW+W'  '  ixiu>+iir'"6x24»+W'  '  ixj+aoo' 
64  1 

Hence,  —       =5Sf7T  5  and  W=6378|  pounds.    Ans. 

2.  What  must  be  the  depth  of  a  beam  of  an  oblong  prismatic 
form,  whose  breadth  is  2  inches  and  length  8  feet,  to  support  a 
weight  of  6400  pounds,  its  own  weight  not  taken  into  consid- 
eration T 

Here.  (Art  200.)  S:,::^,:^::^^:gL,.-i8D«= 

85.333,  or  D=6.53  inches.    Ans. 

3.  What  weight  might  be  supported  at  the  middle  point  of  a 

bar  of  iron  10  feet  long,  and  the  side  of  whose  square  end  is  3 

inches,  its  own  weight  not  being  taken  Into  consideration? 

Ans.  5913  pounds. 

202.  The  stress  {or  tendkncy  to  fracture)  on  any  part  of  a  hot' 
izorUal  beam  supported  at  both  ends,  is  proportional  to  the  produd 
of  its  two  distances  from  the  supported  ends. 


The  sum  of  the  pressures  on  A  and  B,  (Fig.  123,)  must  obvi- 
ously be  equal  to  the  whole  weight.    But,  (Art.  102,) 

J.  ^  .    WxBC       ,  ^  -,    WxAC 

Pressure  at  A= — Td~»  *™  pressure  at  B= — j^ — . 

But  the  reaction  of  either  point  of  support  is  equal  to  the  pres- 
sure on  that  point ;  and  this  force  acts  at  C  with  a  leverage  AC  on 

WxBC 
one  side,  and  BC  on  the  other,  so  that  the  stress  at  C= — rrp^ 

WxAC 
X  AC  or  — j^  xBC,  either  of  which  expressions=stress  at  C, 

and  X  ACxBC.  And  since  this  rectangle  is  greatest  when 
AC=CB,  and  diminishes  as  these  lines  become  more  and  more 
unequal  in  length,  so  the  tendency  of  a  horizontal  bar  to  break 
is  greatest  in  the  middle,  and  decreases  toward  the  points  of 
support 

•  For  W:  w  iihxJ}^ilXd\  /.W:i  ::  6x16:1 ::  96:1,  .-.W-.^a 
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Hence  a  beam,  in  order  to  be  equally  strong  throughout,  must 
be  thickest  in  the  middle,  being  thinned  off  toward  the  ends ; 
and  if  the  sides  of  such  a  beam  are  parallel  planes,  the  figure  of 
the  beam  must  be  elliptical. 


For  let  the  curve  APDM,  (Fig.  124,)  whose  axis  is  AD,  repre- 
sent Uiis  longitudinal  section,  and  let  a=the  thickness  or  breadth 
of  the  beam  ;  then  a  lateral  section  of  the  beam  at  any  point  C, 
"mH  be  an  oblong,  whose  breadth  is  a,  depth  PM,  and  the  depth 
of  its  center  of  gravity  iPM.  Hence,  the  tendency  of  the  beam 
to  resist  fracture  at  any  point  C,  is  as  axPM' ;  but  the  stress  at 
C  is  as  AC  xGD ;  therefore 

the  strength  at  Cx  ^^^^^x  _-^ ; 

hence  if  PM*  x  AGxCD,  the  strength  will  be  the  same  at  every 
point :  but  in  this  case  the  curve  APDM  is  an  ellipse,  whose 
transverse  is  AD,  and  conjugate  FK« 

203.  The  timbers  which  compose  the  horizontal  part  of  the 
frame  of  a  house,  being  usually  rectangular  parallelopipeds  of 
unifonn  dimensions  throughout,  it  is  manifest  that  a  considerable 
portion  of  the  material  is  wasted  ;  but,  in  such  cases,  the  attempt 
to  save  the  material  would  be  attended  with  paramount  disad- 
vantages. When  however  the  material  is  expensive,  or  where 
lightness  is  important,  as  in  many  kinds  of  machiner}'-,  the  fore- 
going principles  may  be  applied  with  great  advantage.  A  use- 
fol  application  of  it  is  seen  in  the  shape  sometimes  given  to  the 
iron  bars  of  railways,  as  represented  in  the  following  figure. 

Fig.  125. 


204.  Examples. 

1.  What  must  be  the  length  of  a  beam  4  inches  square,  to 

fupport  6400  pounds  at  its  middle  point  ? 

Let  S=strength  of  the  required  beam, 

j=strength  of  a  beam  1  foot  long,  and  its  end  1  inch  square. 
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W==weight  of  the  larger  beam, 
u?=weight  of  the  smaller  beam  or  i  lb. 
By  the  question,  L=required  length,  /=1,  D=4,  d=l. 
\V'=6400  lbs. 
u?'=wcight  sustained  by  the  unit=600lbs. 

(1.)  If  the  weight  of  the  beams  be  not  taken  into  considera- 
tion,  by  Art.  200, 

o  D»  (P  4»  P 

LxW    Ixu/      Lx64(;0    1x600 

But,  at  the  moment  of  fracture,  the  strength  in  both  cases  be- 

04 

comes  equal  to  nothing ;  and  then, S  being  equal  to  s^  r= — ^-zrz^ 

;  whence  L=6  feet. 


IxGOO 

(2.)  If  the  weight  of  the  beams  be  taken  into  account,  then,  (Art^ 

D'  (P  4^  1' 

'^  L(iW+W')  •  l{iw+w')  •  •  L(4*+6400)  '  l(i+600) 

64  1 

Whence  L=5.08  feet 


L(4L+640U)     J +600* 

2.  What  must  be  the  breadth  of  a  beam  of  an  oblong  pris- 
matic form,  whose  depth  is  8  inches  and  length  6  feet,  to  support 
a  weight  of  6400  lbs.,  its  own  weight  not  being  taken  into  the 
account  ? 

Let  B=required  breadth. 

6=breadth  of  the  beam  1  foot  long,  and  its  end  one  inch 
square. 
Then,  (Art.  200,) 

^  BxD«     IP         Bx64         V        IT  ,  ^. 

^'''''l^^W^''T^'''''^^^0^^  Hence  at  the  moment 

of  fracture,  when  S  =5, ;.=-;rr,   whence  B=l    inch.     In 

6x6400      GOO 

the  two  preceding  exumples,  the  beams  are  of  the  same  length, 
and  have  equal  strengths,  each  supporting  a  weight  of  6400  lbs. 
But  in  b<  anis  of  e(iuaT  length,  the  solid  contents  are  as  the  areas 
of  the  section.^.  In  example  1st,  the  section=4*=16;  and  incx- 
amj  In  2d,  the  spction=l  x8=8.     Hence. 

'Ihe  (iist  brani  :  second  beam  : :  16  :  8.  Therefore,  the  oblong 
beam  placed  e(]geways  is  as  strong  as  the  square  one,  although 
it  conlains  only  one  half  as  much  material. 

3.  Whr;t  weight  may  be  supported  at  the  middle  of  a  bar  of 

■  '  ■ 

*  The  W(  ighu<  beii.g  us  the  solid  contents, 

W  :  IT  :;  JLxi>' :  Ixd'  : :  Lxl6  :  1x1,  /.W  :  i  : :  Lxl6  :  1,  .-.IW—xLl 
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iron,  10  feet  long,  and  the  side  of  whose  sqoare  is  3  inches,  ifak 
«wn  weight  being  taken  into  the  account  ? 

Tfi  (P  ^  V 


8 


*  •  • 

0      •    • 


Fig.  126. 


L{iW+W')*Z(lu?+u;'>"  10(135»+W')  'l(li+2190/ 
Hence,  W'=5782.05  lbs. 

205.  The  foregoing  investigations  and  examples  relate  to 
beams  supported  at  both  ends :  we  proceed  to  the  case  where 
the  beam  is  supported  at  only  one  end. 

In  similar  cylindrical  and  prismatic  beams,  supported  at  one 
end,  the  strength  varies  inversely  either  as  the  diameter  or  as  the 
length. 

Let  ABEF,  ahef,  (Fig.  126,)  re- 
present  the  longitudinal  sections  of 
two  prismatic  beams  fixed  horizon- 
tally into  the  wall  HKLM  ;  then  the 
tendency  of  these  beams  to  resist 
fracture  9i,  the  ends  EF,  ef,  where 
they  are  inserted  into  the  wall,  will 
be  measured  in  the  same  manner  as 
in  the  preceding  cases,  that  is,  by  the 
area  of  the  latercd  section  into  tlie 
depth  of  its  center  of  gravity,  except 
that  in  this  case,  the  fracture  will 
begin  at  the  upper  points  F,/,  and 
end  at  the  lower  points  E,  e.  The 
tendency  to  produce  fracture  will  be  the  weight  of  the  beams 
acting  at  the  distance  of  their  centers  of  gravity  from  the  ends 
EF,  ef.     Hence,  (Art.  196,) 

S  :  *  : :  j^ — w  •   ,/      t  or  if  any  weights,  W,  m/,  are  placed  at 

the  other  ends  of  the  beams,  then  (since  the  effects  of  these 
weights  to  produce  fracture  will  be  measured  by  W  x  L  and 

AxG  axg 

v/xl)  we  have  S  :  s  : :  ^    — ^    -;  :  — ;  and  if  the  weights 

W,  w  of  the  beams  are  very  small  when  compared  with  the 

AxG      axg 


weights  W  M^,  then  S  :  *  : : 


LxW  'Zx 


w 


Hence,  in  similar  beams,  as  in  Art.  199,  S  :  ^  : :  ^^ :  ^or  — :  -.. 

Da      L    / 

Let  W,  M7,  represent  the  weights  of  the  parts  ABCD,  abed,  of 
the  beams,  then  the  tendency  of  those  parts  to  produce  fracture 
at  C,  c,  will  be  measured  by  ^ACxW,  and  ^acxw  ;  therefore,  if 


•n- 


*  The  bar  of  iron  weiglis  270  lbs. 


% 
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S,  *  represent  the  strengths  of  the  beams  at  the  points  C,  e,  &en 

AxG              axg 
S  J  •  : !  T^ — F^i-.-iTr'"  = 7~7~: ;  or  if  W,  w,  be  very  small 

with  respect  to  W  «y,  then  S  :^  ::  ^^,:  ^. 

Hence  if  a  given  weight  W'  be  supported  at  the  end  of  a  given 
beam  whose  weight  is  so  small  as  not  to  be  taken  into  considera- 
tion, the  strength  of  that  beam  to  support  the  weight  W'  at  any 

point  C,  between  A  and  P,  will  vary  as  ■.„.-., ;  or  since  W  i> 
constant,  as  _ _ -. 

A  beam  supported  at  one  end  in  the  form  of  an  isobczles  wbdob, 
or  of  a  PARABOLA,  is  equally  strong  throughout ;  or,  u^ten  a  toei^ 
it  hung  at  the  end,  the  beam  is  as  liable  to  break  in  one  place  as  » 
aiuah^. 

Let  the  beam  be  in  the  form  of  an  isosceles  uxdse,  (Fig.  1S7J 
whose  flat  sides  are  parallel  to  the  horizon,  and  whose  given  ' 
depth=d;  then  A=EDx(i,  and  G=\d,  .:  A xG=tED xd*,  which 
varies  as  ED  or  EC,  which  varies  as  AC.     Hence  the  strength 


If  the  sides  of  the  beam  be  parallel  planes,  and  its  longitudinal 
section  a  semi-parabola,  (see  Fig.  127,)  as  A'  C'  F'  D' ;  then  let 
d  equal  the  given  breadUi,  and  we  have  A=dxC'D',G=jC'D', 

.*.  AxG^dxG'D'",  which  varies  as  CD".     Hence  Sx  j-j^^. 
But  since  A'D'  is  a  parabola,  A'C,  x  CD", .-.  S  x  ojjp- 
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906.  Suppose  the  beams  to  be  cylinders  or  square  prisms, 
(resting  either  on  one  end  or  on  both  ends,)  whose  diameters  or 

sides  are  D,  d,  then  S  :  j  : :  _ — -====: :  .     ,    Let  VDf=0^ 

LxjW+W   lx\w+W 

then  S :  * : :  - — ;  .„  ,  ,,,, :  TTTTn^  which    expresses   the    relative 
LxjW+W    1*^^  ^ 

strengths  of  two  cylindrical  beams  whose  lengths  are  L,  Z,  diame- 
ters D,  <f,  weights  W,  w,  the  former  of  which  supports  the  given 
wei^t  W'  at  the  end  of  it,  and  the  latter  supports  only  its  own 
weight.    Let  d=D ; 

1_ 1        1  2L 

**'^''®-''-'LxiW+W*i^><^''LxiW+W''Wxr5 

Wx/ 
for,  since  w  :  W  : :  / :  L,  .*.  u>=  --= — .    In  this  case,  therefore,  the 

L 

ratio  of  S  :  «  expresses  the  relative  strengths  of  two  cylindrical 

beams  of  the  same  diameter,  one  of  which  supports  the  given 

weight  W  at  its  end,  and  the  other  supports  only  its  own  weight ; 

and  if  the  beam  whose  length  is  L  breaks  when  W  is  placed  at 

the  end  of  it,  the  beam  whose  length  is  /  will  break  by  its  own 

1  2L 

weight     Hence,  let   S=*,  then  V  xw7^==Wx? 

.j.^  L'(W+2W')  .  z=L(^')*=lengthof  the  beam  of 
the  same  diameter  that  would  break  by  its  own  weight. 

207.  Let  the  beams  be  similar  cylincl^rs,  then  D* :  d' : :  L' :  /*, 
.-.  (Art.  206,)  S  :  ^  ::  j^+W'''  W'W^^'^Vixr    ^'^^^^"'^ 

^    %-W+W"     Wx/--*^+^       2L'''''^  W        •      "' 

therefore,  a  cylindrical  beam  whose  length  is  L  breaks  with  the 
given  weight  W  placed  at  the  end  of  it,  a  similar  cylindrical 

beam  whose  length  is— ^ — ^== will  break  with  its  own  weight. 

W 

208.  If  a  horizontal  beam  be  supported  at  both  ends,  the  stress 
produced  by  its  own  weight,  W,  is  measured  by  jLxW,  (Art 
196.) 

If  the  beam  be  supported  at  one  end  only,  the  stress  is  meas- 

*  The  weiffhts  of  similar  cylinders  of  the  same  density  are  as  the  cubes  of  their 
diametan  or  lengths ;  therefore,  lo  :  W  : :  T  :  I^  .*  io=  ^ 

21 
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tired  by  the  ivhole  weight  applied  at  the  center  of  gravity,  and 
consequently  the  8tre8s=jLx  W. 

Therefore  a  beam  supported  at  both  ends  has  four  times  the 
strength  of  the  same  beam,  supported  oniy  at  one  end.  And  if 
a  certain  beam  resting  on  one  end  breaks  by  its  own  weight,  a 
beam  of  the  same  dimensions  twice  as  long  will  breal^  by  its 
own  weight  when  resting  on  two  supports,  the  former  havitijg; 
just  four  times  the  strength  it  would  have  if  twice  as  long. 

If,  however,  instead  of  the  weight  of  the  beam  itself,  this  is 
left  out  of  the  account,  and  a  weight  W  be  appended,  then  the 
stress  on  the  beam  when  supported  at  one  end  will  be  measured 
by  LxW';*  while,  in  the  ca$e  of  the  beam  supported  at  both 
ends,  (since  the  weight  being  at  the  center  is  also  at  the  cen'er 
of  gravity  of  the  beam,)  the  stress  is  measured  as  before,  by  |L 
xW'.  (Art.  200.)  Therefore,  a  weight  appended  at  the  end  rf 
a  beam  supported  only  at  one  end  produces  four  times  the  stress, 
as  the  same  weight  applied  at  the  center  of  the  beam  when  sap* 
ported  at  both  ends. 


209.   E3CA1IPLES. 

1.  What  must  be  the  length  of  a  beam  of  oak  one  inch  square^ 

supported  at  both  ends,  which  is  just  capable  of  bearing  its  own 

weight  ? 

By  Art.  201,  a  beam  of  oak  1  foot  long  and  1  inch  square, 
weighing  i  pound,  just  supports  600  pounds.     And  by  Art.  200, 

the  expression  l=L  I  — ^^ —  j  denotes  that  when  a  beam  whose 

length  is  L  breaks  when  W  is  placed  at  the  end  of  it,  I  is  die 
leng:h  of  a  beam  that  will  break  with  its  own  weight ;  conse- 

quently,  since  here  L=l,  W=i,  and  W'=600,  '=('^-'-y^)  = 

(2401)^=49  feet. 

2.  What  must  be  the  length  of  a  bar  of  iron  1  inch  square, 

supported  at  one  end,  which  would  break  by  its  own  weight  t 

Here  L=l  foot,  W=3  pounds,  and  since  (Art.  208)  a  beam 
supported  at  one  end  will  break  with  j  as  great  a  weight  as 
when  supported  at  both  ends,  W'=547j  pounds. 


.•.Z=l(?±^*)  =19.13. 


3.  Since  a  bar  of  iron  1  inch  square,  and  1  foot  long,  will  sup- 
port a  weight  of  2190  pounds,  what  must  be  the  dimensions  and 
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weight  of  a  similar  bar,  which  will  break  with  its  own  weight 

when  supported  at  both  ends  7 

The  required  beam  being  similar  to  the  given  beam,  therefore, 
by  Art.  207,  its  length  equals  I4G1  feet.    And  L  (1) :  /(1461)  : : 
D  (1  inch) :  d=121}  feet=the  side  of  its  square.   Again,  since  the 
weights  are  as  the  cubes  of  the  homologous  sides, 

10 :  W(8)  : :  P(1461)' :  1,  .*.  the  weight=9355605543  pounds. 

4.  Two  beams  are  of  equal  length  and  weight,  the  first  being 

a  square  prism  whose  section  is  4  inches  square,  the  second  an 

oblong  8  by  2  inches  :  How  much  stronger  is  the  second  beam 

than  the  first,  and  how  much  stronger  when  laid  on  the  narrow 

than  on  the  broad  side  T 

Ans.  The  second  beam  is  twice  as  strong  as  the  first,  and  four 
times  as  strong  when  laid  on  the  narrow,  as  on  the  broad  side. 

210.  On  the  foregoing  principles  Dr.  Gregory  makes  the  fol- 
lowing remarks,  most  of  which  were  originally  suggested  by  Gal- 
ileo, to  whom  we  are  indebted  for  the  earliest  investigation  of 
these  propositions.  From  the  preceding  deductions  (says  Greg- 
ory) it  follows,  that  greater  beams  and  bars  must  be  in  greater 
daoger  of  breaking  than  less  similar  ones ;  and  that,  though  a 
less  beam  may  be  firm  and  secure,  yet  a  greater  similar  one  may 
be  made  so  long  as  necessarily  to  break  by  its  own  weight. 
Hence  Galileo  justly  concludes,  that  what  appears  very  firm,  and 
succeeds  well,  in  models,  may  be  very  weak  and  unstable,  or 
even  fall  to  pieces  by  its  weight,  when  it  comes  to  be  executed 
in  large  dimensions,  according  to  the  model.  From  the  same 
principles  he  argues  that  there  are  necessarily  limits  in  the  works 
of  nature  and  art,  which  they  cannot  surpass  in  magnitude ;  that 
immensely  great  ships,  palaces,  temples,  &c.,  cannot  be  erected, 
since  their  yards,  beams,  bolts,  and  other  parts  of  their  frame, 
woald  fall  asunder  by  their  own  weight.  Were  trees  of  a  very 
enormous  magnitude,  their  branches  would,  in  like  manner,  fall 
off.  Large  animals  have  not  strength  in  proportion  to  their  size ; 
sad  if  there  were  any  land  animals  much  larger  than  those  we 
know,  they  could  hardly  move,  and  would  be  perpetually  sub- 
jected to  the  most  dangerous  accidents.  As  to  marine  animals, 
indeed,  the  case  is  difierent,  as  the  specific  gravity  of  the  water 
sustains  those  animals  in  a  great  measure ;  and  in  fact  these  are 
known  to  be  sometimes  vastly  larger  than  the  greatest  land  ani- 
mals.* It  is  (says  Galileo)  impossible  for  Nature  to  give  bones 
to  men,  horses,  or  other  animals,  so  formed  as  to  subsist,  and  suc- 
cessfully to  perform  their  ofiices,  when  such  animals  should  be 
enlarged  to  immense  heights,  unless  she  uses  matter  much  firmer 

*  Whales  in  the  Northern   Regions,  are  sometimes  foond  sixtj  feet  long,  and 
ighing  serentj  tons. 


and  more  resisting  than  she  commonly  does ;  or  should  main 
bones  of  a  thickness  out  of  all  proportion ;  whence  the  appearance 
and  fignre  of  the  animal  must  be  monstrous.  Hence  we  natu- 
rally join  the  idea  of  greater  strength  and  force  with  the  grosser 
proportions,  and  that  of  agility  with  the  more  delicate  ones.  The 
same  admirable  philosopher  likewise  remarks,  in  connection  with 
■  this  subject,  that  a  greater  column  is  in  much  more  danger  of  be- 
ing broken  by  a  fall,  than  a  simitar  small  one  ;  that  a  man  is  in 
greater  danger  from  accidents  than  a  child  ;  that  an  insect  can 
Bustain  a  weight  many  times  greater  than  itself,  whereas  a  much 
larger  animal,  as  a  horse,  could  scarcely  carry  another  horse  of 
his  own  size.* 

211.  The  lateral  strengths  of  two  cylinders,  of  the  same  matter, 
and  of  equal  weight  and  let^th,  one  of  which  is  hollow,  and  the  other 
loHd,  are  to  each  other  as  tm  diameters  of  their  sections. 


o 


Let  ABC,  abc,  (Fig.  128,)  represent  sections  of  two  cylinders, 
of  equal  length,  and  containing  equal  quantities  of  matter,  of 
which  ABC  is  hollow,  and  abc  is  solid.  Then  the  area  of  the  liag 
whose  breadth  is  AD,  is  equal  to  that  of  the  circle  abc.  Bat 
the  strengths  of  these  areas  are  &s  tlie  areas  multiplied  by  the 
distances  of  their  centers  of  gravily  from  the  points  of  preason 
A,  a,  (Art.  194  ;)  or,  since  the  areas  are  equal,  the  strengths  an 
as  AG  :  ag,  that  is,  as  the  diameters  of  their  sections. 

The  strongest  form,  therefore,  in  which  a  given  quantity  i^ 
matter  can  be  disposed,  is  tha,t  of  a  hollow  cylinder ;  and  leaving 
out  of  view  the  diminished  rigidity  of  their  structures  or  fabrics^ 
there  would  seem  to  be  no  limits  to  the  strength  which  might  be 
given  to  such  a  cylinder  by  increasing  its  diameter.  But  the 
proposition  is  true  only  when  the  sections  are  perfectly  circular; 
and  this  condition,connected  with  the  want  of  rigidity  when  the 
annulus  becomes  very  thin,  occasions  limits  to  the  actual  opera- 
tion of  the  principle. 

212.  From  this  proposition  Galileo  justly  concludes,  that  Na> 
tore  in  a  thousand  operations  greatly  augments  the  streng;th  of 

■  GngMj'i  Mechanki,  1, 110; 
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substances  without  increasing  their  weight ;  as  is  manifested  in 
the  bones  of  animals,  and  the  feathers  of  birds,  as  well  as  in  most 
tubes  or  hollow  trunks,  which,  though  light,  greatly  resist  any 
effort  to  bend  them.  Thus,  (says  he,)  if  a  wheat  straw,  which 
supports  an  ear  heavier  than  the  whole  stalk,  were  made  of  the 
same  quantity  of  matter,  but  solid,  it  would  bend  or  break  with 
far  greater  ease  than  it  now  does.  And  with  the  same  reason, 
art  has  observed,  and  experience  confirmed  the  fact,  that  a  hol- 
low^  cane,  or  tube  of  wood  or  metal,  is  much  stronger  or  firmer, 
than  if^  while  it  continues  of  the  same  weight  and  length,  it  were 
solid ;  as  it  would  then,  of  consequence,  be  not  so  thick.  For 
the  same  reason,  lances,  when  they  are  required  to  be  both  light 
and  strong,  are  made  hollow.* 

213.  The  area  ABC  :abc::  AB«  :  ab'. 
And  DEF  labci:  DE«  :  a6«. 
.-.  ABC-DEF  labc::  AB«  -DE«  :  ab'. 
Or  the  area  of  the  ring  is  to  the  area  of  the  solid  section,  as 
Aff— DE" :  aV.    If  the  area  of  the  ring  is.  equal  to  the  solid 
section,  then  AB*-DE*=a6",  and  a6=v/(AB*-DE  ). 

What  weight  could  be  sustained  at  the  middle  point  of  a  cylin- 
drical iron  tube  8  feet  long,  whose  diameter  is  li  inches,  and 
thickness  j^  of  an  inch ;  supposing  the  tube  to  be  supported  at 
both  ends  7 

The  diameter  of  a  solid  cylinder  of  the  same  length  and 
weight=l.ll  inches,  and  (Art.  200) 

S  •  +  •  •  A^  .  ?i^  • .  '^^^  .  •???Z 
' '•'LxW''/>a^''8xW'*  1720' 
Therefore  W=291.3  lbs.=weight  which  would  be  sustained  by 
a  solid  cylinder  containing  the  same  quantity  of  matter  as  the 
tube,  mid  which  consequently  measures  the  strength  of  the 
cylinder.  But,  (Art.  211,)  putting  S  for  the  strength  of  the  tube 
aiid  S'  for  that  of  the  cylinder, 

S  :  »  : :  J  :  1.11, .-.  S  :  291.3  : :  }  :  1.11, .-.  S=398.M  lbs. 

•  Gragorj,  I,  119. 

t  Since  a  6ar  of  iron  1  foot  long  and  1  inch  tqnan,  weight  3190  Ibi.,  (Art  301 J  a 
tyfmitr  of  the  lame  dtmensions  weighs  1730  lbs. 
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PIRT    II. — PRACTICAL   APPLICATIONS   OP   THE    PRINCIPLES   t 
MECHANICS. 


OF  TUE  MECHANICAL  PROPERTIES  OF  MATTER. 

214.  Mailer  constitutes  the  great  subject  of  Chemis(r>' ;  i 
(iW,  that  of  Mechanical  Philosophy.  Chemistry  inquires,  first, 
whether  a  given  body  is  simple  or  compound, — whether  it  con- 
sist* of  one  kind  of  matter,  or  of  two  or  more  di^erent  kinds  of 
matter  united  in  one.  body  ;  and,  secondly,  what  are  the  peculiar 
properties  of  each  individual  body.  Mechanical  Philosophy,  on 
the  other  hand,  lakes  cognizance  of  those  properties  of  matter 
only  which  belong  either  to  all  bodies  whatsoever,  or  at  least  to 
extensive  classes  of  bodies.  The  changes  it  contemplates  are 
those  which  appertain  to  the  quantity,  position,  figure,  or  motion 
of  bodies,  while  it  leaves  to  Chemistry  all  those  changes  whick 
alter  the  constitution  of  bodies,  transforming  them  into  sonH^ 
thing  of  a  difierent  nature  from  wBbt  they  were  before.  ^| 

215.  The  leading  mechanical  properties  of  matter  are  Divisi--  • 
bility.  Porosity,  Compressibility,  Elasticity,  Indestructibility,  and 
Attraction. 

DI^^^lB^..I■n'. — Matter  is  susceptible  of  mechanical  division 
beyond  any  known  Units.  It  is  said  that  a  grain  of  musk  ia 
capable  of  perfuming  f&r  several  years  a  chamber  twelve  feet 
square,  wiihout  sustaining  any  sensible  diminution  of  its  volume 
or  weight.  Such  a  chamber  contains  nearly  3,000,000  cubic 
inches,  and  as  the  odor  of  the  musk  pervades  every  pari  of  the 
room,  a  certain  number  of  particles  are  contained  in  eiMiR  cubic 
inch.  The  air  of  the  room  may  be,  in  the  mean  time,  ch^jiigcd 
many  thousand  times,  and  a  new  supply  of  odorous  particles 
furnished  to  each  successive  portion  of  air.  Hence  the  number 
of  particles  diSused  in  the  time  supposed  exceeds  all  computa- 
tion, and  yet  the  weight  of  the  material  is  not  sensibly  dimin- 
ished. The  thickness  of  a  soap-buhble,  according  to  Newton,  the 
moment  before  it  bursts,  is  onty  the  four-millionth  part  of  an 
inch.  The  thread  of  a  silk-worm  is  a  perfectly  smooth  cj'llnder 
whose  diameter  is  nearly  the  two  thousandth  part  of  an  int' 
and  yet  the  spider's  web  is  vastly  more  attenuated. 
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216.  PoBOBiTv. — In  many  bodies  the  pores,  or  vacant  spaces, 
are  easily  distinguishable  by  the  naked  eye,  as  in  the  case  of 
sponge,  wood,  and  most  kinds  of  stones.  Many  substances 
which  do  not  exhibit  pores  to  the  naked  eye,  still  betray  them  to 
Uie  microacope.  Metals  do  not  usually,  when  pure,  appear 
porous,  even  under  the  microscope,  but  still  such  a  siruclure  may 
he  de:ected  by  mechanical  means.  Thus  if  a  hollow  ball  of 
gold  be  filled  with  water,  plugged  close,  and  compressed  in  a 
vise,  the  water  will  exudo  through  the  metal.  By  means  of  this 
structure,  in  animals  and  vegetables,  air  and  water  circulate 
freely  through  them,  aiding  the  functions  of  life,  as  the  sap  in 
trees.  A  cross  section,  or  thin  slice  of  wood,  viewed  with  the 
microscope,  shows  that  the  pores  occupy  usually  a  much  greater 
Sftacc  than  the  solid  matter  of  the  wood.  Indeed,  the  solid  par- 
tiiions  between  the  larger  cells  are  themselves  seen,  by  powerful 
magnifiers,  to  be  full  of  pores.  The  surface  of  the  body  of  a 
middle-sized  man  has  been  estimated  to  contain  more  than 
30,000,000  pores,*  the  skin  being  perforated  with  a  thouiiand 
boles  to  every  inch.  Wood  consists  of  bundles  of  fibres  of  dif- 
ferent degrees  of  tinencss,  usually  aggregated  together  so  loosely, 
ftutt  a  free  circulation  of  water  is  easily  maintained  between 
them.  Glass  is  the  only  solid  known  which  appears,  as  far  as 
ttperimentfi  have  gone,  to  be  absolutely  impermeable  to  alt 
fcu4a.t 

217.  CouFHEssiBiLiTv. — All  bodies  yield  more  or  less  to  external 
pressure,  undergoing  a  diminutiou  of  volume  proportional,  in 
each  case,  to  ihe  force  applied.  Aeriform  bodies,  as  common 
air,  yield  readily  to  any  compressing  force,  the  diminution  of 
volume  being  always  exactly  proportional  to  that  force.  Sol- 
ids, also,  as  wood  and  stone,  are  compressed,  in  dlfierent  de- 
grees, under  heavy  weights.  A  cork  immer.ved  two  hundred  feet 
in  the  sea,  is  so  much  compressed  as  to  become  heavier  than 
Woterand  tosink;  and  a  pint  bottle  of  fresh  water,  corked  closely, 
and  suDk  to  a  great  depth  in  the  ocean,  will,  when  drawn  up,  be 
fioitad  to  be  filled  with  salt  water.  This  remarkable  fact  is  ex- 
plained by  supposing  that  the  cork  has  been  so  much  contracted 
in  bulk  as  to  admit  the  salt  water,  which  being  heavier  than  the 
freab,  displaced  it  and  occupied  the  bottle.  As  the  cork  sustained 
W  equal  pressure  on  all  sides,  it  would  not  be  removed  out  of 
Its  place  :  and,  as  the  bottle  was  drawn  up,  and  the  pressure  was 
diminished,  the  cork  would  regain  its  original  dimensions.  Hard 
Bilaeral  substances,  as  blocks  of  granite,  indicate  some  contrac- 
tioo  of  volume  when  subjected  to  the  pressure  of  high  and 
laas^ve  walk.  Liquids  resist  compression  much  more  than 
either  air  or  solid  bodies.  Still,  under  enormous  weights,  it  may 
be  rendered  sensible,  as  will  be  more  fully  explained  hereafter. 


>,  Nat  Phil.  I,  la.  t  FuoOlBt,  EL  Fhyi.  1. 1,  39. 
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todies  are  said  to  be  j>erfeclly  elastic  vrhea 
\  ftey  restore  themselves  to  their  original  dimensions  when  re- 
r  ieased,  and  with  a  force  equal  to  that  with  which  they  were 
f  compressed.     Air  and  all   gases  are  of  this  class;  and  even 
*"'""«(&,  as  water,  are  found  to  conform  to  the  same  law,  and,  in 
!  sense  therefore,  they  must  alwo  be  regarded  as  perfectly 
'c  substances.*     Metals,  indeed,  have  the  same  property,  a 
double  extension  or  compression,  requiring  twice  the  force ;  triple, 
three  times  the  force,  and  so  on.     The  elasticity  of  wood  is  ex- 
emplified in  the  cross-bow,  and  that  of  a  mineral  substance  pecu- 
liarly in  mica.     The  elasticity  of  torsion,  or  the  force  by  which  a 
wire  when  twisted  endeavors  to  resume  its  natural  state,  U  em- 
ployed as  the  most  delicate  test  and  measure  of  force  known, 
the  force  of  torsion   being  always  proportional  to  the  angle 
through  which  the  body  has  been  twisted. 

319.  iNDESTRUcrreii-iTV. — Matter  is  wholly  inttestruclihle.    In  all 

the  changes  we  see  going  on  in  bodies  around  us,  not  a  particle 

of  matter  is  lost ;  it  merely  changes  its  form  ;  nor  is  there  any 

reason  to  believe  that  there  is  now  a  particle  of  matter  either 

more  or  less  than  there  was  at  the  creation  of  the  world.    Wheo 

we  boil  water  and  it  passes  into  the  invisible  state  of  steam, 

this,  on  cooling,  returns  again  to  the  state  of  water  without  the 

least  loss ;  when  we  burn  wood,  the  solid  matter  of  which  it  is 

composed,  passes  into  different  forms,  some  into  smoke,  some  into 

different  kinds  of  airs,  or  gases,  some  into  steam,  and  some  re< 

mains  behind  in  the  state  of  ashes.     If  we  should  collect  all  these 

various  products,  and  weigh  them,  we  should  find  the  amount  of 

their  united  weights  the  same  as  that  of  the  body  from  which 

I  they  were  produced,  so  that  no  portion  is  lost.     Each  of  the  sub- 

p^ltances  into  which  the  wood  was  resolved,  is  employed  in  the 

I  eoonomy  of  nature  to  construct  other  bodies,  and  may  finally 

-je-appear  in  its  original  form.     In  the  same  manner,  the  bodies 

pof  animals,  when  they  die,  decay  and  seem  to  perish  ;  but  the 

.  matter  of  which  they  are  composed  merely  passes  into  new 

L  forms  of  existence,  and  re-appears  in  the  structure  of  vegetal " 

[  I  or  other  animals. 


:abk^^ 

it  a^ 


220.  Attraction, — This  property  of  matter  produces  or  gt 
i  large  part  of  the  phenomena  of  the  natural  world.  By 
[  matter  tends  toward  all  other  matter,  and  by  it  the  particles  of 
L  matter  unite,  forming  innumerable  compounds.  It  is  chiefly  this 
[  property  in  different  degrees  which  constitutes  the  strenctu  or 
[  MATERIALS, — a  subject  which  has  been  already  considered  theoreti- 
I  tally,  {Aria.  193,  213,)  but  which  it  will  be  useful  now  to  con- 
I  rider  practically,  in  its  relation  to  the  arts. 


■  Hwely'i  QurtretiDD 
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231.  The  strength  of  substances  in  the  direction  of  the  length 
has  been  determined,  experimentally,  by  suspending  small  cylin- 
ders or  ^vires  of  each  material  vertically,  and  applying  weights 
at  the  bottom  until  they  broke.     Of  all  substances,  that  which 
sustains  the  greatest  load  is  iron.    Different  materials,  before 
rapture, increase  in  length  in  different  degrees.    Bars  of  the  best 
wrought  iron  are  elongated  about  .000082  for  a  load  of  one  ton 
to  the  square  inch.    Iron  in  the  form  of  wires  admits  of  a  greater 
extension.     A  bundle,  or  cable  of  small  wires,  will,  under  similar 
eireomstances,  be  elongated  .000091  ;  and  becomes  more  exten- 
sible in  proportion  as  the  wires  are  smaller.    Bar  iron  will  bear 
to  be  extended  .000714  without  injury ;  and  several  kinds  of 
wood,  as  oak,  pine,  and  fir,  will  bear  an  elongation  three  times 
as  great.     Iron  wire,  on  account  of  its  extraordinary  tenacity, 
has  within  a  few  years  been  most  successfully  applied  to  the 
construction  of  suspension  bridges.  Iron  wire  j\  inch  in  diameter, 
has  been  found  by  experiment  capable  of  bearing  a  load  of  60 
tons  to  the  square  inch  without  breaking.    In  one  instance,  indeed, 
the  load  sustained  was  90  tons.    The  Menai  bridge,  in  Wales, 
one  of  the  most  celebrated  works  of  the  age,  is  supported  by  iron 
wire  cables.    Its  span  between  the  points  of  suspension  is  560 
feet,  its  height  above  high  water  mark  100  feet,  and  the  roadway 
30  feet  in  breadth.    Its  weight  is  over  four  millions  of  pounds, 
(iOOO  tons,)  but  the  whole  is  suspended  by  four  lines  of  strong  iron 
cables  by  perpendicular  rods  5  feet  apart.    Russia  bar  iron  has 
a  tenacity  of  27  tons  to  the  square  inch.    The  best  cast  iron  is 
about  one  third  as  strong,  having  a  tenacity  of  about  9  tons  to 
die  inch.     The  tenacity  of  platina  wire  is  nearly  as  great  as  that 
of  bar  iron.     The  comparative  strength  of  several  substances 
much  used  in  the  arts,  is  thus  stated  by  Mosely :  7  rods  of  ma- 
hogany, taken  together ;  5  of  pine,  oak,  or  beach ;  3  of  box  or 
of  cast  iron ;  2  of  gold  ;  li  of  silver  or  copper,  have  respectively 
the  same  tenacity  as  1  corresponding  rod  of  wrought  iron ;  or  as 
a  rod  whose  section  is  /^  made  of  steel  or  fine  wire  cable. 

222.  As  the  materials  used  in  building  are  liable  to  give  way 
by  the  superincumbent  weight,  it  is  often  important  to  know  the 
relative  power  of  different  materials  to  resist  forces  tending  to 
cnuh  them.  Numerous  experiments  on  this  subject  have  been 
instituted  by  tcdcing  small  blocks  of  similar  shape  and  size,  and 
loading  them  respectively  with  weights  until  they  were  crushed, 
h  appears  that  cast  iron  is  best  adapted  of  all  the  materials  in 
eommon  use  to  sustain  such  pressures ;  that  bar  iron  is  not  more 
tban  half  as  strong ;  granite,  one  sixth ;  Italian  marble,  one 
seventh ;  free-stone,  one  tenth ;  brick  work,  still  less.  Wooden 
colamns  have  comparatively  little  power  of  resisting  a  force 
tending  to  crush  them  in  the  direction  of  their  fibres.  Short 
columns,  however,  bear  stronger  pressures  than  long  ones,  the 

S3 
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fllmngth  diminiithing  in  a  geometrical,  while  the  height  is  tn^ 
creased  in  iin  arithmetical  ratio.  Slight  changes  of  Ibrm  are 
found  someiimea  greatly  to  affect  the  strength  of  a  column. 
Thus  merely  rounding  the  ends  of  a  perpendicular  column  makes 
its  sirengih  only  one  third  ihiit  of  a  column  whose  extremities 
are  flat.  If  we  take  three  column^  equal  in  all  respects,  and 
round  both  ends  of  the  first,  one  end  of  the  second,  ai^d  leave 
both  ends  of  ibe  third  flat,  their  respective  strengths  will  be  as 
the  numbers  1,  3,3.  The  shape  of  a  column  has  great  influence 
on  its  strength.  A  cylindrical  column  is  weakest  in  the  middle  ; 
and  ii  is  found  that  the  strength  of  a  column  of  cast  irun,  con- 
taining a  given  weight  of  metal,  whether  it  be  solid  or  buliow, 
is  much  greater  when  it  is  cast  in  the  form  of  a  double  cone, 
that  is.  wi^h  its  greatest  thickness  in  the  middle  of  lis  height^ 
and  tapering  to  its  extremi'.ies,  than  when  cast  in  any  other  form. 
In  lolty  stone  columns,  however,  their  own  weight  may  consti- 
tute a  large  part  of  the  load  to  be  sustained,  and  hence  it  is  the 
practice  of  architects  to  make  the  swell  below  the  center.  I& 
some  of  the  Grecian  temples,  it  was  one  third  from  the  bi 
and  this  rule  Is  now  frequently  adopted. 

223.  In  practice,  materials  cannot  safely  be  subjected  to 
stant  strains  or  thrusts  approaching  to  those  wliich  produce  rup- 
tore.  They  are  liable  to  various  occasional  and  accidenial 
pressures  ;  and  others  of  a  permanent  kind,  resulting  from  the 
settling  of  the  pile.  It  is  therefore  regarded  as  not  entirely  safe 
to  load  any  structure  of  stone  more  than  one  sixth  the  amount 
of  the  pressure  that  crushes  it  Iron,  cast  or  wrought,  may  be 
loaded  to  one  fourth  that  amount. 

The  view  taken  by  Barlow  of  the  mode  in  which  a  horizontal 
beam  undergoes  compression,  leads  to  results  somewhat  difTerent 
from  those  investigated  in  Articles  IS)3,&c.  When  a  beam  is  bent 
in  the  middle,  the  fibres  on  the  upper  side  undergo  compressiottt 
while  those  on  the  under  side  undergo  extension,  as  in  Fig.  i2S| 
Fig.  123. 


and  between  the  two  is  a  line  that  sustains  neither,  which  is 
called  the  neutral  axis.  Since,  throughout  its  neutral  axis,  the 
strength  of  the  beam  is  not  at  all  called  into  action,  this  will  not 
be  impaired  by  boring  a  hole  through  the  beam  in  the  directioa 
of  that  axis.  What  constitutes  the  strength  of  a  beam  is  its  re- 
sistance to  extension  on  the  lower,  and  to  compression  on  the 
upper  side.  Thnse  act  as  antagonist  forces,  and  if  either  of 
them  yields,  the  beam  is  broken.     Hence  the  strength  of  tit* 
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beam  is  not  impaired  by  sawing  it  through  the  upper  side  as  low 
as  to  the  neutral  axis.     This  extends  to  about  five  eighths  of  the 

994.  Although  wood  has  not  intrinsically  the  strength  of  iron 

or  stone,  yet  its  lightness  in  some  measure  compensates  for  this, 

80  that  large  structures  of  wood  have  sometimes  great  power  of 

nastance  to  external  foroe&    Pine  is  ohly  one  fifteenth  as 

l^eavy  as  cast  iron,  while  it  has  more  than  half  the  tenacity. 

ffixteen  bars  of  it  would  weigh  only  the  same  as  one  bar  of 

wrought  iron,  while  they  would  have  three  times  the  strength. 

Many  large  structures,  when  constructed  of  heavy  malerialst  are 

weak  from  their  own  weight.    Iron  roois  have  been  known  to 

&I1  in  by  their  own  pressure.    Trees  often  resist  the  action  of 

external  forces  which  overturn  works  of  art  apparently  of  much 

more  stable  materials ;  and  nothing  is  more  deserving  the  atten- 

tiiHi  of  the  architect  than  the  rules  which  nature  has  observed^ 

both  in  the  selection  and  distribution  of  the  materials  of  which 

trees  are  constructed.    The  tapering  form  of  their  trunks ;  the 

iDcreased  diameter  and  density  of  their  bases ;  the  buttresses 

ttttt  frequently,  in  a  large  tree  especially,  support  the  trunk  on 

every  side  ;  the  comparative  lightness  of  the  extended  top ;  and 

the  universal  symmetry  of  form  that  pervades  the  entire  struc- 

tore ;  these  qualities,  severally  and  collectively,  add  to  the 

tength  of  trees,  and  fit  them  to  encounter  the  most  violent 

winds.     Indeed,  mechanical  writers,  when  they  have  descended 

to  ft  minute  investigation  of  the  structure  of  trees,  have  found 

die  most  refined  use  made  of  such  mechanical  principles  as  tend 

both  to  the  greatest  strength  and  greatest  economy  of  material. 

Thus,  in  a  cylinder  of  wood,  like  the  trunk  of  a  tree,  the  neutral 

axis  18  near  the  center ;  hence  the  resistance  to  compression  en 

one  side  and  to  that  extension  on  the  other,  act  in  opposition  to 

each  other,  when  a  tree  is  bent  by  the  wind,  and  thus  the  trunk  is 

prevented  from  breaking. 


CHAPTER  n. 

GENERAL  OBSERVATIONS  ON  MOTION. 

885.  Motion  and  rest  are  accidental  states  of  bodies,  nor  is  a 
body  naturally  prone  to  one  state  more  than  to  the  other.  If  it 
k  fband  at  rest,  it  is  because  it  is  kept  in  equilibrium  by  opposite 

•Mosely. 
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and  equal  forces  ;  and  if  it  is  found  in  motion,  it  is  because  v 
has  been  put  in  motion  by  some  force  extrinsic  to  itself.  The 
resistances  to  motion  which  exist  near  the  surface  of  the  earth, 
particularly  gravity,  create  a  seeming  tendency  to  a  slate  i 
rest ;  but,  in  reality,  rest  is  no  more  the  natural  state  of  b 
than  motion  is. 


le  earth, 
iilate  Q^^ 
fboi^H 


22G.  Motion  is  distinguished  into  absolute  and  relative.  Abso- 
lute motion,  is  a  change  of  place  in  space  with  respect  to  any 
fised  point :  Relative  motion,  is  a  change  of  place  in  bodies  with 
respect  to  each  other.  A  body  may  be  at  the  same  time  in  a 
state  of  absolute  motion,  and  of  relative  rest.  Thus,  all  the  dif< 
ferent  articles  contained  in  a  ship  under  sail,  have  a  motion  in 
common  wilh  the  ship,  but  may  be  at  rest  with  respect  to  each 
other.  When  a  man  walks  toward  the  stern  of  a  ship  at  the 
same  rate  as  that  of  the  ship,  he  is  in  motion  with  respect  to  the 
ship,  but  at  rest  with  respect  to  the  earth.  When  a  balloon, 
carried  along  by  the  wind,  attains  the  same  velocity  as  the  wind, 
it  is  relatively  at  rest,  and  appears  to  the  aeronaut  to  be  in  a 
perfect  calm,  although  it  may  be  actually  moving  one  hundred 
miles  an  hour.  Since  the  earth  in  its  annual  revolution  around 
the  sun,  is  moving  eastward  at  the  rate  of  nineteen  miles,  or 
100,000  feet  per  second,  were  a  cannon  ball,  at  a  certain  time 
of  day,  fired  eastward  at  the  rate  of  3000  feet  per  second,  the 
only  effect  would  be  to  add  2000  feet  to  the  velocily  which  the 
ball  had  before  in  common  with  the  earth :  and  were  it  fired 
westward,  the  effect  would  be  merely  to  slop  2000  out  of  100,000 
parts  of  its  previous  motion,  while  the  cannon  would  proceed 
onward,  leaving  it  behind.*  Did  not  the  atmosphere  partake 
of  the  diurnal  motion  of  the  earth,  but  were  it  to  remain  at  rest 
with  respect  to  this  motion,  the  progress  of  any  place  to  the  east, 
would  cause  a  relative  motion  of  the  air,  or  a  wind,  westward, 
which  would  blow  with  a  violence  far  surpassing  that  of  the 
most  terrible  hurricane s.f 

Indeed,  we  cannot  be  sure  that  we  have  ever  seen  a  bodj'  ab- 
solutely at  rest.  In  our  stillest  moments,  we  are  revolving  wilh 
the  earth  on  its  axis;  we  are  accompanying  the  earth  in  its 
annual  revolution  from  west  to  east  around  the  sun ;  and  are 
perhaps  attending  the  solar  system  around  a  common  center  of 
motion4 

227.  Apparent  motion,  as  distinguished  from  relative,  is  that  in 
which  the  body  that  seems  to  be  moving  is  quiescent,  and  the 
J  notion  is  owing  to  a  real  motion  in  the  spectator.     Thus,  the 


■  RabioHD'i  Hecbanicitl  Ptiil.  I,  31. 
.  t  Wiiidi  ire  in  Tact  frequeolly  produced  by  Ibia  cause, 
B*B  velocity  different  rrom  that  of  (he  part  at  llie  euUi  oi 

t  young'!  Natunl  PhO.  I,  19. 
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backward  motion  of  the  trees  to  one  riding  rapidly,  the  receding 
of  the  shore  to  one  who  is  sailing  from  it  with  a  fair  wind,  and 
the  diurnal  motions  of  the  heavenly  bodies  from  east  to  west,  in 
consequence  of  the  revolution  of  the  spectator  in  the  opposite 
direction  ;  these  are  severally  examples  of  apparent  motion.    It 
is  often  a  very  difficult  problem  to  deduce  the  real  from  the  ap- 
parent motion.    While  a  planet,  as  Venus,  is  revolving  about 
the  sun  in  an  orbit  nearly  circular,  its  motions,  as  seen  from  the 
earth,  are  extremely  irregular ;  and  to  make  all  these  irregu- 
larities consistent  with  the  real  motion,  has  been  a  perplexing 
[ffoblem  in  astronomy.    We  can  sometimes  decide  that  a  given 
motion  is  real,  because  we  observe  a  caitse  in  operation,  which 
18  competent  to  produce  it.    The  impulse  of  the  wind,  or  the  di- 
rection of  the  current,  will  satisfactorily  account  for  a  ship*s  re- 
ceding from  a  given  object,  while  no  cause  appears  why  the 
object  should  recede  from  the  ship ;  the  revolution  of  the  earth 
on  its  axis  is  a  cause  competent  to  explain  the  apparent  revolu- 
tion of  the  heavens,  while  we  can  find  no  cause  for  their  actual 
KTolution.    The  effects  also  of  a  given  motion,  enable  us  to  de- 
cide whether  it  is  real  or  apparent    Thus  a  constant  tendency 
to  move  in  a  straight  line  is  characteristic  of  real  motion.* 

228.  The  Laws  of  motion  have  been  already  recited  in  Chap- 
ter I,  and  concise  illustrations  of  them  were  added  in  that  place. 
It  was  necessary  to  proceed  thus  far  at  the  beginning  of  this 
woric,  since  these  constitute  the  fundamental  principles  of  me- 
chanics. By  their  great  comprehensiveness,  they  furnish  the 
most  convenient  classification  of  the  various  phenomena  of  mo- 
tion, and  it  will  therefore  be  useful  to  resume  the  consideration 
of  them.  They  are  very  remarkable  examples  of  a  happy  gen- 
eralization ;  but  their  very  comprehensiveness  renders  them  dif- 
ficult to  be  understood  by  the  young  learner ;  nor  can  they  be 
thoroughly  mastered  in  all  their  relations,  until  after  considera- 
ble proficiency  is  made  in  the  science  of  Mechanics.  These  laws 
indeed  are  the  chief  foundation  of  Newton's  Principia.t 

229.  First  law. — A  body  continues  always  in  a  state  of  rest,  or 
of  uniform  rectilinear  motion,  until,  by  some  external  force,  it  is 
made  to  change  its  state. — This  law  contains  the  doctrine  of  iner- 
tia, expressed  in  four  particulars.  First,  that  unless  put  in  mo- 
tion by  some  external  force,  a  body  always  remains  at  rest ; 
secondly,  that  when  once  in  motion,  it  continues  always  in  mo- 
tion, unless  stopped  by  some  force ;  thirdly,  that  this  motion, 
arising  from  inertia,  is  uniform  ;  and,  fourthly,  that  this  motion 
is  in  right  lines.  The  proofs  by  which  this  and  the  other  laws 
of  motion  are  established,  have  been  already  stated.     (Art.  22.) 

•  Wood*»  Mechanics,  p.  22.  t  Young's  Nat  PhU.  1,  26. 
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It  is  oar  prcggpt  object  to  make  tLe  appUcatioD  of  time  lavBtl 
TanoQs  phenomena  of  natme  and  art. 

290.  And  first,  with  respect  to  bodies  at  roL  The  operatioi 
of  this  principle  is  seen,  when  a  horse  starts  snddenlr  fawaxd 
and  his  rider  is  thrown  backward.  *  When  we  desire  a  person 
with  suspected  dwase  of  the  brain,  to  shake  his  head,  and  tel 
whHher  he  feels  pain,  we  are  doin^  nearly  the  same  aa  if  wi 
touched  the  naked  brain  with  the  finger  to  find  the  tender  part 
fur  the  inertia  of  the  brain,  when  the  skail  is  moved,  causes  i 
momentary  pressure  between  it  and  the  sknlL  almost  eqiiiTaleal 
for  our  purpose  to  such  a  touch.'"*  In  consequence  of  the  inertk 
of  matter,  before  a  body  can  be  brought  to  the  required  Tcloeitj 
this  velocity  must  be  impressed  upon  every  particle  of  matter  il 
contains.  Hence,  the  more  numerous  its  particles,  the  greatei 
its  inertia,  wiiich  is  iherefore  proportioned  to  the  quantity  d 
matter.  But  the  weight  also  is  proportioned  to  the  quanti'y  d 
matter,  and  therefore  the  inertia  is  proportioned  to  tbe  weiglil 
Yet  it  must  be  carefully  distinguished  from  weight.  hariBi^  ji 
fact  nothing  in  common  with  it.  except  that  both  are  proportion 
ed  to  the  quantity  of  matter,  and  of  course  to  each  other.  Bal 
were  we  to  strike  with  a  hammer  upon  the  top  of  a  body  falling 
toward  the  earth,  the  resistance  ircm  inertia  wculd  be  the  aamf 
as  it'  tbe  body  were  struck  with  the  same  force  on  the  side ;  oi 
in  whatever  direction  the  blow  were  applied,  a  similar  resistance 
would  be  felt.  This  seems  little  else  than  what  we  commonly  mi- 
derstand  by  the  reaction  of  a  body  ;  but  we  conceive  this  reaction 
itself  to  depend  upon  an  iuherent  property  in  matter,  to  which 
we  give  the  name  of  Inertia.  Inertia  is  the  cause  and  reaction 
the  effect.  A  vast  weij^ht  may  be  moved  on  a  horizontal' rail- 
way by  a  comparatively  small  force,  provided  it  can  be  got  m 
motion  with  the  required  velocity.  In  transporting  large  quan- 
tities (eighty  tons,  tor  instance)  ol'coal.  the  weight  is  distributed 
into  a  number  of  different  cars,  connected  together  by  a  loose 
chain,  in  order  that  the  inertia  of  the  several  parts  may  beove^ 
come  successively. t 

231.  In  consequence  of  the  inertia  of  matter,  the  motion  ap- 
plied to  a  body  dres  not  instantly  pervade  the  mass.  In  order 
to  this,  motion  must  be  appl'ed  gradually,  especially  if  the  body 
ish.rgre;  for  if  it  is  applird  suddenly,  it  is  frequently  all  ex- 
pended on  a  part  only  of  the  mass,  the  cohesion  is  overcomOi 
and  the  body  is  broken.  This  explanation  accounts  for  several 
familiar  facts.  When  a  team  starts  suddenly  with  a  heavy  load, 
the  effort  is  either  wholly  ineffectual,  or  some  part  of  the  har- 

•  Arnott's  EI.  Plivs.  p.  50. 

t  See  acconot  of  the  Hatton  Railway  in  **  Strickland"*  Rqwrta.** 
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Bess  or  tackling  gives  way.  If  we  draw  a  heavy  weight  by  a 
deader  string,  a  slow  and  steady  pull  will  move  the  weight, 
vhen  &  sadden  twitch  would  break  the  string  without  starting 
the  mass.  The  same  principle  applies  to  bodies  already  in  mo- 
tion. Thus,  when  a  horse  in  a  carriage  starts  suddenly  forward, 
he  may  break  loose  as  well  when  the  carriage  was  previously 
in  motion,  as  when  it  was  at  rest.  The  inertia  of  a  body  is  in 
fact  the  same  whether  the  body  is  in  motion  or  at  rest,  opposing 
the  same  resistance  to  its  moving  with  increased  velocity,  as  to 
its  beginning  to  move  from  a  state  of  rest.  Several  singular 
phenomena  result  from  the  same  cause,  showing  that  time  is 
necessary  in  order  that  motion  communicated  by  impulse,  may 
pervade  an  entire  mass.  A  pistol  ball  fired  through  a  pane  of 
glass,  frequently  makes  a  smooth,  well-defined  hole,  and  does 
Bot  fracture  the  other  parts  of  the  glass.  Here,  the  momentum 
of  the  ball  is  communicated  to  the  particles  of  glass  imraediatrly 
before  it.  Had  the  impulse  been  gradual,  the  same  motion 
would  have  diffused  itself  over  the  whole  pane,  and  eveiy  part 
would  have  felt  the  shock.  A  ball  fired  through  a  board  deli- 
cately suspended,  causes  no  vibrations  in  the  board.  A  cannon 
ball,  having  very  great  velocitv,  passes  through  a  ship's  side, 
and  leaves  but  little  mark,  while  one  with  less  speed,  splinters 
and  breaks  the  wood  to  a  considerable  distance  around.  A  neur 
shot  thus  often  injures  a  ship  less  than  one  from  a  greater  dis- 
tance.* A  soft  substance,  as  clay  or  tallow,  may  be  fired  through 
a  plank, — ^the  body,  by  its  great  momentum,  forcing  its  way 
through  the  plank,  before  the  motion  has  had  time  to  diffuse 
itself  through  the  contiguous  parts.  The  whole  momentum  be- 
ing concentrated  upon  the  part  immediately  before  the  body,  the 
cohesion  of  that  part  is  destroyed. 

232.  Secondly,  let  us  consider  the  effects  of  inertia  as 'it  re- 
spects bodies  in  motion.  All  bodies  in  contact  with  each  othor 
acquire  a  common  motion  ;  as,  for  example,  a  horse  and  his 
rider,  a  ferry-boat  and  its  passengers,  a  ship  and  every  thing 
within  it,  the  earth  and  all  things  on  its  surface.  Whenever 
ciiher  of  these  bodies  stops  suddenly,  the  movable  bodies  con- 
nected with  it  are  thrown  forward.  Were  the  revolution  of  the 
earth  on  its  axis  to  be  suddenly  arrested,  the  most  dreadful  con- 
sequences would  ensue  ;  every  thing  movable  on  its  surface,  as 
Water,  rocks,  cities,  and  animals,  not  receiving  instantaneously 
this  backward  impulse,  would  fly  off  eastward  in  promiscuous 
ruin.  Were  the  diurnal  motion  of  the  earth,  however,  \i\Ty 
gradnally  diminished,  until  it  finally  ceased,  so  that  time  should 
be  afforded  to  communicate  the  loss  by  slow  degrees  to  the 
bodies  on  its  surface,  no  such  eflfects  would  take  place.  If  a 
passenger  leaps  from  a  carriage  in  rapid  motion,  he  will  fall  in 

Aniott»8  El.  Phys.  p.  104. 
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flic  direction  in  which  the  carriage  is  moving  at  the  momenti 

f  feel  meet  the  ground ;  because  his  body,  on  qaitling  the  vehicle, 
mains,  by  its  inertia,  the  motion  which  it  had  in  common  with 
It     When  he  reaches  ihe  ground,  this  motion  is  destroyed  by 

f  the  resistance  of  the  ground  to  the  feet,  but  it  is  retained  in  the 
opper  and  heavier  part  of  the  body,  so  that  the  same  effect  is 
produced  as  though  the  feet  had  been  tripped. 

233.  Although,  on  account  of  the  numerous  impediments  to 
motion  which  exist  on  the  surface  of  the  earth,  todies  are  unar 

'  ble  to  maintain  for  any  considerable  time  the  motion  they  have 

I   acquired,  yet  we  see  the  tirst  law  of  motion,  so  far  as  it  respects 

[■  the  tendency  of  bodies  to  persevere  in  motion,  fully  confirmed  in 

I  flie  continued  and  unaltered  revolution  of  the  heavenly  bodies. 

►'These  are  impelled  by  no  renewed  forces,  but  revolve  from  age 

Lio  age  in  an  undeviating  course,  simply  because  they  meet  with 

.   po  impediments. 

M34.  Thirdly,  bodies,  in   consequence  of 

.  their  inertia,  have  a  tendency  to  move  over 

L  equal  spaces  in  equal  times,  that  is,  to  move 

[  uniformly.     In  a  ball  rolled  on  ice,  in  a  pen- 
dulum continuing  to  vibrate  at^er  the  mov- 

I  ing  force  is  withdrawn,  and  in  numerous 

[  cases  similar  to  these,  we  observe  in  nature 

E  iuid  art  this  tendency  to  uniform  motion ; 

I  but  in  all  these  cases,  the  motion  is  not  ah- 

f  Bolntely  uniform,  but  more  or  less  retarded 

I  by  the  resistances  encountered.      A  much 
aearer  approximation   to   the  truth  is  ob- 

I  t&ined  by  means  of  a  piece  of  apparatus 

L  called  AlwootTs  Mitchine.     Its  construction, 

'  omitting  some   parts  not   essential  to  the 

ErincipJe,  is  as  follows.  The  triangular 
ase  and  upright  pillars  (which  are  usually 

of  mahogany)  constitute  t\ie  frame,  which  is 

surmounted  by  a  horizontal  table  or  plate  of 
_  wood  AB,  Fig.  130,  perforated  with  several 
I  boles.     C  is  a  vertical  wheel,  which,  by  a 

contrivance  called  friction  wheels,  (not  rep- 

resented  in  the  figure,)  is  made  to  revolve 
[  "with  the  least  possible  resistance  from  fric- 
I  tion.     D  and  E  aie  two  weights  exactly 

equal,  and  connected  by  a  slender  string 

passing  over  the  wheel  C.  FG  is  a  perpen- 
dicular scale  graduated  into  inches  from  top 

to  bottom,  extending  from  0  to  <!0  or  70, 

according    to    the   height  of  Ihe  machine.  | 

H  is  a  movable  ring  which  slides  up  and! 

down  on  the  scale,  and  K  is  a  brass  plate  ^ 
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.sli£xig  in  the  same  manner.*  A  great  variety  of  the  prin- 
ciples of  motion  may  be  established  by  means  of  this  appa- 
ratus, but  we  are  at  present  concerned  only  with  the  method 
of  .showing,  that  a  body  when  once  put  in  motion  continues, 
by  its  inertia,  to  move  uniformly,  after  the  moving  force  is  with- 
drawn. It  is  obvious  that  the  weights  D  and  E  balance  each 
other,  and  consequently,  that  the  power  of  gravity  is  entirely  re- 
moved from  D,  so  that  it  is  at  liberty  to  obey  the  full  and  exclu- 
ave  influence  of  any  force  that  may  be  applied  to  it.  If  there- 
fore an  impulse  be  given,  by  the  finger,  for  example,  to  D,  when 
at  the  top  of  the  scale,  it  ought,  in  conformity  to  the  law  under 
consideration,  to  move  uniformlv  along  down  the  scale,  passing 
over  the  same  number  of  inches  in  each  successive  second. 
Such  appears  to  be  the  fact  But  in  order  to  give  still  greater 
precision  to  the  experiment,  a  small  brass  bar  is  laid  on  D,  which 
communicates  motion  to  it,  accelerating  its  progress  until  it 
comes  to  the  brass  ring  H,  where  the  bar  lodges,  and  the  weight 
D,  after  it  leaves  the  ring,  passes  accurately  over  the  same 
number  of  inches  on  the  scale  in  each  successive  second. 

385.  Fourthly,  moving  bodies  have  a  constant  tendency  to  pro- 
ceed in  right  lines.  In  nature  there  occur  indeed  but  few  exam- 
ples of  rectilinear  motion,  but  almost  every  moving  body  describes 
a  carve.  Thus,  the  heavenly  bodies  move  in  ellipses ;  projectiles 
describe  parabolas  ;  or  if  their  direction  is  so  altered  by  a  resist- 
ing medium,  as  the  atmosphere,  that  their  path  is  no  longer  a 
parabola,  it  is  still  changed  to  some  other  curve ;  and  a  ship 
sailing  across  the  ocean,  describes  a  curvilinear  path  on  the  sur- 
face of  the  earth.  The  waving  of  trees  and  plants,  the  courses 
of  rivers,  the  spouting  of  fluids,  the  motions  of  winds  and  waves, 
•are  likewise  more  or  less  curvilinear.  Bodies  falling  toward 
the  earth  by  gravity,  present  almost  the  only  examples  we  ob- 
serve in  nature  of  a  motion  purely  rectilinear.  But  notwith- 
standing the  deviation  from  a  right  line,  observable  in  actual 
nwtions,  yet  we  find  there  is  always  some  extraneous  cause  in 
operation,  which  accounts  for  such  deviation. 

236.  In  consequence  of  this  tendency  of  moving  bodies  to  pro- 
ceed in  right  lines,  when  a  body  revolves  in  a  curve,  around 
some  center  of  motion,  it  constantly  tends  to  fly  ofi*  in  a  straight 
line,  which  is  a  tangent  to  its  orbit.  This  is  called  the  centrifu- 
i^d force.  (Art.  185'.)  A  stone  from  a  sling,  water  escaping 
fiom  the  periphery  of  a  revolving  wheel,  and  water  receding 
fiwn  the  center  of  a  tumbler  or  pail  when  the  vessel  is  whirled, 
VeCuniliar  instances  of  the  tendency  of  bodies  when  revolving 
is  efacles  to  fly  ofi*  in  straight  lines.    The  action  of  the  centrifu- 

^ — r^ _  I  - 

*  There  are  ftequeDtly  connected  with  the  machine  a  pendulum,  and  such  parts  of 
ft  dock  M  sve  Necessary  for  beating  seconds. 

23 
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gal  force  may  be  studied  more  advantageously  by  means  of  an 
apparatus  called  the  Whirling  Tables.  These  consiat  of  two 
small  circular  tables,  to  which  is  communicated  a  horizontal 
revolution  around  their  centers.  Bodies  laid  on  the  tables  in 
different  ways  are  made  to  participate  in  their  rotary  motions, 
and  thus  the  laws  of  the  centrifugal  force  may  be  observed. 
By  means  of  this  apparatus  the  following  propositions  are  illas- 
trated. 

237.  The  centrifugal  force  of  bodies  revolving  in  a  given  cir- 
cle, is  proportional  to  their  densities  or  specific  gravities.  If 
quicksilver,  water,  and  cork,  be  whirled  together  in  a  suspended 
pail  or  glass  vessel,  these  bodies  will  arrange  themselves  in  the 
order  of  their  specific  gravities,  so  that  the  cork  will  be  at  the 
least,  and  the  quicksilver  at  the  greatest  distance  fh>mthe  center 
of  motion. 

238.  When  bodies  revolve  in  the  same  circle  with  different 
velocities,  the  centrifugal  forces  are  as  the  squares  of  the  veloci- 
ties. By  doubling  the  velocity  of  a  revolving  body,  its  centrifu- 
gal force  is  quadrupled.  Millstones,  revoMng  horizontally, 
communicate  their  circular  motion  to  the  com  that  is  introduced 
between  them  near  the  center.  The  com,  by  the  centrifugal 
force  which  it  gradually  acquires,  recedes  from  the  center  and 
passes  out  at  the  circumference.  If  too  great  velocity  is  given 
to  millstones,  thev  sometimes  burst  with  violence.  A  horse  in 
swift  motion,  on  suddenly  turning  a  comer,  throws  bb  rider ; 
and  a  carriage  turning  swiflly  is  overset  on  the  same  principle. 
In  feats  of  horsemanship,  when^  the  equestrian  rides  rapidly 
round  a  small  ring,  he  inclines  his  body  inward  in  different  de- 
grees, according  to  the  velocity  \vith  which  he  is  moving,  and 
thus  counteracts  his  tendency  to  fall  outward  by  the  centrifugal 
force.* 

239.  When  bodies  revolve  indifferent  circles,  in  the  same  time, 
the  centrifugal  forces  are  as  the  radii  of  the  circles.  Hence, 
when  spherical  bodies  revolve  on  their. axes,  the  equatorial  parts, 
being  farthest  from  their  centers  of  motion,  and  consequently  mov- 
ing faster,  have  a  proportionally  greater  centrifugal  force.  If  the 
revolving  body  is  soft  so  as  to  yield,  it  is  elevated  in  the  equato- 
rial and  depressed  in  the  polar  parts.  Thus  a  mass  of  clay  re- 
volving on  a  potter's  wheel,  swells  out  in  the  central  parts  and 
becomes  flattened  at  the  two  ends.  The  earth  itself,  by  its  fig- 
ure, which  is  an  oblate  spheroid,  indicates  the  operation  of  this 
principle,  its  equatorial  exceeding  its  polar  diameter  by  26  miles; 
and  the  planet  Saturn,  which  has  a  far  more  rapid  revolution  on 

«  Arnoit's  EL  Phys.  p.  63. 
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its  axist  indicates  the  same  modification  of  its  figure  in  a  still 
Ju^griier  degree,  being  strikingly  elevated  at  the  equator  and  de- 
preased  at  the  poles. 

340.  The  centrifugal  force 
is  continually  opposed  to  the 
action  of  gravity,  so  that,  ex- 
cept at  the  pole,  where  this 
finrce  becomes  nothing,  the 
weight  of  a  body  is  diminished 
by  it  in  the  ratio  of  the  square 
rf  ike  cosine  of  the  latitude.  ^ 
For,  let  EPP  represent  the 
earth,  £Q  the  equator,  PP 
the  earth's  axis,  and  MN  the 
ladios  of  a  parallel  of  latitude, 
which  equals  the  cosine  of  the 
latitade,  since  EM  is  the  lati- 
tude, MP  its  complement,  and  MN  the  sine  of  MP.  Now,  on 
account  of  the  different  velocities  of  two  bodies  at  E  and  M  re- 
spectively, their  centrifugal  forces  would  be  as  EO  to  MN,  or 
as  radius  to  the  cosine  of  the  latitude.  But,  at  the  equator,  the 
centrifugal  force  being  exerted  in  the  direction  of  OE  is  directly 
opposed  to  gravity,  while  at  M  the  force  is  exerted  in  the  direc- 
tion of  NM,  and  is  therefore  not  directly  opposed  to  gravity. 
Produce  MN  to  A,  and  let  MA  represent  the  centrifugal  force 
at  M,  and  upon  OM  produced  let  fall  the  perpendicular  AB ; 
then  MB  will  represent  the  part  of  the  force  which  acts  in  oppo- 
sition to  gravity.  But  since  the  angle  AMB  is  equal  to  the  lati- 
tude, (being  equal  to  MOE,)  therefore,  MA  is  to  MB  as  radius 
to  the  cosine  of  the  latitude.  Hence,  the  centrifugal  force  is  di- 
minished twice  in  the  ratio  of  the  cosine  of  the  latitude,  and 
consequently  is  as  the  square  of  the  cosine  of  the  latitude.  At 
the  equator,  the  centrifugal  force  is  ^Jir  of  the  force  of  gravity, 
and  of  course  it  so  much  diminishes  the  weight  of  bodies  ;  and 
since  this  force  varies  as  the  square  of  the  velocity,  were  the 
earth  to  revolve  with  17  times  its  present  velocity  (the  square 
of  which  is  289)  the  centrifugal  force  would  be  equal  to  that  of 
gravity,  and  bodies  would  lose  all  their  weight ;  and  were  the 
velocity  greater  than  this,  they  would  jBy  off  in  the  direction  of 
tangents  to  the  surface.* 

241.  We  have  hitherto  considered  the  doctrine  of  central  forces 
only  in  respect  to  bodies  moving  in  circular  orbits  ;  but  Newton 
extended  the  theory  to  all  possible  curves,  and  established  the 


*  At  the  equator,  tho  loss  of  weight  by  the  centrifagal   force  is  -j^-^  ;  and  by  in- 
creaaod  distaDce  from  the  ceDter  of  the  earth,  ji^  ;  hence  tho  entire  loss  is  tI*!* 
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general  laws  of  motion  in  every  sort  of  curve.  Observing  that 
we  can  always  make  a  circle  pass  through  three  points  taken  in 
any  curve,  and  the  nearer  the  points  arc  to  each  other*  the  moie 
nearly  the  circumference  of  the  circle  will  coincide  with  the  curve. 
If  the  three  points  be  taken  infinitely  near  each  other,  the  circle 
will  form  what  is  called  the  osculating  circle.  We  can  thein 
suppose  that  at  each  point  of  the  curve  the  body  is  moving  in 
the  osculating  circle  ;  and,  consequently,  its  centrifugal  force  i^ 
measured  by  the  square  of  the  velocity  divided  by  the  radius  of  the 
osculating  circle,  (Art.  185'.)  As  the  radius  changes  at  each  point 
of  the  supposed  curve,  the  centrifugal  force  also  is  continually 
changing,  while  in  a  circular  orbit  it  remains  always  the  same/ 

242.  The  consideration  of  centrifugal  force  proves,  that  if  a 
body  be  observed  to  move  in  a  curvilinear  patn,  some  efiBcient 
cause  must  exist'  which  prevents  it  from  flying  off*  and  which 
compels  it  to  revolve  round  the  center.  Thus  tiie  bodies  of  the 
solar  system  are  constantly  impelled  or  drawn  toward  the  son 
by  a  force  which  we  denominate  gravity.  If  this  force  did  not 
act  constantly,  they  would  resume  their  motion  in  the  right  line 
in  which  they  were  originally  projected,  when  they  were  first 
la^ached  into  space,  and  continue  moving  in  it  forever. 

243.  Second  Law. — Motion^  or  change  of  motion^  is  proput' 
tional  to  the  force  impressed,  and  is  produced  in  the  right  Kne  Vk 
which  that  force  acts. 

First,  motion  is  proportional  to  the  force  impressed  This  is 
very  satisfactorily  shown  by  means  of  Atwood's  machine,  (Art 
223,  Fig.  180.)  When  the  box  D  is  loaded  with  small  bars  of 
different  weights,  (the  bars  being  left  on  the  ring  H,  as  in  Art 
223.)  the  box  descends  along  the  scale,  in  consequence  of  the 
motion  given  it  by  the  bars,  with  velocities  exactly  proportional 
to  the  weights  of  the  bars  respectively. 

Secondly,  nation  is  in  the  direction  of  the  force  impressed* 
Notwithstanding  the  diversity  of  motions  to  which  every  terres- 
trial body  is  constantly  subject,  the  effect  of  any  force  to  prodace 
motion  is  the  same,  when  the  spectator  has  the  same  motion  as 
the  body,  as  though  the  body  were  absolutely  at  rest.  In  other 
words,  all  motions  are  compounded  so  as  not  to  disturb  each 
other  ;  each  remaining,  relatively,  the  same  as  if  there  were  no 
others.f  Since,  for  example,  by  the  diurnal  motion  of  the  eartht 
places  toward  the  equator  move  faster  than  those  toward  the 
poles,  if  the  foregoing  principle  were  not  true,  the  same  forces 
would  produce  different  quantities  of  motion  in  different  lati- 
tudes ;  and  a  body  struck  in  a  direction  north  or  south,  would 
not  move  in  that  direction,  but  would  deviate  to  the  east  or  west 

•  Fonteconlant,  £1.  Astron.  p.  502.  t  Whewell's  Mechanics,  p.  331. 
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A  pendulum  also  i^ild  vibrate  differently  according  as  it  moved 

in  a  north  and  south,  or  in  an  east  and  west  direction,  whereas 

not  the  slightest  difference  of  time  can  now  be  detected.     If  we 

are  in  a  ship,  moving  equally,  any  force  which  we  can  exert  will 

produce  the  same  motion  relatively  to  the  vessel,  whether  it  be  or 

oe  not  in  the  direction  of  the  vesseFs  motion.    If  we  stand  on 

the  deck,  supposed  to  be  level,  and  roll  a  body  along  it,  the  same 

effort  will  produce  the  same  velocity  along  the  deck  whether  the 

motion  be  urom  head  to  stem,  or  from  stem  to  head,  or  across  the 

vessel.     Also,  a  body  dropped  from  the  top  of  the  mast  will  not 

be  left  behind  bv  the  motion  of  the  ship,  but  will  fall  along  the 

mast  as  it  would  if  the  mast  were  at  rest,  and  will  reach  the  foot 

of  it  in  the  same  time.    If  ^  body  be  thrown  perpendicularly 

npwudy  it  will  rise  directly  over  the  hand  and  tail  perpendicu- 

lariy  upon  it  again ;  and  if  it  be  thrown  in  any  other  direction, 

the  patn  and  motion  relatively  to  the  person  who  throws  it  will  be 

the  same  as  if  he  were  at  rest* 

244.  It  may  seem,  at  first  view,  more  questionable  whether,  as 
Is  asserted  in  Art  20,  the  smallest  force  is  capable  of  moving  the 
largest  body.  Agreeably  to  this  doctrine,  a  blow  with  a  hammer 
Qpon  the  earth  ought  to  move  it,  and  that  it  would  do  so  may  be 
inferred  from  the  following  reasons. 

(1.)  We  can  conceive  uie  earth  to  be  divided  into  parts  so 
fODoaXlf  that  the  blow  would  produce  upon  one  of  them  even  a 
sensible  motion.  Then  it  would  produce  on  two  of  the  parts 
half  as  much  velocity  ;  and  upon  all  the  parts  together  a  velocity 
as  much  less  than  upon  one,  as  their  number  was  greater  than 
unity.  This  velocity  might  be  appreciable  in  niunbers,  although 
too  small  to  be  observed  by  the  senses. 

(2.)  Very  heavy  weights  may  be  actually  put  in  motion  by 
mall  forces.  Leslie  asserts  that  a  ship  of  any  burden  in  calm 
weather  and  smooth  water,  may  be  graduaUy  pulled  along  even 
by  the  exertions  of  a  bov.f 

(3.)  The  repetition  of  very  small  blows  finally  produces  sen- 
rible  effects  upon  large  bodies.  The  wearing  away  of  stone  by 
the  dropping  of  water,  the  abrasion  of  marble  images  by  the  kisses 
of  pilgrims,  and,  especially,  the  demolition  of  the  strongest  for- 
treaws  bv  repeated  blows  of  the  battering  ram,  are  examples  of 
powerful  effects  produced  by  small  impulses,  each  of  which  must 
nave  contributed  its  share,  since  the  addition  of  any  number  of 
nothings  is  nothing  stilL 

245.  TuxBO  Law. — When  bodies  act  upon  each  other ^  action  and 
reaction  are  equals  and  in  opposite  directions. 

•  RobiMn'i  Mech.  FhiL  br  Bitwitw,  1, 48. 
t  Ii«li^£LNat.PhiLI,3a 
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The  doctrine  of  action  and  reaction  has  been  fully  investigated 
and  explained  in  the  former  part  of  this  work.  All  we  propose 
to  do  at  present  is  to  add  a  few  familiar  and  practical  illus- 
trations. 

246.  If  I  strike  one  hand  upon  the  other  at  rest,  I  perceive  no 
difference  in  the  sensations  experienced  by  each.  The  resistance 
to  the  hand  which  gives  the  blow  is  equal  to  the  impulse  given. 
A  boatman  presses  against  the  bank  with  his  oar,  and  receives 
motion  in  the  opposite  direction,  which  being  communicated  to 
the  boat,  makes  it  recede  from  the  shore.  He  strikes  the  water, 
the  reaction  of  which  at  every  impulse,  carries  the  boat  forward 
in  the  opposite  direction.  An  infirm  old  man  presses  the  ground 
with  his  staff,  and  thus,  by  lightening  the  pressure  on  his  lower 
limbs,  makes  his  arms  perform  a  part  of  the  labor  of  walking. 
A  bird  beats  the  air  with  his  wings,  and  by  giving  a  blow 
whose  reaction  is  more  than  sufficient  to  balance  the  weight  of 
his  body,  rises  with  the  difference.  When  the  wings  are  small 
and  slender,  as  those  of  the  humming-bird,  and  disproportioned 
to  the  weight  of  the  body,  the  defect  is  compensated  by  more 
frequent  blows,  giving  nimble  motions,  suited  to  their  short  bat 
swifl  excursions,  while  the  long  wings  of  the  eagle  are  equally 
fitted,  by  their  less  rapid  but  more  effectual  blows,  for  his  distant 
j6umeys  through  the  skies.  Hence,  propelling  and  rowing  a 
boat,  flying,  and  swimming,  are  processes  analogous  to  each 
other,  depending  on  the  principle  of  reaction. 

247.  If  a  man  stands  in  a  boat  and  pulls  upon  a  rope  which  is 
fastened  to  a  post  on  the  shore,  the  force  of  the  man  is  expended 
on  the  post  in  one  direction,  and  the  post,  by  its  reaction,  draws 
the  man  in  the  opposite  direction,  namely,  toward  the  shore* 
(See  p.  32,  Ex.  12.)  Call  the  man  A,  and  let  another  man  B 
take  die  place  of  the  post.  If  B  pulls  with  a  force  just  equal  to 
that  of  A,  he  will  do  nothing  more  than  what  the  post  did  beibre, 
and  therefore  the  two  men  together  will  bring  the  boat  ashore 
no  sooner  than  A  would  have  done  alone  in  the  former  case.  If 
A  pulls  with  more  force  than  B,  he  pulls  B  toward  him,  and  the 
reaction,  or  the  force  which  carries  the  boat  ashore,  is  the  same 
as  before,  namely,  the  force  of  B.  If  B  were  to  pull  with  more 
force  than  A,  he  would  pull  A  out  of  the  boat,  were  not  A  at- 
tached firmly  to  the  boat,  in  which  case  the  velocity  of  the  boat 
would  be  augmented.  By  attentively  considering  this  and  all 
analogous  cases,  we  shall  perceive,  that  whenever  two  bodies 
act  against  each  other,  they  give  and  receive  equal  momentai 
and  the  momenta  being  in  opposite  directions,  it  follows,  that 
bodies  do  not  alter  the  quantity  of  motion  they  have,  estimated 
in  a  given  direction,  by  their  mutual  action  on  each  other.  This 
principle  is  well  explained  in  Emerson's  MechanicSi  as  follows: 
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7^  sum  of  the  motions  of  any  two  bodies  in  any  one  line  of  di- 
re rfjpn,  toward  the  same  part,  cannot  be  changed^  by  any  action  of 
ike  bodies  upon  each  other ;  whatever  force  these  actions  are  caused 
bui  or  the  bodies  exert  among  themselves,*  Hence  it  follows,  that 
the  sum  of  the  motions  of  all  the  bodies  in  the  world,  estimated 
in  one  and  the  same  line  of  direction,  and  always  the  same  way, 
is  eternally  and  invariably  the  same.  Whatever  motion,  there- 
fore, one  body  receives  toward  another,  whether  it  is  drawn  to- 
ward it  by  attraction,  or  by  a  rope,  or  by  any  other  method,  pre- 
cisely the  same  quantity  of  motion  it  imparts  to  the  other  body 
in  the  opposite  direction.f  If  a  man  in  a  boat  pulls  at  a  rope 
attached  to  another  boat  of  equal  size,  the  boats  will  move  to- 
ward each  other  with  equal  velocities ;  but  a  man  in  a  boat 
pulling  a  rope  attached  to  a  large  ship  seems  only  to  move  the 
boat,  but  he  really  moves  the  ship  a  little,  although  its  velocity 
is  as  much  less  than  that  of  the  boat,  as  its  weight  is  greater. 
A  pound  of  lead  and  the  earth  attract  each  other  with  equal 
ffKreCt  and  the  two  bodies  approach  each  other  with  equal  mo- 
ipenta.^ 

348.  Since  momentum  is  proportioned  to  the  joint  product  of 
(he  velocity  and  quantity  of  matter,  a  great  momentum  may  be. 
obtidned  either  by  giving  a  slow  motion  to  a  great  mass,  or  a 
swift  motion  to  a  small  body.  A  striking  illustration  of  this  is 
afforded  by  problem  9th,  page  32,  where  on  the  supposition 
that  a  grain  of  light  moving  with  its  usual  velocity,  were  to  im- 
[nnge  directly  against  a  mass  of  ice  floating  at  its  ordinary  slow 
rate,  the  grain  of  light  would  be  competent  to  stop  about  44^ 
tons  of  ice.  Islands  of  ice  move  with  such  vast  momentum,  that 
diey  instantly  demolish  the  largest  ship  of  war  if  it  comes  in 
their  way. 

249.  If  a  body  in  motion  strikes  a  body  at  rest,  the  striking 
body  must  sustain  as  great  a  shock  from  the  collision  as  if  it  had 
been  at  rest,  and  struck  by  the  other  body  with  the  same  force. 
For  the  loss  of  force  which  it  sustains  in  one  direction  is  an 
effect  of  the  same  kind  as  if,  being  at  rest,  it  had  received  as 
nnich  force  in  the  opposite  direction.  If  a  man  walking  rapidly, 
or  running,  encounters  another  standing  still,  he  sufiers  as  much 
from  the  collision  as  the  man  against  whom  he  strikes.  When 
two  bodies  moving  in  opposite  directions  meet,  each  body  sus- 
tains as  great  a  shock  as  if,  being  at  rest,  it  had  been  struck  by 

~-w I  -  —  ■  ■ 

*  BiiMZ^ii*ft  Mechanicfl,  4to,  p.  17. 

t  Qaantltas  mbttu  qaes  coUigitur  capiendo  summam  motaum  factorum  ad  ean- 
iim.  partem,  et  difierentiam  factorum  ad  contrarias,  non  mutatur  ab  actioue  corpo- 
Hai  inler  we,     (PHncipia,  Lex  III}  cor.  3.) 

t  The  poimd  of  lead  does  indeed  attract  the  earth  only  half  as  much  as  two 
imads  wmild  do ;  nor  does  it  receive  from  the  earth  but  half  as  much  ;  the  power  of 
ittnetiiy  and  pf  beuiff  attracted  is  the  same. 
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the  other  body  with  the  united 
son,  two  persons  walking  in  opposite  directions,  receive  from 
their  encounter  a  more  violent  shock  than  might  he  expected. 
If  they  be  of  nearly  equal  weight,  and  one  be  walldog  at  the 
rate  of  three  and  the  other  four  miles  an  hour,  each  stisiains  the 
same  shock  as  if  he  had  been  at  rest,  and  struck  by  the  other 
running  at  the  rate  of  seven  miles  an  hour.* 

This  principle  accounts  for  the  destructive  effects  arising  from 
ships  running  foul  of  each  other  at  sea.  If  two  ships  of  500 
tons  burden  encounter  each  other,  sailing  ten  knots  an  hour, 
each  sustains  the  shock  which  being  at  rest  it  would  receive 
from  a  vessel  of  1000  tons  burden  sailing  at  the  same  rate. 
It  is  a  mistake  to  suppose  that  when  a  large  and  a  small  body 
meet,  the  small  body  suffers  a  greater  shock  than  the  large  one. 
The  shock  which  they  sustain  must  be  the  same  ;  but  the  large 
body  may  be  better  able  to  bear  it.  When  the  fist  of  a  pugilist 
strikes  the  body  of  his  antagonist,  it  sustains  as  great  a  shock  as 
it  gives ;  but  the  part  being  more  fitted  to  endure  the  blow,  the 
injury  and  pain  are  indicted  on  his  opponent.  This  is  not  the 
case  however  when  fist  meets  fist.  Then  the  parts  in  collision 
are  equally  sensitive  and  vulnerable,  and  the  effect  is  aggravated 
by  both  having  approached  each  other  with  great  force, 
effect  of  the  blow  is  the  same  as  if  one  fist,  being  held  at 
were  struck  by  the  other  with  the  combined  force  of  botli.f 

250.  The  question  may  be  asked.  Why  are  the  effects  so  mHi 
more  severe  when  we  fall  from  an  eminence  upon  a  naked  rock 
than  upon  a  bed  of  down  ?  In  both  instances  our  fall  is  arrested, 
and  we  sustain  a  contrary  and  equal  reaction  ;  yet  in  the  one 
case  we  might  suffer  hardly  any  injury,  while  in  the  other  we 
should  be  bruised  to  death.  The  reason  of  the  difference  is  this: 
■when  we  fall  on  a  hed  of  down,  the  resistance  is  applied  gradu- 
ally ;  when  we  fall  on  a  rock,  it  is  applied  instantaneously.  We 
do  not  strike  the  bed  with  the  same  force  that  we  do  the  rock  ; 
we  move  along  with  the  bed,  and  of  course  do  not  lose  our  mo- 
tion at  once,  and  we  receive  In  the  opposite  direction  merely 
what  we  lose.  A  violent  blow,  if  equally  diffused  over  the  hu- 
man body,  may  be  sustained  without  injury.  Thus,  if  an  anvil 
be  laid  on  the  breast,  a  man  may  receive  on  it  a  heavy  blow  from 
a  great  hammer  with  impunity. J 

251.  There  are  many  instances  where  action  and  reaction 
mutually  destroy  each  other  and  no  motion  results.  Thus,  when 
a  child  stands  in  a  boat  and  pulls  by  a  rope  attached  to  the  stem, 
he  labors  in  vain  to  make  the  boat  advance.  Dr.  Amott  tells  us 
of  a  man  who  attached  a  large  bellows  to  the  hinder  part  of  his 
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boat,  with  the  view  of  manufacturing  a  breeze  for  himself,  being 
ignorant  that  the  reaction  would  carry  the  boat  backward  as 
moch  as  the  impulse  of  the  artificial  wind  carried  it  forward.* 
A  force  w^hich  begins  and  ends  within  a  machine  has  no  power 
to  move  it«t 

252.  Variable  motion. — ^When  a  moving  body  is  subjected  to 
die  energy  of  a  force  which  acts  on  it  without  interruption,  but 
in  a  different  manner  at  each  instant,  the  motion  is  called  in 
general,  variable  motion.X  We  have  instances  of  variable  mo- 
tions in  the  unbending  of  springs,'in  the  action  of  the  wind  on 
the  sails  of  a  ship,  and  in  the  action  of  gunpowder  on  a  ball 
while  it  is  passing  through  the  barrel  of  the  gun.  In  each  of 
thi»e  cases,  the  velocity  of  the  moving  body  is  constantly  aag- 
mented,  yet  the  degree  of  augmentation  is  diminishing  until  it 
finally  ceases. 

253.  When  a  moving  body  receives,  each  successive  instant, 
Ae  same  increase  of  velocity,  it  is  said  to  be  uniformly  accelerated. 
If  a  small  wheel  were  revolving  without  resistance,  and  at  the 
end  of  every  second  I  should  apply  a  given  impulse,  the  wheel 
would  be  uniformly  accelerated ;  for,  by  its  own  inertia,  it  would 
retain  all  its  previous  motion,  and,  by  the  second  law  of  motion, 
the  repetition  of  the  same  force,  at  equal  intervals,  would  increase 
its  velocity  at  a  uniform  rate.  If  the  intervals  at  which  this 
force  was  repeated,  were  indefinitely  diminished,  the  same  kind 
of  effect  would  take  place ;  and  the  same  would  evidently  be 
the  case,  were  the  force  to  operate  without  cessation.  Such  a 
force  is  that  of  GaAvrrr. 

254.  It  has  already  been  shown,  in  articles  4  and  7,  that 
Gravity  is  a  quality  which  belongs  alike  to  all  matter  in  propor- 
tion to  its  quantity ;  and  that  at  different  distances  from  the 
center  of  the  earth,  it  varies  inversely  as  the  square  of  the  dis- 
tance. The  manner  in  which  this  force  decreases  as  the  distance 
increases  will  be  seen  at  one  view  by  the  following  table,  begin- 
ning with  the  distance  of  the  surface  from  the  center. 

—  -       —       '  ■-  —  

•  Arnott's  EL  Ftiys.  p.  107. 

t  It  b  common  in  elementary  worki  on  Mechanics,  to  find  under  the  head  of  *'  re- 
tetm,"  a  class  of  phenomena  which  evidently  belonsr  to  a  cause  distinct  from  that 
if  the  mutual  action  of  bodies.  For  example*  a  littfe  steam  carriage  is  sometimes 
tdnbitfld,  from  which  a  iet  of  steam  issues,  and  the  carriage  moves  in  the  opposite 
faction.  This,  it  is  said,  is  owing  to  the  reaction  of  the  air  upon  the  steam,  being 
■ippotd  analogous  to  the  flying  of  a  bird,  which  beats  the  air  with  its  wings,  and  is 
Wr^e  along  by  its  reaction ;  but  the  motion  of  the  carriage  in  the  foreeoing  ezperi- 
■ent,  is  owing  to  a  very  different  cause.  Before  the  jet  was  opened,  the  steam 
pf  md  equally  on  all  sides  of  the  vessel ;  as  soon  as  the  opening  is  made  on  one  side, 
tbe  pressure  is  removed  from  that  side,  but  remains  on  the  oppo2te  fide,  and  therefore 
gbts  motion  to  the  vessel  in  that  direction. 

I  Gregory's  Meeh.,  I,  81. 
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Hence  it  appears  that  a  body  placed  20  times  as  far  from  tlie 
center  of  the  earth  as  the  surface  is  from  the  center,  is  attracted 
only  777th  part  as  much ;  and  at  the  distance  of  60  times  the 
radius  of  the  earth  the  same  force  is  diminished  3600  times.* 
At  this  distance  therefore  it  would  take  60  seconds,'or  one  mmute« 
for  a  body  to  fall  through  the  space  it  falls  at  the  surface  of  the 
earth  in  one  second ;  that  is,  through  16^^  feet.  But  all  dis- 
tances within  a  few  hundred  feet  of  the  eaith  bear  so  small  a 
ratio  to  the  earth's  radius,  that  the  force  of  gravity  may  be  con- 
sidered as  the  same  unvarying  force,  in  relation  both  to  the 
weights  of  bodies  and  to  the  velocities  with  which  they  fall 
(See  Art.  8.) 

255.  It  is  not  alone  by  the  direct  fall  of  bodies  that  the  gravi- 
tation of  the  earth  is  manifested.  The  curvilinear  motion  of 
bodies  projected  in  directions  different  from  the  perpendicular,  is 
a  combination  of  the  effects  of  the  uniform  velocity  that  has 
been  given  to  the  projectile  by  the  impulse  which  it  has  received, 
and  the  accelerated  or  retailed  velocity  whichit  receives  from 
the  earth's  attraction.  Suppose  a 
body  placed  at  any  point  P,  (Fig. 
132,)  above  the  surface  of  the  earth, 
and  let  PA  be  the  direction  of  the 
earth*s  center.  If  the  body  were 
allowed  to  move  without  receiving 
any  impulse,  it  would  descend  to 
the  earth  in  the  direction  PA  \vkh 
an  accelerated  motion.  But  s^- 
pose  that  at  the  moment  of  its  de- 
parture from  P,  it  receives  an  im- 
pulse in  the  direction  PB,  which 
would  carry  it  to  B  in  the  time  the 
body  would  fall  from  P  to  A ;  then, 
by  the  composition  of  motion,  (Art.  41,)  the  body  must  at  the  end 
of  that  time  be  found  in  the  line  BD,  parallel  to  PA.  If  the  mo- 
tion in  the  direction  of  PA  were  uniform,  the  body  P  would  in 
this  case  move  in  the  straight  line  PP.  But  this  is  not  the  case« 
The  velocity  of  the  body  in  the  direction  PA  is  at  first  so  small 
as  to  produce  very  little  deflection  of  its  motion  from  the  line  PB. 
As  the  velocity,  however,  increases,  this  deflection  increases,  so 
that  it  moves  from  P  to  D  in  a  curve,  which  is  convex  toward 

PB.     The  greater  the  velocity  of  the  projectile  in  the  directioa 

^^~*'^'"~*~ .     '■  ■       ^—^^•~'^—^—'  I— — ■— ^ 

*  Thii  laat  is  nearly  thp  dutance  of  the  moon  from  the  earth ;  and  it  is  found  hf 
calculation  that  the  moon  is  actually  drawn  toward  the  earth,  away  fh>m  the  straj^ili 
luie  in  which  she  tends  to  move,  hy  exactly  this  force. 
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PBi  ihc  greater  sweep  the  curve  will  take.  Thus  it  will  succes- 
sively take  the  forms  PD,  PE,  PF,  &c.,  and  that  velocity  can  be 
computedy*  which  (setting  aside  the  resistance  of  the  air)  would 
cause  the  projectile  to  go  completely  round  the  earth,  and  return 
to  the  point  P  from  which  it  departed.  In  this  case  the  body  P 
would  continue  to  revolve  round  the  earth  like  the  moon. 

956.  Hence  it  is  obvious,  that  the  phenomenon  of  the  revolu- 
tion of  the  moon  round  the  earth,  is  nothing  more  than  the  com- 
bined effects  of  the  earth's  attraction,  and  the  tendency  it  has  to 
move  forward  in  a  straight  line  which  is  a  tangent  to  its  orbit. 
And  w^ere  any  of  the  heavenly  bodies  to  explode,  we  may  con- 
ceive that  the  iVagments  would  proceed  in  a  rectilineal  direction 
until,  approaching,  severally,  within  the  sphere  of  influence  of  some 
large  body,  whose  attraction  would  combine  with  their  projectile 
force,  they  would  forever  afterward  continue  to  revolve  around 
that  body,  as  the  satellites  revolve  around  their  primaries.^ 

257.  But  the  attraction  of  gravitation  is  manifested  by  cmn- 
paratively  small  masses  of  matter.  The  effect  of  a  high  moun- 
tain is  perceptible  upon  a  plumb  line,  causing  it  to  deviate 
sensibly  from  a  perpendicular,  so  that  the  same  star  in  the  zenith 
would  change  its  apparent  place  when  viewed  on  opposite  sides 
of  the  mountain.  This  was  observed  by  two  French  astrono- 
mers, near  Mount  Chimborazo  in  South  America,  as  early  as  the 
year  1738;  and  the  experiment  was  repeated  in  1772  vsrith  all 
possible  accuracy,  by  Dr.  Mas]|;elyne,  astronomer  royal  of  Great 
Britain,  at  the  base  of  the  mountain  Schehallien,  in  the  eastern 
part  of  Scotland.;!;  Mr.  Cavendish,  a  distinguished  English 
philosopher  of  the  last  century,  rendered  sensible  even  the  attrac- 
tion of  a  sphere  of  lead,  by  bringing  it  near  a  small  bullet,  sus* 
pended  from  one  arm  of  an  exceedingly  delicate  balance.  The 
sphere  when  brought  near  the  bullet  disturbed  its  equilibrium. 

258.  By  gravity,  bodies  are  directed  toward  the  center  of  the 
earth.  We  are  not  to  infer  from  this  fact  that  there  is  any  pecu- 
liar force,  (like  that  of  a  large  magnet,  for  example,)  residing  at 
the  center,  but  merely  that  the  effect  of  the  earth,  taken  as  a 
whole,  is  the  same  bs  though  its  matter  were  condensed  into  the 
center.   The  line  of  attraction  passes  through  the  center  because 

*  A  c&nnon  ball  shot  horizontally  from  the  top  of  a  lofty  mountain,  would  fgo  thre« 
cv  four  miles.  If  there  were  no  atmosphere  to  resist  its  motion,  the  same  original 
tdoetty  would  carry  it  thirty  or  forty  miles  before  it  fell ;  and  if  it  could  be  dispatched 
vitk  about  taa  times  the  Tdodty  of  a  cannon  shot,  the  centrifugal  force  would  ex- 
actly balance  the  force  of  gravity,  and  the  ball  would  go  quite  roiuid  the  earth.  (Ar- 
nott,  EL  Phys.  p.  91.) 

t  This  has  actually  been  supposed  of  the  four  new  planets,  Ceres,  Pallas,  Juno,  and_ 

}  Ed.  Encyclopedia,  III,  76. 
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such  a  line  is  the  resultant  of  the  separate  attractions  of  all  tb? 
particles  composing  a  sphere.  Thus  if  AB  be  a  line  passing 
through  the  center  of  the  sphere,  and  A  be  ^S;  ^^^ 

any  body,  and  a  and  b  two  particles  of  mat- 
ter in  the  sphere  equally  distant  from  A,  it  is 
evident  that  their  combined  actions  would 
be  expressed  by  the  diagonal  which  would 
coincide  in  direction  with  AB.  The  same 
is  true  of  any  other  particles  taken  equally 
distant  from  A  in  opposite  hemispheres.  At 
different  parts  of  the  earth,  therefore,  the  di- 
rections of  falling  bodies  are  not  parallel, 
but  form  converging  lines.  But  on  account 
of  the  great  magnitude  of  the  earth,  two 
places  100  feet  distant  will  not  vary  one 
second,  and  when  a  mile  asunder,  they  will  not  differ  one  minute 
from  perfect  parallelism."  For  all  the  purposes  of  machineiy, 
therefore,  as  well  as  for  experiment,  the  direction  of  the  lines  of 
gravity  may  be  considered  as  parallel. 

259.  Since  bodies  in  falling  toward  the  earth  are  nniforraly 
accelerated,  the  velocity  acquired  must  be  proportioned  to  the  time 
the  body  has  been  falling :  at  the  end  of  ten  seconds  it  has  ac- 
quired ten  times  the  velocity  which  it  had  at  the  end  of  one 
second.  And  in  Art.  29,  it  has  been  shown  that  the  itpacea  de- 
scribed are  proportioned  to  the  squares  of  the  times ;  so  that  the 
space  described  during  100  seconds,  is  not  merely  100  times  as 
great  as  that  described  in  one  second,  but  it  is  the  square  of  100, 
or  10,000  times  as  great.  This  conclusion  was  arrived  at  mathe- 
matically, long  before  it  was  established  by  actual  experiment. 
There  were  two  difliculttes  which  stood  in  the  way  of  such  a 
verification,  viz.,  the  little  time  occupied  in  descending  through 
such  perpendicular  heights  as  the  experimenter  can  command, 
and  the  resistance  of  the  air,  which,  when  the  velocity  becomes 
great,  acts  as  a  powerfully  retarding  force.  We  can  rarely  com- 
mand a  perpendicular  eminence  of  more  than  four  hundred  feet, 
and  yet  the  time  occupied  in  the  whole  descent  is  only  about  five 
seconds,  a  period  too  short  to  enable  us  to  mark  distinctly  the 
respective  rates  at  which  the  successive  inter\a!s  are  described. 
AtWQod's  machine  (Fig.  130,  Art.  231)  affords  the  means  of  obvi 
ting  both  thesediJ^cultie8,andverifyingthelawsof  falUngb 
with  great  accuracy. 

260,  The  object  of  the  machine,  so  far  as  respects  experiments 
on  falling  bodies,  is  to  render  the  descent  of  bodies  so  gradual, 
that  the  relation  between  the  times  and  spaces  can  be  accurately 


scnueu. 
f  obvi^^_ 
SbodW 


•  Giecory'i  Mech.  I,  193l 
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dbservecL  By  recurrence  to  the  figure,  and  to  the  descriptions 
given  in  Art.  231,  we  shall  readily  see  how  this  object  may  be 
accomplished,  llie  weights  D  and  E  each  equal  3H  ounces, 
and  of  course  the  quantity  of  matter  in  both  is  63  ounces.  Now, 
since  one  of  these  rises  as  the  other  descends,  the  force  of  gravity 
retards  the  one  as  much  as  it  accelerates  the  other,  and  they  are 
in  effect  the  same  as  though  they  were  entirely  destitute  of  gravity. 
If  a  small  weight,  as  one  ounce,  were  let  fall  freely  from  the  top 
of  the  machine,  it  would  fall  through  so  small  a  space  almost  in 
an  instant,  and  we  should  be  unable  to  mark  the  rate  at  which  it 
would  pass  over  the  successive  portions  of  the  graduated  scale 
F6  ;  but  if  it  be  laid  on  the  weight  D,  it  must  carry  D  along 
with  it ;  that  is,  it  must  make  D  descend  and  E  ascend,  and 
therefore  the  motion  belonging  to  one  ounce,  will  be  distributed 
throughout  64  ounces,  and  its  velocity  will  be  retarded  in  the 
same  ratio.  Consequently  the  weight  D  will  descend  only  ^th 
part  as  fast  as  a  body  falling  freely ;  and  as  a  body  falling 
freely  descends  in  one  second  about  16  feet  or  192  inches,  the 
weight  D  will  descend  y^  =3  inches  in  one  second.  The  com- 
parative progress  of  this  weight,  and  of  a  body  falling  freely  for 
several  successive  seconds,  will  be  seen  in  the  following  table. 


Time, 

1       2 

16^64i 

3      12 

3 

144f 
27 

4 

5 

6 
579 

108 

Body  falling  freely,  in  feet. 

2574 

48 

402y, 

Do.  in  At  wood's  Machine,  in  inches. 

75 

Hence  it  appears  that  in  six  seconds,  while  a  body  would  fall 
freely  through  579  feet,  it  would  in  the  same  time  descend  only 
nine  feet  in  Atwood's  Machine.  But  the  latter  is  a  uniformly 
accelerated  velocity,  and  subject  to  the  same  laws  as  the  former, 
and  it  may  therefore  be  employed  to  investigate  the  laws  of  fall- 
ing bodies.  The  results  correspond  remarkably  with  theory,  so 
that  when  the  instrument  is  well  constructed,  and  managed  skil- 
fully, the  descending  weight  clicks  upon  the  stage  or  brass  plate 
K,  at  the  very  instant  required. 

261.  We  see  in  nature  the  law  of  acceleration  of  falling  bod- 
ies jndicated,  by  the  impetuosity  with  which  bodies  fall  from  any 
considerable  height  upon  the  earth.  Meteoric  stones,  falling  from 
the  sky,  sometimes  bury  themselves  deep  in  the  ground.  Aero- 
nauts that  have  fallen  from  balloons  have  been  dashed  in  pieces.* 

♦  Any  liquid  falling  from  a  reservoir,  forms  a  descending  mass  or  stream,  of 
wlticb  the  bulk  diminishes  from  above  downward,  in  the  same  proportion  in  which 
tlic  Telocity  increases.  This  truth  is  well  exemplified  by  the  pouring  out  of  mo- 
lasses or  thick  sirup :  if  the  height  of  the  fall  be  considerable,  the  bulky  mass  which 
first  escapes,  is  reduced,  before  it  reaches  the  bottom,  to  a  small  thread ;  but  the 
thread  is  moving  with  proportionally  greater  speed,  for  it  fills  the  receiving  vessel 
with  great  rapidity.  The  same  truth  is  exhibited  on  a  grand  scale  in  the  Falls  of 
Niagara,  where  the  broad  river  is  seen  first  bending  over  the  precipice/ a  vast  slow 
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It  is,  however,  a  rare  occurrence  to  see  a  body  falling  from  any 
gresit. height  perpendicularly :  most  instances  of  accelerated  mo- 
tion which  come  under  our  observation,  are  in  bodies  falling 
down  inclined  planes^  where  the  same  law  of  acceleration  prevails. 
(Art.  158.)  A  fragment  of  rock  descending  from  the  /aide  of  a 
mountain,  has  its  speed  augmented  as  it  goes,  until  its  momen- 
tum becomes  irresistible,  and  large  trees  are  prostrated  before  it. 

262.  A  very  remarkable  example  of  the  acceleration  of  bodies 
descending  down  inclined  planes,  occurs  at  the  Slide  of  Alpnach 
in  Switzerland.  On  Mount  Pilatus.  near  Lake  Luzerne,  is  a  val- 
uable growth  of  fir-trees,  which,  on  account  of  the  inaccessible 
nature  of  the  mountain,  had  remained  for  ages  undisturbed,  until 
within  a  few  years,  a  German  engineer  contrived  to  construct  a 
trough  in  the  form  of  an  inclined  plane,  by  which  these  trees 
are  made  to  descend  by  their  own  weight,  through  a  space  of 
eight  or  nine  miles,  from  the  side  of  the  mountain  to  the  margin 
of  the  lake.  Although  the  average  declivity  is  no  more  than 
about  one  foot  in  seventeen,  and  the  route  often  circuitous  and 
sometimes  horizontal,  yet  so  great  is  the  acceleration,  that  a  tree 
descends  the  whole  distance  in  the  short  space  of  six  minutes. 
To  a  spectator  standing  by  the  side  of  the  trough,  at  first  is 
heard,  on  the  approach  of  the  tree,  a  roaring  noise^  becoming 
louder  and  louder ;  the  tree  comes  in  sight  at  the  distance  of  half 
a  mile,  and  in  an  instant  afterward  shoots  past  with  the  noise  of 
thunder  and  the  rapidity  of  lightning.  When  a  tree  happens  to 
"  bolt"  from  the  trough,  it  cuts  the  standing  trees  quite  off.* 
(See  p.  131,  Prob.  5  and  6.) 

263.  Composition  and  Resolution  of  Motion. — Simple  motion 
is  that  which  arises  from  the  action  of  a  single  force  ;  Compound 
motion  is  that  which  is  produced  by  several  forces  acting  in  dif- 
ferent directions.  Strictly  speaking,  we  have  no  example  of  a 
simple  motion,  since  in  the  absolute  motion  of  all  bodies,  their 
own  i)roprr  motion  is  combined  with  that  of  the  earth  in  its  di- 
urnal and  annual  revolutions,  and  we  know  not  with  how  many 
others.  (Art.  226.)  In  an  enlarged  sense,  therefore,  all  motions 
are  compound.  But  in  the  foregoing  distinctions  we  have '•refe- 
rence only  to  relative  motions,  as  those  which  take  place  among 
bodies  on  the  earth.  In  accordance  with  the  second  law  of  mo- 
tion, (Art.  243,)  a  force  striking  upon  a  body  in  motion,  will  pro- 
duce the  same  change  of  motion  as  though  the  body  had  been  at 
rest  when  the  force  struck  it.  This  may  at  first  view  appear  in- 
consistent with  experience,  especially  in  regard  to  opposite  mo- 


moving  moRs,  then  becoming  a  thinner  and  thinner  sheet ;  until  it  flashes  into  ths 
deep  below,  almost  with  the  velocity  of  ligbtiUDg.     (Amott's  £1.  Phys.  79.) 
•  Playfair's  Works,  I,  96. 
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tioDs.  Let  ns,  therefore,  consider  the  principle  in  its  application 
to  several  different  cases.  Conceive  the  ice  of  a  frozen  river  to 
be  iSrst  stationary,  and  afterwards  to  float  down  with  the  current. 
Standing  on  the  bank  I  roll  a  ball  directly  across  the  river.  Will 
it  pass  in  the  same  direction  in  both  cases  ?  It  will  not ;  for  in 
the  first  case  it  will  pass  across  perpendicularly  to  the  banks,  and 
in  the  second  case  it  will  go  across  diagonally.  But  now  let  me 
stand  upon  the  ice  and  roll  the  ball.  Since  I  float  along  with 
the  ice,  I  am  at  rest  with  respect  to  that  motion,  and  the  ball, 
though  moving  diagonally  as  before,  appears  to  me  to  go  directly 
across  the  stream.*  If  the  ball  was  rolled  not  directly  across  but 
obliquely,  making  any  angle  with  the  bank,  if  I  stood  upon  the 
floating  ice,  and  was  therefore  at  rest  with  respect  to  one  of  the 
motions  of  the  ball,  I  should  see  the  other  motion  in  the  same 
manner  as  though  I  had  stood  on  the  shore  and  the  ice  had  been 
at  rest  But  if  when  a  ball  is  rolling  towards  me,  and  I  strike  it 
in  a  direction  exactly  opposite  to  its  course,  but  do  not  stop  it, 
can  the  blow  be  said  to  produce  the  same  change  of  motion  as 
though  the  body  had  been  at  rest  when  the  blow  was  applied  ? 
Ans.  If  I  had  been  moving  in  the  same  manner  as  the  ball  before 
the  blow,  then  stopping  a  part  of  the  motion  of  the  ball,  would 
have  given  it  a  relative  motion  in  the  opposite  direction  ;  since 
having  none  of  my  own  motion  stopped,  I  should  leave  it  be- 
hind. This  is  what  takes  place  when  a  cannon  ball  is  fired  in  a 
direction  contrary  to  that  in  which  the  earth  is  revolving  about 
the  sun.  The  cannon  moves  onward  and  leaves  the  ball  behind. 
(Art.  226.) 

204.  The  laws  respecting  the  composition  and  resolution  of 
motion  which  are  demonstrated  in  Chap.  Ill,  p.  44,  admit  of 
being  satisfactorily  confirmed  by  experiment.  Let  two  small 
wheels  ]M,  N,  (Fig.  134,)  be  attached  to  a  wall  or  board.  Let  a 
thread  be  passed  over  them,  having  weights  A  and  B,  hooked 
upon  loops  at  its  extremities.     From  Fig.  134. 

any  part  P  of  the  thread,  let  a  weight  O 

C  be  suspended,  in  such  a  manner  as  I 

to  he  in  equilibrio  with  A  and  B.     The    |^£  ! 

weight  C,  therefore,  is  the  resultant  of    0.  \^ 

the  forces  A  and  B  ;  and  since  its  di-  x,.-''  j 

rection  is  that  of  gravity,  it  will  be  rep- 
resented by  a  line  drawn  directly  up-  | 
ward  from  P.      From  P,  on  the  line  A 
PO,  take  Pc,  having  as  many  inches  as 
there  are  ounces  in  C  ;  and  from  c  draw 
ca  parallel  to  NP  and  ch  parallel  to  PM. 


N 


\ 


•  In  the  same  manner  two  persons  sitting  in  a  boat  under  sail,  toss  a  ball  from 
one  to  tlie  other  in  the  same  manner  as  though  they  were  at  rest  on  land. 
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If  the  sides  Va  and  P&  of  the  parallelogram  thus  formed  be  mea- 
sured, it  will  be  found  that  Pa  will  consist  of  as  many  inches  as 
there  are  ounces  in  A,  and  P6  of  as  many  inches  as  there  are 
ounces  in  B;  consequently,  the  lines  Pc,  Pa,  and  P6,  have  the 
same  ratio  to  each  other  as  the  forces  or  weights  C,  A,  and  B, 
But  Pc  is  the  diagonal,  and  Pa  and  Pfr  are  the  sides  of  a  paral- 
lelogram. Hence  the  diagonal  of  a  parallelogram  repre^sents  a 
force  equivalent  to  the  two  forces  represented  by  the  sides.* 

This  experiment  is  an  illustration  of  the  composition  of  forces 
rather  than  of  the  composition  of  motions  ;  but  a  simple  experi- 
ment will  show  that  the  same  law  holds  good  with  respect  to  a 
body  actually  set  in  motion  by  two  different  forces.  A  ball  is 
placed  at  one  of  the  comers  of  a  smooth  table.  To  the  same 
corner  are  attached  two  springs,  respectively  in  the  line  of  the 
two  sides  of  the  table,  and  capable  of  giving  a  simultaneous  im- 
pulse to  the  ball.  The  springs  moreover  are  so  proportioned  to 
each  other,  that  one  will  drive  the  ball  across  one  side  of  the 
table,  in  the  same  time  that  the  other  will  drive  the  ball  across 
the  other  side.  Now  on  letting  go  both  springs  at  once,  the  ball 
will  pass,  in  the  same  time,  across  the  diagonal  of  the  table  to 
the  opposite  corner.f 

265.  We  daily  observe  examples  strikingly  illustrative  of  these 
laws.  In  crossing  a  river,  the  boatman  heads  up  the  stream, 
and  so  combines  the  direction  of  the  boat  with  that  of  the  cur- 
rent, as  to  move  directly  across  in  a  line,  which  is  the  diagonal 
between  the  two.  Rowing,  swimming,  and  flying,  are  severally 
instances  of  motion  in  the  diagonal  between  two  forces.  In  feats 
of  horsemanship,  when  the  rider  leaps  up  from  his  saddle,  we 
are  surprised  not  to  see  the  horse  pass  from  under  him  ;  but  he 
retains  the  motion  he  has  in  common  with  the  horse,  and  does 
not  in  fact  ascend  perpendicularly,  but  obliquely,  rising  in  one 
diagonal,  and  falling  in  another.  In  the  common  feats  of  jump- 
ing through  a  hoop,  and  alighting  again  on  the  saddle,  an  inex- 
perienced rider  would  be  likely  to  project  his  body  forward  in 
the  same  manner  as  he  would  do  in  leaping  through  the  same 
hoop  from  the  ground.  In  such  a  ease,  instead  of  alighting  on 
the  saddle,  he  would  alight  either  before  the  horse  or  upon  his 
head  or  neck.  All  that  is  requisite  in  order  to  execute  this  feat, 
is  to  leap  directly  upward  from  the  saddle  to  a  sufficient  height 
to  clear  the  lower  part  of  the  hoop  with  the  feet.  By  the  speed 
which  the  rider  has  in  common  with  the  horse,  his  body  will, 
without  any  exertion  on  his  part,  pass  through  the  hoop,  and  he 
will  alight  again  on  the  saddle,  on  the  other  side,  in  his  de- 
scent.J 

266.  The  sailing  of  a  ship  affords  an  instructive  illustration  of 

*  Lardner'i  Mech.  p.  51.      t  Lib.  Useful  Knowledge,  Mechanics,  p,  5.      t  Ik 
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the  principles  of  the  composition  and  resolution  of  motion. 
"When  a  ship  sails  in  the  same  direction  as  the  wind,  she  is  said 
to  be  tcuddtng,  or  sailing  before  the  wind,  and  if  she  had  but  one 
sail,  it  would  act  with  the  greatest  advant&ge,  when  perpendic- 
nlar  or  nearly  so  to  the  wind.  When  a  ship  advances  against 
the  wind,  and  endeavors  to  proceed  in  the  nearest  direction  pos- 
sible to  the  point  of  compass  from  which  the  wind  blows,  she  is 
waiA  to  be  aose  hauled.  A  large  ship  will  sail  against  the  wind 
with  her  keel  at  an  angle  of  six  points  with  the  direction  of  the 
wind,  and  sloops  and  smaller  vessels  may  sail  much  nearer. 
When  a  ship  Is  neither  sailing  before  the  wind,  nor  is  close 
hauled,  she  is  said  to  be  sailing  large.  In  this  case,  her  sails  are 
set  in  an  oblique  position,  between  the  direction  of  the  wind  and 
dtat  of  the  intended  course  ;  as  represented  in  the  various  plans 
of  vessels  in  Fig.  135,  where  the  direction  of  the  wind  is  repre- 
sented by  the  arrow,  and  the  position  of  the  yards  and  sails, 
which  are  necessary  for  proceeding  on  the  various  points  of 
compass,  are  shown  by  the  transverse  line  on  each  plan.  The 
relation  of  the  wind  to  the  course  of  the  vessel,  is  determined 
by  the  number  of  points  of  the  compass  between  the  course  she 
is  steering,  and  the  course  she  woula  be  steering  if  close  hauled. 
Fig.  13& 


bi  Fig.  135.  the  fihips  a  and  h  are  close  hauled,  and  the  ships  e 
and  d  (the  former  steering  east  by  north,  and  the  latter  west  by 
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north)  have  the  i;nnd  one  point  large.  The  ships  e  and  f^  one 
steering  east  and  the  other  west,  have  the  wind  two  points  large. 
In  this  case,  the  wind  is  at  right  angles  with  the  keel,  and  is  said 
to  be  upon  the  beam.  The  ships  g  and  A,  steering  southeast  and 
southwest,  have  the  wind  six  points  large,  or,  as  it  is  commonly 
termed,  upon  the  quarter^  and  this  is  considered  as  a  very  favora- 
ble manner  of  sailing,  because  all  the  sails  co-operat«  to  increase 
the  ship's  velocity,  whereas  when  the  wind  is  directly  aft,  as  in 
the  vessel  m,  it  is  partly  intercepted  by  the  after  sailsi  and  pre- 
vented from  striking  with  its  full  force  on  those  which  are  for- 
ward.* 

267.  To  one  who  has  never  studied  the  doctrine  of  the  com- 
position and  resolution  of  forces,  it  is  apt  to  appear  mysterioos 
that  a  ship  is  able  to  sail  with  a  wind  partly  ahead,  and  still 
more  that  two  ships  are  able  to  sail  in  exactly  opposite  direc- 
tions by  the  same  wind.  It  is  proposed  to  explain  these  pheno- 
mena. Let  AB  (Fig.  136)  represent  the  keel  of  a  ship,  and  CD 
the  sail ;  and  let  the  wind  come  in  from  the  side,  in  the  direc- 
tion of  HD.  Let  DE  represent  the  whole  force  of  the  wind, 
and  resolve  DE  into  two  forces,  viz.  into  EF  perpendicular,  and 
FD  parallel  to  the  sail  DC.  Then  it  is  manifest  that  £F  alone 
represents  the  effective  force  of  the  wind  upon  the  saiL  But 
EF  is  not  wholly  employed  in  urging  the  ship  forward,  since  it 
is  oblique  to  her  course  ;  therefore,  again  resolve  EF  into  FG 
parallel  with  the  course  and  GE  at  right  angles  with  it.  The 
latter  force  is  lost  by  the  lateral  resistance  of  the  water,  while 
FG  is  employed  in  propelling  the  ship  on  her  way. 

IHg.  136. 

V 

B 


By  inspecting  Fig.  136,  it  will  readily  be  seen  that  another 
ship  may  sail  in  the  opposite  direction  by  the  same  wind.  When 

*  Bigelow'8  Elements  of  Technology,  p  2l8r 
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find  wind  strikes  the  sail  at  right  angles,  or  in  the  direction  EF, 
then  only  one  resolution  is  necessary  ;  for  if  EF  represents  the 
whole  force  of  the  wind,  F6  will  represent  the  force  that  propels 
the  ship  forward,  while  GE  will  represent  the  part  which  is  lost 
by  the  lateral  resistance  of  the  water. 

Since,  resolving  the  force  of  the  wind  after  the  foregoing  man- 
ner, the  efiective  part  of  the  force,  viz.  FG,  will  not  wholly  dis- 
appear until  the  wind  is  directly  ahead,  it  might  seem  possible 
to  sail  much  nearer  the  wind  than  is  found  to  be  actuallv  practi- 
cable. But,  though,  on  account  of  the  peculiar  shape  oi  vessels, 
the  forward  resistance  is  much  less  than  the  lateral,  yet  it  is 
ttimeikingy  and  therefore  requires  more  or  less  of  the  force  that 
acts  parallel  with  the  keel  to  overcome  it. 

268.  The  doctrine  of  the  composition  and  resolution  of  moti«m, 
bj  reducing  a  great  number  of  complicated  motions  to  one,  or 
by  enabling  us  to  estimate  the  precise  influence  of  forces  that 
act  obliquely,  has  greatly  simplified  inquiries  in  Mechanics,  and 
proportionally  advanced  the  science.  It  is  only  by  such  means 
that  the  complex  motions  of  the  heavenly  bodies,  and  the  equally 
diverse  forces  that  control  them,  could  ever  have  been  understood. 
The  subject  has  also  an  extensive  and  important  application  in 
estimating  the  powers  of  machinery.  Since,  for  example,  any 
one  side  of  a  triangle  or  polygon,  is  always  less  than  the  sum  of 
all  the  remaining  sides,  it  follows,  other  things  being  equal,  that 
a  mechanical  efi'ect  will  always  be  more  economically  produced 
by  a  single  force  acting  in  the  proper  direction,  than  by  a  number 

of  forces  acting  in  diflTerent  directions. 

« 

269.  By  Art  55,  it  appears,  that  a  body  acted  upon  at  the  same 
time  by  three  forces^  represented  in  quantity  and  direction  by  the 
three  i^s  of  a  triangle  taken  in  order ^  will  remain  at  rest.  A  kite 
at  rest  in  the  air,  is  conmionly  mentioned  as  an  example  of  this, 
the  three  forces  being,  the  direction  of  the  wind,  the  weight  of 
the  kite,  and  the  action  of  the  string.  Let  AB,  (Fig.  137,)  be  a 
kite,  held  by  the  string  AS.  Let  DF  represent  the  force  of  the 
wind  blowing  horizontally,  and  resolve  it  into  two  forces,  viz. 
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DC  perpendicular,  and  CP  parallel  to  the  kite.  Then  DC  will 
be  the  only  effective  part  of  the  wind,  since  that  part  which  acts 
parallel  to  the  kite,  can  have  no  influence  on  its  motions.  Again, 
resolve  CD  into  two  forces,  namely,  CE  perpendicular,  and  DE 
parallel  to  the  horizon.  Then  CE  will  represent  the  upward 
force  of  the  wind,  and  DE  its  force  in  a  norizontal  direction. 
Now  when  the  string  AS  makes  such  an  angle  with  the  kite  that 
its  downward  force  AG,  added  to  the  weight  of  the  kite,  shall 
equal  CE,  and  its  horizontsd  force  H6,  equal  DE,  the  kite  will 
be  at  rest. 

270.  When  two  motions  which  are  not  in  the  same  straight 
line,  are  combined,  one  of  which  is  uniform,  and  the  other  ac^t 
erated,  the  moving  body  describes  a  curve.  (Art.  48.)  If  two 
accelerating  forces  act,  in  which  the  rate  of  acceleration  is  the 
same,  the  motion  is  rectilinear ;  but  if  the  rate  of  acceleration  is 
different,  the  motion  is  still  curvilinear.  The  nature  of  the  curve 
will  depend  upon  the  proportion  between  the  uniform  and 
celerating  forces. 


CHAPTER  m. 

OF  THE  CENTER  OF  GRAVITY. 

271.  The  principles  which  have  been  discovered  respecting 
the  composition  and  resolution  of  forces,  and  respecting  the 
center  of  gravity,  have  alike  contributed  greatly  to  simplify  the 
doctrines  of  Mechanics.  It  is  characteristic  of  a  great  and  pen- 
etrating mind,  to  devise  means  of  divesting  intricate  subjects  of 
their  complexity,  and  thus  to  bring  easily  within  the  grasp  of 
the  mind,  subjects  otherwise  too  much  involved  to  be  within  its 
comprehension.  Ry  the  rule  of  simple  multiplication,  we  easily 
multiply  any  number  by  one  thousand  :  indeed,  it  is  nothing 
more  than  to  annex  three  ciphers  to  the  number  itself;  but  how 
tedious  would  be*  this  process,  were  the  rule  of  multiplication 
undiscovered,  and  we  were  unacquainted  with  any  other  method 
of  arriving  at  the  result,  except  to  add  the  given  number  to  it- 
self one  thousand  times.  In  like  manner,  by  means  of  the  rules 
for  the  composition  of  motion,  we  are  enabled  to  reduce  a  thou- 
sand different  motions  to  one ;  and  by  the  doctrine  of  the  center 
of  gravity,  we  are  taught  how  we  may  make  a  force,  situated 
at  one  single  point,  equivalent  to  an  infinite  number  of  forceSi 
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fiitiiated  in  as  many  different  points.  And,  instead  of  pigrsuing 
the  endless  diversities  of  motions  to  which  the  different  parts  of 
a  complicated  system  of  bodies  may  be  subject,  we  are  taught 
how  to  follow  merely  the  motions  of  a  single  individual  point 
By  the  earth's  attraction,  all  the  particles  which  compose  the 
mass  of  a  bodv,  are  solicited  by  equal  forces  in  parallel  directions 
downw^ard.  If  these  component  particles  were  placed  in  mere 
juxtaposition,  without  any  mechanical  connection,  the  force  im- 
pressed on  any  one  of  them,  could  in  no  wise  affect  the  others, 
and  the  mass  would,  in  such  a  case,  be  contemplated  as  an  ag- 
gregation of  small  particles  of  matter,  each  urged  by  an  inde- 
pendent force.  Then,  according  to  Art  60,  the  resultant  consti- 
tutes another  force  parallel  to  the  others.  But  the  bodies  which 
are  the  subjects  of  investigation  in  mechanical  science,  are  not 
firand  in  this  state.  Solid  bodies  are  coherent  masses,  the  par- 
ticles of  which  are  firmly  bound  together,  so  that  any  force  which 
affects  one,  being  modified  according  to  circumstances,  will  be 
transooitted  through  the  whole  body.* 

272.  As  all  bodies  which  are  subjects  of  mechanical  inquiry^ 
on  the  surface  of  the  earth,  must  be  continually  influenced  by 
terrestrial  gravity,  it  is  desirable  to  obtain  some  easy  and  sum- 
mary method  of  estimating  the  effects  of  this  force.    To  consider 
it,  as  is  unavoidable  in  the  first  instance,  the  combined  action  of 
an  infinite  number  of  equal  and  parallel  forces,  soliciting  the  ele- 
mentary molecules  downward,  would  be  attended  with  manifest 
inconvenience.     An  infinite  number  of  forces,  and  an  infinite 
subdivision  of  the  mass,  would  form  parts  of  every  mechanical 
problem.     To  overcome  this  difiiculty,  and  to  obtain  all  Ihe  ease 
and  simplicity  which  can  be  desired  in  elementary  investigations, 
it  is  only  necessary  to  determine  some  force,  whose  single  effect 
shall  be  equivalent  to  the  combined  effect  of  the  gravitation  of 
all  the  molecules  of  the  body.f     Such  a  force  is  obtained  by  sup- 
posing all  the  action  to  «be  concentrated  in  the  center  of  gravity. 
We  have  already  defined  it  thus :  the  center  of  gravity  of  a  body^ 
is  that  point  about  which^  if  supported^  all  the  parts  of  a  body  {acted 
ipon  only  by  the  force  of  gravity)  uxmld  balance  each  other  in  any 
positional     (Art.  64.) 

273.  To  find  the  center  of  gravity  by  experiment^  several  differ- 

*  Lardner's  Elements  of  Mechanics,  p.  107.  1 11>.  p.  108. 

X  Othen  define  it  to  be  '*  the  point  through  which  passes  the  resultant  of  all  the  par- 
tieiilar  forces  exerted  by  the  gravity  of  the  several  parts  of  the  body,  or  system  of 
bodies,  in  whatever  position  the  body  or  system  is  placed."  (Cambridge  Mech.  p.  45.) 

**  The  resultant  of  any  number  of  parallel  forces  continues  of  the  same  intensity, 
and  passes  through  the  same  point,  whatever  be  the  direction  of  the  forces  ;  hence  it 
is  csdled  the  Center  of  Parallel  Forces.  When  the  body  is  moving  forward  in  a 
straight  line,  under  the  action  of  forces  other  than  gravitv,  it  is  called  the  center  of 
Inertia;  when  the  body  is  acted  upon  by  gravity,  it  is  called  the  center  of  gravity." 
(Kenwick  on  the  Steam  Engine,  p.  \^) 
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ent  methods  present  themselves.  We  will  first  suppose  the  body 
to  be  in  the  snape  of  a  piece  of  board  of  uniform  tnickness.  Sus- 
pend it  by  one  comer,  and  from  the  same  comer  let  fall  a  plumb 
line,  and  mark  its  line  of  direction  on  the  surface  of  the  board* 
Suspend  the  board  from  any  other  point,  and  mark  the  line  of 
direction  of  the  plumb  line  as  before,  and  the  point  where  these 
lines  intersect  each  other,  must  obviously  be  the  center  of  gravity, 
since  that  center  is  in  both  of  the  lines.     (Art.  65.) 

But  when  the  body  is  not  of  uniform  thickness,  but  is  any 
irregular  solid,  suspend  the  body  by  a  thread,  and  let  a  small 
hole  be  bored  through  it,  in  the  exact  direction  of  the  thread,  so 
that  if  the  thread  were  continued  below  the  point  where  it  is 
attached  to  the  body,  it  would  pass  through  this  hole.  The  body 
being  successively  suspended  by  several  different  points  in  its 
surface,  let  as  many  small  holes  be  bored  through  it  in  the  same 
manner.  If  the  boidy  be  then  cut  through,  so  as  to  discover  the 
directions  which  the  several  holes  have  taken,  they  will  all  be 
found  to  cross  each  other  at  one  point  within  the  body.  Or  the 
same  fact  may  be  discovered  thas  :  a  thin  wire  which,  nearly 
fills  the  holes  being  passed  through  any  one  of  them,  will  be 
found  to  intercept  the  passage  of  a  similar  vrire  through  any 
other.* 

A  convenient  method  of  finding  the  center  of  gravity  of  a  boc^ 
is  to  balance  it  in  different  positions  across  a  thin  edge,  as  the 
edge  of  a  knife  or  a  prism.  The  same  thing  may  be  effected, 
when  the  shape  of  the  body  will  admit  of  it,  by  laying  it  on  the 
edge  of  a  table,  and  letting  so  much  of  it  project  over  the  edge, 
that  the  slightest  disturbance  will  cause  it  to  fall.  The  center  of 
gravity  is'  the  point  in  which  the  several  lines  marked  on  the 
body,  where  the  edge  cuts  it,  intersect  one  another.  From  some 
or  all  of  the  foregoing  trials,  the  center  of  gravity  of  bodies  may 
be  nearly  ascertained  ;  but  in  order  to  find  it  with  absolute  exact* 
ness,  we  are  frequently  obliged  to  resort  to  intricate  mathematical 
processes. 

274.  By  whatever  method  the  center  of  gravity  of  a  body  has 
been  ascertained,  we  shall  find  that  when  that  is  supported,  the 
body  will  remain  at  rest  in  every  position.  Thus  a  globe  will 
stand  securely  on  a  very  small  perpendicular  support,  since  that 
support  will  necessarily  be  under  tne  center  of  gravity ;  a  lever, 
as  the  beam  of  a  balance,  poised  on  its  center  of  gravity,  will  be 
at  rest  in  every  position  it  takes  while  turning  round  the  fulomm, 
and  however  irregular  the  body  may  be,  it  will,  when  balanced 
on  its  center  of  gravity,  obstinately  maintain  its  position. 

¥rfaen  a  body  is  suspended  by  an  inflexible  rod  from  a  center 
of  motion,  and  revolves  around  it,  it  will  be  at  rest  only  tdkm 

*  Lardner'a  Mech.  p.  lid 
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ike  center  of  gravity  is  either  directly  below^  or  directly  above  the 
center  of  motion.  E\>r  it  is  only  in  these  two  cases,  that  the  cen- 
ter of  gravity  will  be  in  the  line  which  is  drawn  through  the 
center  of  motion  perpendicular  to  the  horizon.  The  stationary 
point  above  the  center  of  motion  is  very  unstable^  since  the 
slightest  disturbing  force  throws  the  body  out  of  the  line  of  di- 
rection, when,  by  the  force  of  gravity,  it  immediately  descends 
to  the  lowest  point  it  can  reach,  and  vibrates  about  that  point 
antil  it  finally  settles  itself  with  the  centre  of  gravity  inunediately 
under  the  point  of  suspension  ;  and  whenever  it  is  thrown  out  of 
this  position  the  same  vibrations  are  renewed  until  it  resumes  it. 
When  therefore  the  center  of  gravity  is  at  the  lowest  point  it  is 
capable  of  reaching,  the  equilibrium  is  stable^  since  the  body  ob- 
itinately  maintains  that  position.  On  this  principle,  gates  which 
have  their  center  of  gravity  raised  as  they  are  opened,  shut  spon- 
taneously. 

275.  The  stability  of  a  body  not  only  requires  that  the  center 
of  gravitv  should  be  low,  but  that  the  line  of  direction  (or,  the 
line  which  is  drawn  through  the  center  of  gravity  perpendicular 
to  the  horizon)  should  fall  within  the  base.  (Art.  69.)  The  far- 
ther it  falls  from  the  extremity  of  the  base,  the  more  stable  is  the 
position.  Hence  the  stability  of  a  pyramid,  when  standing  on 
Its  broad  base,  and  its  instability  when  inverted.  For  the  same 
reason,  all  broad  vessels,  as  steamboats,  are  difficult  to  upset, 
while  vehicles  with  narrow  bases  are  easily  overturned.  When 
%  load  is  so  situated  as  to  raise  the  center  of  gravity,  it  increases 
the  liabilitv  to  upset,  because  it  increases  the  facility  with  which 
the  line  of  direction  is  thrown  without  the  base.  Thus  carts 
loaded  with  hay,  or  bales  of  cotton,  are  ver}'  liable  to  be  over- 
turned. The  same  is  true  of  stages  carrying  passengers  or  bag- 
gage on  the  top.  On  the  other  hand,  a  large  ship  well  supplied 
ivith  ballast,  is  capsized  with  great  difficulty,  since  the  center  of 
gravity  of  all  parts  of  the  ship  is  so  low,  as  to  render  it  difficult 
to  throw  the  line  of  direction  without  the  base.  Yet  if  the  cen- 
ter of  gravity  is  very  low,  a  ship  will  rock  excessively  in  a  rough 
lea,  since  the  upper  parts  near  the  deck,  move  over  a  greater 
■pace  in  proportion  as  their  distance  from  the  centre  of  gravity 
is  greater. 

d76w  There  are  many  remarkable  structures  which  lean  or  in- 
eline  a  little ;  but  so  long  as  the  line  of  direction  falls  within  the 
base,  and  the  parts  of  the  mass  have  sufficient  tenacity  among 
themselves  to  hold  together,  the  structure  will  stand.  The  fa- 
mous tower  of  Pisa  was  built  intentionally  inclining,  to  frighten 
ami  SBrprise :  with  a  height  of  one  hundred  and  thirty  feet,  it 
overhang  its  baiSe  sixteen  feet*    This  circumstance  greatly  en- 

J  -  -  — r' 

^  BoDW  taTeDen,  however,  an  of  opinioa  that  tlie  inclimtion  of  the  tower  of  Fim^ 
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die  emotion  of  the  spectator  from  its  summit.    Many  an* 
cieot  fsfirca  and  other  tall  structures,  are  found  to  have  lost  some- 
of  their  perpendicularity. 

_  siomes  are  rocks  which  are  sometimes  found  so  exactly 
opdi  their  center  of  gravity,  that  a  very  small  force  u 
safficient  to  pot  them  'in  motion.*  The  rocking  of  a  balloon 
when  it  begins  to  ascend,  affords  an  illustration  of  the  tendency 
of  bodies  to  vibrate  around  the  center  of  gravity. 

9T7.  The  wwtions  of  animals  are  regulated  in  conformity  with 
&e  doctrines  of  the  center  of  gravity.  A  body  is  seen  tottering 
in  prtqportion  as  it  has  great  altitude  and  a  narrow  base ;  but  it  is 
a  peculiarity  in  man  to  be  able  to  support  his  figure  with  great 
firmness  on  a  very  narrow  base,  and  under  constant  changes  of 
attitude.  This  faculty  is  acquired  slowly,  because  of  the  diffi- 
cultv.  The  great  facility  with  which  the  young  of  quadrupeds 
walk,  is  ascribed  in  part  to  their  broad  supporting  base.  Alany 
of  our  most  eommoD  motions  and  attitudes,  depend  for  their  ease 
and  graeefiihiess  upon  a  proper  adjustment  of  the  center  of  grav- 
ity. The  erect  posture  of  a  man  carrying  a  load  upon  his  head— 
leaaiag  to  one  side  when  a  heavy  weight  is  carried  in  the  oppo> 
site  hand — leaning  forward  when  a  weight  is  on  the  back— or 
backward  when  the  weight  is  in  the  arms  ;  these  are  severally 
examples  in  point  When  a  man  rises  from  his  chair,  he  brii^ 
one  foot  back,  and  leans  the  body  forward,  in  order  to  bring  tho 
center  of  gravity  over  the  base ;  and  without  adjusting  it  in  this 
manner,  it  is  hardly  possible  to  rise.  A  man  standing  with  his 
heels  close  to  a  perpendicular  wall,  cannot  bend  forward  suffi- 
ciently to  pick  up  any  object  that  lies  on  the  ground  near  him 
without  himself  falling  forward. 

The  art  of  rope  or  wire  dancing,  depends  in  a  great  degree  upoa 
a  skilAil  adjustment  of  the  centre  of  gravity.  The  rope  dancer 
flpequently  carries  in  his  hand  a  stick  loaded  with  lead,  which  he 
so  manages  as  to  counterbalance  the  inclinations  of  his  body 
which  would  throw  the  line  of  direction  out  of  the  base.  Upon 
a  similar  principle,  the  equestrian  balances  himself  on  one  root 
on  a  galloping  horse. 

The  veffetabk  creation  is  subject  also  to  these  general  laws  of 
nature.  Trees,  by  *  the  weight  and  height  of  their  tops,  wonld 
seem  peculiarly  liable  to  fall ;  but  their  roots  afford  a  correspond- 
ing breadth  oi  base,  while  their  perpendicular  trunks,  and  the 
symmetrical  disposition  of  the  branches,  conspire  to  increase  thdr 
stability. 

278.  The  position  of  the  center  of  gravity  of  any  number  of 

ii  tho  efTect  of  time.    It  is  said  that  an  ancient  picture  of  the  tower  rqmteati  it  m 
CiteU    Arnott'8  El.  Phys.  p.  121. 
•  Amer.  Journal  of  Science,  Vol.  7. 
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separate  bodies,  is  never  altered  by  the  mutual  action  of  those 
bodies  on  each  other.    If,  for  example,  two  bodies,  by  mutual 
attraction,  approach  each  other,  the  center  of  gravity  remains  at 
nst,  until  finally  the  bodies  meet  in  this  point.    If,  by  their  mu- 
tsal  action,  they  contribute  to  make  each  other  revolve  in  orbits, 
it  is  around  their  common  center  of  gravity.    Thus  the  earth 
and  moon  revolve  around  a  commoi\  center  of  gravity :  the  same 
is  true  of  the  sun  and  all  the  bodies  that  compose  the  solar  sys- 
tem.   Were  the  centrifugal  force  to  be  suspended,  and  the  bodies 
abandoned  to  the  mutual  action  of  each  other,  they  would  all 
aeet  in  their  common  center  of  gravity.     (Art.  81.)    This  nat- 
urally results  from  the  principle  that  the  momenta  on  opposite 
ides  of  the  center  of  gravity  are  equal,  and  that  bodies  by  their 
mntoal  action  produce  equal  momenta  in  each  other. 

279.  The  doctrines  of  the  center  of  gravity  suggest  the  readi- 
Mt  method  of  solving  a  great  number  of  practical  problems. 

Sqppose  three  persons  were  carrying  a  stick  of  timber,  (A  by 
Idmaelf  supporting  one  end,  and  B  and  G  by  a  handspike  lifting 
together  toward  the  other  end,)  and  it  were  required  to  deter- 
fldne  at  what  distance  from  the  end  of  the  stick  the  handspike 
nmit  be  placed  in  order  that  the  three  persons  might  bear  equal- 

LA  stick  of  timber  being  a  body  of  regular  shape  and  uni- 
density,  has  its  center  of  gravity  coincident  witn  the  center 
of  magnitude.  We  may  therefore  proceed  on  the  supposition 
that  the  entire  weight  is  collected  in  the  center.  Now  in  order 
that  B  and  C  may  together  lift  twice  as  much  as  A,  they  must 
be  twice  as  near  the  center.  But  the  distance  of  A  from  the 
center  is  one  half  the  length  of  the  stick  ;  therefore  the  distance 
of  the  required  point  from  the  center  is  one  fourth  the  length  of 
the  stick,  and  consequently  it  is  one  fourth  the  same  length  from 
the  end  of  the  stick. 

The  result  thus  obtained  from  theory,  may  be  easily  submitted 
to  the  test  of  experiment.  For  if  we  take  the  weight  of  the  stick 
of  timber  with  a  pair  of  steelyards,  and  then,  resting  one  end  on 
aome  support,  attach  a  cord  at  the  distance  of  one  fourth  of  the 
length  of  the  stick  from  the  other  end,  and  thus  connect  the  stick 
with  the  steelyards,  we  shall  find  the  weight  equal  to  two  thirds 
of  the  whole.* 

280.  The  method  of  finding  the  areas  of  the  surfaces  and  the 
soUd  contents  of  bodies^  particularly  of  such  as  are  of  unusual 
figure,  may  frequently  be  very  much  simplified,  by  applying  the 

*  Tlufl  experiment  may  be  repeated  with  much  precision  in  the  following  manner. 
Tdie  a  Gunter's  §cale,  well  made,  and  ascertain  ils  weight  by  a  delicate  balance. 
Let  one  end  rest  on  a  sharp  edge,  as  the  edge  of  a  prism,  and  attaching  a  string  at 
tbe  distance  of  one  fourth  the  length  of  the  scale  from  the  other  end,  connect  it  with 
one  of  the  ann«  of  the  balance  :  the  weight  will  be  exactly  two  thirds  of  the  whole. 

26 
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principles  of  the  center  of  gravity.  This  is  sometimes  called 
the  centrobaryc  method.  It  was  discovered  by  Pappus,  an  an- 
ient mathematician  of  Alexandria,  but  was  more  completely 
liscussed  and  illustrated  by  Guldinus,  Professor  of  Mathematics 
at  Rome,  about  the  year  1640.*  This  remarkable  property  of 
the  center  of  gravity  is  expressed  in  the  following  propositions : 

1.  If  any  line  whatsoever  revolves  about  a  fixed  point,  the  suefacb 
uihich  it  generates  is  equal  to  the  product  of  the  given  line  into  the 
circumference  described  by  its  center  of  gravity » 

2.  ijr  a  surface  having  any  figure  whatsoever,  revolves  about  am 
axis,  the  soijd  generated,  is  equal  to  tlie  product  of  that  surface  inttk 
tlie  circumference  described  by  its  center  of  gravity. 

Thus,  the    straight  line  CD,  yiv.  13a 

(Fig.  138,)  revolving  about  the  A 

center  C,  describes  a  circle  whose 
surface  is  equal  to  CD  into  the 
circumference  of  the  circle  de- 
scribed by  its  center  of  gravity  £. 
This  is  evident  also  from  the  con- 
sideration that,  since  E  is  the 
center  of  the  line  CD,  the  cir- 
cumference described  by  it  will 
be  half  the  length  of  the  circum- 
ference ADB ;  and  the  area  of  a 
circle  is  equal  to  the  product  of 
the  radius  into  half  the  circum- 
ference. 

Again,  the  small  circle,  having  B 

its  center  coincident  with  the  extremity  of  the  line  D,  and  re- 
volving rouncT  on  the  circumference  of  the  circle  described  by 
CD,  being  everywhere  perpendicular  to  the  plane  of  the  circlei 
would  describe  a  solid  figure  like  the  ring  of  an  anchor  ;  and  the 
line  described  by  the  center  of  gravity,  that  is,  the  circumference 
of  the  circle,  multiplied  into  the  area  of  the  revolving  fignrev 
would  give  the  solidity  of  the  ring.  In  like  manner,  in  a  coatf 
the  solidity  is  equal  to  the  area  of  the  generating  triangle,  mul- 
tiplied into  the  circumference  of  the  circle,  formed  by  the  revo- 
lution of  the  center  of  gravity  of  the  triangle  ;  and  the  surface 
is  equal  to  the  product  of  the  perimeter  of  the  same  triangle^ 
multiplied  by  the  circumference  described  by  the  center  of  grar* 
ity  of  the  same  perimeter. 

*  Hence  these  properties  of  tlie  center  of  gravity  are  sometimes  called  Omtdimu^ 
Properties, 
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CHAPTER  IV. 

OF    MACHINERY. 

The  organs  employed  in  conununicating  motion,  are  tools, 
»,  and  engines.  Tools  are  the  simplest  instruments  of 
386,  when  complieated  in  th^ir  stmoture,  become  ma- 
and  machines,  when  they  act  with  great  power,  take  the 
'  engines.  Among  the  ancients,  machines  were  confined 
o  the  purposes  of  architecture  and  war ;  and  they  were 
ihnost  exclusively  by  the  strength  of  animals.  Thus,  in 
:  one  of  the  great  Pyramids  of  ^ypt,  vast  masses  of 
'are  raised  to  a  great  height,  amounting  together  to 
00  tons.  In  this  labor  were  employed  100,000  men  for  20 
The  advantage  which  man  has  gained  by  pressing  inta 
[oe  the  great  powers  of  nature,  instead  of  depending  on 
feeble  arm,  is  evinced  by  the  fact,  that  by  the.  aid  of  the 
ngine,  one  man  can  now  accomplish  as  much  labor  as 
Egyptians,  working  at  the  rate  at  which  they  built  the 
Is.*  In  war  also,  while  the  use  of  gunpowder  was  un- 
engines  of  great  power  were  invented  for  throwing 
ind  javelins,  and  for  demolishing  fortifications.  Such 
5  Catapulta,  the  Balista,  and  the  Battering  Ram,  of  the 
Yet  it  is  remarkable,  that  during  many  ages,  while 
werful  auxiliaries  were  employed  in  architecture  and  in 
\  ancients  should  have  made  so  little  use  as  they  did  of 
try  in  the  ordinary  processes  of  the  arts.  Nor  did  the 
hers  of  antiquity  cultivate  science  with  any  reference  to 
rovement  of  the  arts,  an  object  which  they  considered 
le  dig^ty  of  true  philosophy ;  but  Lord  Bacon  was  the 
liow  that  '*  a  principle  in  science  is  a  rule  in  art." 

rhe  Mechanical  Powers^  being  the  principal  instruments 
ill  first  require  our  attention.  They  have  already  been 
ed  theoretically  ;  we  are  now  to  consider  them  practical^ 
n\\  be  recollected  that,  when  two  forces  act  on  one  an- 
means  of  any  machine,  that  which  gives  motion  is  called 
r;  that  which  receives  motion,  the  weight.  (Art.  97.)^ 
ght  includes  not  only  the  proper  weight  of  the  body  or 
loved,  but  also  every  kind  of  resistance  opposed  to  the 
r  the  power,  whether  it  arises  from  the  quantity  of  mat- 
e  body  moved,  or  from  the  inertia  of  the  machine  itselC 
the  air,  or  from  friction.  It  will  be  •  further  recollected, 
equilibrium  is  produced  between  two  forces,  when  their 
are  equal.  (Art.  149.)  Now,  since  momentimi  is  com- 
of  quantity  of  matter  and  velocity,  a  given  momentum 
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may  be  produced,  either  by  giving  a  great  velocity  to  a  small 
weight,  or  a  small  velocity  to  a  great  weight.  The  considera- 
tion of  this  subject  will  be  resumed  hereafter. 


are  vBl^^ 

unequal 


383.  The  principle  of  the  lever  has  a  most  extensive  a)  _ 
tion  in  the  arts,  and  the  forms  under  which  it  occurs  are 
Tarious.     We  may  contemplate  it  as  having  equal  or  unequi 
arms.     The  balance  affords  the  most  common  example  of  a  lever 
'  with  equal  arms.     The  necessity  of  arriving  at  the  weight  of 
bodies  with  the  greatest  degree  of  accuracy  in  pecuniary  trans- 
actions, and  more  especially  in  delicate  scientific  researches,  as 
I  those  of  chemical  analysis,  has  induced  men  of  science,  and  art- 
f  ists,  to  bestow  great  and  united  attention  upon  the  constroctioa 
of  this  instrument,  until  they  have  brought  it  to  an  astonifltUBf^ 
degree  of  perfection. 


Fig.  139. 
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284.  The  principal  parts  of  the  balance  arc  the  beam  GH, 
(Fig.  1 39,)  the  points  of  suspension  G  and  H,  and  the  fulcrum  F. 
In  order  to  construct  a  perfect  balance,  the  most  important  pa^ 
ticulars  to  be  attended  to,  are  Lhe  length  of  the  arms,  that  is,  of 
the  beam  ;  the  situation  of  the  center  of  gravity  of  the  whole 

I  instrument,  with  respect  to  the  fulcrum  or  center  of  motion ;  and 
tiie  position  of  the  points  of  suspension. 

'  (1.)  The  sensibility  of  the  balance  is  increased  by  increasing 
flie  lengtfts  of  ike  arms ;  but  unless  the  arms,  when  long,  are  at 

I  the  same  time  of  considerable  weight,  they  will  not  have  the 
mquisite  strength,  but  will  be  liable  to  bend  ;  and  an  increase  o( 
weight,  adds  to  the  amnuiit  of  friction  on  the  center  of  motion 
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It  is  not  common,  therefore,  to  make  the  arms  of  a  very  delicate 
balance  more  than  nine  inches  in  length  ;  and,  for  the  purpose 
of  uniting  lightness  with  strength,  the  beam  is  composed  of  two 
hollow  cones  placed  base  to  base,  as  in  Fig.  139. 

(2.)  The  center  of  gravity  of  the  instrmnent  must  be  a  little 
below  the  center  oi  motion.  For  if  the  beam  is  balanced  on  its 
center  of  gravity,  it  will  remain  at  rest  in  every  position,  (Art. 
54«)  whereas  it  must  be  at  rest  only  when  in  a  horizontal  posi- 
tion.  If  the  center  of  gravity  is  above  the  center  of  motion,  the 
position  is  too  unstable,  (Art.  274,)  and  upon  the  least  disturb- 
mce  of  the  equilibrium,  the  beam  will  be  liable  to  upset.  Final- 
W^  if  the  center  of  gravity  is  too  far  below  the  center  of  motion, 
ttie  equilibrium  will  be  too  stable.  Hence,  in  very  delicate  bal- 
ances, the  center  of  motion  is  placed  a  little  above  the  center  of 
gravity. 

(3.)  The  points  of  suspension  must  be  in  the  same  right  line 
^th  the  center  of  motion.  For  since  when  weights  are  added 
to  the  scales,  the  effect  is  the  same  as  though  they  were  concen- 
trated in  the  points  of  suspension,  (Art.  99,)  were  those  points 
above  the  center  of  motion,  the  center  of  gravity  would  be  liable 
to  be  shifted  above  the  center  of  motion,  when  the  beam  would 
tmset ;  and  if  the  same  points  were  below  the  center  of  motion, 
ue  center  of  gravity  would  be  too  low,  and  the  equilibrium  too 
liable. 

In  order  to  prevent  friction  as  much  as  possible,  the  fulcrum 
is  made  of  hardened  steel,  and  shaped  into  a  triangular  prism, 
or  knife  edge,  smoothly  rounded,  and  turning  on  a  plane  of  agate 
or  steel,  or  some  other  very  hard  and  polished  substance. 


285.  It  is  only  by  a  nice  attention  to  all  these  particulars,  that 
artists  have  been  able  to  give  to  the  balance  so  great  a  sensibility. 
Some  have  been  made  to  turn  with  the  1000th  part  of  a  grain.*  By 
loading  the  beam,  the  sensibility  of  the  instrument  is  diminished ; 
it  is  customarj%  therefore,  to  estimate  its  power,  by  finding  what 

ert  of  the  weight  with  which  it  is  loaded  it  takes  to  turn  it. 
lus,  if  when  loaded  with  -7000  grains,  it  will  turn  with  one 
grain,  its  power  is  ^^Vir*  A  balance  constructed  by  Ramsden,  a 
eelebratea  English  artist,  for  the  Royal  Society,  turned  with  the 
ten  millionth  part  of  the  weight.f  Delicate  balances  are  usually 
eovered  with  a  glass  case  to  prevent  agitation  from  the  air,  and 
fo  secure  them  from  injury.  Fig.  139,  represents  an  instrument 
of  this  kind  made  for  the  Royal  Institution  of  Great  Britain.;]; 

*  Nichobon's  Chemical  Diet. — Kater  in  Lardner's  Mechanics. 
t  Young's  Lectures  on  Nat.  Phil.  I,  125. 

t  For  a  fall  accoant  of  the  most  accurate  balances,  see  Kater  on  "  Balances  and 
Pendnlams"  in  Lardner's  Mechanics,  p.  278. 
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286.  The  bent  lever  balance  is  represented  Kg.  140. 

in  Fig.  140.  The  weight  C  acts  as  though 
it  were  concentrated  in  the  point  D,  (Art. 
104.)  and  the  weight  in  the  scale  acts  at  K  ;  G 
hence  iin  equilibrium  will  take  place,  when 
the  article  weighed  has  to  C  the  same  ratio 
as  DB  has  to  BK.  Now  every  increase  of 
weight  added  to  the  scales  causes  C  to  rise 
on  the  arc  FG,  and  D  to  recede  from  B. 
Hence  the  different  positions  of  C,  according 
as  different  weights  are  added  to  the  scEile, 
may  be  easily  determined,  and  the  corres- 
ponding numbers  marked  on  the  scale  FG. 

267.  It  is  essential  to  an  accurate  balance,  that  the  two  arms 
should  be  precisely  equal  in  length.  The  false  balance,  which  i« 
sometimes  used  with  a  design  to  defraud,  has  its  arms  aneqaal 
The  dealer  turns  such  an  instrument  to  his  account,  both  in  bal- 
ing and  selling.  In  buying  he  puts  his  weights  on  the  longer 
side,  lor  then  it  takes  more  than  an  equivalent  to  balance  them; 
and,  in  selling,  he  puts  his  weights  on  the  shorter  side,  becaoae 
less  llian  an  equivalent  will  produce  an  equilibrium.  The  frami 
may  be  detected  by  making  the  weights  and  the  merchandiie 
change  places.  The  true  weight  may  be  determined  from  sudi 
a  balance  by  the  rule  given  on  p.  04 ;  or  more  conveniently,  b^ 
putting  the  article  whose  weight  is  to  be  determined  into  o« 
scale,  and  counterpoising  it  with  sand,  shot,  or  any  convenient 
substance,  in  the  other  scale,  and  then  removing  the  article,  and 
finding  the  exact  weight  of  the  counterpoise.  It  is  evident  tbst 
the  weight  of  the  merchandise  will  be  the  same  as  that  of  the 
weights  employed  to  balance  its  counterpoise. 

288.  The  slfclyard  is  a  lever  having  unequal  arms,  in  ■which 
the  same  body  is  made  to  indicate  different  weights,  by  placinf 
it  at  different  distances  from  the  fulcrum.  A  pair  of  steelyards 
has  usually  two  graduated  sides  for  determining  smaller  or  greater 
weighi;;.  It  will  be  seen  that  on  the  greater  side,  the  weight  to 
placed  nearer  the  fulcrum.  Consequently,  the  weight  indicated 
by  the  counterpoise,  when  at  a  given  distance  from  the  fulcrnmi 
will  be  proportionally  greater.  This  instrument  is  very  conv^ 
nien',  because  it  requires  but  one  weight.  The  preasare  on  the 
fulcrum,  excepting  that  of  the  apparatus  itself,  is  only  that  of  U» 
ariicle  weighed,  whereas  in  the  balance,  the  fulcrum  sustunaa 
double  weight.  But  the  balance  is  susceptible  of  more  senu- 
bili;y  ibau  ihe  steelyard,  because  the  subdivisions  of  its  wvighti 
can  be  effected  with  a  greater  degree  of  precision  than  the  sub- 
division of  the  arms  of  a  steelyard.* 

•  Kater. 


SW.  The  *pring  tteelyard  is  a  very  convenient  iq- 
■trament  for  weighing, in  cases  where  the  subdivisions 
of  the  w^eights  are  large.  It  depends  on  the  elasticity 
of  a  spiral  steel  spring,  to  compress  or  extend  which 
tpqnires  a  force  proportioned  to  the  degree  of  com- 
pressioD  or  extension.  The  manner  of  applying  it 
will  be  easily  understood  from  the  representation  in 
Pig.  141.  Atler  continued  use,  especially  when  load- 
ed with  heavy  wei^ihts,  the  elasticity  of  the  spring  is 
liable  to  be  impaired,  and  the  accuracy  of  the  instru- 
ment diminished.  When  made,  however,  in  the  best 
luuiner,  spring  steelyards  retain  their  accuracy  for  a 
long  time. 

390.  In  Fig.  143,  is  represented  a  vertical  section 
tS  a  large  Weighing  Machine,  such  as  is  used  for  loads  of  hay, 
Ootton,  or  other  heavy  merchandise. 

AB,  a  section  of  the  platform,  resting  loosely  on  a  Irame. 

CN,  DN,  levers  of  the  second  kind,  having  their  fulcroms  at 
C,  D,  and  resting  on  a  bar  at  N. 

W,  W,  pins  which  press  upward  against  the  platform  when 
flw  levers  are  raised. 

£F,  a  lever  likewise  of  the  second  kind,  having  its  fnlcnun  at 
Et  and  connected  by  a  perpendicular  ann,  with  the  beam  of  a 
fair  ol  uteelyards  at  G. 


Foar  levers  are  usually  employed,  proceeding  from  the  four 
turners  of  an  immovable  frame,  or  having  their  fulcrums  firmly 
Bet  in  masonry.     The  levers  all  rest  on  the  common  support  at  1*1. 

Suppose  a  load  of  merchandise  is  placed  on  the  platlbrm  to  be 
Weighed.  By  the  steelyards,  we  ascertain  that  ihe  weight  ex- 
erted at  G  is  100  pounds,  which  force  is  that  exerted  at  P  to 
raise  the  lever  EF.  Supposing,  for  convenience  of  computation, 
that  the  levers  have  their  longer  ten  times  the  length  of  their 
shorter  arms,  then  100  pounds  at  F  balances  a  force  of  1000 
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pounds  at  N.  This  force  is  still  farther  multiplied  by  the  four 
levers  so  as  to  become  10,000  pounds,  which  is  the  weight  of  the 
load  including  that  of  the  platform.  If  the  platform  rested  on  a 
single  lever,  this  would  of  course  sustain  a  weight  of  10,000 
pounds ;  but  as  the  levers  severally  sustain  the  same  part  of 
the  weight,  each  one  bears  only  one  fourth  of  the  load,  or  2,500 
pounds. 

291.  When  a  weight  is  supported  by  a  lever  which  rests  on 
two  props,  the  pressure  upon  both  fulcrmns  is  equal  to  the  whole 
weight.  This  principle  is  sometimes  applied  in  ascertaining  the 
weight  of  a  boay  too  heavy  for  the  steelyards.  The  body  is  sus- 
pended immovably  near  the  center  of  a  pole,  and  the  steelyards 
are  applied  to  each  end  of  the  pole  separately,  the  other  end 
meanwhile  resting  on  its  fulcrum.  The  two  weights  being  add- 
ed together,  make  the  entire  weight  of  the  body.  If  the  bo^ 
is  suspended  exactly  in  the  center  of  the  pole,  it  will  be  suffi- 
cient to  obtain  the  weight  of  one  end  and  double  it  The  weight 
of  the  lever  should,  in  both  cases,  be  subtracted  from  the  entire 
weight 

292.  Since  when  a  weight  is  sustained  between  two  props,  the 
part  sustained  by  each  prop  is  inversely  as  the  distance  of  the  weight 

from  it,  it  follows  that  a  load  borne  on  a  pole,  between  two 
bearers,  is  distributed  in  this  ratio.  As  the  effort  of  the  bearen» 
and  the  direction  of  the  weight,  are  always  parallel,  it  makes  no 
difference  whether  the  pole  is  parallel  to  the  horizon  or  inclined 
to  it.  Whether  the  bearers  ascend  or  descend,  or  move  on  a  level 
plane,  the  weight  will  be  shared  between  them  in  the  same  con- 
stant ratio.     (See  Fig.  72.) 

293.  Handspikes  and  crowbars  are  familiar  examples  of  levers 
of  the  first  kind.  A  Juunmer  affords  an  example  of  the  bent  lev- 
er ;  and  shears,  pliers,  nutcrackers,  and  all  similar  instruments, 
are  double  levers  ;  that  is,  they  consist  of  two  levers  united.  A 
pair  of  shears,  with  long  handles,  like  those  used  by  tinners,  ex- 
hibit very  strikingly  the  increase  of  power  gained  by  bringing 
the  weight  or  substance  acted  on  nearer  to  the  fulcrum.  The 
jaws  of  animals  exhibit  a  similar  property.  An  oar,  applied  to 
a  boat  rowed  by  hand,  a  wheel-barrow,  and  a  door  shut  by  the 
hand  applied  to  the  edge  remote  from  the  hinges,  severally  fur- 
nish instances  of  levers  of  the  second  kind,  where  the  weight  is 
between  the  fulcrum  and  the  power. 

The  crane  is  a  lever  of  the  second  kind,  which  is  much  used 
when  great  weights  are  transported  for  a  short  distance,  aa 
heavy  boxes  of  merchandise  from  a  vessel  to  the  wharf,  or 
great  masses  of  stone  from  the  quarry  to  a  car  or  boat.  An  ex- 
ample of  the  crane,  on  a  small  scale,  is  seen  in  the  apparatus  of 
a  kitchen  fire-place. 
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2M.  When  ime  raises  a  ladder  from  the  ground  by  one  of  the 
ower  rotindsy  the  ladder  becomes  a  lever  of  the  third  kind,  the 
power  being  applied  between  the  weight  and  the  prop.  Since 
m  all  the  mechanical  powers,  the  power  and  weight  have  equ^J 
momenta,  and  since,  in  the  third  kind  of  lever,  the  weight  has 
more  velocity  than  the  power,  the  power  is  as  much  greater  than 
the  weight  as  the  velocity  with  which  it  moves  is  less.  The  dif- 
ficulty experienced  in  raising  a  ladder  from  the  ground  by  taking 
hold  of  the  lowest  round,  or  of  shutting  a  door  by  applying  the 
hand  to  the  side  next  to  the  hinges,  shows  the  mechanical  disad- 
vantage under  which  a  lever  of  this  kind  acts.  Yet  it  is  very 
useful  in  cases  when  it  is  required  to  give  great  velocity  to  the 
body  moved.  Sheep-shears  consist  of  two  levers  of  this  kind 
united.  Here  the  whole  force  required  is  so  small  that  to  save 
'  It  is  of  no  consequence,  while  so  soil  and  flexible  a  substance  as 
wool,  requires  the  shears  to  be  moved  with  considerable  velocity. 
A  pair  of  tongs  is  composed  in  the  same  manner ;  and  therefore 
it  18  only  a  small  weight  that  we  can  lift  with  them,  especially 
when  the  legs  are  long. 

295.  One  of  the  most  remarkable  applications  of  the  third 
kind  of  lever,  is  in  the  hones  of  animals.  These  are  levers,  the 
joints  are  the  fulcrums,  and  the  muscles  are  the  powers.  Thg 
muscles  are  endowed  with  a  strong  power  of  contraction,  by 
which  they  are  made  to  pull  upon  a  tendon  or  cord,  which  is  in- 
lerted  in  the  bone  near  the  fulcrum.  Thus,  the  fore-arm  moves 
on  the  joint  near  the  elbow  as  a  fulcrum,  a  little  below  which  is 
inserted  a  tendon,  connected  wijh  a  muscle  between  the  elbow 
and  the  shoulder  which  gives  it  motion.  The  arrangement  may 
be  well  represented  by  attaching  a  small  cord  to  one  of  the  legs 
of  a  pair  of  tongs,  near  the  joint.  It  will  require  a  considerable 
force  to  lifl  the  leg  by  pulling  at  the  string,  especially  if  the 
ttring  be  pulled  in  a  direction  nearly  parallel  with  the  leg,  as  it 
ought  to  be,  since  the  tendon  which  lifts  the  fore-arm,  acts  in 
j  Wch  a  direction  with  respect  to  the  arm.  The  muscles  there- 
l     fore  act  in  moving  the  bones  under  a  double  mechanical  disad- 

(  vantage,  their  force  being  applied  both  obliquely  and  very  near 
Ac  fulcrum.  The  force  which  the  muscles  exert  in  raising  a 
^  Weight  held  in  the  palm  of  the  hand,  is  enormous,  as  will  be 
\     comprehended  from  the  following  illustration.     Let  AB  (Fig. 


Fig.  143. 


143)  represent  the  fore-arm  moving  on  the  elbow  joint  at  A,  and 
having  the  tendon  inserted  at  C,  which  we  will  suppose  to  be  ten 
times  nearer  to  A  than  B  is  to  A.    Consequently,  a  weight  of  10 

27 


910  HAimtAL  PHILOSOPHT. 

pounds  at  B,  would  require  a  force  at  C,  acting  directly  upward, 
of  100  pounds.  But  the  force  of  the  tendon  does  not  act  diredh 
npward  in  the  direction  of  CD,  but  very  obliquely,  as  in  the  ih 
rection  of  CE,  of  which  the  part  EA  only  can  contribute  to  sup- 
port the  weight.  Suppose  this  part  to  equal  tV^^  ^^  the  whole 
force  CE,  and  it  follows  that  the  muscular  force  exerted  to  raise 
a  weight  of  ten  pounds  in  the  palm  of  the  hand,  would,  were  it 
to  act  without  any  mechanical  disadvantage,  be  sufficient  to  raiie 
a  weight  of  1000  pounds.  Yet  Dr.  Young  informs  us,  that  a  few 
years  ago  there  was  a  person  at  Oxford,  who  could  hold  his  arm 
extended  for  half  a  minute,  with  half  a  hundred  weight  hanging 
to  his  little  finger.* 

But  by  giving  to  the  muscle  the  position  it  has,  the  greaiat 
possible  compactness  of  structure  is  obtained,  while,  by  makiogit 
act  so  near  the  fulcrum,  what  is  lost  in  force,  is  gained  in  vel^ 
iy ;  and  while  the  power  acts  through  a  small  space,  the  haadi 
are  moved  quickly  through  a  great  distfince.  In  consequence  nf 
the  dominion  which  man  can  gain  over  the  stronger  animah 
and  especially  over  the  great  powers  of  Nature,  he  has  litib 
occasion  to  exert  great  strength  with  his  naked  hands  :  the  ce- 
lerity of  their  movements  is  to  him  a  far  more  important  en* 
dowment 

WHEEL   WORK. 

296.  When  a  lever  is  applied  to  raise  a  weight,  or  to  ofM^ 
come  a  resistance,  the  space  through  which  it  acts  at  onetioieii 
small,  and  the  work  must  be  accomplished  by  a  succession  of 
short  and  intermitting  efforts.  The  common  lever  is,  therefon^ 
used  only  in  cases  where  weights  are  required  to  be  raise! 
through  small  spaces.  When  a  continuous  motion  is  required^ 
as  in  raising  ore  from  the  mine,  or  in  weighing  the  anchor  (^  a 
vessel,  some  contrivance  must  be  adopted  to  remove  the  iDtc^ 
mitting  action  of  the  lever  and  render  it  continual.  The  whed 
and  axle  J  in  its  various  forms,  fully  answers  this  purpose,  itt 
may  be  considered  as  a  revolving  lever. 

In  numerous  forms  of  the  wheel  and  axle,  the  weight  is  ap» 
plied  by  a  rope  coiled  upon  the  axle  ;  but  the  manner  in  whiA 
the  power  is  applied  is  very  various,  and  not  always  by  means  of 
a  rope.  The  circumference  of  a  wheel  sometimes  carries  pfo- 
jecting  pins  as  in  Fig.  80,  to  which  the  hand  is  applied  to  torn 
the  machine.  An  instance  of  this  occurs  in  the  wheel  used  IB 
the  steerage  of  a  vessel.  In  the  common  windlass-  the  power  ll 
applied  by  means  of  a  winch,  which  corresponds  to  the  radiui 
of  a  wheel.  (JSee  Fig.  97.)  The  axis  is  sometimes  placed  in  a 
vertical  position,  and  turned  by  levers  moved  horizontally.  It* 
capstan  of  a  ship  (Fig.  144)  is  an  example  of  this.     Levers  aa- 

«  Young»8  Lectures  on  Nat.  Phil.,  I,  129. 
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Fig.  144. 


ig  to  the  rad&of  a  wheel,  are  in- 
in  holes  mortised  in  the  axi^  and 

I  by  several  m^n  working  together. 

ne  cases,  as  in  the  treadmill^  the 
is  turned  by  the  weight  of  ani- 

valking  on  the  circumference,  with 

ion  like  that  of  ascending  a  steep 


.  The  power  of  the  wheel  and  axle  being  expressed  by  the 
iT  of  times  the  diameter  of  the  axle  is  contained  in  that  of 
leiel,  there  are  obviously  two  ways  by  which  this  power 
B  increased ;  either  by  increasing  the  diameter  of  the  wheel, 
liiQinishing  that  of  the  axle.  In  cases  where  great  power 
lired,  each  of  these  methods  is  attended  with  practical  in- 
lience  and  difficulty.  If  the  diameter  of  the  wheel  is  cictfi- 
dy  enlarged,  the  machine  will  become  unwieldy,  and  the 
will  work  through  an  unmanageable  space.  If,  on  the 
uind,  the  power  of  the  machine  is  increased  by  reducing 
ckness  of  the  axis,  the  strength  of  the  axis  will  become 
uent  for  the  support  of  that  weight,  the  magnitude  of 
had  rendered  the  increase  of  the  power  of  the  machine 
Gtry.  To  combine  the  requisite  strength  with  moderate 
(ions  and  great  mechanical  power,  is  therefore  impracti- 
in  the  ordinary  form  of  the  wheel  and  axle.  This  has, 
er,  been  accomplished  by  giving  different  thicknesses  to 
At  parts  of  the  axle,  and  carrying  a  rope,  which  is  coiled 
thinner  part,  through  a  wheel  attached  to  the  weight, 
iling  it  in  the  opposite  direction  on  the  thicker  part,  as  in 
L5.     To  investigate  the  proportion  of  the  power  to  the 


Fig.  145. 


Fig.  146. 


in  this  case,  let  Fig.  146  represent  a  section  of  the  ap- 

i  at  right  angles  to  the  axis.     The  weight  is  equally  sus- 

by  the  two  parts  of  the  rope  S  and  S',  and  therefore  each 

stretched  by  a  force   equal  to  half  the  weight.     The 

tum  of  the  force  which  stretches  the  rope  S,  is  half  the 

multiplied  by  the  radius  of  the  thinner  part  of  the  axis. 

rce  being  on  the  same  side  of  the  center  with  the  power, 
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co-operates  with  it  in  supporting  the  force  which  stretebcs  S' 
and  which  acts  on  the  other  side  of  the  center.  Now  the  mo 
menta  of  P  and  S  together,  must  be  equal  to  the  momentum  o 
S',  (Art.  21,)  and  therefore  if  P  be  multiplied  by  the  radius  ol 
the  wheel,  and  added  to  half  the  weight  multiplied  by  the  radiu 
of  the  thinner  part  of  the  axis,  we  shall  obtain  a  sum  equal  t 
half  the  weight,  multiplied  by  the  radius  of  the  thicker  part  oi 
the  axis.  Hence  the  power  multiplied  by  the  radius  of  the  whee! 
is  equal  to  half  the  weight  multiplied  by  the  difference  of  th 
radii  of  the  thicker  and  thinner  parts  of  the  axis.* 

298.  A  wheel  and  axle  constructed  in  this  manner,  is  equiva 
lent  to  an  ordinary  one,  in  which  the  wheel  has  the  same  radiufi 
and  whose  axis  has  a  radius  equal  to  half  the  difference  of  th 
radii  of  the  thicker  and  thinner  parts.t  The  power  of  the  ma 
chine  is  expressed  by  the  ratio  which  the  radius  of  the  wiieel 
bears  to  half  the  difference  of  these  radii ;  and  therefore  tbii 
power,  when  the  diameter  of  the  wheel  is  given,  does  not,  ask 
the  ordinary  wheel  and  axle,  depend  on  the  smallness  of  the  aade 
but  on  the  smallness  of  the  difference  of  the  thinner  and  UiidDei 
parts  of  it.  The  axle  may,  therefore,  be  constructed  of 'such  i 
thickness  as  to  give  it  all  the  requisite  strength,  and  yet  the  dif 
ference  of  the  diameters  of  its  different  parts  may  be  so  small  ai 
to  give  it  all  the  requisite  power.  J 

We  see  here  strikingly  exemplified  the  principle,  that  the 
weight  sustained  by  a  given  power  may  be  increased  as  its  yek^ 
city  is  diminished.  By  inspecting  Fig.  146,  it  will  be  seen  IliaJ 
the  string  connected  with  the  thinner  part  of  the  axle  uimMh 
while  that  connected  with  the  thicker  part  winds  up^  by  whid 
means  the  ascent  of  the  weight  may  be  rendered  slow  in  aq 
degree,  and  a  proportionally  greater  quantity  of  matter  may  be 
added  to  balance  the  constant  momentum  of  the  power. 

299.  It  is  sometimes  desirable  to  make  a  variable  power  pn> 
duce  a  constant  force.  This  may  be  done  by  making  its  velocl^ 
increase  as  its  intensity  diminishes.  We  have  an  example  of  tin 
in  the  reciprocal  action  between  the  main-spring  and  fusee  of  I 
watch.  (Fig.  147.)  The  main-spring  is  coiled  up  in  the  box  A 
and  is  connected  with  the  fusee  B  by  a  chain.  When  the  watol 
is  first  wound  up,  the  spring  acts  with  its  greatest  intensi^i 
but  then  as  the  wheel  B  turns,  it  uncoils  with  the  least  velociljfi 
but  on  account  of  the  varying  diameters  of  the  wheels  of  tbt 

•  Let  W= weight.     P=powcr.     R=radiu8  of  the  wheeL 

r=radius  of  the  thicker  part.    r'=radius  of  the  thinner  part. 
Then  PxR-hiWxr^=iWxr, 

.-.  PxR^iWxr— iWxr'=lW(r— rO. 
t  PxR=  JW(r-rO=Wx  J(»--rO. 
t  Lardner's  £1.  Mcch.  p.  JBl. 
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Fig.  147. 


the  velocity  is  continually  increased  as  the  intensity  of  the 
is  diminished.  In  a  similar  manner  a  varying  weight  may 
red  by  a  constant  power. 

• 

Communication  of  Motion  by  Wheel-work. 

Motion  may  be  transmitted  by  means  of  wheel-work  in 
I  different  methods,  the  principal  of  which  are,  the  friction 
inrcmnference  of  one  wheel  upon  that  of  another — ^the 
I  of  a  band — and  the  action  of  teeth. 
"wheel  is  sometimes  made  to  turn  another,  by  the  mere 
%  of  the  two  circumferences.  If  the  surfaces  of  both  were 
ly  smooth,  so  that  all  friction  was  removed,  it  is  obvious 
iuier  would  slide  over  the  surface  of  the  other,  without 
tnicating  motion  to  it.  But,  on  the  other  hand,  if  there 
ray  asperities,  however  small,  upon  their  surfaces,  they 
b^ome  mutually  inserted  among  each  other,  and  neither 
eel  nor  axle  could  move  without  causing  the  asperities  on 
e  to  encounter  those  which  project  from  the  surface  of  the 
and  thus  both  wheel  and  axle  would  move  at  the  same 
Hence  if  the  surfaces  of  the  wheel  and  axle  are  by  any 
made  rough,  and  pressed  together  with  sufficient  force, 
tion  of  either  will  turn  the  other,  provided  the  load  or  re- 
«  be  not  greater  than  the  force  necessary  to  break  off  these 
projections  which  produce  Motion. 

ome  cases  where  great  power  is  not  required,  motion  is 
micated  in  this  way  through  a  train  of  wheel-work,  by 
ing  the  surfaces  of  the  wheel  and  axle  rough,  either  by 
them  with  buff  leather,  or  with  wood  cut  across  the  grain. 
Dmmunication  of  motion  between  wheels  and  axles  by 
I  has  the  advantage  of  great  smoothness  and  evenness, 
proceeding  with  little  noise ;  but  this  method  can  be  used 
L  cases  where  the  resistance  is  not  very  considerable,  and 
»re  it  is  seldom  adopted  in  works  on  a  large  scale.  Dr. 
y  mentions  an  instance  of  a  saw-mill  at  Southampton, 
the  wheels  act  upon  each  other,  by  the  contact  of  the  end 
)f  the  wood.  The  machinery  makes  very  little  poise  and 
well,  having  been  used  not  less  than  twenty  years.* 

Wheel  work  is  extensively  moved  by  the /ncrion  of  a  band. 

•  Gregory'e  Mech.  II,  537.— Lardner's  EL  Mech.  183. 
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When  a  rouncl  cord  is  used,  any  degree  of  friction  may  be  pro- 
daced,  by  letting  the  cord  run  in  a  sharp  groove  at  the  edge  of 
the  wheel.  When  a  strap  or  flat  band  is  used,  its  friction  may 
be  increased  by  increasing  its  width.  The  surface  at  the  eii^ 
cumference  of  a  wheel  which  carries  a  flat  band,  should  not  to 
exactly  cylindrical,  but  a  little  convex,  in  which  case  if  the  band 
inclines  to  slip  off  at  either  side,  it  returns  again  by  the  tighten- 
ing of  its  inner  edge,  as  may  be  seen  in  a  turner's  lathe.  When 
wheels    are    connected    in    the  ^K-  1*8, 

shortest  manner  by  a  band,  they 
move  in  the  same  direction :  if 
the   band  be  crossed,  they  will  B| 
move    in    opposite    directions.* 
(Fig.   146.)     Wheels   are  some- 
times turned  by  chains  instead 
of  straps  or  bands,  and  are  then 
called  rag  wheels.    The  chains 
lay  hold  upon  pins,  or  enter  into 
notches,  in  the  circumference  of 
the  wheels,  so  as  to  cause  them 
to  turn  simultaneously.    They  are  used  where  it  is 
that  the  velocities  should  be  uniform,  and  where  great 
18  to  be  overcome,  as  in  locomotive  steam  engines,  chain  water 
wheels,  dccf 

302.  But  the  most  common  mode  of  moving  wheel-w(Hl[,  it 
by  means  of  teeth  cut  in  the  circumferenoe  of  the  wheels.  Ttm 
wheels  of  necessitv  turn  in  opposite  directions.  The  connexioa 
of  one  toothed  wheel  with  another  is  called  gearing.  In  tbd' 
formation  of  teeth,  very  minute  attention  must  be  given  to  thNT 
figure,  in  order  that  motion  may  be  communicated  from  oM 
wheel  to  another,  without  rubbing  or  jarring.  If  the-teeth  an 
ill  matched,  as  in  Fig.  149,  when  the  tooth  A  comes  in  < 


Fig.  149. 


Fif.  ISO. 


with  B,  it  acts  obliquely  upon  it,  and  as  it  moves,  the 


■  Big<low'i  TMhnolagr,  p.  939. 
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idfes  iy>on  the  plane  surface  of  A  in  such  a  manner  as  to  pip* 
t  much  friction,  and  to  grind  away  the  side  of  A,  and  the^end 
.  As  they  approach  the  position  CD,  they  sustain  a  jolt  the 
teat  their  surfaces  come  into  full  contact ;  and  after  passing 
position  CD,  the  same  scraping  and  grinding  effect  is  pro- 
d  in  the  oppo^iite  direction,  until  by  the  revolution  of  the 
^Is  the  teetn  become  disengaged.  To  avoid  these  evils,  the 
\C9S  of  the  teeth  are  frequently  curved  90  as  to  roll  on 
other  with  as  little  friction,  and  with  as  uniform  force  and 
*itjr  as  possible.  (Fig.  150.)  Much  pains  and  skill  have 
I  bestowed  on  this  subject  by  mathematicians,  with  th§  view 
icertaining  the  kinds  of  curves  which  fulfil  these  purposes 


Regulation  cf  Velocity  by  WheeUworJu 

9.  Wheel-work  serves  the  purpose,  not  only  of  forming  a 
enient  communication  of  motion  between  the  power  and 
ireight,  but  also  of  regulating  its  velocity.  Thus,  when  th» 
ection  is  formed  by  means  of  a  band,  as  in  Fig.  148,  the 
»ty  of  the  wheel  B,  that  carries  the  weight  or  sustains  the 
mre,  may  be  altered  at  pleasure,  by  altering  the  ratio 
'een  the  diameters  of  the  tvro  wheels.  If  the  diameters  are 
I,  the  wheels  will  revolve  with  equal  velocity ;  if  A  re* 
0  the  same,  while  the  diameter  of  B  is  diminished,  the 
vXy  of  B  will  be  increased  in  the  same  ratio ;  or  if  B  remains 
ame,  while  the  diameter  of  A  is  changed,  the  velocity  oS  B 
be  changed  in  the  same  manner.f  We  see  familiar  ex* 
ies  of  the  application  of  this  principle  in  the  common  spin- 
wheel,  and  the  turner's  lathe.  In  the  spinmng  wheel  a 
['passes  round  a  large  wheel  and  a  small  one  called  a  spool, 
og  the  spindle  for  its  axis ;  and  in  consequence  of  the  g^reat 
uity  in  the  size  of  the  wheels,  a  great  velocity  is  given  to 
spindle  by  a  comparatively  slow  revolution  of  the  wheet, 
turner's  apparatus,  machinery  for  spinning  cotton,  and  the 
a  large  hollow  cylinder  or  drum^  is  fixed  horizontally,  which 
pt  revolving  by  the  moving  power,  and  from  which,  motion 
•nveyed  by  bands  to  lathes,  spindles,  &c.,  to  which  any 
red  velocity  is  given,  by  altering  the  diameter  of  the  small 
\l  that  is  connected  with  them  and  turns  them.  Sometimes 
inge  of  velocity  is  effected  by  making  the  drum  of  a  conical 
3,  and  then  the  velocity  imparted  to  the  lathe  or  the  spindle, 
l>e  greater  or  less,  according  as  the  band  proceeds  from  the 
T  or  smaller  part  of  the  drum. 

e  Blake  on  the  form  of  the  teeth  of  co([  wheeb,  Am.  Jomp.  Sel,  VIII,  86.  ^ 
lis  would  be  accuratclj  true,  in  case  the  band  did  not  slip  or  slide ;  but  sincA 
Hj  does  slide  more  or  less,  the  Telocity  of  the  driyen  wheel  is  commonlj  a 
•St  in  proportion,  than  that  of  the  wheel  which  drives  it^— Bigelow,  £L  Teoh. 
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304.  A  more  exact  method  of  regulating  the  velocity  of  mo- 


An  example  of  tliis 
C,  are  three  wheels  and 
As  the  leaves  of  the  pin- 
Fig.  151. 


tion,  is  by  means  of  wheels  and  pinio 
\  kind  is  seen  in  Fig.   151,  M'here  A,  B, 
\,a,b,c,  are  the  corresponding  pinions. 
I  Ions  successively  pass  between 
I  the  teeth  of  the  wheel,  the  di- 
visions of  the  two  circumferen- 
ces  must    correspond    to    each  j 

other,  and  the  number  of  teeth  | 

in  the  wheel  will  be*  as  much  < 

greater  than  in  the  pinion,  as  the 

circumference   of  the  wheel   is 

greater  than  that  of  the  pinion. 

Therefore   it    follows,  that    the 

number  of  teeth  in  a  wheel,  and 

of  leaves  in  the  pinion  that  acts 

upon  it,  expresses  the  ratio  of  the 

circumference  or  radius  of  the  wheel  to  that  of  the  pinim. 

Hence,  in  an  equilibrium,  the  power  multiplied  by  the  product  of 
\*%tB  numbers  expressing  the  amount  of  teeth  in  all  the  wheels 
k  respectively,  is  equal  to  the  weight  multiplied  by  the  product  of 
I   the  several  numbers  denoting  the  leaves  in  each  of  the  pinions. 

(Art.  117.) 

It  is  further  evident  that  the  velocity  of  the  wheel  and  that  of 
1  the  pinion  connected  with  its  circumference,  will  be  inversely 

|s  the  number  of  leetk  in  each.     Thus  in  Fig.  131,  if  the  pinion 

I  has  10  teeth,  and  the  wheel  B  has  100,  a  will  move  ten  times 

u  fast  as  B,  For  the  same  reason  b  will  move  ten  times  as  fast 
L  BBC;  so  that,  in  this  arrangement,  the  power  moves  with  100 
[tunes  the  velocity  of  the  weight.  By  varying  the  ratio  between 
'  the  number  of  leaves  in  the  pinion,  and  the  number  of  teeth  in 
*  the  wheel  with  which  it  is  connected,  we  may  vary  the  velocity 

of  any  wheel  at  pleasure. 

305.  A  familiar  instance  of  this  is  aOorded  in  the  mechanism 

of  a  common  clock.     A  pendulum  by  falling  gains  a  quantity  of 

notion  sufficient  to  carry  it,  on  the  other  side,  to  the  same  height 

U  that  from  which  it  fell ;  and  were  it  not  for  the  resistance  of 

Cthe  air  and  the  impediments,  a  pendulum  when  once  set  in  mo- 

r  tion  would  continue  to  vibrate  by  its  own  inertia,  (Art.  19,)  and 

I  would  thus  afford,  without  the  aid  of  any  machinery,  an  exact 

[  measure  of  time.     But,  in  order  to  continue  its  vibrations,  some 

small  force  must  be  applied  to  it  to  compensate  for  the  loss  of 

motion  from  friction  and  resistance.     This  force  is  applied  to  the 


mferenCBH  of  larger.     The  teeth  of 


It  ibst  wheel  and  the  tii 
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pendulums  of  clocks  by  the  weight,  and  an  analogous  force  is 
supplied  to  ihe  balance  wheel  of  watches  and  chronometers  by 
springs.     In   Fig.    152,  let   AB  be   a  wheel  Fig.  152. 

n&ving  30  teeth,  and  let  N.  M,  be  a  pendu- 
lum, connected  with  the  wheel  by  the  pallets 
I,  K  ;  and  to  the  axis  a,  let  a  weight  be  hung. 
It  is  evident  that  this  weight,  were  there 
nothing  to  arrest  it,  would  descend  by  the 
force  of  gravity  with  accelerated  velocity.  It 
endeavors  thus  to  descend,  and  hence  exerts 
the  required  force  on  the  pallets  of  the  pendu-  ' 

lum.  For,  every  time  the  pendulum  performs  .' 
a  double  vibration,  (returning  to  the  same  / 
point  from  which  it  set  out,)  a  tooth  of  the  / 
wheel  escapes,'^  and  the  wheel  runs  down  / 
until  the  next  tooth  strikes  upon  the  pallet,  / 
and  thus  gives  it  the  impulse  which  is  necessary  r"S 
to  keep  up  the  vibrations.  •  Y 

It  would  seem  therefore  that,  for  beating 
seconds,  only  a  single  wheel  is  necessary;  nor  would  any  more 
be  absolutely  indispensable;  but  in  this  case  the  weight  would 
descend  so  fast,  as  soon  to  reach  the  floor,  and  the  clock  would 
require  to  be  wound  up  again  every  few  minutes.  Hence  a 
■eries  of  wheels  are  interposed  between  the  pendulum  and  the 
weight,  by  which  the  descent  of  the  latter  is  retarded  upon  the 
^inciple  explained  in  Art.  304,  and  the  descent  of  the  weight  is 
ilower  in  proportion  as  the  series  is  more  extensive.  In  cheap 
elocks,  as  some  of  those  made  with  wooden  wheels,  the  aeries  is 
short,  or  the  number  ofwheelsemployed  for  retarding  the  descent 
of  the  weight  is  small,  and  such  clocks  require  frequent  winding 
np :  but  in  clocks  of  finer  workmanship,  a  greater  number  of 
wheels  is  interposed,  and  such  clocks  require  to  be  wound  up 
less  frequently.  Many  go  eight  days,  and  some  are  made  to  go 
ft  w^le  year  without  winding. 

Whxd  Carriages, 

S06.  When  a  loaded  carriage  is  moving  on  a  horizontal  plane, 
Itee  of  obstacles,  the  resistance  to  be  overcome  does  not  consist 
i^the  weight  of  the  load,  directly,  but  of  the  friction  occasioned 
by  the  weight.  For,  since  the  weight  acts  in  a  direction  perpen- 
dicular to  the  plane,  it  cannot  oppose  the  motion  of  the  carriage 
in  a  direction  parallel  to  the  plane.  Nor  would  increasing  the 
"Weight  to  any  extent,  make  any  difference,  were  it  not  that  we 
should  thus  increase  the  friction,  which  (as  will  be  explained 
more  fully  hereafter)  is  proportioned  to  the  weight. 
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When  a,  carriage  wherl  is  made  to  slide  on  the  ground,  {as 
when  a  wheft  is  locked.)  the  whole  amount  of  the  friction  ia  en- 
countered without  bringing  in  to  our  aid  any  mechnnical  advan- 
tage ;  but  when  a  wheel  turns  on  its  axle,  the  friction  ts  trans- 
ferred from  the  ground  to  the  axle,  and  each  spoke  of  the  wheel 
successiveiy  becomes  a  lever,  turning  on  the  ground  as  a  fulcrum, 
while  the  power  or  force  of  the  team  is  exerted  on  the  end  next 
to  the  axle.  By  thus  transferring  the  friction  from  the  ground  to 
the  axle,  each  spoke,  in  its  turn,  is  y-    j^j 

made  to  aid  in  overcoming  that  fric- 
tion. Thus,  in  Fig.  153,  let  C  be 
the  axle,  CP  the  line  of  draught, 
and  It  the  point  where  the  wheel 
touches  the  plane.  The  force  ap- 
plied in  the  direction  GP,  acts  on 
CR  at  C,  and  tarns  it  on  its  fulcrum 
at  R,  This  is  the  force  by  which 
the  wheel  is  made  to  advance,  ^ut  ' 
the  friction  on  the  axle  at  C,  reacts  in 
the  opposite  direction,  having  a  leverage  equal  only  to  the  ra- 
dius of  Ihe  axle,  while  the  power  which  overcomes  this,  has  a 
leverage  equal  to  the  radius  of  ihe  wheel.  Hence,  in  the  wheel, 
there  ia  a  mechanical  advantage  gained  in  overcoming  the  fric- 
tion, in  the  ratio  of  the  radius  of  the  wheel  to  the  radius  of  tho 
axle.  Moreover,  the  axle  may  be  made  of  sach  materials,  and 
lubricated  with  such  substances,  as  to  render  the  actual  amount 
of  friction  much  less  than  it  would  be  were  the  wheel  made  to 
slide  on  the  ground. 

307.  But  wheels  have  another  important  advantage,  nanie!y,itt 
overcoming  testacies;  in  which  case  they  act  on  the  principle  of 
the  bent  lever. 

Thus  let  A  be  an  obstacle,  as  a  stone  for  example.  From  A  let 
fall  the  perpendiculars  AN,  AM.  upon  GR,CP,  and  conceive  MXN 
to  be  a  bent  lever,  turning  on  A  as  a  fulcrum,  the  power  being 
applied  at  M  in  the  direction  CP,  and  the  weight  resting  on  N, 
which  supports  the  center  of  gravity.  Now,  the  mechanical 
advantage  gained,  will  be  in  the  ratio  of  MA  to  NA.  It  will 
therefore  be  increased  (and  of  course  the  force  necessary  to  ovct- 
come.  the  obstacle  be  diminished)  as  the  point  A  is  nearer  to  R; 
and  the  mechajiical  advantage  will  be  lessened  as  Ihe  point  A  re- 
cedes from  R.  When  the  obstacle  is  so  large  as  to  make  AM  only 
equal  AN,  then  no  mechanical  advantage  is  gained,  but  the  whole 
weight  of  the  load  must  be  lifted  by  the  former ;  and  when  AM 
becomes  less  than  AN.  the  wheel  involves  a  mechanical  disadvan- 
tage, and  the  difficulty  of  carrj'ing  the  wheel  over  the  Obstacle 
becomes  very  great.  It  Is  further  obvious  that  targe  wIteeU  have 
the  mechanical  advaatage,  both  as  regards  overcoming  the  frio- 
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km,  and  overcoming  obstacles,  in  a  higher  degree  than  small 
trheeb,  since  these  afford  a  greater  leverage  than  the  others  on 
coount  of  the  increased  length  of  the  spokes.  But  in  practice 
eiy  large  wheels  cannot  be  employed,  since  they  would  be  either 
^ak  or  too  heavy,  and  the  increased  height  of  the  axle  would 
irry  the  cen^r  of  gravity  too  high,  and  enhance  the  danger  of 
psetting.  The  difficulty  of  turning  might  also  render  unusually 
ii|^  wheels  ineligible  ;  and  the  axle  might  be  raised  so  high,  as 
I  make  the  horse  draw  obliquely  downward  and  increase  the 
ressure  on  the  ground,  whereas  the  line  of  draught  ought  to  be 
)  adjusted  as  to  lighten  that  pressure,  especially  where  the  road 
I  soft  and  yielding. 

When  a  wheel  sinks  below  the  surface,  the  force  is  rendered 
Mkingly  inefficacious  from  several  causes.  The  fblcrum  on 
Aieh  each  spok^  successively  turns  gives  way,  and  diminishes 
reatly  the  mechanical  advantage  otherwise  gained  by  transfer- 
log  the  friction  from  the  ffromid  to  the  axle,  as  before  explained. 
ikirwisey  the  mud  or  sand  into  Which  the  wheel  has  sunk,  ep- 
oses in  front  of  the  wheel  an  obstacle  like  that  represented  at 
i  in  Fig.  153,  while  the  fhlcrum  on  which  the  bent  lever  turns 
t  the  effort  to  lift  the  wheel  over  the  obstacle  gives  way  as  in 
lie  other  case,  and  a  great  part  of  the  mechanical  advantage  is 
nL    From  these  considerations,  it  is  easy  to  understand  the 

biiDD  of  the  superior  advantages  of  hard  and  smooth  roads. 

• 

t08.  The  line  of  draught  should  not  be  horizontal,  but  inclined 
i|»ward  toward  the  breast  of  the  horse,  in  an  angle  not  less  than 
15  degrees  with  the  horizon.  This  brings  the  strain  nearly  at 
ight  angles  with  the  collar,  whereas  a  horizontal  draught  lifts  the 
soUar  upward,  by  which  the  force  is  wasted  and  the  animal  is 
choked.*  The  an^e  of  draught,  however,  should  be  less  than 
he  above  when  the  road  is  very  smooth.  The  general  rule  is, 
liat  the  angle  should  be  the  same  as  the  inclination  of  a  hill, 
lown  which  the  carriage  would  roll  spontaneously.  Consequent- 
ly, in  smooth  Macadamized  roads,  the  line  of  draught  should  be 
at  a  small  angle,  and  on  railways  nearly  horizontal.t 

909.  The  effect  of  suspending  a  carriage  on  springs,  is  to 
eqiialize  the  motion  by  causing  every  change  to  be  more  gradu- 
ally conmiunicated  to  it,  and  to  obviate  shocks.  Springs  are 
Dot  only  useful  for  the  convenience  of  passengers,  but  they  also 
ifiminish  the  labor  of  draught ;  for  whenever  a  wheel  strikes  a 
stone,  it  rises  against  the  pressure  of  the  spring,  in  many  cases 
irithoat  materially  distuniing  the  load^  whereas  without  the 
{Wing,  the  load,  or  a  part  of  it,  must  rise  with  every  jolt  of  the 
vheel,  aAd  will  resist  the  change  of  place  with  a  degree  of  inertia 

•  Fuller  on  Wheel  Carriages. 

t  Biofdej^s  MeohniM  apptftd  tb^tbb  Arti. 


proportionate  to  tbe  weight,  and  the  suddenness  of  the  perc 
sion.     Hence  springs  are  highly  useful  in  baggage  wagons,  and 
other  vehicles  used  for  heavy  transportation.' 

A  pair  of  horses  draw  more  advantageously  abreast  than  when 
one  is  harnessed  before  the  other.  In  the  latter  cas^  the  forward 
horse,  being  attached  to  the  ends  of  the  shafts,  draws  in  a  line 
nearly  horizontal ;  consequently  he  does  not  act  with  his  whole 
force  upon  the  load,  and  moreover  expends  a  part  of  his  foro»i^H 
a  vertical  pressure  on  ^e  back  of  the  other  horse.  ^H 


THE  PULLEV. 

310.  Pulleys  are  divided  into  fixed  and  movabi.b.  In  tbe 
fixed  pulley,  as  has  been  demonstrated  in  Art.  120,  no  mechani- 
cal advantage  is  gained,  but  Its  use  consists  in  furnishing  a  con- 
venient mode  of  changing  the  direction  of  the  power.  Thus,  it 
is  far  more  convenient  to  raise  a  buckrt  from  a  well  by  drawing 
downward,  as  is  the  case  when  the  rope  passes  over  a  fixed 
pulley  above  the  head,  than  by  drawing  upward  leaning  over 
the  well.  By  means  of  the  pulley,  great  facilities  are  afforded 
for  managing  the  rigging  of  a  ship.  The  sails  at  mast  head 
can  be  easily  raised  while  the  hands  sland  upon  the  deck, 
whereas,  without  the  aid  of  ropes  and  pulleys,  the  same  force 
removed  to  mast  head  would  operate  under  very  great  disad- 
vantages. Similar  facilities  are  afforded  by  this  kind  of  appa- 
ratus for  raising  heavy  weights,  as  boxes  of  merchandise,  or 

Fig.  154. 
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heavy  blocks  of  stone  in  building.  Fig.  154,  represents  a  con- 
venient method  of  elevating  Uirge  masses  of  stone  in  building  a 
high  tower,  as  a  lighthouse  or  a  monument.  The  crane  at  B  en- 
ables the  workmen,  when  the  weight  is  raised,  to  swing  it  round 
to  the  point  where  it  is  to  lie,  or  to  a  platform  near  to  it.  The 
lower  end  of  the  rope  CD,  is  connected  with  a  wheel  and  axle 
in  the  figure,  but  it  is  obvious  that  different  methods  of  applying 
the  power  might  be  adopted,  to  suit  the  convenience  of  the  work- 
men. For  example,  instead  of  the  wheel  and  axle  we  might 
attach  a  horse  or  a  yoke  of  oxen  to  the  rope  CD ;  or  we  might 
attach  a  long  sweep  to  the  top  of  the  axis,  and  join  a  team  of 
horses  or  cattle  to  the  end  of  it,  and  raise  the  weight  by  driving 
them  round,  as  in  a  common  cider-mill. 

FHre  escapes  sometimes  consist  merely  of  a  pulley  fixed  near 
tiie  window  of  the  apartment,  around  which  a  rope  may  be 
easily  placed,  having  a  basket  attached  to  the  end.  The  man 
seats  himself  in  the  basket,  grasping,  at  the  same  moment,  the 
rope  on  the  other  side  of  the  pulley,  and  thus  he  lets  himself 
gradaally  down. 

811.   The  movoble    pulley,  by  distributing  the  weight  into 
separate  parts,  so  that  it  is  supported  at  several  difierent  points 
at  once,  is  attended  by  a  mechanical  advantage,  proportioned  to 
the  nnmber  of  sueh  points  of  support.    Movable  pulleys  may 
be  arranged  according  to  several  difierent  systems,  which  in- 
crease the  efiicacy  of  a  given  power  in  different  ratios.*    It  will 
be  observed,  however,  that  the  ascent  of  the  weight  is  in  all 
cases  retarded  in  proportion  as  the  efiicacy  of  a  given  power  is 
increased.     It  must  be  further  observed  that  in  using  any  system 
of  movable  pulleys,  the  whole  weight  of  the  pulleys  themselves, 
together  with  the  resistance  occasioned  by  the  rigidity  and  fric- 
tion of  the  rope,  all  act  against  the  power,  and  so  far  lessen  the 
weight  which  it  is  capable  of  raising.     In  the  more  complex  sys- 
tems of  pulleys,  it  is  estimated  that  at  least  two  thirds  of  the 
power  is  expended  on  the  machinerj^  itself     On  account  there- 
fore of  the  slowness  of  the  motion  which  the  weight  receives, 
and  the  loss  of  power  from  the  resistance  of  the  ropes  and  blocks, 
such  systems  of  pulleys  are  seldom  employed.     It  is  only  in  rais- 
ing vast  weights,  such  as  large  ships,  or  great  masses  of  stone 
from  a  quarry,  that  they  are  ever  used.   For  managing  the  rigging 
of  a  ship,  the  combination  usually  employed  consists  of  not  more 
than  two  or  three  movable  pulleys.    From  its  portable  form, 
however,  its  cheapness,  and  the  facility  with  which  it  can  be  ap- 
plied, especially  in  changing  or  modifying  the  direction  of  motion, 
the  pulley  is  one  of  the  most  convenient  and  useful  of  the  me- 
chanical powers. 

•  See  Fart  I,  Arts.  12d— 125. 


912.  Tb^  iDcIiAed  plane  becotncs  &  nKcLaucal  pnvr  in 
s^i!^fi<::e  tX  its  sofipctftuig  a  part  of  tlie  wcigk:.  aai  «f  coone 
kiavifiig  cmly  a  part  to  be  supported  bv  tbe  pover.  Tbu  the 
power  has  to  eDeounter  only  ^  portkm  at  tht  tone  of  gravity  ata 
tisDe« — a  ponioo  wfaicfa  is  greater  or  lesSb  aeeotdiar  as  the  plane 
it  more  c^  Itrw  thv^itJL  When  a  plane  is  perfectly  hckrizontal, 
it  sa'itain.'s  the  entire  pressure  of  a  body  tiiai  rests  on  it ;  that  is 
tb^  pre«.M2re  on  ibe  plane  is  equal  to  iLe  whole  force  of  gravity 
acting  cm  the  body.  As  one  end  of  the  plane  is  elevated,  this 
force  i«  re!*olv^d  into  two, one  of  which  is  paiallei  and  the  other 
perpendicular  to  the  plane.  In  proportion  as  the  plane  is  nMie 
elevated,  the  part  of  the  force  which  acts  parallel  with  the  plane 
is  increavxl,  until,  when  the  plane  becomes  perpendlcolar  to  the 
horizon,  it  no  longer  sustains  any  portion  of  the  weight*  and  the 
latter  descends  with  the  whole  force  of  gravity. 

313.  The  simplest  example  we  have  of  the  application  of  the 
inclined  plane.  Is  that  of  a  piank  raised  at  the  hinder  end  of  a 
cart  for  the  purpose  of  rolling  in  heavy  articles,  as  barrels  or 
hogsheads.  The  force  required  to  roll  the  body  on  the  fdank, 
setting  aside  friction,  is  as  much  less  than  that  required  to  lift  it 
perpendicularly,  as  the  height  of  the  plane  above  the  groimd  is 
less  than  its  length.  Every  one  knows  how  much  the  facility  of 
moving  heavy  loads  is  increased  by  such  means,  and  how  the 
force  required  to  move  them  is  diminished,  by  increasing  the 
length  oi'  the  plane  while  the  height  remains  the  same.  Long 
inclined  planeh,  constructed  of  plank,  are  frequently  employed  in 
building,  especially  where  high  walls  are  built  of  large  masses 
of  stone,  the  materials  being  trundled  upon  the  plane  on  wheel- 
barrows, or  transported  on  heavy  rollers.  It  is  even  supposed, 
that  in  building  the  Pyramids  of  Egypt,  the  huge  masses  of 
stones  were  elevated  on  inclined  planes.  Roads  also,  except 
when  thev  are  perfectly  level,  afford  examples  of  ibis  mechani<^ 

tKiwer.  vVhen  a  horse  is  drawing  a  heavy  load  on  a  perfectly 
lorizontal  plane,  what  is  it  that  occasions  such  an  expenditure 
of  force  7  It  is  not  the  weight  of  the  load,  except  so  far  as  that 
increases  the  friction  ;  for  gravity,  acting  in  a  direction  perpen- 
dicular to  the  horizon,  can  oppose  no  resistance  in  the  direction 
in  which  the  load  is  moving.  The  answer  is,  that  the  force  of 
thf;  horse  is  expended  chiefly  in  overcoming  friction,  and  the  re- 
sistance of  the  air.  But  when  a  horse  is  drawing  a  load  up  a 
hill,  he  has  not  only  these  impediments  to  encounter,  but  has 
also  to  ovfTcomc  more  or  less  of  the  force  of  gravity  ;  that  is, 
he  iifts  such  a  part  of  the  load  as  bears  to  the  whole  load  the 
same  ratio,  that  the  perpendicular  height  of  the  hill  bears  to  its 
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length.  If  the  rise  is  one  foot  in  twenty,  he  lifts  one  twentieth 
of  the  load,  and  therefore  encounters  so  much  resistance  in  ad- 
dition to  those  which  he  had  to  overcome  on  the  horizontal  plane. 
If  the  ascent  were  one  foot  in  four,  and  the  load  were  a  ton, 
the  additional  force  required  above  what  would  be  necessary  on 
level  ground,  would  be  560  pounds. 

314.  Railways  afford  another  striking  exemplification  of  the 

(principles  of  the  inclined  plane.  By  means  of  them  the  irregu- 
ar  surface  of  a  country,  however  hilly  and  uneven,  is  reduced 
to  horizontal  levels  and  inclined  planes.  These  are  sometimes 
inclined  at  so  slight  an  angle,  that  the  tendency  of  the  cars  down 
the  plane,  is  only  just  sufficient  to  balance  their  friction,  and 
they  would  remain  at  rest  of  themselves  in  any  part  of  the  plane, 
while  a  small  force  would  move  them  either  way.  In  other 
places  the  inclined  planes  are  very  steep  for  a  short  distance  ; 
and  the  cars  ascending  them  are  sometimes  drawn  up  by  means 
of  a  power  (a  steam  engipe,  for  example)  stationed  on  the 
sommit,  and  sometimes  cars  descending  on  one  side  are  made  to 
draw  up  others  on  the  other  side,  the  two  being  connected  by  a 
chain  or  rope  which  passes  round  a  pulley  on  the  sunmiit.* 

315.  When  railways  first  came  into  use,  the  power  of  one 
horse  was  considered  only  equal  to  a  load  of  10  tons  ;  but  it  is 
now  estimated  that,  upon  a  level  railroad  of  the  best  construc- 
tion with  carriages  of  the  most  perfect  finish,  a  horse-power  is 
equivalent  to  a  load  of  22 i  tons,  although  an  average  load  is 
considered  to  be  about  16  tons.  The  resistances  to  be  overcome 
have  thus  been  reduced  to  only  i|y  of  the  weight,  and  may  be 
safely  taken  at  ^io,  while  upon  the  best  common  roads  it  is 
never  less  than  j\,  and  is,  in  most  cases,  as  great  as  ^V*  l^he 
advantage  of  a  good  railroad  over  a  common  turnpike,  when 
horses  are  employed,  is  therefore  in  a  tenfold  proportion.  But 
railroads  derive  their  greatest  value  from  the  employment  of 
8team  as  a  moving  power,  as  exhibited  in  the  locomotive. f 
Horses  tire  at  a  moderate  speed,  but  steam  never  tires,  and  is 
therefore  peculiarly  adapted  to  the  transportation  of  passengers, 
where  great  expedition  is  required.  By  means  of  this  force,  a 
speed  of  20  miles  an  hour  is  easily  gained,  and  in  some  exlreme 
cases,  it  has  been  pushed  as  high  as  60  miles  an  hour.  But 
such  immense  loads  moving  with  such  great  velocities,  acquire 
a  momentmn  that  is  truly  formidable,  and  involves  inevitable 
danger. 

316.  In  slow  motions,  canals  have  some  advantages  over  rail- 
ways.    A  horse  easily  draws  on  a  canal  a  load  of  30  tons ;  and 

*  StricklaDd^s  Reports.  t  Rcnwick's  Practical  Mechanics. 
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it  is  said  that  the  employment  of  several  horses  to  a  boat  is  ad- 
vantageous, since  the  weight  drawn  increases  in  a  higher  ratio 
than  the  number  of  horses.  When,  therefore,  heavy  loads,  with 
slow  motions,  are  to  be  transported,  canals  have  aa  adl^antage 
over  railroads  of  two  to  one.*  But  canal  boats  cannot  be  made 
to  move  with  much  speed,  without  injury  to  the  canal  and  great 
loss  of  force  by  the  increased  resistance  of  the  water,  this  being 
augmented  in  proportion  to  the  square  of  the  velocity.  In  rail- 
ways, on  the  other  hand,  the  resistance  arising  from  the  friction 
of  the  wheels  on  the  road,  is  diminished  as  the  velocity  is  in- 
creased, while  the  resistance  of  the  air,  although  increased  by 
an  increase  of  velocity  like  any  other  fluid,  is  so  small  as  to  oc- 
casion no  serious  impediment,  being  at  a  velocity  of  14  miles  per 
hour,  only  about  1  lb.  on  every  square  foot  of  the  front  of  the 
leading  carriage. 

THE  SCREW. 

317.  When  a  road,  instead  of  ascending  a  hill  directly,  winds 
roimd  it  to  the  sunmiit,  so  as  to  lengthen  the  inclined  plane,  and 
thus  aid  the  moving  force,  the  inclined  plane  becomes  a  screw. 
In  the  same  manner  a  pair  of  stairs,  winding  around  the  cddei 
of  a  cylindrical  tower,  either  within  or  without,  affords  an  in- 
stance of  an  inclined  plane  so  modified  as  to  become  a  screw* 
These  examples  show  the  strong  analogv  which  subsists  between 
these  two  mechanical  powers ;  or  rather,  they  show  that  the 
screw  is  a  mere  modification  of  the  inclined  plane. 

318.  The  screw  is  generally  employed  when  severe  pressure 
is  to  be  exerted  through  small  spaces,  and  is  therefore  tne  agent 
in  most  presses.  Being  subject  to  great  loss  from  friction,  (upon 
which  however  its  chief  utility  depends,  as  will  be  shown  here- 
after,) it  usually  exerts  but  a  small  power  of  itself,  but  derives 
its  principal  efficacy  from  the  lever,  or  from  wheel- work,  with 
which  it  is  very  easily  combined.  Thus,  in  Fig.  155,  were  the 
power  applied  directly  to  the  screw,  the  mechanical  advantage 
gained  would  hardly  more  than  compensate  for  the  loss  by  fric- 
tion ;  but  by  means  of  the  lever,  (which  may  be  lengthened  or 
shortened  at  pleasure,)  the  power  is  greatly  increased.  Also,  by 
means  of  the  endless  screw,  Fig.  98,  combined  with  the  wheel 
and  axle,  a  very  powerful  force  may  be  exerted ;  and  as  the 
mechanical  power  of  the  screw  depends  upon  the  relative  mag- 
nitude of  the  circumference  through  which  the  power  revolves, 
and  the  distance  between  the  threads,  (Art.  139,)  it  is  evident 
that,  to  increase  the  efficacy  of  the  machine,  we  must  either  in- 
crease the  length  of  the  lever  by  which  the  power  acts,  or  di- 
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*  RoQwick's  Practical  Mechanics. 


minuh  the  distance  between  the  threads.  Althongh,  in  theory, 
there  is  no  limit  to  the  increase  of  the  mechanical  efficacy  by 
these  means,  yet  practical  inconvenience  arises  from  the  great 
^lace  over  which  a  very  long  lever  traverses.  If,  on  the  other 
hand,  the  power  of  the  machine  is  increased  by  diminishing  the 
distance  between  the  threads,  and  of  conrse  their  size,  the  thread 
will  become  too  slender  to  bear  a  great  resistance.  The  cases 
in  which  it  is  necessary  to  increase  the  power  of  the  machine, 
being  those  in  which  the  greatest  resistances  are  to  be  over^ 
come,  the  object  will  evidently  be  defeated,  if  the  means  chosen 
to  increase  that  power,  deprives  the  machine  of  the  strength 
vibich  is  necessary  to  sostain  the  force  to  which  it  is  to  be  sub- 
mitted.* 

819.  These  inconveniences  are  remedied  by  jffunter's  Screw, 
which,  ^hile  it  gives  to  the  machine  all  the  requisite  strength 
and  compactness,  allows  it  to  have  an  almost  unlimited  degree 
of  mechanical  efficacy.  This  contrivance,  which  is  represented 
in  Fig.  155,  acts  upon  a  principle  similar  n^.  155. 

to  that  of  the  wheel  and  axle,  as  repre- 
mted  in  Fig.  145,  where  the  efficacy  of 
die  power  is  increased  by  diminishing  the 
Telocity  of  the  weight,  which  is  accom- 
plished by  making  the  rope  unwind  on  one 
tide  while  it  winds  up,  with  somewhat 
greater  speed,  on  the  other  side.  In  the  * 
case  before  us,  the  screw  is  likewise  com- 
posed of  a  smaller  and  a  larger  thread,  the 
ibmier  turning  upward  while  the  latter  ' 
tnma  downward  with  a  little  greater  ve- 
locity, and  consequently  the  screw,  on  the 
whole,  advances  with  the  difference  between  the  larger  and  the 
mailer  threads ;  and  since  this  difierence  may  be  small  to  any 
otent,  so  the  efficacy  of  the  power  may  be  increased  indefinite- 
^.  It  will  be  seen,  however,  that  the  motion  of  such  a  screw  is 
exceedingly  slow.*  Thus  in  Fig.  165,  A  descends,  while  B,  play- 
ing in  a  concave  screw  in  A,  ascends  ;  but  the  distance  between 
Ibe  threads  of  A  being  greater  than  the  distance  between  those 
of  B,  the  screw,  on  the  whole,  advances  with  the  difference. 
Soj^Kise  that  A  has  20  threads  in  an  Inch,  and  B  21  ;  then  du- 
ring ore  revolution,  A  will  descend  through  the  SOth,  while  B 
otanda  through  the  21st  part  of  an  inch.  The  compound  screw, 
therefore,  will  advance  through  a  space  equal  to  the  difference : 
that  is,  through  a  space  equal  to  Vi"!?— i^s^h  of  an  inch.  This 
anall  space  is  therefore,  in  effect,  the  distance  between  two  con- 
tigaous  threads  ;  and  the  power  of  the  machine  is,  as  usual,  ex- 

■  Laidner^  EL  Hech.,  p.  330. 
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pressed  by  the  number  of  times  their  distance  is  contained  in 
the  circumference  described  in  one  revolution  of  the  power. 
For  example,  let  the  circumference  of  the  circle  be  one  foot ; 
then  12-ryiy=6040=the  weight  or  resistance,  the  power  being 
1 ;  or,  in  other  words,  the  efficacy  of  the  power  is  increased  five 
thousand  and  forty  times. 

320.  It  is  obvious,  however,  from  principles  already  explained, 
that  the  power  will  in  this  case  move  over  5040  times  as  great 
a  space  as  the  weight.  It  is  on  this  principle  that  the  screw  affords 
the  means  of  measuring  very  minute  spaces,  and  hence  is  derived 
the  Micrometer  Screw.  The  very  slow  motion  which  may  be  im- 
parted to  the  end  of  a  screw,  while  the  power  moves  over  a 
space  vastly  greater,  renders  it  peculiarly  adapted  to  this  pur- 
pose. For  example,  suppose  a  screw  to  be  so  cut  as  to  have  dO 
threads  in  an  incn  ;  then  each  revolution  of  the  screw  will  ad- 
vance its  point  through  the  50th  part  of  an  inch,  and  if  that  jpoint 
acted  against  a  thread  or  wire,  it  would  move  it  over  a  gradua. 
ted  space  only  that  distance  in  a  whole  revolution  of  the  screw. 
Now  suppose  the  head  of  the  screw  to  be  a  circle  an  inch  in  di- 
ameter, and  of  course  something  more  than  three  inches  in  cur- 
cumference.  This  circumference  may  easily  be  divided  into  a 
hundred  equal  parts,  distinctly  visible  ;  and  if  a  fixed  index  be 
applied  to  it,  tne  hundredth  part  of  a  revolution  of  the  screw 
may  be  observed,  by  noting  the  passage  of  one  division  of  the 
head  under  the  indej^  But  the  hundredth  part  of  a  revolution 
carries  the  point  of  the  screw  only  through  the  (ji^  o{ -^f=) 
1777^^  part  of  an  inch.  Such  an  apparatus  is  frequently  at- 
tached to  the  limbs  of  graduated  instruments,  for  the  purposes 
of  astronomical  and  other  observations  ;  by  which  means,  a  por- 
tion of  the  graduated  arc  no  greater  than  the  lOth  part  of  a  sec- 
ond, can  be  estimated. 

In  like  manner,  any  other  small  space  may  be  measured  by 
the  aid  of  the  Micrometer  Screw.  Thus,  any  aliquot  part  of  a 
pound,  or  an  ounce,  in  the  steelyards,  may  be  found  by  adapting 
the  screw  to  the  counterpoise  so  as  to  move  it  slowly  over  the 
space  between  two  notches,  and  at  the  same  lime  point  out.  by 
an  index  on  its  head,  the  exact  portion  of  the  space  over  which 
it  passes. 

THE   WEDGE. 

321.  If  instead  of  moving  a  load  on  an  inclined  plane,  the 
plane  itself  is  moved  beneath  the  load,  it  then  becomes  a  wedge. 
Thus,  if  a  perpendicular  beam  have  one  end  resting  upon  an 
inclined  plane,  (the  beam  being  so  secured  as  to  be  capable  of 
moving  only  up  and  down,)  and  the  plane  be  drawn  under  it, the 
beam  will  be  elevated ;  and  the  power  required  to  eflTect  this 
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will  be  to  that  required  to  raise  the  beam  when  applied  directly 
ta  i^  oa  the  heisht  of  the  plane  to  Us  length  .'—-or,  considering  the 
phue  as  a  half  wedge,  the  proportion  will  be,  as  half  the  back  of 
the  wedge  to  its  lerigth.     (Art.  146.) 

322*.  In  the  arts  and  manufactures,  wedges  are  used  where  an 
enoroious  force  is  to  be  exerted  through  a  very  small  space. 
Thus  it  is  resorted  to  for  splitting  m£tsses  of  timber  or  stone. 
Slups  are  raised  in  docks  by  wedges  driven  under  their  keels. 
The  wedge  is  the  principal  agent  in  the  oil-mill.    The  seeds 
from  which  the  oil  is  to  be  extracted  are  introduced  into  hair 
bags,  and  placed  between  planes  of  hard  wood.    Wedges  in- 
serted between  the  bags  are  driven  by  allowing  heavy  beams  to 
fidl  on  them.    The  pressure  thus  excited  is  so  intense,  that  the 
seeds  in  the  bags  are  formed  into  a  mass  nearly  as  solid  as  wood, 
instances  have  occurred  in  which  the  wedge  has  been  used  to 
restore  a  tottering  edifice  to  its  perpendicular  position.    All  cut- 
ting and  piercing  instruments,  such  as  knives,  razors,  scissors, 
dttsels,  naiLs,  pins,  needles,  awls,  &c.  are  wedges.    The  angle 
of  the  wedge  in  these  cases,  is  more  or  less  acute,  according  to 
the  purpose  to  which  it  is  applied.     In  determining  this,  two 
tliagB  are  to  be  considered — the  mechanical  power,  which  is  in- 
creased by  diminishing  the  angle  of  the  wedge,  (Art.  146,)  and 
the  strength  of  the  tool,  which  is  always  diminished  by  the  same 
esnse.     There  is,  therefore,  a  practical  limit  to  the  increase  of 
the  power,  and  that  degree  of  sharpness  only  is  to  be  given  to 
the  tool,  which  is  consistent  with  the  strength  requisite  for  the 
purpose  to  which  it  is  to  be  applied.    In  tools  intended  for  cut- 
ting wood  the  angle  is  generally  about  30°  ;  for  iron  it  is  from 
50*  to  60°  ;  and  for  brass,  from  80°  to  90°.     Tools  which  act  by 
pressure  may  be  made  more  acute  than  those  which  are  driven 
by  a  blow ;  and,  in  general,  the  softer  and  more  yielding  the 
sobstance  to  be  divided  is,  and  the  less  the  power  required  to  act 
upon  it,  the  more  acute  the  wedge  may  be  constructed.* 

323.  In  many  cases,  the  utility  of  the  wedge  depends  on  that 
which  is  entirely  omitted  in  the  theory,  viz.  the  friction  which 
arises  Between  its  surface  and  the  substance  which  it  divides. 
Tills  is  the  case  when  pins,  bolts,  or  nails,  are  used  for  binding 
the  parts  of  structures  together ;  in  which  case  were  it  not  for 
the  friction,  they  would  recoil  from  their  places,  and  fail  to  pro- 
dace  the  desired  effect.     Even  when  the  wedge  is  used  as  a 
mechanical  engine,  the  presence  of  friction  is  absolutely  indis- 
pensable to  its  practical  utility.    The  power  generally  acts  by 
successive  blows,  and  is  therefore  subject  to  constant  intermission, 
and  but  for  the  friction,  the  wedge  would  recoil  between  the 

*  Lardner. 


SS6  NATDBAi.  FniLoaopmr.  ^^1 

intervals  of  the  blows  with  as  much  force  as  it  had  been  drWw^ 
I  Jbrwardt  and  the  object  of  the  labor  would  be  continually  fnis- 
I  trated. 

I  OENBBAL  REMARKS  ON  UACUINERY. 

I      384.  Archimedes  is  said  to  have  boasted  to  King  Hiero,  that 

P  *'if  he  would  give  him  a  place  to  fix  his  machine,  (a  »ou  otu,)  he 

t  Would  move  the  world."     Yet  there  can  be  no  machine  by  the 

I  ^^  of  ^vhicl^  Archimedes  could  move  the  world,  in  any  other 

Way,  than  by  moving,  himself,  over  as  much  more  space  than 

that  over  which  he  moved  the  earth,  as  bis  weight  was  less  than 

that  of  the  whole  earth.     If  Archimedes  had  received  tbe  place 

he  desired,  and  had  also  employed,  what  was  equally  desirable, 

a  machine  which  operated  free  of  all  resistance,  he  must  have 

moved  with  the  velocity  of  a  cannon  ball,  to  have  shifted  the 

earth  only  the  27  millionth  part  of  an  inch  in  a  million  of  years.* 

325.  Machines  are  divided  into  two  classes,  those  intended 
simply  to  sustain  a  weight  and  those  intended  to  move  it.  In 
machines  of  the  first  class,  estimating  the  effect  by  the  weight 
sustained,  it  is  evident  that  the  efficacy  of  the  power  is  increased. 
By  means  of  a  lever,  for  example,  a  man  may  sustain  a  weight 
ten  times  as  great  as  he  could  by  his  unaided  strength.  We  may 
perceive,  however,  on  closer  examination,  that  he  docs  not  in  fact 
bear  the  whole  weight,  but  only  one  tenth  part  of  it.  Let  it  be 
a  lever  of  the  second  kind,  where  the  weight  is  ten  times  nearer 
the  fulcrum  than  the  end  is  to  which  the  power  is  applied.  A'ow 
the  hand  that  supports  this  end  performs  the  same  office  as  the 
second  fulcrum  iu  a  lever  of  the  first  kind  ;  and  since  (Art.  102) 
the  pressure  on  each  fulcrum  is  inversely  as  irs  distance  from  tbe 
weight,  therefore,  in  the  present  case,  nine  parts  out  of  tbe  ten 
are  borne  by  the  prop,  and  only  one  by  the  power.  If  (saj-s  Car- 
not)  Archimedes  had  obtained  his  "  fixed  point,"  it  would  not, 
in  reality,  have  been  Archimedes,  but  the  fixed  point  that  would 
have  sustained  the  earth. 

In  machines  of  the  second  class,  the  effect  is  not  estimated 
simply  by  the  weight  moved,  but  we  must  take  into  the  Account 
the  time  occupied  in  moving  it  a  certain  distance,  that  is,  the 
vehcky.  Hence,  the  effect  of  moving  powers  is  estimated  by 
the  product  of  the  weight  moved  mulliplied  by  the  velocity,  or 
it  is  measured  by  the  momsnium  produced.  Moreover,  in  the 
former  case,  all  resistance  from  friction,  the  rigidity  of  ropes,  and 
so  on,  conspire  witli  the  power  in  sustaining  the  weight ;  but  in 
machines  of  the  second  c!a.ss,  all  such  resistances  oppose  the  ac- 
tion of  the  power,  and  require  a  greater  power  for  a  given  weight 
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tihan  would  be  necessary,  if  the  power  were  applied  directly  to 
the  weight.* 

326.  Hence  it  will  be  inferred,  that  no  momenium,  or  effective 
force,  is  gained  by  any  of  the  mechanical  powers,  or  by  any  ma- 
chine.    If  a  man,  with  his  naked  hands,  can  lift  to  a  given 
height,  as  one  foot,  only  150  pounds  in  one  second,  it  is  impossi- 
ble for  him  to  perform  any  more  labor  than  this  by  any  me- 
chanical contrivances.!    0^  the  contrary,  when  the  structure  of 
the  machine  is  complicated,  there  is  a  loss  of  force,  by  employing 
the  machine  instead  of  the  naked  hands,  proportioned  to  the  re- 
sistance of  the  parts  of  the  machine  itself.    It  is  to  be  remarked, 
however,  that  this  doctrine  proceeds  on  the  supposition  that  the 
utefid  effect  produced  is  estimated  from  the  joint  pixxluct  of  the 
/orce,    velocity,  and   time.      Thus,  FxTxV=lFx2TxV=2Fx 
jTxV=FxiTx2V,  &c.t    A  convenient  method  of  estimating 
different  forces  is  to  draw  a  heavy  weight  out  of  a  well,  by  a 
rope  passing  horizontally  over  a  fixed  pulley,  near  the  top  of  the 
well.     Suppose  that  a  man  can  draw  up  a  rock  weighing  100 
pounds,  through  the  space  of  50  feet  in  one  minute.    He  would, 
of  course,  be  able  to  draw  up  ten  such  masses  in  ten  minutes, 
weighing  in  all  1000  pounds.    Now  by  passing  the  rope  over 
five  pulleys,  (allowing  nothing  for  the  friction  of  the  pulleys,)  he 
might  with  the  same  force  lift  the  whole  1000  pounds  at  once  ; 
but  it  would  rise  ten  times  as  slowly  as  the  100  pounds  did  be- 
f(»re,  and  consequently  would  be  ten  minutes  in  reaching  the  top« 
Therefore,  in  a  given  time,  it  appears  that  the  man  would  raise 
tke  same  weight  through  a  given  space,  with  or  without  the  aid 
of  machinery.    In  tbe  former  case,  the  100  pounds  might  have 
been  raised  during  the  ten  minutes  through  the  space  of  500  in- 
stead of  50  feet ;  but  100x500x10=1000x50x10:  so  that  the 
labor  performed  would  have  been  the  same  in  both  cases.     Let 
us  suppose  that  P  is  a  power  amounting  to  an  ounce,  and  that 
W  is  a  weight  amounting  to  50  ounces,  and  that  P  elevates  W 
by  means  of  a  machine.    In  virtue  of  the  property  already 
stated,  it  follows,  that  while  P  moves  through  50  feet,  W  will  be 
moved  through  1  foot ;  but  in  moving  P  through  50  (eety  fifty 
distinct  efforts  are  made,  by  each  of  which,  if  applied  directly,  1 
oonce  would  be  moved  through  1  foot.§ 

327.  What  then,  it  may  be  asked,  are  the  advantages  gained 
bjf  Machinery  f  The  advantages  still  are  very  great,  for  the  ioV 
lowing  reasons. 

(1.)  By  the  aid  of  machinery,  t£76  can  frequently  apply  our  force 
to  much  better  purpose.    Thus  in  lifting  a  weight  out  of  a  well, 

*  Veoloxoli'f  Mechanici,  p.  164. 

t  EmenoQ^to  Mecbanict,  p.  150.    Cayallo,  Nat  Phil.  I,  351. 

t  GivfOfy,  I,  943.  §  Lardner's  Mechanica,  p.  163. 
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or  in  rnising  ore  out  of  a,  mine,  it  is  obvious  with  haw  i 
more  efTect  a  man  can  work  at  the  arm  of  a  windlass,  than  he 
oouJd  draw  directly  upon  the  rope  by  Mtooping  over  the  wt-l!. 
So  in  raising  a  rock  from  its  bed  by  means  of  a  handspike  or 
crowbar,  we  can  easily  see  how  much  more  effectually  we  can 
bring  our  force  to  bear  upon  it  than  we  could  do  with  our  n^ed 
hands. 

(2.)  By  the  aid  of  machinery,  a  man  may  be  able  to  perform 
Works  to  which  his  naked  strength  would  be  wholly  incompetent. 
Thus,  as  in  the  preceding  example,  one  might  be  able  to  liii  a 
rock  from  its  bed  with  a  handspike,  upon  which  he  could  make 
no  impression  with  his  naked  hands :  or,  by  means  of  pulleys 
he  might  raise  a  box  of  merchandise  from  the  hold  of  a  ship, 
which  he  could  not  start  at  all  with  his  unassisted  force.  In 
each  of  these  cases,  if  ihe  weight  could  be  divided  into  small  parcels, 
and  if  the  force  could  be  us  advantageously  applied  without 
machinerj'  as  with  it,  the  labor  would  be  performed  as  easily  in 
&  given  time  in  one  way  as  in  the  other.  But  it  might  not  be 
possible  or  at  least  convenient  thus  to  divide  it.  Or  if,  instead 
of  dividing  it  into  a  number  of  parcels,  the  same  nutaber  of  men 
could  act  directly  upon  the  weight  at  once,  the  amount  of'labor 
which  they  would  all  exert  in  raising  the  weight  without  ma^ 
ohinery,  would  be  the  same  as  that  which  the  single  man  before 
supposed  would  exert  with  his  maehinery.  But  it  might  not  be 
convenient  to  assemble  so  many  hands  at  a  time  ;  or  perhaps 
such  a  number  could  not  work  advantageously  together.  A 
farmer  has  many  occasions  for  lifting  or  removing  great  weights 
wheu  his  laborers  are  not  more  in  number  than  two  or  three  in 
all.  These  must  therefore  perform  the  labor  of  SO  times  as 
many  men  by  being  50  limes  as  long  about  it.  Thus,  in  the  ex- 
ample given  on  page  118,  of  a  combination  of  the  mechanical 
pwwers  employed  to  haul  a  ship  on  the  stocks,  where  a  single 
man  turning  on  a  winch,  with  the  force  of  100  pounds  exerts  a 
force  on  the  ship  amounting  to  161J  tons,  the  siiip  would  move 
as  much  slower  than  the  hand  as  100  pounds  is  less  than  161i 
tons  ;  and  consequently  a  great  length  of  time  would  be  required 
for  an  individual  to  perform  this  labor.even  supposing  no  resist- 
aace  to  be  encountered  from  the  machinery  itself. 

(3.)  Machinery  frequently  enables  a  man  to  exert  his  itAofc 
force  in  circumstances  where,  without  such  aid,  he  could  employ 
but  a  part  of  it.  Thus,  in  winding  silk  or  thread,  to  turn  a  single 
reel  might  not  require  one  fiilieth  part  of  the  force  which  lh« 
laborer  is  capable  of  exerting.  Suitable  machinery  would  enable 
him  to  turn  fifty  spools  at  once. 

(4.)  But  the  most  striking  advantage  of  machinerj-,  is  not 
found  in  the  facilities  which  it  lends  to  the  personal  strength  of 
man.  It  lies  in  this,  that  it  afibrds  the  means  of  calling  in  to 
his  assistance  the  superior  powers  of  the  horse  and  the  ox,  of 
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water,  of  wind,  and  especially  of  steam.  Here  we  find  the  ex- 
eellenee  of  mechanical  contrivances  fully  exhibited ;  and  no- 
where else  has  the  inventive  genius  of  man  displayed  itself  to 
so  great  advantage.  But  here,  as  in  all  other  cases,  the  various 
combinations  of  mechanical  powers  produce  no  force :  they  only 
opp/y  it*  They  form  the  communication  between  the  moving 
power  and  the  body  moved ;  and  while  the  power  itself  may  be 
t&eapable  of  acting  except  in  one  direction,  we  are  able  bv 
tneanfl  of  cranks,  levers,  and  toothed  wheels,  to  direct  and  modi^ 
that  force  to  suit  our  convenience  or  necessities.  Every  one 
may  see  examples  of  this  in  the  construction  of  the  most  com- 
mon saw-mill  or  flour-mill,  turned  by  water.  In  a  mill  for  grind- 
ing wheat,  the  stones  are  required  to  move  horizontally,  while 
the  action  of  the  waterfall  is  perpendicular.  We  therefore  re- 
teive  the  whole  force  on  the  circumference  of  a  wheel,  and 
transmit  it  through  several  intermediate  wheels  to  the  revolving 
ft«me,  where  the  grinding  is  performed.  So  in  a  saw-mill,  the 
water  first  conmiunicates  a  rotary  motion  to  the  wheel,  and  this 
motion  is  converted  by  means  of  a  crank  into  what  is  called  a 
ttddprocating  motion,  as  that  of  the  saw  in  its  ascent  and  de- 
leeat.  By  means  of  wheel-work  the  velocity  of  the  moving  body 
m  increased  or  diminished  at  pleasure. 

838.  In  short,  machines  enable  us  to  form  a  convenient  com- 
innnication  between  the  power  and  the  weight ;  to  give  to  the 
Weight  any  required  direction  or  velocity ;  to  apply  force  to  the 
hMt  advantage ;  to  vary  the  circumstances  of  velocity  and  time 
tt  the  amount  of  our  force  may  require ;  and  to  bring  to  our  aid 
the  great  moving  powers  that  exist  in  nature.  Our  next  object, 
therefore,  will  be  to  see  by  what  particular  methods  these  several 
fiiiposes  are  accomplished. 


CHAPTER  IV. 

KnULATION  OF  MACHINERY,  AND  CONTRIVANCES  FOR  MODI- 
FYING MOTION. 

329.  It  is  highly  important  to  the  successful  operation  of  any 
QiiMshine,  that  its  motion  should  be  regular  and  uniform.  Jolts 
and  irregular  movements,  waste  the  power,  wear  upon  the  ma- 
chine, and  perform  the  work  unevenly.    The  sources  of  irregu- 
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larity  are  various,  but  tliey  are  chiefly  tlie  three  following,  via. 
variations  In  the  power,  variations  in  the  weight  or  resistance, 
and  changes  of  velocity  in  parts  of  the  machine  itself.  Thus  in 
the  steam  engine,  the  fire  may  burn  with  more  or  less  intensity, 
and  produce  corresponding  quantities  of  the  moving  power;  the 
load  to  be  carried  (as  that  of  a  steamboat)  may  be  much  greater 
at  one  time  than  at  another,  and  be  subject  to  sudden  changes ; 
and  the  motion  of  the  piston,  which  carries  the  machinery,  ceases 
altogether  at  the  highest  and  lowest  points,  and  would  move  a 
machine  by  hitches  or  separate  impulses,  were  there  no  contri- 
vance connected  with  it  for  keeping  up  a  uniform  motion. 

330.  The  kinds  of  apparatus  employed  to  obviate  these  diffi- 
culties, and  to  secure  uniform  movements  to  machines,  are.  in 
general,  called  rbgulators.  Large  machines  or  engines  them- 
selves, in  consequence  of  their  inertia,  acquire  and  maintain  toft 
considerable  extent,  uniformity  of  motion.  A  flour-niill  carried 
by  water,  when  it  has  acquired  a  certain  rate  of  going,  will  not 
suddenly  change  that  rate  by  any  alteration  in  the  force  of  the 
stream  ;  and  a  ship  sailing  between  the  opposite  forces,  arising 
from  the  impulse  of  the  wind  and  the  resistance  of  the  water, 
will  move  steadily  along,  notwithstanding  the  breeze  that  car- 
ries it  may  fluctuate  continually.  We  can  see  this  principle 
sometimes  operating  on  a  smaller  scale.  A  grindstone  turned 
by  a  winch  moves  steadily,  although  the  force  applied  at  one 
part  of  the  revolution  is  much  greater  than  at  another.  Large 
grindstones  exhibit  the  advantage  of  this  principle  much  more 
than  small  ones.  But  in  many  instances,  this  natural  tenden- 
cy toward  uniform  motion  is  not  sufficient,  and  artificial  con- 
trivances are  introduced  expressly  for  this  purpose.  As  exam- 
ples of  regulators  we  may  especially  notice  three,  the  Pendulum. 
the  Fly  Wheel,  and  the  Governor. 

331.  The  Fly  Wheel  affords  the  Kg- 15«. 
most  common  and  effectual  method 
of  equalizing  motion,  especially  in 
heavy  kinds  of  machinery.  It  con- 
sists of  a  heavy  wheel,  (Fig.  156,) 
affording  as  much  weight  as  possible 
under  as  small  a  surface,  in  order 
that  the  inertia  may  be  great,  while 
the  resistance  from  the  air  is  small. 
It  Is  therefore  usually  a  heavy  hoop 
of  iron  with  thick  bars  of  the  same 
metal.  The  Fly  is  balanced  on  its 
axis,  and  so  connected  with  the  machinery  as  to  turn  rapidly 
around  with  it,  and  receiving  a  constant  impulse  from  the  mov- 
ing power,  it  becomes  a  magazine  or  repository  of  motion.   Con- 
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Dtly,  by  its  inertia^  it  is  ready  to  supply  any  deficiency  of 
r  that  may  arise  from  the  sudden  diminution  of  the  moving 
or  to  check  any  sudden  impulse  which  may  result  from  an 
mtal  excess  of  that  force.  Suppose,  for  example,  the 
e  of  a  pump  to  be  connected  with  a  water  wheel,  and  to 
rried  by  it.  Here  the  power,  namely  the  waterfall,  is  con- 
while  the  weight  is  subject  to  continual  alternations, 
nting  to  a  heavy  load  as  'the  piston  is  ascending,'but  op- 
;  scarcely  any  resistance  while  the  piston  is  descending, 
notion,  therefore,  would  vary  between  nothing  and  a  highly 
srated  velocity,  and  the  machinery  would  be  subject  to 
Hit  strains  and  jolts.  A  Fly  prevents  these  altemations, 
enders  the  ascent  and  descent  of  the  piston  nearly  uniform. 
B  engines  or  stamping-mills  a  team  oi  horses  is  sometimes 
>yed  to  raise  a  heavy  weight,  which,  when  at  a  certain  eleva- 
s  suddenly  disengaged,  and  falls  with  great  force.  As  the  dis- 
l^ment  is  instantaneous,  the  horses  would  instantly  tumble 
were  not  their  motion  checked  by  some  contrivance  which 
1  prevent  the  machinery  from  receiving  any  sudden  in- 
e  of  velocity.    This  purpose  is  completely  answered  by  the 


!.  Besides  the  use  of  the  Fly  Wheel  in  regelating  the  action 
ichinery,  it  is  employed  for  the  purpose  of  accumulating 
ssive  exertions  of  a  power,  so  as  to  produce  a  much  more 
Ae  effect  by  their  aggregation  than  could  possibly  be  done 
eir  separate  actions.  If  a  small  force  is  repeatedly  applied 
ving  rotation  to  a  Fly  Wheel,  and  is  continued  until  the 
I  has  acquired  a  very  considerable  velocity,  such  a  quantity 
roe  will  be  at  length  accumulated  in  its  circumference,  as  to 
M>me  resistance  and  produce  effects  utterly  disproportionate 
e  immediate  action  of  the  original  force.  Thus  it  would  be 
easy  in  a  few  seconds,  by  the  mere  action  of  a  man's  arm, 
part  to  the  circumference  of  a  Fly  Wheel,  a  force  which 
1  give  an  impulse  to  a  musket  ball  equal  to  that  which  it 
ves  from  a  full  charge  of  powder.f 

e  same  principle  explains  the  force  with  which  a  stone  may 
ojected  from  a  sling.  The  thong  is  swung  several  times 
id  by  the  arm  until  a  considerable  portion  of  force  is  ac- 
Jated,  and  then  it  is  projected  with  all  the  collected  force, 
leavy  leaden  ball  is  attached  to  the  end  of  a  strong  piece 
,ne  or  whalebone,  it  may  easily  be  driven  through  a  board : 
king  the  end  of  the  rod  remote  from  the  ball  in  the  hand, 
triking  the  board  a  smart  blow  with  the  end  bearing  the 
such  a  velocity  may  easily  be  given  to  the  ball  as  will  drive 
'o«gh  the  board4 

egory's  Mech.,  II,  14.  t  Library  of  Uaeful  Knowledge.  t  Ibt 
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33S.  The  astonishing  effects  of  a  Fly  Wheel,  as  an  a 
Ifttor  of  forcp,  have  led  some  into  the  error  of  supposing  that 
such  an  apparatus  increases  the  actual  force  <if  a  machine.  So  far 
from  this,  since  a  Fly  cannot  act  without  friction  and  resiidance 
from  the  air,  a  portion  of  the  actual  moving  force  must  unavoid- 
ably be  lost  by  the  use  of  this  appendage.  In  cases,  however, 
wliere  a  Fly  is  properly  a^usted  and  applied,  this  loss  of  power 
is  inconsidorable,  compared  wiih  the  advantageous  distribution 
of  what  remains.  As  an  accumulator  of  force,  a  Fly  can  never 
have  more  force  than  has  been  applied  to  put  il  in  motion.  In 
this  respect  it  is  analogous  to  an  elastic  spring.  In  bending  a 
spring,  a  gradual  expenditure  of  power  is  necessary.  On  the 
recoil,  this  power  is  exerted  in  a  much  shorter  time  than  that 
consumed  in  its  production,  but  its  total  amount  is  not  altered. 
In  this  way  the  Fly  Wheel  is  used.  Thus,  in  mills  for  rolling 
metal,  the  water  wheel  or  o(hcr  moving  power,  is  allowed  for 
Some  time  to  act  upon  the  Fly  alone,  no  load  being  placed  upon 
tfee  machine.  A  force  is  thus  gained  which  is  sufficient  to  roll  a 
largB  piece  of  metal,  to  which,  without  such  means,  the  mill 
Would  ne  quite  inadequate.  In  the  same  manner,  a  force  may 
be  gained  by  the  arm  of  a  man  acting  on  a  Fly  for  a  lew  seconds, 
suflicient  to  impress  an  image  on  a  piece  of  metal  by  an  iostan- 


Tig.  157. 


taneous  stroke.  The  Fly  is,  there- 
fore, the  principal  agent  in  coining 
presses.  Its  power  is  often  trans- 
milted  to  the  working  point  by 
means  of  a  screw.  Atlhe  extrem- 
ities of  the  cross  arm  AB,  (Fig. 
157,)  which  works  the  screw,  two 
heavy  balls  of  metal  are  placed. 
When  the  arm  AB  is  whirled  round, 

those  masses  of  metal  acquire  a  

momenium,  by  which  the  screw, being  driven  foi" aid, urges th« 
die  witb  immense  force  against  the  substance  destined  to  rccei^'e 

Sthe  impression.  Some  engines  used  in  coining  have  Flics  with 
arms  four  feet  long,  bearing  one  hundred  weight  at  each  of  their 
tXiremities.  By  turning  such  an  arm  at  the  rate  of  one  entire 
OircHmference  in  a  second,  the  die  will  be  driven  against  the 
metal  with  the  same  force  as  that  with  which  7500  pounds  weight 
would  fall  from  the  height  of  10  feet;  an  enormous  power,  if 
Ihe  simplicity  and  compactness  of  the  machine  is  considered. 
By  the  action  of  a  Fly,  working  in  this  manner,  is  produced  iho 
open  work  of  (hnders,  fire  grates,  and  sometimes  ornamental 
articles  wrought  in  metal.  The  cutting  tool,  shaped  according 
to  the  pattern  to  be  executed,  is  attached  to  the  end  of  a  screw  j 
and  the  metal  being  held  in  a  proper  position  beneath  it,  the  Fly 
is  made  to  urge  the  tool  downward  with  such  force  as  to  stamp 
out  pieces  of  the  required  figure.     When  the  pattern  is  comph- 


»t  IB  necessary  to  preserve  with  exactness  the  relative 
ititualion  of  its  different  parfs,  a  number  of  punches  are  impelted 
logiptker,  so  as  to  strike  the  entire  pieoe  of  metal  at  the  same 
ia^nt.  and  in  this  manner  the  most  {Elaborate  work  is  executed 
biy  a  single  stroke  of  the  hand.* 

334.  To  maintain  a  uniform  vc-  Tiff.  158. 

locitj'  with  a  varying  resistance,  one 
«r  the  most  beautiful  contrivances 
ever  used  is  the  Governor,  (Fig. 
158,)  axi  instrument  used  in  mill 
irork,  but  the  application  of  which 
•«  most  conspicuous  in  the  sleam 
engine,  when  that  machine  is  ap- 

eied  (o  manafacturing  purposes. 
jc  principle  on  which  the  efficacy 
tTlhis  in^strument  depends,  Is  easily 
aplained.  Let  AB  be  a  vertical 
Uis  which  is  made  to  revolve  by 
fjha  wheel  A,  acted  on  by  the  othei  ^ 
■urts  of  the  machinery,  and  so  that 
It  always  revolves  with  a  velocity 
]m)portioiia,l  to  that  of  the  fly  wheel. 
Two  heavy  balls  C,  C  are  attached 
to  metal  rods,  which  work  on  a  pivot 
&t  B,  so  that  they  arc  capable  of 
receding  from  the,  axis  AB.  As 
Ihey  recede  from^ic  axis,  the  joints  D,  D'  recede  from  one 
another,  and  the^Pit  E  is  drawn  down.  This  joint  E  is  con- 
nected with  the  eod^f  a  lever  or  a  system  of  levers,  the  action 
of  which  we  shall  presently  explain. 

Now  by  the  revolution  of  ihe  spindle  or  axis  AB,  the  balls  C, 
C  acquire  an  obvious  tendency  to  fly  off  from  the  axis,  and  this 
tendency  is  resisted  by  their  weight ;  so  that,  when  the  instm- 
loent  is  revolving  with  a  certain  velocity,  Ihe  balls  remain 
■ospeoded,  and  neither  move  to  or  from  the  axis.  A  greater 
Telocity,  by  giving  a  greater  centrifugal  force,  would  cause  the 
balls  to  fly  further  off",  (Art.  238,)  and  a  leiis  velocity  would 
cause  them  to  fall  toward  the  axis.  This  is  strictly  true  only 
when  the  range  of  balls  is  small,  compared  with  the  length  of 
lie  rod.s  to  which  they  are  attached,  which,  however,  is  always 
file  ease  in  practice.  If,  therefore,  the  action  of  the  levers  with 
vbicb  the  joint  E  is  connected  is  directed  upon  the  first  mover 
i|i  Each  a  manner,  that  its  energy  is  diminished  when  E  is  de- 
pressed, and  increased  when  E  is  elevated,  It  is  plain  that  the 
nniformity  of  velocity  which  is  sought  may  be  obtained.     Let 
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US  suppose  that  the  levers  on  which  E  works  commnmeate  witli 
r  Ik  valve  which  admits  steam  to  the  piston  of  a  steam  engine,  to 
F  which  this  Governor  is  applied ;  and  suppose  (hat  when  E   is 
taised,  and  the  biills  C,  C  rest  in  their  seats,  the  valve  i^  fully 
open,  so  its  to  allow  the  steam  to  flow  in  a  full  stream  to  the 
piston  ;  but  that,  according  as  E  is  depressed,  the  levers  gradu- 
ally close  the  valve,  so  as  to  admit  the  steam  in  a  constantly 
'    diminished  quantity.     Now  suppose  that  the  engine  has  been 
I  working  twenty  printing  presses,  and  that  the  action  of  ten  of 
m  them  is  suddenly  suspended.   'The  engine  thus  loses  half  its 
K  load,  and  would,  if  the  same  power  of  steam  continued  to  be 
ft  admitted,  move  with  about  twice  its  former  velocity.     But  the 
I  jnoment  an  increased  velocity  is  perceived  in  the  machine,  the 

■  l)mlls  C,  C  recede  from  the  axis,  draw  down  the  joint  E,  partially 
ft -dose  the  valve,  and  check  the  supply  of  steam  to  the  cylinder. 
I  '^he  impelling  power  is  thus  diminished  ;  and  if  it  be  diminiiihed 
ft  in  ejcactly  the  same  degree  as  the  load,  the  machine  will  move 

■  jlrith  its  former  velocity;  but  if  it  should,  at  first,  be  more  di- 
ft  minished,  the  velocity  will  be  less  than  its  former  velocity,  and 
I  Ae  balls  will  again  move  toward  the  axis  and  open  the  valve, 
I  And  will,  at  length,  settle  into  that  position  in  which  the  steam 
I  admitted  to  the  cvlinder  is  exactly  proportioned  to  the  load  on 
I  the  machine  ;  and  the  proper  velocity  will  thus  be  restored.* 

1  COMTSIVANCEa  FOB  HODIFTrac  UOTION. 

S35.  In  Chapter  III,  we  have  already  explained  the  mode  in 
which  motion  is  communicated,  and  its  velocity  regulated  by 
V)heel-ux>rk.  We  proceed  now  to  consider  a  few  examples  of  the 
more  special  contrivances  by  which  motion  is  modified  to  suit 
particular  purposes,  recommending  it  to  the  student  of  mechanics 
to  make  himself  acquainted  uith  other  contrivances  of  the  same 
nature,  by  the  actual  inspection  of  machinery  as  opportunity  may 
offer. 

336.  The  motion  required  for  a  particular  purpose  may  be  rec 
tilinear,  as  that  of  a  carriage  or  bucket  drawn  out  of  a  w^ell,  or 
rotary,  as  in  ordinary  wheel-work,  or  reciprocating,  as  in  a  saw- 
null  or  a  pendulum. 

The  simplest  mode  of  producing  rectilinear  motion  is  by  means 
of  a  rope  or  chain,  instances  of  which  are  familiar  to  every  one. 
The  simplest  mode  of  changing-  the  direction  is  by  means  of  pul- 
leys; but  toothed  wheels  are  also  extensively  employed  for  the 
same  purpose. t  The  connection  of  one  toothed  wheel  with 
another  is  called  gearing.     (Art.  294.)     "When  both  wheels  with 
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their  teeth  are  in  the  direction  of  the  same  plane,  it  is  called  spur 
gearing,  (Figs,  149,  150,  and  151  ;)  if  the  teelh,  instead  of  being 
cut  on  the  circumference  in  a  direction  parallel  to  the  axis,  are 
cut  obliquely,  so  that  if  continned  they  would  pass  round  the 

FL^E.  159.  Fig,  160.  Fig.  161. 


axis  like  a  screw,  it  is  called  spiral  gearing,  (Fig.  159 ;)  and 
Then  wheels  are  not  situated  in  the  same  or  parallel  planes, 
but  form  an  angle  with  each  other,  the  wheels  themselves  are 
umetimcs  shaped  like  frustra  of  cones,  having  their  teeth  cut 
obliquely,  and  converging  toward  the  point  where  the  apex  of 
the  cone  would  be  situated,  and  it  is  then  called  bevel  gearing.* 
(Tig.  160.) 

337.  The  universal  joint  consists  of  two  shafts  or  arms,  each 
terminating  in  a  semicircle,  and  connected  together  by  means  of 
a  cross  upon  which  each  semicircle  is  hinged,  (Fig.  161.)  When 
one  shall  is  turned,  either  to  the  right  or  left,  the  other  shaft 
tarns  in  the  same  direction. 

The  ratchet  wheel,  (Fig.  102.)  is  used  to  prevent  motion  in  one 
direction  while  it  permits  it  in  the  opposite.  The  teeth  are  cut 
vith  their  facos  inclining  as  in  the  figure,  and  a  catch  is  .so  placed 
as  to  stop  the  wheel  in  one  direction,  while  it  slides  over  the 
teeth  without  obstruction  in  the  opposite  direction. 

FiK-  1G3. 
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338,  The  tccenlric  wheel,  (Fig.  163,)  revolves  about  an  axis 
which  is  more  or  less  removed  from  the  center,  and,  consequent- 
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ly,  the  different  portions  of  the  circumference  move  with  diffeiv 
ent  degrees  of  velocity.  Hence  if  this  wheel  is  made  to  act 
upon  a  shaft  or  pinion,  as  in  the  figure,  it  will  carry  it  with  a 
corresponding  movement  In  orreries,  such  wheels  are  enuiloyed 
for  indicating  the  variable  velocities  of  the  heavenly  bodies,  as 
they  revolve  about  their  centers  of  motion. 

339.  REcn»ROCATiNG  Motion  is  produced  in  various  waj&  The 
most  common  method  is  by  means  of  the  crank.  In  Fig.  164,  a 
shaft  AB  is  urged  backward  or  forward,  (either  verti- 
cally or  horizontally,)  by  means  of  the  crank  a6,  mov- 
ing on  a  wheel  H,  which  may  be  turned  by  water  or 
any  other  power  acting  at  H.  By  considering  the 
different  positions  of  the  crank  during  the  revolution 
of  the  wheel,  it  will  be  readily  seen  that  the  shaft 
will  move  up  and  down  like  the  saw  in  a  saw-mill, 
or  backward  and  forward,  a  use  to  which  it  is  applied 
in  polishing  plane  surfaces,  as  marble. 

The  motion  produced  by  cranks  is  easy  and  gradu- 
al, being  most  rapid  in  the  middle  of  the  stroke,  and 
gradually  retarded  toward  the  extremes ;  so  that 
shocks  and  jolts  in  the  moving  machinery  are  dimin- 
ished, or  wholly  prevented  by  their  use.* 

The  steam-engine,  as  seen  in  steamboats,  furnishes 
to  the  student  of  mechanics  a  valuable  opportunity 
of  observing  various  contrivances  for  producing,  regulating,  and 
modifying  motion.  Levers  and  wheels  of  various  kinds  and  va- 
riously connected  ;  fly  wheels  and  cranks  ;  circular  and  recipro- 
cating motions  ;  and  numerous  other  particulars  which  appertain 
to  the  "  elements  of  machinery,"  are  there  seen  to  the  greatest 
advantage. 

340.  The  arch  head,  (Fig.  165,)  is  a  circular  _  Fig.  165. 
form  given  to  the  end  of  a  lever,  that  moves  on 
a  gudgeon  or  pivot  in  a  vertical  plane,  (like  the 
working  beam  of  a  steam-engine,)  by  means  of 
whif'h  the  piston,  or  weight,  whatever  it  be,  is 
made  to  ascend  and  descend  perpendicularly  in 
a  straight  line,  with  a  uniform  motion,  while  the 
end  of  the  lever  itself  works  in  the  arc  of  a  cir- 
cle, nnd  while  the  power,  if  fixed  in  the  usual 
way  at  one  point  at  the  extremity  of  the  lever, 
would  lose  a  part  of  its  efficacy,  as  its  direction 
became  oblique  to  that  of  the  lever.  In  the 
figure,  BD  reprc  scents  the  arch  head  of  a  working  beam,  which 
turns  on  a  gutigeon  at  C.  At  the  top  B  is  applied  a  flexible 
chain  resting  loosely  upon  the  arch,  and  always  maintaining  a 
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vertical  position  in  every  situation  of  the  beam ;  and,  being  a 
tangent  to  the  circle  at  the  point  of  contact,  always  acting  at 
right  angles  to  the  lever,  and  consequently  imparting  to  the 
weight  a  uniform  motion.  In  cases  where  force  is  to  be  exerted 
only  iii  one  airection,  as  in  working  a  pump,  the  power  is  ap- 
plied while  the  piston  is  descending  and  drags  up  the  other  end 
of  the  lever.  Here,  in  the  descent  of  the  working  end,  so  small 
a  resistance  is  encountered,  that  it  is  sufficient  to  give  a  slight 
preponderance  to  that  end,  and  it  will  drag  up  the  piston  after 
the  moving  force  is  withdrawn  which  carried  it  down.  But  in 
cases  where  a  continued  force  is  required,  both  in  the  ascent  and 
descent  of  the  piston,  (as  in  most  kinds  of  manufacturing  opera- 
tions,) then  the  flexible  chain,  being  incapable  of  forcing  the 
weight  upward,  is  inapplicable,  but  the  object  is  attained  by 
arming  the  arch  head  with  teeth  that  act  on  rack  voork  in  the 
upper  end  of  the  piston  rod. 

341.  The  knee  joint,  (Fig.  166,)  Fig.  166. 

is- a  contrivance  by  which  a  con- 
stantly   increasing  resistance    is 

overcome  by  a  force  which  acts 

nearly  uniformly.    In  the  figure, 

ve  have  a  representation  of  it  as 

exemplified  in   printing   presses. 

Here,  when  the  platen  (r)  first 

descends  upon  the  sheet,  the  re- 

dstance  is  very  slight,  but  as  the 

kver  by  which  the  press  is  worked 

is  pulled  still  further,  the  resist- 
ance rapidly  increases,  until,  with- 
oat  mechanical  aid,  it  would  re- 
*  quire  a  laborious  and  exhausting 
efTort,  to  render  the  contact  suffi- 
ciently close  to  give  a  perfect  im- 
pression. This  difficulty  is  com- 
pletely obviated  by  means  of  a 
combination  of  levers  resembling 
Ihe  knee  joint,  where  the  efficacy 
of  the  power  is  continually  increased  as  the  levers  approach 
nearer  to  the  same  straight  line  ;  so  that  without  any  additional 
effort  on  the  part  of  the  workman,  the  pressure  is  augmented  a 
thousand  fold.  The  action  of  this  joint  is  exemplified  in  opening 
a  pair  of  compasses,  or  a  Gunter's  scale  which  opens  on  a  joint 
at  the  center.  At  first,  the  thrust  exerted  by  the  ends  is  slight ; 
but  as  the  two  parts  approach  the  direction  of  a  straight  line 

with  each  other,  the  thrust  rapidly  increases,  until  it  becomes 

immensr^ly  groat.* 

*  See  ttu  iible  article  oa  thui  subject  by  Prof.  Fisher,  American  Jotumal  of  ScitncOf 
Y6L  lU,  p.  311. 
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We  shall  conclude  this  chapter  with  a  lew  practical  rules  for 
I  An  construction  and  management  of  machinery,  aelected  chiefly 
I  ^m  Emerson's  Mechanics. 

342.  ir  the  given  power  is  not  ah!e  to  overcome  the  given  re 

I  .Instance  when  directly  applied,  then  we  must  employ  a  longer 
l^me  by  making  the  power  move  over  a  greater  space  than  tho 
I  veight,  in  order  to  make  the  momentum  of  the  power  exceed 
I  tiiat  of  the  weight.     This  is  effected  by  means  of  machinery 
[We  must  consider  that  the  power  must  have  a  momentum  which 
FIb  equal  to  the  amount  of  all  the  resistances  to  be  overcome,  in 
i^er  just  to  sustain  or  counterbalance  the  weight ;  and  to  put 
Mile  machine  in  motion,  a  greater  power  must  he  allowed,  more 
■■^  less,  accorduig  to  the  velocity  with  which  the  machine  is  re- 
lanired  to  move.     The  ratio  between  the  power  and  the  weigljt 
I  &  a  given  machine,  when  in  equilibrium,  may  be  ascertained  by 
observing  the  coffu»ar</(ti"c«/>iices  over  which  they  move  in  a  given 
time  ;  the  power  being  as  much  less  than  the  weight,  as  its  space 
is  greater.     A  due  proportion  between  the  two  must  also  be  ob- 
served ;  for  if  the  machine  or  engine  is  competent  to  overcome 
the  resistance,  and  perform  its  work  in  a  convenient  time,  it  is 
sufficient  for  the  end  proposed ;  and  to  increase  the  power  any 
further,  must  not  only  be  a  needless  expense,  but  the  engine 
would  lose  time  in  working.     If  a  weight  is  to  be  moved  but  a 
little  way,  the  lever  is  the  most  simple,  easj%  and  ready  instru- 
ment.    If  the  weight  be  very  great,  the  common  screw  is  prefer- 
able.    But  if  the  weight  is  to  be  moved  over  a  great  space,  the 
wheel  and  axle,  the  pulley,  or  a  system  of  pulleys,  or  the  endless 
.  screw,  (Fig.  97.)  is  to  be  employed.     When  great  wheels  are 
I  wrought  by  men  or  cattle,  iheir  axes  are  most  advantageously 
I  placed  perpendicularly,  as  in  Figure  154  ;  if  wrought  by  water, 
I  they  are  placed  horizontally. 

343.  But  most  machines  are  combinations  of  some  or  all  of 
I  the  mechanical  powers.     Thus  the  lever  is  combined  with  the 

■crew  in  a  common  press ;  the  wheel  and  axle  with  pulleys  in 
■variousways,and  with  the  endless  screw;  pulleys  are  combined 
I  wilh  pulleys,  and  wheels  with  wheels.  The  wedge  is  the  only 
one  among  the  mechanical  powers,  that  does  not  admit  of  com- 
bination with  others.  In  wheels  with  teeth,  the  number  of  leelh 
that  play  together  in  two  wheels  ought  to  he  prime  to  each  other, 
that  the  same  teeth  may  not  meet  at  every  revolution,  but  us 
seldom  &s  possible.  The  strength  of  every  part  of  a  machine 
onght  to  be  made  proportional  to  the  stress  it  is  to  hear :  and  no 
part  must  be  stronger  or  heavier  than  is  necessary,  for  all  super- 
fluous matter  is  nothing  but  a  dead  weight  upon  the  machine, 
and  serves  foyiothing  but  to  clog  its  motion.  The  accomplislied 
mechanic  contrives  all  the  parts  to  last  equally  well,  so  that 
when  the  machine  fails,  every  part  shall  be  worn  out. 
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944.  Every  machine  ought  to  be  made  of  slh  few  parts,  and  as 
simple  as  possible,  to  answer  its  purpose  ;  not  only  because  the 
expense  of  making  and  repairing  will  be  less,  but  it  will  be  less 
liable  to  get  out  of  order.     Any  useless  motions  also  waste  some 

Srtion  of  the  power.  Uniformity  or  steadiness  of  motion  is  care- 
Hy  to  be  preserved.  All  these  advantages  are  more  easily  at- 
tained in  large  than  in  small  machines.  All  mechanical  errors 
liave  a  less  ratio  to  the  motion  of  the  machine  in  great  machines 
than  in  small  ones,  and  these  will  therefore  work  with  more  uni- 
formity and  exactness,  although,  being  proportionally  weaker, 
(key  are  less  able  to  resist  any  violent  shocks.* 


CHAPTER  V. 

OF  FRICTION. 

946.  Tbb  term  Friction,  in  its  usual  acceptation,  being  gener- 
ally understood,  we  have  already  employed  it  in  the  foregoing 
piges»  but  we  proceed  now  to  inquire  more  particularly  re- 
jecting its  nature,  the  laws  of  its  action,  and  its  efifects  upon 
machines. 

In  investigating  the  mathematical  principles  of  Mechanics,  we 
first  proceed  on  the  supposition  that  the  forces  in  question  act 
without  any  impediments ;  that  the  surfaces  which  move  in  con* 
tact  are  perfectly  polished  and  sufifer  no  friction ;  that  axes  and 
pivots  are  mathematical  lines  and  points ;  that  ropes  are  perfectly 
flexible ;  and,  in  short,  that  the  power  is  transmitted  through  the 
machine  to  the  working  point  without  sustaining  the  least  loss  or 
diminution.  Great  simplicity  is  attained  by  first  bringing  the 
sobject  to  this  ideal  standard  of  perfection,  and  afterward  making 
suitable  allowances  for  all  those  causes  which  operate  in  any 
given  case  to  prevent  the  perfect  action  of  a  machine. 

346.  Surfaces  meet  with  a  certain  degree  'of  resistance  in 
iQoving  on  each  other,  in  consequence  of  the  mutual  cohesion  of 
^  parts,  a  principle  which  has  the  greater  influence  in  any 
given  case  in  proportion  as  the  surfaces  are  smooth.  But  a 
mach  greater  resistance  arises  from  thg  asperities  which  the 
sorfaces  of  all  bodies  have,  though  in  very  difierent  degrees, 
according  to  their  different  degrees  of  smoothness.  An  extreme 
case  is  tnat  of  two  brushes  moving  on  each  other,  the  hairs  of 
which  become  interlaced,  (especially  when  the   brushes  are 

*  Emenoh  i  Meehanict,  4to.  p.  175. 
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pressed  together,)  and  oppose  a  great  resistance.    Even  bodies 
apparently  very  smooth,  as  polished  metals,  exhibit  nnder  the 
microscope  numerous  inequalities.     Under  the  solar  microscope, 
the  finest  needle  exhibits  a  surface  as  rough  as  the  coarsest  iron 
tools  do  when  viewed  by  the  naked  eye.     To  these  inequalities 
of  surface,  is  principally  ascribed  the  friction  of  bodies,  when 
closely  in   contact ;   the   prominent   parts  interlock  with  one 
another,  or  meet,  and  must  be  broken  down  before  the  surfaces 
can  move.     Hence,  friction  is  diminished  by  processes  which 
level  these  inequalities,  either  by  polishing  the  surface,  or  by 
coating  it  with  some  lubricating  substance  which  fills  up  the 
cavities. 

347.  Forces  of  this  nature,  which  act  by  the  resistance  they 
occasion  to  motion,  are  called  passive  forces.  They  produce  very 
different  effects  in  machines  when  in  a  state  of  equilibrium,  and 
in  a  state  of  motion.  In  the  one  case  they  assist  the  power;  in 
the  other  case  they  oppose  it.  Thus,  a  weight  placed  on  an  in- 
clined plane,  will  require  a  less  power  to  support  it  in  consequence 
of  the  friction  of  the  plane  ;  and  a  weight  suspended  by  a  Wfe 
passing  over  a  pulley  will  require  a  less  weight  to  balance  it,  on 
account  of  the  friction  of  the  axle.  But  the  same  passive  forces 
operate  in  just  the  contrary  way  when  a  machine  is  to  be?  put  in 
motion  ;  for  then  a  power  must  be  applied,  which  is  sufficient 
not  only  to  overcome  the  weight  itself,  but  also  the  amount  of  all 
the  resistances.  For  example,  in  order  to  draw  a  load  up  an 
inclined  plane,  we  have  to  overcome  not  only  the  force  of  gravity 
by  which  the  load  endeavors  to  descend  down  the  plane,  but 
also  the  amount  of  the  friction  and  all  the  other  resistances  which 
impede  its  motion,  al:hough  the  load  would  be  kept  from  descend' 
ingy  that  is,  in  a  state  of  equilibrium,  by  a  less  force  in  conse- 
quence of  these  resistances.  The  principle  is  most  strikingly 
observed  in  the  wedge,  where  the  difficulty  of  making  the  wedge 
advance,  is  greatly  increased  by  friction,  but  the  same  canst 
operates  to  prevent  it  from  recoiling, 

348.  Two  philosophers  of  great  eminence  have  severally  pe^ 
formed  an  extensive  series  of  experiments  on  friction,  namelyt 
M.  Coulomb,  member  of  the  Academy  of  Sciences  at  Paris,  ani 
Professor  Vince,  of  the  CTnivensity  of  Cambridge  in  England 
and  iij^on  their  investigations  is  founded  a  great  part  of  all  thai 
is  known  with  precision  resj  ecling  the  laws  of  friction. 

The  forms  under  which  this  sort  of  resistance  presents  itscH . 
are  ehiefly  of  two  kinds,  niimely,  that  of  bodies  slidiiigy  and  of 
bodies  rolling  on  each  other.  To  the  former  of  these  let  us  Eist 
attend.  Exj  eriments  en  the?  fricti(jn  of  sliding  bodies  may  be 
made,  either  by  placing  them  on  a  table,  and  observing  the 
weights  which  they  respectively  require  to  drag  them  along  the 
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wble,  or  by  placing  them  on  an  inclined  plane,  and  observing  at 
what  angle  the  plane  must  be  elevated  in  order  that  the  body 
may  begin  to  slide.  In  the  former  case,  the  table  is  prepared  by 
attaching  a  vertical  pulley  to  one  edge  over  which  a  string  is 
passed,  one  end  being  connected  to  the  body  in  question,  and  the 
other  end  to  a  pan,  like  that  of  a  balance,  for  containing  vvreights. 
From  this  simple  arrangement,  a  great  variety  of  particulars  may 
be  ascertained  respecting  the  friction  of  sliding  surfaces.  A  body 
diaped  like  a  brick,  with  a  broader  and  a  narrower  side,  may  be 
tried  on  each  of  its  sides  separately,  and  thus  it  may  be  seen 
whether,  in  a  given  weight,  the  extent  of  surface  of  contact  makes 
any  difference  ;  the  body  may  be  loaded  with  different  weights, 
and  hence  may  be  learned  the  influence  of  pressure  upon  friction ; 
the  body  may  be  tried  as  soon  as  it  is  laid  on  the  table,  and  after 
lemaining  on  it  for  a  longer  or  shorter  time,  in  order  to  learn 
whether  this  circumstance  alters  the  friction  ;  different  kinds  of 
bodies  may  be  tried,  and  the  influence  of  different  materials  as- 
certained ;  and  finally,  by  dragging  the  body  off  the  table  with 
ditferent  degrees  of  velocity,  the  relation  of  friction  to  velocity 
may  be  investigated. 

819-  From  experunents  like  the  foregoing,  endlessly  varied,' 
file  following  conclusions  were  established : 

(1.)  In  a  given  body,  extent  of  surface  makes  no  difference  in 
regard  to  friction  ;  a  brick  laid  on  its  edge  meets  with  the  same 
resistance  from  this  cause  as  when  laid  on  its  side. 

(2.)  Friction  is  proportioned  to  the  pressure.  If  the  pressure 
of  the  brick  is  doubled  or  trebled  by  laying  weights  upon  it,  the 
amount  of  friction  will  be  increased  in  the  same  ratio. 

(3.)  Friction  is  increased  by  bodies  remaining  for  some  time  in 
coTdact  with  each  other.  In  some  cases  it  does  not  reach  its 
maximum  under  four  or  five  da3's.  This  principle  therefore  af- 
fects slow  motions  much  more  than  such  as  are  rapid.  In  the 
inutual  contact  of  metals,  the  friction  attains  its  maximum  almost 
instantaneously..  But  when  metal  rubs  against  wood,  or  one 
piece  of  wood  against  another,  the  friction  is  always  increased  by 
lasting.  Two  pieces  of  wood  acquire  the  utmost  friction  in  an 
kour  or  two;  while  iron  running  on  oak  will  have  its  friction 
Augmenting  for  five  or  six  days.  The  application  of  a  coat  of 
tallow  seems  to  protract  the  limit  of  friction.  This  limit  is  at- 
tained by  the  greased  surfaces  of  iron  and  copper  in  four  minutes ; 
Vhile  pieces  of  wood,  treated  in  the  same  way,  will  have  their 
friction  gradually  augmented  during  nine  or  ten  days.* 

(4.)  The  friction  is  less  between  surfaces  of  different  kinds  of 
matter,  than  between  those  of  the  same  kind.  (Jopper  slides  on 
copper,  or  brass  on  brass,  with  greater  difficulty  than  copper  on 

•  Leslie,  EL  Nat.  Phil.  I,  225. 
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br€U>s  ;  and  it  is  a  general  rule  never  to  let  two  substances  of  tl 
same  hardness  move  upon  each  other.  To  this  rule  cast  steel : 
said  to  form  the  only  exception  ;  in  other  ceises,  pivots  revoh 
with  less  resistance  on  either  harder  or  softer  substances,  tha 
upon  those  of  the  same  material  with  themselves.*  "When  In 
tween  the  surfaces  of  wood  newly  planed,  the  friction  would  b 
'  equal  to  one  half  the  pressure,  and  when  between  two  metalli 
surfaces  it  would  be  equal  to  one  fourth,  between  the  wood  an* 
metal  it  would  amount  to  only  one  fifth  the  pressure. f 

(5.)  Friction  is  much  greater  at  the  first  moving  of  a  load,  thai 
after  it  is  brought  freely  into  motion.  In  many  instances,  it  i 
reduced,  when  a  body  has  attained  its  final  velocity,  to  less  thai 
one  half  of  what  it  was  at  first.|  With  regard  to  different  dfl 
grees  of  velocity  over  a  given  space,  it  is  a  general  principle,  tha 
the  friction  is  the  same  for  all  velocities ;  that  a  carriage,  for  ex 
ample,  in  travelling  from  one  place  to  another,  would  encounte; 
the  same  resistance  from  friction,  whether  it  performed  the  yMi 
ney  in  one  hour  or  in  ten.  The  amount  of  friction,  howev^,  i 
augmented  in  very  slow  motions,  and  greatly  diminished  in  tboiii 
that  are  very  swift.  In  this  instance,  the  increase  in  the  on 
case  and  the  diminution  in  the  other,  appears  to  have  some  rda 
tion  to  the  principle,  that  the  friction  of  bodies  is  increased  b] 
their  remaining  in  contact.  From  some  observations  of  Pro 
fessor  Playfair,  made  at  the  slide  of  Alpnach,  where  large  fip 
trees  are  carried  with  great  velocity  down  an  inclined  plaM 
eight  miles  in  length,  it  would  appear  that,  in  the  case  of  verj 
great  velocities,  friction  is  not,  according  to  the  common  doctrine 
either  proportioned  to  the  pressure,  or  independent  of  the  vclo- 
city ;  but  that  the  ratio  to  the  pressure  is  greatly  diminished,  aild 
the  actual  resistance  is  far  less  than  at  common  velocitiea 
Thus,  none  but  large  trees  could  descend  the  plane  at  all ;  and 
when  a  tree  broke  into  two  pieces,  the  larger  part  would  pro- 
ceed while  the  smaller  would  stop  ;  and  the  trees  acquired  in 
their  descent  a  rapidity  of  motion,  incompatible  with  the  snp- 
position  that  "  friction  acts  as  a  uniformly  retarding  force,**  whidi 
has  been  considered  as  an  established  principle.^ 

The  foregoing  considerations  are  in  favor  of  rapid  travellingi 
whether  on  common  roads  or  on  railways,  since  the  amount  oi 
the  resistance  is  so  much  less  than  in  slow  movements ;  and  ac* 
cordingly  it  is  said  that  the  great  speed  given  to  stage  coaches 
in  Eno^land,  amounting,  in  some  instances,  to  10  or  12  miles  per 
hour,  has  not  been  attended  with  the  degree  of  exhaustion  to  tke 
teams  that  would  have  been  anticipated.|| 

♦  Allen's  Mechanics,  p.  137.  t  Leslie  t  Leslie,  Nat  Phil.  1, 218. 

§  Playfair's  Works,  Vol.  I,  or  Ed.  PhU  Jour  VI,  345     Also  seo  Nicholson's  Op* 
Mech.  II,  225. 

y  Nich.  Oper.  Mech. 
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V 

rhe  angle  at  which  an  inclined  plane  must  be  elevated, 
that  a  given  bodv  resting  on  it  may  be  on  the  point  of 
s  called  the  angle  of  friction^  or  sometimes  the  angle  of 
Let  ABC  (Fig.  167)  be  the  inclined  plane,  and  let  FD, 

C  Fig.  167. 


to  BC,  represent  the  whole  weight  of  the  body.  FD 
solved  into  FE  perpendicular  to  the  plane,  and  ED  coin- 
dth  it,  ED  will  be  the  force  with  which  the  body  tends 
lown  the  plane,  and,  of  course,  that  which  is  resisted  by 
ion,  and  hence  it  may  be  taken  as  the  representative  of 
ion.  But  ED  is  to  FE  as  BC  to  BA,  or  as  the  height  of 
e  to  the  base,  or  as  the  tangent  of  the  angle  of  friction 
IS.  Consequently,  putting  F  for  the  friction,  P  for  the 
ressure  on  the  plane,  and  a  for  the  angle  of  friction,  then, 

F  :  P  : :  tan.  a  :  rad.  .*.  F=Pxtan.  a ; 
ike  friction  is  always  such  a  part  of  the  entire  pressure, 
loted  by  the  product  of  that  pressure  into  the  tangent  of 
le  of  friction.  This  angle  often  determines  the  figure 
atural  objects  spontaneously  assume.  Hence,  sand  hills 
e  sloping  than  eminences  composed  of  ordinary  mould, 
able  particles  arranging  themselves  in  obedience  to  the 
g  law.     The  angle  of  friction  of  iron  pressing  on  iron, 

to  be  16  degrees.  The  angle  given  to  the  threads  of  a 
B  regulated  on  this  principle.* 

rhe  laws  of  friction  in  rolling  bodies  were  ascertained 
omb,  by  comparing  the  forces  necessary  to  roll  a  cylinder 
table  under  various  circumstances ;  and  by  similar  ex- 
ts,  were  found  the  modes  in  which  friction  takes  place 
s  revolving  on  an  axis.  The  comparative  loss  of  power 
three  cases  is  as  follows : 

of  the  sliding  body  equal  to  |  the  pressure,  or  25  per  ct. 

revolving  do.  15 

rolling      do.  5 

!  case  of  hollow  cylinders  revolving  on  an  axis,  the  lever" 

le  wheel  aids  in  overcoming  friction,  as  has  been  already 

(d  in  Art.  306. 

Friction  wheels,  a  contrivance  by  which  friction  is  dimin- 

•Lodio. 
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ished  in  the  greatest  degree  possible,  owe  their  efficacy  in  pait 
to  the  operation  of  the  same  principle.*     Here  the  axis  of  a 
wheel,  instead  of  revolving  in  a  hollow  cylinder,  or  instead  of 
rubbing  against  a  fixed  surface,  rests,  at  each  of  its  extremities^ 
on  the  circumference  of  two  wheels  placed  close  by  the  side  of 
each  other,  with  their  circumferences  intersecting.     The  axis 
rests  at  the  point  of  intersection,  and  as  it  revolves,  the  wheels 
revolve  with  it  with  the  same  velocity,  and  thus  all  friction  be- 
tween them  and  the  axis  is  prevented  ;  and  what  remains  in  the 
machine  in  consequence  of  the  weight  of  the  w^heels  themselves 
is  transferred  to  the  axles,  and  therefore  (Art.  300)  is  diminished 
in  the  ratio  of  the  diameter  of  one  of  the  wheels  to  that  of  its 
axis.     This  combination  may  be  repeated  by  several  pairs  of 
friction  wheels.     Eight  wheels  would  contiact  the  friction  to  the 
thousandth  part.f 

353.  Other  more  common  metnods  of  diminishing  friction  are, 
by  rendering  the  surfaces  smooth,  by  using  rollers,  and  by  lubri- 
cating the  parts  in  contact.    The   amount  of  friction  in  the 
several  mechanical  powers  is  very  different.     In  the  lever  it  is 
very  small,  especially  when  the  turning  edge  is  of  hardened 
steel,  and  shaped  like  a  knife  or  prism,  and  turns  upon  a  hard 
and  smooth  basis.     The  wheel  and  axle  acting  upon  the  same 
principle  as  the  lever,  occasions  but  little  friction.     The  stiffness 
of  the  cordage,  however,  and  the  friction  of  the  gudgeons^  of 
the  axis,  have  an  effect  in  most  cases  equal  to  about  8  or  10  per 
cent,  of  the  entire  resistance.    The  pulley  is  attended  with  great 
loss  from  this  source.     It  is  rarely  less  than  20  per  cent,  and  often 
exceeds  60.     The  inclined  plane  involves  but  little  friction  when 
bodies  simply  roll  on  it ;  but  when  heavy  bodies  rest  on  axes,  as 
in  wheel  carriages,  the  resistance  from  friction  takes  place  io 
the  same  manner  as  upon  plane  surfaces.    The  trani^rtation 
on  inclined  planes,  as  railways,  is  usually  by  means  of  wheels, 
since  the  resistance  to  sliding  movements  is  too  great  to  pemiit 
the  use  of  them.     The  screw  is  attended  with  a  great  amount 
of  friction.     Those  with  sharp  threads  have  more  than  those 
with  square  threads,  and  the  endless  screw  has  most  of  all.§   In 
both  the  screw  and  the  wedge,  the  friction  evidently  exceeds  the 
resistance ;  otherwise  they  would  not  retain  their  position. 

354.  Friction  is  not,  therefore,  in  all  cases  to  be  considered  a* 
unfavorable  to  the  operation  of  machinery.  It  is,  in  many  ii^ 
stances,  a  highly  useful  force.  Many  structures,  as  those  of  briA 
and  stone,  owe  no  small  part  of  their  stability  to  the  roughness 
of  the  materials  of  which  they  are  composed;  without  this  re* 

*  A  fine  example  of  the  application  of  friction  wheels  is  aeen  in  Atwood's  Machine 

t  lesUe,  EL  Nat  Phil.  I,  233. 

X  Pivots  when  large  take  the  name  of  gudgeons.  }  Emenoo. 
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sistance,  the  screw  and  the  wedge  would  lose  their  efficacy,  and 
vrheeb  coald  not  advance,  nor  could  animals  walk  on  the  ground; 
and  nails  would  lose  their  power  of  binding  separate  parts  to- 
gether. The  art  of  polishing  surfaces  depends  on  the  same 
cause,  and  the  edges  of  most  cutting  instruments  are  saws,  the 
teeth  of  which  are  more  or  less  fine,  and  act  on  a  similar  princi- 
ple. ^Even  in  certain  rotary  motions,  friction,  by  a  rope  or  other- 
wise, becomes  a  moving  force,  and  urges  a  body  in  particular  di- 
rections contrary  to  the  force  of  gravity. 

The  resistance  which  moving  bodies  sustain  from  the  air,  and 
from  water,  will  be  considered  hereafter. 


CHAPTER  VI. 

OF  PROJECTILES  AND  GUNNERY. 

S55.  Early  in  the  17th  century,  Galileo,  a  celebrated  Italian 
philosopher,  established  the  mathematical  theory  of  projectiles, 
as  given  in  the  former  part  of  this  work.  Since  missiles  thrown 
by  instruments  of  warfare  are  among  the  number  of  projectiles, 
these  principles  were  supposed  to  constitute  the  foundation  of 
flie  art  of  gunnery;  and  several  of  the  kings  of  Europe  held 
out  munificent  encouragement  to  experiments  in  this  department 
of  science.*  Galileo  had  indeed  intimated  that  the  resistance  of 
the  air^  (which  is  not  taken  into  the  account  in  the  mathematical 
flieory  of  projectiles,)  might  occasion  some  deviation  in  bodies 
from  the  curve  of  a  parabola ;  but  this  fluid  appears  so  light  in 
comparison  with  the  heavy  metals  of  which  balls  are  made, 
bein£^  10,000  times  lighter  than  lead,  that  for  a  long  time  after- 
ward it  was  totally  neglected. 

356.  About  the  year  1740,  Mr.  Robins,  an  eminent  English 
madiematician,  instituted  a  series  of  experiments  on  gunnery, 
^vhich  showed  that  the  parabolic  theory  of  projectiles  is  so  modi- 
fied by  the  resistance  of  the  air,  as  to  be  wholly  inapplicable  to 
practice.  Experiments  on  the  same  subject  have  since  been  per- 
Ibrmed  by  Count  Rumford,  and  by  Dr.  Hutton  of  the  Royal  Mili- 
tary Acadennr  at  Woolwich,  which  have  confirmed  the  results 
cteiuned  by  Mr.  Robins.  By  the  labors  of  these  several  gentle- 
xnen,  the  parabolic  theory  of  projectiles  has  received  its  proper 
iBodifications. 


•  Robiwn'B  Mech.  PhH.  1, 167. 
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357.  It  is  ascertained,  in  general,  that  projectiles  moving  slowly, 
describe  curves  which  are  nearly  parabolas ;  while  such  as  move 
swiftly,  deviate  very  far  from  this  curve.  Indeed,  the  curve 
which  a  body  moving  with  great  velocity  in  the  air  describes,  is 
80  complicated,  that  the  utmost  resources  of  the  calculos  have 
hardly  been  able  to  investigate  its  nature  ;'  and  it  is  a  remarka- 
ble fact,  that  we  understand  the  motions  of  the  heavenly  bodies 
better  than  we  do  those  of  a  cannon  ball,  and  can  trace  the  path 
of  a  planet  better  than  we  can  that  of  an  arrow.  The  parabolic 
figure  described  in  the  case  of  projectiles  moving  slowly,  may 
be  observed  in  tracing  the  path  of  a  small  stone  thrown  into  the 
air,  and  more  especially  in  the  curves  described  by  jets  of  wateT, 
spouting  upward,  as  in  fountains.  But  when  the  jet  of  water  is 
more  rapid,  and  spouts  at  a  high  angle,  as  45  degrees  for  ex- 
ample, we  can  plainly  see  that  the  curve  deviates  greatly  from  a 
parabola.  The  remote  branch  of  the  curve  is  seen  to  be  much 
less  sloping  than  the  rising  branch  ;  and  even  in  very  great  jets, 
which  are  to  be  seen  in  some  great  water-works,  the  falling 
branch  is  almost  perpendicular  at  its  remote  extremity ;  and  the 
highest  point  of  tne  curve  is  far  from  being  in  the  middle  be 
tween  the  spout  and  the  place  where  the  water  falls.  This  un- 
equal division  of  the  curve  by  its  highest  point  may  also  be  ob- 
served in  the  flight  of  an  arrow  or  a  bomb-shell.f 

358.  The  following  facts  also  show  the  discordance  between 
the  parabolic  theory  of  gunnery  and  experience.  A  cannon  ball, 
fired  in  such  a  direction  and  with  such  a  velocity,  that  its  random 
or  horizontal  range  ought  to  be  24  miles,  comes  to  the  ground 
short  of  one  mile.  The  times  of  rising  and  falling,  if  that  the- 
ory held  good,  ought  to  be  equal ;  but  the  time  of  rising  is  greater 
than  that  of  falling  at  great  elevations,  and  at  small  elevations, 
less  than  that  of  falling.  According  to  the  theory,  the  greates* 
random  is  at  an  angle  of  elevation  of  45  degrees,  (Art.  191,}  t* 

I  is  practice  it  is  found  to  be  much  below  this.  The  greatest  n 
I  dom  of  an  arrow  is  when  the  elevation  is  about  36  or  38  degrc 
[  indeed,  the  angle  for  the  greatest  horizontal  range,  may  be  at  i 
I  degrees  from  45°  to  30"  ;  the  slowest  motions  and  the  larger 

■hot  being  almost  at  45°.  but  gradually  more  and  more  below 
I  fliat  degree  as  the  shot  is  smaller  and  the  velocity  is  greater ;  till 
I  at  length,  with  the  most  rapid  motions  and  the  smallest  shot,  the 

angle  is  little  above  30  degrees.^  The  following  experiments 
t  were  made   in  France  by  Borda,  with  a  24  pounder,  with  the 

game  charge  of  powder  in  each  experiment. 
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Stofftu 

IS^  .            .            .            .            .             1950 

80  •             .             .             .             •             .       2285 

45  •             •             •             .             .             2108 

60  •             .             •             .             .             •       1700 

75  .            .            .            •            •              950 

Whence  it  appears  that  at  the  elevation  of  15  and  75,  the  ran- 
doms, instead  of  being  the  same,  (being  equally  distant  from  45,) 
were  as  the  numbers  1950  and  950.* 

• 

359.  AH  this  discordance  between  theory  and  practice  is  owing 
to  the  resistance  of  the  air,  which,  when  the  projectile  moves 
with  great  velocity,  becomes  enormous.  Nor  will  it  be  difficult, 
on  a  little  reflection,  to  comprehend  the  reason  why  this  resistance 
diould  be  so  great  The  force  with  which  a  projectile  strikes 
the  air  at  rest,  is  the  same  as  that  with  which  the  air  moving 
with  equal  velocity  would  strike  the  body  at  rest.  This,  in  the 
ease  of  a  cannon  ball,  would  greatly  exceed  the  most  violent 
hnnicane.  Again,  as  a  ball  moves  through  the  air,  it  displaces, 
duit  is,  gives  motion  to,  great  quantities  of  air ;  yet  whatever 
motion  it  imparts  to  other  bodies  is  extinguished  in  itself.  The 
loss  of  motion  therefore  increases  very  fast  with  the  velocity.  It 
is  said  to  be  in  general  as  the  square  of  the  velocity :  so  that  a 
body  moving  through  the  air  with  ten  times  the  velocity  of  an- 
other body,  would  encounter  oi^e  hundred  times  as  much  resist- 
ance. In  very  swift  motions,  the  resistance  was  ascertained  by 
Robins  to  be  even  much  greater  than  in  the  ratio  of  the  square 
of  the  velocity. 

880.  The  researches  of  Mr.  Robins  were  made  chiefly  by  the 
aid  of  an  instrument  of  his  own  invention,  called  the  Ballistic 
Pendulum.  It  consists  of  little  more  than  a  large  block  of  wood, 
like  a  log,  suspended  after  the  manner  of  a  pendulum.  Now  if 
a  bullet  be  fired  into  the  block,  as  the  bullet  will  be  stopped,  and 
as  it  imparts  to  the  block  whatever  motion  it  loses,  consequently 
the  momentum  of  the  block,  after  the  stroke,  is  precisely  that  of 
the  baH  before  the  stroke.  Hence  the  weight  of  the  block  and 
flutt  of  the  ball  being  known,  and  the  velocity  imparted  to  the 
Uoek  being  readily  determined  by  observation,  it  is  easy  to  find 
4ie  velocity  of  the  ball ;  for  the  weight  of  the  ball  is  to  the 
^ight  of  the  block,  as  the  velocity  of  the  block  is  to  the  velo- 
tity  of  the  balLt 

*  RobUoQ'i  Meeh.  PhiL  I,  ISa 

tThat  is,  patting;  W,  10,  for  the  weight  of  the  block  and  ball  respeetiyelj,  and 
^*}ibr  their  yeloeities,  then  Wxy=i0Xv,  and  10  :W  : :  V:v.  In  other  ezperi- 
^oAm  ma  thb  sabject,  the  gun  itself  has  sQinetimes  been  kospended  like  a  pendulum, 
*o<{  the  Telocity  of  the  ball  estimated  bj  the  distance  to  whiclShe  gun  recoiled,  tinco 
action  and  reftction  are  equal,  and  in  opposite  directioiia. 
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Example. — On  firing  an  8  pound  cannon  shot  into  a  ballistic 
pendulum  that  weighed  500  pounds,  the  pendulum  was  made  to 
move  over  a  space  of  10  feet  per  second :  What  was  the  velocity 
of  the  ball  7  Ans.  1000  feet  per  second. 

361.  This  simple  apparatus  is  sufficient  for  ascertaining  a 
great  number  of  particulars  relative  to  the  art  of  gunnery.  If 
the  ball  is  fired  nearly  in  contact  with  the  block,  we  find  with 
what  velocity  it  leaves  the  gun ;  if  at  different  distances  from 
the  block,  we  find  how  much  the  velocity  is  retarded  by  passing 
through  the  air,  for  those  distances  respectively.  If  at  a  given 
distance  we  vary  the  charge  of  powder,  we  find  the  respective 
changes  which  the  velocity  undergoes,  and  hence  learn  the  ratio 
that  ought  to  be  observed  between  the  powder  and  the  ball,  in 
order  to  produce  the  maximum  efiect.  The  effects  resulting 
from  variations  in  the  length,  shape,  and  bore  of  the  gun,  are 
also  ascertained  with  equal  facility. 

362.  The  following  are  some  of  the  practical  results  ascer- 
tained by  the  experiments  of  Mr.  Robins,  Count  Rumford,  and  Dr. 
Hutton.  A  musket  ball,  discharged  with  a  common  charge  of 
powder,  issues  from  the  muzzle  of  the  piece  with  a  velocity  be- 
tween 1600  and  1700  feet  in  a  second.*  The  utmost  velocity  that 
can  be  given  to  a  cannon  ball  is  a  little  more  than  2000  feet  pe^. 
second,  and  this  it  has  only  at  the  moment  of  leaving  the  gun. 
In  order  to  increase  the  velocity  from  1600  to  2000  it  requires 
half  as  much  more  powder,  which  involves  a  hazardous  strain 
upon  the  gun,  and  tiie  velocity  will  be  reduced  to  1300  before 
the  ball  has  proceeded  500  yards.f 

363.  Mr.  Robins,  in  the  course  of  his  experiments  on  the  r» 
sistance  of  the  air,  made  a  curious  observation.  In  very  moder- 
ate velocities,  the  retardations  were  nearly  as  their  squares.  As 
the  velocities  were  increased,  the  resistances  increased  at  a  some- 
what greater  rate,  but  with  a  certain  observable  regularity,  till 
the  velocity  exceeded  1100  feet  per  second.  But  when  the  velo- 
city is  increased  from  1100  to  1200,  the  increase  of  resistance  is 
prodigious.  After  this,  the  resistance  goes  on  increasing  nearly 
with  its  former  regularity.  Mr.  Robins  accounts  for  this  singu- 
lar fact  in  the  following  manner.  As  the  ball  rushes  through  the 
air,  the  air  falls  in  behind  it,  being  pressed  in  by  the  weight  of 
the  surrounding  air.  But  the  ball  may  move  so  rapidly  that  the 
air  cannot  instantaneously  fill  up  the  place  left  by  the  balL  b 
this  case  the  ball  is  retarded,  not  only  by  the  resistance  of  the 


*  Space  fallen  through  to  acquire  Uie  velocity  of  1600  feet  per 

Jt.  34,  p.  38,)  =40,000  nearly^ 
t  Robi8on*8  Mech.  Ail  1. 201. 
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air  which  it  displaces,  but  also  by  its  having  the  pressure  of  the 
atmosphere  on  one  side  and  not  on  the  other.  It  is  found  by  cal- 
calation«  that  the  velocity  with  which  air  rushes  into  a  vacuumy 
is  about  1100  or  1200*  feet  per  second  ;  consequently^  it  is  when 
the  ball  is  moving  at  this  rate,  that  it  loses  the  entire  pressure  of 
the  atmosphere  behind  it.f  It  is  remarkable  (says  Dr.  Robison) 
that  this  is  also  nearly  the  velocity  of  sound,  and  there  is  an  obser- 
vation of  this  kind,  which  seems  to  have  some  connection  with 
the  mechanical  fact  observed  by  Mr.  Robins.  If  a  person  stand 
in  such  a  direction  from  a  cannon,  when  it  is  discharged,  that  the 
ball  may  pass  him  at  no  great  distance,  he  will  hear  the  noise 
made  by  the  ball  rushing  through  the  air  at  the  time  of  its  flight, 
and  as  the  ball  approaches  him,  the  noise  should  become  more 
aad.ble.  But  he  will  hear  the  noise  loudest  at  the  very  first,  im- 
mediatelv  following  the  report  of  the  gun  ;  and  after  about  two 
seconds,  he  may  observe  the  sound  change  all  at  once,  and  not 
only  become  more  faint,  but  even  change  its  kind,  after  which 
the  sound  increases  as  the  ball  comes  nearer.  It  seems  highly 
probable  that  this  abrupt  alteration  in  the  sound  takes  place  just 
at  the  time  when  the  resistance  undergoes  such  a  change ;  and 
that  it  is  owing  to  the  diflference  in  the  nature  of  the  undulations, 
when  there  is  a  void  behind  the  ball,  and  when  there  is  not4 

364.  From  the  foregoing  considerations  it  is  inferred  that  great 
charges  of  powder  are  absolutely  useless  in  the  service  of  artillery, 
especially  when  the  distance  of  the  object  is  considerable,  and  that 
a  velocity  exceeding  1100  should  not  be  aimed  at.    The  maxi- 
mum service  charge  is  |  the  weight  of  the  ball.     In  close  naval 
engagements  great  velocities  are  injurious,  for  the  ball  may  then 
pass  through  both  sides  of  the  vessel  without  lodging,  and  the 
number  of  splinters  produced  by  a  ball  in  rapid  motion,  is  much 
less  than  is  caused  by  one  moving  more  slowly.    By  reducing 
the  charge  we  may  also  reduce  the  size  and  strength  of  the  gun ; 
and  hence  guns  are  made  of  smaller  dimensions  now  than  for- 
merly, in  order  to  do  the  same  execution.    The  velocity  with 
which  a  charge  of  powder  expands  itself  at  first,  is  estimated  by 
Hdtton  as  high  as  5000  feet  per  second.§    As  it  expands,  th& 
▼ekx;ity  is  of  course  constantly  diminishing,  but  vnll  exceed  that 
of  the  ball  while  the  latter  is  passing  through  the  barrel  of  the 
^,  and  will  act  as  a  constantly  accelerating  force.    Long  guns 
tferefore  give  to  balls  a  greater  velocity  than  short  ones ;  but  the 
gain  secured  in  this  way  after  a  moderate  length  is  so  small,|| 

*  The  velocity  with  which  air  beptu  to  rash  into  a  Toid,  has  been  estimated  at 
1338  feet.     (See  Cambridge  Mechanics,  p.  377.) 

t  Robins,  Tract  on  Gwmery,  p.  181.  t  Robison's  Mech.  Phil  I,  200. 

t  Hutton,  Tract  37. 

I  The  random,  according  to  Dr.  Hutton,  increases  only  as  the  fifUi  root  of  the 
kagth,  which  is  so  small  an  increase  as  to  amount  to  only  about  a  seventh  part  mora 
Huge  for  a  doable  length  of  gun.    (Hutton,  Tract  37.) 


353  NATURAL  FIIILOBOPUT. 

(there  being  also  some  disadvantages  peculiar  to  long  guna,)  tLS. 
cannon  have  of  late  years  been  much  shortened.  In  Ihe  naval 
service,  carronades  have  been  introduced.  These  are  a  short 
kind  of  gun,  with  small  bore,  requiring  for  a  charge  of  powder, 
only  one  twelfth  the  weight  of  the  ball.  Their  weight  and 
thickness  are  proportionally  reduced,  yet  in  close  action  they 
produce  effects  superior  to  those  of  long  guns.* 

365.  It  has  been  found  that  no  difference  is  caused  in  the  ve- 
locity or  range,  by  varying  the  weight  of  the  gun,  nor  by  the 
use  of  wads,  nor  by  different  degrees  of  ramming,  nor  by  tiring 
the  charge  of  powder  in  different  parts  of  it ;  but  that  a  very 
great  difference  in  the  velocity  arises  from  a  small  degree  in 
the  windage.j  Indeed,  wilh  the  usual  established  windage 
only,  viz.  about  35  of  the  calibre,  no  less  than  between  J  and  J 
of  the  powder  escapes  and  is  lost,  and  as  the  balls  are  often 
smaller  than  the  regulated  size,  it  frequently  happens  that  half 
the  powder  is  lost  by  unnecessary  windage.J  To  this  cause 
also,  namely,  too  great  windage.  Dr.  Hutton  ascribes  a  great  part 
of  the  sideways  deviation  of  a  ball ;  since,  if  in  passing  through 
the  barrel  of  the  gun,  it  is  knocked  from  side  to  side,  it  will  finally 
take  the  last  direction  which  it  happened  to  have  at  the  muzzle 
of  the  gun. 5  Another  cause  of  this  deviation  from  the  line  of 
direction,  arises  from  a  want  of  perfect  sphericity  in  the  ball,  by 
which  means  the  two  sides  do  not  meet  with  equal  resistance. 
Rifles  owe  their  superiority  over  common  guns,  chiefly  to  their 
obviating  this  deviation.  They  have  a  spiral  groove  cut  in  their 
bore,  making  about  a  turn  and  a  half  in  the  whole  length  of  the 
barrel.  The  ball,  which  is  made  to  fit  close  to  avoid  too  great 
windage,  has  a  corresponding  motion  impressed  on  it,  which  it 
retains  after  it  leaves  Ihe  gun,  continuing  to  revolve  around  the 
line  of  direction.  Whatever  inequalities,  therefore,  may  exist  in 
the  ball,  their  effects  are  neutralized,  by  their  being  first  on  one 
side  and  then  on  the  other  of  this  line, 

366.  Wlien  a  ball  is  projected  from  a  piece  of  ordnance  at  a 
small  angle  of  elevation,  and  falls  upon  water,  or  on  a  plane  of 
hard  earth,  its  flight  will  not  cease,  but  it  will  rise  again  and  de- 
scribe a  second  curve  similar  to  the  first,  hut  less ;  and  it  will 
continue  to  rebound,  until  the  whole  of  its  projectile  velocity  is 
destroyed.  This  species  of  firing  is  called  Ricochet.  It  is  applied 
with  great  advantage  from  sea-coast  batteries  upon  shipping,  and 
in  the  attack  of  fortresses.  The  pieces  are  fired  with  small 
charges  of  powder  and  elevated  only  from  3  to  6  degrees.     The 

■  itiDvick,  Headi  of  Lcclurei.  in  Literary  and  Sciealific  Repos.  IV.  981. 
t  By  ninduge  it  meutt,  the  difleience  between  (ha  diameter  of  the  ball  and  thtt  <f 
ttebonoftbeKUO.  >H 

~     t  Hatton,  Tncl  3,  355.  ^  Hutton,  Tract  38,  Prab.  4.  ^H 
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"Word  signifies  duck  and  drake,  or  rebounding ;  because  the  ball  or 
shot  thus  discharged,  goes  bounding  and  rolling  along,  killing  or 
destroying  every  thing  in  its  way,  like  the  bounding  of  a  flat  stone 
along  the  surface  of  water  when  thrown  almost  horizontally.* 


CHAPTER  Vn. 

APPUCATIONS  OF  THE  PENDULUM. 

367.  The  pendulum  has  three  most  important  and  interesting 
uses,  viz.  as  affording  a  measure  of  time,  the  means  of  determin- 
ing the  figure  of  the  earth,  and  a  standard  of  weights  and  meas- 
tares. 

368.  Time  is  any  portipn  of  indefinite  duration,  from  which  it 
may  be  considered  as  separated,  sCs  a  given  number  of  yards  of 
clou  are  measured  off  from  a  piece  of  unknown  length.  For 
die  measure  of  time  we  may  employ  any  instruments  or  marks 
diat  divide  it  into  equal  portions.  The  period  occupied  by  a 
given  quantity  of  sand  in  running  through  a  funnel,  as  in  the 
hour-glass — tne  successive  intervals  through  which  the  surface  of 
a  column  of  water  descends  while  discharging  itself  by  an  aper- 
ture in  the  bottom  or  side  of  the  vessel — the  beats  of  the  hand, 
as  in  music,  or  even  the  pulsations  of  the  wrist,  are  so  many  dif- 
ferent modes  of  measuring  time.  But  as  the  intervals  measured 
by  any  of  these  modes  are  not  perfectly  uniform,  and  as  they  are 
incapable  of  that  minute  subdivision  which  is  sometimes  required, 
none  of  them  is  adapted  to  the  purposes  of  the  astronomer,  who 
seeks  by  this  method  to  estimate  the  motions  of  the  heavenly 
bodies,  or  of  the  mariner,  who  depends  on  his  time-piece  for  the 
means  of  ascertaining  his  longitude  at  sea. 

369.  The  adaptation  of  the  pendulum  to  the  measuring  of  time. 
Was  first  noticed  by  Galileo  on  observing  the  vibrations  of  a  lamp 
saspended  from  the  ceiling  of  a  church.  The  theoretical  doc- 
trines of  the  pendulum  revealed  the  fact,  that  all  the  vibrations 
of  a  pendulum  of  given  length,  are  performed  in  nearly  equal 
times,  and,  when  made  to  move  in  the  arc  of  a  cycloid,  (Art. 
180,)  in  times  that  are  exactly  equal.  Hence  the  pendulum 
becomes  a  measure  of  time.  Galileo,  indeed,  used  this  instru- 
ment by  itself,  counting  the  number  of  its  vibrations ;  but  Huy- 
gens,  an  astronomer  of  Holland,  first  connected  it  with  clock- 

•  Hutton*8  Math,  and  Phil.  Diet,  II,  374. 
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work,  by  which  its  motions  are  indefinitely  continued,  more  pre- 
cisely regulated,  and  the  number  of  its  vibrations  exactly  regis- 
tered. Pendulums  are  usually  made  of  such  a  length  as  to  beat 
seconds,  or  to  indicate,  at  each  vibration,  the  jjjw  part  of  a 
mean  solar  day ;  but  as  the  period  occupied  by  the  passage  of  a 
star  from  the  meridian  round  to  the  same  meridian  again  (called 
a  sidf^real  day)  is  less  than  that  occupied  by  the  sun,  so  the  pen- 
dulum regulated  to  solar  time,  may,  by  being  shortened  a  little, 
be  made  to  indicate  the  corresponding  aliquot  parts  of  a  sidereal 
day.  Since,  moreover,  the  times  of  vibration  are  as  the  square 
roo  s  of  the  lengths,  (Art.  181,)  a  pendulum  may  be  made  to  beat 
half-seconds  by  being  made  only  one  fourth  the  length  of  the 
seconds  pendulum,  or  to  beat  once  in  two  seconds  by  making  it 
four  times  as  long. 

370.  As  the  vibrations  of  the  pendulum  in  circular  arcs  are  not 
exactly  equal  to  each  other,  it  has  been  attempted  to  make  it  vi- 
brate in  the  arc  of  a  cycloid,  (Art.  179 ;)  but  the  practical  difficul- 
ties involved  in  making  the  pendulum  rod  adapt  itself  to  the 
cheeks  of  a  cycloid  are  so  great,  that  this  method  has  been  aban- 
doned in  practice,  and  is  at  present  regarded  only  as  a  theoretical 
curiosity.  Where  the  arcs  of  vibration  are  very  small,  they  will 
not  differ  sensibly  from  portions  of  a  cycloid,  and  the  times  of 
vibration  may  without  sensible  error  be  considered  as  equal.  In 
cases  where  extreme  accuracy  is  required,  the  exact  allowance, 
mathematically  determined,  may  be  applied  to  vibrations  per- 
formed in  circular  arcs  to  reduce  them  to  the  corresponding 
vibrations  in  a  cycloid  ;  and  a  still  further  allowance  may  be 
made  for  the  resistance  of  the  air,  so  as  to  make  the  vibrations 
correspond  to  such  as  they  would  be  if  performed  in  a  vacuum. 

371.  The  cycloid  is  the  curve  of  swiftest  descent ;  that  is,  a 
body  will  descend  from  a  given  height  in  less  time  on  this  than 
on  any  other  curve,  or  even  than  on  an  inclined  plane.  This 
proposition,  in  general,  is  demonstrated  by  the  aid  of  the  calculus ; 
but  the  cycloid  may  be  readily  compared  with  the  inclined  plan^ 
by  experiment,  as  in  the  annexed  figure,  where  two  balls  let  off 
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at  the  same  instant  by  raising  a  joint  at  the  top  of  «the  figure^ 
roll  down  the  plane  and  the  curve  respectively.  The  ball  reaches 
the  bottom  soonest  by  way  of  the  curve.  The  velocily  acquired 
at  first  by  a  direction  more  nearly  perpendicular,  more  than 
compensates  for  the  greater  length  of  the  course. 

Moreover,  if  both  the  balls  be  let  off  at  any  different  heights 
on  the  cycloid,  they  will  reach  the  lowest  points  at  the  same 
instant,  since  it  is  a  property  of  this  curve,  that  the  accelerating 
force  at  any  point  in  it  is  proportional  to  the  distance  of  that 
point  from  the  lowest  point ;  consequently,  the  upper  ball  being 
urged  by  a  force  as  much  greater  as  its  distance  is  greater, 
reaches  the  bottom  at  the  same  instant  with  the  lower  ball. 
On  the  same  principle  the  pendulum  performs  all  its  vibrations 
in  a  cycloid  in  equal  times. 

372.  The  pendulum  is  liable  to  some  sources  of  inaccuracy, 
which  it  has  cost  much  labor  and  skill  to  obviate.  The  rod  and 
bulb  are  both  subject  to  expand  by  heat  and  contract  by  cold. 
In  the  former  case  the  center  of  oscillation  (Art.  170)  is  carried 
too  far  from  the  center  of  motion,  that  is,  the  pendulum  becomes 
too  long,  and  the  clock  goes  too  slow ;  in  tne  latter  case,  the 
pendulum  being  shortened,  the  clock  goes  too  fast.  With  a  pen- 
dulum having  an  iron  rod.  a  difference  of  temperature  of  25  de- 
fprees  would  make  a  difference  of  six  seconds  in  24  hours  in  the 
rate  of  the  clock.* 

Pendulums  so  constructed  as  to  remedy  these  defects  arising 
from  change  of  temperature,  are  called  Compensation  Pendu- 
lums, The  general  principle  of  these  instruments  is  as  follows : 
we  connect  wilh  the  pendulum  rod,  some  substances  which  are 
made  to  expand  or  contract  in  a  direction  opposite  to  that  in 
which  the  rod  itself  contracts  or  expands,  and  thus  maintains  the 
center  of  o.-icillation,  at  a  uniform  distance  from  the  center  of  sus- 
pension. The  length  of  the  theoretical  or  simple  pendulum,  it 
may  be  remarked,  depends  wholly  on  the  distance  between  these 
two  points,  and  not  upon  the  length  of  the  pendulum  rod.  If 
then  we  make  the  pendulum  rod  of  one  kind  of  meal,  as  steel, 
and  connect  with  the  bulb  another  kind  of  metal,  as  brass,  which 
is  expanded  more  by  the  same  amount  of  heat,  a  less  length  of  the 
latterexpanding  upward,  will  compensate  for  a  greater  leng.h  of 
the  former  expanding  downward,  and  the  center  of  oscillation  will 
be  kept  at  the  same  constant  distance  from  the  center  of  suspen- 
sion. Now  it  is  found  by  experiment  that  the  lengths  of  these 
substances,  which  are  equivalent  to  each  other,  are  as  1  :  .(lOOl, 
or  as  100  :  01  nearly.  Therefore,  if  we  connect  01  inches  of  brass 
with  hO  inches  of  steel,  the  former  so  arranged  as  to  expand 
upward  while  the  latter   expands  downward,  we  shall    have 
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tbe  eartli,  wben  tlie  force  of  gravity  is  ascertained  at 

lUmbcir  of  places  remote  from  each  other,  a  comparison 

obaervaiions  indicates  the  respective  distances  of  these 

from  the  center  of  the  earth,  and  of  course,  when  the  ob- 

loQS  are  sufficiently  multiplied,  they  indicate,  collectively, 

of  the  earth., 
lerefore,  one  were  to  start  from  the  equator  with  a,  pendu* 
Icb  there  vibrated  seconds,  and  should  proceed  with  it  to 
iTth  pole,  and  there  count  the  number  o\'  vibrations  it  would 
in  an  hour,  he  might  thus  ascertain  the  respective  forces 
ra\'ity  at  those  two  points,  and  hence  learn  the  ratio  between 
.  equatorial  and  polar  diameters.  For,  according  to  Art.  183, 
1  number  of  Vibrations  performed  by  a  pendulum  in  any  given 
tc,  are  as  ihe  square  roots  of  the  forces  of  gravity.  Although 
Xxight  be  convenient,  were  it  practicable,  to  derive  the  ratio 
tween  the  equatorial  and  polar  diameters  of  the  earth  directly 
tfti  observations  made  at  these  two  points,  yet  as  that  cannot 
1  done,  we  can  only  obtain  the  law  of  curvature,  and  hence 
rtve  the  figure  of  the  earth,  by  observations  made  in  many  dif- 
tent  latitudes.  Such  observations  have  been  made  with  the 
■eatest  accuracy  by  Kater,  Sabine,  and  others ;  and,  although 
e  result  shows  that  the  figure  of  the  earth  is  that  of  an  oblate 

Sberoid,  yet  the  difference  between  the  two  diameters,  or  the 
'iptieiti/  as  it  is  technically  called,  is  somewhat  greater  when 
Blerniined  by  the  pendulum,  than  when  estimated  by  measuring 
ke  length  of  the  respective  degrees  of  the  meridian  from  the 
[jualor  to  the  pole.  By  a  comparison  of  a  great  number  of 
Bndalum  experiments,  Baily,  an  English  astronomer,  makes  the 
LUpticity  of  the  earth  jVt  ^^  '^^  equatorial  diameter,  while 
hat  derived  from  a  similar  comparison  of  measures  of  the  me- 
idian,  is  y^  j.  Hence,  the  pendulum  would  lead  us  to  the  con- 
ilusioQ  that  the  diameter  of  the  earth  when  taken  through  the 
equator  is  about  34  miles  greater  than  when  taken  from  pole  to 
pole,  while  actual  measurements  would  make  the  same  excess 
Bbout  26  miles.* 

Measurements  of  arcs  of  the  meriian,  made  for  the  express 
pmpose  of  determining  the  true  figure  of  the  earth,  have  been 
executed  with  an  astonishing  degree,  of  accuracy,  in  various 
eoantries,  and  in  different  latitudes,  from  the  equatorial  regions 
to  points  within  the  Arctic  circle.  By  these  means,  the  nature 
o(  th&  curve  that  encompasses  the  earth  would  be  a.sceriained, 
kni]  tlie  figure  of  the  earth  determined.  The  combined  result 
if  all  these  measurements  is  as  already  stated. 

375.  A  third  important  application  of  the  pendulum  is,  (a  a 
tatvtard  nf  liitear  measures. 
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In  order  to  insure  confidence  in  business  transactions,  it  is  veij 
essential  that  the  weights  and  measurei^  employed,  should  be 
and  remain  of  a  certain  known  amount  or  length, — a  condition 
which  cannot  be  attained  otherwise  than  by  adapting  them  to  a 
fixed  and  invariable  standard.    To  fix  on  such  a  standard  is  a 
matter  of  more  difiiculty  than  would  at  first  be  imagined.    AH 
things  on  the  face  of  the  earth  are  more  or  less  subject  to  change, 
not  only  the  works  of  man,  but  even  those  of  nature.     The  ele- 
ments decompose  or  wear  down,  in  time,  the  hardest  rocks.    la 
ancient  times,  the  standards  of  weights  and  measures  were  de- 
rived from  the  parts  of  the  human  body ;  as,  a  lumfTs  breadi, 
a  cubitf  a  digit,  &c.    The  English  linear  measures  were,  for  a 
long  time,  referred  to  the  length  of  a  yard-stick  taken  firom  tlie 
length  of  the  arm  of  Henry  the  Vllth,  and  preserved  in  tike 
tower  of  London.*    Of  the  defectiveness  of  such  a  standard,  it 
is  suflicient  to  mention  the  impossibility  of  verifying  it  after  the 
death  of  the  king.    The  idea  of  standards  involves  two  condi- 
tions that  are  indispensable, — the  constancy  of  the  thing  itself 
and  the  power  of  verification,  should  any  change  in  it  even  be 
suspected.     These   conditions   are   secured  by  connecting  the 
standard  with  the  immutable  laws  of  nature.    In  the  year  170(^ 
the  French  government  undertook  to  efiect  a  complete  change 
in  the  weights  and  measures  in  use  throughout  the  world,  and 
to  derive  an  unalterable  standard  from  the  dimensions  of  the 
earth  itself.    For  this  purpose,  they  undertook  (he  determinaticm 
of  the  exact  length  of  a  quadrant  of  the  meridian,  extending  from 
the  equator  to  the  North  Pole.     A  certain  aliquot  part  (the  ten 
millionth)  of  this  they  denominated  a  metre,  which  was  to  be 
the  unit  of  all  linear  measures.     The  square  of  tliis  furnished 
a    measure   of   surfaces   and  the   cube   a  mectsure  of  solidf» 
Measures  of  weight  were  derived  from  the  weight  of  a  certain 
volume  of  water. 

376.  We  may  exemplify  the  precautions  necessary  in  order  to 
make  the  pendulum  an  accurate  standard  of  measures,  by  review- 
ing the  conditions  under  which  it  is  adopted  as  a  standard  in  the 
slate  of  New  York. 

The  standard  is  the  penflulum  vibrating  seconds,  in  a  cycloidal 
arc,  and  in  a  vacuum,  in  Columbia  College  in  the  city  of  New 
York.  The  vibrations  are  required  to  be  in  a  cycloidal  arc,  be- 
cause those  performed  in  circular  arcs  are  not  absolutely  unifonn* 
}5ut  the  vibrations  performed  in  circular  arcs  may  be  reduced  to 
the  corresponding  cycloidal  arcs  upon  mathematical  principles 
As  the  resistance  of  the  air  might  be  unequal  at  difierent  timeSi 
such  an  allowance  must  always  be  made  for  this,  as  will  neutral- 
ize its  effect.     A  particular  spot  is  designated,  because  local 
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Blues  have  some  influence  upon  the  vibrations  of  the  pendu- 
im. 

The  unit  of  linear  measures  is  the  yard^  which  is  of  such  mag- 
[tnde  as  to  bear  to  the  pendulum  the  proportion  of  1  to  1.086158. 
nme  have  proposed  to  make  the  seconds  pendulum  itself  the 
lit  of  linear  measures,  and  to  make  all  other  measures  of  length 
irts  and  multiples  of  this ;  but  it  is  thought  advisable  to  retain 
ue  conmion  measures  to  which  the  habits  of  society  are  adapted, 
^termining  their  exact  amount  by  referring  them  to  this  in- 
iriable  standard.  The  usual  subdivisions  of  the  yard  into  feet. 
iches,  and  so  on,  remain  as  they  are.  The  standard  temperature 
r  the  standard  yard-stick,  is  that  of  melting  ice.  It  is  necessary 
I  attend  to  this  circumstance,  because  all  bodies  are  expanded 
J  heat  and  contracted  by  cold,  so  that  the  yard-stick  is  of*  a 
niform  length  only  at  a  given  temperature. 
The  unit  of  measures  of  voeight  is  the  avoirdupois  pound,  of 
ich. magnitude  that  a  cubic  foot  of  pure  water,  at  its  maximum 
Bnsity,*  shall  weigh  1000  ounces,  or  62^  pounds. 
The  unit  of  dry  measures  of  capacity  is  the  gallon,  a  vessel  of 
ich  magnitude  as  to  hold  exactly  10  lbs.  of  pure  water,  at  its 
laximum  density.  The  bushel  therefore  holds  80  lbs.  The 
nit  of  liquid  measures  is  also  a  gallon,  containing  eight  pounds 
r  distilled  water ^  at  its  maximum  density.f 
The  government  of  the  United  States  has  adopted,  for  the 
ifferent  standards,  the  following  bases. 

Standard  of  Length.  The  yard  of  3  feet  or  36  inches,  from 
le  scale  of  Troughton,  which  is  a  brass  scale  of  82  inches,  made 
y  a  celebrated  English  artist  for  the  survey  of  our  coast.  Hence 
iie  }'ard  adopted  as  the  standard,  is  identical  with  the  British 
nperial  standard. 

Standard  of  Weight.  The  troy  pound,  containing  5762.38 
grains,  used  as  a  standard  at  the  mint  of  the  United  States. 

Standard  of  Dry  Measure.  The  British  Winchester  bushel 
)f  2150.4  cubic  inches,  equal  to  77.6274  pounds  of  distilled  wa- 
ter, at  the  maximum  density. 

Standard  of  Liquid  Pleasure.  The  English  wine  gallon  of 
331  cubic  inches,  equal  to  8.339  pounds  advoirdupois  of  distilled 
Water,  at  the  maximum  density.f 

'  Water  expands  as  its  tcmperatnre  rises  above  or  falls  below  a  certain  point ; 
kboQt  40^  of  Fahrenheit.  Hence  the  necessity  of  employing  it  as  a  standard  at  its 
■utmifm  density. 

t  See  an  able  view  of  the  applications  of  the  Pendulum  in  Renwick's  Mechanics. 

t  North  Amcr.  Rev.  for  1837,  p.  290. 
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PART   ra. HYDROSTATICS. 


877.  The  principles  of  Mechanics  demonstrated  and  explaio* 
ed  in  the  foregoing  pages,  are  universal  in  their  application,  ex- 
tending alike  to  all  bodies,  whether  solid  or  fluid.  But  in  addi- 
tion to  those  properties  which  fluids  have  in  common  with  solids, 
and  which  bring  them  under  the  general  laws  of  Mechanics,  thej 
have  also  properties  peculiar  to  themselves,  and  which  give  riae 
to  a  distinct  class  of  mechanical  principles,  not  applicable  to 
solid  bodies.  These  are  embraced  under  the  heads  of  Hydro- 
statics and  Pneumatics,  the  former  division  comprising  the  doc- 
trine of  liquids,  and  the  latter  that  of  aeriform  bodies  or  gtfses.* 

In  Mechanics,  after  having  ascertained  a  few  fundamental 
principles  by  experiment  and  observation,  the  superstructure  is 
raised  chiefly  by  mathematical  reasoning,  and  thus  the  great 
body  of  truths  in  that  science  are  established ;  but  in  Hydrostotics^ 
and  the  other  subjects  of  Natural  Philosophy  which  follow,  m 
are  much  more  dependent  on  experiment^  which  frequently  afiiads 
us  more  satisfactory  evidence,  than  we  can  obtain  by  the  appli- 
cation of  abstract  mechanical  principles. 

378.  A  FLUID  is  a  body  whose  particles  move  easily  among  them' 
selves,  and  yield  to  the  least  force  impressed;  and  whichj  when  that 
force  is  removed,  recovers  its  previous  statcf 

In  accordance  with  the  example  of  Sir  Isaac  Newton,  which 
has  been  followed  by  most  writers  on  Hydrostatics,  "we  have  in- 
troduced the  foregoing  deflnition  of  a  fluid.  Although  the  best 
perhaps  that  the  subject  admits  of,  yet  it  is  not  very  discrimina- 
ting, since  such  substances  as  quicksand,  or  the  powder  of  mag- 
nesia, have  their  particles  as  movable  as  those  of  tar  or  syrup, 
while  yet  the  former  are  solid  and  the  latter  fluid  bodies.  The 
fact  is,  that  no  definition  can  be  given  of  a  fluid  which  would 

,  I u^ — ^ 

*  Tn  pome  treatises  these  subjects  are  distributed  under  the  heads  of  Hydrostatici 
and  Hydrodynamics,  the  former  comprehending  the  mechanical  properties  of  floidi 
at  rest,  and  the  latter  those  of  fluids  in  mution.  In  other  works,  what  relates  to 
liquids  or  iion-clu.-tic  iluids,  is  divided  into  Hydrostatics  and  Hydraulics,  (the  Utter 
donotin£r  the  mechanical  powers  and  agencies  of  nmningr  water  and  of  inachiiMf 
carried  by  water,)  and  Pneumatics.  The  most  scientific  division  is  that  adopted  in 
the  Ediiiburph  Encyclopopdia,  where  the  term  Hydrodynamics  (from  TiJf  tad 
Aviafiti]  is  u.scd  lo  denote  in  y^ueral  the  mechanical  powers  and  agencies  of  Buidif 
and  this  head  is  divided  into  the  two,  Hydrostatics  and  Hydraulics.  Pneumatics  it 
treated  of  in  a  separate  article.  But  we  prefer  to  follow  the  example  of  those  wbB 
arrange  these  subjects  under  the  two  heads  specified  in  the  text 

t  Vince. 
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convey  to  one  unacquainted  with  these  bodies  any  adequate  idea 
of  the  dbtinction  between  them ;  and  it  may  be  doubtful  whether 
any  better  definition  can  be  given  of  a  fluid,  than  that  it  is  a 
generic  term,  comprehevding  liquids  and  gases,  while  liquids  are 
defined  to  be  bodies  in  the  form  of  water,  and  gases  bodies  in  the 
form  of  air.  The  property  included  in  thr  definition  of  Profes- 
sor Vince,  which  we  have  copied,  namely,  that  a  fluid  when  dis- 
turbed by  any  force  impressed  recovers  itself  is  as  characteristic 
of  this  class  of  bodies  as  the  mobility  of  their  parts. 

ffince  water,  wind,  and  steam,  are  the  only  fluids  that  are 
usaally  employed  as  mechanical  agents,  the  doctrines  of  Hydro- 
statics and  Pneumatics  have  regard  chiefly  to  them ;  but  the 
principles  established  respecting  these,  are  applicable  also  to  all 
analogous  bodies. 

379.  It  has  been  usual  to  denominate  liquids  and  gases  re- 
spectively non-elastic  and  elastic  fluids,  on  the  supposition  that 
water  and  other  liquids  are  nearly  or  quite  incompressible.    An 
experiment  performed  by  the  Florentine  academicians,  as  long 
ago  as.  1650,  seemed  to  prove  that  water  is  wholly  incompressible. 
niey  filled  a  hollow  ball  of  gold  with  water,  aiid  subjected  it  to 
a  strong  pressure.*    The  water,  not  yielding  to  the  compression, 
oozed  through  the  pores  of  the  gold.    Considering  the  great  den- 
sity and  compactness  of  this  metal,  the  experiment  was  for  a  long 
tiine  held  as  proving  decisively  that  water  is  wholly  incompressi- 
ble.    Although  this  experiment  shows  that  water  is  compressed 
\rtth  great  difficulty,  yet  later  experiments  have  proved,  that  it 
is  still  capable  of  compression.     The  most  decisive  evidence  of 
tliis  point  has  been  recently  afforded  by  the  experiments  of  Mr. 
Perkins.     It  had  been  previously  ascertained  that  by  a  pressure 
equivalent  to  that  of  the  atmosphere,  or  about  fifteen  pounds  to 
the  SGuare  inch,  water  is  compressed  about  one  part  in  twenty- 
two  thousand.     Mr.  Perkins,  by  methods  to  be  described  here- 
tfter,  applied  successive  degrees  of  pressure  up  to  that  of  two 
thousand  atmospheres,  or  80,000  pounds  to  the  ij^uare  inch,  and 
found  the  contraction  of  volume  to  be  nearly  one  twelfth  of  the 
whole. 

With  these  preliminary  remarks,  we  may  now  enter  upon  the 
immediate  consideration  of  the  principal  subject  before  us. 


*  Tlie  method  of  applyinff  the  preisare  is  said  to  have  been  by  means  of  a  screw 
Wkiag  tbroagh  a  water-tiflrht  joint. — Partington,  As  the  screw  was  forced  into 
fti  water,  the  latter  must  either  be  compreaied  or  make  its  escape  from  the  balL 
(Alt  2.)  An  easier  mode  of  applying  the  pressure  would  have  been,  to  put  the  baO 
te  a  Tise  and  flatten  it,  by  wluch  its  capacity  would  have  been  diminished. 
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CHAPTER  I. 

OF  UQUIDS  OR  NOX-ELASTIC  FLUIDS  AT  REST  OR  IN  EQUI- 
LIBRIUM. 

380.  Hydrostatics  is  that  branch  of  Natural  Philosophy  tdUci 
treats  of  the  meclianical  properties  and  agencies  ofiAOjJwe. 

381.  Fluids  at  rest  press  equally  in  all  directions. 

A  point  in  a  mass  of  fluid,  taken  at  any  depth,  exerts  and  sos* 
tains  the  same  pressure  in  all  directions,  upward,  downward^ 
or  laterally.  This  is  the  most  remarkable  property  of  fluids^  and 
is  what  particularly  distinguishes  them  from  solids,  which  press 
only  downward,  or  in  the  direction  of  gravity.  This  property 
naturally  results  from  the  freedom  of  motion  that  subsists  betwera 
the  particles  of  fluids  ;  for  if,  when  a  fluid  is  at  rest,  the  presson 
on  any  given  portion  were  not  equal  in  all  directions,  that  portioii 
would  move  in  the  direction  in  which  the  resistance  was  least 
But  by  the  supposition  it  does  not  move :  therefore  it  is  kept  at 
rest  by  equal  and  contrary  forces  acting  on  all  sides.  But  the 
most  satisfactory  evidence  of  this  truth  is  obtained  from  experi- 
ments. On  opening  an  orifice  in  the  side  of  a  vessel  of  water* 
and  estimating  the  force  with  which  the  water  issues,  it  is  faimd 
to  be  equal  to  the  weight  of  the  incumbent  fluid ;  and  the  upward 

Eressure  of  water  at  a  certain  depth  is  found  to  sustain  the 
eaviest  bodies  when  exposed  to  its  action  alone,  the  column 
above  the  bodies,  and  of  course  the  downward  pressure,  being 
removed. 

382.  A  given  pressure  or  blow  impressed  on  any  povikm  rf  a 
mass  of  water  Sbnfined  in  a  vessel,  is  distributed  equally  through 
all  parts  of  the  mass. 

A  given  pressure,  as  that  made  by  a  plug  forced  inward  tapon 
a  square  inch  of  the  surface  of  a  fluid  confined  in  a  vessel,  is  sud- 
denly communicated  to  every  square  inch  of  the  vesseFs  surface^ 
however  large,  and  to  every  inch  of  the  surface  of  any  body  im- 
mersed in  it.  Thus  if  I  attempt  to  force  a  cork  into  a  vessel  foil 
of  water,  the  pressure  will  be  felt  not  merely  by  the  portion  of 
the  water  directly  in  the  range  of  the  cork,  but  by  all  parts  of 
the  mass  alike  ;  and  the  liability  of  the  body  to  break,  supposing 
it  to  be^f  uniform  strength  throughout,  will  be  as  great  in  one 
place  as  in  another,  and  it  will  break  at  the  point  where  it  bap- 
pens  to  be  the  weakest,  however  that  point  may  be  situated  rela- 
tively to  the  place  where  the  cork  is  applied ;  and  the  eSect  will 
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be  the  same  whether  the  stopper  be  inserted  at  the  top,  the  bot- 
tom, or  the  side  of  the  vessel. 

383.  It  is  this  principle  which  operates  ^-  170. 

wiUi  each  sstonishing  effect  in  tbe  Ht/- 
drottatic  Press,  by  means  of  which  a 
■ingle  man  can  exert  a  force  which  is 
adequate  to  crush  the  hardest  substances, 
or  to  out  in  two  the  largest  bars  of  iron.* 
Its  constnictioQ  is  as  foliow8.t  Fig.  170,  < 
represents  a  press  made  of  tbe  strongest 
timbers,  the  loundation  of  which  is  com- 
mouly  laid  in  solid  masonry.  AB  is  a 
small  cylinder  in  which  moves  the  piston 
of  a  forcing  pump,  and  CD  is  a  large  cylinder  in  which  also 
moves  a  piston,  having  the  upper  end  of  its  rod  pressing  against 
a  movable  plank  E,  between  which  and  tbe  large  beam  above  is 
placed  tbe  substance  to  be  subjected  to  pressure,  as  for  example  a 
pile  of  oew-bound  books.  By  the  action  of  the  pump  handle,  water 
is  raised  into  the  small  cyUnder,  and,  on  depressing  the  piston, 
it  is  forced  through  a  valve  at  B  into  the  larger  cylinder  and 
raises  the  piston  D,  which  expends  its  whole  force  on  tbe  bodies 
confined  at  E.  Now,  since  whatever  force  is  applied  to  any  one 
{rartion  of  tbe  fluid,  extends  alilce  to  every  part,  therefore  the 
force  which  is  exerted  by  the  pump  upon  the  smaller  column,  is 
transmitted  unimpaired  to  every  inch  of  the  larger  column,  and 
tkerefore  tends  to  raise  the  movable  plank  E  with  a  force  as 
noch  greater,  in  the  aggregate,  than  that  impressed  upon  the 
surface  of  the  smaller,  as  this  surface  is  smaller  than  that  of  the 
larger  column ;  or  (which  is  the  same  thing)  as  the  nimiber  of 
■qaare  inches  in  tbe  end  of  tbe  piston  B  is  less  than  that  of  the 
]HSton  D.  The  power  of  such  a  machine  is  enormously  great ; 
for,  supposing  the  band  to  be  applied  at  the  end  of  the  handle, 
with  a  force  of  only  ten  pounds,  and  that  this  handle  or  lever  is 
10  constructed  as  to  multiply  that  force  but  five  times,  the  force 
with  which  the  smaller  piston  will  descend  will  be  equal  to  50 
lU. ;  and  let  us  suppose  that  the  bead  of  tbe  large  piston  con- 
tuns  ^e  smaller  50  times,  then  the  force  exerted  to  raise  the 
pfess-board  will  equal  2500  lbs.  A  man  can  indeed  easily  exert 
many  times  the  force  supposed,  and  can  therefore  exert  a  force 
Vfaia  the,  substance  under  pressure,  equal  to  many  tons. 

The  hydrostatic  press  involves  far  less  loss  from  friction  than 
Uy  other  species  of  press,  and  it  is  said  that  the  naked  force  of 
■an  is  more  effective  when  applied  in  this  way  than  in  any 

*  FutbiftoD<i  Munul  of  Nat  FhiL 

t  Fn  ■  more  oom^U  doKnption  of  tlw  "  Btanuli  Vnm,"  tee  WtbMrt  PnimjplM 
^  HfdrttUtia,  p.  ISL  t 


s  body,  when  leaning  <a 
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other.     By  the  mere  weight  of  a  man's  _ 

the  extremity  of  the  lever,  a  pressure  may  be  produced  of  up- 
wards of  2000  tons.     It  is  the  simplest  and  most  easily  applicable 
of  all  coDlrivances  for  increasing  human  power;  and  the  only 
r  lunit  to  the  force  which  may  be  called  into  action  by  It,  is  the 
rfirant  of  materials  of  sulHcient  strength  to  enable  as  to  ^ppiy  the 
9  anormous  pressure  which  it  generates.* 

384.  The  rationale  of  the  principle  of  the  hydrostatic  prera 
will  be  best  understood  by  recurring  to  the  following  principles, 
[.  —that  opposite  forces  are  in  equilibrium  when  their  mometUa 
L  are  equal ;  that  a  small  power  may  be  made  to  balance  a  great 
L  veight,  by  making  it  move  in  a  given  time,  over  a  space  as 
t  much  greater  than  the  larger  does,  as  its  weiglit  is  smaller ;  and 
f  ^at  it  may  be  made  to  overcome  that  resistance  or  weight  and 

E"  ve  motion  to  it,  if  its  velocity  is  greater  than  that  of  the  latter 
a  still  higher  ratio.     Now  to  apply  these  principles  to  the  case 
fore  us,  it  is  evident  that  any  quantity  of  water  forced  out  of 
r  the  smaller  into  the  larger  cylinder,  must  rise  in  the  latter  as 
I'jOUch  slower  as  the  area  of  the  horizontal  section  is  larger.     If, 
[  for  example,  the  capacity  of  the  larger  cylinder  were  ten  times 
I  tiiat  of  the  smaller,  then  a  quantity  of  water  one  inch  io  height 
Ltoansferred  from   the  smaller  to  the  greater  cylinder,  would 
I  occupy  only  the  height  of  one  tenth  of  an  inch,  consequently,  the 
depression  of  the  small  piston  one  inch  would  raise  the  large  one 
only  the  tenth  of  an  inch.     This  case  therefore  resolves  itself 
into  that  general  principle,  according  to  which  a  vast  force  is 
exerted  through  a  short  distance,  by  moving  a  small  force  through 
a  distance  much  greater. 
I      This  press  is  used  for  the  extraction  of  oils,  either  vegetable 
^W  animal,  for  pressing  paper  or  books,  and  for  packing  cotton 
I  ^d  other  substances.     Hay  intended  as  food  for  cattle  on  shij>- 
I  ifioard.  Is  reduced  by  this  press  almost  to  the  state  of  a  solid,  and 
[  ^ormous  quantities  are  thus  brought  Into  an  incouceivubly  small 
'  compass.     There  would  seem  to  be  no  force  known  to  us  which 
may  not  be  made  to  yield  to  this  power.     It  requires  but  one  of 
its  least  efibrts  to  tear  up  a  tree  by  its  roots,  or  to  break  a  largo 
beam  asunder. 

S8&.  The  surface  t^  a  fluid  at  rest  is  horizontal. 

The  evidence  of  the  truth  of  this  proposition  is  threefold.! 
First,  this  result  is  a  natural  consequence  of  the  mobility  of 
fluids,  since,  if  any  portion  is  raised  above  the  rest,  having  no- 
thing to  support  it,  and  being  acted  on  by  gravity,  it  must  de- 

■  MoHl;,  Mtch.  applifd  In  the  ArU,  Art.  19T. 

t  It  might  appear  siipf  rfluoua  to  oSrT  to  much  proof  of  a  point  so  plain  ;  bot  At 
tfitenl  raodoi  of  reuauiug  Kill  Mrr e  la  instniet  Ibe  young  iBuaot  in  lite  ptcwliai 
iropaitiei  o[  Suid*. 
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■cend  in  the  same  manner  sb  a  body  placed  on  a  perfectly  smooth 
inclined  plane.  Secondly,  whenever  a  body  is  free  to  move,  its 
center  of  gravity  will  descend  as  low  as  possible.  (Art.  70.) 
When,  therefore,  any  portion  of  a  fluid  is  raised  above  the  gene- 
lal  level,  the  center  of  gravity  of  the  mass  is  raised,  and  drawn 
oat  of  the  line  which  passed  perpendicularly  through  it  and  the 
point  of  suspension,  (Fig.  43,)  and  it  must  return  to  that  line 
before  the  fluid  can  be  at  rest.  Thus,  let  ABCD,  (Fig.  171,)  be 
a  body  of  water,  contained  in  a  cylindrical  vessel ;  let  I  be  the 
center  of  the  surface,  and  IGH  the  perpendicular  line  passing 
through  the  center  of  gravity  G  and  the  base.  Hf.  iTi. 
Tlirough  1,  suppose  a  plane,  movable  on  a  hinge 
at  E,  to  pass,  and  to  be  depressed  into  the  situa^ 
ton  PIE,  by  which  means  the  water  will  be  de- 
wessed  on  the  side  AF  and  raised  on  the  side  A^ 
EB,  while  the  center  of  gravity  will  be  removed  _,■ 
to  the  point  G'.  Now  let  the  plane  be  removed,  I 
and  the  center  of  gravity  being  free  to  move,  it  D  V 
iriU  vibrate  around  I  as  a  point  of  suspension,  an-  " 

til  it  finally  recovers  its  situation  at  G,  and  the  surface  of  the 
ftnd  will  return  to  its  original  level.  Thirdly,  experience  shows 
ttiat  the  proposition  is  true,  since  fluids,  when  free  to  move,  al- 
Imys  settle  themselves  with  their  surfaces  parallel  to  the  hori- 
uh.*  It  must  be  understood,  however,  that  the  surface  of  large 
bodies  of  water  is  not,  strictly  speaking,  a  horizontal  level,  but 
is  a  portion  of  the  convex  surface  of  the  earth ;  for  since  the 
center  of  gravity  of  every  portion  of  the  fluid  will  descend  as 
low  as  possible,  the  whole  will  dispose  itself  around  the  center 
of  attraction,  so  as  to  form  a  portion  of  the  earth's  surface.  For 
■null  distances  the  curvature  Is  so  slight  that  it  may  be  neglect- 
ed, not  amounting  to  one  second  of  a  degree  for  100  feet  ;f  and 
for  the  distance  of  a  mile,  the  deviation  from  a  straight  line, 
drawn  in  the  direction  of  a  tangent,  is  not  more  than  6  inches. 
Ihe  amount  of  the  depressions  for  different  distances,  is  estima- 

2L' 
tedby  the  following  formula«D=-^' where   L  represents  the 

■omber  of  miles,  and  D  the  depressim  in  feet    Thus  the  de* 

pression  of  two  miles  is  ~  =2|  feet    Let  FE  (Fig.  173,)  or 

*  Th*  only  Mceptioni  to  thii  law,  mc  tbon  aiking  ftom  Ihs  ■tlrsctioa  af  ctHm>»w 
Btoog  Uic  partictea  of  liqaidi,  and  the  atlnwtiDD  eieited  by  auull  tubes,  called  capd- 
loy  •Kraetion.  Id  consequeQce  of  coheuDn,  amkll  portion*  of  ■  liquid  tuna  Ulent. 
■Itci  into  drops,  and  lor^  poitiooB  present  a  convei  snrfBCCi  ■■  is  itnkingly  eihitut- 
■i  in  ■  wioe-glan  filled  with  qnickiilTer.  B7  capillaiy  attraction,  the  aurfscss  of 
iJfiMis  ue  made  concsTe,  a  pheaomeDon  tc  which  we  shall  attend  mere  partionlulf 
hicafter.     But  both  then  causes  operate  on  a  scale  ccmpaiatiTclj  nry  BiiaU. 

1 380x60x60x100  law    9;!^ 

25000x5380    "l3S0  "lO. 
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its  equal  6B,  be  the  depression  for 
the  distance  BE.  For  moderate  dis- 
tances  this  arc  may  be  considered  as 
equal  to  its  chord.     Hence  GB(D} : 

L" 

EB(L) : :  EB  :  AB ;  or  I>= jg »  or  D 

being  expressed  in  feet  and  L  and  AB 
„       _    L'x(5280)«    L'X5280 

"^  "^^'^^  ^-ABx5280~  7912  = 
2V 


Fig.  173. 


-,  nearly. 


1  mile  -    - 


u 


2x1' 

3 
2x2« 


=  I  feet.      3  miles  -    - 


2xtf 


6  feet 


=  2|  « 


100 


u 


2X100« 


3 


=6666|  do. 


386.  A  practical  application  of  this  principle  is  made  in  tlie 
art  of  levelling.  A  level  is  sometimes  made  by  merely  cutting 
a  groove  or  channel  in  a  flat  piece  of  board  and  filling  it  witE 
water.  When  the  board  is  brought  into  such  a  situation  that 
the  water  in  the  groove  remains  stationary,  the  position  is  hori- 
zontal. But  the  spirit  level  is  the  instrument  more  conunonly 
employed  for  this  purpose.  This  consists  of  a  small  bent  cylin- 
drical  tube  of  glass,  from  two  ^ig,  173. 

to  six  inches  long,  filled  with 
spirits  of  wine  or  ether,  except 
a  small  space  which  is  occupied 
by  a  movable  bubble  of  air.  When  such  a  tube  is  placed  hori- 
zontally, the  bubble  of  air  will  remain  stationary  in  the  center 
of  the  tube,  at  a  fixed  mark ;  but  whenever  the  tube  is  inclined» 
in  the  least  degree,  the  bubble  will  Fig.  174, 

ascend  toward  the  elevated  end.  p 
Spirit  levels  are  much  used  for  ad- 
justing astronomical,  surveying,  aqd 
other  delicate  instruments.  Figure 
174  represents  a  levelling  staff  used 
in  surveying  and  grading  lands.  The 
liquid  in  the  two  arms  of  the  tube 
A  and  B  being  precisely  on  a  level, 
any  two  objects,  P  and  Q,  may  be 
brought  accurately  to  the  same  hori- 
zontal level  by  sighting  P  with  the 
eye  at  A,  and  then  sighting  Q  with 
the  eye  at  B. 

387.  TTie  pressure  upon  any  particle  of  a  fluid  of  uniform  densh 
ty^  is  proportioned  to  its  depth  below  the  surface. 
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Case  1.  Let  the  column  of  fluid  ABCD, 

ig.  175,)  be  perpendicular  to  the  hori- 

1.    Take  any  points,  x  and  y,  at  dif- 

ent  depths,  and  conceive  the  column 

be  divided  into  a  number  of  equal 

ices  by  horizontal  planes.    Then,  since  B 

\    density    of   the    fluid  is  uniform 

oaghout,  the  pressure  upon  x  and  y, 

ipectively,  must  be  in  proportion  to 

s  number  of  equal  spaces  above  them, 

d  consequently  in  proportion  to  their 

pths.  ^     C 

Case  2.  Let  the  column  be  of  the  same  perpendicular  height 

before,  but  inclined  as  is  Fig.  175,  (2) ;  tnen  its  quantity,  and 

course  its  weight,  is  increased  in  the  same  ratio  as  its  length 

seeds  its  height ;  but  since  the  column  is  partlv  supported  by 

)  plane,  like  any  other  heavy  body,  the  force  of  gravity  acting 

on  it  is  diminished  on  this  account  in  the  same  ratio  as  its  length 

Deeds  its  height;  therefore  as  much  as  the  pressure  on  the  base 

»Qld  be  augmented  by  the  increased  length  of  the  column,  just 

much  it  is  lessened  by  the  action  of  the  inclined  plane  ;  and  the 

sasore  on  any  part  of  6c  will  be,  as  before,  proportioned  to  its  per- 

ndicular  deptn ;  and  the  pressure  of  the  inclined  column  ACoc 

II  be  the  same  as  that  of  the  perpendicular  column  ABGD. 

There  are  various  experiments  also  by  which  this  proposition 

fully  established.* 

888.  According  to  Art.  881,  the  lateral  is  equal  to  the  down- 
ard  pressure  ;  and  consequently,  on  this  principle,  may  easily 
$  estimated  the  amount  of  pressure  on  the  sides  of  any  column 
r  water,  or  on  the  banks  of  rivers,  canals,  &c.  At  the  depth  of 
feet,  the  pressure  on  a  square  foot  is  equal  to  the  weight  of  a 
olumn  of  water  whose  base  is  1  foot  and  depth  8  feet,  and  con- 
equently  its  solid  contents  8  cubic  feet ;  and  since  1  cubic  foot 
f  water  weighs  1000  ounces,  or  62\  lbs.,  therefore  the  weight  of 
be  column  =8x62^=500  lbs.  Hence  the  pressure  on  a  square 
bot,  at  different  depths,  will  be  as  in  the  following  table  : 


D^lh  in  feet.                 PreMora  on  a  iqiMre  foot  | 

Depth  in  foet                PicMora  on  a  tqiiaM  IbttL 

8     -     -     -     -     500 

lbs. 

56    -    -    -    -  8500  lbs. 

16     -     -     -     -  1000 

64    -     -     -    -  4000 

24     -     -     -     -  1500 

72     -    .    .     .  4500 

32     -     -     -     -  2000 

80    -     -     -     -  5000 

40     -     -     -     -  2500 

88     -     .    -    -  5500 

48     -     -     -     -  3000 

96     -    -    -    -  6000 

1  mile  or  5280  feet, 

-    -    -     330,000  lbs. 

5      « 

m            m 

-    -       1,650,000 

*  Experimental  illostrations  are,  in  this  part  of  the  work,  sapposed  to  be  ghren  Iff 
0  ingtmctor. 


Hence  U  appears  thut  at  the  moderate  depth  of  64  feet,  the  j 
snro  of  a  cuJumn  of  water  on  the  bottoin  or  sides  of  the  contain- 
ing pipe,  becomes  4000  lbs.  to  the  square  foot ;  and  the  pressure 
on  the  bottom  of  the  sea,  where  it  in  one  mite  in  depth,  is 
330,000  lbs.  to  the  square  ibot,  and  where  it  is  S  miles  deep,  that 
presiaro  is  no  less  than  1,650,000  lbs.*  From  these  considers* 
tions,  we  may  readily  apprehend  the  cause  of  the  great  difficulty 
experienced  in  confining  a  high  column  of  water ;  and  hence 
also  may  be  inferred  the  immense  pressure  that  is  exerted  on  the 
bottom  of  the  sea.  It  is  said  that  the  Greenland  wliale  some- 
time!* descends  to  the  depth  of  a  mile,  but  always  comes  up  ei- 
hauatod,  and  blowing  out  blood,  showing  that  the  pressure  had 
•o  nctcd  upon  the  vessels  as  to  cause  them  to  discharge  a  po^ 
tion  of  their  contents  into  the  lungs-f 

3SI).  Indications  of  this  vast  pressure  in  deep  waters,  are  mam- 

feated  by  several  interesting  facts.     It  has  long  been  known  to 

mariners,  that  if  a  common  square  bottle  be  let  down  into  the 

sea,  its  sides  are  crushed  inward  before  it  has  reached  the  deptk 

of  ten  fathoms.     If  a  stronger  bottle,  (a  common  junk  bottle,  for 

example,}  be  filled  with  water,  corked  close,  and  let  down  to  a 

certain  depth,  either  the  cork  will  be  forced  inward,  or  if  thrt 

be  secured  in  its  [ilnce,  the  salt  M-ater  will  make  its  way  iMo 

the   bottle  in  spite  of  it,  either  by  compressing  the  cork  or  hf 

forcing  in  water  through  it.     It  was  by  sinking  an  apparatnsls 

.  the  depth  of  SOO  fathoms,  that  Mr.  Perkins  6rst  proved  the  oai» 

Lpresstbility  of  water,  as  mentioned  in  Art.  379.     The  afipmntaa 

reonsistedof  a  hollow  brass  cylinder,  resembling  a  small  c«iwiiB,t 

I  ud  lUrnisht'd  with  a  stopper  so  contrived  as  to  indicsle,  whta 

[  6ie  apparatus  was  drawn  up,  how  far  it  had  been  driven  is 

Vhile  nl  the  lowest  depth.     The  same  experiments  wn«  after- 

I  wards  repeated  on  shore,  a  pressure  being  applied  to  the  ffa^ 

,  by  means  of  the  hydrostatic  press,  equivalent  to  2000  i1b>- 

I  spheres. 

The  increase  of  pressure  in  proportion  to  the  depth  of  Ax  §mik 
renders  it  necessary  to  moke  the  sides  of  pipes  or  ntasamrj,  k 
which  fluids  arc  to  be  contained,  stronger  the  deepe^r  thej  ^ 
The  same  remark  applies  to  dams,  flood-gaies,  and  banks. 

At  the  depth  of  one  mile  the  compression  of  water  Is  ^in  ^ 
its  bulk,  and  its  specific  gravity  is  increased  in  the  sam»  IMiBt 
so  that  bodies  which  sink  near  the  surface  of  the  arm,  Baf  ft" 
at  a  certain  depth  before  they  reach  the  bottom.  On  iheaAtf 
hand,  a  porous  body,  ihat  is  light  enough  to  float  near  the  tmbBk 
h  irill  have  so  much  water  forced  into  its  pores,  when  it  »  ^ak  tt 
I  &  great  depth.  OS  never  to  rise.     This  is  the  ease  with  ih^  Ait 
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are  wrecked  in  deep  water ;  the  parts  of  the  wreck  do  not  riee 
to  (be  surface,  ns  they  do  in  shallow  water.* 

S90,  The  pressure  of  a  fluid  against  any  surface,  in  a  direction 
•  nerpendicuhr  to  it,  varia  as  t!ie  area  of  the  surface  muhiplied  into 
#e  depth  of  its  center  of  gravity  below  the  sarface  of  the  fluid. 

When  a  portion,  as  a  square  foot,  of  the  lateral  surface  of  a  col- 
umn of  water,  is  taken,  all  parts  of  it  are  not  equally  distant  from 
■flie  surface  of  the  fluid  ;  and,  in  this  case,  the  average  depth,  or 
(which  is  the  same  thing)  the  depth  of  the  center  of  gravity,  is 
to  be  understood. 

Let  m,  n,  (Fig.   176.)  be  a  given  ^t-  l^S.  _ 

portion  of  the  ves-scl  ABCD,  filled  a| 
Vith  water  or  any  liquid,  and  let  us 
conceive  this  portion  to  be  occupied 
by  any  number  of  particles  m,  o,  p, 
X,  &c.  ;  then  ihe  pressure  produced 
'hy  all  these  particles  will  be  (Art. 
^  mxmu+oxox+pxpi/+nxnz,&,(s.: 
bnt  by  a  property  of  the  center  of  dI 
gravity.t  the  sum  of  the  products  is 
Cqaal  to  the  sum  of  the  particles,  that 
is,  the  area  of  the  surface,  multiplied 
into  the  distance  of  the  center  of  grav- 
ity from  the  surface  of  the  fluid. J 

Hence,  the  pressure  on  the  side  of  a  cubical  vessel,  filled  wi3L 
jhid,  is  one  half  the  pressure  against  Ihe  bottom ;  and  the  whole 
tressure  against  the  sides  and  bottom,  is  equal  to  three  times 
^e  weight  of  the  fluid  in  the  vessel.  j^-     j,j 


381.  fluids  rise  to  the  same  level  in  t/te  opposite 
mfofa  rrcureed  lube. 

Let  ABC,  (Fig.  177,)  be  a  recurved  tube :  if 

Wftter  be  poured  into  one  arm  of  the  tube,  it  will 

!  to  the  same  height  in  the  other  arm.     For,  ' 

ArL  386,  the  pressure  Upon  the  lowest  part  at 

in   opposite  directions,  is  proportioned  to  its 

lit  below  Ihe  surface  of  the  fluid.     Therefore, 

depths  must  be  equal,  that  is,  the  height  of 

ic  tw'i  columns  must  be  equal,  in  order  that  the 

id  at  U  mnv  be  at  rest ;  and  unless  this  part  is 

rrat,  the  otKer  parts  of  the  column  cannot  be 

;  TfVt.     Moreover,  since  the  equilibrium  depends 

t  nothing  else  than  the  heights  of  ihe  respective 

plumns,  therefore.  Ihe  opposite  columns  may  dif- 


lict 
hid 


y 


■  Amotl. 


ilion  c!  Art.  83.  from  which  OKxlp+p+p") 


J 


NATUBAL  PHn-OBOFHT. 


1  quanlily,  sli 
zon.     Thus,  if  ve^els  .ind  tubes  ^ 

ie  connected  with  a.  reserv 
;  of  them,  it  will  rise  to  the 


city,  as  in  Fig.  178, 
be  poured  into  any  o 
them  all. 


inclination  to  the  hori- 

ihape  and  caps- 

oir,  and  water 

:  level  b 
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The  reason  of  this  fact  will  he  further  underslood  from  the  aj*- 
plication  of  the  principle  of  equal  momenta,  (Art.  149  ;)  for  it 
will  be  seen  that  the  velocity  of  the  columns,  when  in  motion, 
will  be  as  much  greater  in  the  smaller  than  in  the  larger  col- 
umns, as  the  quantity  of  matter  is  less ;  and  hence  the  opposite 
momenta  wilt  be  constantly  equal. 

Henee,  water  conveyed  in  aqueducts  or  running  in  natural 
channels,  will  rise  just  as  high  as  its  source.  Between  the  place 
where  the  water  of  an  aqueduct  is  delivered  and  the  spring,  the 
ground  may  rise  into  hills  and  descend  into  valleys,  and  the  pipes 
which  convey  the  water  may  follow  all  the  undulations  of  the 
country,  and  the  water  will  run  freely,  provided  no  pipe  is  laid 
higher  than  the  level  of  the  spring.  Waters  running  in  natural 
chatmels  in  the  earth  are  governed  by  the  same  law, 

392.  The  aqueducts  constructed  by  the  ancient  Romans,  were 
among  the  most  costly  monuments  of  their  arts.  Several  of  them 
were  from  thirty  to  one  hundred  miles  in  length,  and  consisted  of 
vast  covered  canals  built  of  stone.  They  were  carried  over  val- 
leys and  level  tracts  of  country  upon  arcades,  which  were  some- 
times of  stupendous  height  and  solidily.*  From  the  fact  that 
the  ancients  built  aqueducts  with  so  much  labor,  raising  them  to 
B  great  height  in  crossing  valleys,  instead  of  availing  themselves 
of  ihe  principle  under  consideration,  some  have  supposed  that 
they  were  unacquainted  with  this  principle.  It  appears  never- 
theless that  they  were  acquainted  with  it,  and  even  understood 
the  use  of  pipes  in  conveying  water;  but  probably  the  expense 
of  pipes,  and  the  difficulty  of  making  them  strong  enough  to  re- 
sist the  pressure  when  laid  at  a  considerable  depth  below  the 
source,  prevented  their  general  use. 

•  BigdoiT,  El.  Tccb.,  303. 
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Fig.  179. 


SOS.  7%e  pressure  upon  the  horizontal  base  of  any  vessel  con' 
Unning  a  Jluidj  is  equal  to  the  weight  of  a  column  of  Vie  fluids 
found  by  multiplying  tfie  area  of  the  base  into  the  perpendicular 

'  '•ht  of  tlie  column^  whatever  be  the  shape  of  the  vessel, 
"lis  follows  from  Art  390,  since  here,  the 
distance  of  the  center  of  gravity  of  the  base  from 
the  surface  of  the  fluid,  is  the  same  as  the  per- 
pendicular height  of  the  column.  With  a  given 
Dase  and  height,  therefore,  the  pressure  is  the 
same  whether  the  vessel  is  larger  or  smaller 
above,  whether  its  figure  is  regular  or  irregular, 
vhether  it  rises  to  the  given  height  in  a  broad 

3»en  funnel,  or  is  carried  up  in  a  slender  tube, 
ence,  any  quantity  of  water ^  however  small^  may 
h  made  to  balance  any  quantity,  lunvever  great. 
This  is  called  the  hydrostatic  paradox.  The 
experiment  is  usually  performed  by  means  of 
t  water-bellOws,  as  represented  in  Fig.  179. 
When  the  pipe  AD  is  filled  with  water,  the 
pressure  upon  the  surface  o{  the  bellows,  and 
eonsequently  the  force  with  which  it  raises  the 
weights  laid  on  it,  will  be  equal  to  the  weight 
of  a  cylinder  of  water,  whose  base  is  the  surface  of  the  bellows, 
and  height  that  of  the  column  AD.  Therefore,  by  making  the 
bibe  small,  and  the  bellows  large,  the  power  of  a  given  quantity 
of  water,  however  small,  may  be  increased  indefinitely.  The 
pressure  of  the  column  of  water  in  this  case  corresponds  to  the 
MHTce  applied  by  the  piston  in  the  hydrostatic  press,  (Art.  381,) 
and  the  explanation  according  to  the  principle  of  equal  momenta, 
is  the  same  in  both  cases.* 

394.  The  principle  of  the  Hydrostatic  Paradox,  is  sometimes 
exemplified  by  pouring  liquids  into  casks,  through  long  tubes  in- 
serted in  the  bung  holes.  As  soon  as  the  cask  is  full,  and  the 
Water  rises  in  the  pipe  to  a  certain  height,  the  cask  bursts  with 
violence.  The  same  cause  is  supposed  sometimes  to  produce 
great  efiects  in  nature,  such  as  splitting  rocks,  heaving  up  moun- 
tains, and  other  efiects  resembling  earthquakes.  For,  suppose 
that  in  the  interior  of  a  mountain  there  were  an  empty  space  ten 

irards  square,  and  only  an  inch  deep,  in  which  the  water  had 
odged  so  as  to  fill  it  entirely ;  and  suppose  that  a  crevice  in  the 
earth  should  extend  from  this  spot  two  hundred  feet  above,  which 
should  also  become  filled  with  water  by  rain  or  otherwise :  the 


*  The  bellows  rises  through  so  small  a  space,  that  its  inotlon  is  hardly  perceptible, 
but  it  may  be  rendered  very  striking  by  connecting  with  the  bellows  (as  is  done  in 
tbe  lecture  room  at  Yale  College)  a  lever,  and  several  multiplying  wheels,  which 
firo  a  rapid  motion  to  a  pointer. 


';;i 


force  exerted  would  be  adequate  to  shake  the  mooat^  and  peN 
baps  rend  it  asunder.* 

395.  Althoogb  the  weight  of  a  giren  quantity  of  water  woald 
not  be  altered  by  varying  the  shape  of  the  vessel,  yet  the  pressure 
which  it  exerts  on  the  bottom  of  the  vessel  will  be  greater  in 
proportion  as  the  altitude  of  the  mass  is  greater,  and  of  course 
greater  in  a  narrow  vessel  than  in  a  wide  one.  If  it  be  asked 
why  the  weight  is  not  increased  as  the  downward  pressure  u 
increased,  the  answer  is,  that  the  pressure  in  that  direction  i> 
exactly  counterbalanced  by  an  equal  pressure  in  tbe  opposite 
direction. 

or  SPECIFIC  GRAvnr. 

396.  Tke  Specific  Gravity  of  a  body,  it  its  weight  compared  toiA 
the  weight  of  another  body  of  l/ie  same  bulk,  taken  as  a  standard. 

Water  is  the  standard  for  all  solids  and  liquids,' and  commoa 
air  for  gases.  Therefore  the  specific  gravity  of  a  solid  or  a 
liquid  body,  is  the  ratio  of  its  weight  to  the  weight  of  ^n  eqnal 
volume  of  water ;  and  the  speciiic  gravity  ,of  an  aeriform  bodj, 
is  the  ratio  of  its  weight  to  the  weight  of  an  eqoal  volame  c4 
air.  But  a  ratio  is  expressed  by  a  vulgar  fraction,  whose  numa* 
ratOF  is  the  antecedent,  and  whose  denominator  is  the  consequent 
If,  therefore,  the  weight  of  a  body  is  made  the  numerator,  and 
the  weight  of  an  equal  volume  of  water  the  denominator,  ths 
value  of  the  fraction,  that  is,  the  quotient,  will  express  the  specific 
gravity  of  lUe  body.  .  Hence,  the  weight  of  a  body  being  given, 
and  being  made  the  numerator,  every  process  for  finding  the  qw* 
cific  gravity,  consists  in  finding  for  the  denominator  the  weight 
of  an  equal  bulk  of  water  or  air.  The  principles  upon  which 
the  methods  of  doing  this  depend,  are  now  to  be  explained. 

397.  A  body  immersed  in  a  JJiiid,  loses  as  much  weight,  as  ii 
equal  to  the  weight  t^  an  equal  volume  oftbefiuid. 

Let  EF,  {Fig.   ISO.)  be  a  solid  body  !«.  180. 

immersed  in  a  vessel  of  water  or  any  . 
fluid,  and  suppose  it  divided  into  an  in- 
definite number  of  perpendicular  col- 
umns rtiacliing  to  the  surface  of  iht!  flu- 
id, as //ion.     IVow  the  upward  pressure   I 
at  »  is  as  its  dcptli,  and  the  downward 
pres>upc  at  o  as  its  dcplli ;  llierefore  the 
upward  pressure  exceeds  tlie  downward, 
by  tliR  wcigiit  of  a  column  of  water  equal  to  mo.     The  same  is 
true  of  all  the  columns,  however  numerous  they  may  be,  that 

■  Litirirjr  of  Useful  Knowledge,  ■  HfdiMtatic*.* 
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can  be  drawn  parallel  to  vjo ;  but  these  columns,  taken  collec- 
tively, make  up  a  body  of  water  equal  in  bulk  to  the  solid. 
Hence  the  solid  is  pressed  upward  more  than  downward,  by 
the  weight  of  a  quantity  of  water  of  the  same  magnitude,  and 
consequently  loses  so  much  of  its  weight.  Hence  the  specific 
gravity  of  any  solid  body  that  will  sink  in  water,  is  found  by 
the  following 
RuLK. — Divide  the  weight  of  the  body  by  its  hss  of  u>eight  in 


898.  When  the  body  whose  specific  gravity  is  required  is 
lighter  than  water,  as  a  cork,  for  example,  the  object  is  still  to 
find  the  weight  of  an  equal  bulk  of  water,  since  that  will  con- 
itttute  the  denominator,  or  divisor,  as  before.  To  ascertain  this, 
nupend  any  heavy  body,  as  a  mass  of  lead  or  glass,  in  water, 
t&d  find  its  weight.  Attach  to  it  the  lighter  body.  Now  the 
wrk  will  not  ^only  lose  its  own  weight,  but  will  diminish  the 
wmght  of  the  *heavy  body  ;  and  the  weight  of  an  equal  bulk  of 
crater  will  be  indicated  bv  the  whole  of  what  the  cork  loses, 
umelyy  its  own  weight  adaed  to  the  loss  occasioned  to  the  other 
body.    Whence  we  have  the  following 

Rule. — ^To  find  the  specific  gravity  of  a  body  lighter  than 
water.  Divide  its  weight  by  the  sum  of  its  -weight  added  to  the  loss 
ff  weight  which  it  occasions  in  a  heavy  body  previously  balanced  in 
tMter. 

899.  A  solid  which  is  soluble  in  water,  as  a  lump  of  salt,  is 

Ktected  from  solution  by  covering  it  with  oil  or  a  thin  coat  of 
swax ;  and  solids  that  are  very  porous  and  would  absorb 
water,  and  thus  increase  their  specific  gravities,  as  certain  kinds 
of  wood,  are  first  covered  with  varnish.*  The  specific  gravity 
of  solid  substances,  which  are  too  minutely  divided  to  be  weighed 
in  water,  separately,  as  grains  of  sand  or  shot,  may  be  found  by 
Weighing  them  in  a  small  bucket  previously  balanced  in  water. 

400.  The  specific  gravity  of  liquids  may  be  ascertained  bj 
several  different  methods. 

RuLB  I. — Weigh  equal  volumes  of  the  liquid  and  of  water,  and 
fiwife  the  former  result  by  the  latter. 

Rule  II. — Ascertain  the  loss  of  weight  of  any  solid  body  first  in 
fc  Uquid  and  then  in  watery  and  divide  the  former  result  by  the 
4tfter. 

Both  these  rules  obviously  depend  upon  the  same  principles 
88  those  explained  in  Art.  396,  the  weight  of  the  liquid  being 
immediately  compared  with  that  of  an  equal  bulk  of  water ;  but 
there  is  another  method,  founded  on  the  following  proposition. 

•  CavaUo,  I,  2i2. 
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401.  Two  columju  ofjiuids  of  different  spedjic  _ 
ittg  freely  on  each  other  at  ihetr  bases,  balance  one  another 
their  heights  an  inversely  as  their  specific  gravities. 

Let  AB,  (Fig.  181,)  be  a  recurved  tube,  and  let  ^'t  18'- 
the  height  of  the  column  of  the  fluid  B  be  as  much  ' 

greater  than  that  of  A,  as  the  fluid  B  is  lighter  than 
the  fluid  A ;  the  two  columns  nill  then  be  in  equi- 
librio. 

If  the  tube  be  of  uniform  bore  throughout,  theo 
the  proposition  is  manifestly  true,  because  the  quan- 
tities of  matter  pressing  on  each  other  in  oppoffite 
directions  wilt  be  equal  and  will  have  equal  mo^ 
mcnta  ;  but  from  the  peculiar  nature  of  fluids,  (Art. 
391,)  the  opposite  pressures  will  be  the  same,  when 
the  heights  of  the  columns  are  the  same,  whatever 
may  be  the  shape  or  capacity  of  the  tube.  If  we 
introduce  mercury  into  one  arm  of  the  tube  and 
water  into  the  olher,  the  graduated  scale  will  indi- 
cate that  the  water  stands  13}  times  as  high  as  the  A 
mercury.  Therefore  the  specific  gravity  of  mercury 
is  13}.  Proof  spirit  will  stand  at  .023 ;  sweet  oil  at 
.915;  and  their  speciflc  gravities  are  the  same, 
water  being  1. 

402.  These  comprehend  the  most  common  methods  _ 
of  determining  the  specific  gravities  of  bodies  ;  but  when  great 
accuracy  is  required,  the  process  of  finding  the  specific  gravity 
becomes  one  of  much  delicacy.  The  balance  must  be  ntj 
sensible ;  llic  body,  when  suspended  in  water,  must  hang  by  » 
fine  thread  or  hair ;  and  the  water  must  be  of  a  standard  teio- 
perature,  since  it  alters  its  density  by  a  change  of  temperatim^ 
EO  that  the  quantity  of  water  which  we  wish  to  find,  (namely,  ■ 
quantity  equal  in  magnitude  to  the  given  body,)  will  weigh  i»o«« 
when  the  watcT  is  cold  and  less  when  it  is  wami.* 

As  expeditious  methods  of  finding  the  specific  gravi^'  are 
sought  for  in  commerce  and  the  art^i,  various  instT-utnents  have 
been  invented  for  this  purpose,  which  are  called  in  general  hy- 
d'-omctfrs.  But  before  we  can  understand  the  principles  on 
which  the.sc  instruments  depend,  we  must  attend  to  the  tbeoTf 
of  floating  bodies,  so  far  as  it  is  contained  in  the  following  piop* 
xitions. 

403.  If  a  body  floats  on  a  fluid,  it  disj>laces  as  much  of  thefiii^ 
H.I  is  equal  to  its  oan  weighl. 

'  Th''  Mninlnnl  Irmpfrolnre  isnol  nniifimHy  agreed  on.  Tlie  IcmpeTBtlin  of  Sr 
i*  ninally  und<-ral<>oil,  at  which  a  cubic  foot  at  waler  weighs  69.353  lb*,  or  >  Ultk  l« 
ihau  IIMHI  ouncva.  A  bcUoritindard  is  thni  of  40^  Bt  which  temperalon  Uie  w«i^ 
of  a  cubic  fool  is  tiill  uearoc  Id  63)  Iba.  oi  1000  ouncM. 
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the  body  P+Q*  is  supported  by  the  pressure  of  tbe  fluid, 

iward  against  the  part  immersed.     But  before  the  body  was 

nersed,  the  same  pressure  supported  a  quantity  of  the  fluid 

ich  occupied  the  name  space  and  was  therefore  of  the  samn 

gnitude  with  CJ  ;  and  since  the  same  pressure  must  sustain 

same  weight,  wheu  there  is  an  equilibrium,  the  wei^^ht  of 

bodjt  must  be  equal  to  the  weight  of  a  quantity  of  the  fluid 

raat  in  hulk  to  Q. 

This  proposition  is  also  easily  established  by  experiment ;  for 

'•  into  a  vessel  full  of  water  a  floating  body,  as  a  piece  of  wood, 

introduced,  the  quantity  of  water  displaced  will  be  found  to 

exactly  equal  in  weight  to  the  body.     Or  if  the  vessel  full  of 

r»ter  be  accurately  balanced  in  a  scale,  and  then  removed  and 

le  piece  of  wood  introduced,  on  restoring  the  vessel  to  the  scale 

will  still  remain  in  equilibrium,  the  wood  exactly  compensating 

r  the  water  it  displaced. 

404,  If  a  bodujtoats  on  a  Jlaid,  the  part  immersed  bears  the  same 
'to  to  the  whole  body,  as  llic  specific  gravity  of  the  body  bears  to 
Uo/lhe  fuid. 

Let  S  be  the  speciBc  gravity  of  the  fluid,  and  s  that  of  the 
lid ;  then  the  absolute  weight  of  the  body  (P+Q)*  will  equal 
l+Q)  xs.t  and  the  weight  of  a  quantity  of  the  fluid  equal  to 
is  QxS;  and  by  Art.  403,  these  weighls  are  equal  to  each 
that  is,  (P+Q)  >;*=QxS  .-.  Q  :  I'+Q  ::s:S. 

t406.  A  floating  hoily  iviU  be  at  rest,  only  when  its  cetUer  of  gravity 
1  in  Me  iitme  vertical  line  with  t/te  center  of  gravity  of  liie  part  of 
fmitlid  displaced. 

i  As  the  space  from  which  the  fluid  has  been  displaced,  exactly 

)|ites  the  figure  of  the  part  of  the  body  immersed,  the  center 

f  gravity  of  the  displaced  fluid  is  the  same  with  that  belonging 

j  the  figure  of  the  segment.     Let  this  center  of  gravity  be  at  C, 

|fffig.  18a,)  while  that  of  the  entire  body  is  at  G.     Now  the  fluid. 

Fig.  1S3. 


tevlous  to  its  removal,  was  sustained  by  an  upward  force  equal 

'  Q  TCpnwenlti  the  part  LiiKcieniBd  ;  P  the  olhof  part. 
i,'1<d«iiotea  Iho  aprclfic  grovily  of  the  bodj-,  walrr  being  1 ;  """^'^pTo'   (Art- 
.■.W=(P+Q)X«. 
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to  its  own  weight,  acting  in  the  vertical  line  DC ;  and  the  same 
upward  force  now  acts  upon  the  floating  body  at  the  point  C. 
But  the  body,  being  free  to  move,  is  carried  downward  by  a 
force  acting  in  the  direction  of  the  vertical  line  GH.  Were 
these  two  ibrces  exactly  opposite  and  equal,  they  would  keep 
the  body  at  rest ;  but  this  is  the  case  only  when  the  points  C  and 
G  are  in  the  same  vertical  line :  in  every  other  positionr  of  these 
points  the  two  parallel  forces  tend  to  turn  the  body  round*     (Art 

700 

When  the  floating  body  is  a  regular  solid,  as  a  sphere,  the 
space  occupied  by  the  immersed  segment  being  always  the  same, 
its  center  of  gravity  is  immovable.  If  the  body  is  of  uniform 
density,  so  that  the  center  of  gravity  coincides  with  the  centered 
magnitude,  it  will  remain  at  rest  in  every  position ;  for  tbe 
center  of  gravity  of  the  whole  body  and  of  the  segment,  will 
always  be  in  the  same  vertical  diameter.  But  if  the  sphere  ii 
of  unequal  density,  then  it  will  turn  around  the  center  of  gravity 
of  the  segment  as  around  a  fixed  point,  and  be  at  rest  only  when 
its  center  of  gravity  is  either  directly  above  or  directly  below 
ithat  of  the  segment 

Persons  have  sometimes  attempted  to  walk  on  the  water^  by  at- 
taching to  the  feet  inflated  bladders  or  air  bags  of  India  rubber. 
The  body  can  be  kept  from  reversing  its  position,  only  by  main- 
taining its  center  of  gravity  directly  over  that  of  the  fluid  dii- 
placed, — a  point  of  such  delicacy,  as  to  require  great  skill  and 
dexterity.  The  feat  is  rendered  easier  by  carrying  a  staflT  having 
a  blown  Madder  at  the  end  of  it,  by  which  three  points  of  sup- 
port are  commanded,  and  consequently  a  greater  breadth  of  base 
is  secured.  Most  persons,  however,  in  attempting  this  feat, 
would  shortly  find  their  heads  downward,  and  their  feet  out  of 
water. 

Life  preservers^  consisting  of  air  bags  attached  to  the  waist, 
act  on  the  foregoing  principles,  and,  in  numerous  instances,  have 
been  instrumental  in  saving  the  lives  of  shipwrecked  mariners. 

405'.  When  a  floating  body  rolls  on  one  side,  so  as  slightly  to 
disturb  the  center  of  gravity  of  the  fluid  displaced,  (or  that  vrhich 
occupied  the  space  now  occupied  by  the  body,)  the  point  of  in- 
tersection of  the  vertical  through  the  center  of  gravity  of  the 
fluid  displaced,  with  the  vertical  through  the  center  of  gravity 
of  the  body  when  at  rest,  is  called  the  Metacenter.  Let  Fig.  ISS 
represent  a  vessel  turned  a  little  on  one  side ;  and  let  G  be  the 
center  ot*  gravity  of  the  vessel,  AB  the  surface  of  the  water,  and 
C  the  center  of  gravity  of  the  fluid  displaced.  When  the  vessel 
floated  at  rest,  GC  was  vertical ;  but  when  it  roHed  slightly  on 
one  side,  GC  becomi^s  inclined  to  the  vertical  in  a  small  an^ 
and  the  center  of  gravity  of  the  fluid  displaced,  shifts  its  position 
to  C     Let  the  vertical  through  C  meet  GC  in  M,  then  M  is  the 


lletacenter.  Now  the  weight  of  the  vessel  acts  downward 
through  G,  while  the  upward  pressure  of  the  water  acts  upward 
in  the  direction  of  CM,  and  both  forces  tend  to  right  the  vessel, 
or  to  bring  it  back  to  its  original  position.  Hence,  when  the 
lletacenter  is  above  the  center  of  gravity  of  the  vessel,  the 
equilibrium  is  stable,  and  the  vessel  readily  and  forcibly  recovers 
its  fixed  position  But  suppose  M  and  G  to  change  places,  then 
these  two  forces  will  conspire  to  turn  the  vessel  over  still  more, 
■nd  the  equilibrium  is  unstable.  If  the  Metacenter  coincides 
with  the  center  of  gravity,  the  equilibrium  is  stable  in  any  posi- 
tion  of  the  vessel.  Balloons  in  rising  from  the  ground  forcibly 
liriit  themselves  in  accordance  with  the  foregoing  principle. 

Hence  the  necessity  of  having  not  only  the  heavier  parts  of  a 
ridp's  cargo  stowed  at  the  bottom  of  the  vessel,  but  also  of  hav- 
ing the  vessel  ballasted,  or  the  keel  heavily  laden,  is  apparent. 
For  the  masts  and  rigging  may  raise  the  center  of  gravity  of  the 
losel  above  the  center  of  gravity  of  the  water  displaced,  in 
which  case  the  vessel  will  be  very  liable  to  upset.  The  danger 
from  the  rolling  of  large  vessels  arises  from  the  liability  of  parts 
of  the  cargo  to  shiH;,  in  which  case  the  equilibrium  may  cease 
to  he  stable ;  and  the  danger  of  standing  up  in  a  small  boat  is 

S'le  apparent,  for  the  elevation  of  the  body  will  certainly  raise 
center  of  gravity  of  the  floating  mass  above  the  center  of 
gravity  of  the  water  displaced.* 

406.  The  Hvdroheter,  an  instrument  used  in  commerce  for 
determining  at  once  the  specific  gravity  of  liquors,  depends  on 
tliepriuciple  enunciated  in  Art.  404. 

Ine  most  common  hydrometer  is  represented  in  Fig.  184.  It 
oasists  of  a  hollow  ball,  with  a  long  slender  stem,  and  since  it 
will  sink  until  it  has  displaced  a  quantity  of  the  fluid  equal  in 
Weight  to  itself,  it  will  of  course  sink  to  a  greater  depth  the 
Egfater  the  fluid.  From  the  depths  to  which  it  sinks,  therefore, 
U  indicated  by  the  graduated  stem,  the  corresponding  specific 
pavities  are  estimated  according  to  the  formula  in  Art.  404,  and 

■  Wetaptei*!  "  iVnw^Iw  •/  HydmUiUt,"  p.  59. 
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arranged  in  tt  table.  Nicholmn's  Hydrometer,  (Fig.  185.)  istho 
most  useful  of  this  class  of  instruments,  since  it  may  be  applied 
to  finding  the  specific  gravities  of  solid  bodies.  In  addition  to 
the  hollow  ball  of  the  common  hydrometer,  it  is  furnished  with 
a  dish  AB  for  receiving  weights,  and  a  stirrup  EF  for  holding  the 
substance  under  trial.  The  instrument  is  so  adjusted  that  when 
1000  grains  are  placed  in  the  upper  dish,  the  Mhole  will  sink  in 
distilled  water  at  tlic  temperature  of  60°  Fahr,  to  the  point  m  in 
the  middle  of  the  stem.  If,  therefore,  in  the  case  of  different 
fluids,  we  add  weights  until  m  stands  at  the  level  of  the  fluids, 
the  quantities  displaced  will  be  the  same  in  all,  and  the  weight 
of  each  quantity  %vill  be  that  of  the  instrument  W  together  with 
the  weight  w  added  to  the  dish,  which  will  constitute  the  nume- 
rator of  the  fraction  expressing  the  specific  gravity,  (Art.  396.) 
while  W+IOOO  expresses  the  denominator,  bring  the  weight  of 
an  equal  bulk  of  water ;  and  since  the  weight  of  the  instrument 
is  known,  the  only  thing  to  be  determined  in  any  case  is  the 
weight  to  be  added,  in  order  to  sink  the  point  m  to  the  level  of 

VZ+w 
the  fluid.     Then  ■„.:. — —  =the  specific  gravity. 

To  determine  the  specific  gravity  of  a  solid  body  not  exceed- 
ing 1000  grains  in  weight,  we  first  phice  the  instrument  in  water, 
put  the  body  into  the  dish,  and  add  weights  to  sink  the  point  m 
to  the  level  of  the  water.  Then,  since  the  weight  of  the  body 
itself  and  the  weight  added,  together  equal  1000  grains,  the 
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Weight  of  the  body— 1000  — the  weight  added.  Now  we  transfer 
^«  body  to  the  stirrup  EF,  and  ascertain  what  weight  must  be 
Md»I  to  the  dish  to  aink  it  to  the  same  level  as  before.  This 
Weight  will  show  the  loss  of  weight  of  the  body  in  water;  and 
Ae  ^weight  in  air,  divided  by  the  loss  of  weight  in  water,  gives 
Bie  specific  gravity.  As  the  cylindrical  stem  of  the  instrument 
!•  only  one  fortieth  of  an  inch  in  diameter,  the  instrument  will 
tiae  or  fall  nearly  one  inch  by  the  subtraction  or  addition  of  one 
bnth  of  a  grain.  It  will  therefore  indicate  a  change  of  weight 
pMs  than  one  twentieth  of  a  grain,  and  give  tlie  specific  gravity 
rrect  to  five  places  of  decimals.* 

407.  An  accurate  knowledge  of  the  specific  gravities  of  bodies 
of  great  use  for  many  purposes  of  science  and  the  arts,  and 
y  have  therefore  been  determined  with  the  greatest  possible 
cision.  The  heaviest  of  all  known  substances  is  platina, 
lose  specific  gravity,  in  its  State  of  greatest  condensation,  is 
,-\  water  being  1  ;  and  the  lightest  of  all  ponderable  bodies  is 
"rogen  gas,  whose  specific  gravity  is  .073,  common  air  being 
Also,  air  is  818  times  lighter  than  water.  Hence,  by  calcu- 
fetion,  it  will  be  found  that  platina  is  about  247,000  times  as 
|tea\y  as  hydrogen,  and  a  wide  range  is  allowed  to  Ihc  various 
■ipdies  which  lie  between  these  extremes.  The  metals,  as  a 
jBoss,  are  the  heaviest  bodies ;  next  to  these  come  the  metallic 
"  ps  :  then  the  precious  gems  ;  and  finally,  minerals  in  general, 
lintal,  liquid,  and  vegetable  substances,  in  order,  according  to 
e  following  table. 
Xetalt,  (pure.)  not  including  the  bases  of  the  alkalies  and 

£fl^tAB,  from 5  to  22 

!•  Gold,  19.25  Steel,    7.84 

i  Quicksilver,  13.58  Iron,     7.78 

Lead,  11.35  Tin,      7.29 

*  Silver,  10.47  Zinc,     7.00 

,  Copper,  8.90 

Metallic  Ore*,  lighter  than  the  pure  metals,  but  usually 

above 4.001 

WcroM  GcTiu,  as  the  ruby,  sapphire,  and  diamond,  3 — 4 

lineralx,  comprehending  most  stony  bodies,     -        -  2 — 3 

^t(Zt,  from  etherhighly  rectified  to  sulphuric  acid  highly 

concentrated, | — gj 

jClda  in  general,  heavier  than  water, 
ils      >    do.           lighter;  but  the  oils  of  cloves  and  cinna- 
moa  are  heavier  than  water ;  the  greater  part  lie  be* 
tween  .9  and  1.  -        - .9 — 1 


_  Ed.  Emjtd.  X,  761.  t  lb.  794. 

Bin  •  few  iRstoncM.  roelBllie  orra,  when  largely  combined  *ith  tanara  iupredieati, 
bctow  3.  i  EJ.  Eocyc 
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Milk. 1 

Alcohol,  (perfectly  pure.) 

Da     of  commerce. -        -      . 

Proof  Spirit, 

Wines ;  the  specific  gravity  of  the  lighter  wines,  as  Cham- 
pagne and  Burgundy,  is  a  little  less,  and  of  the  heavier 
wines,  as  Malaga,  a  little  greater  than  that  of  water. 

WoodSf  cork  being  the  lightest,  and  lignum  vitse  the 
heaviest. --  Jt 

408.  If  we  balance,  in  a  pair  of  scales,  a  tumbler  filled 
water,  to  a  certain  mark  near  the  top.  and  then,  turning  o 
the  water  except  a  small  quantity,  introduce  any  solid  bod; 
a  tumbler  a  little  less  than  the  first,)  so  as  to  raise  the  wat 
the  sides  to  the  same  mark  as  before,  the  equilibrium  w 
restored.  Here,  the  space  occupied  by  the  solid  immers 
the  same  with  that  before  occupied  by  the  water.  On  the 
principle,  a  ship  is  fioated  in  a  dock  with  a  very  small  qof 
of  water,  and  still  rides  as  freely  as  on  the  ocean.  By  the  a 
of  the  water  on  the  sides,  the  upward  pressure  on  the  bott 
increased,  on  the  same  principle  as  in  the  Hydrostatic  Pai 
(Art  393.)  Though,  in  this  case,  we  cannot  say  that  a  qui 
of  water  is  displaced  equal  in  weight  to  the  solid,  (since  thei 
of  the  water  originally  in  the  dock  may  not  have  been  nearl 
ficient  to  fill  the  space  occupied  by  the  ship,)  yet  the  eflTect 
same,  in  regard  to  the  pressure  on  the  water  below  the  shi] 
of  course  on  the  upward  pressure,  (Art.  381,)  as  though  the ; 
occupied  by  the  ship  below  the  level  of  the  fluid  on  its  sides, 
filled  with  water.  On  this  principle,  the  weight  of  a  loadec 
in  the  lock  of  a  canal  is  easily  estimated. 

Boats  are  sometimes  made  of  iron  instead  of  wood,  their  1 
ness  being  so  much  less,  that  the  entire  weight  of  the  boat 
greater  than  when  made  of  wood. 

409.  The  human  body,  when  the  lungs  are  filled  with  i 
lighter  than  water,  and  but  for  the  difficulty  of  keeping  the 
constantlv  inflated,  it  would  naturally  float. f  With  a  mod 
degree  of  skill,  therefore,  swimming  becomes  a  very  eas] 
cess,  especially  in  salt  water.  When,  however,  a  man  ph 
as  divers  sometimes  do,  to  a  great  depth,  the  air  in  the  Iqdj 
comes  compressed,  and  the  body  does  not  rise  except  by  mui 
efibrt.  The  bodies  of  drowned  persons  rise  and  float  after 
days,  in  consequence  of  the  inflation  occasioned  by  putrefa 

*  The  lightest  kinds  of  wood,  are  poplar,  pear,  and  sassafras,  all  of  which 
low  .5 ;  the  heaviest  are  ebony,  cedar,  mahogany,  oak-heart,  box,  and  poine| 
which  are  heavier  than  water.  Wood  increases  in  density  by  sge.  Kboi 
iMsn  known  to  reach  the  specific  gravity  of  1.76. 

t  See  Dr.  Franklin's  remarks  on  this  subject,  in  hii  WoriES. 
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Qoadixipeds  swim  much  more  easily  than  maiit  because  the  mo- 
tions of  the  limbs  necessary  to  sustain  themselves,  nearly  coin- 
cide with  their  natural  motions  in  walking,  while  the  body  main- 
tains nearly  its  usual  posture. 

410.  If  a  body  is  held  beneath  the  surface  of  a  fluids  the  force 
with  which  it  unll  ascend^  if  it  is  lighter  than  the  fluids  or  with  which 
k  wUl  descend^  if  it  is  heavier^  is  equal  to  the  difference  between  its 
0icm  weighs  and  the  weight  of  an  equal  quantity  of  the  fluid. 

Let  s  be  the  specific  gravity  of  the  solid  and  S  that  of  the  fiuid, 
and  M  the  weight  of  an  equal  bulk  of  water.  Now  the  bodv  held 
beneath  the  water  obviously  descends  with  its  own  weight=M 
Xj^*  while  it  is  pressed  upward  with  the  weight  of  the  quantity 
of  fluid  displaced =MxS ;  consequently,  the  force  with  which  it 
aieends  must  be  (MxS)  — (Mx^),  and  the  force  with  which  it 
descends  is  (Mx^)— MxS,  which  are  the  differences  between  the 
might  of  the  body  and  the  weight  of  the  fluid  displaced. f 

411.  On  the  foregoing  principle  is  founded  the  construction  of 
i  machine  called  the  Camel,  for  raising  sunken  vessels,  or  for  lifl- 
itt  ships  over  sand  banks.  A  similar  effect  is  exhibited  in  rivers, 
mere  the  ice  is  formed  upon  the  stones  at  their  bottom.  Ice  is 
fecifically  lighter  than  water,  and  therefore  when  it  accumulates 
to  a  certain  degree  round  the  stones,  the  upward  pressure  upon 
die  stones  exceeds  their  pressure  downward,  and  they  are  brought 
to  the  surface,  having  been  sometimes  torn  up  with  great  force. 
Huge  masses  of  stones  appear  in  many  cases  to  have  been  floated 
\ij  Uie  ice  adhering  to  them,  and  carried  to  a  great  distance  from 
tie  place  of  their  formation.;]; 

412.  Rocks  and  stones  being  only  a  little  more  than  twice  as 
Wvy  as  water,  of  course  nearly  half  their  weight  is  sustained 
^le  they  are  immersed  in  water ;  and  hence  the  increased  weight 
which  is  felt  when  a  large  stone  is  lifted  from  the  bed  of  a  river, 
tt  soon  as  it  reaches  the  surface.  Large  masses  of  rocks  are 
transported  with  far  greater  facility  by  torrents,  on  account  of 
their  diminished  weight.  On  the  same  principle,  the  limbs  feel 
Very  heavy  after  lying  for  some  time  in  a  bath.  Life-boats  have 
a  large  quantity  of  cork  mixed  in  their  structure ;  or  of  air-tight 
vessels  of  thin  copper  or  tin  plate,  so  that,  even  when  the  boats 
are  filled  with  water,  a  considerable  part  still  floats  above  the 
iQrface.$ 

When  light  bodies  are  attached  to  heavier  for  the  purpose  of 
making  them  float,  some  caution  is  necessary,  since,  on  account 
of  the  tendency  of  the  center  of  gravity  to  seek  the  lowest  point, 

•  For  •»— .-.Wa-MX*.  t  Ed.  EncTe.  X,  793.         t  Il>.  §  Amrtt. 
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Utere  will  be  danger  or  upsetting.  Thus,  persoDS  endeavuHiijf9| 
swim  hy  attaching  to  their  persons  blown  bladders,  sometimes! 
have  Uicir  bciids  turned  downward ;  and  a  man  undertaking  td 
walk  on  the  water  in  a  pair  of  cork  boots,  would  shortly  di^j^ 
pear,  and  nothing  would  be  seen  except  the  boots  sticking  o^^H 
the  water.*     (Art.  405.)  ^^M 

413-  The  magnilude  of  bodies  may  oAen  be  most  ctoffi! 
L  luently  and  accurately  estimated  from  the  doctrine  of  specific 
I  gravities.  Suppose  we  wish  to  ascertain  the  exact  number  of 
I  Rplid  inche!i  contained  in  a  stone  of  rude  and  irregular  shape,  we 
[  riiould  fijid  great  difficulty  in  applying  to  it  any  linear  meusure- 
[  ment;  but  if  we  ascertain  its  loss  of  weight  in  water,  then  we 
■  have  the  weight  of  an  equal  bulk  of  water,  and  since  1000  ounces 
I  contain  1728  cubic  inches,  we  may  easily  tind  how  many  cubic 
I  inches  correspond  to  the  weight  of  water  of  equal  magnitude 
i  with  the  body  in  question. 

We  may  estimate  the  quantity  of  ice  in  an  island  of  ice,  sack 

SB  occur  in  the  northern  seas,  by  applying  the  principle  demoa- 

ttrated  in  Art.  404. 

414.  As  examples  of  the  manner  in  which  questions  are  solved 
by  the  principles  oi'  Hydrostatics,  we  subjoin  a  few  problems  of 
the  more  difficult  class,  with  their  solutions,  to  which  we  shall 
add  a  variety  of  questions  as  an  exercise  for  the  learner. 

FKOBLEMS.  ^^H 

1.  What  is  the  weight  of  a  chain  of  pure  gold,  which  maea. 
the  water  1  inch  in  height,  in  a  cubical  vessel  whose  side  is  3 
inches  T  and  suppose  a  chain  of  the  same  weight  were  adulte- 
rated with  14i  oz.  of  silver,  how  much  higher  would  it  raise  the 
water  in  the  vessel  f 

The  coptenis  of  the  chain  are  3x3x1=9  cubic  inches. 
Since  a  cubic  foot  or  1728  inches  of  distilled  water  weigh  1000 
oz.f  avoirdupois,  and  since  192  oz.  avoirdupois=I75  troy,  in 
which  gold  and  silver  are  weighed;  therefore,  1728  inches  of 
water  weigh  H1I.458  oz.  troy;  or  1  cubic  inch  weighs  .5274  oz. 
The  speciHc  gravity  of  gold  being  19.25,  and  that  of  silver  being 
10.47,  therefore  I  inch  of  gold  iceigks  10.15  ox.  and  1  iiick  of 
stiver  weig/ia  6.S2  ox.  Hence  the  chain  weighs  01.35  oz.  Again. 
10.15  oz. :  1  in. :  :  14.5  oz. :  1.428=cub.  inch,  of  gold  in  14.5  oz. 
6.52        :  1       :  :  14.5        : 2.626=     do.  silver     do. 

.*.  fl— 1.428+2,6a6  =  10.I98=column  of  water  raised   by  the 

■  AnMtt, 

t  By  tci  of  Pmiijuneiil,  1835,  19  cubic  inche*  of  di«>l1«d  wirer,  temp.  50°  Fahr., 
wei^  10  OB.  troy.    Hum  uuiDbeia  may  be  used  ioilead  of  Uuwb  Id  the  leiL 
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dak;  and  =1.188=^hole  height,  and    l.iaS— 1=.188. 

SL  The  specific  gravity  of  lead  being  11.85 ;  of  cork»  .24 ;  of 
8r,  .45 :  How  mach  cork  mast  be  added  to  60  lbs.  of  lead,  that 
the  united  mass  may  weigh  as  much  as  an  equal  bulk  of  fir  7 

Let  x=weight  of  the  cork  in  pounds. 
Ihen  60+x^weight  of  united  mass^^weight  of  an  equal  bulk 

of  fir,     .*.     .,  =da  of  an  equal  volume  of  water. 

•45 

And  ,,  og+7r;=we  same,  and  therefore=— rr-. 

Hencet  x=65.8527  lbs.    Ans. 

8.  A  cone,  whose  height  is  6  inches,  is  immersed  in  water, 
with  its  vertex  downward.  Its  specific  gravity  being  |th  that 
of  the  water,  what  part  of  the  axis  will  be  immersed? 

Let  x=part  of  the  axis  immersed : 

—-\   ^ —one  half  ike  axis.  Ans. 

.  4.  A  sailor  had  a  10  gallon  cask  half  full  of  brandy,  and  not 
lieing  allowed  to  keep  liquors  on  board,  he  threw  it  overboard 
fiv  the  purpose  of  concealment,  attaching  to  it  a  mass  of  lead 
JQst  sufficient  to  keep  it  under  water :  Required  the  weight  af  the 
lead^  the  wood  of  the  cask  containing  216  cubic  inches,  the  spe- 
eific  gravity  of  the  brandy  being  .886,  that  of  sea  water  1.080, 
that  of  the  lead  11.85,  and  that  of  the  wood  .8  f 

The  whole  quantity  of  water  displaced=231x  10+21 6=2526 
iDehes  ;  and  231  X5=1155=quantity  of  brandy. 


Then,  1728 
1729 
1728 


1030 : :  2526  :  1505.66=wt.  of  water. 
886  : :  1155  :     502.2  =wt.  of  brandy. 
800::   216:     100.     =wt.  of  wood. 
Then   1505.66— (592.2+100  =692.2)  =813.46  =weight  of  the 
water  above  that  of  the  brandy  and  cask,  which  is  the  buoyant 
power  to  be  counteracted  by  the  lead. 
Now,  how  much  lead  will  it  take  to  weigh  813.46  in  water? 

X 

Let  «=wt.  ol  lead  required ;  then  — rr^=weight  of   an  equal 

X 

hdk  of  water.    Therefore  x—  Yr-;r^=8 13.46,  and  a:=894.64  oz. 

or  nearly  56  lbs.  Ans. 

QUSSTIONS   ON   HYDROSTATICS. 

1.  In  a  hydrostatic  press,  (Fig.   170,)  the  height  of  the  small 
column  AB  on  which  the  power  acts  is  2  feet  above  the  bottom 

*  The  wei^t  of  lead  above  sea  water. 
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of  the  large  piston  CD  ;  the  diameter  of  the  cyliader  AB  is  1 
inch,  and  of  the  cylinder  CD  I  foot.  By  means  of  a  screw  turned 
by  a  lever,  a  man  can  exert  a  force  on  A  equal  to  500  poands: 
What  amount  of  pressure  can  he  apply  with  the  aid  of  this  press, 
combining  his  own  strength  with  the  pressure  of  the  column  of 
water  AB?*  Ans.  73098.17  lbs. 

2.  A  junk  bottle,  whose  lateral  surface  contained  50  square 
inches,  was  let  down  into  the  sea  3000-  feet :  What  pressure 
would  the  sides  of  the  bottle  sustain,  do  allowance  being  made 
for  the  increased  specific  gravity  of  the  sea  water  ? 

Am.  65104.166  lbs. 

3.  A  Greenland  whale  sometimes  has  a  surface  of  3600  squa^ 
feet :  What  pressure  would  he  bear  at  the  depth  of  800  fathoms  . 

Anx.  1080,000,000  lbs.,  or  more  than  482,142  toni. 

4.  A  mill-dam,  running  perpendicularly  across  a  river,  slope? 
at  an  angle  of  25  degrees  with  the  horizon.  The  average  depth 
of  the  stream  is  12  feet,  and  its  breadth  50O  yards :  Required  Uie 
amount  of  pressure  on  the  dam  1 

Am.  15971006  lbs.,  or  7130+  tons. 

5.  A  mineral  weighs  960  grains  in  air,  and  730  grains  in  wa- 
ter: What  is  its  specific  gravity?  Arts.  4.344. 

6.  What  are  the  respective  weights  of  two  equal  cubical 
masses  of  gold  and  cork,  each  measuring  2  feet  on  its  linear  edge  f 

Arts.  The  gold  weighs  9625  i6j.=4.207  tons;  the  cork  vxigkx 
120  lbs. 

7.  On  one  of  the  peaks  of  the  Alps,  is  a  single  mass  of  granite 
rock  of  a  nearly  globular  shape,  which  is  estimated  by  measure 
to  contain  5949  cubic  feet.  The  whole  mass  is  so  nicely  bal- 
anced on  its  center  of  gravity,  that  a  single  man  may  give  it  a 
rocking  motion.  By  trial  made  upon  a  small  fragment,  its  speci- 
fic gravity  was  found  to  be  2.6 :  What  is  its  weight  ? 

Ana.  431.568  tont. 

8.  An  island  of  ice  rises  30  feet  out  of  water,  and  its  upper 
surface  is  a  circular  plane,  containing  |ths  of  a  square  acre. 
On  the  supposition  that  the  mass  is  cylindrical,  required  its 
weight,  and  depth  below  the  water,  the  specific  gravity  of  aea 
water  being  1.0263,  and  that  of  ice  .92? 

WiiglU  242900  ton*;  depth  259.64 /wi. 

9.  Wishing  to  ascertain  the  exact  number  of  cubic  inches  in  a 
very  irregular  fragment  of  stone,  I  ascertained  its  loss  of  weight 
in  water  to  be  5.346  ounces  :  Required  its  dimensions  ? 

Ans.  9.238  cwWc  inches 

10.  Hiero,  king  of  SjTacuse,  ordered  his  jeweller  to  make  him 
k  crown  of  gold  containing  63  ounces.     The  artist  attempted  a 

I'ftaud  by  substituting  a  certain  portion  of  silver ;  which  being 
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suspected,  the  king  appointed  Archimedes  to  examine  it.  Archi- 
medes, puttitig  it  into  water,  found  it  raised  the  fluid  8.2245 
inches ;  and  having  found  that  the  inch  of  gold  weighs  10.36 
ounces,  and  that  of  silver  5.85  ounces,  he  discovered  what  part 
of  the  king's  gold  had  been  purloined:  It  is  required  to  repeat 
the  process  T  Ans.  28.8  ounces. 


CHAPTER  n. 

OF  UQUIDS  OR  NON-ELASTIC  FLUIDS  IN  MOTION. 

£^  415.  That  branch  of  Natural  Philosophy  which  treats  of  fluids 
-tit  motioHf  is  usually  denominated  Hydraulics^  from  S^f,  water^ 
and  au>i(,  a  torrent.  It  embraces,  therefore,  the  phenomena  ex- 
hibited by  water  issuing  from  orifices  in  reservoirs — ^projected 
obliquely  or  perpendicularly — flowing  in  pipes,  canals  and  rivers 
—oscillating  in  waves — or  opposing  a  resistance  to  the  progress 
of  solid  bodies.^ 

In  this  part  of  the  doctrine  of  fluids,  the  deductions  of  theory 
done  are  of  little  value,  and  are  in  fact  so  discordant  with  expe- 
rience, that  little  reliance  can  be  placed  on  them,  except  as  modi- 
fied by  experiment.  When  thus  modified,  the  truths  learned 
respecting  the  laws  that  govern  the  motions  of  fluids,  have  a  high 
degree  of  practical  utility. 

The  causes  of  this  discordance  between  theory  and  experi- 
ment are  such  as  the  following :  the  difierent  states  in  which  the 
same  fluid  is  found  in  consequence  of  changes  of  temperature, 
and  difierent  degrees  of  purity — the  attraction  existing  between 
its  particles  and  preventing  that  perfect  fluidity  which  is  con- 
templated by  the  definition,  and  upon  which  our  reasonings  are 
founded — the  friction  against  the  sides  of  the  vessel — the  resist- 
ance of  the  air — the  size  of  the  vessel  in  proportion  to  the  aper- 
ture— the  shape  of  the  aperture  itself — the  difierent  directions 
in  which  the  various  parts  or  Jilaments  (as  they  are  called)  of  the 
fluid  run  toward  the  aperture — and  the  vortices,  or  irregular 
motions  which  are  communicated  to  the  fluid  by  a  variety  of 
causes,  f 

416.  The  manner  in  which  vessels  of  water  discharge  them- 
selves through  small  orifices  in  the  bottom  or  sides  of  the  vessels, 
has  been  carefully  observed  by  introducing  into  a  coiunm  of  wa- 
ter contained  in  a  glass  vessel,  small  solid  particles,  which  ren- 
der the  currents  of  the  fluid  visible.     From  such  observations  it 


*  Ed.  Encyc,  Art  Hydrodynamics,  t  Cavallo,  I,  267. 


,  1 

F  1 


896  NATURAI.   FHILOBOniV. 

appears,  that  the  particles  of  fluid  descend  in  vertical  lines,  i 
Ihey  arrive  within  three  or  four  inches  of  the  oriBce,  when  tbey 
gradually  turn  into  a  direction  more  or  less  oblique,  and  run  di- 
reciiy  toward  the  orifice.  When  the  surface  of  ihe  desceiidii^ 
column  comes  very  near  to  the  oriiicc,  a  furcel-shaped  buUowor 
cavity  makes  its  appearance,  and  the  various  particles  viiA 
rush  toward  the  orilice,  converge  to  a  point  without  the  orifice, 
at  the  distance  of  the  semi-diamtter  of  Uie  orifice  Utelf,  where  a 
the  point  of  greatest  contraction,  called  the  vena  caiUracta, 

From  the  great  number  of  propositions  which  contain  the  d» 
trine  of  hydraulics,  wc  shall  select  those  which  appear  to  be 
most  valuable  on  account  of  their  practical  utility,  adding  saA 
remarks  as  wilt  serve  to  show  the  modiflcations  to  which  ibij 
are  subject  in  practice. 

417.  If  a  Jiuid  runs  through  any  fiibe,pipe,  or  canal,  and  ietp 
it  coiialantly  full,  ila  velocity,  in  any  pari  of  its  course,  mill  be  a- 

VEBBRLV  AS  THE  AREA  UP  TUE  SECTION  Ol  that  part. 

Let  A  and  a  be  the  areas  of  two  cross  sections  of  a  tubeol 
unequal  bore,  and  let  V  and  f  denote  the  velocities  of  the  fluid 
as  it  flows  through  A  and  a  respectively.  Now  the  quantity  ff 
fluid  which  passes  through  any  section,  must  depend  upon  tbe 
area  and  velocity  conjointly  ;  and  since  the  lube  is,  by  the  au^ 
position,  kept  constantly  full,  the  same  quantity  runs  throop 
every  section  of  the  tube  in  any  given  time.  Hence  A>fV=aX» 
.'.A :  tf  : :  u :  V  ;  that  is,  the  velocity  is  inversely  as  the  area  of  tiie 
section. 

It  follows  from  the  foregoing  proposition,  that  the  velocity  of  a 
stream  increases  as  cither  the  breadth  or  the  depth  decreases. 
In  a  tube,  the  parts  near  the  axis  move  with  greater  velocilj 
than  near  the  sides;  and  in  every  canal  or  river,  the  velocity  of 
the  stream  is  greater  in  the  central  parts,  or  channel,  than  at  the 
lides,  and  greater  at  the  surface  than  at  the  bottom.  The  mcait 
velocity,  therefore,  is  to  be  inferred  from  the  combination  of  al 
.least  three  distinct  measurements.  For  example,  the  velocity  of 
"  stream  was  found  to  be  ,^^ 

On  the  surface  of  the  channel,    -    •     5  miles  per  hom^H 

At  the  bottom, 3  "     ^^M 

At  the  sides, 34     "  ^M 

Therefore,  the  mean  velocity=^ — ^  =  —^=3.83  milea   per 

hoar. 

It  is  important  to  avoid  all  unnecessary  expansions  as  well  as 
contractions,  in  pipes  or  canals,  since  rliere  is  always  a  useless 
expenditure  of  force  in  restoring  the  velocity  which  is  lost  in  the 
wider  parts.* 


•  Young'i  Leclurcs  on  Nut.  Pliil,,  I,  S 
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418.  To  find  the  quantity  of  water  which  flows  in  a  river,  we 
may  first  ascertain  the  area  of  a  section  by  taking  the  depth  in 
various  parts  of  the  section,  and  dividing  the  sum  of  all  the 
depths  bythe  number  of  measurements,  which  gives  us  the  mean 
depth*  This  multiplied  into  the  breadth  of  the  stream,  gives  the 
area  of  the  section,  which  multiplied  into  the  average  velocity, 
(Art.  417,^  shows  the  quantity  required. 

Exampie. — Wishing  to  know  the  quantity  of  water  that  dis- 
charged itself  per  minute  through  a  certain  strait,  I  chose  a 
place  below  the  strait  where  the  water  flowed  at  a  nearly  uni- 
form rate,  where,  by  noting  the  time  occupied  by  light  sub- 
stances in  floating  through  various  parts  of  the  stream  for  a  given 
distance,  I  found  the  average  velocity  to  be  96  feet  per  minute. 
The  mean  depth  of  a  section  was  8^  feet,  and  the  breadth  560 
feet.     Hence, 

8^x660x96=456960  cubic  feet  per  minute. 

419.  The  phenomena  of  Rivers  have  sometimes  been  explain- 
ed on  the  supposition  that  rivers  are  bodies  falling  freely  down 
inclined  planes.  But  the  conclusions  deduced  from  this  doctrine 
are  so  at  variance  with  experience,  as  to  be  of  no  value.*  Were 
every  part  of  the  bed  of  a  river  uniform,  like  a  tube,  the  chan- 
nel or  portion  which  moves  with  the  greatest  velocity,  would  be 
in  the  center  of  the  surface ;  but  inequalities  in  the  sides  and 
bottom  usually  throw  it  out  of  the  center,  and  incline  it  to  one 
side  or  the  other.  The  increased  velocity  of  a  stream  during  a 
freshet,  while  the  stream  is  confined  within  its  banks,  exhibits 
something  of  the  acceleration  which  belongs  to  bodies  falling 
freely  down  an  inclined  plane.  It  presents  the  case  of  a  river 
flowing  upon  the  top  of  another  river,  and  consequently  .meeting 
with  much  less  resistance  than  when  it  runs  upon  the  rough  un- 
equal surface  of  the  earth  itself.  The  augmented  force  of  a 
stream  in  a  freshet,  arises  from  the  simultaneous  increase  of  the 
quantity  of  water  and  the  velocity.  In  conscciurnce  of  the  fric- 
tion of  the  banks  and  beds  of  rivers,  and  the  numerous  obstacles 
they  meet  with  in  their  winding  course,  their  progress  is  very 
slow,  whereas,  were  it  not  for  these  impediments,  it  would  be- 
come immensely  great,  and  its  effects  would  be  exceedingly  dis- 
astrous. A  very  slight  declivity  is  sufficient  for  giving  the  run- 
ning motion  to  water.  Three  inches  per  mile,  in  a  smooth, 
straight  channel,  gives  a  velocity  of  about  three  miles  per  hour. 
The  Ganges,  which  gathers  the  waters  of  the  Himalaya  Moun- 
tains, the  loftiest  in  the  world,  at  the  distance  of  eighteen  hun- 
dred miles  from  its  mouth,  is  only  eight  hundred  feet  above  the 
level  of  the  sea, — that  is,  about  twice  the  height  of  St.  Paul's 
church  in  London  ;   and  to  fall  these  eight  hundred  feet,  in  its 


*  See  Robisoii's  Mech.  Phil.,  or  Encyc.  Brit.,  Art.  Theory  of  River9. 


long  courso,  the  water  requires  more  than  a  monlh.  The  great  ' 
m  rxiver  Magdalcna,  in  South  America,  running  for  a  thousand  tnilei 
■iiMbetwccn  two  ridges  of  the  Andes,  falls  only  live  hundred  feel  io 
l)«ll  that  distance."  The  Crolon  aqueduct,  that  waters  tiie  city 
B"»f  New  York,  falls  one  fool  per  mile.  The  motion  of  nveraaotn 
l.)iecomes  uniform,  even  in  very  great  inclinations,  the  sura  of  tlie 
K  resistances  forming  an  equilibrium  with  the  acceleration  pn- 
B  duced  by  the  descent  on  an  inclined  plane.  The  smallest  incli- 
I  <Bation  capable  of  giving  motion  to  water  is  a  descent  of  one 
I  loot  in  a  million  ;  or  about  y^th  of  an  inch  per  mile.  A  fall  of  S 
ft-lfeet  per  mile,  makes  a  mountain  torrent. I 

F  420.  The  velocity  with  which  a  fiuid  itsues  from  a  small  orifat 
Ijj&l  the  bottom  or  side  of  a  vesstl,  kept  conslanlfy  full,  variea  <a  itt 
^■QtJARE  ROOT  OF  THE  DEFTH  below  the  surface  of  the  fiuid. 

The  pressure  at  different  deptlis  varies  as  the  .depth,  (Art.  385;) 
also  the  momentum  is  as  the  force  impressed,  and  likewise  there- 
fore as  the  depth.     Hence,  let  Q,  Q'tdenote  the  quantities  of  fluid 
^  discharged  at  each  orifice  respectively ;  V,  V,  the  corresponding 
L^elocities,  and  AB,  AC,  the  depths.     Then,  since  the  momentiUB 
EiasQxV,  QxV:Q'xV'::  AB:  AC. 

^  But,  through  a  given  orifice,  the  quantity  of  fluid  discharged 
evidently  varies  as  the  velocily,  or  Q  a:  V  ;  hence, 
V'lV"::  AB:  AC,  or 
V  :  V  :VAB:  v^AC. 
It  appears,  therefore,  that  the  fluid  issues  with  the  velocity 
which  a  body  would  acquire  by  falling  freely  from  the  surface  of 
the  fluid  to  the  orifice^  for  that  is  also  au  the  square  root  of  the 
space.  (Art.  20.)  And  since  a  body  when  projected  upward 
with  a  certain  velocity,  will  rise  to  the  same  height  as  That  from 
which  it  must  have  fallen  to  acquire  that  velocity,  consequently, 
if  a  fluid  issue  from  the  side  of  a  vetisel  through  a  spout  bent  up- 
ward, it  would,  were  it  not  for  the  resistance  of  ihe  air,  and  fric- 
tion at  the  orifice,  rise  to  the  level  of  the  fluid  in  the  rrservoir. 
It  follows  from  the  foregoing  proposition,  that  an  ortfiec  su- 
teen  inches  from  the  surface  will  discbarge  twice  as  much  flmd 
in  a  given  lime  as  one  at  the  depth  of  four  inches ;  and  this  is 
conformable  to  the  law  that  the  pressure  varies  as  the  depth  ;  for 
since  twice  the  quantity  flows  wiih  twice  the  velocity,  of  course 
the  pressure  or  momentum  is  four  limes  as  great  at  the  depth  of 
sixteen  as  at  that  of  four  inches.  In  order,  therefore,  to  draw 
off  from  a  cistern  four  times  as  much  water  as  before,  we  must 
place  the  gate  sixteen  times  as  deep.  A  gate  opened  in  a  rcaCT- 
voir  at  (he  depth  of  sixty  four  inches,  will  discharge  only  four 
times  as  much  as  at  the  depth  of  four  inches. 

421.  In  the  construction  of  water  works  it  is  customary  to  cofr 
■  AiyotlS  El,  FbyiL,  I,  350.  t  ReiiDii;,  Report*  o/  Brit.  J>mc,  U 
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doct  the  stream,  or  such  part  of  it  as  is  required,  into  a  cubical 
cistem,  and  to  let  it  issue  from  the  side  of  this,  near  to  the  bot- 
tom, and  thus  fall  upon  the  main  wheel.  Instead  of  admitting 
the  water  to  the  wheel  in  this  manner,  it  has  sometimes  been 
supposed  that  an  advantage  might  be  gained  by  letting  the  water 
fall  down  a  height  equal  to  that  of  the  top  of  the  cistern,  per- 
pendicularly upon  the  wheel,  on  the  supposition  that  we  might 
thus  avail  ourselves  of  the  force  acquired  by  the  water  in  falling. 
But  according  to  the  preceding  proposition,  the  force  would  be 
the  same  whether  the  water  issued  from  the  cistern  and  thus  ap- 
plied itself  to  the  wheel,  or  whether  it  fell  upon  the  wheel  from 
a  height  equal  to  that  of  the  surface  of  the  water  in  the  reser- 
voir above  the  orifice.  This  is  true  in  theoty^  but  in  practice  it 
would  be  found  more  advantageous  to  take  the  water  out  of  tlie 
cistern,  to  avoid  loss  from  the  resistance  of  the  air. 

422.  If  a  cylindrical  or  prismatic  vessel,  of  which  the  horizontal 
sediofi  is  everywhere  the  same,  is  filled  with  fluid,  and  empties  it* 
self  by  an  orijice,  the  velocity  vnth  which  the  surface  descends,  and 
aUo  the  velocity  with  which  tlie  water  issues,  is  uniformly  retarded. 

The  velocity  with  which  the  surface  descends  is  proportional 
to  that  with  which  the  fluid  issues  from  the  orifice,  and  therefore 
is  as  the  square  root  of  the  depth.  (Art.  420.)  But  the  velocities 
of  bodies  projected  perpendicularly  upward  are  in  the  same  ratio 
to  their  spaces,  (Art.  30,)  and  therefore  a  body  projected  perpen- 
dicularly upward  is  in  the  same  relative  circumstances  as  the 
descending  surface  of  the  fluid ;  and  as  the  projected  body  is 
uniformly  retarded,  the  same  is  true  of  the  descending  surface. 

On  this  principle  is  constructed  the  Clepsydra,  or  water-clock. 
Since  the  descent  of  the  surface  is  uniformly  retarded,  the  spaces 
which  it  describes  in  equal  times,  reckoning  from  the  bottom,  are 
as  the  odd  numbers,  1,  3, 5,  7,  &c. ;  and  if  a  cylindrical  vessel  of 
water  be  furnished  with  an  orifice  at  the  bottom  which  will  ex- 
Mtly  discharge  the  whole  column  in  twelve  hours,  Jind  the  sides 
9t  the  vessel  be  divided  into  spaces  corresponding  to  the  forego- 
ing numbers,  the  successive  heights  of  the  column  become  meas- 
ures of  time.* 

423.  If  we  accurately  mark  the  time  in  which  a  cylindrical  or 
prismatic  vessel,  whose  horizontal  section  is  everywhere  the  same, 
discharges  itself  to  the  level  of  a  given  orifice,  and  then  draw  off 
for  the  same  time,  keeping  the  vessel  constantly  full,  wc  shall  obtain 
double  tlie  quantity  of  fluid  in  the  latter  case  as  in  the  former. 

When  the  vessel  is  kept  constantly  full,  the  velocity  at  the 
orifice  (and  of  course  the  quantity  discharged)  continues  uni- 

'  An  excellent  description  and  representation  of  various  forms  of  ^be  Clepsydra 
may  be  found  in  the  Encyclopedia  Mctropolitanai  Art  Hydrodynamica     % 
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formly  the  same  as  at  first ;  and  siQce  the  circumstances  of  Uuf 
case  are  exactly  analogous  to  those  of  a  body  projected  perpeu- 
dicularly  upward ;  and  since  if  a  body  thus  projected  were  to 
continue  to  ascend  with  the  6rst  velocity,  it  would  pass  over  a 
space  twice  as  great  in  the  same  time  as  when  uniformly  re- 
tarded ;  therefore,  the  truth  of  the  proposition  is  manifest. 

434.  A  jiuid  spouting  from  tlie  xide  of  a  vessel,  describes  the 
curt'e  of  a  parabola. 

The  fluid  is  precisely  in  the  same  circumstances  as  a  projec- 
tile acted  on  by  the  force  of  projection  (viz.  the  pressure  of  the 
incumbent  fluid)  and  by  the  force  of  gravity.  Therefore,  ac- 
cording (o  Art.  48,  it  describes  the  curve  of  a  parabola.  As  in 
the  case  of  other  projectiles,  the  proposition  hol(&  good,  whatever 
may  be  the  angle  of  elevation  of  the  jet. 

425.  If  a  semicircle  be  described  on  the  perpendicular  aide  of  i 
vessel,  OS  a  diameter,  and  a  fluid  spout  bort^Lonlally  from  any'pnisi 
in  the  diameter.  Us  random  will  equal  twice  the  length  of  the  ordi- 
nate to  that  point. 

The  velocity  with  which  the  fluid  Fis-  ^^^-  

issues  from  the  vessel,  being  that  ^ 
which  is  due  to  the  height  BG,  F 
(Fig.  186.)  is  such  as  if  preserved  i 
would  carrj'  the  jet  through  a  space  [ 
equal  to  2BG,  in  the  time  of  the  fait  { 
through  BG;  but  after  leaving  the  j 
orifice,  it  arrives  at  the  horizontal  I 

plane  in  the  same  time  as  that  in  [ 

which  a  body  would  fall  freely  *- 
through  GD.  And  since,  in  falling  boilies,  the  limes  are  as  the 
square  roots  of  the  spaces,  (Art.  2!),)  therefore,  v'BG  :  v'GD  : : 
/B(J  :  /GD,»  that  is,  the  time  employed  in  reaching  the  plane-t 
But  in  the  time  of  describing  BG,  the  jet  would  be  carried  otii- 
foriply  and  horizontally  over  a  space  equal  to  2BG ;  therefore, 
to  find  how  far  it  will  proceed  in  a  horizontal  direction,  while 
it  is  descending  through  GD,  we  have 

^/BG  :  v/GD  ::  2BG  :  DE-H5^i^^^2V(BGxGD)=2GH, 

that  is,  double  the  ordinate  to  the  point  G. 

The  greatest  random  will  be  when  the  fluid  spouts  from  the 
center,  for  then  the  ordinate  (and  of  course  twice  the  ordinate)  is 


ic  of  falling  daynt  tlie  spnccs  RU  aiid  GD. 
eacli  the  plana  in  l\\e  curvp,  aclcd  cui  by  Iho  Iwo  forccB  rfW 
'  '  '    "I  would  dcBcend  It 
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greatest ;  and  the  randoms  will  be  equal  at  equal  distances  above 
and  below  the  center,  for  at  these  points  the  ordinates  are  equal. 

426.  When  a  fluid  is  cont&ined  in  any  vessel,  it  presses  equally 
on  opposite  points  of  the  vessel,  and  is  thus  maintained  at  rest. 
Now  if  we  remove  the  pressure  from  one  of  the  opposite  points 
while  it  remains  on  the  other,  the  force  exerted  on  the  latter 
Will  tend  to  move  the  vessel  in  that  direction.  Thus  if  we  sus- 
pend a  boUle  of  water,  like  a  pendulum,  and  open  a  small  jet  on 
one  side,  the  pressure  on  this  side  being  taken  ofi*,  but  still  re- 
maining on  the  other,  the  bottle  will  swing  toward  the  side  op 
posite  the  orifice,  and  remain  suspended  at  a  certain  height 
nbove  its  former  position. 

Barker's    Mill    acts  on  the 
foregoing  principle.*    Its  con- 
struction is  as  follows :    AB 
(Fig.  187)  is  a  hollow  cylinder 
movable  about  a  vertical  axis 
MN.     PP'  is  another  cylinder 
placed  at  right  angles  to  the 
former,  and  communicating  in- 
ternally with  it.    Near  its  ex- 
tremities, which  are  closed,  two 
apertures  are  made  in  the  sides 
of  this  horizontal  cylinder,  open- 
ing in  opposite  directions.   That  p^ 
at  P  is  supposed  to  front  the  «jp 
reader,  and  that  at  P'  to  lie  on  ■^~ 
the  opposite  side  of  the  tube. 
Water  is  supplied  by  the  spout  O,  keeping  AB  constantly  nearly 
fall.     As  the  water  flows  out  at  P  and  P',  the  unbalanced  pres- 
sure on  the  sides  of  the  cylinder  opposite  to  those  openings,  acts 
on  the  respective  arms  PB,  P'B,  and  sets  the  horizontal  cylinder 
revolving,  carrying  along  with  it  the  perpendicular  shaft  MN, 
and  any  machinery  connected  with  it.     The  power  resulting 
from  the  pressure  of  a  column  of  water  is  here  applied  to  the 
best  advantage,  for  since  the  arms  of  the  horizontal  shafl;  BP 
and  BP'  may  be  lengthened  at  pleasure,  while  the  power  is  still 
applied  at  the  extremity  of  each,  the  circumstances  are  the  same 
as  when  the  power  is  applied  to  the  end  of  a  lever  or  the  cir- 
cumference of  a  wheel,  and  the  power  gains  a  similar  advantage. 
Moreover,  the  centrifugal  force  acquired  by  the  revolving  fluid, 
being  greatest  at  the  extremities  of  the  shaft,  acts  under  a  simi- 
lar advantage  and  conspires  with  the  simple  pressure.     This 
machine  is  said  by  writers  on  mechanics  to  be  the  most  effective 


\ 


^  Machines  actin|r  on  thifl  principle,  are  erroneouslj  said  to  go  bj  reactiou* 
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known  for  applying  the  power  of  a  given  quantity,  and  a  givei 
fall  of  water,  to  the  working  of  machinery.* 

427.  The  term  Friction  is  applied  to  the  obstruction  occa> 
sioned  to  the  passage  of  fluids  in  the  same  manner  as  it  is  to  sol- 
ids ;  and  it  exists  to  such  an  extent  as  to  become  an  object  of 
considerable  inconvenience  in  practice.  It  can  be  obviated  only 
by  making  the  conveying  pipe  of  much  larger  dimensions  than 
would  otherwise  be  necessary,  so  as  to  allow  the  free  passage  of 
a  sufficient  quantity  of  fluid  through  the  center  of  the  pipe,  while 
a  ring  or  hollow  cylinder  of  water  is  considered  to  be  at  rest  all 
around  it.  Other  circumstances  beside  friction  likewise  tend  to 
diminish  the  quantity  of  fluid  which  would  otherwise  pass  throof^ 
pipes, — such  as  the  existence  of  sharp  or  right-angled  turns  in 
them,  permitting  eddies  or  currents  to  be  formed,  or  not  provid- 
ing for  the  eddies  or  currents  that  form  naturally,  by  suiting  the 
shape  of  the  pipe  to  them.  It  follows,  therefore,  that  whenever 
a  bend  or  turn  is  necessary  in  a  water-pipe,  it  should  be  made  in 
as  gradual  a  curve  or  sweep  as  possible  ;  that  the  pipe  shonld 
not  only  be  sufficiently  capadous  to  aflbrd  the  necessary  supply 
but  should  be  of  a  uniform  bore  throughout,  and  free  from  aU 
projections  or  irregularities  against  which  water  can  strike, 
and  form  eddies  or  reverberations,  since  these  will  impede  the 
progress  of  the  fluid  as  eflTectually  as  the  most  solid  obstacles. 

428.  Fluids,  it  must  be  recollected,  are  subject  to  the  same 
law  of  gravity  as  solid  bodies,  and  a  mass  of  fluid  descending 
vertically  has  its  motion  accelerated  in  the  same  manner  as  a 
solid  mass  ;  and  the  momentum  generated  is  the  product  of  its 
quantity  of  matter  and  velocity.  If  a  column  of  water  move 
through  either  a  vertical  or  an  inclined  pipe,  it  acquires  a  velo- 
city, which  from  the  friction  of  the  pipe  will  soon  become  uni- 
form, and  the  momentum  generated  will  be  measured  by  the 
mass  multiplied  into  this  uniform  velocity.  Now  force  is  also 
necessary  for  the  destruction  of  motion,  and  the  shorter  the  time 
through  which  it  acts  the  greater  is  the  effect  produced.  Thus 
a  small  hammer  with  a  hard  face  is  much  more  eflfective  in 
driving  a  nail,  than  a  mallet  of  twenty  times  its  weight,  and 
moved  with  the  same  velocity.  For  in  consequence  of  the  hard- 
ness of  the  face,  the  motion  is  destroyed  instantly  and  is  instantly 
received  by  the  nail.  By  this  means  the  momentum  is  conHned 
to  the  nail,  whereas  were  the  motion  communicated  gradually, 
it  would  be  diffused  more  or  less  over  the  body  into  which  the 
nail  is  driven.  (Sec  Arts.  231,  250.)  The  sudden  destruction  of 
motion  in  a  fluid  mass  is  attended  with  efllects  precisely  analo- 
gous.    When  the  motion  of  a  large  mass  of  water  is  suddenly 

*  Mosely's  Mechanics  applied  to  the  Arts,  p.  231. 
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stopped,  the  surface  which  stops  it  sustains  a  very  great  force. 
The  operation  of  this  principle  is  seen  when  the  gates  of  a  lock 
are  instantly  closed,  and  when  the  stop-cock  of  an  aqueduct 
"which  discharges  a  rapid  jet  of  water,  is  suddenly  shut.  In  the 
latter  case,  the  violence  is  soni^etimes  such  as  to  burst  the  pipe 
nearest  the  opening.  A  powerful  engine  for  raising  water, 
called  the  Hydraulic  Ram,  acts  on  this  principle.* 

420.  An  unexpected  facility  is  gained  in  the  discharge  of  a 
fluid  from  the  bottom  or  side  of  a  vessel,  by  applying  a  pipe  to 
the  orifice*  On  account  of  the  friction  known  to  occur  in  the 
passage  of  a  fluid  through  a  tube,  it  might  be  supposed  that  a 
ample  orifice  made  in  the  vessel  might  be  more  favorable  to  the 
discharge  of  the  fluid  than  an  opening  prolonged  by  a  tube ;  but 
it  has  been  found  by  experiment,  that  a  vessel  of  tin,  with  a 
smooth  hole  formed  in  its  bottom,  did  not  discharge  water  as 
rapidly  as  another  containing  the  same  weight  of  water,  and  an 
orifice  of  the  same  dimensions,  to  which  a  short  pipe  was  applied. 
By  varying  the  length  of  the  pipe,  it  is  found  that  when  its  length 
is  twice  its  diameter,  it  produces  the  most  rapid  discharge,  deliv- 
ering in  this  case  82  quarts  of  water  in  100  seconds,  while  the 
simple  hole  delivered  but  62  quarts  in  the  same  time.  If,  how- 
ever, the  pipe  projects  into  the  vessel,  the  quantity  discharged  is 
diminished  instead  of  being  increased  by  the  pipe.f 

When  water  is  conveyed  through  a  straight  cylindrical  pipe 
of  any  length,  the  discharge  of  water  may  be  increased  by  only 
altering  the  shape  of  the  terminations  of  .that  pipe,  viz.  by  making 
the  end  of  the  pipe  which  is  close  to  the  reservoir,  or  the  entrance 
to  it,  of  the  conical  shape  of  the  vena  contracta,  (Art.  416,)  and 
by  making  the  other  extremity  of  the  pipe,  where  the  water  is- 
sues, of  a  trumpet-shape.;^  By  this  means,  the  quantity  of  water 
which  is  discharged  in  a  given  time,  is  more  than  doubled.^ 

WATER   WHEELS. 

430.  Three  kinds  of  water  wheels  are  employed  under  differ- 
ent circumstances,  namely,  the  overshot,  the  undershot,  and  the 
htast  wheel. 

The  oversfiot  wheel  is  used  when  the  supply  of  water  is  scan- 
ty, since  this  construction  admits  of  a  more  economical  use  of  the 

*  Soe  Wclwter*!  Principles  of  Hydroslatict,  p.  1 45. 

t  Ed.  Encyc,  Art.  Hydrodynttmics. — Millington's  Epitome  of  Nat.  Phil.,  181. 

t  Experience  shows  that  tlic  divci^cncy  of  Uiis  termination  must  not  exceed  a  cer- 
tain <kf  rep,  for  in  that  case  it  will  prove  rather  disadvantageous  than  useful.  It  ap. 
peart  that  when  the  divergency  »  greater  than  an  angle  of  16  degrrees,  the  eflTcct 
eeases  entirely ;  and  that  the  greatest  qnantity  of  fluid  is  discharged,  when  the  di. 
vergency  is  equal  to  an  angle  of  about  3  degrees. — Cavallo, 

{  Cavallo,  I,  376.  Sec  £wbank*8  Hydtraulics. — Rennie's  Report  to  the  British. 
Ajsodaikm,  1^34. 
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water  than  either  of  the  others.  Fig.  ISS.representsasectionof 
an  ovprshot  wheel  at  right  angles  to  the  axis.  Its  diameter  is 
usually  nearly  equal  to  the  whole  fall  ol' the  water.  It  h  placed 
under  the  head  of  water  in  saeh  a  way  as  to  receive  its  whole 
force  into  buckets,  connected  with  the  rim  of  the  wheel.  These 
buckets  are  made  of  such  a  shape  aa  to  retain  as  much  of  the 


Fig.  18& 


waier  as  possible  until  they  reach 
the  lowest  point  of  the  wheel, 
but  none  at  all  after  passing  that 
point.  By  this  means  ihe  weight 
of  the  water  in  the  buckets  is 
made  to  exert  as  much  weight 
as  possible  on  one  side  of  the 
wheel,  thus  causing  it  to  descend, 
while  they  oppose  little  resistance 
to  Ihe  ascent  of  the  opposite  side 
of  the  wheel.  Let  us  trace  the 
effect  of  a  single  bucket  iu  its 
revolution.  Were  it  to  receive 
the  water  directly  on  the  top  at 
H,  the  only  effect  would  be  to 
cause  an  increased  pressure  on  the  axis  of  the  wheel,  while  it 
would  not  conlribute  to  turn  the  wheel;  and,  indeed,  within  a, 
certain  distance  from  H  towards  a,  the  weight  of  Ihe  water  in- 
creases the  resistance  from  friction  on  the  axle  more  than  its 
force  tends  to  turn  the  wheel.  It  is  evident,  therefore,  that  the 
water  must  begin  to  fall  on  the  wheel  so  far  toward  the  sidf. 
that  its  leverage,  measured  from  O  on  the  line  OF,  may  enable 
it  to  overcome  the  friction  and  all  other  impediments.  As  the 
wheels  revolve,  the  weight  of  the  water  acts  with  a  constantly 
Increasing  leverage,  until  at  F  it  acts  with  its  greatest  force. 
From  this  point,  the  force  declines  from  two  causes,  namely,  the 
loss  of  water  from  the  buckets  as  their  position  is  gradually  re- 
versed, and  the  diminution  of  the  leverage  or  effective  distance 
from  O  on  the  line  OF,  until,  before  it  reaches  the  lowest  point 
L,  it  may  again  slightly  act  as  an  impediment  by  inci^asiBg. 
from  its  weight,  the  friction  on  the  axle  more  than  it  coniributM 
to  turning  the  wheel. 

431.  There  is  a  certain  velocity  with  which  an  overshot  wheel 
should  move  in  order  to  produce  the  greatest  elTect.  If.  on  the 
one  hand,  the  wheel  is  loaded  so  heavily  that  the  weight  of  water 
is  insufiicient  to  move  it,  then  of  course  the  effect  is  nothing: 
and  if,  on  the  other  hand,  Ihe  velocity  of  the  wheel  were  to  equal 
that  with  which  water  would  fall  freely,  then  its  pressure  on  Ihe 
buckets  would  become  nothing  and  its  moving  power  nothing. 
The  best  velocity  that  can  be  given  to  an  overshot  wheel  is  found 
to  be  three  feet  per  second. 


4SS.  The  mdenkot  vkeel  (Fig.  ^-  ^^• 

iM)  »  carried,  not  by  the  weight 
of  the  water  aimply,  as.  is  the 
ease  in  the  overshot  wheel,)  bat 
by  the  momentom  or  force  of 
nuuuDg  water.  Instead  of  ckne 
backets  for  holding  water,  it  is 
furnished  with  Jhat  boards,  which 

receivetheimpulseofthestream.  

When  these  are  placed,  as  in  the  figure,  with  their  planes  at 
right  angles  to  the  rim  of  the  wheel,  the  latter  may  torn  either 
way ;  and  this,  therefore,  is  the  form  of  wheels  employed  in  tide 
miUa,  When  the  wheel  is  required  to  turn  only  in  one  direction, 
an  advantage  is  gained  by  placing  the  float  boards  so  as  to  pr»* 
lent  an  acute  angle  toward  the  current,  by  which  means  the 
water  acts  partly  by  its  weight,  as  in  the  overshot  wheeL  The 
undershot  wheel  is  adapted  to  situations  where  the  supply  of 
Tater  is  always  abundant  It  acts,  moreover,  with  the  greatest 
effect,  'trtten  its  velocity  is  half  that  of  the  stream. 
Fir-iM. 


433.  The  breast  uAeel  (Fig.  190)  combines  the  advantages  of 
both  the  others,  and  is  therefore  adapted  to  situations  where  the' 
npply  of  water  is  generally  sufficient,  but  not  always  abundant. 
Hie  planes  of  the  float  boards  are  at  right  angles  to  the  rim  of 
tbe  wheel,  and  are  brought  bo  near  to  ^e  mill  course  that  the 
float  boards  hold  water  like  buckets. 

According  to  Smeaton,  the  effect  of  overshot  wheels,  under  the 
same  circumstances  of  quantity  and  fall,  is,  at  a  medium,  double 
diat  of  an  undershot  wheel 
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434.  The  definition  of  a  fluid,  {Art.  376,)  proceeds  on  the  scp- 
posilion  that  fluids  are  destitute  of  cohesion,  and  that  their  par- 
ticles moVe  nmnng  themselvps  without  the  slightest  impediment. 
All  liquids,  however,  have  in  fact  more  or  less  cohesion  or  mutoa] 
attraction  amonglheir  particles.  This  is  apparent  in  their  form- 
ing drops,  and  in  the  viscidity  of  certain  liquids,  as  oU  and  tar, 
which  on  account  of  this  properly  are  sometimes  denominated 
semi-fiuids.  It  is  owing  to  this  property  that  water  so  readily 
forms  itself  into  drops,  and  that  its  surface  when  viewed  in  s 
small  cup  or  ^vine  glass,  appears  convex.  Both  of  these  proper- 
ties are  still  more  observable  in  quicksilver,  which  when  poured 
on  a  table,  forms  numerous  globules  of  a  perfectly  spherical 
figure  ;  and  the  convex  figure  of  the  surface,  as  seen  in  a  wine 
glass,  is  very  striking.  When  we  dip  a  glass  tube  into  water,  U 
comes  out  covered  with  drops  of  the  fluid,  which  are  held  by  the 
attraction  of  the  glass  for  water ;  but  the  tube  when  dipped  into 
quicksilver  comes  out  dry,  because  the  cohesion  between  the 
particles  of  quicksilver  for  one  another  is  greater,  than  the  mu- 
tual attraction  that  exists  between  the  metal  and  the  glass. 
Hence,  a  solid  body,  when  immersed  in  a  fluid,  is  sometimes  wet 
by  it  and  sometimes  not,  according  as  the  attraction  between  the 
solid  and  the  fluid  is  greater  or  less  than  that  which  exists  be- 
tween the  particles  of  the  fluid  for  one  another. 

435.  If  a  disk  or  thin  plate  of  almost  any  solid  substance,  as 
of  glass  or  metal,  be  suspended  from  the  arm  of  a  balance  and 
counterpoised,  upon  bringing  it  into  contact  wilh  the  surface  of 
a  fluid  capable  of  wetting  it,  it  will  adhere  with  a  considerable 
force,  the  amount  of  which  will  be  indicated  by  the  weights  re- 
quired to  be  added  to  the  opposite  scale,  in  order  to  detach  it. 
This  experiment  shows  that  a  lamina  of  water  is  held  to  a  con- 
tiguous lamioa  by  a  strong  force,  and  hence  when  a  cause  ope- 
rates upon  the  surface  of  a  fluid  to  draw  up  the  lamina,  a  column 
of  fluid  may  rise  along  with  it,  in  consequence  of  the  mutual 
cohesion  of  the  successive  laminje.  We  see  the  same  principle 
strikingly  exemplified  in  viscid  fluids,  as  tar,  where,  on  drawing 
up  a  small  portion  of  the  surface,  a  column  of  the  fluid  follows 
it.  The  foregoing  fact  will  lead  us  to  an  understands 
causes  of  capillary  attraction. 


a  understandm|^Mh^^ 
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436.  Capillary  attractiok  it  Che  attraction  which  causes  the 
ascetii  of  fluids  in  small  tubes. 

The  tubes  must  be  less  than  one  trnlh  of  an  inch  in  diameter, 
and  tubes  whose  bores  are  no  larger  than  a  hair,  (cff/xVifM,)  present 
the  phenomenon  the  most  strikingly.  But  though  the  rise  of 
water  above  its  natural  level,  is  most  manifest  in  small  tubes,  it 
appears,  in  a  degree,  in  all  vessels  whatsoever,  by  a  ring  of  water 
formed  around  the  sides  with  a  concavity  upward.* 

The  following  are  the  leading  facts  respecting  capillarj-  at- 
traction. 

(I.)  WAen  small  tuhes,  open  at  both  ends,  are  immersed  perpen- 
dicularly ill  any  liquid,  the  liquid  rises  in  them  to  a  height  which  is 
inversely  as  the  diameter  of  the  bore.  Though  tubes  of  glass  are 
usually  employed  in  experiments  on  this  subject,  yet  tubes  made 
of  any  other  material  exhibit  the  same  property.  Nor  does  the 
thickness  of  the  solid  part  of  the  tube,  or  its  quantity  of  matter, 
make  the  least  diSercnce,  the  effect  depending  solely  on  the  at- 
traction of  the  surface,  and  consequently  extending  only  to  a 
very  small  distance. 

(2.)  Different  fluids  are  raised  to  unequfd  heights  by  the  same 
tube.  Thus,  according  to  Gay  Lussac,  a  tube  which  will  raise 
water  23  inches  will  raise  alcohol  only  9  inches. 

(3.)  A  tube  tJi  of  an  inch  in  diameter  raises  water  5.3  inches, 
and  since  the  height  is  reciprocally  as  the  diameter,  the  product 
of  the  diameter  into  the  height  is  a  constant  quantity,  namely,  the 
,053th  part  of  an  inch  square. f 

(4.)  Fluids  rise  in  a  similar  manner  between  plates  of  glass, 
metal,  ^-c.,  placed  perpendicularly  in  the  fluids,  and  near  to  one 
another.  If  the  plates  are  parallel,  the  height  to  which  a  6uid 
will  rise,  is  inversely  as  the  distance  between  the  plates;  and  the 
whole  ascent  is  just  half  that  which  takes  place  in  a  tube  of  the 
tame  diameter.  If  the  plates  be  placed  edge  to  edge,  so  as  to  form 
an  angle,  and  they  be  immersed  in  water,  with  the  line  of  their 
intersection  vertical,  Ihe  water  will  ascend  between  them  in  a 
curve  having  its  vertex  at  the  angle  of  intersection.  This  curve 
is  foand  lo  have  the  properties  of  the  hyperbola. 

(5.)  If  a  capillary  glass  tube  be  immersed  in  mercurj',  the  mer- 
eury,  instead  of  rising,  sinks  to  a  lower  level  within  than  without, 
ana  its  surface  is  convex  instead  of  concave. 

(6.)  Tubes  which  are  wider  at  bottom  than  at  top,  elevate  fluids 
to  the  same  height  as  [hough  the  bore  were  t/trovghout  only  equal  to 
thai  of  the  smaller  part.  As  this  experiment  does  not  succeed  in 
vacwt,  when  the  wider  end  is  immersed,  the  column  in  this  case 
is  supported  by  the  pressure  of  the  atmosphere.^ 

Sqch  are  the  leading  facts  ascertained  respecting 
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]a.Yy  attraction.  Various  explanations  of  them  have  been  at- 
temptrd,  but  itrnt  of  La  Place  is  most  generally  received.  Ac- 
cording to  thi:i  liigh  authority,  tbe  action  of  the  sides  of"  the  tube 
draws  up  tbe  film  of  fluid  nearest  to  it,  and  that  film  draws 
along  with  it  tbe  film  immediately  below  it,  and  so  each  film 
drags  along  with  it  the  next  below,  until  the  weight  of  the  vol- 
ume of  Huid  raised  exaclly  balances  all  tbe  forces  which  act 
upon  it.  The  fact  that  the  elevation  of  the  water  between  the 
parallel  plates,  is  exactly  hnlf  that  in  a  tube  of  the  same  diame- 
ter, clearly  indicates  that  tile  force  resides  in  tbe  surrounding' 
body  ;  and  tbe  additional  fact  that  tbe  thickness  or  quantity  of 
that  body  makes  no  dlfi'erence,  proves  that  the  force  resides  in 
the  surface,  and  that  the  action  extends  only  to  a  very  small  di» 
tanee.  The  concave  surface  exhibited  by  water  and  all  fluids 
capable  of  wetting  the  tube,  (where,  of  course,  tbe  attraction 
between  the  fluid  and  the  tube,  is  greater  than  between  the  par- 
ticles of  tbe  fluid  among  themselves.)  still  i'urther  indicates  a 
force  acting  in  the  direction  of  tbe  surface  of  tbe  tube,  while  the 
convex  surface  and  depression  of  mercury,  are  such  eflects  as 
might  be  anticipated  from  the  cohesion  of  its  parts,  which  great. 
ly  exceeds  its  attraction  fur  glass  and  otiier  substances, 

438.  Various  phenomena  in  nature  and  art  are  explained  upon 
the  principles  of  capillary  attraction.  Capillary  action  is  not 
confined  to  tubes,  but  is  exerted  among  all  substances  which  are 
perforated  by  pores,  or  subdivided  by  fissures  or  interstices.  On 
this  power  depend  chiefly  tbe  functions  of  the  excretory  vascular 
system  in  plants  and  animals,  and  bence  also  tbe  ascent  of  hu- 
midity through  the  sbj  vered  fragments  of  rocks,  unglazed  pottery, 
gravel,  earth,  and  sand.  Thus  if  the  pores  of  the  human  skin 
(which  are  known  to  be  exceedingly  small)  are  estimated  at  tho 
3,'ji*h  part  of  an  inch  in  diameter,  they  will  support  the  fluids 
that  circulate  through  them  to  the  height  of  120  inches,  or  terf 
feet,  or  higher  than  is  required  for  the  animal  system,"  The  as- 
cent of  the  sap  in  trees  has  usually  been  ascribed  to  capillary 
attraction,  their  circulating  vessels  being  a  congeries  of  &mall 
tubes  ;  but  some  physiologists  maintain  that  this  tuition  is  depend* 
ent,  not  on  the  mechanical  structure,  but  upon  something  which 
they  denominate  the  living  principle  of  vegetables. 

43B.  According  to  Professor  Leslie,  if  a  soil  of  gravel  conttuns 
pores  lOOih  part  of  an  inch  in  diameter,  water  will  ascend  in  it 
by  capillary  action  more  than  four  inches;  and  supposing  the 
particles  of  coarse  sand  to  have  interstices  of  the  StiOth  part  of 
an  inch,  the  water  would  rise  through  ii  bed  of  sixteen  inches; 
and  if  the  pores  were  diminished  to  the  lO.OOOlh  part  of  an  inch, 
water  would  rise  twenty-five  and  a  half  feet.     Hence,  in  agr^ 
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culture*  are  derived  the  advantages  of  deep  and  perfect  tillage ; 
since,  the  more  effectually  a  soil  is  pulverized,  the  better  fitted 
it  is  to  raise  and  retain  water  near  the  surface. 

440.  Several  familiar  examples  of  capillary  attraction  may  be 
added.  A  piece  of  sponge,  or  a  lump  of  sugar,  touching  water 
by  its  lowest  comer,  soon  becomes  moistened  throughout.  The 
wick  of  a  lamp  lifts  the  oil  to  supply  the  flame,  to  the  height  of 
several  inches.  A  capillary  glass  tube,  bent  in  the  form  of  a 
syphon,  and  having  its  shorter  end  inserted  in  a  vessel  of  wa* 
ter,  will  fill  itself  and  deliver  over  the  water  in  drops.  A  lock 
of  thread  or  of  candle-wick,  inserted  in  a  vessel  of  water  in  a 
similar  manner,  with  one  end  hanging  over  the  vessel,  will  ex- 
hibit the  same  result.  An  immense  weight  or  mass  may  be 
nused  through  a  small  space,  by  first  stretching  a  dry  rope  be- 
tween it  and  a  support,  and  then  wetting  the  rope.* 

BBSISTANCE  OF   FLUmS. 

44L  The  resistance  to  a  body  moving  in  a  fluid,  arises  from 
the  inertia,  from  the  cohesion,  and  from  the  friction  of  the  fluid, 
admitting  the  particles  to  be  in  contact.  The  influence  of  this 
but  cause,  granting  it  to  exist,  is  probably  very  small ;  and  the 
aeeond  is  in  most  fluids  inconsiderable,  when  compared  with  the 
inertia.  The  resistance,  therefore,  which  we  shall  here  consider, 
ii  that  which  •arises  from  the  inertia  of  the  fluid.t 

442.  The  resistance  which  a  plane  surface  meets  with  while  it 
wooes  in  ajluidL,  in  a  direction  perpendicular  to  its  plane,  is  prO' 
fortkmed  to  the  square  of  its  velocity. 

Whatever  motion  or  momentum  is  imparted  to  the  fluid,  ex- 
letly  the  same  amount  is  extinguished  in  the  moving  body,  con- 
tfitatiog  the  resistance  (R.)  But  the  momentum  is  proportioned 
to  the  quantity  of  matter  and  velocity  conjointly ;  or  Mx  QxV. 
Again,  in  the  present  case,  the  quantity  of  fluid  displaced  must 
eYidently  be  proportioned  to  the  velocity  of  the  moving  body ; 
that  is,  Qx  V.    Therefore,  M  or  Rx  V. 

This  proposition  is  found  to  hold  good  in  practice,  where  the 
velocity  is  very  small,  as  the  motions  of  boats  or  vessels  in  wa^ 
ter;  but  when  the  velocity  becomes  very  great,  as  that  of  a  can- 
non ball,  the  resistance  increases  in  a  much  higher  ratio  than  as 
the  square  of  the  velocity.  (See  Art.  359.)  Since  action  and 
reaction  are  equal,  it  makes  no  difference,  in  the  foregoing  pro- 
position, whether  we  consider  the  plane  in  motion  and  the  fluid 
at  rest,  or  the  fluid  in  motion  and  striking  against  the  plane  at 
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443.  On  account  of  the  rapidity  with  which  the  renstance  itf 
creaties  as  the  velocity  is  augmented,  when  a  vessel  or  a  steam- 
boat is  moving  in  water,  it  is  only  a  comparatively  moderate 
velocity  (hat  can  possibly  be  given  to  it.  A  vessel  driven  by  a 
wind  which  moves  60  miles  an  hour,  is  not  carried  forward  faiter 
than  at  the  rate  of  13  or  14  miles  per  hour.  Steamboats  are 
sometimes  urged  forward  at  the  rate  of  16  miles  an  hour ;  but 
to  gain  the  additional  speed  over  and  above  12  miles,  reqnires  a 
great  expenditure  of  force.  If  a  steam-engine  of  20  horse  pow- 
er give  a  motion  of  4  miles  an  hour,  it  would  require  one  of  180 
horse  power  to  increase  the  speed  to  12  miles  an  hour.  But,  it 
must  be  observed,  that  the  resistance  decreases  as  fast  when  the 
velocity  is  diminished,  as  it  increases  when  the  velocity  is  aug- 
mented ;  and  consequently,  that  canals  may  have  the  advantage 
over  railways,  when  heavy  articles  are  to  be  transported  by  very 
slow  motions,  although  railways,  encountering  only  the  ^eai8^ 
ance  of  the  air  instead  of  water,  have  greatly  the  advantage 
when  the  motion  is  swift,'  A  cannon  ball,  on  the  other  hand, 
meets  with  so  much  resistance  on  striking  the  water  as  to  rebound. 

Reckoning  the  resistance  to  increase  only  as  the  square  of  the 
velocity,  it  follows  that  twice  the  speed  encounters  four  times  the 
resistance  ;  lour  times  the  speed,  sixteen  times ;  and  ten  times 


I  the  speed  one  hundred  times  the  resistance.     Hence  a  body  de- 
ending 


L  slstance  of  practical  investigations,  that  we  may  in  general,  by 
*  comparing  tne  results  of  former  experiments  with  our  calcula- 
.  tions,  predict  the  effect  of  any  proposed  arrangement,  without 
,  error  of  more  than  one  fifth,  or  perhaps  one  tenth,  of  the  wl 
%  degree  of  accuracy  fully  suihcient  for  practice. f 
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^^^^H*  ffcending  freely  through  the  air  by  gravity,  for  a  great  distance, 
^^^^r  does  not  continue  to  be  accelerated  tliroughout  the  whole  dis- 
H  tance,  but  is  finally  brought,  by  the  resistance  of  the  air,  to  a 

I  uniform  motion. 

L  Notwithstanding  the  difficulties  attending  the  mathematical 

H^^H     theory  of  hydraulics,  so  much  has  already  been  done  by  the  as- 
^^^^  slsl 
^^^^m  cor 

^^^^H  err 
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444.  When  the  surface  of  water  is  pressed  upon  unequally,  in 

parts  contiguous  to  one  another,  the  columns  most  pressed  are 

I  shortened,  and  sink  beneath  the  natural  level  of  the  surface. 

1  while  those  that  are  least  pressed  are  lengthened,  and  rise  above 

^  that  level.     As  soon  as  the  former  columns  have  sunk  to  a  certain 

i  depth,  and  the  latter  have  risen  to  a  certain  height,  their  motions 

we  reversed,  and  continue  so,  until  the  columns  that  were  at  firet 

most  depressed  have  become  most  elevated,  and  those  that  were 

most  elevated  have  become  most  depressed.! 
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445.  The  alternate  elevations  and  depressions  of  the  surface  of 
a  body  of  watJer^  produced  hy  a  force  acting  unequally  on  the  sur- 
face^  are  called  waves. 

The  water  in  the  formation  of  waves  has  a  vibratory  or  recip- 
rocating motion,  both  in  a  horizontal  and  in  a  vertical  direction, 
by  which  it  passes  from  the  columns  that  are  shortened  to  those 
tnat  are  lengthened,  and  returns  again  in  the  opposite  direction. 
Progressive  motion  is  not  necessary  to  undulation.* 

446.  Sir  Isaac  Newton  first  observed  the  analogy  between  the 
motions  of  waves  and  the  vibrations  of  a  column  of  water  in  a 
recurved  tube,  and  upon  this  analogy  he  founded  his  theory  of 
waves.  Let  APGB,  (Fig.  191,)  be  a  bent  tube,  of  equal  bore 
throughout,  having  its  sides  parallel  to  each  other  and  perpendic- 
ular to  the  horizon.  Suppose  it  to  be  filled  with  water  or  any 
fluid  to  the  height  MM'.  By  any  pressure  applied  at  M',  let  the 
column  be  depressed  to  N'  and  raised  to  E  in  the  opposite  arm. 
The  pressure  being  removed,  the  longer  column  Fig.  191. 
EF  will  preponderate  and  seek  to  regain  its  ori- 
ginal level,  but  the  ascending  column  will  not 
•top  at  M',  but  on  account  of  its  inertia,  will  as- 
cend to  E',  that  is,  to  the  same  height  as  that 
firom  which  it  descended  on  the  other  side.  It 
will  now  descend  again,  and  these  reciprocal 
motions  will  continue  until  destroyed  by  the 
natural  impediments  to  motion.  On  account  of 
these,  each  successive  vibration  is  shorter  than  *  "^^fi^BI^G 
the  preceding,  but  all  of  them,  like  those  of  a  pendulum,  are 
performed  in  equal  times ;  for  the  moving  force  is  obviously 
proportioned  to  the  column  EM,  that  is,  to  the  space  through 
which  the  whole  column  vibrates ;  and  when  the  forces  are  as 
the  spaces,  the  times  are  equal. 

447.  Now  when  the  surface  of  water  is  smooth  and  at  rest,  if 
any  force  (as  the  action  of  the  wind  or  the  fall  of  a  stone)  depress 
that  surface  in  any  particular  place,  the  contiguous  water  will 
necessarily  rise  all  around  that  place.  The  water  which  has  thus 
been  elevated,  descends  soon  after  in  consequence  of  its  gravity ; 
and  by  the  time  it  has  reached  the  original  level,  it  will  have  ac- 
quired velocity  sufficient  to  carry  it  lower  than  that  level ;  there- 
fore, it  now  acts  as  another  original  moving  force,  in  consequence 
of  which,  the  water  will  be  raised  on  both  sides  of  it.  And  for 
the  same  reason,  the  descent  of  those  elevated  parts  will  produce 
other  elevations  contiguous  to  them,  and  so  on.  Thus  the  alter- 
nate rising  and  falling  of  the  water  in  ridges,  will  expand  all 
around  the  original  place  of  motion ;  but  as  they  recede  from 
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that  place,  so  the  ridges,  as  well  as  the  adjoining  hollows^  grow 
smaller  and  smaller  until  they  vanish.  This  diminution  of  size  is 
produced  by  three  causes,  namely,  by  the  want  of  perfect  free- 
dom of  motion  among  the  particles  of  water,  by  the  resistance 
of  the  air,  and  by  the  remoter  ridges  being  larger  in  diameter 
than  those  which  are  nearer. 

448.  From  a  variety  of  experiments  and  observations,  it  ap- 
pears that  the  utmost  force  of  the  wind  cannot  penetrate  a  great 
way  into  the  water ;  and  that  even  in  violent  storms  the  water 
of  the  sea  is  slightly  agitated  at  the  depth  of  twenty  feet  below 
the  usual  level,  and  probably  not  moved  at  all  at  the  depth  of 
thirty  feet.*  Therefore,  the  actual  displacing  of  the  water  by 
the  wind  cannot  be  supposed  to  reach  nearly  so  low ;  and  hence 
it  would  seem  that  the  greatest  waves  could  not  be  so  very  high 
as  they  are  often  represented  by  navigators.  But  it  must  be 
observed  that  in  storms  waves  increase  to  an  enormous  size  from 
the  accumulation  of  waves  vpon  waves;  for,  as  the  wind  is  con- 
tinually blowing,  its  action  will  raise  a  wave  upon  another 
wave,  and  a  third  wave  upon  a  second,  in  the  same  manner  as 
it  raises  a  wave  upon  the  flat  surface  of  the  water.  In  fact»  at 
sea,  a  varietv  of  waves  of  different  sizes  are  frequently  seen  one 
upon  the  other,  especially  while  the  wind  is  actually  blowing. 
When  it  blows  fresh,  the  tops  of  the  waves,  being  lighter  a^ 
thinner  than  the  other  parts,  are  impelled  forward,  broken,  and 
turned  into  a  white  foam,  particles  of  which,  called  spray^  are 
cfirried  to  a  great  distance.f 

449.  While  the  depth  of  the  water  is  sufficient  to  allow  the 
oscillation  to  proceed  undisturbed,  the  waves  have  no  progressive 
motion,  and  are  kept,  each  in  its  place,  by  the  action  of  the 
waves  that  surround  it.  But  if,  by  a  rock  rising  near  to  the  su^ 
face,  or  by  the  shelving  of  the  shore,  the  oscillation  is  prevented, 
or  much  retarded,  the  waves  in  the  deep  water  are  not  balanced 
by  those  in  the  shallower,  and  therefore  acquire  a  progressive 
motion  in  this  last  direction,  and  form  breakers.  Hence  it  is  that 
waves  always  break  against  the  shore,  whatever  be  the  direc- 
tion of  the  wind.  Breakers  formed  over  a  great  extent  of  shore, 
are  distinguished  by  the  name  of  surf.  The  surf  is  greatest  in 
those  parts  of  the  earth  where  the  wind  blows  always  nearly  in 
the  same  direction.J 

•  Bcyle*s  Works,  Vol.  Ill,  in  CavuUo,  I,  2G0.  t  Cavallo.  %  FLaylalr. 


PART  IV. — PNEUMATICS. 


CHAPTER  I. 

OF  THE  MECHANICAL  PROPERTIES  OF  AIR. 

450.  Pneumatics  is  that  branch  of  MechanicSy  which  treats  of  the 
ejuiKhrium  and  motion  of  elastic  fluids. 

Those  laws  of  equilibriam  which  are  founded  on  the  peculiar 
natore  of  fluids  arising  from  the  mobility  of  their  particles,  are 
'equally  applicable  to  Hydrostatics  and  Pneumatics.  But  certain 
additional  properties  result  from  the  elasticity  of  vapors  and 
ffases*  whicn  may  be  conveniently  considered  under  the  latter 
head. 

Vfqnnrs  are  elastic  fluids^  which  are  produced  from  liquid  or 
Bolid  bodies  by  the  agency  of  heat,  and  which  readily  become 
liquid  or  solid  again  on  the  application  of  cold.  Thus  steam  is 
rajsed  from  boiling  water,  and  is  again  easily  condensed  by  cold 
into  the  liquid  state.  Gases  are  permanently  elastic  fluids.  They 
are  never  met  with  in  nature  either  in  the  liquid  or  solid  state, 
and  it  is  only  by  means  of  extraordinary  degrees  of  cold  or  pres- 
mre^  that  they  can  be  made  to  give  up  their  elasticity  and  be- 
come liquids.  Atmospheric  air  is  a  body  of  this  class  ;  and  since 
air  and  steam  are,  with  slight  exceptions,  the  only  elastic  fluids 
employed  as  mechanical  agents,  it  is  to  these,  chiefly,  that  our 
attention  will  be  devoted. 

451.  The  effects  of  Heat  upon  all  bodies,  are  usually  treated 
of  in  Chemistry ;  but  a  few  of  those  effects  which  are  strictly 
mechanical,  especially  such  as  are  produced  on  aeriform  fluids, 
may  be  advantageously  considered  in  this  place. 

The  most  general  mechanical  effect  of  heat  is  expansion. 
Heat  expands  all  bodies,  whether  solid,  liquid,  or  aeriform. 
Aeriform  bodies  are  expanded  equally  by  equal  additions  of  heat,* 
The*  increase  of  volume  is  continued  without  limit,  as  the  heat  is 

*  ThJB  and  Tarious  other  propositions  in  Pneumatics,  are  proved  by  experiment.  It 
IS  ffuppoecd  that  roost  of  the  instructors  who  use  this  work,  will  liavc  (he  means  of  U- 
hiftrating  or  proring  the  truth  of  these  propositions,  by  the  aid  of  appropriate  app«. 
tmtns.  But  even  when  this  is  not  the  case,  we  conceive  that  very  little  benefit  can 
•eerue  to  tlio  learner  from  the  bare  description  of  experiments. 
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augmented.  The  elasticity  of  a  confined  portion  of  air,  as  lliu 
contained  in  a  close  bottle  or  flask,  for  example,  is  uniformly 
increased  by  equal  additions  of  heat.  This  is  true  of  steam, 
however,  only  when  the  vessel  is  free  from  water  ;  for,  if  steam 
is  heated  in  contact  with  water,  in  a  close  vessel,  where  c  w 
portions  of  steam  are  continually  added,  without  any  enlai%  - 
ment  of  volume,  its  density  and  elasticity  arc  riijiidly  increased, 
in  a  geometrical  ratio,  and  its  mechanical  force  shortly  becomes 
so  great  as  to  burst  almost  any  vessel  that  can  be  employed  to 
contain  it. 

452.  The  properties  of  air  may  be  elliibited  under  the  for.  if 
a  few  simple  propositions. 

(1.)  Air  is  malerial. 

The  two  essential  properties  of  matter  are  extension  and  i 
penetrability.  (Art.  2.)  That  air  has  extension,  needs  no  pn^ 
That  it  is  impenetrable,  or  has  the  property  of  excluding 
other  matter  from  the  space  which  it  occupies,  is  proved  by  ex- 
periment. Thus  if  we  depress  in  water  a  tall  jar,  or  a  tumbler, 
we  shall  find  that  the  water  rises  only  through  a  certain  paii 
of  the  vessel,  to  whatever  depth  we  immerse  it ;  and  if  to  a  hol- 
low cylinder,  made  smooth  and  closed  at  the  bottom,  we  fit 
closely  a  stopper  or  solid  cylinder,  called  a  piston,  moving  freely 
in  it,  on  applying  the  piston,  no  force  will  enable  us  to  bring  it 
into  contact  with  the  bottom  of  the  cylinder,  unless  we  permit 
the  air  within  it  to  escape.  Two  other  properties  exhibited  by 
air,  likewise  indicate  that  it  is  material :  these  are  inertia  and 
weight.  The  inertia  of  air  is  manitested  by  the  resistance  it  op- 
poses to  bodies  moving  in  it ;  as,  for  example,  an  open  umbrella 
moved  through  ihe  air,  in  a  direction  parallel  with  the  staff: 
and  the  weight  of  the  air  is  shown  by  the  fact  that  a  vessel,  as 
a  bottle,  from  which  the  air  has  been  withdrawn,  (by  methods 
to  be  described  hereafter,)  weighs  less  than  before.  A  vessel  of 
the  capacity  of  a  wine  quart,  weighs  about  eighteen  grains  iess 
after  the  air  is  exhausted,  than  before.  One  hundred  cubic 
inches  oi  air  weigh  tliirty  and  a  half  grains. 

(2.)  Air  is  a  Jluid. 

This  property  is  manifested  not  only  by  the  great  mobility  "' 
its  parts,  but  also  by  the  distinguishing  properties  of  Suids.  (Art- 
370.)  viz.  that  any  portion  of  air  at  rest,  presses  and  is  pressfil 
equally  in  all  directions  ;  and  that  a  pressure  or  blow  applied  to 
any  part,  is  propagated  through  the  whole  mass,  and  affects 
every  part  alike.     (Art.  382.) 

(.1.)  Air  is  an  ei.astic  _lluid.  (Art.  84.) 

Thus,  when  an  inflated  bladder  is  compressed,  it  immediate'^ 
restores  itself  to  its  former  situation.  Indeed,  since  air  wh" 
compressed  restores  itself,  or  tends  to  restore  itself,  with  ^ 
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rce  %.  that  with  which  it  is  compressed,  it  is  a  perfectly 
K)dy.*     (Art.  84.) 

The  volume  of  a  given  weight  of  air  is  inversely  as  its  com* 
rforce.\ 

LBCD  be  a  glass  tube  open  at  A  and  closed  at  Fig.  193. 
;  quicksilver  be  poured  into  the  tube ;  it  will  j^ 
rise  CO  the  same  height  in  both  arms  of  the 
Tt.  391,)  but  the  air  in  CD,  by  its  elasticity, 
ist  its  ascent,  so  that,  when  at  rest,  it  will  stand 
igher  in  AB  than  in  AC.  Let  it  stand  at  e 
le  air  in  CD  is  compressed  into  half  its  original 
ove  the  quicksilver  at  a.  Then  the  column  of 
ver  Ca  will  just  balance  the  equal  column  Be, 
column  ce  will  measure  the  elastic  force  of  the 
ised  air.  Add  more  quicksilver,  and  the  col- 
will  rise.  Let  it  rise  to  6,  so  that  the  air  shall  be 
»ed  into  D6,  one  fourth  its  original  volume.  It 
band,  on  measuring,  that  dh  which  measures  the 
ibrce  of  the  air  in  Dfr  is  just  twice  the  height 
Donsequently,  a  double  pressure  is  required  to 
et  given  quantity  of  air  to  half  its  volume  ;  and 
ame  manner  it  may  be  shown  that  three  times 
BRnre  reduces  the  volume  to  one  third;  and, 
illy,  that  the  volume  is  inversely  as  the  com- 
f  foi-ce. 

the  compressing  force  is  in  each  case  a  meas- 
he  elastic  force  of  the  compressed  air,  it  fol- 
at  the  elastic  force  of  a  given  weight  of  air,  is  as 
rressing  force,  and  also  inversely  as  the  volume. 
ce  the  density  of  a  given  quantity  of  matter  is 
y  as  its  volume,  hence,  the  elastic  force  of  a 
lantity  of  air  is  as  its  density. 

Before  we  proceed  further,  it  is  necessary  for  the  learner 
ide  acquainted  with  the  apparatus  by  which  the  mechan- 
perties  of  air  are  illustrated. 


THE   AIR-PUMP. 

\ir-Pump  is  an  instrument  used  for  the  purpose  of  ex- 
5  the  air  from  any  given  space.  Though  of  several  dif- 
orms,  yet  the  most  common  construction  is  that  repre- 

n  Fig.  193.     The  chief  parts  are  the  plate  A,  the  barrels 

—    -     -  — ' 

ihr&M  perfect  elasticity  is  used  here  in  its  technical  sense,  and  does  not  pit* 
Idea  that  the  clastic  force  of  air  is  susceptible  of  increase  and  diminvtio^ 
b  eommonlj  called  the  Law  of  Mariotte. 
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E.  E.  and  the  pipe  or  canal  CC.  leading  from  the  plate  to  tho 
parrels.  The  glass  vessels  which  are  set  upon  the  plate,  are 
called  in  genera!  receivers.  A  gange  is  sometimes  employed  (M 
represented  by  D  in  the  figure)  to  indicate  the  degree  of  exliaus- 
tion  ;  but  the  nature  of  this  appendage  will  be  better  understood 
Hereafter.  Such  is  the  construclion  of  the  air-pump  In  general; 
but  the  importance  of  this  apparatus  entitles  it  to  a  more  minuto 
description.  In  order,  then,  fully  to  understand  the  principle  of 
the  air-pump,  and  other  kinds  of  Apparatus  designed  for  pro- 
ducing a  vacuum,  we  must  learn  the  construction  of  valces,  and 
of  the  cylinder  and  piston. 

454.  A  VALVE  M  a  contrivance  which  permits  a  Jlutd  to  past  in 
one  direction,  but  prevents  its  passing  in  the  opposite  direction.  The 
clapper  seen  on  the  under  side  of  a  pair  of  bellows,  is  a  familiar 
r  example  of  a  valve.  The  valve  employed  in  the  air-pump,  uso- 
[  ally  consists  merely  of  a  strip  of  oiled  silk,  tied  over  a  small  ori- 
fice. The  air  by  pressing  outtcard  from  the  orifice  raises  the  silk, 
opens  the  valve,  and  makes  its  escape  ;  while  by  pressing  inward 
upon  the  orifice,  it  keeps  the  strip  of  silk  close  to  the  orifice,  and 
is  therefore  prevented  from  passing  in  that  direction.  The  pis- 
ton and  cylinder  are  exemplified  in  a  common  syringe.  It  con- 
sists of  a  hollow  cylinder,  or  barrel,  to  which  is  fitted  a  short 
solid  cylinder  called  the  piston,  which  is  moved  up  and  down  the 
barrel  by  means  of  a  projecting  handle  called  the  piston  rod,  and 
is  fitted  so  closely  to  the  barrel  as  to  be  air  tight.  Suppose  now 
that  the  cylinder  is  in  a  perpendicular  position,  closed  below,  but 
open  above,  and  that  the  piston  rests  on  the  bottom-  On  draw* 
ing  up  the  piston,  the  air  above  it  is  lifted  out,  and  the  space 
below  it  is  a  vacuum.     If  a  small  orifice  be  made  in  the  bottom 
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of  the  barrel,  then  as  the  piston  is  drawn  upward,  the  air  will 
flow  in  and  no  vacuum  will  be  formed  ;  and  as  the  piston  is  de- 
pressed again,  the  air  is  forced  back.  But  by  attaching  a  valve 
to  the  oritice,we  may  admit  or  exclude  the  external  air  at  pleas- 
ore.  If  the  strip  of  silk  be  tied  on  the  outside,  then,  on  drawing 
up  the  piston,  the  air  will  not  follow,  but  the  piston  will  go  up 
heavily,  since  it  lifts  up  the  entire  weight  of  the  column  of  air 
that  rests  upon  it,  (there  being  nothing  below  it  to  act  as  a  coun- 
tei^ise,)  and  if  the  hand  be  withdrawn  from  the  piston  rod,  the 
piston  will  descend  spontaneously.  Again,  if  the  valve  be 
placed  on  the  iimde,  then  the  external  air  will  follow  the  piston 
as  it  rises,  and  no  vacuum  will  be  formed.  If  now  the  piston  be 
depressed,  the  air  cannot  be  expelled,  (since  the  valve  closes  on 
the  orifice  in  that  direction,)  and  the  piston  cannot  be  forced 
down  to  the  bottom  of  the  barrel,  unless  a  valve  is  placed  in  the 
piston  itself,  opening  outward ;  in  thi^  case  the  air  of  the  barrel 
may  be  expelled  by  depressing  the  piston. 

.  455.  We  have  been  thus  minute  in  the  description  of  the  con- 
straction  of  valves,  and  of  the  cylinder  and  piston,  because  when 
these  things  are  clearly  understood,  the  learner  will  easily  com- 
prehend the  principle  of  the  air-pump,  of  the  common  house 
pump,  of  the  steam-engine,  and  of  every  other  species  of  pneu- 
BWtio  apparatus.     Let  us  now  return  to  the  air-pump. 

Fig.  194. 
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In  the  barrels,  two  iiisfnns  \i\:\\;  up  mid  ilowii,  each  of  which 
fa  furnished  with  a  viilvc  opening  upward  into  the  open  space, 
through  which  the  piston  rods  move.     Another  valve  is  placed  at 
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the  bottom  of  each  barrel,  opening  into  the  barrel.  The  piston 
rods  are  indented  bars,  to  which  a  toothed  wheel  (concealed  in 
Fig.  103,  but  seen  in  Fig.  194)  is  adapted,  which,  being  turned 
backward  and  forward  by  means  of  the  winch  G,  (Fig.  193,) 
alternately  raises  and  depresses  the  two  pistons,  as  is  represented 
in  the  preceding  figure.  Suppose  now  the  receiver  to  be  placed 
on  the  plate  of  the  pump,  one  of  the  pistons  being  at  the  toa 
and  the  other  at  the  bottom  of  the  barrel.  We  turn  the  winch, 
the  piston  rises,  and  the  air  of  the  receiver  opens  the  valve  at 
the  bottom  of  the  barrel,  and  diffuses  itself  equally  through  the 
barrel  and  the  receiver.  We  turn  the  winch  in  the  opposite  di- 
rection, the  piston  descends,  compresses  the  air  in  the  barrel  be- 
fore it,  which,  as  it  cannot  go  back  into  the  receiver,  opens  the 
valve  in  the  piston  itself,  and  escapes  into  the  vacant  space  in 
which  the  arm  of  the  piston  moves.  This  process  is  repeated 
every  time  the  piston  rises  and  falls  ;  and  it  is  the  same  in  both 
barrels,  the  two  being  employed  to  accelerate  the  process  of  ex- 
haustion, and  to  facilitate  the  working  of  the  pump,  since  the 
pressure  of  the  atmosphere  on  the  descending,  counteracts  the 
effect  of  the  same  pressure  on  the  ascending  piston.* 

456.  The  exhatistion  proceeds  at  a  rate^  which  increases  in  a  geo- 
metrical ratio. 

Suppose,  for  example,  that  the  capacity  of  one  of  the  barrels 
is  just  one  ninth  part  of  that  of  the  receiver,  including  that  of 
the  pipe  which  leads  from  the  receiver  to  the  barrel.  When  the 
piston  is  first  raised  from  the  bottom  to  the  top,  the  air  which 
previously  occupied  the  receiver,  expands  so  as  to  diffuse  itself 
equally  through  the  receiver  and  barrel.  The  barrel,  therefore, 
will  contain  a  tenth  part  of  the  whole  of  the  enclosed  air,  and 
nine  tenths  will  remain  in  the  receiver.  On  depressing  the  pistoOf 
this  tenth  part  is  expelled  through  the  piston  valve.  On  ele- 
vating the  piston,  the  air  remaining  in  the  receiver  (which  is 
nine  tenths  of  the  original  quantity)  diffuses  itself  equally  through 
the  receiver  and  barrel,  as  before  ;  consequently  the  barrel  con- 
tains yV  of  iV  =  T«y  of  the  original  quantity,  and  yVV  remain  in 
the  receiver.  By  continuing  this  estimate,  we  should  obtain  the 
results  expressed  in  the  following  table.f 

%  *  The  letters  in  Fig.  191,  arc  in8ert<>d  to  aid  the  learner  in  describing  the  air-pump, 
which  can  be  done  more  conveniently  from  Fig.  194  than  from  Fig.  193. 

t  The  cf^tirnato  w  made  for  a  single  barrel :  in  the  double-barreled  air-pump,  ths 
rate  of  exhauBtion  will  be  just  doubled. 
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The  numbers  in  the  second  column  denote  the  rate  of  exhaus- 

BDi  and  it  is  evident  that  Ihey  compose  a  geometrical  series,  the 

SOstant  ratio  being  j'j.     Also  the  quantities  remaining  in  the 

elver  after  each  stroke,  compose  a  similar  series,  the  ratio 

ng  the  same.     After  seven  strokes,  ihe  quantity  remaining  in 

receiver  is  less  than  one  half  the  original  quantity.     If  we 

I  taken  a  smaller  receiver,  the  rale  of  exhaustion  would  have 

n  much  more  rapid.     Thus,  if  the  receiver  had  only  the  ca- 

!ity  of  the  barrel,  the  series  would  have  been  ^,  ^,  J,  f'j,  j'j, 

it  TTT'  ijff'  tW'  Till '  *"  that,  with  ten  strokes  of  the  piston, 

le  air  of  the  receiver  would  have  been  rarefied  more  than  one 

lOUBand  times. 

Jia  this  series  never  terminates,  it  is  e\-ident  that  a  complete 
Aaustion  can  never  be  effected  by  the  air-pump.  Indeed,  in 
tctice,  the  vacuum  is  far  less  perfect  than  the  theory  would 
_,ke  it  by  the  repetition  of  the  blows  of  the  piston  ;  for  when 
te  air  in  the  receiver  becomes  very  much  rarefied,  it  has  not 
usticity  sufficient  to  raise  the  valve  at  the  bottom  of  the  barrel ; 
even  if  that  difficulty  is  obviated  by  a  different  construction 
the  valve,  still  the  difficulty  of  making  the  joints  and  valves 
N^cctly  air-tight,  is  such  as  to  impair  the  perfection  of  the  void. 
I  the  moat  improved  air-pumps,  the  valves  are  made  of  small 
feces  of  metal,  which  arc  opened  and  closed  by  the  action  of 
e  piston  itself.  Also  to  prevent  the  corrosion  of  brass,  arising 
am  the  action  of  the  oil  employed  to  lubricate  the  parts,  in  the 
ace  of  this  material,  glass  is  now  used  for  the  barrels  and  the 
ate  of  the  pump,  and  the  piston  is  made  of  steel, 

457.  By  means  of  this  instrument,  we  may  obtain  very  strik- 
B  illustrations  of  the  mechanical  properties  of  air. 
•  (1.)  The  pressure  of  the  air  acts  with  great  ibrce  on  all  bodies 
the  surface  of  the  earlh,  amounting,  as  we  shall  show  here- 
er,  to  nearly  15  jiounds  upon  every  square  inch,  or  more  than 
IWO  pounds  upon  a  square  foot.  Upon  so  large  a  surface,  there- 
B,  as  that  of  the  human  body,  the  pressure  amounts  to  no  less 
.n  13  or  14  tons;  but  being  so  uniformly  distributed  within 
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and  without,  and   on  all  aides,  it  is,  when  the  air  is  at  ra^ 
scarcely  perceptible.*     In  consequence  of  this  pressure,  the  air 
insinuates  itself  into  all  fluids,  and  fills  the  pores  of  all  solids  ex- 
cept the  most  dense,  as  gold  or  platina.     Tne  pressure  of  tho  air 
diminishes  the  tendency  of  fluids  to  pass  into  the  state  of  vapor, 
and  of  course  raises  their  boiling  point.     Warm  water,  at  a  tem- 
perature much  below  the  boiling  point,  will  be  set  a  boiling  niidcr 
the  receiver  of  an  air-pump,  or  in  a  vacuum  formed  in  any  other 
way.     Indeed,  if  it  were  not  for  atmospheric  pressure,  WAter 
would  require  only  the  moderate  heat  of  72  instead  of  212  degteea 
of  heat  to  make  it  boil ;  and  the  more  volatile  fluids,  as  alcotuJ 
I  and  elher,  would  hardly  be  found  in  nature,  in  the  liquid  stat«. 
[       (2.)  The  elasticity  of  the  air  is  such,  ihat  the  Emallest  portion 
\  of  it  may  be  expanded  beyond  any  known  limits,  by  removing 
I  the  external  pressure.     By  this  means,  a  bubble  may  be  made 
I  to  fill  a  very  large  space.     On  the  other  hand,  air  has  been  cofr 
I  densed  by  pressure,  until  its  density  has  been  greater  than  that 
I  of  water,  still  retaining  the  elastic,  invisible  slate. f     In  conw- 
r  quence  of  its  elasticity,  air  is  set  in  motion  by  Ibe  least  disturb- 
I  ance  of  its  equilibrium,  whether  by  condensation  or  rarefactioOi 
thus  giving  rise  to  the  phenomena  of  winds. 

(3.)   Air  is  essential  to  the  support  of  combrmtion,  and  to  tho 

respiration  of  animals  ;  and  finally,  it  is  the  principal  medium  of 

found.     It  may  be  further  shown,  that  the  weight  of  bodies  13 

diminished  by  the  buoyancy  of  air,  (acting  on  the  same  principle 

as  water.  Art.  397,)  and  that  light  bodies  are  sustained  in  it,  in 

consequence  of  its  greater  specific  gravity,  while,  in  a  vacuom. 

bodies  of  various  densities,  as  a  guinea  and  a  feather,  fall  toward 

the  earth  with  equal  velocities. 

I      These  are  the  leading  truths  which  arc  established  and  illn»> 

[  trated  by  means  of  the  air-pump,  which  the  learner  will  belter 

I  oomprenend  by  witnessing  the  actual  experiments,  than  by  any 

I  description  of  them  that  could  be  otTered, 

I  458.  The  condensation  of  air  ia  usually  effected  by  means  of 
the  Condenxiiig  Stfrinne.  This  instrument  is  a  cylinder  and 
piston,  the  cyhnder  having  a  valve  opening  outward,  while  iha 
piston  is  without  a  valve.  The  principle  of  its  operation  wiU 
be  readily  understood  from  the  figure.  Near  the  top  of  the  cylin- 
der, at  E,  is  a  small  hole  in  the  side,  which  is  immediately  be- 
low the  piston,  when  this  is  drawn  up  to  the  top  of  the  cylinder. 
On  forcing  down  the  piston,  the  air  is  driven  before  it,  and 
expelled  through  the  valve  at  the  bottom.     By  connecting  a 

I  bottle  or  other  close  vessel  with  the  bottom,  the  air  expelled 

*  •  Fialies  are  samelimfS  caught  at  Ibe  Ueplh  uf  2600  or  3T00  («et,  where  Iho 
•ore  d(  Uie  water  is  equal  (o  HO  Htmosphcrcs,  or  uioro  Ihin  83  loos  to  the  squan 
7«t  IheH  fi«hea  are  not  injured  by  aueli  na  imnieiBe  wcighl,  or  aenaibly  ii  ~  ' 
Ibtirmxiou.    (Camb.  Mech.  p.  353.)  tGinpu;,  I, 
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4M1  driven  into  that,  its  return  being  pre- 
sd  by  the  same  valve.  The  piston  being 
m  up  again  above  the  opening  in  the  cylin- 
inother  similar  portion  of  air  may  be  forced 
the  condensing  bottle  ;  and  thus  the  process 
be  continued  indefinitely.  Sometimes  a 
B,  opening  downward,  is  placed  in  the  piston 
f,  and  then  the  orifice  at  E  is  omitted, 
le  Condensing  Fonnlain  is  a  bottle,  usually 
ipper,  partly  filled  with  water,  upon  the  sur- 
of  which  the  air  is  condensed  by  means  of 
condensing  syringe.  The  fiuid  being  thus 
ght  under  a  strong  pressure,  it  tends  to  issue 
;  great  force  whenever  a  pipe,  that  is  inserted 
le  botlle,  and  extends  below  the  surface  of 
rater,  is  opf.ned.  The  manner  of  its  opera- 
may  be  clearly  understood  from  Fig.  195, 
re  D  represents  the  snout,  having  a  long  pipe  descending  into 
rater  R.  above  which  the  air  is  condensed.  The  celebrated 
ting  springs  of  Iceland,  called  the  Geysers,  in  which  water 
mpanied  by  large  masses  of  rock,  is  thrown  to  the  height  of 
feet,  arise  from  pneumatic  pressure  acting  upon  the  surface 
le  water  in  the  interior  of  the  earth,  the  aeriform  substance, 
lever  it  may  be,  being  produced  by  means  of  volcanic  action. 
te  Air-Gun  is  an  instrument  in  which  condensed  air  is  sub- 
led  as  the  moving  force  instead  of  gunpowder.  By  means 
condensing  syringe,  air  is  strongly  condensed  in  a  metallic 
furnished  with  a  valve  at  the  mouth,  where  it  is  screwed  on 
fun  below  the  lock.  As  the  lock  is  sprung,  it  falls  upon  a 
I  and  forces  it  upon  the  valve,  which  instantly  opens,  and 
Kir  rushes  into  the  barrel  of  the  gun,  and  by  its  sudden  ex- 
Son,  propels  a  ball  much  in  the  same  manner  as  gunpowder 
td  do  in  il^  place. 

9.  The  Diving  Bi-U  is  an  apparatus  employed  for  exploring 
lepths  of  the  sea.  It  was  formerly  made  in  the  shape  of  a 
but  is  now  more  commonly  made  square  at  the  top  and  bol- 

tbe  bottom  being  a  little  larger  than  the  top,  and  the  sides 
Itly  diverging  from  above.     The  material  is  sometimes  cast 

the  whole  machine  being  cast  in  one  piece,  and  made  very 
t  so  that  there  is  no  danger  either  from  leakage  or  fracture 
etimes  the  diving  bell  is  made  of  planks  of  two  thicknesses, 

sheet  lead  between  them.  In  the  top  of  the  machine  are 
ed  several  strong  glass  lenses  for  the  admission  of  light,  such 
re  (tsed  in  the  decks  of  vessels  to  illuminate  the  apartments 
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The  diving  bell  dependa  for  its  efficacy  on  that  quality  of  a! 
which  is  common  to  all  material  t-ubstances,  impenelrabilUy; 
that  is,  the  exclusion  of  all  other  bodies  from  the  space  it  occd- 
pies.     The  principle  may  be  illustrated  by  depressing  a  tumbler 
or  jar  iu  water,  with  the  mouth  downward :  it  will  be  seen  that 
the  water  will  ascend  so  far  as  to  occupy  only  a  part  of  the  ca- 
pacity of  the  vessel,  the  upper  part  being  occupied  by  air.    As 
the  diving  bell  descends  in  the  water,  the  air  inclosed  in  it  is 
subject  to  its  pressure,  (which  increases  with  the  depth,)  and  by 
virtue  of  its  elasticity,  it  will  become  condensed  in  proportion  to 
this  pressure.     Thus  at  the  depth  of  about  thirty-four  feet,  the 
^hydrostatic  pressure  will  be  equal  to  that  of  the  atmospherr, 
f  Bod  consequently,  the  air  being  under  a  pressure  equivalent  lo 
k'tbat  of  two  atmospheres,  it  will  be  condensed  into  one  half  its 
rwiginal  volume.     As  the  depih  is  increased,  the  space  occupied 
I  by  the  air  in  the  bell  will  be  proportionally  diminished.     Seats 
I  are  furnished  for  the  workmen,  and  shelves  for  tools,  and  various 
COther  conveniences.     Although  at  the  depth  of  thirty-four  feet, 
f 'tiie  water  would  occupy  one  half  the  capacity  of  the  vessel,  and 
I  more  or  less  at  dilTerent  depths,  yet  by  means  of  a  forcing  pump 
I  «r  condensing  syringe,  communicating  between  the  atmosphere 
I  llibove  and  the  machine,  through  a  pipe,  air  may  be      Fig.  IK. 
I  thrown  in  so  as  to  exclude  the  water  entirely.     By 
I  the  same  means  fresh  air  may  be  conveyed   to  the 
I  workmen,  the  portion  of  air  rendered  impure  by  respi- 
l  ration  being  at  the  same  time  suffered  to  escape  by 
[  opening  a  stop-cock  in  the  top  of  the  macliine.* 

460.  Before  we  proceed  to  the  consideration  of  the 
f  Atmosphere,  it  is  necessary  for  the  learner  to  become 
biwquainted  with  another  important  inslrumeni,  the 
FBabombter,  by  means  of  which,  as  well  as  by  means 
^  of  the  air-pump,  our  knowledge  of  the  atmosphere  has 
I  been  greatly  enlarged. 

THE   BAROMETER. 

Let  us  take  a  glass  tube,  about  three  feet  in  length, 
[  closed  at  one  end  and  open  at  the  other.  We  dll  the 
I  tube  with  quicksilver,  and  invert  it  in  a  vessel  of  the 
[  lame  fluid.  The  column  of  quicksilver  falls  to  a  cer- 
L  tain  height,  about  twenty-nine  or  thirty  inches,  where, 
L  alter  vibrating  a  few  times,  it  remains  at  rest.  The 
I  space  in  the  lube  above  the  quicksilver  being  void  of 
J  Bir  or  any  other  substance,  it  is  of  course  a  vacuum, 
and  is  usually  denominated  the    Torricellian  vacuum, 
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ftcm  Torricelli,  an  Italian  philosopher,  who  first  discovered  this 
method  of  producing  a  vacuum,  v  arious  precautions  are  neces- 
Baryt  in  oraer  to  preserve  this  space  free  from  air  or  any  aeri- 
form substance :  when  these  precautions  are  taken,  this  vacuum 
18  one  of  the  most  complete  tnat  we  can  command. 

The  column  of  quicksilver  is  sustained  by  the  pressure-of  the 
atmocfphere  on  the  open  mouth  of  the  tube,  which  is  immersed 
in  the  same  fluid;*  and  it  must  have  the  same  weight  with 
a  column  of  the  atmosphere  of  the  same  base,  otherwise  it  would 
not  be  in  equilibrium  with  it.  We  hence  arrive  at  an  ac- 
curate knowledge  of  the  actual  weight  and  pressure  of  the 
air,  since  it  is  equal  to  the  weight  of  a  column  of  quicksilver 
of  the  same  base,  thirty  inches  in  length.  The  weight  of 
such  a  cylinder  of  quicksilver  is  easily  ascertained.  Since  a 
cubic  inch  of  water  weighs  252.525  grains,  and  quicksilver 
b  13.57  times  heavier  than  water,  therefore  a  cubic  inch 
of  quicksilver  weighs  3426.76  grains;  and  30  inches  weigh 
102802.8  grains.  But  7004  grains  troy  make  one  pound  avoir-' 
dnpois.  Therefore,  ^^^=14.7  lbs.  It  results,  that  the  pressure 
of  the  air  on  every  square  inch  of  surface  is,  as  stated  in  Art. 
457,  about  15  lbs.,  or  more  than  2000  lbs.  upon  a  square  foot. 
Since  different  fluids  balance  each  other  in  opposite  columns 
pressing  base  to  base,  when  their  heights  are  inversely  as  their 

Specific  gravities,  (Art.  401,)  a  column  of  water  in  the  place  of 
e  mercury  would  stand  at  the  height  of  about  34  feet.  For  quick- 
silver being  13.57  times  heavier  than  water,  the  latter  column 
must  be  13.57  times  higher  than  the  other  ;  that  is,  30x13.57= 
407.1  inches=^33.92  feet. 

By  observing  from  dav  to  day  the  height  of  the  column  of 
quicksilver  prepared  as  above,  we  shall  find  that  it  varies  through 
a  space  of  two  or  three  inches,  showing  that  the  atmosphere 
does  not  always  exert  the  same  pressure,  but  that  a  given  col- 
umn of  air  is  sometimes  lighter  and  sometimes  heavier.  This 
instrument,  therefore,  enables  us  to  ascertain  the  relative  weight 
of  the  air  at  any  given  time,  and  hence  its  name,  barometer.-f 
For  the  purpose  of  indicating  these  variations  with  minuteness 
and  precision,  a  graduated  scale  is  attached  to  the  barometer, 
divided  into  inches  and  tenths  of  an  inch,  and  usually  extending 
from  twenty-seven  to  thirty-one  inches, — a  space  which  is  more 
than  suflicient  to  comprehend  all  the  natural  variations  in  the 
weight  of  the  atmosphere. 

*  As  young  learnen  sometimes  find  a  difficulty  in  conceiving  clearly  how  the 
pressure  of  the  air  acts  in  this  case,  we  subjoin  a  remark  or  two.  It  must  be  re- 
eellected,  that  any  impulse  or  pressure  exerted  on  the  surface  of  the  fluid  in  the 
fessel,  extends  alike  to  all  parts  of  it,  (Art  382 ;)  and  since  fluids  act  upward  as 
weQ  as  downward,  it  is  plain  that  the  pressure  acts  in  sustaining  the  column  of 
mercury  in  the  same  manner  as  though  it  were  applied  directly  to  the  mouth  of 
the  tube. 

t  From  ^as0f  weight  and  ittrpop  fMomtre. 

40 
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461 .  As  these  changes  of  weight  are  somef  imfs  very  mibnta^  a 
contrivance  called  a  fernier  is  attached  to  the  scale,  by  means  of 
which  the  tenth  of  a  tenth,  that  is,  the  hundredth  part  of  an  inch, 
may  be  estimated.  The  vernier  consists  of  a  small  plate  movable 
up  and  down  by  a  screw  upon  the  graduated  part  of  the  barome- 
ter, and  is  divided  as  follows.  Let  AB  (Fig.  107,)  represent  the 
upper  part  of  a  barometer,  the  level  of  rhe  mercury  beiii^  at  C 
namely,  at  30.3  inches,  and  nearly  anoth- 
er tenth.  The  vernier  being  brought  {by 
a  screw  which  is  usually  attached  to  it)  to 
coincide  with  the  surface  of  the  mercu- 
ry, we  look  along  down  the  scale,  until 
we  find  that  the  coincidence  is  at  the  8th 
division  of  the  vernier.  Now  as  the  ver- 
nier gains  j'j  of  T'ff=T5u  of  an  '"ch  at 
each  division  upward,  it  of  course  gains 
yj,  in  eight  divisions.  The  fractional 
quantity,  therefore,  is  .08  of  an  inch,  and 
the  height  of  the  mercury  is  30.39.  If 
the  divisions  of  the  vernier  were  such, 
that  each  gained  jV  (when  60  on  the 
vernier  would  equal  61  on  the  limb)  on  a 
limb  divided  into  degrees,  we  could  at 
once  take  off  minutes  ;  and  were  the  limb 
graduated  to  minutes,  we  could  in  a  simi- 
lar way  read  off  seconds. 

402.  When  the  barometer  is  to  Temain  stalionart/ ia  a  single 
place,  the  cistern  containing  the  mercury  is  made  of  the  form  of 
a  wide  basin.  In  a  vessel  of  amall  diameter,  the  rise  of  the  mer- 
cury in  the  oistem,  as  it  descended  in  a  tube,  would,  by  its  reac- 
tion, tend  to  raise  the  mercury  in  the  tube,  for  which  effect  a 
correction  would  be  necessary.  But  in  a  wide  cistern,  the  differ- 
ence of  level  occasioned  by  the  rise  and  fall  of  the  mercury  in 
the  tube  is  so  small,  that  it  may  be  safely  neglected. 

But  it  is  olten  desirable  to  have  the  barometer  so  constructed, 
that  it  may  be  conveniently  carried  from  place  to  place  without 
danger  of  derangement  Portable  barometers  are  constructed  in 
several  different  ways.  In  one,  the  mercury  of  the  cistern  is  in- 
closed in  a  leathern  bag,  to  the  bottom  of  which  is  affixed  a  screw. 
On  turning  the  screw,  the  mercury  is  forced  up  the  tube  until  it 
completely  tills  it,  and  remains  fixed.  Over  the  mercury  of  ihe 
cistern  an  ivorj' float  is  placed,  which  is  brought  by  means  of  the 
screw  to  a  mark  on  the  stem,  which  shows  when  the  mercury  is 
at  the  level  whence  the  divisions  on  the  scale  were  commenced. 

The  portable  barometer,  furnished  with  the  above,  or  some 
similar  contrivance  for  keeping  the  mercury  steady,  is  sometimes 
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made  of  the  form  of  a  walking  cane,  and  thus  becomes  very  con« 
venient  for  taking  the  altitude  of  mountains.* 

463.  Since  the  variations  of  the  barometer  correspond  to  the 
variations  in  the  weight  of  the  air  at  the  same  place,  knd  since 
these  variations  are  connected  with  changes  of  weather,  this  in* 
strament  thus  becomes  a  icealher  glass,  and  enables  us  in  certain 
cases,  to  foresee  changes  of  weather.  The  most  important  indi- 
cations of  the  barometer  are,  that  its  rise  denotes  fair,  and  itsfaU 
denotes  foUl  weather,  whatever  may  be  its  absolute  height.  Also, 
a  sudden  and  extraordinary  descent  of  the  mercury  attends,  and 
frequently  precedes,  a  violent  wind.  The  immediate  cause  of  the 
descent  of  the  barometer,  is  undoubtedly  a  rarefaction  of  the  air 
at  that  place  ;  but  the  cause  of  this  rarefaction  itself,  it  may  be 
difficult  to  account  for.  The  consideration  of  this  point  will  be 
resumed  hereafter. 

The  mean  pressure  of  the  atmosphere,  as  indicated  by  the  ba- 
rometer, is  nearly  the  same,  at  the  level  of  the  sea,  in  all  parts 
of  the  earth,  corresponding  very  nearly  to  30  inches  of  mercury. 
This  fact  has  been  verified  by  numberless  observations,  made 
with  the  barometer  in  both  hemispheres,  from  the  equatorial  to 
the  polar  regions.  The  following  results  for  several  places,  in 
different  latitudes,  corrected  for  temperature,  elevation  above  the 
level  of  the  sea,  and  the  influence  of  the  earth's  rotation  on  its 
axis,  are  nearly  uniform. 

Latitude.  Bar.  Pre«ai«. 

Calcutta,       .  .  .22^  35'  .  .  29.776 

London,        .  .  .     51     31  .  .  29.827 

Edinburgh,  .  .  .     55     56  .  .  29.835 

Melville  Island,  .  .     74     30  .  .  29.884 

Bat,  though  the  mean  pressure  of  the  atmosphere  is  nearly  the 
same,  at  the  level  of  the  sea,  over  the  whole  globe,  the  extent  of 
the  variations  to  which  it  is  liable,  is  exceedingly  different  in  dif- 
ferent parallels  of  latitude.  In  the  equatorial  regions,  the  range 
of  the  barometer  is  much  more  limited  than  within  the  polar  cir- 
cles ;  and  in  the  frigid  zones,  it  is  more  limited  than  in  the  tem- 
perate. Within  the  tropics,  the  fluctuations  of  the  barometer  do 
not  much  exceed  \  of  an  inch.f  At  New  York  the  variation 
does  not  much  exceed  l\  inches,  while  in  Great  Britain  it  is  as 
great  as  3  inches.;^  The  most  extensive  variations  take  place 
between  the  latitudes  of  30^  and  60°,  being  the  zone  in  which 

*  To  render  the  indications  of  the  barometer  entirely  worthy  of  coniidenee,  a  nnm. 
bcr  of  practical  precautions  are  requisite  in  the  mode  of  constructing;  and  filling,  % 
food  aecount  of  which  may  be  found  in  Renwick*€  Mechanics,  p.  382.  Many  of  th« 
eheaper  kinds  exposed  for  sale  are  yery  inaccurate.  DanielPs  barometer  is  one  6{ 
the  best 

t  Dwiell's  Meteorology,  I,  lOa  t  Renwick,  p.  384 
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the  annufil  changes  of  temperature  and  humidity  possess  1 
widest  range.* 

The  barometer  also  undergoes  certain  variations  corresponding 
to  the  different  hours  of  the  day,  called  its  liorary  variations. 
To  ascertain  the  nature  of  these  at  any  given  place,  a  long  series 
of  observations  must  be  made,  from  which  the  maximum  and 
minimum  height  maybe  deduced.  Mr.  RedGeld  states  the  mean 
range  of  the  diurnal  oscillation  between  10  A.  M.  and  C  P.  M.,to 
be  at  New  York,  ,039  inches.f 

464.  Shortly  after  the  invention  of  the  barometer,  it  was  ob- 
served that  the  mercury  descends,  when  the  instrument  is  carried 
to  a  more  elevated  situation.  The  descent  is  found  to  be  about  ^i 
of  an  inch  for  87  feet.  From  this  observation,  we  may  deduce 
nearly  ihe  specific  gravity  of  air  compared  with  mercury  or  wa- 
ter i  for  tV  of  in  inch  of  mercury  has,  it  appears,  the  same  weight 
as  87  feet,  or  1044  inches,  of  air.  Consequently,  1  inch  of  mer- 
cury weighs  as  much  as  10440  inches  of  air ;  that  is.  mercury  is 

10440times,  and  water  is  I  — — =  I  769  times,  heavier  than  air. 
\13.S7     / 

465.  The  learner  is  now  prepared  to  understand  the  principles 
on  which  are  constructed  the  several  gauges  used  in  connectioB 
with  the  air-pump,  lo  indicate  the  degree  of'  exhaustion. 

The  gauge  represented  at  D,  Fig.  193,  consists  of  a  glass  tube 
filled  with  mercury,  and  inverted  in  a  small  jar  of  the  same  fluid, 
and  covered  over  with  a  receiver.  This  apparatus  is  placed  upon 
the  smaller  plate  of  the  pump,  which  is  connected  with  the  larger 
plate,  by  a  horizontal  pipe.  Consequently,  when  the  air  in  the 
receiver  H  is  rarefied  by  working  the  pump,  the  air  in  the  small 
receiver  D,  being  rarefied  in  the  same  degree,  will  at  length  have 
its  elasticity  so  much  diminished,  as  to  he  unable  to  sustain  even 
the  short  column  of  mercury  in  the  tube.  The  mercurj',  there- 
fore, will  descend  in  the  tube,  and  will  approach  toward  the 
level  of  the  fluid  in  the  jar,  and  will  come  nearer  to  it  in  propor^ 
tion  as  the  exhaustion  is  more  perfect. 

The  gauge  exhibited  in  'Fig.  104,  G,  (which  is  connected  im- 
mediately vrith  the  receiver,)  acts  on  a  different  principle.  It 
consists  of  a  tube,  about  30  inches  long,  open  at  both  ends,  the 
lower  end  dipping  into  a  small  vessel  uf  quicksilver,  and  the  up- 
per end  opening  into  the  receiver.  On  turning  the  pump,  the 
pressure  is  diminished  on  the  upper  surface  of  the  mercury  in  the 
tube,  and  Ihe  external  pressure  of  the  atmosphere  forces  up  the 
fluid  to  a  height  corresponding  to  the  degree  of  exhaustion.  A 
scale,  graduated  into  inches  and  tenths,  is  attached  to  ihe  tube. 
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The  Mt/phon  gauge,  represented  in  Fig.  198,  is 
screwed  upon  the  small  plate  of  tbe  pump,  instead 
of  the  apparatus  exhibited  at  D,  Fig.  193.  Previ- 
ous to  exhaustion,  the  quicksilver  is  sustained  in 
Uie  arm  A  of  the  tube  by  the  atmospheric  pressure. 
When  this  pressure  is  diminished  to  a  certain  ex- 
tent, tbe  column  of  quicksilver  descends,  and  in  a 
perfect  exhaustion  would  attain  the  same  level  in 
both  arms  of  the  tube.  Consequently,  the  nearer  it 
approaches  to  that  level,  the  better  is  the  exhaustion. 

486.  The  elasticity  of  air  may  be  increased  ei- 
ther by  compressing  it,  or  by  heating  it  in  a  confined  state ; 
and  its  elasticity  may  be  diminished  either  by  lessening  the 
pressure,  or  by  cooling  it.  The  elasticity  of  springs  is  known  to 
be  frequently  impaired  by  continued  action.  This  is  not  the 
case  with  air.  Air  has  been  left  for  several  years  very  much 
compressed  in  suitable  vessels,  in  which  there  was  nothing  that 
could  have  a  chemical  action  upon  it ;  and  afterward,  on  re- 
moving the  unusual  pressure,  and  restoring  the  same  tempera- 
ture, the  air  has  been  found  to  recover  its  original  bulk,  which 
shows  that  the  continuance  of  the  pressure  had  not  diminished 
the  elasticity  of  it  in  the  least  perceptible  degree.* 


CHAPTER  n. 

OF  THE  ATMOSPHERE  AND  ITS  PHENOMENA. 

467.  The  knowledge  now  acquired  of  the  properties  of  elastic 
fluids,  will  qualify  the  learner  to  enter  advantageously  upon  the 
Study  of  the  entire  body  of  the  air,  which  constitutes  the  atmo- 
sphere. Let  us  Ihcrefore  now  proceed  to  consider  its  weight, — ■ 
its  extent  and  density, — and  its  relations  to  keat  and  moisture, 
giving  rise  to  the  various  phenomena  of  Meteorology. 

468.  The  WEIGHT  of  the  entire  atmosphere  may  be  easily  esti- 
mated by  means  of  the  barometer;  for,  taking  the  medium  height 
of  the  mercury  at  thirty  inches,  the  weight  of  the  atmosphere-is 
equal  to  that  of  a  sea  of  quicksilver  covering  the  whole  earth  to 
(he  depth  of  two  and  a  half  feet.  This  would  add  five  feet  to 
the  diameter  of  the  globe,  and  the  contents  of  the  whole  mass  of 
qaicksilver,  in  cubic  feet,  would  bo  equal  to  the  difierence  be- 

•  CsTallo,  11,  p.  335. 
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tween  th^  solid  contents  of  the  globe,  and  those  of  a  sphere  rfa 
diameter  five  feet  greater.  Having  tie  number  of  cuoic  feet  of 
quicksilver,  we  have  only  to  multiply  that  number  by  the  weight 
of  one  foot  (  =13.57 x62i=848.125  lbs.)  The  calculation  pro- 
ceeds as  follows. 

Let  R  denote  the  radius  of  the  earth ;  r  the  height  of  the  mer- 
cury ;  AT  the  ratio  of  the  circumference  of  a  circle  to  its  diametePiOr 

4«'R3 
3.14159 ;  the  solidity  of  the  globe=— ;r— ; 

Do.  of  the  sphere,  including  the  mercury= ; 

Do.  of  the  mercury = — ^ — «— =4ir(RV+Rr*+g;. 

But  since  r  denotes  but  a  very  small  fraction  of  R,  the  two  last 
terms  have  so  small  a  value,  that  they  may  be  thrown  out  with- 
out materially  afiecting  the  result,  and  the  contents  of  the  mass 
of  quicksilver  will  be  49rRV.  Substituting  for  these  several 
quantities  their  numerical  values,  we  have  4(3966  x  5280)' x 
3.14159 x2.5=number  of  cubic  feet  in  the  mass  of  mercury; 
which  being  multiplied  by  848 1,  gives  11,624914,885408,838323 
pounds,  or  more  than  eleven  trillions  of  pounds,  or  five  thousand 
billions  of  tons.* 

Were  the  atmosphere  of  equal  density  throughout,  it  would  be 
easy  to  determine  its  height,  since  opposite  columns  of  difierent 
fiuids  are  in  equilibrium,  when  their  heights  are  inversely  as  their 
specific  gravities.  (Art.  401.)  Therefore,  as  the  specific  gravity 
of  air  is  to  that  of  quicksilver,  so  is  the  height  of  the  column  of 
quicksilver  to  the  corresponding  height  of  the  column  of  air  that 
balances  it.  That  is,  I  :  10440  :  :  2.5  :  26100  feet  =5  miles 
nearly. 

But  the  atmosphere  is  very  far  from  being  throughout  of  uni- 
form density.  Several  causes  conspire  to  produce  this  result. 
1.  The  different  quantities  of  superincumbent  air  at  difiTerent 
altitudes ;  2.  The  decreasing  attraction  of  ihe  earth  in  proportion 
as  the  square  of  the  distance  from  its  center  increases;  3.  The 
influence  of  heat  and  cold  ;  4.  The  admixture  of  vapors  and  other 
fluids  ;  5.  The  attraction  of  the  moon  and  other  celestial  bodies.f 
That  the  lower  strata  of  the  atmosphere  are  far  more  dense  than 
the  upper,  will  be  obvious  from  this  consideration,  that  the 
portions  which  rest  on  the  surlacc  of  the  earth,  sustain  the 
weight  of  the  whole  body  of  the  atmosphere,  which,  as  appears 
above,  is  immensely  great.  But  llie  density  of  air  is  as  the' 
compressing  force.  (Art.  452'.)     As  we  ascend  from  the   earth, 

*  A  less  accurate  meUiod  of  finding  the  weigli*  of  the  atmosphere,  is  to  multij^y 
the  number  of  square  iuches  ou  the  surface  of  the  globe  by  dftecn  pounds. 
1  CavaUo,  I,  227. 
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the  weight  sustained  is  constantly  diminishedy  and  the  density 
leasenedi  according  to  the  following  law. 

469.  The  densities  of  the  air  decrease  in  a  geometrical^  as  the 
distances  from  the  earth  increase  in  an  arithmetical  ratio. 

For,  let  us  suppose  that  the  strata  of  air  are  taken  so  thin,  that 
the  density  of  each  may  be  considered  as  uniform  throughout, 
Let  the  density  of  the  inferior  stratum  be  A,  that  of  the  second 
By  of  the  third  C,  and  so  on.  Moreover,  let  a  be  the  weight  of 
the  whole  column  of  the  atmosphere  including  A  ;  b,  the  weight 
of  the  column  when  A  is  taken  away  ;  c,  its  weight  when  A  and 
B  are  subtracted,  and  so  on.  Then  the  weight  of  the  first  stra- 
tum is  a—bt  that  of  the  second,  i— c,  &c.  Now  the  densities  of 
two  bodies  x)f  the  same  volume  are  as  their  weights.  Therefore, 
A  :  B : :  a-^b  :  b—c.  But  since  the  densities  are  as  the  pressures, 
(Art.  452')  and  the  pressures  are  the  weights  of  the  incumbent 
volames,  therefore,  A  :  B  : :  i  :  c.  Hence,  a— J  :  6— c : :  6  :  c,  .*. 
lie— ftc=i*— &c,  .*.  ac=^t^^  .\  a  :  b  :  :  b  :  c ;  that  is,  the  weights, 
and  consequently  the  densities  of  the  successive  strata,  form  a 
geometrical  series.  If,  therefore,  at  a  certain  distance  from  the 
earth,  the  air  be  twice  as  rare  as  at  the  surface  of  the  earth,  at 
twice  that  distance  it  will  be  four  times  as  rare,  at  three  times 
that  distance  eight  times  as  rare,  &c. 

470.  By  observations  on  the  barometer  at  different  altitudes, 
aided  by  calculation,  it  is  ascertained,  that  at  the  height  of  seven 
miles  above  the  earth,  the  air  is  only  one  fourth  as  dense  as  it  is 
at  the  surface.*  Hence  if  we  take  an  arithmetical  series,  in- 
creasing by  seven,  to  denote  different  heights,  and  &  geometrical 
series  whose  constant  multiplier  is  one  fourth,  to  denote  the 
corresponding  densities,  we  may  easily  ascertain  the  density  of 
the  air  at  any  proposed  elevation. 

Arithmetical  series,  7     14    21     28      35        42  49 

Geometrical  series,  i  j\  j\  ^If  Wjt  tAf  tfftt 
From  this  table  it  appears,  that  at  the  height  of  twenty-one 
miles,  the  air  is  sixty-four  times  as  rare  as  at  the  surface  of  the 
earth  ;  at  the  height  of  forty-nine  miles,  sixteen  thousand  three 
hundred  and  eighty- four  times  as  rare  ;  and  if  we  pursue  the  cal- 
culation, we  shall  find  that  its  rarity  at  the  moderate  distance  of 
only  one  hundred  miles,  is  one  thousand  millions  of  times  greater 
than  at  the  earth,t  and  of  course  would  oppose  no  sensible  resist- 
ance to  bodies  revolving  in  it.  De  Luc  ascended  in  a  balloon  to 
Biich  a  height  that  his  barometer  fell  to  twelve  inches.  Suppos- 
ing the  barometer  at  the  surface  to  have  stood,  at  that  time,  at 
thirty  inches,  it  follows  that  he  must  have  left  three  fifths  of  the 
whole  atmosphere  below  him ;  for  six  inches  being  one  fifth  of 


*  Cotc8,  Hyd.  Lect.  p.  103.  t  Rees's  Ehcyc,  Art ''  Atmoejikhere 
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thirty,  twelve  inches  must  be  two  fifths  and  consequently  threa 
fifths  of  the  whole  must  bo  below.  His  elevation  was  upward 
of  twenty  thousand  feet.* 

If  there  were  an  opening  into  the  interior  of  the  earth,  which 
would  permit  the  air  to  descend,  its  density  would  increase  in  the 
same  manner  as  it  diminishes  in  the  opposite  direction.  At  the 
depth  of  about  thirty-four  miles,  it  would  be  as  dense  as  water ; 
at  the  depth  of  forty-eight  miles,  it  would  be  as  dense  as  quick- 
silver ;  and  at  the  depth  of  about  fifty  miles,  as  dense  as  gold. 

471.  The  foregoing  law,  however,  does  not  afford  exact  data 
for  estimating  the  density  of  the  air  at  any  given  elevation,  since 
the  density  is  affected  by  the  several  other  circumstances  men- 
tioned in  Art.  468,  which  are  not  here  taken  into  the  account. 
Since  the  force  of  attraction  diminishes  as  the  square  of  the  dis- 
tance from  the  center  of  the  earth  increases,  this  diminution  will 
occasion  a  corresponding  decrease  of  density.  However,  as  the 
force  of  attraction  will  be  very  nearly  the  same  at  such  eleva- 
tions as  the  highest  mountains,  as  at  the  general  level  of  the 
earth,  (Art.  8,)  no  allowance  is  made  on  this  account  for  baro- 
metrical measurements,  except  in  cases  when  extreme  accuracy 
is  required.  Changes  of  temperature  produce  a  much  greater 
effect,  since  heat  expands,  and  cold  contracts  the  air  ;  and  there- 
fore, in  estimating  altitudes,  the  state  of  the  thermometer  is  al- 
ways to  be  taken  into  the  account,  in  connection  with  the  height 
of  the  barometer.  Heat  and  cold  also  affect  the  height  of  the 
mercury  in  the  barometer,  independently  of  the  pressure  of  the 
atmosphere  without,  and  therefore  it  becomes  necessary  to  re- 
duce the  obs^rvalions  to  i\  fixed  standard  of  temperature. 

Owing  to  these  different  causes  of  irregularity  in  the  density 
of  the  air  at  different  elevations,  it  becomes  a  problem  of  much 
nicety  and  difficulty  to  obtain  accurate  measurements  of  heights, 
by  means  of  the  barometer ;  hut  the  importance  of  Ibe  subject 
has  led  men  of  science  to  bestow  very  great  attention  upon  it. 
We  have  room  only  to  indicate  the  general  principles  on  which 
such  measurements  depend,  leaving  the  details  to  treatises  of 
greater  extent.f 

472.  With  regard  to  the  actual  height  of  the  atmosphere  above 
the  earth,  it  is  a  point  not  easily  determined.  Efl'orls  have  been 
made  to  ascertain  its  height  by  means  of  the  twilight :  but  the 
student  is  not  prepared  lo  judge  of  the  accuracy  of  this  method, 
without  a  knowledge  of  Optics  and  Astronomy.     The  considera- 

■  Lantner'a  Piicumalica,  Sec.  144. 

'I'  The  neccsSBry  mica  for  baKiDiclriciil  mcoGurcmeTito  may  be  found  in  Babiaon'* 
Muchaniral  PliiloBophy,  Vol.  Ill ;  Cuvallo's  El,  Nal.  Plul.  Vol  II ;  Gn:gt>rjr'i  Mo- 
cbanics,  Vol.  I ;  Itenwi^k's  MecbaDJcs,  p.  3SG )  mid  in  mutt  of  iho  Kucjclopedu^ 
nndor  Ihe  oitiala  BanmtUT. 
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iron  of  it,  therefore,  belongs  to  a  subsequent  part  of  our  course 
of  instruction.  We  merely  remark  here,  that  no  great  reliance 
is  placed  upon  this  method  by  those  who  are  most  competent  to 
judge  of  it. 

If  the  decreasing  densities  of  the  air  as  we  ascend  from  the 
earth  were  accurately  expressed  by  a  geometrical  series,  (Art. 
470,)  it  is  obvious  that  such  an  atmosphere  would  be  unlimited, 
since  such  a  series  would  never  end.  But  several  considerations 
render  it  probable,  that  the  atmosphere  is  bounded  by  definite 
limits.  Such  are  the  following :  (1.)  The  heavenly  bodies  move 
in  void  spaces  ;  otherwise  they  would  meet  with  resistance 
which  would  retard  their  motions,  and  the  periods  of  their  revo- 
lutions would  not  be  unalterable,  as  is  found  to  be  the  case. 
(2.)  The  expansion  of  air  is  owing  to  a  mutual  repulsion  be- 
tween its  particles.  This  force  is  diminished  as  the  particles  are 
removed  further  asunder,  by  the  enlargement  of  its  volume  ;  and 
we  may  conceive  the  repulsive  force  to  be  so  much  diminished 
at  a  certain  distance  from  the  earth,  as  to  be  counterbalanced 
by  gravity,  which  being  inversely  as  the  square  of  the  distance 
from  the  center  of  the  earth,  is  nearly  the  same  at  all  distances 
within  a  few  miles  of  the  earth's  surface.  (Art  8.)*  (3.)  The 
condensation  produced  by  extreme  cold,  such  as  is  known  to  ex- 
ist in  the  upper  regions  of  the  atmosphere,  will  oppose  the  ex- 
pansion of  the  air,  and  counteract  its  enlargement  of  volume 
beyond  a  certain  limit 

473.  As  we  ascend  from  the  earth,  the  temperature  of  the  air 
constantly  diminishes  until  we  arrive  at  a  region  of  frost,  the 
lower  limit  of  which  is  called  the  term  of  perpetual  congelation ; 
by  which  is  meant  a  certain  height  above  any  place  on  the  earth 
where,  at  a  given  time,  water  begins  to  freeze.  The  heights  of 
the  term  of  congelation  for  every  parallel  of  latitude  from  the 
equator  to  the  north  pole,  have  been  computed,  partly  from  ob- 
servation, and  partly  from  the  known  mean  temperature  of  each 
parallel,  and  the  decrement  of  heat  as  we  ascend  in  the  atmo- 
sphere ;  and  the  result  is  expressed  in  the  following  table  : — 

Latitade.  Mean  height  of  the  term  Difference  for  every 

o  of  congelation  in  feet.  5  deg.  of  latitude. 

0  15577  

5  15455  122 

10  15067  388 

15  14498  569 


*  This  argument  takes  it  for  granted  that  the  air  consists  of  indivbibic  atoms  ;  for 
were  the  air  infinitely  divisible,  there  would  be  no  such  increase  of  distance  between 
the  particles^  and  confscqucntly  diminution  of  repellent  force,  as  is  here  supposed. 
But  the  existence  of  such  atoms  has  been  rendered  extremely  probable,  and  the  con- 
dosions  deduced  from  the  supposition  of  such  atoms,  are  found  to  accord  well  with 
experience.  (See  W^ollastou  on  the  Finite  Extent  of  the  Atmosphere* — Phil.  Trans. 
for  1833.) 
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Andt. 

Mr.n  htighl.of  ihc  Irm 

6deg.  orUtilude. 

30 

11592   

1488 

1356 
1398 
1348 

50   -w.. 

62ft0   

60    

70 

80 

120    

628 

From  this  table  it  appears,  that  the  height  of  the  region  o( 

tirpotual  Crost  at  the  equator  is  almost  three  miles ;  at  the  pflral- 
1  of  35°,  about  two  miles;  and  at  the  latitude  of  54'^,  about 
one  mile  ;  while  at  the  latitude  of  80'^,  this  region  approacbes 
very  near  to  Ihe  earth,  and  at  the  pole  it  probably  comes  nearly 
or  quite  down  to  the  earth.  It  is  fiirlher  to  be  remarked,  that 
the  different  heights  decrease  very  slowly  as  we  recede  from  the 
equator,  until  we  reach  the  limits  of  the  torrid  zone,  when  they 
decrease  much  more  rapidly,  the  maximum  being  at  the  paral- 
lel of  40°.  The  average  diflercnce  for  every  5  degrees  of  lati- 
tude from  30°  to  60°,  is  I31H,  while  from  the  equator  to  30°,  the 
average  is  only  064,  and  from  00°  to  80°.  it  is  only  801.  Impor- 
tant meteorological  phenomena  depend  on  this  fact 

474,  What  is  thf.  cause  of  the  cold  that  prevails  in  the  upper  re- 
giofu  of  Ihe  almasjikere  ? 

It  is  found  by  experiment  that  radiant  heat,  like  that  of  the 
enn,  passes  through  a  transparent  medium  without  obstruction, 
and  consequently  does  not  heat  that  medium.*  Were  the  air 
perfectly  transparent,  the  heat  of  the  sun  would  scarcely  affect 
it  at  all ;  but  the  vapors,  clouds,  and  other  substances  that  di- 
minish the  transpai ency  of  the  atmosphere,  intercept  a  certain 
portion  of  the  sun's  rays.  In  general,  however,  the  manner  in 
which  the  air  receives  the  heat  of  the  sun  is  this  :  the  sun's  rays 
first  communicate  their  heat  to  the  surface  of  the  earth ;  the 
stratum  of  air  next  to  the  earth  imbibes  a  portion  of  this  beat 
and  rises,  while  colder  currents  descend  or  flow  in  laterally, 
which  in  turn  become  heated  and  rise.  Hence  from  the  ground, 
when  heated  by  the  sun,  a  current  of  air  is  constantly  ascend- 
ing. On  the  other  hand,  in  the  absence  of  the  sun,  the  ground 
loses  its  heat  by  radiation,  and  becomes  colder  than  the  air  i 


'  Black>  Lectures  on  Chrmi»lry,  VoL  L 
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mediately  above  it.  The  air  therefore  now  imparts  a  portion  of 
its  heat  to  the  ground,  is  condensed,  and  remains  in  contact  with 
the  ground  unless  removed,  as  is  commonly  the  case,  by  winds. 
The  atmosphere,  therefore,  is,  for  the  most  part,  heated  and 
cooled  indirectly  by  coming  in  contact  with  the  surface  of  the 
earth. 

475.  The  changes  of  temperature  induced  on  the  earth's  sur- 
face by  the  sun's  heat,  are  not  sufficient  to  rarefy  the  air  to  any 
great  extent.  A  part,  moreover,  of  the  heat  received  from  the 
earth  in  the  day  time,  is  restored  to  it  again  at  night ;  hence  the 
rarefied  portions  of  air  do  not  ascend  far  above  the  earth  until 
they  find  their  equilibrium. 

As  a  portion  of  air  rarefied  by  heat  at  the  earth's  surface  as- 
cends, the  diminishing*  pressure  which  it  sustains  as  it  rises,  has 
a  tendency  to  enlarge  its  volume.  But,  on  the  other  hand,  an 
enlargement  of  volume  increases  its  capacity  for  heat,  and  low- 
ers its  temperature,  which  tends  to  condense  it.  At  a  moderate 
elevation  above  the  earth,  these  causes  operate  to  keep  the  air 
at  rest,  and  thus  the  heat  of  the  earth  is  incapable  of  raising  the 
temperature  of  the  air,  except  within  a  short  distance,  beyond 
which  the  region  of  frost  prevails,  and  the  cold  continues  to  in- 
crease, until  it  probably  reaches,  at  a  comparatively  moderate 
distance  from  the  earlh,  an  extreme  intensity.* 

RELATIONS   OF   THE    ATMOSPHERE   TO   HEAT   AND    MOISTUJfS. 

476.  Air  is  set  in  motion  by  every  cause  which  disturbs  its 
equilibrium.  It  is  more  sensible  than  the  most  delicate  balance, 
and  moves  with  the  slightest  inequalities  of  pressure. 

Air  is  put  in  motion  by  the  least  change  of  temperature.  Heat 
rarefies  it,  and,  as  intimated  in  Art.  475,  renders  it  specifically 
lighter  than  the  neighboring  portions,  and  it  ascends,  while  cold- 
er and  denser  portions  flow  in  to  restore  the  equilibrium.  On 
the  other  hand,  if  air  be  condensed  by  cold,  it  descends,  or  flows 
oflT,  until  it  meets  with  air  of  the  same  density,  where  it  rests. 
These  eflTects  naturally  result  from  the  perfect  fluidity  and  ela.**- 
ticity  of  this  substance. 

477.  An  illustration  of  this  principle  is  seen  in  the  manner  in 
which  air  circulates  in  the  shaft  or  pit  of  a  deep  mine.  Such  a  cir- 
culation is  kept  up  briskly,  even  amounting  sometimes  to  a  strong 
wind,  when  two  shafts  or  pits  of  unequal  heights  are  made  to 
communicate  with  each  other  by  means  of  a  horizontal  gallery 
called  a  drift.   The  earth  remains  nearly  at  the  same  temperature 

*  According  to  Fourier,  the  temperature  of  the  planetary  spaces  is  — 58<^  Fahr. 
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summer  and  winter,  while  the  ex-  ^-  In- 

ternal air  is  hotter  in  summer  and 
colder  in  winter,  than  that  within 
the  mine.  Now  were  the  air 
within  the  earth  and  without  of 
the  same  density,  then  the  air  of 
the  two  shafts  and  of  the  drift 
w^ould  remain  in  equilibrio,  the 
longer  shaft  A,  being  counter- 
balanced by  the  shorter  shaft  B, 
.extended  so  as  to  embrace  C,  a 
portion  of  the  external  air,  to  . 
the  same  height  as  the  column  A. 
But  suppose  it  summer ;  then  the 
air  in  A,  becoming  condensed  by 
the  influence  of  the  colder  earth, 
is  rendered  specifically  heavier, 
and  overpowers  the  columns  B 
And  C,  the  latter  consisting  of  air 

more  rarefied  than  that  within  the  earth.  Hence  the  air  will 
flow  down  the  longer,  and  out  of  the  shorter  shaft ;  and  by  bring- 
ing all  parts  of  the  mine  into  the  circulation,  the  whole  interior 
wUl  be  ventilated.  Again,  suppose  it  winter ;  then  the  air  in 
the  longer  shaft  being  warmer  and  more  rarefied  than  the  com- 
pound column  BC,  the  latter  preponderates,  and  the  air  flows  in 
the  opposite  direction  ;  namely,  down  the  shorter  and  out  at  the 
longer  shaft.  In  spring  and  autumn,  when  the  temperature  of 
the  atmosphere  and  the  mine  arc  nearly  equal,  the  miners  com- 
plain much  of  the  suffocating  state  of  the  air.* 


Hor.  Drift. 


478.  The  contemplation  of  the  motions  of  the  atmosphere  on 
a  large  scale,  as  they  exist  in  nature,  leads  to  the  subject  of 
winds ;  but  we  may  see  the  same  principle  exemplified  in  cAim- 
neys  and  fire-places.  The  motion  of  air  in  chimneys  may  be  un- 
derstood by  considering  the  chimney  as  one  arm  of  a  bent  tube, 
while  the  external  column,  rising  to  the  same  height,  is  the  oth- 
er arm.  Then  the  tendency  to  ascend  will  equal  the  difference 
in  the  densities  of  the  columns  of  air  in  the  opposite  arms  of  the 
tube.  When  the  air  of  the  chimney  is  rarefied  by  heat  from  the 
fire-place,  the  cold  air  from  below  makes  its  passage  upward 
into  the  partial  void,  and  thus  supplies  air  to  the  fire  to  support 
its  combustion,  and  carries  up  along  with  it  the  smoke  and  va- 
pors which  proceed  from  the  lire.  The  smoke,  it  will  be  remark- 
ed, is  carried  up,  mechanically,  by  the  ascending  current  of  hot 
air ;  for  smoke  is  itself  heavier  than  air,  and  sinks  or  descends 


•  RoUBon'fl  Mechanical  Phil.,  Ill,  763. 
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'when  not  thus  supported.*    The  draught  of  the  chimney,  or  the 
strength  and  velocity  of  the  ascending  current,  is  influenced  by 
several  circumstances.     (1.)   Long  chimneys  have  a  stronger 
draught  than  short  ones,  because  they  present  a  longer  column 
of  rarefied  air ;  but  they  mav  be  so  long  as  to  cool  the  air  too 
much  before  it  has  reached  the  top,  in  which  case  the  smoke 
falls  by  its  greater  specific  gravity.     In  the  case  of  large  manu- 
factories, where  a  great  number  of  fires  communicate  with  the 
same  chimney,  tall  chimneys  are  used  because  they  are  easily 
kept  hot  throughout,  and  thus  a  very  strong  draught  is  maintain- 
ed.    They  also  serve  the  important  purpose  of  conveying  the. 
noxious  mmes  to  a  great  elevation  in  the  atmosphere.     Long 
horizontal  pipes  frequently  have  a  bad  draught,  because  they 
cool  the  smoke  before  it  reaches  the  chimney.     (2.)  A  narrow 
throat,  opening  into  a  large  pipe  or  funnel,  makes  a  strong 
draught,  because  the  velocity  of  the  ascending  current  is  thus 
increased,  it  being  in  difierent  parts  of  the  chimney  inversely  as 
the  area  of  the  section.    (Art  417.)    The  throat  of  the  chimney, 
however,  must  be  wide  enough  to  admit  freely  all  the  mixra 
products  of  the  ascending  current,  including  the  rarefied  air, 
smoke,  watery  vapor,  and  so  on ;  and,  consequently,  a  wider  throat 
is  required  for  green  wood  than  for  dry,  and  least  of  all  for  an- 
thracite coal,  where  the  amount  of  volatile  substances  expelled 
from  the  fuel  is  comparatively  small.    Small  funnels,  being  more 
easily  rarefied  than  large  ones,  are,  in  general,  to  be  preferred. 
When  reduced,  however,  beyond  a  certain  limit,  they  encounter 
too  much  resistance  from  frictiony  especially  when  the  surface 
is  rough.     Indeed,  friction  impedes  the  circulation  of  air  over 
any  surface,  more  than  it  does  water,  since  the  latter  fills  up  the 
inequalities  and  deposits  a  film  in  contact  with  the  surface  which 
serves  to  lubricate  it.     Anthracite  coal,  on  account  of  the  small 
Tolome  of  gases  produced  in  its  combustion,  admits  of  a  smaller 
limnel  than  most  other  kinds  of  fuel.     A  large  funnel  is  some- 
times rendered  unfavorable  for  carrying  smoke,  on  account  of  a 
descending  current  of  cold  air  from  without,  which  meets  it. 
This  is  especially  the  case  when  the  top  of  the  funnel  is  very 
large.     Hence  a  chimney  which  is  smoky  from  this  cause  is  fre- 
<iaeDtly  cured  by  inserting  in  the  top  a  smaller  funnel  of  clay. 
(8.)  A  fire-place  with  a  low  front  or  breast,  has  a  strong  draught, 
because,  in  this  case,  no  air  can  enter  the  chimney,  except  such 
as  has  felt  the  infiuence  of  the  fire,  and  is  thus  fitted  to  keep  the 
chimney  warm ;  whereas,  if  the  throat  of  the  fire-place  is  high, 
niQch  of  the  air  that  flows  into  it  is  cold  and  cools  the  chimney, 
and  of  course  diminishes  the  degree  of  rarefaction  in  it.     More- 

*  This  fact  is  inuitrated  by  an  experiment  saggested  by  Dr.  Franklin,  viz.  by  blow- 
bf  the  smoke  of  a  tobacco  pipe  tlirough  water  in  a  tumbles  The  smoke,  being 
CNied  by  this  process,  rests  upon  the  surface  of  the  water. 
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over,  when  the  throat  is  near  the  fire,  it  becomes  more  intensely 
heated,  and  thus  the  degree  of  rarefaclion  of  the  current  of  air 
that  passes  through  it  is  augmented  and  its  velocity  increased. 
In  the  s-lructure  of  lire-places  and  stoves,  it  is  an  important  prin- 
ciple, that  as  litlk  air  as  possible  should  get  into  the  flue  of  the 
chimney,  except  what  passes  through  the  fire  ;  for  if  air  which 
has  not  felt  ihe  influence  of  the  fire,  makes  its  way  into  the 
chimney,  it  cools  Ihe  chimney,  and  diminishes  the  draught, 
which,  other  things  being  equal,  is  always  proportioned  to  the 
difference  of  temperature  between  the  air  within  the  chimoey 
and  without.  It  is  another  important  principle,  in  regard  to  the 
economy  of  fuel,  that  no  more  uir  should  traverse  the  fire  than 
what  is  necessary  to  support  the  combustion.*  All  the  air  that 
passes  through  the  fire,  over  and  above  what  undergoes  decom- 

fiosilion.  cools  it,  and  carries  a  portion  of  the  heat  up  chimney. 
t  is  obvious  that  the  air  of  an  apartment  must  be  dcn.-;er  Ihan 
at  the  lop  of  the  chimney,  otherwise  the  current  will  flow  down- 
ward, as  is  sometimes  the  case  when  the  room  is  very  close,  and 
the  throat  of  the  fire-place  so  large  as  to  retjuire  a  great  quan- 
tity of  air  to  fill  the  rarefied  space,  in  which  case,  the  air  of  the 
room  is  speedily  exhausted.  Hence  the  advantage,  in.cIoM 
apartments,  of  small  fire-places,  or  stoves  which  require  " 
small  supply  of  air.f 


478'.  A  stove  constructed  a  few  years  since  by  the  author  of  i 
work,  having  been  found  to  answer  a  good  purpose,  and  having 
come  into  extensive  use,  it  is  thought  not  improper  to  devote  a 
few  words  to  the  explanation  of  its  principles.  It  is  pariicularly 
designed  for  anthracite  coal. 

The  stove  consists  of  two  parts,  a  furnace,  F.  and  a  radiator, 
C.  Figure  200  represents  a  front  view  of  the  apparatus,  and 
Figure  201,  a  section.  The  radiator  is  employed  to  absorb  and 
distribute  the  heaf,  instead  of  the  long  pipe  that  is  frequently 
used  for  that  purpose.  It  consists  of  two  concentric  cylinders  of 
sheet  iron,  having  a  narrow  space,  aa,  not  exceeding  an  inch  ia 
diameter,  between  them.  The  inner  cylinder  (usually  called  the 
air  cylinder)  terminates  below  in  a  narrow  pipe,  like  the  neck  of 
a  bottle,  which  closes  upon  an  opening  in  the  bottom  of  the  out- 
er cylinder.  Two  vertical  partitions  pass  down  between  the  two 
cylinders,  one  of  which  is  just  behind  the  pipe  that  connects  Ihe 
furnace  to  the  radiator,  anil  the  other  is  opposite  to  it,  on  the 

*  "  It  ii  a  fad  which  ought  d^vpt  to  be  foiitoticn,  that  of  Ihe  ait  which  foma  It< 
WB]r  into  a  cltwcd  lire-place,  tliat  putt  only  which  oonwa  iola  BOtual  oonucl  wilb  Iba 
huming  Tuel  nnil  ia  dccDiDpOBccI  hy  il  In  Ihe  process  ot  conibiistion,  coiilributts  any 
thing  Id  tlie  heat  generuled  ;  atid  Iliat  all  Ihe  rest  of  the  air  that  findi  its  way  inta 
and  through  a  lire-place,  if  a  llii«r  that  iteala  heat,  and  Siaa  away  with  it  ap  tba 
chimney."— [Rum ford.  III,  ITS.) 

t  See  Dr.  Frnnkliii'a  Reiriarkj  on  the  Cause*  and  Curs  of  Smoky  < 
Wrnkt,  Vat.  II,  p.  356.    Also,  Couul  Rumford'e  Eisnys,  ill,  4G3. 
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other  dde  of  the  air  cylinder.  These  partittooR  compel  the  heated 
eoirent  to  pass  down  in  front,  and,  flowing  around  the  neck  at 
«,  to  ascend  in  the  rear,  and  go  out  by  a  pipe  near  the  top,  into 
the  chimney.    The  arrows  show  the  course  of  the  curreoL 

The  objects  of  the  inventor  were  threefold, — economy,  purity 
flf  air,  and  elegance  of  form.  The  first  end  was  attained  by  a]>- 
■orbing  and  diffusing  the  heat  by  means  of  the  greatest  extent 
of  metallic  surface  that  could  be  exposed  under  a  given  volume. 
Id  a  large  open  pipe,  there  is  a  great  loss  of  effect,  since  a  great 
portion  of  the  heated  current  that  enters  it  from  the  f\irnace, 
flows  through  the  central  parts  of  the  pipe  without  coming  into 
contact  with  the  absorbing  surface.  This  evil  is  remedied  by 
making  the  current  flow  into  the  narrow  space  between  two  con- 
centric cylinders,  (ao,  Fig.  201 ,)  by  which  means  it  is  kept  closely 
Id  contact  with  the  surfaces  of  both  cylinders.  It  is  found,  by 
calculation,  that  a  flue  of  suflicient  dimensions  may  be  obtained 
to  afford  a  free  exit  to  the  smoke  and  heated  air,  when  the  space 
between  the  cylinders  is  only  an  inch  in  diameter.  Thus,  sup- 
pose the  outer  cylinder  is  12  inches  in  diameter,  and  the  inner 
or  air  cylinder,  10  inches ;  then  the  value  of  the  flue,  compared 
with  a  pipe,  will  be  as  follows — 

Section  of  outer  cylinder,  12*x.7854 

Ditto  of  inner  ditto,  10*  x  .7854 

Difference,  (144— 100).7854=34.5576  square  inches=circular 
ringbetween  the  two  cylinders.  Or,  since  the  space  between  the 
<rflinders  is  bisected  by  vertical  partitions,  hnlf  this,  or  17.2788= 
toe  eflective  value  of  the  flue=a  pipe  4.7  in  diameter. 

Hence  it  appears,  that  so  small  a  space  as  one  inch  between 
two  cylinders  of  twelve  and  ten  inches,  will  atford  a  flue  as  great 
as  a  pipe  of  about  4|  inches  in  diameter,  and  sufficient  therefora 
liv  a  furnace  of  corresponding  dimensions.  We  thus  find  it  in 
our  power  to  transmit  the  heated  current  from  a  furnace  through 
a  space  so  narrow  as  to  be  brought  very  effectually  into  contact 
mui  the  absorbing  surfaces ;  consequently,  in  passing  a  com- 
paratively small  distance,  under  such  circumstances,  the  heat  ia 
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&&  fully  absorbed  and  transmitted  to  the  room,  as  in  traversing  a 
great  length  of  large  open  pipe.  Hence,  there  is  a  great  saving 
of  material.  But,  secondly,  another  incidental  advantage  of 
great  importance  is  oblained  by  ihis  construction,  namely,  great 
purily  of  air.  The  inner  cylinder  is  no  sooner  healed  than  the 
air  within  is  rareSed,  and  cold  air  flows  in  from  below  (at  n)  as 
into  a  chimney.  This  imbibes  the  heat  of  the  cylinder  itself. 
keeping  that  from  becoming  so  hot  as  to  contaminate  the  air  of 
the  room,  while  the  air  that  circulates  through  it,  flows  out  at 
the  top  into  the  room,  in  a  current  of  warm  air  of  most  agreea- 
ble temperature.  By  this  constant  circulation  of  the  air  of  the 
room  through  the  radiator,  a  mild  and  uniform  temperature  is 
maintained  throughout  the  apartment.  If  the  apparatus  is  pro- 
perly managed,  no  part  of  it  ever  becomes  so  hot  as  to  burn  the 
particles  of  vegetable  or  animal  matter,  more  or  less  of  which 
are  usually  floating  around  a  stove,  and  which  when  burnt  com- 
municate an  unwholesome  effluvium  to  the  atmosphere  of  the 
room,  as  is  experienced  in  many  close  stoves  which  become 
highly  heated.  Thirdly,  by  substituting  for  a  long  pipe  travers- 
ing an  apartment,  (which  usually  presents  a  very  unseemly  ap- 
pearance,) a  sjTnmetrical  flgure  tastefully  ornamented,  the  vor 
pleasant  aspect  frequently  accompanying  close  stoves  is  avoided. 

479.  But  a  much  more  extensive  operation  of  the  principles 
by  which  the  atmosphere  is  put  in  motion,  is  exhibited  to  us  by 
nature,  in  the  phenomena  of  Winds.  Rarefaction  by  heat  and 
condensation  by  cold  arc  the  chief  causes  of  winds.  Their  dis- 
tinct existence  and  modes  of  operation,  can  frequenlly  be  dis- 
covered ;  and,  in  cases  where  we  can  discoviT  neither,  we  are 
authorized  to  infer  the  presence  of  such  a  cause,  since  it  is  so 
constantly  connecled  with  the  same  eB'ects  in  very  numeroos 
examples  that  daily  pass  before  our  eyes,  while  we  are  unac- 
quainted with  any  other  adequate  cau.ses  of  I  he  same  phenom- 
ena. The  motion  of  the  air,  however,  producing  a  wind,  may 
be  merely  relalioe,  arising  from  the  motion  of  the  spectator. 
Thus  a  steamboal,  moving  at  the  rate  of  sixieen  miles  an  hour 
in  a  perfect  calm,  would  appear  to  one  on  board  to  be  lacing  a 
wind,  moving  at  the  same  rate  in  the  opposite  direction  ;  or  if) 
in  the  diurnal  revolution  of  the  earth  on  its  axis,  any  point  of 
the  earth's  surface  should  move  faster  than  the  portion  of  the 
atmosphere  above  it,  a  relative  wind  in  the  opposite  direction 
would  be  the  result  (Art.  11.)  The  direction  of  the  wind  may 
be  modilied  by  various  causes,  the  actual  direction  being  the  re- 
suUant  of  two  or  more  currents  which  meet  from  different  direo- 
tions,  or  of  several  dilferent  forces.* 

■  Seo  aome  able  remarks   on  tbis  subject  by  Mr-  W.  C.  Bed&eld,  Amtz.  Jaoc 
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480.  Land  and  sea  breezes  aflbrd  a  striking  exemplification  of 
tke  principle  in  question.  These  winds  prevail  in  most  maritime 
ooimtriea»  but  more  especially  in  the  islands  of  the  torrid  zone, 
blowing  off  from  the  land  at  night,  and  toward  the  land  in  the 
day  time.  If  we  place  a  hot  stone  in  a  room,  (says  Dr.  Robison,) 
and  hold  near  to  it  a  candle  just  extinguished,  we  shall  see  the 
smoke  move  toward  the  stone,  and  then  ascend  up  from  it. 
Now,  sappose  an  island  receiving  the  first  rays  of  the  sun  in  a 
perfectly  calm  morning;  the  ground  will  become  warm,  and 
will  rarefy  the  contiguous  air.  If  the  island  be  mountainous, 
this  efifect  will  be  more  remarkable  ;  because  the  inclined  sides 
of  the  hills  will  receive  the  heat  more  directly.  The  midland 
air  will  therefore  be  most  warmed  ;  the  heated  air  will  rise,  and 
that  in  the  middle  will  rise  fastest ;  and  thus  a  current  of  air 
iqiward  will  begin,  which  must  be  supplied  by  air  coming  in  on 
iJl  sides,  to  be  heated  and  to  rise  in  its  turn  ;  and  thus  the  morn- 
ing sea  breeze  is  produced,  and  continues  all  day.  This  current 
vOl  frequently  be  reversed  during  the  night,  by  the  air  cooling 
and  gliding  down  the  sides  of  the  hills,  and  we  shall  then  have 
the  land  breeze.  Professor  Mitchell  has  rendered  it  probable 
that  this  current  is  performed  in  a  constant  gyration ;  so  that 
the  air  which  flows  in  upon  the  land  by  day,  rises,  flows  out 
above,  and  returns  again  in  the  same  current ;  and  that  the  pro- 
cess is  similar  by  night,  only  the  current  is  reversed.* 

481.  The  trade  winds  afibrd  an  example  of  the  operation  of 
the  same  causes  on  a  still  greater  scale.  These  winds  prevail 
in  the  torrid  zone  and  a  little  beyond  it,  extending  to  nearly  30^ 
on  both  sides  of  the  equator.  When  not  afllected  by  local  causes, 
they  blow  constantly  at  the  same  place,  in  one  and  the  same  di- 
rection throughout  the  year.  Their  general  direction  is  from 
northeast  to  southwest  on  the  north  side  of  the  equator,  and 
from  southeast  to  northwest  on  the  south  side  of  the  equator. 
They  owe  their  origin  to  the  combined  agency  of  two  causes, 
namely,  the  movement  of  the  air  on  either  side  of  the  equator, 
northward  or  southward  toward  the  place  of  greatest  rarefac- 
tion, and  the  westerly  tendency  arising  from  the  efiect  of  the 
earth's  diurnal  rotation  on  its  axis,t  since  they  do  not  instanta- 
neously acquire  the  greater  velocity  which  the  equatorial  regions 
have  in  consequence  of  the  earth's  revolution  on  its  axis.|  The 
duration  of  the  trade  winds  is  variously  modified  in  diflerent 
parts  of  the  world,  but  alwa}rs  in  such  a  manner,  that  they  blow 
toward  the  point  of  greatest  rarefaction,  and  receive  a  relative 
motion  from  the  efiect  of  the  earth's  diurnal  rotation. 

*  American  Joornal  of  Science,  VoL  six. 
t  See  p.  61,  ProbUtn  3. 

t  For  a   more  extended    description  and   inquiry  into  the  causes    of  the  trade 
vindt,  see  PanieU*f  Meteorology,  p.  455,  and  American  Journal  of  Science,  VoL  xix. 
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482.  THr  forrgoing  atmospheric  phenomena  arise  chiefly  Tnm 
the  relations  of  air  to  Heat ;  we  are  next  to  trace  a  few  of  ihe 
leading  phenomena,  which  result  from  the  relations  of  air  to 
Moisture. 

By  the  action  of  the  sun's  heal  upon  the  surface  of  the  earth, 
whether  land  or  water,  immense  quantities  of  vapor  are  raised 
into  the  atmosphere,  supplying  materials  for  all  the  water  ikat 
is  deposited  again  in  the  various  forms  of  dew,  fog,  rain,  snow, 
and  hail.  Our  limits  will  not  allow  us  to  enter  largely  into  Me- 
teorology, under  which  head  the  various  phenomena  of  the  at- 
mosphere are  included,  but  we  shall  bo  able  barely  to  glance 
the  sut^ect 


ice  ^^_ 


483.  A  view  of  the  constitution  of  the  atmosphere  first  pro 
sed  by  Mr.  Dalton,  a  distinguished  English  meteorologist,  t 
generally  prevails.  It  maintains,  that  the  difl'erent  aeriform  sub- 
stances of  which  the  atmosphere  consists,  namely,  oxygen,  nJIro- 
gen,  carbonic  acid,  and  watery  vapor,  do  not  combine  with  one 
another,  but  co-exist  as  so  many  independent  bodies  ;  that  the 
watery  vapor  in  the  atmosphere,  ts  raised  into  it  and  maintained 
there,  not  by  any  force  of  attraction  existing  bet^vcen  thai  and 
the  other  elements,  but  simply  by  the  agency  of  heat ;  and  that 
it  is  precipitated,  or  returns  to  the  state  of  water,  merely  by  tho 
reduction  of  temperature,  or  the  application  of  cold.  The  quan- 
tity of  vapor  which  can  exist  in  the  atmosphere  at  any  given 
time,  depends  upon  its  elasticity,  and  that  depends  upon  its  tem- 
perature. The  elasticity  of  vapor  increases  very  rapidly  as  we 
neat  it.  At  32°,  the  quantity  of  vapor  that  can  exist  in  the  at- 
mosphere is  only  tjsth  of  its  volume  ;  while  at  93°,the  extreme 
heat  of  summer,  the  quantity  rises  to  jV-*  The  increase  of 
quantity,  as  the  temperature  is  raised,  is  very  slow  in  the  lower 
degrees  of  the  scale,  but  very  rapid  in  the  higher;  so  thut  when 
the  air,  in  a  hot  summer  day,  rises  from  80"  to  90°,  the  amount 
of  water  is  increased  vastly  more  than  it  would  he  by  rising  in 
the  winter  through  an  equal  number  of  degrees,  as  from  40*  to  SO*. 
Hence,  hot  air  contains,  in  fact,  a  far  greater  amount  of  water 
than  cold  air,  hut  being  in  the  elastic  invisible  state,  it  is  not  ob- 
vious  to  the  senses,  but  such  air  appears  very  dry.  On  the  other 
hand,  when  air  which  is  very  hot,  cools  a  few  degrees,  as  from 
90°  to  80°,  the  amount  of  water  precipitated  is  much  greater 
than  is  occasioned  by  a  similar  reduction  of  temperature  in  ihe 
lower  degrees  of  the  scale,  as  from  40°  to  30".  The  tempera- 
ture at  which  the  vapor  of  the  atmosphere  is  condensed  at  any 
given  time  is  called  the  deu;  point.  Thus,  if  we  place  a  tum- 
bler of  cold  water  on  the  table,  in  a  warm  day,  when  the  ther- 
mometer is  at  80°,  with  a  thermometer  inserted  in  the  tumblert 
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and  find  that  when  the  mercury  has  sunk  to  74^  moisture 
jmt  begins  to  form  on  the  outside  of  the  tumbler,  then  we  say, 
ibe  dew  point,  for  that  time,  is  74^. 

484.  Dew  is  Jarmed  when  the  air  comes  in  contact  with  a  mr- 
face  in  a  certain  degree  colder  than  itself.*  This  is  the  simplest 
deposition  of  moisture  from  the  atmosphere.  Thus  dew  is  formed 
copiously  on  a  cup  of  cold  water  during  summer,  particularly  be- 
fore a  thunder  shower ;  because  then  the  air  is  hot,  and  saturated 
with  moisture,  a  portion  of  which  it  deposits  as  soon  as  it  is  cool- 
ed. It  is  ascertained  by  actual  observation  that  on  those  nights 
when  copious  dews  occur,  the  ground  becomes  twelve  or  four- 
teen degrees  colder  than  the  air  a  few  feet  above  it.t  Conse- 
qnentlv,  whenever  the  air,  by  circulating  over  the  surface  of  the 
grouna,  comes  in  contact  with  this  colder  surface,  it  deposits  a 
portion  of  moisture  upon  it.  The  quantity  actually  deposited 
will  of  course  be  greater  as  the  difference  of  temperatures  be- 
tween the  air  and  the  ground  is  greater,  and  as  the  air  contains 
aore  moisture. 

Dew  is  ftntml  to  be  deposited  on  different  substances  unequally^ 
—more  on  vegetables  than  on  dry  sand  ;  very  little  on  bright 
metallic  surfaces ;  and  none  at  all  on  large  bodies  of  water,  as 
the  ocean.  In  all  cases,  however,  these  surfaces  are  observed  to 
maintain  a  corresponding  difference  in  the  temperature  they  ac- 
qaire,  some  growing  much  colder  than  others  equally  exposed, 
while  the  surface  of  the  ocean  remains  at  the  same  temperature 
as  the  air  incumbent  upon  it  The  air  therefore  is  not  cooled 
\kj  circulating  upon  it,  and  no  dew  is  deposited.;^ 

485.  Fogs  are  produced  by  watery  vapor  coming  in  contact  with 
mr  adder  than  itself 

The  vapor  may  be  such  as  is  just  rising  from  the  ground,  or 
sodi  as  before  existed  in  a  body  of  common  air  that  meets  and 
miles  with  the  colder  air.  Thus,  in  a  cold  morning,  smoke  pro- 
ceeds from  various  moist  substances,  as  from  the  breath  of  ani- 
mals, from  a  hole  in  the  ice  of  a  river,  from  wells,  and  from  many 
other  sources.  In  each  case,  the  vapor  meets  with  cold  air,  is 
condensed,  and  deposited  in  the  form  of  fog.  A  striking  exam- 
ple of  fogs  is  seen  over  rivers,  particularly  in  a  summer  morning, 
marking  out  their  courses  for  a  great  distance.  Here,  since  the 
temperature  of  the  water  changes  but  little  during  the  night, 
while  the  neighboring  land,  and  of  course  the  air  over  the  land, 
has  become  cold,  the  vapor  which  rises  from  the  river  during  the 


*  It  will  be  remarked  that  dew  ia  deposited  only  at  the  ntrfaee$  of  bodies,  and  no|, 
fike  fbff  and  rain,  in  the  atmosphere  itself. 
t  Weils,  OQ  Ikm. 
XWd. 
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night,  and  meets  with  cold  air,  is  condensed  into  fog.  The  fo^" 
formed  over  shoals  and  sand  banks,  as  the  banks  of  Newfound- 
land, are  deposited  from  the  warm  and  humid  air  of  the  ocean, 
which  is  cooled  by  mixing  with  the  cold  air  over  the  banks. 
Fogs  are  phenomena  of  cold  climates,  and  are  not  so  common  in 
hot  countries ;  the  vapor  in  the  latter  situations  having  too  great 
a  degree  of  elasticity  to  permit  it  to  condense  into  a  fog  near 
the  surface  of  the  earth. 

486.  Clouds  are  dependent  on  the  fame  principles  as  fogs,  am- 
Misting  of  vapor  condensed  hy  the  cold  of  tlie  upper  regions.  They 
are  formed  over  water  or  moist  places,  by  vapor  rising  so  high, 
as  to  reach  a  degree  of  cold  sufficient  to  condense  it ;  or  they 
result  from  the  mixture  of  warmer  with  colder  air,  proceeding 
always  from  the  warmer  portion. 

487.  Hain  is  produced  by  Ifie  sudden  cooling  of  wiV,  contt 
large  quantities  of  watery  vapor. 

Suppose  two  bodies  of  air,  a  hotter  and  a  colder  portion, 
near  the  dew  point,  (Art.  483,)  to  meet ;  the  cgmpound  would 
assume   a  temperature  which  was  the  mean  between  the  two; 
but  the  elasticity  which  the  colder  portion  of  air  would  g^n, 
would  not  equal  that  which  the  warmer  portion  would  lose,  by 
the  loss  of  the  same  amount  of  heat.  (Art.  483.)     Hence  the  elas- 
ticity of  the  mixture  would  be  lessthan  the  average  elasticities  of 
the  separate  portions,  and  consequently  water  would  be  deposited. 
^  K  the  separate  portions  of  air  are  not  near  the  point  of  con- 
L  densation,  still  the  elasticity  of  the  vapor  in  the  mixture  may  he 
I  ID  much  less  than  that  of  the  constituents,  as  to  render  it  unaM 
[-  to  hold  in  the  invisible  state  all  the  water  they  contained ; 
I  In  this  case,  more  or  less  water  would  be  deposited. 

488.  This  view  of  the  general  cause  of  rain,  (which  is 
[  monly  called  Hutton'a  theory  of  rain,  from  Dr.  Hutton  of  Edin< 
[burgh,  who  first  proposed  it,)  is  capable  of  being  conlirmed  by  a- 
[  extensive  induction  of  facts,  by  which  it  would  appear,  that  van- 
I  tAle  winds,  favorable  to  the  mixture  of  air  of  diiferent  tempera- 
r  tares,  are  accompanied  by  rain,  while  constant  winds  are  accom- 
E  panied  by  dry  weather. 

489.  Hail  is  produced  by  the  mixture  of  exceedingly  cold  air, 
with  a  body  of  hot  and  humid  air-*  The  cold  wind  is  supposed 
to  be  derived  from  an  elevation  considerably  above  the  term  of 
perpetual  congelation,  and  to  be  suddenly  transferred  to  a  body 

L  of  hot  and  humid  air,  from  which  it  precipitates  the  hail.     Or  it 


■3 
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1  Hail  Stonni,  by  the  compiler  of  Ihti  <■ 
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may  be  supposed  to  result  from  a  hot  wind  blowing  from  the  tor- 
rid regions  into  the  limits  of  perpetual  frost,  and  thus  having  its 
watery  vapor  suddenly  congealed.  But  probably  the  most  fre- 
quent mode  by  which  violent  hail  storms  are  actually  produced, 
is  by  the  sudden  transportation  of  a  body  of  very  hot  and  humid 
air  to  a  great  height  in  the  atmosphere,  as  by  whirlwinds.  All 
that  the  theory  requires,  in  order  that  hail  should  be  precipitated, 
is,  that  very  hot  and  very  cold  bodies  of  air  should  be  mixed  in 
any  way  whatsoever.  Accordingly,  hail  is  found  to  be  most  fre- 
quent and  violent  in  those  regions  where  hot  and  cold  bodies  of 
air  are  most  easily  mixed.  Such  mixtures  are  rarely  formed  in 
the  torrid  zone,  since  there  the  portion  of  cold  air  would  be  want- 
ing ;  and  a  similar  difficulty  exists  in  the  frigid  zone,  for  there 
the  hot  air  is  wanting ;  but  in  the  temperate  climates,  the  heated 
air  of  the  south,  and  the  intensely  cold  winds  of  the  north,  may 
be  much  more  easily  brought  together ;  and  accordingly,  in  the 
temperate  zones  it  is  that  hail  storms  chiefly  occur.  Even  in 
these  climates,  they  are  most  frequently  found  in  places  where 
such  mixtures  are  most  easily  formed,  as  in  the  south  of  France, 
lying,  as  it  does,  between  the  Pyrenees  and  the  Alps,  which  are 
covered  with  perpetual  snows,  while  the  intervening  country  is 
subject  to  become  highly  heated  by  the  summer's  sun,  or  is  even 
visited,  especially  at  a  certain  elevation,  by  occasional  blasts  of 
the  hot  winds  that  cross  the  Mediterranean. 

490.  Mr.  Redfield  has  investigated,  with  great  success,  the 
phenomena  of  violent  storms,  especially  of  Atlantic  hurricanes^ 
and  has  shown  that  they  are  generally,  if  not  always,  great 
whirlwinds.  They  usually  take  their  rise  in  the  equatorial  re- 
gion eastward  of  the  West  India  Islands ;  they  spin  like  a  top, 
(or  more  like  those  little  whirls  which  we  sometimes  observe  to 
take  up  leaves  and  other  light  substances,)  advancing  slowly  to 
the  northwest,  until  they  approach  the  coast  of  the  United  States 
near  the  latitude  of  30^,  and  then  veer  to  the  northeast,  running 
nearly  parallel  to  the  American  coast,'  and  finally  spend  them- 
selves in  the  northern  Atlantic.  It  is  a  remarkable  fact,  that 
their  rotary  motion  is  always  in  one  direction,  namely,  from  right 
to  left,  or  against  the  sun.  This  motion  is  also  far  more  violent, 
especially  in  the  central  parts  of  the  storm,  than  the  progressive 
motion.  The  rotary  motion  may  amount  to  1100  miles  or  more 
per  hour,  while  the  forward  motion  of  the  storm  is  not  more  than 
20  or  30  miles.  The  able  and  ingenious  papers  of  Mr.  Redfield 
on  this  subject  may  be  found  in  the  difierent  volumes  of  the 
American  Journal  of  Science. 

Mr.  Espy  does  not  admit  the  rotary  motion  of  storms  sup- 
posed by  Mr.  Redfield,  but  maintains  that  the  winds  blow  from  all 
directiotis  toward  the  center  of  the  storm ;  that  the  air  ascends  in 
the  center  in  a  continual  column ;  that  being  cooled  as  it  rises, 
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its  vapor  condenses,  forming  cloud ;  that  the  latent  heat  giTen 
out  on  condensation  expands  the  ascending  column,  and  camea 
it  to  rise  still  higher,  condensing  more  vapor ;  and  finally,  that 
when  the  original  body  of  air  is  hot  and  largely  charged  with 
vapor,  and  rises  rapidly  to  the  higher  and  colder  regions  of  the 
atmosphere,  the  effects  are  proportionally  violent,  giving  rise  to 
tornadoes,  thunder  storms,  and  water-sponts,* 


CHAPTER  ni. 

OF  THE  MECHANICAL  AGENCIES  OF  AIS  AND  STEABl 

491.  In  consequence  of  our  power  of  forming  a  vacuum,  either 
by  the  exhaustion  of  air  or  by  the  condensation  of  steam,  and 
of  directing  the  force  with  which  these  elastic  substances  ro^ 
into  a  void  or  press  toward  it,  air  and  steam  become  important 
agents  or  prime  movers,  in  various  kinds  of  machinery.  Many 
ol'  the  most  useful  machines  involve  in  their  construction  the 
principles  of  both  liydraulica  and  pneumatics,  and  therefore  we 
have  reserved  an  account  of  such  machines  to  the  present  sec* 
tion. 

493.  The  SvpnoN. — If  a  tube  having  two  f*  309. 

arms,  a  longer  and  a  shorter,  be  tilled  with 
water,  or  any  other  liquid,  and  the  mouth  of 
the  shorter  arm  be  immersed  in  water,  the 
fluid  will  run  out  through  the  longer  arm 
until  the  whole  contents  of  the  vessel  are 
discharged.  Such  a  tube  is  called  a  syphon. 
It  may  be  filled  with  the. fluid,  either  by  suc- 
tion or  by  pouring  water  into  it,  keepina;  the 
two  orifices  closed  until  (he  shorter  arm  is 
immersed.  Or,  when  the  syphon  is  large, 
each  orifice  is  plugged,  and  water  is  poured  in  through  an  open- 
ing in  the  top  of  the  bend.  The  oprning  being  cipsed,  the  short- 
er leg  is  placed  in  the  cistern,  the  plugs  removed,  and  the  fluid 
is  discharged  through  the  longer  leg.  The  principle  of  the  sy- 
phon is  as  follows.  The  atmosphere  presses  equally  on  the 
mouths  of  both  arms  of  the  tube ;  but  this  pressure  on  each  ori- 
fice is  diminished  by  the  weight  of  the  column  of  water  in  the 
leg  nearest  to  it ;  consequently,  more  of  the  atmospheric  pres- 
sure is  overcome  by  the  longer  than  by  the  shorter  column,  and 

*  Etpj  on  the  Fhilowphy  of  SlonM 
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therefore  the  effective  pressure,  (or  what  remains,)  is  less  st  the 
mouth  of  the  longer  than  at  that  of  the  shorter  column,  and  the 
fluid  rans  in  that  direction  in  which  the  resistance  is  least;  and 
the  constant  pressure  of  the  atmosphere  on  the  surface  of  the 
flaid,  causes  the  fluid  to  continue  running  until  the  surface  has 
descended  to  the  level  of  the  mouth  of  the  syphon.  All  this  will 
be  obvious  by  inspecting  the  figure.* 

Were  the  shorter  column  thirty-four  feet  in  height,  it  would 
counterbalance  the  entire  pressure  of  the  atmosphere  on  the 
surface  of  the  fluid,  and  consequently,  there  would  be  no  force 
remaining  to  drive  the  water  forward  through  the  tube.     The 

r'  on,  therefore,  can  never  raise  water  to  a  greater  height 
thirty-four  feet,  nor  quicksilver  higher  than  about  thirty 
inches.  It  is  obvious,  also,  that  the  place  of  delivery,  that  is, 
the  mouth  of  the  longer  arm,  must  be  at  a  lower  level  than  the 
surface  of  the  water  in  the  reservoir ;  so  that  this  instrument 
cannot  be  used  for  elevating,  but  only  for  decanting  fluids,  or 
transferring  them  from  one  vessel  to  another.  Its  chief  use  is  by 
groceiA  in  transferring  liquors  from  cask  to  cask.  It  is,  how- 
ever) sometimes  employed  to  convey  water  from  a  well  situated 
on  rising  ground,  to  s  lower  situation,  or  to  carry  it  over  a  hill  to 
a  lower  level  on  the  other  side. 

493.  Inlermitlitig  Springs,  or  springs  which  flow  freely  for  a 

time,  and  then  cease  lor  a  certain  interval,  when  they  flow  again, 

Fig.  303. 


are  explained  on  the  principle  of  the  syphon.     The  annexed  cut 
represents  a  reservoir  or  hollow  in  the  interior  of  a  hill,  having 


*  Wa  pnrer  to  docribe  si 
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a  syphon-shaped  outlet.  It  is  obvioas,  upon  hydrostatic  princi- 
ples, that  no  water  will  be  discharged  until  the  fluid  has  reack 
ed  a  level  in  the  reservoir  equal  to  the  top  of  the  bend  in  the  out- 
let. Then  it  will  begin  to  run  out,  and  will  continue  to  run,  un- 
til the  water  has  descended  to  the  level  of  the  outlet ;  after 
which,  no  more  water  will  be  discharged  until  enough  has  col- 
lected to  reach  the  higher  level,  as  before.* 

494.  TifE  COMMON  Suction  Pump. — This  pump  Fig.  304. 
consists  of  two  hollow  cylinders,  placed  one  under 
the  other,  and  communicating  by  a  valve  which 
opens  upward.  The  lower  cylinder  (which  has  its 
lower  orifice  under  water)  is  called  the  suction  tube. 
In  the  upper  cylinder,  a  piston  moves  up  and  down 
from  the  bottom  to  a  spout  in  the  side  near  the  top. 
This  cylinder  we  call  the  exhausting  tube.  Suppose, 
at  the  commencement  of  the  operation,  the  piston 
is  at  the  bottom  of  the  exhausting  tube,  in  close 
contact  with  the  valve.  On  raising  it,  the  air  in 
the  suction  tube  having  nothing  to  resist  its  upward 
pressure,  lifts  the  valve  and  expands,  so  as  to  fill 
up  the  void  space,  which  would  otherwise  be  left 
in  the  lower  part  of  the  exhausting  tube.  By  this 
means,  the  air  in  the  suction  tube  is  rarefied,  and 
no  longer  being  a  counterpoise  to  the  pressure  of 
the  atmosphere  on  the  surface  of  the  well,  the  lat- 
ter preponderates  and  forces  the  water  up  the  tube, 
until  enough  has  been  raised  exactly  to  counter- 
balance the  excess  of  the  elasticity  of  the  external 
air  above  that  of  the  tube.  As  the  piston  descends, 
the  air  below  it  is  prevented  from  returning  into 
the  suction  pipe  by  the  valve  which  closes  on  its 
mouth,  but  escapes  through  a  valve  in  the  piston  itself  opening 
upward  in  the  same  manner  as  in  the  barrels  of  the  air-pump. 
The  piston  being  raised  again,  the  column  of  water  ascends  still 
higher,  until  it  makes  its  way  through  the  valve  into  the  ex- 
hausting pipe.  Then  as  the  piston  descends,  the  water  opens  its 
valve,  and  gets  above  the  piston,  and  is  lifted  to  the  level  of  the 
spout,  where  it  is  discharged-! 

The  principle  of  the  suction  pump  may  therefore  be  thus 
enunciated : 

The  water  is  raised  into  the  exhav sting  pipe  by  the  pressure  of 
the  atmosphere^  and  thence  lifted  to  the  level  of  the  'Spout  by  means 
of  the  piston. 

♦  Cavallo,  I,  387. — Library  of  Useful  Knowledge. 

t  The  student  is  requested  to  describe  from  the  figure.  It  is  recommended  to  hiiOi 
however,  to  form  as  distinct  an  idea  as  possible  of  the  principle  of  a  maciiine  from  the 
general  description,  before  he  resorta  to  the  figure. 
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Since  a  column  of  water  thirty-four  feet  in  height,  in  the  suc- 
lon  tube,  would  counterbalance  the  entire  pressure  of  the  atmo- 

Ehere  on  the  surface  of  the  well,  no  force  would  remain  to  urge 
e  column  any  higher,  and  therefore  the  valve  at  the  top  of  the 
action  tube,  must  be  less  than  thirty-four  feet  above  the  well. 

495.  Let  us  now  consider  the  force  which  is  required  in  each 
tage  of  the  process,  to  elevate  the  piston,  exclusive  of  the 
ureight  of  the  piston,  rods,  and  the  effects  of  the  friction.  Let 
he  piston  be  at  V,  and  the  level  of  the  M^ater  in  the  suction  pipe 
kt  H-  Let  the  number  of  feet  in  CH  be  called  h.  The  elastic 
brce  of  the  air  in  BH  will  then  be  such  as  to  exert  a  pressure 
nn  every  square  inch,  equal  to  the  weight  of  a  column  of  water, 
i^hose  base  is  a  square  inch,  and  whose  height,  expressed  in  feet, 
s  34— A.  In  its  ascent,  therelore,  each  square  inch  of  the  sec- 
ion  of  the  piston  is  pressed  upward  by  this  force.  It  is,  on  the 
>tlier  hand,  pressed  downward  by  the  whole  force  of  the  atndo- 
phere,  which  is  equal  to  the  weight  of  a  column  of  water  of  the 
ame  base,  and  thirty-four  feet  high.  The  effective  force  then 
vhich  resists  the  ascent  of  the  piston,  for  every  square  inch,  is 
he  weight  of  a  column  of  water,  whose  base  is  a  square  inch, 
ind  whose  height  is  the  difference  between  thirty-four  feet  and 
^— A  feet ;  that  is,  the  effective  force  is  h  feet.  Thus  it  ap- 
lears,  that  it  requires  a  force  to  lift  the  piston  exactly  equal  to 
he  weight  of  a  column  of  water,  whose  base  is  equal  to  the  sec- 
ion  of  the  piston,  and  whose  height  is  that  of  the  water  in  the 
uction  pipe,  above  the  level  of  the  water  in  the  well.  It  fol- 
ows,  therefore,  that  as  the  water  rises  in  the  suction  pipe,  the 
bro8  required  to  lift  the  piston  is  proportionally  increased. 

Let  us  next  consider  the  force  required  to  lift  the  piston  in  the 
econd  part  of  the  process  ;  viz.  when  the  water  raised  has 
lassed  through  the  piston-valve. 

Let  the  piston  be  at  V,  and  the  level  of  the  water  at  H' ;  the 
lownward  pressure  sustained  by  the  piston,  in  this  case,  is  evi- 
lently  the  weight  of  the  incumbent  water  BH',  together  with  the 
weight  of  the  atmosphere.  Let  h  be  the  number  of  feet  in  the 
leight  BH',  and  34+A  will  express  the  number  of  feet  in  a  col- 
imn  of  water,  whose  base  is  equal  to  a  section  of  the  piston, 
md  whose  weijrht  is  equal  to  the  whole  downward  pressure  sus- 
ained  by  the  piston. 

On  the  other  hand,  the  upward  pressure  is  produced  by  the 
.veight  of  the  atmosphere  pressing  on  the  water  in  the  reservoir, 
md  transmitted  through  the  column  CB,  to  the  lower  surface  of 
,he  piston.  But  as  this  pressure  has  to  support  the  column  BC, 
5ve  must  subtract  from  it  the  weight  of  this  column,  in  order  to 
>btain  the  effective  upward  pressure  on  the  piston.  From  a 
column  of  water  thirty-four  feet  in  height,  and  with  a  base  equal 
:o  the  section  of  the  piston,  subtract  as  manv  feet  as  there  are 
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in  BC,  and  we  shall  obtain  a  column  whose  weight  is  equal  to 
the  upward  pressure. 

The  downward  pressure  equals  34+A 
The  upward  do.        do.    34— BC 

Remainder  /i+BG 
But  /i+BC=H'B+BC=H'C. 

Thus  it  appears,  that  the  force  necessary  to  lift  the  piston,  i 
the  weight  of  a  column  of  water,  whose  height  is  that  of  the 
column  above  the  level  of  the  water  in  the  well,  and  whose  base 
is  equal  to  the  section  of  the  piston.  This  force,  therefore,  from 
the  commencement  of  the  process,  continually  increases,  unt3 
the  level  of  the  water  rises  to  the  discharging  spout,  and  thence- 
forward remains  uniform.* 

496.  From  the  foregoing  remarks,  it  is  evident  that  the  same 
force  is  expended  in  raising  water  by  means  of  the  pressare  of 
the  atmosphere,  as  when  the  force  is  applied  directly.  We  lift 
upon  the  atmosphere,  instead  of  lifting  directly  upon  the  column 
of  water.  This  method  of  raising  water  from  a  well,  is  freqaent- 
ly  more  convenient  than  by  a  simple  bucket,  but  the  expenditure 
of  force  is  the  same  in  both  cases. 

To  compute  the  actual  force  necessary  to  work  a  pump,  (ex- 
clusive of  the  pump  rods,)  let  the  height  of  a  discharging  spout  • 
S,  above  the  level  of  the  water  in  the  well,  be  expressed  in  feet, 
and  let  the  number  which  expresses  it  be  h.  Let  the  diameter 
of  the  piston,  expressed  in  parts  of  a  foot,  be  d ;  then  the  section 
of  the  piston  expressed  in  parts  of  a  square  foot,  will  be  cPx.7854. 
If  this  product  be  multiplied  by  the  number  of  feet  A  in  the 
height,  we  shall  obtain  the  number  of  cubic  feet  of  \vater 
which  it  is  necessary  to  lift  at  each  stroke,  since  this  number= 
rfx.78r)4x/f.  Now  each  cubic  foot  of  water  weighs  about  62i 
pounds;  hence  d^ x. 7854 x/* x 62 J  =  number  of  pounds  required 
at  each  stroke  to  lift  the  piston. 

The  column  of  water  discharged  at  each  stroke,  is  equal  to  a 
column  of  water,  whose  base  is  the  section  of  the  piston,  and 
whose  altitude  is  the  length  of  the  stroke.  The  quantity  may 
therefore  be  found,  in  cubic  feet,  by^nultiplying  rf"x.7854  by  the 
number  of  feet  in  the  length  of  the  stroke.  The  weight  of  the 
water  discharged  may  be  ascertained  in  pounds  avoirdupois,  by 
multiplying  this  product  by  62J. 

,  497.  The  Forcing  Pump.— A  cylinder  ABC,  (Fig.  205,)  » 
placed  with  its  lower  end  C  in  the  reservoir.  It  has  a  fixed  valve 
at  V,  opening  upward,  and  a  solid  piston  without  a  valve,  play- 
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ing  air-light  in  the  upper  barrel  AB.  '  It  is  con- 
nected with  another  barrel  DE  by  a  valve  V 
opening  upward  and  outward.  The  tube  DE 
is  carried  to  whatever  height  it  may  be  necessary 
to  elevate  the  water.  Let  us  suppose  that  the 
solid  piston  P  is  in  contact  with  the  valve  V,  and 
that  toe  water  in  the  lower  barrel  is  at  the  same 
level  C  with  the  water  in.  the  reservoir.  Upon 
raising  the  piston,  the  air  in  BC  will  be  rarefied, 
aod  the  water  will  ascend  in  BC  exactly  as  in  the 
suction  pump.  Upon  again  depressing  the  piston, 
the  air  in  PV  will  be  depressed,  and  it  will  force 
open  the  valve  V,  and  escape  through  it.  The 
process,  therefore,  until  water  is  raised  through  V 
into  the  upper  barrel,  is  precisely  the  same  as  for  jj  t 
the  suction  pump,  the  valve  "V"  taking  the  place 
of  the  piston-valve  in  that  machine.  Now,  let  us 
suppose  that  water  has  been  elevated  through  V, 
and  that  the  space  PV  is  filled  with  it.  Upon 
depressing  the  piston,  this  water,  not  being  per-  - 
mittcd  to  return  through  V,  is  forced  through  V, 
and  ascends  in  the  tube  DE.  By  continuing  the 
process,  water  will  accumulate  in  the  tube  DE,  until  it  acquires 
the  necessary  elevation,  and  is  discharged.  Or,  to  enunciate 
the  principle  of  this  machine  in  general  terms : 

In  Uie  forcing  pump,  the  piston  has  no  valve,  but  the  water  being 
elecated  into  thu  c.vhausting  lube,  as  in  the  suction  pump,  it  is  then 
forced,  bij  the  descent  of  the  piston,  into  the  ancendiiig  pipe  through 
a  talvz  plac::d  in  the  side  and  at  the  bottom  of  the  exhausting  tube. 

498.  The  force  requisite  to  elevate  the  piston  in  this  pump 
until  the  waler  reaches  it,  is  computed  in  exactly  the  same 
manner  as  for  the  suction  pump,  and  exclusive  of  the  weight  of 
the  piston  and  its  rods,  and  the  effects  of  friclion,  it  is  equal  to 
the  weight  of  a  column  of  water  whose  base  is  the  section  of  the 
piston,  and  whose  height  is  the  distance  of  the  level  of  ihe  water 
in  the  ban-id  AC,  iibove  ihc  level  in  the  reservoir.  It  is  evident 
also  from  what  has  been  said  on  the  suction  pump,  that  the  valvo 
V  should  be  less  than  lhirtj»-four  feet  above  the  level  of  the  water 
ia  the  reservoir.  If  P  express  in  pounds  ai:  the  weight  of  the 
piston  and  its  rods,  d  be  the  diameter  of  a  section  of  the  piston 
expressed  in  parls  of  a  foot,  and  h  be  the  number  of  feet  in  AC, 
the  force  in  pounds  necessary  to  lift  the  piston  will  be  hx(Px 
.7854>'fi3.5+P. 

Let  -js  now  examine  the  force  necessary  to  depress  the  piston. 
Let  the  level  of  the  water  in  ED  be  M.  The  atmospheric  pres- 
sure  on  M  will  be  bnlanccd  by  the  same  pressure  on  the  piston, 
by  the  power  of  transmitting  pressure  peculiar  to  fluids.     This 
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force  may  therefore  be  neglected  ;  also  the  part  PV  will  balance 
the  part  ND  of  the  ascending  column.  Hence  it  appears,  that 
the  pressure  exerted  by  the  water  in  PV  on  the  lower  surface  of 
the  piston,  is  equal  to  the  weight  of  a  column  of  water  whose 
base  is  equal  to  the  section  of  the  piston,  and  whose  height  is 
MN.  This,  therefore,  is  the  force  to  be  overcome  in  the  descent 
of  the  piston,  and  the  weight  P  of  the  piston  and  its  rods  assists  in 
overcoming  it.  Let  h'  be  the  number  of  feet  in  MN,  and  the 
mechanical  force  necessary  to  be  applied  to  depress  the  piston 
will  be  expressed  in  pounds  by  h'  xd^x.7854x62.5— P. 

From  these  observations,  it  appears  that  the  weight  of  the  piston 
and  its  rods  assiststhe  forcing  power  of  the  machine,  but  opposes  i 
its  suction  power.    These  effects,  therefore,  on  the  whole,  neu- 
tralize one  another.* 

499.  The  entire  force  used  in  raising  the  water,  will  be  found 
by  adding  the  force  necessary  to  elevate  the  piston  to  that  which 
is  necessary  to  depress  it.  As  in  this  case  the  weight  of  the 
piston  and  rods  increases  the  one  as  much  as  it  diminishes  the 
other,  the  entire  force  will  be  the  weight  of  a  column  of  water 
whose  base  is  the  section  of  the  piston,  and  whose  height  is  PC 
H-MN,  that  is,  the  height  of  the  level  of  the  water  in  the  ascend- 
ing pipe  above  the  level  of  the  water  in  the  reservoir;  and  ex- 
pressed in  pounds,  this  is  (h+h')  x.7854xePx62.5. 

It  appears,  therefore,  that,  other  circumstances  being  the  same, 
the  power  of  the  forcing  pump  has  the  advantage  over  that  of  the 
suction  pump,  by  the  weight  of  the  piston  and  its  rods. 

500.  In  forcing  pumps,  since  the  power  is  applied  by  separate 
mipulscs,  the  water  would  issue  in  jets  were  not  some  contrivance 
adopted  to  equalize  its  flow  from  the  tube.  This  purpose  is  ef- 
fected by  means  of  an  air-vessel,  in  which  a  portion  of  condensed 
air  is  made  the  medium  of  communication.  The  force  imparted 
by  successive  blows  of  the  piston  is  first  received  by  this  con- 
fined body  of  air,  and  this,  by  its  elasticity,  reacts  on  the  surface 
of  ihv.  water  in  the  air-vessel,  and  forces  it  out  by  the  conducting 
pipe  or  hose. 

All  example  of  this  is  afforded  in  the  Fire  Engine,  The  fire 
engine  consists  of  two  forcing  pumps,  ^vhich  throw  the  water  into 
an  air-\  essel,  from  which  it  is  thrown  out  of  the  conducting  hose 
by  ihe  elastic  pressure  of  condensed  air.  Thus,  (Fig.  206,)  AB, 
AB  are  two  forcing  pumps,  wliose  pistons 4\  P,  are  wrought  by 
a  beam  whose  fulcrum  is  at  F :  V,  V,  are  valves  which  open 
upwurd  irom  a  suction  tube  T  which  communicates  with  a 
reservoir ;  t,  t,  are  force  pipes,  which  conmiunicate.  by  valves 
V ,   V,  opening  into  an  air  vessel  M.     A  tube  L  is  inserted 
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in  the  tup  of  this  vessel,  terminating 
in  a  leathern  tnbe  or  hose,  through 
which  the  water  is  forced  by  the 
pressure  of  air  conftaed  in  M,  which, 
in  consequence  of  its  elasticity,  acts 
nearly  unlforinly  on  the  surface  of  the 
water,  and  forces  it  through  the  hose 
in  a  continual  stream. 

501.  The  Humgarian  Machine. — 
This  celebrated  machine  is  employed  IE 
in  draining  a  mine  at  Chemnitz,  in  ^ 
Hungary.  We  introduce  a  description  "ffi 
of  it  here,  on  account  of  its  affording  a 
good  illustration  of  several  hydraulic  ^M 
and  pneumatic  principles.  Here  the 
object  is,  to  raise  water  from  a  deep  mine  to  the  height  of 
ninety-six  feet,  where  it  can  be  poured  off  by  a  horizontnl  chan- 
nel   Now  it  is  easy  in  such  a  case,  to  take  a  stream  of  water 


Mar  the  top  of  the  pit,  (and  a  very 
tmoll  stream  will  answer  the  pur- 
pose,) and  to  convey  it  into  a  pipe 
which  shall  descend  into  the  mine, 
Md  pfford,  by  hydrostatic  pressure, 
uiy  degree  of  force  required  to  raise 
ite  water  of  the  mine,  not  indeed  to 
tte  top  of  the  pit,  for  that  is  hardly 
ever  necessary,  but  to  such  a  height 
tliat  it  may  be  poured  off  by  a  hoj  i- 
xmtal  drain.  In  the  mine  of  Hun- 
gwy,  the  water,  which  is  to  supply 
tile  required  pressure,  is  taken  at  the 
li*ightof  two  hundred  and  sixty  feet 
sbove  the  surface  of  the  water  in  the 
pit.  From  the  cistern  A,  where  the 
liead  of  water  collects^  it  enters  the 
perpendicular  pipe  B,  which  dr- 
Meods  nearly  to  the  bottom  of  the  air- 
Te»el  C.  Flowing  into  this,  it  con- 
denses the  air  before  it,  which,  by  its 
elasticity,  receives  and  exerts  the 
vhole  force  created  by  the  pressure 
of  the  column  of  water  B.  This 
force  is  transmitted  through  the  air- 
pipe  D,  to  the  surface  of  the  water 
contained  in  the  well  E,  which  is 
sank  into  the  water  of  the  mine,  ad- 
mitting it  freely  by  means  of  a  valve 
io  the  botttan  opening  upward.    This 
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well  and  the  air-vessel  C,  are  made  strong  and  air-tigUt.  From 
aear  the  bottom  oF  the  well  proceeds  a  perpendicular  tube  F. 
reaching  to  the  height  of  the  drain. 

502,  We  maj-  now  easily  understand  the  operation  of  the  ma- 
chine. We  have  to  raise  water  ninety-six  feet,  and  we  can  com- 
mand a  column  of  water  two  hundred  and  sixty  feet  high  ;  but 
we  have  no  occasion  to  employ  the  whole  of  this  force,  and  so 
long  a  column  of  water  would  require  a  pipe  of  very  great 
strength,  especially  in  the  lower  parts  of  it.  A  column  one  hun- 
dred and  thirty-six  feet  long,  Is  found  by  calculation  competent  * 
to  raise  the  water  in  the  pit  to  the  required  height  of  ninety-six 
feet,  and  to  make  it  flow  off  with  considerable  velocity  into  tbe 
drain.  At  the  distance  of  one  hundred  and  thirty-six  feet  from 
the  reservoir,  we  interpose  an  air-vessel  C,  and  receive  the  entire 
force  of  the  Column  B  upon  the  air  of  this  Teasel,  which  is  com- 
pressed into  a  small  space  in  the  upper  part  of  the  vessel,  and  has 
its  elasticity  proporlionally  augmented.  ^Art.  452'.)  This  force, 
by  means  of  the  pipe  D,  is  transmitted  lo  the  surface  nf  the  wa- 
ter in  the  well,  and  forces  the  water  up  the  pipe  F,  which  deliv- 
ers it  into  the  drain.  The  pn'nciple  of  the  Hungarian  machine, 
therefore,  may  be  thus  enunciated: 

Water  it  raisrd  by  the  prr/mure  of  a  column  of  rrater,  kmger 
thnn  the  colnmn  required  to  be  raised,  and  at  a  higher  level ;  the 
jircistire  beins  transmitted  from  one  column  lo  the  other,  throagh 
the  rjiedium  of  condensed  air.* 

When  the  water  contained  in  the  cistern  E  is  raised  and  de- 
livered through  the  pipe  F,  the  pressure  upon  E  is  relieved  by 
opening  the  stop-cock  n,  and  closing  I.  Water  is  again  let  in  by 
opening  the  stop-cock  /,  and  closing  n,  and  thus  the  process  i» 
continued- 
SOS.  Steam-Encise.-  It  belongs  to  Chemistry  to  investigate 
the  properties  of  sleam,  and  to  Natural  Philosophy  to  apply  it 
as  a  mechanical  agent.  The  steam-engine  is  the  fruit  of  the 
highest  efforts  of  both  these  sciences,  and  the  most  valuable  pres- 
ent ever  made  by  philosophy  to  the  arts-t  As  it  is  impossible 
clearly  to  understand  the  principles  and  construction  of  this  en- 
gine, without  a  knowledge  of  the  properties  of  steam,  on  which 
they  depend,  we  subjoin  an  account  of  a  few  of  its  leading  prop- 

■  A  remarkable  Tact  unientloncd  in  conneclioti  witli  the  Hangaiian  Msoliinr,  whiEh 
■howa  very  Miikiagly  Ihe  increwe  oF  capucily  for  heat  and  caruvqurul  prmliiclion  of 
culd,  which  aiiaes  Sroia  a  iiulden  rtilBrgcmeul  of  Tolunie.  Whra  Uie  rfflux  of  th* 
walcr  from  the  pipe  F  hit  ceasri),  if  the  cock  uf  tJio  oir-TcHsvl  C  bo  opeiiHl,  Uie  wl- 
Icr  nnd  uir  nuh  out  together  with  pradigioUB  violence,  and  Ihc  drops  of  water  ira 
changed  in(o  hail  or  lumpa  of  ice.  II  ia  a  aight  uaually  ahown  to  atreng«r>,  who  an 
deaired  lo  liold  their  hata  to  receivo  the  blasli  of  air;  the  ico  cauiGi  out  willi  •nrh 
la  frequouUy  lo  pierce  Ihe  hat  like  a  bullet — Ortgmy't  MeeSaniel,  II,  211. 
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erties,  referring  to  chemical  authors*  for  a  more  detailed  view 
of  the  subject. 

(l.)t  The  great  and  peculiar  property  of  steam,  on  which  its 
mechanical  agencies  depend,  is  its  power  of  creating  at  one  mO' 
ment  a  high  degree  of  elastic  force,  and  losing  it  instantaneously 
the  next  moment  l^his  force,  acting  on  the  bottom  of  the  piston 
which  moves  in  the  main  cylinder,  raises  it,  and  fills  the  space 
below  it  with  steam.  The  steam  is  suddenly  condensed,  and 
hence  no  obstacle  is  opposed  to  the  descent  of  the  piston,  but  it 
is  readily  forced  down  again  by  steam  acting  from  above.  This 
alternate  motion  of  the  piston,  the  rod  of  which  is  connected 
with  the  working  beam,  is  all  that  is  required  in  order  to  com- 
municate motion  to  all  parts  of  the  engine. 

(2.)  The  elastic  force  of  steam  depends  on  its  temperature  and 
density  conjointly;  and  ike  temperature  necessary  to  its  production 
depends  upon  the  pressure  incumbent  upon  the  water  during  its  for' 
motion. 

The  reason  why  water  boils  at  the  temperature  of  212^  is, 
that  at  that  temperature  the  vapor  acquires  just  elasticity  suffi- 
cient to  overcome  the  atmospheric  pressure.     Hence,  steam  pro- 
duced at  the  temperature  or  boiling  water,  has  a  force  equal  to 
'the  pressure  of  the  atmosphere.     When  formed  at  a  lower  tem- 
perature, its  elasticity  diminishes  in  a  geometrical  ratio,  and  in- 
c^reases  in  the  same  ratio  when  it  is  formed  at  a  higher  tempera- 
"ture.     Water  boils,  or  is  converted  into  vapor,  at  a  temperature 
less  than  212^,  on  high  mountains,  (Art.  457,)  or  under  the  re- 
cseiv^r  of  an  air-pump,  or  in  other  situations  where  the  pressure 
of  the  atmosphere  is  diminished ;  and  in  a  vacuum  the  boiling 
X>oint  of  water  is  as  low  as  72^. 

^    (3.)  Heat  rapidly  augments  the  elasticity  of  steam  by  increasing 
^ts  density.     If  we  introduce  a  few  grains  of  water  into  a  flask, 
^Jid  place  it  over  the  fire,  the  water  will  soon  be  converted  into 
^team,  which  will  expel  the  air  of  the  vessel  and  fill  its  whole 
Capacity.     If  we  now  close  the  orifice  of  the  flask  and  continue 
tfce  heat,  the  steam  will  increase  in  elastic  force  in  the  same 
banner  as  air  would  do  under  similar  circumstances,  which  is 
^t  a  comparatively  moderate  rate,  so  that  it  might  be  heated  red 
Ao/  without  exerting  any  very  violent  force.     If,  however,  the 
Vessel  is  partly  filled  with  water,  and  the  heat  is  continued  as 
before,  then  the  elastic  force  is  rapidly  augmented,  and  becomes 
at  length  so  great  as  to  burst  almost  any  vessel  that  can  be  pro- 
vided ;  for  every  new  portion  of  vapor  that  is  raised  from  the 
surface  of  the  water,  adds  to  the  density  of  that  which  was  be- 
fore in  the  vessel,  and  proportionally  increases  its  elasticity.     In 
the  experiments  of  Mr.  Perkins,  a  confined  portion  of  steam,  not 

*  Bee,  espeeiaUy,  Silliman's  Chemittiy,  Vol.  I. 

t  See  Review  of  Renwick  on  the  Steam-Engme,  America  i  Jonmal  of  Scienoa 


844 


NATURAL  PHIL0S0P9Y. 


in  contact  with  water,  was  heated  to  the  temperature  of  1400% 
and  still  its  pressure  did  not  exceed  that  of  five  atmospheres ; 
but,  by  injecting  more  water,  although  the  temperature  was 
lessened,  the  elastic  force  was  gradually  increased  to  onechun* 
dred  atmospheres.* 

The  elastic  force  of  steam  at  250°  is  twice  that  at  212**,  so  that 
the  addition  of  only  38°  of  heat  doubles  the  power ;  25^  more 
trebles  it,  and  18°  more  quadruples  the  force.  Thus  steam  at 
293°,  has  four  times  the  elastic  force  of  steam  at  212^ ;  and 
steam  at  510°  would  be  50  times  stronger,  and  would  exert  a 
force  of  750  lbs.  to  the  square  inch,  or  108,000  lbs.t  to  the  square 
foot.  Hence,  the  elastic  force  increases  much  faster  than  the 
temperature,  and  decreases  very  fast  as  we  descend  the  scale 
below  the  boiling  point.  Vapor  is  formed  at  evenr  temperature, 
even  from  ice  and  snow ;  but  in  this  case  it  difl^rs  from  that 
formed  at  the  higher  temperatures  in  possessing  but  very  little 
elasticity,  as  will  be  apparent  from  the  following  table  : 

Table  of  the  elastic  force  of  Vapor  from  ZV*  to  80^. 


Tempe- 

Force of  vapor  in 

Tempe- 

Force of  vapor  In 

rature. 

Inches  of  mercury. 

rature. 

Incbea  of  mercury. 

32° 

0.2000 

57° 

0.4657 

33 

0.2066 

58 

0.4832 

34 

0.2134 

59 

0.5012 

35 

0.2204 

60 

0.5200 

36 

0.2277 

61 

0.5377 

37 

0.2352 

62 

0.5560 

38 

0.2429 

63 

0.5749 

39 

0.2509 

64 

0.5944 

40 

0.2600 

65 

0.6146 

41 

0.2686 

66 

0.6355 

42 

0.2775 

67 

0.6571 

43 

0.2866 

68 

0.6794 

44 

0.2961 

(19 

0.7025 

45 

0.3059 

70 

0.7260 

46 

0.3160 

71 

0.7507 

47 

0.3264 

72 

0.7762 

48 

0.3372 

73 

0.8026 

49 

0.3483 

74 

0.8299 

50 

0.3600 

75 

0.8581 

51 

0.3735 

76 

0.8873 

52 

0.3875 

77 

0.9175 

53 

0.4020 

78 

0.9487 

54 

0.4171 

79 

0.9809 

55 

0.4327 

80 

1.0120 

56 

0.4489 

*  Renwick  on  the  Steam -Engine,  p.  95. 

\  Webeter's  Princu>le8  of  Hydrartattcs,  p.  186b 
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(4.)  The  9pace  into  which  a  given  quantity  of  water  is  expanded 
in  becoming  steamy  depends  upon  tlie  temperature,  and  of  course 
upon  the  degree  of  pressure^  at  which  it  is  formed.  Water  con- 
verted into  steam  at  the  temperature  of  212^,  expands  nearly 
one  thousand  and  seven  hundred*  times ;  but  when  so  confined 
as  to  be  heated  to  419%  its  volume  is  only  thirtv-seven  times  that 
of  the  water  from  which  it  is  formed.  According  to  Dr.  Thom- 
8on,f  at  a  temperature  not  much  higher  than  500°,  steam  would 
not  much  exceed  double  the  bulk  of  the  water  from  which  it  is 
generated.  The  expansive  force  of  such  steam  would  be  truly 
formidable.  It  would,  when  it  issued  into  the  atmosphere,  sud- 
denly expand  six  hundred  and  fifty  times.  We  do  not  know  at 
what  temperature  water  would  become  vapor  without  any  in- 
crease of  volume,  but  we  can  estimate  that  it  would  then  sup- 
port a  column  of  mercury  three  thousand  two  hundred  and  forty- 
three  feet  (or  more  than  half  a  mile)  high,  and  would  exert  a 
pressure  of  nearly  twenty  thousand  pounds  on  every  square  inch. 

(5.)  The  absolute  quantity  of  heat  is  always  the  same  in  the  same 
ueight  of  steam^  whatever  may  be  its  temperature.  When  vapor  is 
formed  at  a  low  temperature,  nearly  all  the  heat  that  enters  it  is 
in  the  latent  state  ;  but  as  we  heat  it  to  a  higher  degree,  its  pro- 
portion of  sensible  heat  is  constantly  augmented,  and  that  of 
latent  heat  diminished  in  the  same  ratio,  so  that  the  sum  of  the 
two  is  the  same  constant  quantity. 

These  preliminary  principles  being  well  understood  and  kept 
clearly  in  mind,  it  will  be  easy  for  the  learner  to  comprehend  the 
principles  involved  in  the  steam-engine,  and  the  dangers  with 
'vvhich  it  is  environed.  The  general  interest  felt  in  this  subject 
lenders  it  one  peculiarly  deserving  of  the  attention  of  the  stu- 
dent, and  induces  us  to  devote  a  considerable  space  to  the  con- 
sideration of  it. 

504.  The  steam-engine  owes  its  present  form  and  perfection, 
^iefly  to  the  genius  and  labors  of  the  late  James  Watt,  Esq.,  of 
-England.  His  inquiries  on  the  subject  commenced  in  the  year 
1 763.  The  engine  in  use  previous  to  that  time,  was  what  is  now 
^^lled  the  Atmospheric  Engine.  It  has  already  been  remarked, 
(.Art.  503,)  that  the  chief  object  in  the  use  of  steam  is  to  cause 
the  alternate  ascent  and  descent  of  a  piston  moving  in  a  cylin- 
der, since  this  motion  may,  by  the  aid  of  machinery,  be  so  modi- 
fied as  to  answer  all  the  purposes  required  of  the  engine.  In 
the  atmospheric  engine,  at  the  commencement  of  the  operation, 
the  piston  remained  drawn  up  to  the  top  of  the  cylinder,  being 
kept  there  by  the  preponderance  of  the  opposite  arm  of  the  lever, 
or  working  beam,  to  which  it  was  attached.     Steam  being  ad- 

*  It  will  assist  the  memory  to  consider  a  cubic  inch  of  water  as  forming  a  cubio 
foot  of  steam,  as  is  nearly  the  fact 
t  Oatlines  of  the  Sciences  of  Heat  and  Electricity,  p.  223. 
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mitteil  tlirough  a  valve  into  llie  cylinder,  expelled  Um  airai^ 
occupied  its  pjnce.  Cold  water  now  being  adniittcJ,  ibe  steam 
was  suddenly  condensrd,  a  vacuum  Ibrracd,  and  llic  aimospheric 
pressure  on  the  upper  side  of  the  piston,  having  nothing  lo  coun- 
terbalance it  on  tiie  lower  side,  Ibiced  it  down  to  the  bottom  of 
the  cylinder.  Steam  being  again  admitted  below  the  piston, 
supplied  an  upward  force  equivalent  to  the  downward  preaaure 
of  the  atmosphere  on  the  piston,  and  the  preponderance  of  the 
opposite  arm  of  the  lever  dragged  up  the  piston  as  before. 

it  is  impossible  to  understand  the  reason  of  the  cooalruction 
of  the  difierent  purls  of  Watt's  steam-engine,  ^^ithout  a  know- 
ledge of  the  imperfeclions  of  the  atmospheric  engine, — iiapet- 
fections  for  which  he  sought  and  found  a  complete  remedy.  We 
tiherefore  subjoin  a  brief  notice  of  the  successive  steps  by  which 
Mr.  Watt  was  led  to  his  great  improvements.* 

505.  Previous  to  the  discoveries  of  Watt,  the  energy  o^  this 
power  was  well  known ;  but  the  waste  of  fuel  consumed  in 
generating  it  was  so  enormous,  as  to  render  it,  in  must  situations, 
a  more  expensive  power  than  the  other  forces  generally  employed 
to  move  machinery.  The  reason  of  this  waste  will  be  easily 
understood.  When  the  steam  fills  the  cylinder,  so  as  to  balance 
the  atmospheric  pressure  on  the  piston,  the  cyUndcr  must  have 
the  same  temperature  as  the  steam  itself.  Now,  on  introducing 
the  condensing  jet,  the  steam  miibcd  with  this  water,  forms  a 
mass  of  hot  water  in  the  bottom  of  the  cylinder.  This  water, 
not  being  under  the  atmospheric  pressure,  boils  at  a  very  low 
temperature,  (Art.  437,)  and  produces  a  vapor  which  resists  the 
descent  of  the  piston.  The  heat  of  the  cylinder  itself  assists  this 
process ;  so  that  in  order  to  produce  a  tolerably  perfect  vacuum 
under  the  piston,  it  was  found  necessary  to  introduce  so  consid- 
erable a  quantity  of  condensing  water,  as  would  reduce  the  tem- 
perature of  the  water  in  the  cylinder  lower  than  100°,  and  which 
woald  consequently  cool  the  cylinder  itself  to  that  temptrature. 
Under  these  circumstances,  the  descent  of  the  piston  was  found 
to  suffer  very  little  resistance  from  any  vapor  within  the  cylin- 
der. But  then  on  the  subsequent  ascent  of  the  piston,  an  im- 
mense waste  of  steam  ensued ;  for  on  being  admitted  under  the 
piston,  the  cold  cylinder  and  water  of  condensation  immediately 
condensed  the  steam,  and  continued  to  do  so,  until  the  cylinder 
became  healed  again  up  to  212°,  to  which  point  the  whole  cyl- 
inder must  be  again  heated,  before  the  steam  would  acquire  suf- 
ficient elasticity  .to  raise  the  piston.  Here  then  was  an  obvious 
and  an  extensive  source  of  the  waste  of  heat.  At  every  de- 
scent of  the  piston,  the  cylinder  must  be  cooled  to  below  100°  ; 
and  at  every  ascent,  it  must  be  again  heated  to  212°.     It  ther^ 
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fbre  became  a  question,  whether  the  force  gained  by  the  in- 
creased perfection  of  the  vacuum  was  adequate  to  the  waste  of 
fuel  in  producing  the  vacuum  ;  and  it.  was  found,  on  the  whole, 
more  profitable  not  to  cool  the  cylinder  to  so  low  a  temperature, 
and  consequently  to  work  with  a  very  imperfect  vacuum,  and  a 
diminished  power.     Watt,  therefore,  found  the  atmospheric  en- 
gine in  this  dilemma,  either  much  or  little  water  of  condensation 
must  be  used.    If  much  were  asod,  the  vacuum  would  be  per- 
fect ;  but  then  the  cylinder  would  be  cooled,  and  would  occasion 
an  extensive  waste  of  fuel  in  heating  it.     If  little  were  used,  a 
vapor  would  remain,  which  would  resist  the  descent  of  the  pis- 
ton, and  rob  the  atmosphere  of  part  of  its  power.     The  great 
problem  then  pressed  itself  on  his  attention,  to  condense  the  steam 
without  cooling  the  cylinder.     To  the  solution  of  this  problem. 
Watt  now  gave  his  whole  mind.     The  idea  occurred  to  him  of 
providing  a  vessel  separate  from  the  cylinder,  in  which  a  con- 
I      stant  vacuum  might  be  kept  up.     If  a  communication  could  be 
opened  betweeta  the  cylinder  and  this  vessel,  the  steam,  by  its 
expansive  property,  would  rush  from  the  cylinder  to  this  vessel, 
where,  being  exposed  to  cold,  it  would   be  immediately  con- 
densed, the  cylinder  meanwhile  being  sustained  at  the  tempera- 
ture of  212°.     This  happy  conception  formed  the  first  step  of 
that  brilliant  career,  which  has  immortalized  the  name  of  Watt, 
and  spread  his  fame  throughout  the  civilized  world.     He  states 
that  the  moment  the  notion  of  "  separate  condensation"  struck 
Him,  all  the  other  details  of  his  improved  engine  followed  in 
I'mpid  and  immediate  succession  ;  so  that  in  the  course  of  a  day, 
His  invention  was  so  complete,  that  he  proceeded  to  submit  it  to 
^oqieriment. 

506.  His  first  notion  was,  as  has  been  stated,  to  provide  a  sep- 
^.Tate  vessel  called  a  condenser,  having  a  pipe  or  tube  communi- 
cating with  the  cylinder.     This  condenser  he  proposed  to  keep 
^^Id  by  immersing  it  in  a  cistern  of  cold  water,  and  by  providing 
^  jet  of  cold  water  to  play  within  it.     When  the  communication 
^th  the  cylinder  is  opened,  the  steam,  rushing  into  the  con- 
denser, is  immediately  condensed  by  the  jet  and  the  cold  surface. 
Bat  here  a  difficulty  presented  itself,  viz.  how  to  dispose  of  the 
Condensing  water  and  condensed  steam,  which  would  collect  in 
the  bottom  of  the  condenser.     Besides  this,  a  certain  quantity 
of  air  would  inevitably  enter,  mixed  with  the  condensing  water, 
which,  accumulating,  would  collect  in  the  cylinder,  and  resist 
the  descent  of  the  piston.     To  remedy  this,  he  proposed  to  form 
a  communication  betioeen  the  bottom  of  the  condenser  and  a  pump, 
which  he  called  the  air-pump  ;  so  that  the  water,  the  air,  and  the 
9ther  fluids,  which  might  be  collected  in  the  condenser,  would  thus 
be  draum  off ;  and  this  pump  could  be  worked  by  the  machine  itself. 
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507.  Another  inconvenience  was  still  to  be  removed.  Oa  dw 
I  descent  of  the  piston,  the  air  which  entered  the  cylinder  frrai 
[  above  would  lower  its  temperature  ;  so  thai,  upon  the  next  af- 
f  cent,  Bomc  of  the  steam  whieh  entered  it  would  be  condensed, 
[  Bnd  hence  would  arise  a  source  of  waste.  To  remove  this  diffi- 
I  culty,  Watt  proposed  to  close  the  top  of  the  cylinder  altogether^ 

by  an  air-tight  and  steam-tight  cover,  allowing  the  piston  rod  to 
play  through  a  hole  furnished  with  a  stuffing  box,  and  to  prest 
down  Vic  piston  by  steam  instead  of  the  atmosphere.    Watt's  grand 
improvements  in  the  steam-engine  consisted,  therefore,  of  three 
Kparate  steps.     The  first  was  the  introduction  of  the  condenser! 
y  the  second,  the  contrivance  of  the  air-pump;  and  the  third,  the 
L  employment  of  steam  instead  of  atmaspheric  pressure,  to  force 
f  Jo^vn  the  piston.     This  third  step  totally  changed  the  character 
I  of  the  machine.     It  now  became  really  a  steam-engine  in  every 
I  sense  ;  for  the  pressure  above  the  piston  was  the  elastic  force 
I  of  steam,  and  the  vaeuum  below  it  was  produced  by  the  con- 
densation of  steam ;  so  that  steam  was  used  both  direcily  and 
indirectly  as  a  moving  power ;  whereas,  in  the  atmospheric  en- 
gine, the  indirect  force  of  steam  only  was  used,  being  adopted 
merely  as  an  easy  method  of  producing  a  vacuum. 

508.  The  last  difficulty  respecting  the  economy  of  heat  that 
remained  to  be  removed,  arose  from  the  liability  of  the  external 
surface  of  the  cylinder  to  become  cool  by  the  circulation  of  the 
cold  air  around  it.  To  obviate  this  difficulty,  Mr,  Watt  firet 
proposed  casing  the  cylinder  in  wood,  as  being  a  substance  which 
conducts  heat  slowly.  He  subsequently,  however,  adopted  a 
different  method,  and  enclosed  one  cylinder  within  another,  leav- 
ing a  space  between  them,  which  he  kept  constantly  supplied 
with  stenm.  Thus  the  inner  cylinder  was  kept  constantly  up  to 
the  temperature  of  the  steam  which  surrounded  it.  The  outer 
cylinder  is  called  the  jacket. 

Watt  computed  that  in  the  atmospheric  engine,  three  times  as 
L*inuch  heat  was  wasted  in  heating  the  cylinder,  and  the  other 

rrts  of  the  machine,  as  was  spent  in  useful  effect.     And  since, 
the  improvements  proposed  by  him,  nearly  all  the  waste  was 
I  removed,  he  contemplated,  and  afterward  actually  effected,  a 
saving  of  three  fourths  of  the  fuel. 

With  these  things  distinctly  in  view,  the  learner  will  now  be 
prepared  to  understand  the  construction  of  this  noble  engine,  in 
its  most  improved  state. 

609.  The  difficulty  of  understanding  the  construction  and  prin- 
ciples of  the  steam-engine,  {as  is  the  ease  also  with  many  other 
machines  where  the  parts  are  numeraus,)  is  greatly  enhanced  by 
the  variety  of  accidental  trappings  or  appendages  that  are  em- 
ployed about  the  machine,  to  perform  subordinate  offices.     As 
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these  render  the  comprehension  of  the  leading  principles  difficult, 
vrhen  the  explanation  is  attempted  from  the  engine  itself,  so  these 
inferior  parts  are  often  so  multiplied  in  diagrams  as  greatly  to 
obscure  the  representation.  We  shall  begin  our  explanation 
"with  a  diagram  which  presents  the  naked  principles,  divested  of 
all  unnecessary  appendages. 

510.  The  chief  parts  of  the  engine  arc  the  boiler  A,  the  cyhn- 
der  C,  the  condenser  L,  and  the  air-pump  M.  B  is  the  steam  pipe^ 
branching  into  two  arms,  communicating  respectively  with  the 
top  and  bottom  of  the  cylinder ;  and  K  is  the  eduction  pipe, 
formed  of  the  two  branches  which  proceed  from  the  top  and 
bottom  of  the  cylinder,  and  communicate  between  the  cylinder 
and  the  condenser.  N  is  a  cistern  or  well  of  cold  water,  in 
which  the  condenser  is  immersed.  Each  branch  of  pipe  has  its 
own  valve,  as  F,  G,  P,  Q,  which  may  be  opened  or  closed  as  the 
occasion  requires. 


51 1.  Suppose,  first,  that  all  the  valves  are  open,  while  steam  is 
issuing  freely  from  the  boiler.  It  is  easy  to  see  that  the  steam 
would  circulate  freely  through  all  parts  of  the  machine,  expelling 
the  air,  which  would  escape  through  the  valve  in  the  piston  of 
the  air-pump,  and  thus  the  interior  spaces  would  be  all  filled  with 
steam.  This  process  is  called  blowing  through  ;  it  is  heard  when 
a  steamboat  is  about  setting  olT.  Next  the  valves  F  and  Q  are 
closed,  G  and  P  remaining  open.  The  steam  now  pressing  on 
the  cylinder,  forces  it  down,  and  the  instant  when  it  begins  to  de- 
scend, the  slop-cook  O  is  opened,  admitting  cold  water,  which 
meets  the  steam  as  it  rushes  from  the  cylinder  and  cfFectually  con- 
denses it,  leaving  no  force  below  the  piston  to  oppose  its  descent. 

•  From  Jones's  Conversations  on  Chemistry,  a  work  which  contains  a  very  lomin- 
oiM  view  of  the  elementary  principles  of  the  steam-engine. 
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Lastly,  G  and  P  being  closed,  F  and  Q  are  opened,  the  steam 
flows  in  below  the  piston  and  rushes  from  above  it  into  the  con- 
denser, by  which  means  the  piston  is  forced  up  again  with  the 
same  power  as  that  with  which  it  descended.  Meanwhile  the 
air-pump  is  playing,  and  removing  the  water  and  air  from  the 
condenser,  and  pouring  the  water  into  a  resen'oir,  whence  it  is 
conveyed  to  the  boiler  to  renew  the  same  circuit. 

512.  The  kind  of  vaRe  chiefly  employed  in  the  steam-engine 
is  that  called  the  puppet  valve.  It  resembles  the  stopper  of  a 
decanter,  but  is  more  obtuse.  All  these  various  appendages  of 
the  machine,  are  carried  by  the  engine  itself;  the  air-pump  is 
worked  by  having  its  piston  rod  attached  to  one  arm  of  the 
working  beam,  and  the  valves  are  opened  at  the  instant  required 
by  means  of  levers,  to  which  also  motion  is  conmiunicated  from 
the  same  source. 

513.  Soon  after  the  invention  of  these  engines.  Watt  found 
that,  in  some  instances,  inconvenience  arose  from  the  too  rapid 
motion  of  the  steam  piston  at  the  end  of  its  stroke,  owing  to  its 
being  moved  with  an  accelerated  motion.*  This  was  owing  to 
the  uniform  action  of  the  steam  pressure  upon  it.  For  on  first 
putting  it  in  motion  at  the  top  of  the  cylinder,  the  motion  was 
comparativelj'  slow,  but  from  the  continuance  of  the  same  pres- 
sure, the  velocity  with  which  the  piston  descended  was  continu- 
ally increasing,  until  it  reached  the  bottom  of  the  cylinder,  when 
it  acquired  its  greatest  velocity.  To  prevent  this,  and  to  render 
the  descent  as  nearly  uniform  as  possible,  it  was  proposed  to  cut 
ofl'  the  steam  before  the  descent  was  completed,  so  that  the  re- 
mainder might  be  effected  merely  by  the  expansion  of  the  steam 
which  was  admitted  to  the  cylinder.  To  accomplish  this,  he 
contrived  by  means  of  a  pin  on  the  rod  of  the  air-pump,  to  close 
the  upper  steam  valve  when  the  steam  piston  had  completed  one 
third  of  its  entire  descent,  and  to  keep  it  closed  during  the  remain- 
der of  that  descent,  and  until  the  piston  again  reached  the  top  of 
the  cylinder.  By  this  arrangement,  the  steam  pressed  tin?  piston 
with  its  full  force  through  one  third  of  the  descent,  and  thus  put 
it  into  motion  ;  during  the  other  two  thirds  of  the  way,  the  steam 
thus  admitted  acted  merely  by  its  expansive  force,  which  became 
less  in  exactly  the  same  proportion  as  the  space,  given  to  it  by  the 
descent  of  the  piston,  increased.  Thus,  during  the  last  two  thirds 
of  the  descent,  the  piston  is  urged  by  a  gradually  decreasing 
force,  which  in  practice  is  found  just  sufficient  to  keep  up  in  the 
piston  a  uniform  velocity.  Another  advantage  gained  by  this 
contrivance,  independently  of  the  uniformity  of  motion,  was,  that 

*  For  Fincc  the  steam  continues  to  act  upon  the  piston  during  its  descent,  its  velo- 
city w  juid  be  constantly  increased,  like  that  of  a  ball  in  the  barrel  of  a  fgiou 
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two  tlilrds  of  the  fuel  was  saved ;  for  instead  of  consuming  a  cyl- 
inder full  of  steam  at^each  descent  of  the  piston,  only  one  third  of 
lylinder  full  was  necessarj".    Steam-engines  constructed  on  this 
principle  are  said  to  act  vrpanaivcly, 

51 4.  From  the  foregoing  account  of  the  principles  of  the  st  eam- 
*nginr,  the  learner  will  be  able  to  give  a  full  explanation  of  the 
kcon  struct  ion  and  use  of  the  various  parts  of  this  important  and 
interesting  machine,  from  the  figure.* 

Fig.  S09. 


I 


A.  The  Boiler. 

B.  The  SiEAM  Pipe,  conveying   the  steam   to   the  cylinder, 

having  a  steam-cock  b  to  admit  or  exclude  the  steani  at 
pleMUr... 

C.  The  C'vLiNuEB,  surrounded  with  ihe  jacket,  cc. 

D.  The  EoLCTiON  Pipe,  coraniunlcating  beUveen  tlie  cylinder 

and  the  condenser. 
B.  The  CosDENaER,  with   a  valve  e,  called  the  Injectum-CQck, 

ndmitling  a  jet  of  cold  water,  which  meets  the  steani  the 

tiislunt  the  latter  enters  the  condenser. 
F.  The  AiB-i'uHi'. 

loiy  bo  loiuiii  in  MilUoglan^ 
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G.  G.  Cold  Water  Cistern,  for  the  Condenser,  filled  by 
H.  The  Cold  Water  Pump. 

I.  The  Hot  Well,  containing  water  from  the  Condenser. 
K.  The  Hot  Water  Pump,  which  returns  the  water  of  con- 
densation to  the  boiler. 
L.  L.  Levers,  which  open  and  shut  the  valves  in  the  channel  be- 
tween the  Induction  Pipe,  Cylinder,  Eduction  Pipe,  and 
Condenser ;  which  levers  are  raised  or  depressed  by  pro- 
jections attached  to  the  piston  rod  of  the  Air  Pump. 
M.M.  Apparatus  for  Parallel  Motion,  a  beautiful  contrivance, 
by  which  the  piston  rod  is  maintained  constantly  in  a  per 
pendicular  position,  while  the  end  of  the  worlung  beam 
which  carries  it  moves  in  the  arc  of  a  circle.* 
N.  N.  The  Working  Beam. 
O.  O.  The  Governor.     (Art.  334.) 

P.    The  Crank.     (Art.  339.) 
Q.  Q.  The  Fly  Wheel.     (Art.  331.) 

The  working  beam  is  here  represented  as  acting  inunediately 
upon  the  fly  wheel,  from  which,  as  from  a  reservoir,  motion  may 
be  distributed  to  all  parts  of  the  engine.  (Art.  324.)  It  is  obvi- 
ous, however,  that  the  same  end  of  the  working  beam,  instead  of 
expending  its  force  upon  the  fly  wheel,  may  be  connected  directly 
with  the  piston  rod  of  a  pump  for  raising  water,  or  with  a  hori- 
zontal shaft  with  wheels,  as  in  the  steamboat.  In  some  steam- 
boats, particularly  those  of  a  large  size,  the  fly  wheel  is  dispensed 
with,  the  inertia  of  the  boat  itself  being  sufficient  to  regulate  the 
motion.     (Art.  330.) 

515.  In  steam-engines  of  the  foregoing  construction,  the  pres- 
sure introduced  on  one  side  of  the  piston  derives  its  efficacy,  ei- 
ther wholly  or  in  part,  from  the  vacuum  produced  by  condensa- 
tion on  the  other  side.  This  always  requires  a  condensing  appa- 
ratus, and  a  constant  and  abundant  supply  of  cold  water.  An 
engine  of  this  kind  must  therefore  necessarily  have  considerable 
dimensions  and  weight,  and  is  inapplicable  to  uses  in  which  a 
small  and  light  machine  only  is  admissible.  If  the  condensing 
apparatus  be  dispensed  with,  the  piston  will  always  be  resisted  by 
a  force  equal  to  the  atmospheric  pressure,  and  the  only  part  of  the 
steam  pressure  which  will  be  available  as  a  moving  power,  is  that 
part  by  which  it  exceeds  the  atmospheric  pressure.  Hence,  in 
engines  which  do  not  work  by  condensation,  steam  of  a  much 
higher  pressure  than  that  of  thc^.  atmosj)here  is  indispensably 

*  In  Ihc  engines  constructed  recently  at  New  York,  under  the  direction  of  Mr.  R. 
L.  Stevens,  a  fc^ubstitutc  for  the  parallel  motion  has  been  introduced,  that  perfomw 
the  task  equally  well,  and  is  nmcli  less  complex.  On  the  head  of  the  piston  rod  a 
bar  is  fixed,  at  right  angles  to  it,  and  to  the  longitudinal  section  of  the  engine.  The 
ends  of  this  bar  work  in  guides  formed  of  two  pamllel  and  vertical  bars  of  iron,  by 
which  the  upper  end  of  the  piston  rod  is  constrained  to  move  in  a  straight  line. — 
(Renwick.) 
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;  and  such  engines  are  therefore  called  high  pressure 
engines.  The  steam,  when  it  has  produced  its  effect  in  raising  or 
depressing  the  piston,  escapes  into  the  atmosphere,  not  being  con- 
densed and  returned  to  tte  boiler  as  in  low  pressure  or  condensing 
engines.  In  these  engines  the  whole  of  the  condensing  apparatus, 
vii.  thecold  water  cistern,  condenser,  air-pump,  &c.  are  dispensed 
ivith,  and  nothing  is  retained  except  the  boiler,  cylinder,  piston, 
and  valves.  Consequently,  such  an  engine  is  small,  light,  and 
dieap.  It  is  portable  also,  and  may  be  removed,  if  necessary, 
along  vith  its  load,  and  is  therefore  well  adapted  to  locomotive 
purposes.  Hence  its  use  in  small  steamboats,  and  in  locomotive 
carriages  on  railways. 

S16,  Although  the  idea  of  propelling  boats  by  the  force  of 
steam  was  entertained  by  different  individuals,  in  different  coun- 
tries, long  before  it  was  carried  into  practice,  yet  the  first  suc- 
cessful effort  at  steam  navigation  was  made  by  our  countryman, 
Robert  Fulton,  in  the  year  1807.  This  year,  the  first  steamboat, 
the  Clermont,  ascended  the  river  Hudson  to  Albany.  Fulton 
iie\-er  contemplated  a  velocity  for  steamboats  greater  than  eight 
«r  nine  miles  per  hour ;  but  the  average  speed  now  given  to 
boats  on  the  Hudson  is  no  less  than  fifteen  miles  per  hour,  and 
uxteen  miles  is  no  unusual  rate.  Crossing  the  ocean  by  steam, 
as  is  now  done  with  great  speed  and  safely,  is  well  placed 
among  the  highest  enterprises  of  the  present  age.  The  first 
successful  voyages  across  the  Atlantic  by  steam,  were  performed 
by  two  steamships,  the  Great  Western  and  the  Sirius,  in  1838. 

The  prevalence  of  westerly  winds  in  the  Atlantic,  particular- 
ly at  certain  seasons  of  the  year,  rendered  the  passage  from  Eng- 
land to  the  United  States  uncertain,  and  frequently  long  and  te- 
dious ;  but  the  resistless  force  of  steam  has  triumphed  over  this 
difficulty,  and  has  made  the  passage  between  the  two  countries 
sure  and  speedy. 

Steam  is  the  most  manageable  of  all  the  forces  intrusted  to 
man.  It  is  his  .sole  prerogative  to  develop  and  direct  this  pow- 
er; and  so  phant  is  it,  that  it  is  ever  ready  to  perform  for  him 
Uw  humblest  or  the  mightiest  of  his  works. 
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PART  V. — ^ACOUSTICS. 


517.  AcocTffrics*  is  the  science  which  treats  of  the  nature  mi 

laws  of  SOUND. 

It  has  for  its  object  to  explain  the  origin  or  production  of 
sounds — its  propagation  through  different  media — ^its  reflexioD 
from  surfaces — and  the  philosophical  principles  of  music. 

CHAPTER  I. 

OF  SOUND  AND  ITS  MODES  OF  PRODUCTION.t 

518.  Vxbr€Ui(ms^  in  the  sounding  hody^  communicated  totkcr- 
gan  of  hearings  are  the  immediate  cause  of  sound. 

Whatever  maybe  the  remoter  cause  of  sound,  vibratioiisiinurt 
be  considered  as  the  immediate  cause,  since  they  always  precede 
or  accompany  it,  and  since  whatever  affects  the  vibration  <rf  ^ 
body,  produces  a  corresponding  effect  upon  the  qualities  of  the 
sounds  which  it  emits,  while  those  bodies  whose  sounds  are  sifli- 
ilar,  have  something  in  common  in  their  mode  of  vibration. 

If  we  rub  our  moistened  finger  along  the  edge  of  a  drinkiDS 
glass,  or  draw  a  bow  across  the  strings  of  a  violin,  we  can  in 
both  cases  procure  sounds  which  remain  undiminished  in  inten* 
sity,  as  long  as  the  operation  by  which  they  are  excited  is  con- 
tinued. A  similar  fact  takes  place  with  respect  to  any  other 
sonorous  body,  whose  structure  is  not  destroyed  by  the  mode  w 
excitation  employed. 

619.  Though  all  bodies  may,  by  some  mode  of  excitation,  be 
made  to  sound,  there  is  a  great  difference  among  them  in  the 
intensity  of  the  sounds  which  they  produce  during  the  operatioHi 
and  in  thepermanence  of  these  sounds  after  the  excitation  hftS 
ceased.  Tnus  if  we  strike  two  bells,  one  of  lead  and  the  other 
of  brass,  the  sound  of  the  lead  is  feeble  and  momentary  coin* 
pared  with  that  of  the  brass.  Soft  bodies,  as  wool,  cotton,  fUoA 
down,  cannot  produce  any  sound  ;  and  those  which  are  of  the 
harder  .class,  as  rocks  and  stones,  are  not  in  general  sonorous. 
Liquids,  also,  are  incapable  of  producing  much  sound.  The 
quality  of  producing  sound  belongs  to  elastic  bodies,  and  those 
are  the  most  sonorous  which  are  most  elastic.     Glass,  certain 
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strings  when  strained  close,  hard  wood  in  thin  layers, 
ftnd  the  air  itself,  are  at  once  among  the  most  elastic  and  most 
sonorous  bodies.  Yet  this  quality  is  not  an  invariable  attendant 
of  elasticity.  India  rubber  is  extremely  elastic,  but  not  at  all 
■onorons. 

520.  In  comparing  the  properties  of  these  substances,  we  shall 
find  them  distinguished  from  each  other  by  the  degree  of  vibra- 
tion which  they  are  capable  of  receiving,  and  by  the  kngth  of 
time  during  which  they  can  preserve  a  vibratory  motion ;  those 
sabstances  which  are  most  capable  of  vibration  being  most  sono- 
rous, and  those  which  can  longest  maintain  a  stale  of  vibration, 
also  persevering  longest  in  emitting  sound.  Bodies,  though  of 
the  same  substance,  differ  in  these  respects  according  as  their 
form  varies  ;  those  forms  which  are  most  favorable  to  the  pro- 
duction and  continuance  of  a  vibratory  motion,  being  also  most 
fiiTorable  to  the  production  and  permanence  of  sound.  Thus  a 
hollow  globe  of  brass  is  far  less  sonorous  than  the  hemispheres 
vhich  a*  made  by  dividing  it  inlo  two  equal  parts,  since  the 
structure  of  a  globe  is  such  that  the  parts  mutually  support  each 
Other,  like  a  continued  arch,  while  the  form  of  the  hemispheres, 
which  approaches  that  of  a  bell,  is  peculiarly  liable  to  a  tremu- 
lous vibratory  motion.*  Indeed,  when  a  body  sounds  powcr- 
fiilly,  as  a  large  bell,  or  the  lowest  string  of  a  harpsichord,  we 
can  perceive  that  it  actually  vibrates ;  and  even  in  cases  where 
ttie  vibration  is  imperceptible  to  the  naked  eye,  we  may  detect 
it  by  the  microscope,  or  by  some  other  artifice.  Thus,  if  we  put 
some  water  into  a  gla-ss  tumbler  or  basin  and  make  it  sound,  by 
applying  the  moistened  finger  as  in  Art.  518,  the  water  will  be 
agitated.  If  we  hold  the  hand  over  the  pipe  of  an  organ,  we 
feel  a  tremulous  motion  in  the  air  passing  through  it.  Such  ex- 
periments may  be  extended  to  all  solid  bodies  by  placing  upon 
them  pieces  of  paper,  or  strewing  them  with  fine  sand. 

621.  Vibrarions  recurring  at  equal  intervals,  constitute  rnuxiVaZ 
.sounds.  All  continued  sounds,  which  remain  in  any  degree  uni- 
[fcrtn  throughout  their  duration,  are  capable  of  being  compared 
ilrith  each  other  in  their  degree  of  acuteness.  WJien  sounds  are 
xtquathj  acuh,  they  are  said  to  have  the  same  pitch;  but  when  they 
iufier  in  acuteness,  that  sound  which  is  more  shrill,  is  said  to  be 
Acute,  or  to  have  a  higher  pitch  ;  and  that  which  is  less  shrill,  is 
■aid  to  be  graw,  and  to  have  a  lower  pitch,  or  a  deeper  tone.  A 
difference  in  pitch  forms  the  chief  cnaracter  by  which  miwico/ 
Kntnds  arc  distinguished  from  each  othef,  and  is  the  foundation 
of  their  use  in  music.  In  unmusical  sounds,  it  generally  holds  a 
place  subordinate  to  their  other  qualities. 


I 
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Musical  sounds  have  occupied  the  attention  of  philosoi^ 
more  than  any  other  class  of  sounds.     The  superior  j 
with  which  the  ear  can  estimate  any  variation  in  pitch,  rem 
these  sounds  more  easily  compared  ;  and  the  vibrations  o' 
sonorous  bodies  which  produce  them,  arc,  on  account  of  thai 
superior  simplicity  of  form,  more  easily  investigated.* 

522.  MtisiCAi.  BTRiNGB. — A  musical  string  is  of  a  Tmiform  tfaict;- 
ness,  and  is  stretched  between  two  points,  by  a  force  much  greater 
than  its  weight.  The  stretching  force  is  generally  conceived  as 
measured  by  the  weight  which  would  occasion  an  eciual  tension, 
on  the  supposition  that  the  string  is  made  fast  at  one  end  and 
passes  over  a  pulley  at  the  other,  the  latter  being  loaded  with 
weights.  In  the  usual  mode  of  exciting  a  musical  string,  it  vi- 
brates on  each  side  of  its  quiescent  position,  the  extremities  being 
the  only  points  which  remain  at  rest.  The  sound  which  the 
string  gives  in  this  mode  of  vibration  is  called  its  fundamental 
sound. 

The  pitch  of  the  fundamental  sound  of  musical  vtrings,  is 
found  by  experience  to  depend  on  three  circumstances ;  the 
length  of  the  string, — its  weight  or  quantity  of  matter, — and  its 
tension.  The  tone  becomes  more  acute  as  we  increase  the  ten- 
sion, or  diminish  either  the  length  or  the  weight.  1'be  operation 
of  these  several  circumstances  may  be  seen  in  a  common  violin. 
The  pitch  of  any  one  of  the  strings  is  raised  or  lowered  by  turn- 
ing the  screw  so  as  to  increase  or  lessen  its  tension ;  or,  the  ten- 
sion remaining  the  same,  higher  or  lower  notes  are  produced  by 
the  same  string,  by  applying  the  lingers  in  such  a  manner  as  to 
shorten  or  lengthen  the  string  which  is  vibrating ;  or,  both  the 
tension  and  the  length  of  the  string  remaining  the  same,  the 
pitch  is  altered  by  making  the  string  larger  or  smaller,  and  thus 
increasing  or  diminishing  its  weight. 

523.  The  time  of  a  double  vibration,  is  the  time  occupied  by 
a  string,  in  passing  from  a  point  to  which  it  is  stretched  on  one 
side  to  the  opposite  extreme,  and  returning  to  the  same  point 
again.  It  has  been  ascertained,  that  the  time  of  a  double  vibra- 
tion, expressed  in  parts  of  a  second  of  time,  will  be  found  by  the 
following  operation. 

Let  L  represent  the  length  of  the  string  in  inches;  w,  the 
weight  of  an  inch  of  the  strings  I,  a  weight  equivalent  to  the 
force  of  tension  ;  g,  the  rate  of  a  falling  b«ly  =  193  ;  and  T  the 
time  of  a  double  vibration  expressed  in  seconds.   Then 

As  the  distance  of  the  string  from  its  quiescent  position  d 
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not  form  an  element  of  the  algebraic  expression,  which  is  thus 
found  for  the  time  of  a  vibration,  it  follows  that  this  time  is 
indepL-ndcnt  of  the  distance.     Hence,  as  in  the  pendulum, 

T/K  vibrations  of  a  string, ^j^ed  at  both  ends,  are  performed  in 
equal  times,  wliether  the  length  of  the  vibrations  be  greater  or 
smaller. 

Upon  this  oniformity  in  the  times  of  vibration  depends  the 
uniformity  of  tone ;  for  if  we  employ  a  string  of  unequal  thick- 
ness, and  consequently  one  whose  vibrations  are  performed  in 
different  times,  the  sound  is  confused  and  variitble,  and  any  other 
mode  by  which  we  destroy  the  iaochronism,  produces  a  similar 
effect.  The  same  law  has  been  found  to  extend  to  all  other  cases 
of  musical  sounds  ;  and,  therefore,  we  may  conclude,  that  isoch- 
ronism  in  the  vibratiotis  of  sonorous  bodies,  is  essential  to  their 
jiroducing  musical  sounds. 

The  number  of  vibrations  performed  by  a  string  in  a  second 
of  time,  being  inversely  as  the  time  of  one  vibration,  it  is  ex- 
pressed by  the  reciprocal  of  the  formula  denoting  the  time  ;  so 
that  if  N  represents  the  number  of  vibrations,  we  shall  have  the 

,,,     .  AT    v^osao 

foUowmg  expression :  IN  == — 7777—7. 
L.</(-iu}) 
The  frequency  of  vibration  which  this  equation  gives,  13  found 
to  agree  very  exactly  with  the  result  of  experiments  performed 
with  strings,  whose  vibrations  arc  so  slow  as  to  admit  of  being 
numbered. 

524.  The  relation  between  the  number  of  vibrations,  perform- 
ed by  d^erenl  strings,  may  be  expressed  by  a  more  simple  for- 
mula; for  ^  and  the  two  numbers  being  constant  quantifies,  they 
mftyi  in  this  case,  be  rejectcd,and  we  get  the  following  expression : 


N  a 


According,  then,  as  we  diminish  the  length  of  a 


string,  and  the  weight  of  an  inch  of  it,  or  increase  its  tension,  we 
increase  its  frequency  of  vibit^lion ;  but  equal  changes  in  theu 
eireumstances  do  not  produce  equal  efl'ects.  Thus  if  in  difierent 
Btrings  their  tension  and  tlie  weight  of  an  inch  remain  the  same, 
their  frequency  of  vibration   will  be  inversely  as  their  lengths ; 

for  then  N   a  -r-.     If  we  make  the  length  one  third,  we  triple  the 

Btunher  of  vibrations,  and  so  for  any  other  proportion.     If  the 

length  and  tension  remain  the  same,  N  '^'~i~i  or,  the  number  of 

vihrations  is  inversely  as  the  square  roots  nf  the  weights :  conse- 
quently a  string  four  limes  as  heavy  as  another  will  vibrate  half 
fts  fast.  The  bass  strings  in  most  instruments  have  fine  wire 
twisted  round  them  to  increase  their  quantity  of  matter,  other- 
wise greater  length  must  be  resorted  to  for  the  production  of  sim- 
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ilar  tones.  Tf  the  length  and  the  weight  of  equal  p(»1ions  be  tht 
same,  then  N  a  \ft,  or  the  frequency  of  vibration  is  a»  the  squart 
root  iifthe  tension.  Therefore,  we  must  gi\'e  the  string  of  a  violin 
four  times  the  tension  in  order  to  make  it  vihrate  twice  as  fast. 

525.  Wind  insthumenth, — In  wind  instrnments.  a  column  of 
confined  air  itself  is  the  vibrating  body ;  and  here  the  vibrations 
are  longitudinal  instead  of  lateral,  as  is  the  case- with  strings. 
That  it  is  really  the  air  which  is  the  sounding  body  in  a  flute,  o^ 
gan  pipe,  or  other  wind  instrument,  appears  from  the  fact,  that 
the  materials,  thickness,  or  peculiarities  of  the  pipe,  are  of  no 
consequence.  A  pipe  of  paper  and  one  of  lead,  glass,  or  wood, 
provided  the  dimensions  are  the  same,  produce,  under  similar 
circumstances,  exaclly  the  same  tone  nstopiVcA,  If  the  qualities 
of  the  tones  produced  by  different  pipes  differ,  this  is  to  be  attribu- 
ted to  the  friction  of  the  air  within  them,  setting  in  feeble  vibra- 
tions their  own  proper  materials.*  The  class  of  bodies  vibrating 
longitudinally,  is  not  only  more  diversified  In  its  powers  than  the 
other  classes  of  sounding  bodies,  but  also  more  extensive  in  the 
range  of  substances  which  it  comprehends.  A  uniform  rod  und« 
any  solid  subistance,  or  n  column  of  air  contained  in  a  cylindrical 
tube,  whose  diameter  is  everywhere  equal,  may  have  its  vibra- 
tion limited  at  both  extremities  by  an  immovable  obstacle  ;  or 
both  extremities  may  be  at  liberty ;  or  one  extremity  may  be 
confined  and  the  other  disengaged. 

A  column  of  air,  or  a  rod  of  any  substance,  whether  confined 
or  free  at  both  extremities,  performs  a  double  vibration  in  the 
same  time  that  a  mintite  impulse  would  occupy,  when  travelling 
in  a  medium  of  the  substance  through  twice  the  length  of  ihe 
sonorous  body;  and  a  body  fixed  at  one  exiremily  only,  wilt 
occupy  double  that  time,  flence,  the  number  of  vibrations  per- 
formed in  a  second  of  time  by  a  given  body,  is  the  same,  wheth- 
er that  body  be  fixed  at  both  extremities,  or  free  at  both  ;  and 
therefore  its  sound  in  these  two  cases  should  be  ihc  same.  But 
if  the  iKKly  be  fixed  at  one  extremity  and  free  at  the  other,  its 
length  must  be  reduced  to  one  half,  to  make  it  give  the  same  tone 
as  in  the  two  former  cases.  Thus,  if  we  blow  into  &  tube  closed 
at  one  extremity,  it  will  give  the  same  tone  as  we  procure  by 
blowing  into  an  open  tube  of  double,  the  length. 

526.  The  different  pilch  of  bodies  vibrating  longitudinally,  and 
free  at  both  extremities,  depends  on  four  circumstances,  viz.  their 
elasticity,  the  temporary  rate  at  which  their  elasticity  is  in- 
creased by  condensation,  their  length,  and  their  specific  gravity, 
the  tone  of  a  body  being  more  acute,  according  as  the  elasticity, 
tiud  the  rate  of  its  increase  by  condensation,  are  greater,  or  tha 
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length  and  specific  gravity  less.  The  length  of  the  sonorous 
Ijody  is  almost  exclusively  the  only  one  of  these  circumstances 
which  we  have  completely  in  our  power ;  and  with  regard  to 
ordinary  wind  instruments,  and  all  musical  instruments  where 
common  air  is  the  vibrating  body,  the  length  is  the  circumstaace 
of  most  importance,  since  the  elasticity,  rate  of  condensation,  and 
specific  gravity,  are  then  nearly  constant  quantities.  The  change 
of  specific  gra^-ity,  however,  to  which  the  air  is  subject  in  conse- 
quence of  changes  of  temperature,  materially  afiects  the  pitch 
of  wind  instruments.  The  frequency  of  vibration  of  a  column 
of  air  is  found  to  be  increased  about  j'j,  by  an  elevation  of  30" 
Fahrenheit.  Thns,  the  tone  of  an  organ  has  been  found  to  be 
higher  in  summer  than  in  winter ;  and  flutes  and  other  wind  in- 
struments become  gradually  more  acute  as  the  included  air  is 
heated  by  the  breatL* 

537.  Bells. — If  a  bell  be  struck  by  a  clapper  on  the  inside, 
the  bell  is  made  to  vibrate.  The  base  of  llie  bell  is  a  circle ;  but 
it  has  been  found  thai,  by  striking  any  part  of  the  circle  on  the 
inside,  that  part  flics  out,  so  that  the  diaineier  which  passes 
through  this  part  of  the  base,  will  be  longer  than  the  other  di- 
ameLers.  The  base  is  changed  by  the  blow  into  the  figure  of 
an  ellipse,  whose  longer  axis  passes  through  the  part  against 
which  the  clapper  is  thrown.  The  elasticity  of  the  bell  restores 
the  figure  of  the  base,  and  again  elongates  the  bell  in  a  direction 
opposite  to  the  former ;  and  the  two  elliptical  figures  thus  alter- 
nate with  each  other,  growing  smaller  and  smaller,  like  the  vi- 
brations of  a  pendulum  when  the  moving  force  is  withdrawn, 
until  the  sound  dies  away.  We  may  be  convinced  by  our  senses, 
that  the  parts  of  the  bell  are  in  a  vibratory  motion  while  it 
sounds.  If  we  lay  the  hand  gently  upon  it,  we  shall  feet  this 
tremulous  motion,  and  even  be  able  to  stop  it ;  or  if  small  pieces 
of  paper  be  put  upon  the  bell,  its  vibrations  will  set  them  in 
motion.f 

We  may  conceive  the  bell  to  be  formed  of  an  infinitude  of 
rings,  placed  one  above  another,  from  the  base  to  the  highest 
point  I'he  rings  .situated  nearer  to  the  base,  having  a  greater 
circumference,  tend  to  perform  their  vibrations  more  slowly, 
while  the  rings  nearer  to  the  summit,  whose  circumferences  are 
Bmailer,  tend  to  produce  vibrations  oftener.  These  sounds  will 
so  coalesce  as  to  produce  a  mixed  sound,  intermediate  between 
those  of  the  higher  and  lower  ring8.| 

528.  The  voicb  and  the  eah. — The  hitman  loiee  depends  prin- 
cipally on  the  vibrations  of  the  membnines  of  the  glottis,  excited 
by  a  current  of  air  which  they  alternately  interrupt  and  sot 

■  Ed.  Eneye.,  Ait.  AcMutie*.         i  HiSy'i  NaL  PbU.  I,  303.  t  lb.  366. 
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fer  to  pass ;  the  sounds  being  also  modified  in  their  8 
prog;ress  through  the  mouth.* 

The  parts  of  the  lar,  »nd  the  progress  of  sound  to  tlie  sentieot 
nerve,  may  be  simply  described  as  follows. 

(1.)  There  is  externally  a  wide-mouth- 
ed tube  or  ear  trumpet,  a,  for  catching 
and  concentrating  the  pulses  of  sound.  ,' 
Id  many  animals  it  is  movable,  so  that  |j 
they  can  direct  it  to  the  place  from  which  \ 
the  sound  comes. 

(2.)  The  sound  concentrated  at  the  bot- 
tom of  the  ear  tube  falls  upon  a  mem- 
brane stretched  like  the  top  of  an  ordinary  drum,  over  the  tym- 
panum or  drum  o^  the  ear,  b,  and  causes  it  to  vibrate.  That  itt 
motion  may  be  free,  the  air  contained  within  the  drum  has  free 
communication  with  the  external  air  by  the  open  passage  /, 
called  the  Eustachian  tube,  leading  to  the  back  part  of  the  month. 
A  degree  of  deafness  ensues  when  this  tube  is  obstructed  by 
wax. 

(3.)  The  vibrations  of  the  tympanum  are  conveyed  further  in- 
wards by  a  chain  of  four  bones,  (not  here  represented  on  ac- 
count of  their  minuteness.)  reaching  from  the  center  of  the  tym- 
panum to  the  oval  door  or  window  of  the  Jabyrinth,  e. 

(4.)  the  labyrinth,  or  complex  inner  compartment  of  the  ear, 
over  which  the  nerve  of  hearing  is  spread  as  a  lining,  is  full  of 
water ;  and  therefore,  when  the  vibrations  of  the  tympanum 
acting  through  the  chain  of  bones  (3)  arc  communicated  to  this 
fluid,  they  are  instanlly  felt  over  the  whole  cavity.  (Art.  882.) 
The  labyrinth  consists  of  the  vcslibule,  e,  the  three  semi-circular 
canali,  €,  imbedded  in  the  hard  hone,  and  of  a  winding  cavity,  i, 
called  the  cochlea,  like  that  of  a  snail  sliell,  in  which  fibres, 
Stretched  across  like  harp-slrings,  constitute  the  It/ra.  The  ex- 
act uses  of  tliese  various  parts  are  not  yet  perfectly  known. 
The  membrane  of  the  tympjinum  may  be  pierced,  and  the  chain 
of  bones  may  be  broken,  without  loss  uf  hearing.f 


to  a  certain  extent,  it  emits  no  soand  at  all.*  Hence, 
on  the  summit  of  high  mountains,  where  the  air  is  naturally 
rare,  sound  ought  to  he  weaker  than  at  the  general  level  of  the 
earth  ;  and  such  is  found  to  be  the  fact.  Saussure  relates  that 
on  the  top  of  Mont  Blanc,  the  firing  of  a  pistol  made  a  report 
BO  louder  than  that  of  a  child's  toy-gun.  A  fact  mentioned  by 
travellers  in  Alpine  countries,  is  explained  on  this  principle. 

^They  see  distinctly  a  huntsman  on  a  neighboring  eminence,  and 
observe  the  flashes  of  his  gun,  but  can  scarcely  hear  the  report, 
even  when  comparatively  near  them. I" 

Yet  meteoric  oodies  are  said  to  give  a  distinct  rumbling  sound 
in  passing  through  the  air  at  the  height  of  6fly  miles,  an  altitude 
U. which  the  air  is  rarefied  to  a  degree  exceeding  the  vacuum  of 
the  air-pump.     Dr.  Halley  mentions  an  instance  of  a  meteor, 

'  whose  elevation  was  at  least  sixty-nine  miles,  exploding  with  a 
Round  equal  to  "  the  report  of  a  very  great  cannon,  or  broadfiide." 
Probably,  however,  these  sounds  do  not  emanate  from  the  meteor 
itself,  but  from  fragments  projected  from  it,  which  fall  through 
the  air  to  the  ground.  If  the  "  rumbling  sound"  above  men- 
tioned, proceeds  from  the  body  of  the  meteor,  it  is  necessary  to 
nippose  that  the  air  is  condensed  before  it  to  a  great  extent.  On 
the  other  hand,  when  the  elasticity  of  the  air  is  augmented,  either 
by  condensation  or  by  heat,  the  force  of  sound  is  considerably 
increased.  This  effect  has  been  experienced  in  the  condensed 
'r  of  diving  bells. 

530,  Air  receives  from  sovnding  bodies  vibrations,  which  it  com- 
\icatcs  to  the  organs  of  hearing.  Let  us  take,  for  example,  a 
'of  a  stringed  instrument,  and  suppose  it  struck  when  played 
;  immediately  all  the  points  of  that  string  will  deviate 
or  less  from  the  position  which  they  occupied  when  the 
■tring  was  at  rest,  according  as  they  are  more  or  less  distant 
£wn  the  points  where  the  string  is  fixed  ;  and  the  siring  will  go 
'And  return  alternately  on  this  side  and  on  that  side  of  its  6rst 
rituation,  by  a  vibratory  motion  occasioned  by  its  elasticity. 
The  particles  of  air  contiguous  to  the  different  points  of  the 
Vtring,  assume  motions  similar  to  those  of  the  respective  points, 
fbat  ia,  they  move  backward  and  forward  with  them.  Each 
pirtjcle  communicates  motion  to  that  which  is  next  to  it,  that  to 
ft  third,  and  so  on,  until  the  particles  of  air  are  reached  which 
■re  in  contact  with  the  tympanum,  or  drum  of  the  ear.  The 
ftir  then  acts  upon  that  membrane,  by  communicating  to  it  its 
own  vibrations,  which  the  drum  transmits  to  the  auditory  nerve ; 
and  thence  results  the  sensation  of  sound.]. 

•  llvruhel  in  Encyc.  Metro;!.  II,  747.  f  Paninglon,  I.  9G3. 

t  HaOy,  1,  303. — 1(  IB  evident  rroin  tlie  mechsnlcal  concunion  illcnding  loud 
sbM,  tlwl  (ound  GODiiita  in  n  indtion  of  Ibc  air  ilidf,  cemiDUDicated  atoor  It  bj 
inoo  of  ill  ela«licily,  u  a  Uemot  rum  alang  a  atrclulied  rap«. — Httitkel  on  Souad. 
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531.  In  an  open  space,  and  in  a  serene  atmosphere,  sound  u 
propagated  from  the  sounding  body  in  all  directions.  Sounds, 
even  the  most  powerfol,  when  thus  transmitted  freely  through 
the  air,  diminish  rapidly  in  force,  as  they  depart  from  their  sources, 
and  within  moderate  distances  wholly  die  away.  What  law  this 
diminution  follows,  is  cot  yet  ascertained ;  and  is  indeed,  in  the 
present  state  of  acoustics.  Incapable  of  determination.  Some 
writers  have  supposed  that  sound  follows  the  common  lav  of 
emanations  radiating  from  a  center,  (Art.  7,)  and  consequently, 
that  its  intensity  at  diffrrent  distances  from  its  source  varies  in- 
versely as  the  square  of  the  distance  ;•  but  we  can  estimate  the 
force  of  sounds  by  the  ear  alone  ;  an  instrument  of  comparison 
whose  decisions  on  this  point  vary  with  the  bodily  slate  of  the 
observer,  and  whose  scale  expresses  no  definite  relation  but  that 
of  equality. 

Though  sound  has  in  general,  at  its  origin,  a  tendency  to  dif- 
fuse itself  in  all  directions,  it  is  sometimes  more  propagated  in 
one  direction  than  in  others.  A  cannon  seems  much  louder  to 
those  who  stand  immediately  before  it,  than  to  those  who  ars 
placed  behind  it  The  same  fact  Is  illustrated  by  the  speaking 
trumpet;  the  person  toward  whom  the  instrument  is  tlirected, 
hears  distinctly  the  words  spoken  through  it,  while  those  who 
arc  situated  a  tittle  to  one  side,  hardly  perceive  any  sound. 

532.  Sound  is  in  a  great  measure  intercepted  by  the  interna- 
tion  of  any  solid  obstatle  between  the  hearer  and  the  sonorous 
body.  Thus,  if  while  a  bell  is  sounding,  houses  intervene  be- 
tween us  and  the  bell,  we  hear  it  sound  but  faintly,  compared 
with  what  we  hear  atler  we  have  turned  the  corner  of  the  build- 
ing. From  this  fact  sound  would  seem  to  be  propagated  in 
straight  lines.  If,  however,  we  speak  through  a  lube,  the  voice 
will  be  wholly  confined  by  the  lube,  and  will  follow  its  windings 
however  tortuous ;  hence  we  infer  that  sound  is  propagated  not 
in  right  lines  like  radiant  substances,  as  heat  and  light,  but  in 
undulations,  atler  the  manner  of  waves,  such  as  follow  when  a 
stone  is  thrown  into  still  water. 

533.  Though  air  is  the  most  common  medium  of  sound,  yet 
it  is  not  the  only  medium.  Various  other  bodies,  both  solid  and 
fluid,  are  excellent  conductors  of  sound  ;  and  the  fainter  sound 
of  the  bell  when  buildings  intervene,  as  in  the  case  supposed, 
(Art.  532,)  arises  from  the  fact,  that  sound  passes  wUh  dipculty 
from  one  medium  into  another. 

If  a  big  of  wood  is  scratched  with  a  pin  at  one  extremity,  a 
person  who  applies  his  ear  to  the  other  extremity  will  hear  the 

■  Millin^Qn'i  Nat  Phil.  p.  ISS,  Epit^IIsrachel  on   Sound,  Eac/c.  Hetnpol. 


iBtinotly ;  and  wLen  a  long  pole  of  wood  is  applied  at 
one  end  to  lie  teeth,  the  licking  of  a  watch  may  be  heard  at  the 
other  end,  at  a  much  greater  distance  than  when  there  is  no 
medium  of  communication  but  the  air.  The  motion  of  a  troop 
of  cavalry  is  heard  at  a  great  distance  by  applying  the  ear  close 
to  the  ground,  and  it  is  well  known  that  dogs,  by  this  method, 
first  discover  the  approach  of  a  stranger. 

534.  Tks  VELOCITY  of  sound  is  progressive.  Thus  when  a  gun 
is  fired  at  a  distance  from  us,  we  perceive  the  flash  some  time 
before  we  hear  the  report.  Thunder  follows  the  lightning  at  a 
perceptible  interval,  although  they  are  known  to  be  cotempora- 
Beous  events.  If  a  gun  be  tired  at  a  certain  known  distance,  and 
we  observe  the  interval  between  the  Rash  and  the  report,  we 
may  obtain  the  rate  at  which  sound  passes,  that  is,  the  velocity 
of  the  sound.  Many  j'ears  since.  Dr.  Derham  made  a  number 
of  accurate  and  diversified  experiments  on  this  subject,  and  fixed 
the  velocity  of  sound  at  1142  feet  per  second.  The  mean  of  a 
great  number  of  experiments  gives  the  average  velocity  of  1130 
fcet  per  second :  but  the  velocity  as  determined  by  Defham, 
oamely,  1142  feet  per  second,  is  that  which  has  been  generally 
admitted  as  the  standard.  Since,  however,  the  transmission  of 
tound  depends  on  the  elasticity  of  the  medium,  (Art.  519,)  causes 
which  anect  the  elasticity,  likewise  alTect  the  vetocily  of  sound. 
Tbus  the  velocity  is  a  little  greater  in  warm  than  in  cold  air, 
■nd  consetiuently  is  somewhat  influenced  by  climate.*  M. 
Goldingh'am,  by  a  series  of  experiments  made  at  Madras,  found 
tiiat  the  velocity  of  sound  was  alfected  even  by  the  seasons  of 
the  year,  increasing  regularly  from  the  coldest  to  the  hottest 
months,  and  afterward  regularly  decreasing.  Hence,  for  every 
degree  of  Fahrenheit's  thermometer  1.14  feet  is  allowed  for  the 
Telocity  of  sound  per  second.  A  similar  gradation  in  the  ve- 
locity of  sound  at  difTercnt  seasons  of  the  year,  was  observed 
by  Capt.  Parry  in  his  experiments  on  sound  within  the  frigid 
zone.f 

All  sounds  travel  in  the  same  air  wth  the  same  velocity,  other- 
wise there  could  be  no  such  thing  as  harmony,  an  essential  con- 
dition of  which  is  that  the  sounds  should  reach  our  ears  in  a  pre- 
cise order,  and  at  exact  intervals.^ 

535.  Sound  moves  wilh  a  uniform  velocity;  that  is,  it  passes 
over  equal  spaces  in  equal  limes.  This  important  fact  was  first 
ascertained  by  Derham,  who  found  that  it  held  good  whether  the 
sound  were  strong  or  feeble  ;  whether  it  proceeded  from  a  ham- 
mer or  a  cannon  ;  in  short,  that  neither  the  strength  nor  ihe  ori- 
gin of  the  sound  makes  any  diflerence.     M.  Biot  caused  several 


•  PMtinslon,  I,  S63, 
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mirs  to  be  played  on  a  flute  at  the  end  of  an  iron  pipe  8120  feet 
I  Jong,  and  the  notes  were  distinctly  heard  by  him  at  the  other  end, 
t  without  the  slightest  derangement  in  the  order  or  quality  of  the 
I  Bounds. 

[  The  velocity  of  sound,  however,  when  transmitted  throDgh 
I  the  air,  Is  slightly  influenced  by  the  strength  and  direction  of  the 
I  toind.  Dr.  Derham  found  that  when  the  wind  is  blowing  in  the 
I  direction  of  the  sound,  its  velocity  must  be  added  to  the  sland- 
L  vd  velocity  of  sound,  and  must  be  subtracted  from  it  ^^■hen  op- 
I  posed  to  it."  A  transverse  wind  does  not  affect  the  velocity  of 
[-Round  in  the  slightest  degree. 

I  536.  Several  distinguished  philosophers,  both  of  Pranc*  and 
I  Holland,  have  recently  made  experiments  on  the  vclocily  of 
t  lound,  under  circumstances  the  most  favorable  to  the  attainment 
\  of  accurate  results.  A  difliculty  experienced  by  the  earlier  ei- 
I-  perimenlers.  eis  Derham,  arose  from  ihe  want  of  a  method  of  meas- 
I  ving  a  small  fraction  of  a  second,  and  yet  this  was  necessary 
[  Vhere  a  variation  of  one  hundredth  part  of  a  second  makes  a 
I  diflerfenee  of  more  than  eleven  feet  in  the  result.  The  Dutch 
I  experimenters^  employed  a  clock  with  a  conical  pendulum,  capa- 
I  ble  of  determining  intervals  to  the  hundredth  of  a  second,  by 
y  niddenly  suspending  the  motion  of  the  index  without  stopping 
L  the  clock.  In  the  French  experiments  a  kind  of  watch  was  used, 
[  «ne  of  whose  hands  performed  a  revolution  in  a  second,  and  by 
L  the  sudden  pressure  of  a  small  lever  could  be  made  to  toueb  with 
f.  Its  extremity  the  dial  plate,  at  any  instant,  and  leave  there  a  dot, 
kvithout  interrupting  its  motion  or  rotation,  to  eflect  which,  it 
i  carried  with  it  a  drop  of  printer's  ink,  in  a  peculiar  and  ingenious 
»  n>ecies  of  dotting  pen.  By  the  use  of  these  instruments,  it  was 
found  practicable  to  ascertain  the  interval  between  the  sight  of  a 
•  Sash,  and  the  arrival  of  the  report  of  a  gun,  with  such  precision 
k  as  to  destroy  in  the  result  all  material  error  which  might  arise 
f  from  this  cause.  Accordingly,  their  results  afi'ord  a  striking 
[.  agreement, — the  experiments  of  the  French  gave  for  the  velocity 
L  sf  sound,  per  second,  1086.1  feet:  those  of  the  Dutch,  1089.43, 
[  ^th  considering  the  air  at  the  temperature  of  freezing  water. 
^  But  it  is  found  that  the  velocity  is  increased  1.14  feet  for  every 
,  degree  of  Paiirenheit ;  consequently,  reducing  the  estimate  to  the 
t  temperature  of  624",  (which  is  the  standard  temperature  of  the 
K  British  metrical  system,)  the  velocity  becomes  1 124.10,  as  deter* 

'  *  If  s  atoDO  be  thrown  into  a  imall  lake,  the  waits  spread  with  equal  rapidltr  in 
t  dB  dirrctlons,  in  circles  wbon  center  is  the  atone.  If  into  a  ninniug  rivet.  EdU  Oitj 
[  farm  circloi,  but  their  center  ji  eiiricd  down  the  ilream  ;  and,  in  point  of  r«et,  tM 
|.  Vavea  arrive  oppoute  to  tJie  point  of  Ibe  bank  aime  tbe  plaae  where  iJie  ItOBC  Halt 
later  than  at  a  point  at  the  Bams  diatsncD  below  it,  in  proportion  U  tha  nfi^tj  of  Uw 

rircam.— HrrtcAfZ  on  Sound.  

1  Moll,  Vanbcck.  Jko. 
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mined  by  the  Dutch  experimenters,  which  is  deemed  the  most  ac 
curate  result  hitherto  obtained.  It  may,  therefore,  be  stated  in 
round  numbers,  that  sound  passes  through  air  at  the  rate  of 
nine  thousand  feet  in  eight  seconds,  or  twelve  miles  and  three 
fimrths  per  minute,  or  seven  hundred  and  sixty-five  miles  an  hour, 
which  is  about  three  fourths  of  the  diurnal  velocity  of  the  earth's 
equator.  Hence,  in  latitude  42i^,  if  a  gun  were  fired  at  the  mo- 
ment a  star  passes  the  meridian  of  any  station,  the  sound  would 
reach  any  other  station  exactly  west  of  it  at  the  precise  instant  of 
the  same  star's  arriving  on  its  meridian  ;  that  is,  it  would  keep 
pace  with  the  velocity  of  the  earth  at  that  place,  as  it  turns  on 
Its  axis,  in  the  diurnal  revolution.* 

From  a  knowledge  of  the  velocity  of  sound,  the  distance  of  a 
sounding  body  may  be  estimated.  Thus  if  the  interval  between 
seeing  a  flash  of  lightning,  and  hearing  the  thunder,  be  six  sec- 
onds, the  distance  of  the  cloud  is  6  x  1 130=6780  feet,  or  1  j\  miles. 

537.  T%e  air  is  a  better  conductor  of  sound  when  humid  than 
when  dry.  Thus,  a  bell  is  heard  better  just  before  a  rain ;  and 
this  fact  lends  some  countenance  to  an  opinion  of  the  ancients, 
fhat  sound  is  heard  better  by  night  than  by  day.  Humboldt  was 
particularly  struck  with  this  fact,  when  he  heard  the  noise  of  the 
great  cataracts  of  Orinoco,  which  he  describes  as  three  times 
greater  in  thfe  night  than  in  the  day.f 

The  distance  to  which  sound  may  be  heard,  will  of  course 
vaiy  with  its  force  and  various  other  circumstances  which  are 
incapable  of  being  reduced  to  an  exact  law.  Volcanoes,  in  South 
America,  have  sometimes  been  heard  at  the  distance  of  three 
hundred  miles  ;  and  naval  engagements  have  been  heard  at  the 
£stance  of  two  hundred  miles.  The  unassisted  human  voice 
has  been  heard  from  Old  to  New  Gibraltar,  a  distance  of  ten  or 
twelve  miles,  the  watch-word,  AWs  Well,  given  at  the  former 
{dace  being  heard  at  the  latter.  Sounds  are  heard  to  a  much 
greater  distance  over  water  than  over  land,  and  further  on  smooth 
than  on  rough  surfaces. 

538.  Liquids  are  good  conductors  of  sound.  Indeed,  sound  is 
conveyed  with  far  greater  velocity  m  water  than  in  air.  Dr. 
Franklin,  having  plunged  his  head  oelow  water,  caused  a  person 
to  strike  two  stones  together  beneath  the  surface,  and  heard  the 
sound  distinctly  at  the  distance  of  more  than  half  a  mile.  By 
similar  experiments,  it  has  been  ascertained,  that,  though  water 
is  a  much  better  conductor  of  sound  than  air,  yet  the  sound  is 

*  Henchel  on  Sound,  in  Encyc.  Metrop.  II,  p.  751. 

t  Humboldt,  however,  accounts  for  the  greater  audibility  of  Bounds  bj  night  than 
by  day,  from  the  absence  of  those  ascending  and  descending  currents  of  air  which, 
while  tlie  sun  is  shining,  impair  the  uniformity  of  the  medium,  and  thus  diminish  its 
eoaducting  powers. 
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greatly  enfeebled  hy  passing  out  of  one  medium  into  the  othei 
F.The  most  accurate  experiments  on  this  subject,  are  tliose  made 
I  to  the  year  1S26  by  M.  Colladon,  in  the  Lake  of  Geneva,  He 
p  caused  a  bell  to  be  rung  under  water,  and  found  that  although 

■  the  sound  of  the  bIo\v  was  well  heard  in  the  air  directly  above 
the  bell,  yet  the  intensity  of  tbp,  sound  diminished  very  rapidly 

i  as  the  observer  removed  from  its  immediate  neighborhuod,  and  at 
I  jthc  distance  of  two  or  three  hundred  yards,  it  could  no  longer  be 
I  heard  at  all.*  To  conduct  the.  sound  from  the  waler  to  the  ear, 
i  tin  pipe  was  employed,  which  was  plunged  into  th«  water,  and 
I  ihe  ear  brought  close  to  the  upper  end.  By  this  contrivance  he 
r  was  enabled  to  bear  the  strokes  of  the  bell  in  water,  at  the  dis- 
I  iance  of  about  nine  miles.  The  velocity  of  sound  under  walcr, 
[.  M*  Colladon  found  to  be  four  thousand  seven  hundred  and  eight 
[•ieet,  or  nearly  a  mile,  per  second. f 

S39.  Solid  substances   convey    sound  Kith    variant  degree*  of 

Caciiity,  but  in  general  much  better  tftan  air,  and  as  weil  or  even 
!Her  than  fluids.     By  placing  the  ear  against  a  long  drj-  brick 
f  "wall,  and  causing  a  person  at  a  considerable  distance  to  strike  tt 
'  once  with  a  hammer,  the  sound  will  be  heard  lu'ice,  because  the 
'  wall  will  convey  it  with  greater  rapidity  than  the  air,  though 
'  each  will  bring  it  to  the  ear.J     The  rate  at  which  cast  iron  con- 
ducts sound,  was  ascertained  by  M.  Biot  in  the  Ibllowing  manner. 
He  availed  himself  of  the  laying  of  a  series  of  iron  pipes  to  con- 
f  Tey  water  to  Paris.     The  pipes  were  about  eight  feet  in  length, 
rjmd  were  connected  together  with  small  leaden  rings.     A  bell 
i  being  suspended  within  the  cavily,  at  one  end  of  the  tminof 
T  'pipeii)  on  striking  the  clapper  at  the  same  instant  against  the 
['side  of  the  bell,  and  against  the  inside  of  the  pipe,  two  dis- 
tinct sounds  were  successively  heard  by  an  observer  stationed 
at  the  other  extremity.     With  a  train  of  iron  pipes  two  thou- 
sand live  hundred  and  lifLy  feet,  or  nearly  half  a  mile  in  lenpb. 
the  interval  between  the  two  sounds  was  found  from  a  mean 
of  two  hundred  trials,  to  be  1.79  secondM.     Bur  the  iransmis- 
I  «ion  of  Nound  through  the  internal  column  of  air.  would  have 

■  taken  2.2  seconds ;  whicli  shows  that  the  sound  oecupied  only 
.41  of  a  second  in  passing  through  Ihe  metal.     From  more  di- 

•  rect  trials,  it  was  concluded  that  the  exact  interval  of  time,  du- 
ring which  the  sound  performed  its  passage  through  the  sub- 
Btaiice  of  the  train  of  pipesi,  amounted  to  only  the  .28  of  a  sec- 


_  It  is  infiTrcd  from  tliia  ciperinici 

f  fight ;  wlirn  Ihe  diredioii  ia  prrpcndic 
— '  ce  of  Ihowuler,}  it  pnsMawilbou 
e  Bnglo  of  roflciiiHi  ia  man  obliqi 


1, 1)mt  }ountl  it  ri'flcclcd  hj  the  rame  livi  u 
tlar  1o  [be  rcRccthig  aurfsce,  (in  tfali  cte,  Iho 
reflsxion ;  but  the  quantll;  lOBcelcd  imiCMWi 
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and,  showing  that  iron  conducts  sound  about  ten  times  as  rapidly 
as  air  does,* 

If  a  string  be  tied  to  a  common  fire-shovel,  and  the  two  ends 
of  the  string  be  wound  around  the  fore  fingers  of  each  hand,  and 
the  fingers  be  placed  in  the  ears,  on  striking  the  bottom  of  the 
diovel  against  an  andiron  or  other  solid  body,  very  deep  and 
heavy  tones  will  be  heard,  and  the  vibrations  of  the  metal  will 
be  clearly  perceived. 

540.  Solids,  as  well  as  other  bodies,  owe  their  power  of  ccm- 
ducting  sound  to  their  elasticity.  By  elasticity  in  a  solid,  how- 
ever, is  not  meant  a  power  of  undergoing  great  extensions  and 
compressions,  after  the  manner  of  air,  or  India-rubber,  and  return- 
ing readily  to  its  former  dimensions ;  but  rather  what  is  common- 
ly called  hardness^  in  contradistinction  to  toughness,  a  violent 
resistance  to  the  displacement  of  its  molecules  irUer  se  in  all 
directions.  Thus  the  hardest  solids  are,  in  general,  the  most 
elastic,  as  glass,  steel,  and  the  hard  brittle  alloys  of  copper  and 
tin,  and  in  proportion  as  they  are  elastic,  they  are  adapted  to  the 
free  propagation  of  sound  through  their  substance.  Bat  an  im- 
portant condition  in  their  constitution  is,  that  their  substance  be 
homogeneous^  and  their  structure  uniform.  By  the  want  of  ho- 
mogeneity and  uniformity  in  the  conducting  medium,  the  sono- 
rous pulses  are  every  instant  changing  their  medium,  and  the 
general  wave  is  broken  up  into  a  multitude  of  non-coincident 
waves,  emanating  from  dinerent  origins,  and  crossing  and  inter- 
fering with  each  other  in  all  directions.  Thus,  a  glass  vessel 
containing  an  efi*ervescing  liquor,  cannot  be  made  to  ring,  but 

E'ves  a  dead  sound ;  but  as  the  efiervescence  subsides,  the  tone 
Icomes  clearer,  and  when  the  liquid  is  perfectly  tranquil,  the 
glass  rings  as  usual.f 

The  gf^at  power  of  solid  bodies  to  conduct  sound  is  exempli- 
fied in  earthquakes,  which  are  heard  almost  simultaneously  in 
very  distant  parts  of  the  earth.  Musical  boxes  sound  much 
louder  when  placed  on  a  table  or  some  solid  support,  than  when 
the  air  affords  the  only  conducting  medium.  It  is  easy  to  ascer- 
tain ivhether  a  kettle  boils,  by  putting  one  end  of  a  stick  or  poker 
on  the  lid,  and  the  other  end  to  the  ear :  the  bubbling  of  the 

*  Henichel  observes,  that  from  this  determination  we  may  estimate  the  time  it 
reqnires  to  transmit  force,  (whether  by  pulling,  pushing,  or  by  a  blow,)  to  any  dis. 
Cance,  by  means  of  iron  bars  or  chains.  For  every  eleven  thousand  and  ninety  feet 
of  distance,  (=the  velocity  of  sound  per  second  in  iron,)  the  pull,  push,  or  blow  will 
reach  its  point  of  action  one  second  after  the  moment  of  its  first  emanation  from  the 
fint  mover.  In  all  moderate  distances,  then,  the  interval  is  utterly  insensible.  But, 
were  the  sun  and  the  earth  comiected  by  an  iron  bar,  no  less  than  one  thousand  and 
seventy-four  days,  or  nearly  three  years,  must  elapse  before  a  force  applied  at  the  sun 
coold  reach  the  earth.  The  force  actually  exerted  by  their  mutual  gravity  may  be 
proved  to  require  no  appreciable  time  for  its  transmission.  How  wonderful  is  this  coi^ 
nectioo ! — Hertehel  on  Sound,  Encyc,  Metrop,  II,  773. 

tHenebd. 
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water,  wten  it  boils,  appears  louder  than  the  rattling  of  a  i 
riage  in  the  streets.     A  alight  blow  given  to  the  poker,  of  wli 
the  end  is  held  to  the  ear,  produces  a  sound  which  is  even  f 
fully  loud.* 

A  physician  of  Paris  introduced  into  medical  practice  anL 
strument,  depending  on  the  power  of  solid  bodies  to  coadt 
sound,  called  the  StetkoKope,f  the  object  of  which  is  to  rend 
audible  the  action  of  the  heart  and  the  neighboring  organs.  1 
consists  of  a  wooden  cylinder,  one  end  of  which  is  applied  fim 
to  the  breast  of  the  patient,  while  the  other  end  is  brought  I 
the  ear.     By  this  means,  the  pro    ^^es  that  are  going  on  in  ti 
organs  of  respiration,  and  in  tb    1  rge  blood-vessels  about  i 
heart,  may  be  distinctly  heard ;  an>r>  ,'.  is  said  that  the  stethoE 
when  skilfully  used,  "  becomes  the  means  of  ascertaining  si 
diseases  in  the  chest,  almost  as  effectually  as  if  there  were  o 
venient  windows  for  visual  inspection."^ 


CHAPTER  IIL 


OF  THE  REFLEXION  OF  SOUND. 


54!.  Soi7Nnisre^ecterfbyhardbodies,producingthewelItnffra  I 
phenomenon  called  an  echo.  If  a  straight  line  be  drawn  &oiB 
the  sounding  body  to  the  reflecting  surface,  representing  d* 
course  of  the  sound  before  reflexion,  and  another  straight  line  b* 
drawn  from  the  reflecting  surface,  in  the  direction  of  the  soun« 
after  reflexion,  these  two  lines  will  make  equal  angles  with  th*^ 
surface ;  that  is,  when  sound  is  reflected,  tiie  angle  of  rejlexio* 
ia  coKff/  to  the  angle  of  incidence. 

The  surfaces  of  various  bodies,  solids  as  well  as  fluids,  h«V 
been  found  capable  of  reflecting  sounds,  viz.  the  sides  of  hUl^ 
houses,  rocks,  banks  of  earth,  the  large  trunks  of  trees,  the  surfa^^ 
of  water,  especially  at  the  bottom  of  a  well,  and  sometimes  eve  ^^ 
the  clouds.^  It  is  therefore  evident  that  in  an  extensive  plaitf^^ 
or  at  sea,  where  there  is  no  elevated  body  capable  of  reflectin^^ 
sounds,  no  echo  can  be  heard.  It  is  hence  easy  to  see  why  th^^ 
poets,  who  convert  echo  into  an  animated  being,  place  her  habi--'^ 
tation  near  mountains,  rocks,  and  woods.|| 

542.  An  echo  is  heard  when  a  person  stands  in  a  position  Uk- 
hear  both  the  original  and  the  reflected  sound ;  and  the  interval 
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■"  be  greater  or  less  according  to  the  distance  of  the  reflecting 
;e  from  the  sounding  body  and  from  the  hearer,  and  hence 
interval  may  be  made  a  measure  of  the  distance.     If  the 
of  the  voice  returns  to  the  speaker  in  two  seconds,  the  dis- 
of  the  reflecting  surface  is  one  thousand  one  hundred  and 
ty  feet,  and  in  that  proportion  for  other  intervals.    Thus, 
breadth  of  a  river  maybe  ascertained  when  there  is  an  echo- 
rock  on  the  further  snore.     A  perpendicular  mountain's  side, 
lofty  cliflTs,  such  as  frequently  skirt  the  sea  coast,  sometimes 
an  echo  of  the  dischare'e  of  artillery,  or  of  a  clap  of  thun- 
r,  to  the  distance  of  mai*"» '/hiles.*     The  number  of  syllables 
can  be  pronounced  ih  -  ^f  the  interval,  will  be  repeated 
tinctly;  but  a  greater  .   ihiber  would  be  blended  with  the 

lencement  of  the  echo.f 
When  a  single  obstacle  reflects  the  sound,  the  echo  is  simpk  ; 
Men  there  are  several  obstacles  disposed  at  suitable  distances, 
^  echo  is  complex.  Echoes  of  the  latter  kind  have  been  ob- 
^■erved  which  repeated  the  original  sound  forty  times.;];  Two 
^^irallel  walls  which  mutually  reverberate  the  sound,  may 
flMNluce  a  double  or  complex  echo,  with  regard  to  an  auditor 

ted  in  the  intermediate  space.     The  sound  of  artillery  and  of 
ider,  is  frequently  prolonged  by  reverberations  in  an  uneven 
eountry. 

643.  The  furniture  of  a  room,  especially  the  softer  kind,  such 

"  V  curtains  or  carpets,  impair  the  qualities  of  sound  by  presenting 

■ufaces  unfavorable  to  vibrations.     A  crowded  audience  has  a 

ibttlar  efiect  and  increases  the  difliculty  of  speaking.     Halls  for 

y^oAc  or  declamation,  should  be  constructed  with  plain  bare 

•ills.     Alcoves,  recesses,  and  vaulted  ceilings,  produce  reverbe- 

Kis  which  often  greatly  impair  the  distinctness  of  elocution, 
d,  the  qualities  of  a  room,  in  regard  to  sound,  are  modified 
^  so  many  circumstances,^  that  the  science  of  acoustics  is 
•brthy  of  more  attention  from  the  architect  than  it  has  generally 
^Beeived.  Plane  and  smooth  surfaces  reflect  sound  without 
^hpersing  it,  convex  surfaces  disperse  it,  and  concave  surfaces 
TOect  it.  The  concentration  of  sound  by  concave  surfaces, 
Pltidaces  many  curious  efl!ects  both  in  nature  and  art.  There 
Me  remarkable  situations  where  the  sound  from  a  cascade  is 
Concentrated  by  the  surface  of  a  neighboring  cave,  so  completely, 

•  Arnott  t  Cavallo,  II,  347.  X  Hafly- 

(  The  famous  Dr.  Sanderaon,  formerly  Profesaor  of  Mathematics  in  the  University 
€  Cambridge,  who  had  been  bhnd  from  the  time  he  was  a  year  old,  posseased  such 
isatoneas  of  hearing,  that  he  not  only  distinguished  penons  witli  whom  he  had  ever 
MM  conventd,  so  long  as  to  fix  in  his  memory  the  sound  of  their  voice,  but  he  could 
ilw  recognise  places  by  ohscrving  the  manner  in  which  they  modified  sound.  He 
Mold  judge  accurately  of  the  size  of  a  room,  and  of  his  distance  from  the  wall ;  and 
f  ever  he  had  walked  over  a  pavement  in  courts,  or  piazzas,  and  was  conducted 
Uthcr  agiin,  ha  could  tell  his  exact  situation,  by  the  note  which  the  place  sounded. 

47 
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that  a  pereon  accidenlaUy  bringing  his  ear  into  the  fbeaflib 
astounded  by  a  deafening  noise.  Sound  issuing  from  the  center 
of  a  circle  is,  by  reflexion,  returned  lo  the  center  again,  pro- 
dncing  a  very  powerful  echo.*  Such  effbcts  are  observed  in 
the  central  parts  of  a  circular  hall.  An  elliptical  apartment 
conveys  sound  very  perfectly  from  one  focus  to  the  other.  A 
whisper  uttered  by  a  person  in  one  focus  of  such  a  chamber 
will  be  audible  lo  a  person  in  the  other  focus,  though  not  beard 
by  persons  between. 

544,  Whisverifig  GaVcrifs^  are  constructed  on  this  principle. 
Domes,  as  that  of  St.  Paul's  Cathedral,  in  London,  somelimes 
exhibit  the  same  curious  property.J  Concave  surfaces  facing 
each  olher,  as  two  alcoves  in  a  garden,  or  covered  reccasea  on 
opposile  sides  of  a  street,  or  bridge,  will  enable  persons  seated 
in  their  foci  to  converse  by  whispers,  notwithstanding  louder 
noises  in  ihe  space  between,  and  without  themselves  being  over- 
heard in  that  space. $  A  notorious  instance  of  a  sound-collecting 
Burl'ace,  was  the  ear  of  Dionysius,  in  the  dungeons  of  Syracuse, 
The  roof  of  Ihc  prison  was  so  formed  as  to  collect  the  words, 
and  even  whispers  of  the  unhappy  prisoners,  and  to  direct  them 
along  a  hidden  conduit  to  the  place  where  the  tyrant  sat  listen- 
ing. The  wide-spread  sail  of  a  ship,  rendered  concave  by  a  gen- 
tle breeze,  is  also  a  good  collector  of  sound.  Dr.  Arnott  relates 
an  instance  where  the  ringing  of  the  bells  at  St.  Salvador  on  the 
coast  of  Brazil,  was  heard  on  board  a  ship  at  the  distance  of  one 
hundred  miles  from  land.|| 

545.  The  most  frequent  instances  of  the  reSexion  of  sonnd, 
are  from  surfaces  which  may  be  considered  as  plane.  In  these, 
the  sound  issuing  from  any  point  seems,  after  reflexion,  to  proceed 
from  a  point  equally  distant,  and  similarly  situated,  on  the  other 
side  of  the  reflecting  surface ;  the  phenomena  differing  a  little 
according  to  the  position  of  the  speaker,  with  respect  to  the  body 
which  occasions  the  reflexion.  If  a  person's  voice  strike  any 
surface  perpend iculnrly,  it  will  be  reflected  back  in  the  same 
line  ;  and  the  time  occupied  between  the  utterance  of  the  sound, 
and  its  arrival  again  at  the  speaker,  will  be  equal  to  the  lime  in 
which  the  sound  travels  through  twice  the  distance  bet'ween  the 
speaker  and  the  reflecting  surface.     The  interval,  therefore,  be- 

'  Ir  a  uphcni^al  ream  could  be  conslniclcd  o(  perfectly  solid  mitoiuh.  pcrTfclIf 
poluhcd,  uiid  B'SDitnd  were  lo  iasua  from  Ihe  voice  of  D  p«teon  in  the  center.  Ihrrc 
would  be  an  accum  illation  of  eclia  Ht  the  center,  which  trould  probablf  be  dntlticUvs 
ofUie  orgBiiit  of  hckiing — Latrobt  in  Ed.  Eneyc. 

t  The  Hull  of  SecrUt,  at  il  is  called,  in  Ibc  ObncmHorj  at  Pnrli,  is  a  wliivpcring 
gnllery.  Thia  hnll  ii  of  lai  DClagonal  form,  with  cIoibIct  archc>,  or  arched  by  poTlimn 
of  a  cylinder,  which  ineet  at  aaglei,  corrscpondtiifr  lo  thoM  funned  by  Ibe  atim  vl  llu 
building.  Tho  speaker  nppJiis  bis  luoutli  very  near  to  lh»  wall  U  ena  of  Uu)  US  ~*~ 
and  th«  person  nttunled  Bt  llic  oppontc  anele  lieura  hiii  voice  ilistinoUy, 

1  C«Tallo.  (,  AmotL  B  El  Phyi  I,  i 
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tween  setting  out  and  rctnrningy  will  be  found  by  the  following 
nde :  Let  x  =  the  interval  in  seconds,  and  d  =  twice  the  dis- 
teaee  finom  the  sounding  body  to  the  reflecting  surface ;  then 

1:1 130 ::xid .\  x=    -^  *    If,  therefore,  the  distance  is  less 

Aan  forty-eight  feet,  the  interval  of  time  between  the  speaker^s 
hearing  the  direct  and  the  reflected  sounds,  will  be  less  than  tV 
of  a  second,  and  the  two  sounds  will  seem  to  coalesce  and  form 
but  one  sound ;  but  if  the  distance  exceeds  forty-eight  feet,  then 
the  interval  will  be  greater  than  j\  of  a  second,  and  as  this  in- 
terval can  be  discerned  by  the  ear,  the  two  sounds  will  be  sepa- 
rate, and  will  form  an  echo.* 

540.  The  rolling  of  thunder  has  been  attributed  to  echoes 
among  the  clouds ;  and  that  such  is  the  case  has  been  ascer- 
tained, by  direct  observation  on  the  sound  of  a  cannon.  Under 
a  perfectly  clear  sky,  the  explosion  of  guns  is  heard  single  and 
diarp ;  while  when  the  sky  is  overcast,  or  when  a  large  cloud 
comes  overhead,  the  reports  are  accompanied  by  a  continued 
fMf  like  thunder,  and  occasionally  a  double  report  arises  from  a 
angle  shotf 

The  continued  sound  of  distant  thunder,  which  is  sometimes 
prolonged  for  many  seconds,  is  not  always  owing  to  reverbera- 
tion, but  frequently  arises  simply  from  the  diflerent  distances  of 
the  same  flash.  Although  the  progress  of  a  flash  of  lightning 
through  the  air  were  absolutely  instantaneous,  still,  if  its  path 
were  in  a  line  that  would  carry  it  further  from  the  ear  in  one 
place  than  in  another,  there  would  be  a  corresponding  difference 
in  the  times  at  which  the  sound  generated  in  diflerent  portions 
of  the  path  would  reach  the  ear.  Herschel  observes  that  if  (as 
is  almost  always  the  case)  the  flash  be  zigzag,  and  composed  of 
broken  rectilinear  and  curvilinear  portions,  some  concave,  some 
convex  to  the  ear, — and  especially  if  the  principal  trunk  sepa- 
rates into  many  branches,  each  breaking  its  own  way  through 
the  air,  and  each  becoming  a  separate  source  of  thunder, — all 
the  varieties  of  that  awful  sound  are  easily  accounted  tor.X 

547.  The  Speaking  Trumpet  has  been  supposed  by  most  wri- 
ters on  sound,  to  owe  its  peculiar  properties  to  its  multiplying 
sound  by  numerous  reflexions.  Hence  is  suggested  the  form  of 
a  parabolic  conoid,  or  a  tube  the  section  of  which  is  a  parabola, 
the  place  of  the  mouth  being  at  the  focus  of  the  parabola.  The 
vibrations  emanating  from  the  mouth  would  then  be  reflected 
into  straight  lines  parallel  with  the  axis  of  the  trumpet,  and 


*  Edinburgh  Encyc,  Art  Aeougtics,  t  HexscheL 

X  Henchel  on  Sound,  Encyc.  Metrop.,  II,  754. 
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would  thus  go  forward  in  a  collected  body  to  a  distant  ptrint.' 

FlAnd,  since  such  a  form  is  also  favorable  for  collecting  distinct 

L  Sounds  into  one  point,  llie  same  figure  is  proposed  as  the  most 

t  niitable  for  the  Ear  Trumpet.    But  the  sound  of  these  instru- 

■  Jnents  may  be  regarded  as  merely  the  longitudinal   vibration 

T  (Art.  525)  of  a  body  of  air,  to  which  momentum  is  given  iu  the 

^'direction  of  the  axis,  not  by  reflexion  from  the  sides,  but  by  the 

direct  impulse  of  the  mouth. f     The  ancients  were  acquainted 

with  the  speaking  trumpet.     Alexander  the  Great  is  said  to  have 

had  a  horn,  by  means  of  which  he  could  give  orders  to  his  whole 

army  at  once.  J 

548.  Sound  may  be  conveyed  to  a  much  greater  distance  by 
Lbeing  confined,  during  its  whole  transmission,  within  a  pipe> 
^^pes  used  for  this  purpose  are  called  Acoustic  Tubes,  such 
I  tabes  are  frequently  employed  in  public  houses  for  conveying 
I  orders  to  the  attendants.     Dr.  Herschel  employed  a  similar  lube, 

Attached  to  his  forty  feet  telescope,  for  communicating  his  obser- 
vations to  an  assistant  who  sat  in  a  small  house  near  the  instm- 
ment,  and  thus,  under  cover,  noted  them  down,  and  the  particu- 
lar time  in  which  they  were  made.  Acoustic  lubes  are  com- 
monly of  a  cylindrical  form,  and  have  at  each  extremity  a 
inouthpipp  like  that  of  a  speaking  trumpet,  to  which  either  the 
month  or  car  is  applied,  according  as  the  person  is  speaking  or 

I  listening  to  another.  In  the  deception  called  the  InvisibU  Girl, 
sound  of  the  voice  is  transmitted  and  returned  through 

[  acoustic  tubes. 

549.  Ventriloquism  does  not,  as  is  frequently  supposed,  depend 
u  the  reflexion  of  sound,  but  wholly  on  the  inacourary  wttli 

K-iffhich  the  ear  judges  of  the  direction  from  which  sound  pt* 
Eceeds, — enabling  the  performer,  by  a  variation  of  bis  lone  of 
I'^oice.  and  by  seeming  not  to  move  his  lips,  to  persuado  the  sprc' 
Tijators  that  the  sound  proceeds  from  some  object  lo  which  he  has 
Pdirected  their  attention.  The  imitations  of  different  souuds  by 
L- which  the  ventriloquist  is  able  to  personate  a  variety  of  eharac- 
fters,  and  to  represent  them  as  engaged  in  an  animated  dialogue 
[  with  each  other,  are  usually  limited  to  a  comparatively  small 
I  number,  which  have  been  acquired  and  rendered  very  familiar 
[by  long  practice.  Hence,  like  the  performer  on  a  musical  in- 
r*trumrnl.  he  makes  his  transitions  from  one  sound  to  another 
f-  with  a  facility  which  can  be  acquired  only  by  i'orcc  of  habit. 

650.  Sounding  Boards  were  formerly  constructed  over  the 
l^psks  of  public  speakers,  particularly  in  churches,  with  the  view 
fcftf  aiding  the  powers  of  the  voice,     Tlieir  efHcacy  depended  on 


lis.    ^H 
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the  reflexion  of  the  sound  ;  for  being  near  the  speaker,  the  eeho 
or  refleeted  sound,  uniting  itself  with  the  direct  sound,  would 
augment  its  force  or  loudness.  In  stringed  instruments,  however, 
as  the  violin,  the  sounding  board  acts  by  receiving  vibrations 
from  the  string.  Thus  by  impelling  the  air  with  a  greater  sur- 
fSsMse,  it  produces  a  more  powerful  sound  than  the  string  alone. 
Hence,  if  some  weight,  (called  a  mute,)  as  a  penknife  partly  open, 
is  attached  to  the  bridge  of  a  violin,  the  sound  is  greatly  dead- 
ened, the  vibrations  of  the  string  being  thus  prevented  from  ex- 
tending to  the  sounding  board.* 

The  concave,  undulating,  and  perfectly  polished  surface  of 
many  sea  shells,  fits  them  to  catch,  to  concentrate,  and  to  return 
the  pulses  of  all  sounds  that  happen  to  be  trembling  about  them, 
00  as  to  produce  that  curious  resonance  from  within,  which  re- 
sembles the  distant  murmur  of  the  ocean.t  The  organs  of 
speech  and  of  hearing  have  a  mechanical  structure  most  skil- 
fully adapted  to  the  peculiar  nature  of  sound. 


CHAPTER  IV. 

OF  THE  PHILOSOPHICAL  PRINCIPLES  OF  BCUSIC. 

551.  On  this  subject,  we  have  room  for  only  a  few  leading 
principles. 

When  separate  sounds  are  repeated  with  a  certain  degree  of 
frequency,  the  ear  loses  the  power  of  distinguishing  the  intervals, 
and  they  appear  united  in  one  continued  sound.  By  this  means 
also,  sounds  harsh  and  dissonant  in  themselves,  form  a  soft  and 
agreeable  tone.  Any  sound  whatever,  repeated  not  less  than 
thirty  or  forty  times  in  a  second,  excites  in  the  hearer  the  sensa- 
tion of  a  musical  note.  Nothing  is  more  unlike  a  musical  sound 
than  that  of  a  quill  drawn  slowly  across  the  teeth  of  a  coarse 
comb ;  but  when  the  quill  is  applied  to  the  teeth  of  a  wheel 
whirling  at  such  a  rate  that  720  teeth  pass  under  the  quill  in  a 
second,  a  very  soft,  clear  note  is  heard4  In  like  manner  the 
vibrations  of  a  long  harp-string,  while  it  is  very  slack,  are  sepa- 
rately visible,  and  the  pulses  produced  by  it  in  the  air  are  sepa- 
rately audible ;  but  as  it  is  gradually  tightened,  its  vibrations 
quicken,  and  the  eye  soon  sees,  when  it  is  moving,  only  a  broad 
diadowy  plain ;  the  distinct  sounds  which  the  ear  lately  perceived, 
run  together,  owing  to  the  shortness  of  the  intervals,  and  are 
heard  as  one  uniform  continued  tone,  which  constitutes  the  note 
cr  sound  proper  to  the  string.^ 

Nature  presents  us  with  numerous  examples  of  a  musical 

•  Ed.  Encyc.,  II,  119.  t  Arnott. 

I  Robison's  Mech.  Phfl.  IV,  404.  i  Arnott 
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sound  produced  by  tlie  rapid  succession  of  an  individaal  sound, 
not  at  all  musical  in  itself.  The  bum  of  winged  insects,  pro- 
duced by  the  frequent  motion  of  their  wings — the  murmur  of  a 
forest,  occasioned  by  the  agitation  of  the  leaves  and  boughs — 
and  the  sublime  roar  oi'  the  ocean,  constituted  of  the  separate 
sounds  produced  by  innumerable  waves,  are  fanuliar  examples 
of  the  operations  of  this  principle. 

552,  Muniatl  intervals,  or  sounds  differing  from  each  othM  in 
pitch  by  a  certain  inter\'al,  are  found  by  experience  to  be  pecu- 
liarly agreeable  to  the  human  ear  ;  a  fact  for  which  we  can  as- 
sign no  reason,  except  that  such  is  the  constitution  of  the  mind.* 

Musical  sounds  have  certain  ratios  to  one  another,  and  are 
thus  brought  within  the  province  of  Mathematics,  because  the 
number  of  vibrations  which  produce  one  musical  note,  has  a 
constant  ratio  to  the  number  which  produces  another  musical 
note.  Thus,  if  we  diminish  the  length  of  a  musical  string  one 
half,  we  double  the  number  of  its  vibrations  in  a  given  time, 
(Art.  624,)  and  it  gives  a  sound  eight  notes  higher  in  the  scale 
than  that  given  by  the  whole  string.  Therefore,  these  sounds 
are  represented  by  the  numbers  2  and  I,  and  are  said  lo  be  in 
the  ratio  of  2  to  1,  The  upper  note  is  said  to  be  the  octave  of 
the  lower ;  and  from  its  great  resemblance  to  the  fundamental 
note,  or  that  alTorded  by  the  whole  string,  it  is  considered  as  the 
commencement  of  a  repetition  of  the  same  series  ;  so  that  all 
audible  sounds  are  considered  as  repetitions  of  a  series  contained 
within  the  interval  of  an  octave.f 

553.  The  length  of  the  entire  string  being  called  1,  the  re- 
spective lengths  of  the  strings  which  sound  tiie  eight  notes,  are 
h  i'  i'  i'  i>  T^>  i-  The  sound  given  by  the  whole  string,  which 
is  denoted  by  I,  is  called  the  Aey  note,  and  the  other  notes  ar« 
called,  respectively,  the  second,  third,  fourth,  fitlh,  sixth,  seventh, 
and  eighth,  and  the  fractions  denote  the  relation  of  each  note  in 
the  scale  to  the  iiey  note.  Since  the  number  of  vibrations  is  In- 
versely as  I  he  length  of  the  string,  {Art.  524.)  these  fractions  in- 
verted will  express  the  number  of  vibrations  which  produce  the 
several  notes  of  the  scale  respectively.  Thus.  J  denotes  that  the 
string  which  sounds  the  next  note  above  the  key  note  vibrates 
9  times,  while  the  whole  string  vibrates  8  times.  Hence,  the 
aeries  expressing  the  number  of  vibrations  which  produce  the 
notes  of  the  scale,  are  1,  J-  J,  J.  ji  j,  V,  2. 

I!ut,  on  reducing  these  numbers  to  a  common  denominator, 
and  taking  their  numerators,  (which  express  the  ratios  of  the 
fractions,)  j  we  have  the  following  series,  24,  27,  30,  32,  36,  40, 
46,  48. 

t  Yaane,  II,  393.        I  Day'*  Algtbn.  An.  360. 
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Hence  we  have  the  following  proposition : 

If  a  string  be  divided,  so  that  the  number  of  vibraticns  performed 
hy  each  part  in  a  given  time,  shall  be  in  the  ratio  respectively  of  the 
numbers  24,  27,  30,  32,  36, 40,  45,  48,  the  sounds  of  the  first  seven 
will  be  perceived  cu  increasing  in  acuteness  one  above  another,  from 
Ae  first  to  the  last,  and  will  yield  the  notes  from  the  combinations  oj 
%dadi  all  musical  effects  are  produced.^ 

554.  By  Inspecting  the  last  series  of  numbers,  namely,  that 
wliich  expresses  the  relation  between  the  successive  notes  of  the 
diatonic  scale,  we  shall  perceive  that  the  ratios  between  two 
successive  numbers,  and  of  course  the  intervals  between  the 
several  notes  of  the  scale,  are  not  all  equal  to  each  other. 

1.  The  ratio  of  27  to  24  is  that  of 

«.  *•  30  to  27  " 

«.  «  32  to  80 

4.  «  36  to  32  " 

0.  «  40  to  36  « 

6.  *•  45  to  40 

r  "  48  to  45  "  16:  15 

Hence  it  appears  that  there  are  in  the  musical  scale  three  sorts 
of  intervals,  of  which  three  bear  to  the  fundamental  or  key  note 
Hie  ratio  of  9  to  8,  two  that  of  10  to  9,  and  two  more  that  of  16 
to  15.  The  first  of  these  intervals  being  the  largest,  is  denom- 
inated the  major  tone,  the  second  the  minor  tone,  and  the  third 
the  semitone.  The  scale  therefore  is  made  up  of  three  major, 
two  minor,  and  two  semitones,  as  represented  in  the  table. 

After  ascending  through  the  first  seven  notes  of  the  scale,  we 
arrive,  as  has  been  already  intimated,  (Art.  552,)  at  a  note  which 
seems  to  be  only  a  repetition  of  the  first ;  hence  it  conmiences  a 
Aew  series  of  seven  notes  analogous  to  the  former  series,  each 
note  being  an  octave  above  the  corresponding  note  in  that  series, 
and  therefore  implying  vibrations  twice  as  rapid.  A  third  series 
is  constituted  in  the  same  manner,  called  the  double  octave,  in 
wliich  the  lengths  of  the  string  are  \  of  those  in  the  first  part  of 
the  scale. 

All  musical  sounds  are  computed  to  be  contained  between  ten 
octaves  ;  so  that  the  number  of  vibrations  in  a  given  time  that 
yields  the  gravest  note,  is  to  that  which  yields  the  most  acute,  an 
1  to  2"®,  that  is,  <is  1  :  1024.t 

555.  When  the  vibrations  are  less  numerous  than  about  16 
per  second,  the  ear  loses  the  impression  of  a  continued  sound, 
and  perceives,  first,  a  fluttering  noise,  then  a  quick  rattle,  then  a 
succession  of  distinct  sounds  capable  of  being  counted.  On  the 
other  hand,  when  the  frequency  of  the  vibrations  exceeds  a  cer- 

• 

•  FlayfUr^  OvOims,  I,  973.  t  Ili.S74 
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tain  limit,  all  sense  of  pilch  is  lost ;  a  shrill  squeak,  or  chirp,  only 
is  heard;  and  what  is  very  remarkable,  many  iiidividuals,  n» 
way  inclint'd  to  deafness,  are  altogether  insensible  to  very  acute 
sounds,  even  such  as  painfully  affect  others.  This  singular  ob- 
servation is  due  to  Doctor  Wollaston,'  Nothing  can  be  more 
surprising  than  to  see  two  persons,  neither  of  them  deaf,  the  one 
complaining  of  the  penetrating  shrillness  of  a  sound,  wliile  the 
other  maintains  that  there  is  no  sound  at  all.f  Few  musical  in- 
struments comprehend  more  than  six  octaves,  and  the  human 
voice  has  only  from  one  to  three,  the  male  voice  being  in  pitch 
an  octave  lower  than  the  female. J 

556.  The  intervals  of  the  diatonic  scale  are  denoted  by  the 
first  seven  letters  of  the  alphabet.  A,  B,  C,  D,  E,  F,  G  ;  which 
are  repeated  usually  in  small  letters,  a,  b,  c,  &c.,  in  the  higher 
series. 

A  succession  of  single  musical  sounds  constitutes  melody  ;  the 
combination  of  such  sounds,  at  proper  intervals,  forms  chord*; 
and  a  succession  of  chords  constitules  harmony.  Two  notes 
produced  by  an  equal  number  of  vibrations  in  a  given  time,  and 
of  course  giving  the  same  sound,  are  said  to  be  in  unison.  The 
relation  between  a  note  and  its  octave  is,  next  aller  that  of 
the  unison,  the  most  perfect  in  nature  ;  and  when  the  two  notes 
are  sounded  at  the  same  time,  they  almost  entirely  unile.^  The 
fifth  (Art.  553)  constitutes  the  next  most  perfect  chord,  white  the 
second  and  the  seventh  are  peculiarly  harsh  discords.  By  ex- 
amining the  scale  of  vibrations  in  Art.  553,  we  shall  perceive 
that  the  chorda  are  characterized  by  frequent  coincidences  of  ni- 
bralion,  while  in  the  discords  such  coincidences  are  more  rare. 
Thus  in  the  unison,  the  vibrations  are  perfectly  isochronous  ;  in 
the  octave  the  two  coincide  at  the  end  of  every  vibration  of  the 
longer  string,  ihe  shorter  meanwhile  performing  just  two  vibra- 
tions ;  and  in  the  fil^h,  they  coincide  at  ihe  end  of  every  two  vi- 
brations of  the  longer  string,  the  shorter  vibrating  three  times 
in  the  same  period.  But  in  the  second,  the  longer  and  shorter 
vibrations  can  coincide  only  aOer  eight  of  the  longer  and  nine 
of  the  shorter,  and  in  the  seventh,  only  aAer  eight  of  the  longer 
and  fifteen  of  the  shorter.  Hence  the  concord  is  more  perfect  as 
the  common  period  is  shorter.|| 

Musical  intervals,  therefore,  are  divided  into  chords  and  dit- 
corils.  The  octave,  the  major  fifth,  the  major  and  minor  thirds, 
the  major  and  minor  sixths,  are  concords,  and  are  pleasing  in 
themselves.  The  seconds,  the  sevenths,  the  minor  fifths  and 
major  fourths,  are  discords.  The  chord  consisting  of  the  t'unda- 
menta)  note  with  its  third  and  fifth,  and  called  the  harmonic 
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tnadt  forms  the  most  perfect  harmony,  and  contains  the  constitu- 
tat  parts  of  the  most  simple  and  natural  melodies.* 

DucordSf  however,  are  employed  in  musical  composition;  but 
their  use  is  limited  by  special  rules.  Their  use  does  not  consist 
in  the  excess  or  defect  of  intervals,  which  when  false  produce 
[argon,  not  miisic;  but  in  the  warrantable  and  artful  use  of  such 
nmibinations  as,  though  too  disagreeable  for  the  ear  to  dwell 
opon,  or  to  finish  a  musical  period,  yet  so  necessary  are  thev  to 
modem  counterpoint,  and  modem  ears,  that  harmony  witnout 
their  relief,  would  satiate,  and  lose  many  of  its  pleasing  effects.! 

557.  When  a  long  string  is  made  to  vibrate,  there  are  heard 
not  only  the  note  belonging  to  the  whole  length  of  the  string, 
but  also  more  feebly  the  subordinate  notes  belonging  to  its  half, 
its  third,  its  fourth,  &c.,  thus  giving  to  single  sounds  the  effect  of 
barmony.  Hence  such  subordinate  sounds  are  called,  with  rc- 
ipect  to  the  principal  sound,  its  harmonics.  Often  the  subordinate 
sounds  swell  with  such  force  as  to  overpower  for  a  time  the  fun- 
lamental  note ;  and  then  if  the  string  be  carefully  examined,  it 
iriU  be  found  to  be  vibrating,  not  as  a  whole,  but  in  two,  three, 
or  fear  distinct  portions,  with  points  of  rest  between  them.;(  The 
sounds  thus  belonging  to  a  single  string,  and  produced  by  its  spon- 
taneous division  into  different  numbers  of  equal  parts,  constitute, 
when  heard  together  or  in  succession,  the  simple  music  of  Nature 
herself.  It  is  produced  in  the  most  perfect  manner  by  the  ^o- 
Van  Harp, 

558.  Hence  arises  what  is  denominated  the  sympathy  of  sounds. 
If  two  strings  equally  stretched,  and  in  all  other  respects  similar, 
but  one  only  half,  one  third,  or  some  other  aliquot  part  of  the 
length  of  the  other,  be  placed  side  by  side,  and  the  shorter  be 
strack  or  sounded,  the  vibration  will  be  communicated  to  the 
longer  by  the  intervention  of  the  air,  which  will  thus  at  once  be 
thrown  into  a  mode  of  vibration  in  which  the  whole  length  is 
divided  into  segments,  each  equal  to  the  shorter  string.  Here 
the  vibrations  imparted  to  the  string  that  is  struck,  are  communi- 
cated to  the  aerial  pulsations,  which  will  impress  on  any  body 
capdbk  of  vibrating  in  their  own  time,  an  actuM  vibratory  mo- 
tion ;  and  if  a  body  is  susceptible  of  a  number  of  modes  of  vi- 
bration performed  in  different  times,  that  mode  only  will  be  ex- 
cited which  is  synchronous  vnth  the  atrial  pulsations.  All  other 
motions,  though  they  may  be  excited  for  a  moment  by  one  pul-r 
sation,  will  be  extinguished  by  a  subsequent  one.  Hence,  if  two 
strings  have  any  mode  of  vibration  in  common,  that  mode  may 
be  excited  by  sympathy  in  either  of  them  when  the  other  is  sound- 

*  Young.  t  Bnmey. 

%  Arnott,  El.  Fbys.  I,  478 ;  Yoong^  Nat  FhiL  I,  382 ;   Haiiy's  Nat.  PhO.  1, 316 
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«d,  and  that  only.  For  example,  if  the  leogtL  of  one  string  u 
'■  to  that  of  the  other  as  3  :  3,  and  if  eithtr  be  set  vibrating,  tlie 
k  node  of  vibration,  corresponding  to  a  division  of  the  former  into 
F  two,  and  of  the  latter  into  three  segments,  will,  if  it  exists  in  the 
f  one,  be  communicated  by  !>ympathy  to  the  other.  In  the  vibra> 
^  tions  of  strings,  which,  from  their  small  surface,  can   receive 

Bothing  but  a  trifling  impulse  from  the  air,  the  sounds  and  nH>> 
[  tions  excited  by  this  sort  of  sympathetic  communication  are  Ice- 
'  ble ;  but  in  vibrating  bodies  which  present  a  large  surface,  ibey 
riMcome  very  great.  It  is  a  pretty  well  authenticated  feat,  per- 
f  "formed  by  persons  of  a  clear  and  powerful  voice,  to  break  a 
L  drinking  glass  by  singing  its  proper  fundamental  note  close  to  il. 
'  Looking-glasses  also  are  said  to  have  been  occasionally  broken 
r  by  music,  the  excursions  of  their  molecules  in  the  vibratioos  iqio 
I  vliich  they  are  thrown  being  so  great  as  to  strain  them  beyood 
r  ^e  limits  of  their  cohesion.* 

559,  The  theory  of  Musical  IiistrumeiOs  will  be  readily  UQde^ 
'  stood  from  the  principles  already  explained.  It  will  be  seen  that 
I  Ihey  all  owe  their  power  of  prodncmg  musical  sounds  to  ibeir 
[  Busceptlbility  of  vibrations ;  that  the  force  or  loudness  of  the 
sounds  they  afford  depends  on  the  length  of  the  vibrations,  and 
the  graveness  or  acuteness  of  the  sound,  in  other  words  the  pitdii 
f  on  their  ilowiiess  or  freijuency ;  and  that  their  chords  depend,  in 
'  general,  upon/requencu  of  coincidence  in  the  cibraltons  that  afibrd 
I  the  several  sounds  of  the  concord. 

The  nature  of  stringed  instruments  may  be  learned  from  the 
[  tialin.  Here  the  strings  are  of  the  same  length,  but  ditfer  id 
I  weight  and  tension ;  those  designed  to  afford  the  lower  notes 
I  being  heavier  and  less  strained,  and  those  for  the  higher  notes 
'  1>eing  lighter  and  more  tense.  The  lengths,  moreover,  are  alter- 
}  ed  by  applying  the  fingers.  The  several  strings  are  usually  so 
r  adjusted  to  each  other,  that  is,  so  tuned,  that  any  two  contiguous 
9  Btrings  make  ». fifth.  Hence  the  fourth  or  highest  stop  on  ons 
r  string  brings  it  into  unison  with  the  string  above ;  and  the  third 
Patop  on  any  string  forms  an  octave  with  the  open  string  next  be- 
I  Jpw.  On  account  of  this  power  of  altering  the  effective  lengths 
T  'of  the  strings  at  pleasure,  of  developing  the  harmonic  sounds  by 
.  skilful  application  of  the  fingers,  and  of  varying  constantly 
L  the  degrees  of  fulness  or  force  in  each  sound  by  a  dexterous  use 
r  of  the  bow,  the  violin  becomes,  in  the  hands  of  an  accomplished 
[  performer,  an  instrument  of  great  power  and  compass,  while  it 
u  capable  of  greater  variety  than  any  other  musical  instrunienL 
'  The  fiute  affords  an  example  of  wind  instruments.  Here  the 
I  vibrating  body  is  a  column  of  air,  to  which  different  lengilis  are 
'  given  by  means  of  the  stops  which  arc  opened  and  closed  by  th« 


lingers.  The  rapidity  of  the  vibrations,  and  consequently  the 
pitch,  is  also  changed  a  whole  octave  by  the  management  of  the 
breath. 

560.  In  mixed  wind  instruments,  the  vibrations  or  alternations 
of  solid  bodies,  are  made  to  co5pcrate  with  the  vibrations  of  a 
given  portion  of  air.  Thus,  in  the  trumpet,  and  in  horns  of  va- 
rious kinds,  the  force  of  inflation,  and  perhaps  the  degree  of  ten- 
sion of  the  lips,  determines  the  number  of  parts  into  which  the 
tube  is  divided,  and  the  harmonic  which  is  produced.  The  haut- 
boy and  clarionet  have  mouth-pieces  of  dinerent  forms,  made  of 
reeds  or  canes ;  and  the  reed  pipes  of  an  organ,  of  various  con- 
structions, are  furnished  with  an  elastic  plate  of  metal,  which 
vibrates  in  unison  with  the  column  of  air  which  they  contain. 
An  organ  generally  consists  of  a  number  of  diflferent  series  of 
pipes,  so  arranged,  that  by  means  of  registers,  the  air  proceeding 
iimn  the  bellows  may  be  admitted  to  supply  each  series,  or  may 
be  excluded  from  it  at  pleasure ;  and  a  valve  is  opened  when  the 
proper  key  is  touched,  which  causes  all  the  pipes  belonging  to 
the  note  in  those  series  of  which  the  registers  are  open,  to  sound 
at  once.  These  pipes  are  not  only  such  as  are  in  unison,  but 
frequently  also  one  or  more  octaves  above  and  below  the  princi- 
pal note,  and  sometimes  also  twelfths  and  seventeenths,  imitating 
die  aeries  of  natural  harmonics.^ 

For  the  further  elucidation  of  this  interesting  subject,  we  are 
compelled  to  refer  to  more  extensive  treatises,  as  SmitVs  Har- 
mantes f  Herschel  on  Sound,  and  particularly,  the  late  woric  of 
Frqfestor  Pierce  on  Sound. 

•  Young's  LecUra^  I,  408. 
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-ELECTRICITY. 


581.  Electricity  is  a  term  derived  from  ^Xwrfov,  the  Gnek 

I  Word  for  amber,*  that  being  the  substance  in  which  a  property 

I  .of  the  agent  now  denominated  Electricity  was  first  observed. 

I       The  ancient  Greek  philosophers  were  acquainted  with  the  buA 

that  amber,  when  rubbed,  acquires  the  property  of  attracting 

light  bodies;  hence  the  eilect  was  denominated  electrical;  ami 

I  4i>  later  times,  the  term  electricity  has  been  used  to  denote  both 

the  unknown  cause  of  electrical  phenomena,  and  the  acicTut 

vhich  treats  of  electrical  phenomena  and  their  causes. 

The  science  of  electricity  is  hardly  more  remarkable  on  ac- 
oount  of  its  surprising  and  beautiful  phenomena,  than  it  is  cu- 
rious in  its  history.  The  first  observation  recorded  of  it  was 
made  by  Thales  of  Miletus.t  who  ascribed  it  to  the  functions  of 
some  hidden  animal.^  Theophrastus,^  the  natural  historian, 
mentions  a  stone  called  lyncurium,  (supposed  to  be  the  tovrmahn 
of  modern  mineralogists,)  possessing  the  property  of  attraction 
as  well  as  amber.  He  observes  that  It  is  said  not  only  to  attract 
'  straws  and  small  pieces  of  sticks,  but  even  copper  and  iron,  if 
they  be  finely  divided. ||  This  is  nearly  the  amount  of  what  WM 
known  of  electricity  by  the  ancients;  nor,  so  far  as  appears, 
was  there  a  single  important  fact  added  to  the  science  for  the 
period  of  nineteen  centuries. 

562.  In  the  year  1600,  Dr.  Gilbert,  an  English  philosopher, 
pablished  a  work  on  Magnetism,  comprising  also  many  ob»er^-a- 
tions  on  Electricity.  He  knew  nothing  more  of  this  agent,  bow- 
ever,  than  as  a  power  of  attraction.  Little  was  added  to  the 
knowledge  of  Gilbert  on  this  subject  until  the  latter  part  of  the 
same  century,  when,  aller  the  establishment  of  the  Royal  Society 


if  indurated  Iraa«f.  II 
irn  pcDDia.  When  bral«d.  It  ei- 
bean  a  high  price.  Mo^  ol  Iht 
is,  whero  it  »  ttnmi  io  iranct^M 
id  iu  other  c«unlrieH,  imbedded  ii 


■  Amber  u  a  rEslnoai  aubaliiiico  baring  tlio  appearai 

hates  a  liighly  agreeable  odor.  From  its  scar 
unbcr  found  in  the  mnrkel  U  brought  from 
loowly  acaltercd  along  the  eea  coast ;  and  It 
B  pecuiiai  kind  of  Band  and  graveL 

t  SomctimM  stjled  Iha  "  fatbot  of  Grecian  philoaophy."     Flourialied 
befors  the  Chriatian  om. 

I  Priralley's  Hialory  of  Electricity,  p.  I. 

i  Livrd  at  Atheni,  300  years  B.  C. 

g  Tl  >uy»«f»»  tAtu  ydr  Snip  H  fiinfcy.    ti  II  taiit  ti  pim  tieff  m  (tX 
)C*Xi)r  nl  riliifoy,  lir  f  inrlt.    Snip  Ml  Ai>iXJ)(  IXiyt — ^TfacophraMDi  npi  ri. 
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of  London,  and  of  the  Academy  of  Sciences  at  Paris,  philosoph- 
ical experiments  began  to  be  prosecuted  with  a  zeal  before  un- 
known. Boyle*  discovered  a  number  of  interesting  facts  in  elec- 
tricity, and  Otto  Guericke-f  constructed  the  first  electrical  ma- 
chine, using  a  globe  of  sulphur,  instead  of  the  glass  cylinder,  at 
present  employed. 

But  the  nrst  sixty  years  of  the  eighteenth  century,  may  be  re- 
membered as  the  period  when  the  greatest  discoveries  in  electri- 
city were  made.  Grey^X  in  England,  Du  jPay,§  in  France,  and 
jPVanA:/t/},||  in  America,  are  the  names  most  distinguished  in  the 
history  of  this  period.  Each  of  these  individuals  made  numer- 
ous and  important  discoveries ;  and  the  last  two  severally  pro- 
posed hypotheses  to  account  for  the  phenomena  of  electricity, 
nypotheses  which  have  ever  since  divided  the  opinions  of  elec- 
tricians. 

For  the  sake  of  convenience,  the  term  electric  fluid  is  employed, 
without,  however,  implying  any  thing  more  than  the  unknown 
cause  of  electrical  phenomena,  whatever  that  cause  may  be. 

*  Honorable  Robert  Boyle,  an  English  philosopher,  lived  in  the  reign  of  Charles 
fbe  Second,  and  flourished  aboat  the  year  1670.  He  was  one  of  the  founders  of  tho 
Bojal  Society  of  London,  and  was  a  very  zealous  and  diligent  experimenter,  and  dis- 
tfatfoished  for  his  virtues  and  piety.  Though  the  facts  discovered  by  Boyle  were  val- 
mSle  contributions  to  the  science,  yet  it  may  serve  to  show  the  absurd  notions  which 
MToiled  at  that  time  on  points  of  theory,  to  recite  his  views  of  electrical  attraction. 
am  rapposed  that  an  excited  body  emitted  a  glutinous  eflluvium,  which  laid  hold  of 
maU  bodies  in  its  way,  and,  in  its  return  to  Uie  body  which  emitted  it,  carried  them 
back  with  it.— Priettley^s  Hist,  EUc.  p.  7. 

t  Otto  Guerickc,  of  Magdeburg  in  Germany,  better  known  as  the  inventor  of  the 
ttr-pump.  He  was  contemporary  with  Boyle,  and  united  an  inventive  talent  with  a 
taste  (cr  philosophical  experiments.  His  electrical  machine  consisted  of  a  globe  of 
sulphur,  made  by  melting  that  substance  in  a  hollow  globe  of  glass,  and  then  remov- 
mg  the  glass  by  breaking  it  This  globe  ho  mounted  upon  an  axis,  and  whirled  it  in 
a  wooden  frame,  rubbing  it  at  the  same  time  with  his  hand.  Guericke  first  observed 
the  electric  spark. 

*  Stephen  Grey,  a  pensioner  of  the  British  government — flourished  about  the  year 
1730— made  numerous  discoveries,  the  most  important  of  which  was  the  diviision  of 
bodies  into  conductors  and  non-conductors. 

f  Du  Fay  was  a  member  of  the  Academy  of  Sciences  at  Paris — flourished  about 
the  year  1733 — he  discovered,  among  other  things,  the  influence  of  moisture  upon  the 
conducting  power  of  bodies — the  fact  that  electrified  attract  uneUctrified  bodies — and 
the  two  different  kinds  of  electricity,  the  vitreous  and  resinous,  or  positive  and  neg- 
ative. 

I  Dr.  Franklin  commenced  his  labors  in  electricity  in  1747.  The  results  of  his 
experiments  and  observations  were  communicated  in  several  letters  addressed  to 
Peter  CoUinson,  Esq.,  of  London,  Fellow  of  Ihc  Royul  Society,  written  at  dlfl*erent 
times  from  1747  to  1754.  "  Nothing,'*  says  Dr.  Priestley,  {Hist.  Elcc.  p.  159,)  "  was 
ever  written  upon  the  subject  of  electricity,  which  was  more  generally  read  and  ad- 
mired in  all  parts  of  Europe,  than  these  letters.  There  is  hardly  any  European  lan- 
guage* into  which  they  have  not  been  translated  ;  and,  as  if  thiH  was  not  suiiicient  to 
make  them  properly  known,  a  translation  of  them  has  lately  been  made  into  Latin. 
It  is  not  easy  to  sny,  whether  we  are  most  pleased  with  the  simplicity  and  penspicuity 
with  which  these  letters  are  written,  the  modesty  with  which  the  author  proposes 
every  hypothesis  of  his  own,  or  the  noble  frankness  with  which  he  relates  his  mia* 
takes,  when  they  were  corrected  by  subsequent  experiments/' 
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OF  THE  GENERAL  PRINCIPLES  OF  THE  SCIENCES 

563.  The  most  general  effect  by  wliich  the  presence  of  elec- 
tricity is  manifested,  is  attraction.  Thus,  when  a  glass  tube  is 
rubbed  with  a  dry  silk  or  woolen  cloth,  it  acquires  the  property 
of  attracting  light  bodies,  as  cotton,  feathers,  &c.  When  by  any 
procesii  a  body  is  made  to  give  signs  of  electricity,  it  is  said  to  be 
excited.  When  a  body  receives  ihe  electric  fluid  from  an  excited 
body,  it  is  said  to  be  eleclrifieil.  Since  there  is  found  to  be  a 
great  difference  in  bodies  in  regard  to  the  power  of  transmit  ling 
electricity,  all  Ixxlies  are  divided  into  two  classes,  cusui-ctom 
and  NuN-co(fDucTOHB.  Conductors  are  bodies  through  which  the 
electric  fluid  passes  readily  ;  non-conduclors  are  bodies  through 
which  the  eleciric  Duid  either  does  not  pass  at  all,  or  but  very 
slowly.  Thelatter  bodiesare  also  denominated  c/tc/n'cs,  because 
it  is  by  the  frictionof  bodies  of  this  class  that  electricity  is  usually 
excited.  An  electrified  body  is  said  to  be  iiisulatcd,  when  lis 
connection  with  other  bodies  is  formed  by  means  of  non-conduc- 
tors, so  that  its  electricity  is  prevented  from  escaping.  Instru- 
ments employed  to  detect  the  presence  of  electricity  are  denom- 
inated ekclToscopes ;  such  as  are  employed  to  estimate  lis  com- 
parative quantity,  are  called  electrumetnx.  This  distinclioii, 
however,  is  neglected  by  some  writers,  and,  to  avoid  the  unm 
sary  multiplication  of  terms,  it  will  be  neglected  in  the  pri 
treatise,  instrumenls  of  either  kind  being  called  dectram 

564.  The  Pendulum  Eleclrometer,  is  formed  by 
suspending  some  light  conducting  substance  by  a 
non-conducting  thread.  Thus,  a  small  bail  of  ike 
pitli  of  elder  hung  by  a  sills  thread,  constitutes  a  very 
convenient  instrument  for  detecting  the  presence  and 
examining  the  kind  of  electricity.  Fig.  211  repre- 
sents a  pendulum  electrometer,  consisting  of  a  glass 
rod  fixed  in  a  stand,  and  bent  at  the  top  so  as  to  form 
a  hook.  From  this  hook  hangs  a  thread  of  raw 
.silk,  to  the  bottom  of  which  is  attached  a  small  pith 
ball,  made  smooth  and  round,  and  weighing  only  a 
small  pari  of  a  grain.  The  attenuated  thread  of 
silk,  unwound  from  the  ball  of  (he  silk-worm,  forms 
a  very  delicate  insuintor :  but  for  ordinary  purposes, 
a  common  thread  of  silk  may  be  untwisted,  and  a 
single  filament  taken  for  the  suspending  thread.     For  the 
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poses  of  tie  learner,  it  may  even  be  sufficient  to  saspend,  by  a 
thread  of  silk,  a  ball  of  cork,  or  a  loek  of  cotton,  or  a  feather. 

505.  The  Gold  Leaf  Electrometer,  represented  in  Fig- 213. 
Fig.  313,  consists  of  two  strips  of  gold  leaf,  suspended 
from  the  metallic  cover  of  a  small  glas$  cylinder.  By 
this  arrangement,  the  pieces  of  gold  leaf  are  insulated, 
they  are  protected  from  agitation  by  the  air,  and  elec- 
tricity is  easily  conveyed  to  them  by  bringing  an  elec- 
trified body  into  contact  with  the  cover.  The  ap- 
proach of  an  electrified  body  causes  the  leaves  to  sep- 
arate, or  when  previously  separated,  to  collapse,  ac- 
oording  to  principles  to  be  explained  presently. 

666.   Coulomb's  Electrometer,  Fig.  213,  is  an  Fig.  913 

apparatus  of  still  greater  delicacy  and  perfec- 
tion than  either  of  the  preceding  instruments. 
It  consists  of  a  cylindrical  glass  vessel,  having 
also  a  lid  of  glass,  in  the  center  of  which  a 
KDall  hole  is  drilled.  Through  this  hole  passes 
aa  DOtvtisted  raw  silk  thread  four  inches  long, 
and  fixed  at  the  top  to  a  micrometer,  by  means 
of  which  it  may  be  turned  round  any  number  *=  a, 
of  degrees  at  pleasure.     To  the  silk  thread  is 

attached  a  very  fine  thread  of  lac,  H,  having       v,_ ^ 

at  each  extremity  a  small  pith  ball.  This  lac 
needle  with  its  knobs  weighs  only  one  fourth  of  a  grain.  A 
amali  hole  is  drilled  in  the  side  of  a  vessel  at  A,  through  which 
MsBeH  a  Hae  wire,  terminated  at  both  extremities  by  a  knob. 
When  an  excited  body  is  placed  in  contact  with  the  knob  at  A, 
Ae  knob  at  the  other  extremity  v-iW  acquire  the  same  electricity 
as  the  excited  body.  This  electricity  it  will  communicate  to 
the  knob  uf  the  lac  needle,  suspended  by  llie  stik  thread,  which 
was  previously  almost  in  contact,  and  the  two  knobs  will  repel 
each  other.  The  movable  knob  attached  by  the  silk  thread, 
will  separate  from  the  other,  and  the  quantity  of  electricity  will 
be  proportional  to  the  distance  to  which  it  recedes.* 

By  tiie  aid  of  the  foregoing  instruments,  or  even  by  means  of 
the  pendulum  electrometer  alone,  we  may  ascertain  the  follow- 
ing LEAPING  FAC-re,  which  are  so  many  fundamental  truths,  in  the 
■cience  of  electricity. 

567.  Phop.  I.  Electricity  is  produced  by  the  friction,  of  all 
todies. 

Although  friction  is  the  most  common,  and  by  far  the  most  ex- 
tensive means  of  exciting  bodies,  yet  it  is  not  the  only  means. 
Electricity  is  manifested  during  the  chunges  of  stale  in  bodies, 

•  ThomwiD'e  Oulliu™  of  that  and  Eluclrieitj,  p.  374. 
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mch  as  liquefaction  and  congelation,  evaporation  and  condensa- 
tion.    Some  bodies  even  are  excited  by  mere  pressure ;  others  by 
'    the   contact  or  separation   of  different  surfaces.     Most   chemical 
'   combinations  and  decompodfums  are  also  attended  by  the  evoln* 
I    tion  of  electricity,  whicb  manifests  its  presence  to  delicate  elec- 
trometers. • 

If  we  rub  a  piece  of  amber,  scaling  wax,  or  any  other  resin 

'    ous  substance,  on  dry  woolen  cloth,  or  fur,  or  silk,  and  bring  it 

L   toward  an  electrometer,  it  will  give  signs  of  electricity.     A  glass 

[  tube  may  bo  excited  in  a  similar  manner.     Moreover,  if  we 

I  bring  the  excited  tube  near  the  face,  it  imparts  a  sensation  re- 

L  aembling  that  produced  by  a  cobweb.     If  the  tube  is  strongly 

r.excited,  it  will  afford  a  spark  to  the  knuckle,  accompanied  hji 

I  snapping  noise.     A  sheet  of  white  paper,  first  dried  by  the  we, 

f  and  then  laid  on  a  table  and  rubbed  with  India  rubber,  will  be- 

I  come  so  highly  excited  as  to  adhere  to  the  wall  of  the  room,  or 

[  any  other  surface  to  which  it  is  applied.     Indeed,  friction  is  to 

constantly  attended  by  electricity,  that  in  favorable  weather  the 

fluid  is  abundantly  indicated  on  brushing  our  clothes,  which  thus 

are  made  to  attract  the  light  downy  particles  that  are  floating 

in  the  air. 

568.  Our  proposition  asserts,  that  electricity  is  produced  by  thf 
I  friction  of  a//  bodies,  whereas,  if  we  hold  in  the  hand  a  metallic 
I  substance,  a  plate  of  brass  or  iron,  for  example,  and  subject  it  to 
)  friction,  we  shall  not  discover  the  least  sign  of  electrical  excile- 
h  ment.  In  such  cases,  however,  the  electricity  is  prevented  from 
I  accumulating  in  consequence  of  the  substance  being  a  good  C0R> 
L  daclor,  and  thus  conveying  the  fluid  to  the  hand,  which  is  an- 
r  other  good  conductor,  by  which  means  it  is  lost  as  fast  as  it  Is 
excited.  But  if  we  insulate  a  metallic  body,  or  any  other  con- 
I  ducting  substance,  then,  on  being  rubbed,  it  gives  si^is  of  ele^ 
I  tricity,  like  electrics. 

L  Liquids  and  gases,  by  friction  against  solid  bodies,  excite  elec- 
E  tricity.  Thus,  quicksilver  rapidly  agitated  in  a  glass  tube  elec- 
I  trifies  it,  and  Ihe  blast  of  a  bellows  against  the  piyijecling  knob 
[  of  Coulomb's  electrometer,  (see  Fig.  213,)  puts  the  needle  in 
[  motion.  Even  a  slight  puff  with  the  mouth,  directed  upon  the 
'  Inob,  will  produce  a  sensible  degree  of  excitation. 

500.  Prof.  II.  The  ehctricily  which  is  excited  from  glass  and  a 
numerous  clnss  of  bodies,  ca^hibits  different  properties  from  thai 
which  is  excited  f rata  amber,  or  sealing  tcax,  and  a  class  of  bodies 
equally  numerous  with  the  oUici: 

The  hind  of  fluid  excited  from  glass  and  analogdus  bodies  Ls 
called  vitreous,  and  that  from  amher  and  analogous  bodies,  resin- 
ous electricity.  The  term  positive  is  also  used  instead  of  vyi 
ous,  and  negative  instead  of  resinous. 
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In  order  to  understand  the  applications  of  the  preceding  terms, 
vUrecus  and  resinous^  pontic  and  negative^  it  is  necessary  to 
know  something  of  the  two  hypotheses  npon  which  these  terms 
are  respectivelv  founded.  The  first  hypothesis  is  that  proposed 
by  Du  Fay,*  It  ascribes  all  electrical  phenomena  to  the  agency 
of  two.  fluids,  specifically  difierent  from  each  other,  and  perva- 
ding all  bodies.  In  unelectrified  bodies,  these  two  fluids  exist 
in  combination,  and  exactly  neutralize  each  other.  By  the  sepa- 
lation  of  the  two  fluids  it  is  that  bodies  are  electrified  ;  and  it  is 
by  the  reunion  of  the  two  fluids,  that  the  electricity  is  discharged. 
or  bodies  cease  to  be  excited.  The  second  hypothesis  was  pro- 
posed by  Dr.  Franklin.  It  ascribes  all  electrical  phenomena  to 
the  agency  of  one  fluid,  which,  as  in  the  other  case,  is  supposed 
to  pervade  all  bodies,  being  naturally  in  a  state  of  equilibrium. 
It  18  only  when  this  equilibrium  is  destroyed  that  bodies  become 
electrified,  and  it  is  by  the  restoration  of  the  equilibrium  that  the 
dectricity  is  discharged,,  or  bodies  cease  to  be  excited.  But  a 
body  is  electrified  when  it  has  either  more  or  less  of  the  fiuid 
than  its  natural  share ;  in  the  former  case  it  is  positively,  in  the 
latter  case  negatively^  electrified ;  positive  electricity,  therefore, 
implies  a  redundancy,  and  negative  electricity,  a  deficiency  of 
die  fluid. 

This  much  being  suflicient  for  the  understanding  of  the  terms, 
and  of  the  general  principles  of  these  two  celebrated  hypotheses, 
we  shall  postpone  all  discussions  respecting  them,  until  the  learn- 
er has  become  acquainted  with  a  sufficient  number  of  electrical 
Shenomena,  to  enable  him  to  understand  and  to  judge  of  the  evi- 
ence  adduced  in  support  of  each  hypothesis. 

670.  Prop.  HI.  Bodies  electrified  in  different  ways  attract,  and  in 
the  same  way  repel  each  other. 

Thus  if  an  insulated  pith  ball,  (Art  564,)  or  a  lock  of  cotton, 
oe  electrified  by  touching  it  with  an  excited  glass  tube,  it  will 
immediately  recede  from  the  tube,  and  from  all  other  bodies 
which  aflford  the  vitreous  electricity,  while  it  will  be  attracted 
by  excited  sealing  wax,  and  by  all  other  bodies  which  afibrd  the 
resinous  electricity.  If  a  lock  of  fine  long  hair  be  held  at  one 
end,  and  brushed  with  a  dry  brush,  the  separate  hairs  will  be- 
come electrified,  and  will  repel  each  other.  In  like  manner,  two 
insulated  pith  balls,  or  any  other  light  bodies,  will  repel  each 
other  when  they  are  electrified  the  same  way,  and  attract  each 
other  when  they  are  electrified  diflTerent  ways. 

Hence  it  is  easy  to  determine  whether  the  electricity  afforded  by 
a  given  body  is  vitreous  or  resinous ;  for,  having  electrified  the 
electrometer  by  excited  glass,  then  all  those  bodies,  which  when 

*  This  is  sometiincs  called  the  hypothesis  of  Symmer,  after  an  English  electrician 
of  that  name,  who  matured  and  illustrated  the  principle  first  suggested  hy  Du  Fay. 
(See  PhiL  Train.  1759.) 
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Qxcited  attract  Ihe  ball,  afford  the  resinous,  while  all  t£oM'« 
[  repc/  the  ball,  afford  the  vitreous  electricity. 

571.  Prop.  TV.  The  two  kiwis  of  electricity  are  produced  limL 
I  ta.neously;  the  one  hind  in  l/ie  body  rubbed,  the  other  in  the  riMer. 

For  example,  if  we  rub  a  glass  tube  with  a  silk  or  wooleit 
I  sloth,  the  glass  becomes  positive  and  the  cloth  negative,  T!ic 
kibregoing  law  holds  true  universally  ;  but  the  kind  of  electricity 
livrhich  each  subslance  acquires,  depends  upon  the  subsiauca 
■  JIgainst  which  it  is  nibbed.  If  we  rub  drj-  woolen  cloth  againft 
f  moolh  glas^f,  it  acquires  the  resinous,  and  the  glass  the  vitreous 
L  electricity ;  but  il'  we  rub  the  same  cloth  against  rough  glaaa,  tt 
T-  fcecomcs  positively,  while  the  glass  becomes  negatively  eleotri- 
I  fied.*  The  following  tabic  contains  a  number  of  electric  sub- 
I  atance!<,  arranged  in  such  a  w.  ^  that  M'hen  they  are  rubbed 
1  Bgainst  each  other,  any  substan  in  the  list  before  another  bfr- 
I  comes  positively,  and  any  subslanue  below  it  negatively  elcotrt 


Bed: 


1.  Fur  of  a  Cat, 

2.  Smooth  Glass, 

3.  Woolen  Cloth, 

4.  Feathers, 

5.  Wool, 


6.  Paper, 

7.  Silk, 

8.  Lac, 

9.  Rough  Glass, 
10.  Sulphur. 


The  fur  of  a  cat,  when  rubbed  against  any  of  the  bodies  in  the 
I  table,  always  affords  the  vitreous,  and  the  sulphur  always  the 
I  Rsinous  electricity.  Feathers  become  negative  when  rubbed 
I  Bgainat  the  fur  uf  a  cat,  smooth  glass,  or  woolen  cloth  ;  but  pos- 
I  bive  when  rubbed  against  wool,  paper,  silk,  lac,  rough  glass,  or 
mlphur-t 

572.  PaoF.  V.  Electricity  passes  through  some  bodies  with  the 
I  greatest  facility ;  through  others  tcith  ike  gj-eatest  apparent  difficulty, 
1  w  scarcely  at  all ;  and  others  have  a  conducting  power  intermediate 
fietween  the  two. 

Metals  and  charcoal,  water  and  all  liquids,  (oils  excepted.)  are 

food  conductors.     Melted  wax  and  tallow  are  good  conductors ; 
at  these  bodifs  while  solid  conduct  very  badly.     Glass,  rrsins, 
1  gums,  sealing  wax,  silk,  sulphur,  precious  stones,  oxides,  and  all 

Sases,  .ire  non-conductors,  or  at  least  very  bad  conductors.^ 
atmospheric  air  is  a  non-conductor  of  the  highest  class,  when 
||»erfectly  dry;  but  it  becomes  a  conductor  eiihcr  when  moist  or 
'  when  rarefied.     The  electric  fluid  easily  pervades  the  vacuum 

•  The  cluth  >hDuld  be  ntlached  to  a  g1n«  handle  to  iiuaUto  iL 
+  When  bliiok  81ockiug»  nm  worn  over  while,  iiumerotu  aparku  ate  tnqiHntly  ofc- 
■errvil  on  pulliii!r  olT  the  iiuler  pair,     The  same  appeanncec  tKxia  vrhcn  a  nlk   fir- 
mont  is  worn  ovi>r  Uanntl,     (See  an  iiitermiug  accnunt  of  Sjnumet'a  llpetUuaDb « 
tbu  nubject,  rn  Priesltey'i  HUtsry  of  Electricily,  p.  3G7.) 
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of  an  air-pump,  or  of  the  Torricellian  tube,  (Art.  460 ;)  but  these 
imperfect  vacuums :  it  is  said  that  electricity  cannot  pass 

rough  a  perfect  vacuum.* 

The  conducting  powers  of  most  bodies  are  influenced  by  chan- 
ges of  temperature,  and  also  by  changes  of  form.  Water,  in  its 
natural  state,  is  a  good  conductor ;  but  its  conducting  power  is 
increased  by  heat  and  diminished  by  cold.  Steam  ancf  ice  are 
Mch  inferior,  in  conducting  power,  to  pure  water ;  and  ice  be- 
low the  temperature  of —  13°  Fah.  becomes  an  electric  of  the 
highest  class.  Snow,  when  cold  and  dry,  is  a  bad  conductor. 
During  a  dry  snow  storm  the  air  frequently  becomes  highly  elec- 
tricaL 

The  same  body  frequently  exhibits  great  changes  in  conduct- 
ing power  by  changes  of  stat^*  ^r  chemical  constitution.  Thus, 
green  wood  is  a  conductor,  d^V"' baked  wood  a  non-conductor; 
charcoal  a  conductor,  ashes  i^  uon-conductor. 

578.  Strictly  speaking,  there  is  no  substance  known  that  is 
entirely  impervious  to  electricity ;  for  the  intensity  of  that  agent 
may  be  so  increased  as  to  force  it,  for  a  greater  or  less  distance, 
through  all  bodies.  Neither  is  there  any  body  in  which  the  con- 
ducting power  is  perfect.  The  following  table  presents  a  cata- 
logue of  bodies  arranged  in  the  order  of  their  conducting  pow- 
ers: 

CoiTDUCTORS. 

Metals^  the  more  perfect,  or  least  oxidable,  the  better. 

Charcoalj  better  when  prepared  from  hard  wood  and  well 
bamed. 

Plumbago, 

Charcoal  in  fine  powder. 

Pure  Water. 

Snow,  better  when  moist,  worse  when  dry. 

Limng  Vegetables, 

Living  Animals, 

Flame,  Smoke,  Steam. 

Rarefied  Air, 
Nojr-CONDUCTORS  OR  Electrigs. 

Lac,^  Amber,  Resins. 

Sulphur. 

Wax. 

Fat. 

*  Lib.  Use.  Knowl.,  Art.  Electricity,  p.  5. 

t  Lac,  which  is  placed  at  the  head  of  non.condactora,  b  a  species  of  resin,  sold  by 
the  druggists,  and  is  a  nubstanco  deposited  upon  a  tree  in  India,  by  a  certain  species 
of  insect — Shell  lac,  the  most  common  form  employed  in  electrical  experiments,  is 
nothings  more  than  lac  in  \t»  purest  form.^—Sealing  wax  is  substituted  for  lac  in  elec- 
trical experiments,  being  made  chiefly  of  that  substance. — Vamishe$  also,  which  are 
employed  to  coat  the  surfaces  of  electrical  apparatus,  owe  their  efficacy  to  lac,  of 
vmch  tiiey  are  chiefly  composed. 
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6hsSf  GemSf  Precious  Stones. 

Silk,  Wool. 

Hair,  Feathers. 

Cotton,  Paper. 

Dry  AtmospJteric  Air,  and  other  gases. 

Baked  Wood. 

India  Rubber. 

It  is  particularly  important  to  remember  that  Metals,  Wateft 
and  all  moist  substances,,  Animal  substances,  as  the  human  body, 
and  the  Earth  itself,  are  conductors ;  while  th6  Air,  when  diy, 
and  all  Resinous  and  Vitreous  substances  are  non-coTidticton. 
These  bodies  are  those  which  are  chiefly  concerned  in  making 
experiments  with  electrical  apparatus. 

574.  Prop.  VI.  Insulation  is  effected  in  various  degrees  of  fO^ 
fection,  according  to  the  state  of  the  atmosphere,  and  the  fuUwre  if 
the  substances  employed  as  insulators. 

If  the  air  were  a  conductor,  it  is  not  easy  to  see  how  the  elec- 
tric fluid  could  be  confined  so  as  to  be  accumulated.  It  is,  moi^' 
over,  only  when  the  air  is  dry  that  it  is  capable  of  insolatiiig 
well ;  hence,  in  damp,  foggy,  and  rainy  weather,  electrical  ap- 
paratus will  not  work  well  unless  the  air  is  dried  artificially  oj 
operating  in  a  close  room  highly  heated  by  a  stove.* 

Lac,  drawn  into  fine  threads,  is  the  most  perfect  insidator. 
Compared  with  silk  thread,  such  a  filament  is  ten  times  mcweet 
fectual  in  preventing  the  loss  of  the  fluid.  Fine  silk  thread,  how- 
ever, when  perfectly  dry,  is  among  the  best  insulators,  and  where 
great  delicacy  is  required,  a  single  filament  of  silk  as  it  coinef 
from  the  ball  of  the  silk-worm  is  employed.  Its  conductiiig 
power  is  somewhat  influenced  by  its  color, — black  being  the 
worst,  and  a  gold  yellow  the  best  color  for  insulating.  Gloss  is 
much  used  as  an  insulator,  especially  when  great  strength  is  re- 
quired, as  in  supports  to  various  kinds  of  electrical  apparatus- 
Glass,  however,  is  liable  to  acquire  moisture  on  its  surface,  in 
consequence  of  which  its  properties  as  an  insulator  are  materi- 
ally impaired.  This  inconvenience  is  obviated  by  giving  it  a 
thick  coat  of  varnish.  Fine  hair  is  a  good  and  convenient  sub- 
stance in  some  cases  of  insulation. 

In  certain  instances,  conducting  or  uninsulating  threads  are 
required.  Then  fine  silver  wires,  or  linen  threads  first  steeped 
in  a  solution  of  salt  and  dried,  are  used. 

575.  The  sphere  of  commynication  is  the  space  within  which 
a  spark  may  pass  from  an  electrified  body,  in  any  direction  from 
it.     It  is  sometimes  called  the  striking  distance.     The  sphere  cf 

*  We  havo  been  able  to  hold  public  lectures  on  electricity,  illustrated  by  numeMM 
experimente,  in  the  most  uufavarable  weather,  by  keeping  the  room  highly  heiit«d  If 
doM  stores. 


tn/fiicnce  is  the  space  within  which  the  power  of  attraction  of  an 
electrified  body  extends  in  every  way,  beyond  the  sphere  of 
communication.  A  glass  tube  strongly  excited  will  exert  an  in- 
fluence upon  the  gold  leaf  electrometer  at  the  distance  of  ten  or 
even  twenty  feet,  although  a  spark  could  not  pass  from  the  tube 
to  the  cap  of  the  electrometer  at  a  greater  distance  than  a  few 
inches. 

The  electricity  which  a  body  manifests  by  being  brought  near 
to  an  excited  body,  without  receiving  a  spark  from  it,  in  said  to 
be  acquired  by  Induction. 

When  an  insulated  conductor,  unelectrified,  is  brought  into 
the  neighborhood  of  an  insulated  charged  conductor,  its  electri- 
city undergoes  a  new  arrangement.  The  end  of  it  next  to  the 
excited  conductor,  assumes  a  state  of  electricity  opposite  to  that 
of  the  excited  conductor ;  while  the  farther  extremity  assumes 
the  same  kind  of  electricity.  Suppose  the  excited  conductor  is 
electrified  positively.  The  end  of  the  insulated  conductor  next 
to  it  becomes  negative,  and  the  remoter  end  positive ;  and  inter- 
mediate between  these  two  points,  there  occurs  a  place  where 
neither  positive  nor  negative  electricity  can  be  perceived.  This 
]^aae  is  called  the  neutral  point. 

The  reason  why  unelectrified  bodies  are  attracted  by  excited 
electrics  is,  that  they  are  put  Into  the  opposite  state  by  induction, 
and  then  attracted  upon  the  general  principle  laid  down  in  Prop, 
m.  When  they  come  into  the  sphere  of  communication  of  the 
excited  body,  they  immediately  acquire  the  same  kind  of  elec- 
tricity, and  are  repelled.  If  they  come  into  contact  with  unin* 
Bolated  bodies,  they  lose  the  electricity  they  have  acquired,  are 
^ain  put  into  the  opposite  state  by  induction,  again  attracted 
and  again  repelled.  This  process  will  go  on  until  the  electricity 
of  the  insulated  conductor  is  all  conveyed  away.* 

A  body  which  has  been  electrified  by  induction,  returns  to  its 
natural  state  instantaneously  when  the  electrifying  body  is  sud- 
denly withdrawn.  This  is  called  the  return  stroke.  Thunder 
clouds  sometimes  put  objects  beneath  them  under  so  powerful  an 
influence  of  induction,  that  on  the  return  to  the  natural  state  the 
ihock  is  so  violent  as  to  destroy  life. 

The  foregoing  general  principles  may  be  verified  with  very 
ample  apparatus,  such  as  pith  bails,  a  glass  tube,  and  a  stick  of 
leafing  wax.  But  the  same  facts  may  be  exhibited  in  a  much 
more  striking  and  impressive  manner  by  the  electrical  machine 
and  its  appendages,  and  our  attention  will  therefore  be  now  tum- 
•d  to  the  consideration  of  the  subject  of  electrical  apparatus. 
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CHAPTER  n. 


OF  ELECTRICAL  APPARATUS. 


570.  The  object  of  the  electrical  machine  is  to  accumuiate 
I  electricity.     It  is  made  of  several  different  forms,  but  two  of 
l^iese  forms  are  predominant,  which  it  will  be  sufHcieiit  for  our 
K present  purpose  to  describe ;  of  these,  one  is  called  the  Cyliodcr, 
E'^e  other,  the  Plate  Machine.     The  Cvunder  M.vcuiwe  is  repre- 
[aetited  in  Fig.  214.     The  principal  parts  belonging  to  it.  are  the 
^linder,  the  frame,  the  rubber,  and  the  prime  cunductor.     The 
_  tjftiitder  (A)  is  of  glass,  from  eight  to  twelve  inches  in  diameter, 
and  from  twelve  to  twenly-foar  inches  long.     It  tihould  be  per- 
fectly cylindrical,  otherwise  it  will  not  press  the  cushion  or  rub- 
ber evenly  when  turned.     It  must  be  as  siuoolh  as  possible,  for 
rough  glass  becomes  a  partial  condactor ;  thu  former  only  is 
suitable  for  affording  positive  electricity.     The  cylinder  should 
be  so  mounted  on  the  frame  as  to  revolve  without  waddling,  for 
such  a  motion  would  prevent  its  being  in  uniform  contact  with 
the  rubber.     The  frame  (B,  B)  is  made  of  wood,  which  must  be 
I  elose-grained,  well  seasoned,  and  baked  in  an  oven,  and  finally 
\  eoated  with  varnish,  the  object  of  all  this  preparation  being  to 


Fig.  214 


diminish  its  conducting  powers,  and  thus  prevent  its  wasting 
the  electricity  of  the  cylinder.  The  rubber  (C)  consists  of  a 
leathern  cushion,  stuffed  with  hair  like  the  padding  of  a  saddle. 
This  is  covered  with  a  black  silk  cloth,  having  a  flap  which  ex- 
tends from  the  cushion  over  the  top  of  the  cylinder  to  the  distance 


an 

of  an  inch  from  the  points  connected  ^vith  tlit^  prime  conductor, 
to  be  raenlioned  presently.  The  rubber  is  coated  with  an 
amalgam,*  made  of  mercury,  zinc,  and  tin.  which  preparation 
has  been  found,  by  experience,  to  produce  a  high  degree  of 
electrical  excitement,  when  subjected  tu  the  friction  of  glass. 
The  rubber  is  insulated  by  placing  it  on  a  solid  glass  pillar,  and 
ft  is  made  to  fit  closely  to  the  cylinder  by  means  of  a  spring 
Vorked  by  a  screw. 

The  prime  conductor  (D)  is  usually  a  hollow  brass  cylinder 
wth  hemispherical  ends.  It  is  mounted  on  a  solid  glass  pillar, 
with  a  broad  and  heavy  foot,  made  of  wood,  to  keep  it  steady. 
The  cylinder  is  perforated  with  small  holes,  for  the  reception  of 
vires  (c)  with  brass  knobs. 

It  is  important  to  the  conalrnction  of  an  electrical  machine, 
that  the  worlt  should  be  smooth  and  free  from  points  and  sharp 
edges,  sinco  these  have  a  tendency  to  dissipate  the  fluid,  as  will 
be  more  fully  understood  hereafter.  For  a  similar  reason,  the 
toachine  should  be  kept  free  from  dust,  the  particles  of  which 
act  like  points,  and  dissipate  the  electricity. 

577.  The  Plate  Machine.  (Fig.   215,)   consists  of  a  circular 

plate  of  glass  from  eighteen  to  twenty-four  mches  or  more  in 

Fig.  315. 


*  The  uiulgam  ncommendMl  by  Sini^r.one  of  Ihe  ablest  praclieal  electridana, 

mmpoKd  of  line  Iwe  duiifm,  of  liii  onn  onncs.  and  of  mercury  «i  oaoCM.     Tlia 

F  rise  and  tin  inay  be  melted  together  in  a  ladlr  or  cruciblr.  and  ponrrd  into  a  mortar 

y,  fterioiMly  faoali^,  to  (M-eveiil  tlic  suddeo  congeialjon  of  tlie  mclled  mttats.     A>  luou 
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diameter,  turning  vertically  on  an  axis  that  paBses  through  Jto 
center.  The  frame  is  composed  of  materials  similar  to  those 
which  compose  the  frame  of  the  cylindrical  machine.  This 
machine  is  furnished  with  two  pairs  of  rubbers,  attached  to  the 
top  and  bottom  of  the  plate.  The  prime  conductor  consists  of  a 
brass  cylinder,  proceeding  from  the  center  in  a  line  with  the 
axis,  and  having  two  branches,  which  serve  to  increase  its  sur- 
face, and  at  Ihe  same  time  to  connect  it  with  the  opposite  sides 
of  the  plate,  so  as  to  receive  the  electricity  as  it  is  evolved  from 
each  cushion. 

It  is  not  agreed  which  of  these  two  machines  affords  the  great- 
est quantity  of  electricity  from  the  same  surface  ;  but  the  cylin- 
der is  less  expensive  than  the  plate,  and  less  liable  to  break,  and 
is  more  convenient  for  common  use. 

578,  The  principles  of  the  electrical  machine,  will  be  readily 
comprehended  from  what  has  gone  before.  It  differs  from  the 
glass  tube,  only  in  affording  a  more  convenient  and  effectual 
mode  of  producing  friction.  By  the  friction  of  the  glass  cylinder 
or  plate  against  the  rubber,  electricity  is  evolved,  which  is  im- 
mediately transferred  to  the  prime  conductor,  and  may  be  taken 
from  the  latter  by  the  knuckle,  or  any  other  conducting  substance. 
If  the  glass  and  the  rubber  both  remain  insulated,  the  quantity 
of  electricity  which  they  are  capable  of  affording,  will  soon  be 
exhausted.  Hence,  a  chain  or  wire  is  hung  to  the  rubber  and 
suffered  to  fall  upon  the  table  or  floor,  which,  communtcating  as 
it  does  with  the  walls  of  the  building,  and  linally  with  the  earth, 
supplies  an  inexhaustible  quantity  of  the  fluid  to  the  rubber, 
in  cases  where  very  great  quantities  of  electricity  are  required, 
a  metallic  communication  may  be  Ibrmed  immediately  between 
the  rubber  and  the  ground. 

579.  In  order  to  indicate  the  degree  of  excitation  in  the  prime 
conductor,  the  Quadrant  Elrclrometer  is  attached  to  it-  as  is  rep- 
resented at  E  in  Fig.  214.  This  electrometer  is  formed  of  a 
semicircle,  usually  of  ivory,  divided  into  degn-es  and  minutes, 
from  0°  to  180°,*  the  graduation  beginning  at  the  bottom  of  the 
arc.  The  index  consists  of  a  straw,  moving  on  the  center  of  Ihe 
disk,  and  carrying,  at  the  other  extremity,  a  small  pith  ball.  The 
perpendicular  support  is  a  pillar  of  brass,  or  some  conducting 

u  (hey  aie  inlroducDd,  ihej  miul  be  n)Hd]y  sl.rrcd  with  iho  pcttlr,  durinf  irfaich 
proceu  Ibc  mercury  may  be  added,  and  ^e  slirring  conliaueil,  until  llie  mBMlnm  i* 
cold,  vtfa  it  will  be  in  tlic  form  of  pailo  or  fiiio  powder.     A   IKllo  lud  M  adiliBd.  to 

K't  the  amolgiinj  Ihe  proprr  coiwiDteuce  ;  bul.  if  when  applied  il  Im  w>nn»d  ■  Ullle, 
t  a  ■mall  prDpoiiioii  of  lard  need  be  used.     In  hot  weather,  leis  quickitilrn'  u  lo  b* 

the  division  U  caiiied  only  lo  90°,  wliicb  Ul  all  It 
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sobstance.  When  this  instrument  is  in  a  perpendicular  position, 
and  not  electrified,  the  index  hangs  by  the  side  of  the  pillar,  per- 
pendicularly to  the  horizon ;  but  when  the  prime  conductor  is 
electrified,  it  imparts  the  same  kind  of  electricity  to  the  index, 
repels  it,  and  causes  it  to  rise  on  the  scale  toward  an  angle  of 
90^9  or  to  a  position  at  right  angles  with  the  pillar.  It  is  obvious 
that  the  index  can  never  rise  higher  than  90°,  since  the  knob 
which  terminates  the  brass  pillar  is  electrified  to  the  same  de- 
gree as  the  prime  conductor,  and  repels  the  index  with  equal 
force.*  Nor  is  the  angle  at  which  the  index  remains  suspended 
to  be  regarded  as  the  true  measure  of  the  repulsive  force.  It 
has  been  demonstrated,  that,  in  order  to  estimate  this  force  truly, 
the  arc  of  the  electrometer  should  be  divided  according  to  a 
scale  of  arcs,  the  tangents  of  which  are  in  arithmetical  progres- 
sion.t 

580.  When  an  electrical  machine  is  skillfully  fitted  up,  and 
works  well,  on  turning  it,  circles  of  light  surround  the  cylinder 
or  plate,  and  brushes  or  pencils  of  light  emanate  copiously  from 
the  cushion  and  other  parts  of  the  machine.  The  circles  of  light 
eonsist  of  electric  sparks,  which  discharge  themselves  between 
fhe  excited  surface  and  the  rubber,  their  passage  being  so  rapid 
as  to  appear  like  a  continued  line,  like  that  of  a  small  stick  igni- 
ted at  the  end  and  whirled  in  the  air.  The  brushes  of  light  arise 
from  the  facility  with  which  the  fiuid  escapes  from  points  or  thin 
edges. 

The  experiments  which  were  previously  performed  on  electri- 
cal attractions  and  repulsions,  (Arts.  567 — 575,)  may  now  be  re- 
peated in  a  much  more  striking  manner,  and  various  other  exper- 
mients  added,  which  can  be  shown  only  when  electricity  is  ac- 
cumulated. 


*  Sometimes  when  the  knoh  is  so  small  that  the  electricity  escapes  from  it  as  from 
a  point,  it  does  not  repel  the  index  with  the  same  force  as  the  prime  conductor ;  in 
which  case  the  index  rises  above  90^. 

t  Partington's  Manual,  Nat.  Phil.,  11,  157. — As  electrical  machines  are  expensiye, 
and  not  always  easily  procured  by  the  private  learner,  it  may  be  useful  to  suggest  a 
Biode  of  fitting  up  a  cheap  apparatus.  A  large  tincture  bottle  may  be  procured  of  the 
apothecary,  for  the  cylinder.  A  cover  of  wcwd  may  be  cemented  to  each  end,  to  the 
center  of  which,  next  to  the  bottom,  is  screwed  a  projecting  knob  for  one  end  of  the 
axis,  while  the  part  of  the  axis  to  which  the  handle  is  attached,  is  screwed  into  the 
center  of  the  cover  of  wood  next  to  the  nozzle.  Thus  prepared,  it  may  be  mounted 
on  such  a  frame  of  hard  dry  wood  as  every  joiner  or  cabinet  maker  can  construct. 
A  tinner  can  make  the  prime  conductor,  and  several  other  appendages  to  be  described 
hereafter.  Junk  bottles  or  long  phials  serve  well  as  insulators.  Ingenious  students 
of  electricity  frequently  amuse  themselves  with  making  machines  of  this  description, 
tome  of  which  have  answered  nearly  every  purpose  of  the  most  expensive  kinds  ot 
apparatus. 

A  cement,  for  electrical  purposes,  may  be  made  by  melting  together  five  ounces  of 
resin,  one  ounce  of  beeswax,  one  ounce  of  Spanish  brown,  and  a  teaspoonfol  of  pla»- 
tar  of  Paris,  or  brick  dust 
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581.  We  proceed  to  enumerate  a  few  of  the  effects  of  eleclf 
city,  as  they  are  rxhibited  by  the  electrical  machine,  eoniimiig 
ouraelves  for  the  present  to  tliose  experiments  which  relate  to  at- 
traction and  repulsion,  and  the  passage  of  the  spark,  reserving 
such  as  relate  to  light  and  heat  to  future  sections.  The  follow- 
ing effects  may  be  observed  with  a  machine  of  moderate  pow- 
ers, the  rationale  of  which  the  learner  wilt  readily  supjily  from 
the  propositions  given  in  Art.  567,  Sic. 

(I.)  When  the  machine  is  turned,  a  downy  feather,  or  a  lock 
of  cotton  held  in  the  hnnd  by  a  conducting  Ihread,"  will  be  strong- 
ly attracted  toward  the  excited  surface. 

(3.)  A  skein  of  thread,  or  lock  of  fine  hair,  looped,  and  sus- 
pended by  the  loop  from  the  prime  conductor,  will  exhibit  strong 
repulsions  between  the  threads  or  hairs.  Lamp-wicb,  of  light 
and  spongj-  colton,  furnishes  the  best  threads  for  this  experiment 

(3.)  The  quadrant  electrometer  (Art.  579)  being  attached  to 
the  prime  conductor,  the  conducting  powers  of  different  sub- 
stances may  be  readily  tried.  Thus,  an  iron  rod  held  in  the 
hand,  and  applied  to  the  prime  conductor,  will  cause  the  index 
of  the  electmraeter  lo  fall  instantly;  and  the  same  effect  will 
follow  the  application  of  any  metallic  rod.  A  wooden  rod  of  the 
same  dimensions,  will  cause  the  index  to  descend  more  slowly; 
and  a  glass  rod  will  hardly  move  it  at  all.  These  experiments 
show  that  iron  is  a  perfect,  wood  an  imperfect  conductor,  and 
glass  a  non-conductor.  In  the  same  manner  the  conducting 
powers  of  a  stick  of  sealing  wax,  a  roll  of  silk,  or  cloth,  aud  of 
various  other  bodies,  may  be  illustrated. 

(-1.)  If  a  pith  ball,  or  feather,  or  any  other  light  body,  held  by 
a  silk  thread,  be  presented  to  the  prime  conductor,  it  w'ill  first  be 
attracted  and  then  repelled,  and  it  cannot  again  be  brought  into 
contact  with  the  electrical  conductor,  until  its  electricity  is  dis- 
charged by  communicating  with  the  finger,  or  some  unelectriGed 
conductor. 

{5.)  By  placing  light  bodies  between  an  electrified  conductor 
and  an  uniusulated  body,  they  may  be  made  to  move  wiih  grvat 
rapidity  backward  and  forward,  from  one  surface  to  the  other, 
being  alternately  attracted  and  repelled  by  Ihe  electrified  sur- 
face. By  this  means  are  performed  electrical  dances,  ihe  ring- 
ing of  bells,  and  a  variety  of  interesting  and  amusing  experi- 
ments, f 

(6.)  If  the  rubber  be  insulated  while  the  machine  is  turned, 
the  rubber  and  the  glass  cylinder,  or  plate,  will  be  found  to  bo 
in  different  electrical  states ;  an  insulated  body  attracted  by  the 
one  will  be  repelled  by  the  other. 

Bodies  are  electrified  positively  by  connecting  them  with  the 

"  The  oonducting  power  of  linen  or  colton  llirendii  b  improvrd  bj- 
Uem  with  Ihe  Imalh. 

t  Sea  Siagtr't  ElemtnU  of  EUctriciiy,  for  s  good  (election  of  Iheae  expet 
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glass,  by  means  of  the  prime  conductor,  and  negatively  by  con- 
necting them  with  the  rubber,  the  latter  being  insulated,  and  the 
prime  conductor  uninsulated. 

(7.)  An  electrified  body  frequently  exhibits  a  tendency  to  sep- 
arate into  minute  parts,  these  parts  being  endued  with  tne  power 
of  mutual  repulsion.  Thus,  a  lock  of  cotton,  when  electrified, 
is  separated  into  its  minutest  fibres.  Melted  sealing  wax,  when 
attached  by  a  wire  to  the  prime  conductor,  is  divided  into  fila- 
ments so  small  as  to  resemble  red  wool.  Water,  dropping  from 
a  capillary  syphon  tube,  on  being  electrified,  is  made  to  run  out 
in  a  great  number  of  exceedingly  fine  streams.  Water,  spouting 
from  an  air  fountain,  (Art.  458,)  is  divided  into  a  number  of  rays, 
presenting  the  appearance  of  a  brush. 

(8.)  A  portion  of  electrified  air,  in  consequence  of  the  mutual 
repulsion  between  its  particles,  expands,  and  when  at  liberty  to 
escape,  becomes  rarefied.  Thus,  a  current  of  air  may  be  set  in 
motion  from  an  electrified  point,  or  small  ball,  or  be  made  to  is- 
sue from  the  neck  of  a  bottle. 

Such  are  some  of  the  leading  experiments  which  may  be  per- 
formed with  the  conmion  electrical  machines,  in  addition  to  those 
which  are  connected  with  light  and  heat,  to  be  more  particular- 
ly described  hereafter. 

TOBSION  BALANCB. 

682.  The  instrument  called  the  Torsion  Balance,  invented  by 
Coulomb,*  exceeds  all  others  in  delicacy  and  the  power  of  meas-  . 
nring  small  forces ;  and  in  the  skillful  hands  of  the  inventor,  it 
fhmished  the  means  of  very  refined  investigations  into  the  most 
hidden  laws  of  electricity.  The  same  instrument  was  also  ap- 
plied to  similar  researches  in  several  other  branches  of  physics, 
affording  in  each  case  an  example  of  the  most  refined  experi- 
mental analysis. 

The  force  employed  to  estimate  any  given  power  of  electric 
attraction,  is  the  force  of  torsion ;  that  is,  the  efibrt  made  by  a 
twisted  thread  or  wire  to  untwist  itself.  Since  the  thread  may 
be  small  to  any  extent,  and  may  be  of  any  length,  (and  the  force 
of  torsion  is  found  to  be  inversely  as  the  length,  and  directly  as 
the  fourth  power  of  the  thickness,t)  the  degrees  by  which  this 
force  is  increased  as  the  thread  is  turned,  may  difier  from  each 
other  by  the  smallest  conceivable  quantity,  and  yet  be  separated 
by  spaces  far  enough  asunder  to  be  susceptible  of  being  measured 

*  Charles  Aujpistui  Coulomb,  was  a  veiy  distinguished  member  of  the  French  Aca- 
demy, and  remarkable  for  his  assiduity  and  precisiou  in  experimental  reeparches.  He 
floQiwhed  during  the  latter  part  of  the  last  century.  His  experiments  on  electricity, 
magiietim,  friction,  and  the  resistance  of  fluids,  are  among  the  finest  in  uatoral  phi- 
kaophy. 

t  Blot,  P^Mi  El.  tome  I,  339. 
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with  the  utmost  precision  ;  and  thus  any  force,  as  that  of  ele^ 
trical  attraction,  required  to  hold  the  successive  degrees  of  the 
force  of  torsion  in  equilibrium,  may  be  exactly  ascertained.  If, 
by  a  fine  thread,  (whicb  may  he  either  the  smallest  filament  of 
si'lh,  or  the  finest  silver  wire,)  we  suspend  a  horizontal  needle, 
as  in  the  electrometer  represented  in  Fig.  213,  the  least  conceiv- 
able force  applied  at  the  extremities  of  the  needle,  will  put  it  in 
motion.  A  lever  an  inch  long,  suspended  by  a  fibre  of  silk  fonr 
inches  in  length,  requires  a  force  only  the  sixty  thousandth  part 
of  a  grain,  to  twist  it  three  hundred  and  sixty  degrees. 

583.  The  construction  of  the  instrument  is  as  Fig.  ait 
follows.  In  order  to  guard  the  suspended  needle 
from  the  agitations  of  the  air,  it  is  protected  by  a 
glass  cylinder,  AB,  having  a  movable  lid,  C,  from 
the  center  of  which  rises  a  smaller  glass  cylinder, 
D,  which  covers  the  suspending  thread ;  this  latter 
cylinder  is  surmounted  by  a  graduated  circle,  M, 
upon  which  moves  a  pointer  or  index,  connected  at 
the  center  with  the  suspending  thread,  which  is 
twisted  when  the  index  is  turned.  The  lid,  C,  is 
perforated  with  a  hole  to  allow  access  to  the  pith 
ball  of  the  needle.  In  the  figure,  this  opening  is 
represented  as  closed  hy  the  handle  of  a  movable  rod  of  glass  or 
lac,  which  insulates  the  ball  a,  by  which  electricity  is  conveyed 
to  the  ball  b  of  the  needle.  On  a  level  with  the  needle  is  a  cir- 
cular band,  graduated  into  degrees  and  minutes.  It  is  usually 
made  of  paper,  and  pasted  around  the  cylinder. 

To  prepare  the  apparatus  for  experimenis,  the  index  on  M  is 
set  opposite  to  zero,*  and  then  the  circle,  conveying  the  index 
along  with  it,  is  turned,  until  the  ball  of  the  needle  rests  opposite 
to  zero,  on  its  graduated  circle.  In  this  situation,  the  suspending 
thread  is  entirely  untwisted,  or  free  from  torsion.  Now  let  the 
ball  a  be  electrified,  by  receiving  a  spark  from  the  prime  con- 
ductor, and  let  it  be  introduced  to  the  level  of  the  needle.  The 
ball  b  of  the  needle  being  unelectrified,  is  first  attracted  to  the 
electrified  ball,  imbibes  the  same  kind  of  electricity,  and  is  then 
repelled  to  a  greater  or  less  distance,  according  to  the  intensity 
of  the  eleclricity.  On  account  of  the  extreme  delicacy  of  the 
instrument,  only  a  very  small  charge  must  be  applied  ;  otherwise 
the  agitation  of  the  needle  will  be  in  danger  of  breaking  the 
thread,*  or  the  arc  described  by  the  needle  will  be  inconvenient- 
ly large.  The  charge  is  therefore  applied  from  a  pin's  bead,  the 
pin  itself  being  concealed  in  sealing  wax.  The  pin's  head  being 
electrified,  it  Is  touched  by  the  ball  a,  by  means  of  which,  the 
charge  Is  introduced  into  the  cylinder  and  mode  lo  communicate 

The  filamenl  iwed  by  Coulomb  in  aome  at  hia  ei]>eiuiiMiU,  WM  ■  ailTar  win,  ■ 
foot  cf  which  weighed  only  one  oitBeQlh  of  a  grain. 
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"with  the  ball  b  of  the  needle.  Suppose  the  force  of  repulsion  be- 
tween the  two  balls  to  be  such,  that  the  needle  will  finally  settle 
at  the  distance  of  36^  from  zero,  or  the  point  where  it  was  qui- 
escent, it  would  describe  a  greater  arc  in  that  direction,  were 
not  its  motion  counteracted  by  the  force  of  torsion,  exerted  by 
the  suspending  wire. 

584.  Our  object,  it  will  be  recollected,  is  to  estimate  the  force 
of  this  repulsion  at  different  distances  from  the  electrified  ball  a. 
This  is  done  by  finding  the  relative  forces  of  torsion  required  to 
bring  those  respective  forces  of  repulsion  to  an  equilibrium.  We 
therefore  turn  the  index  upon  the  circle  M  in  a  direction  opposite 
to  that  in  which  the  needle  moved,  and  observe  the  number  of 
degrees  through  which  the  index  must  be  turned,  in  order  to 
make  the  ball  b  approach  to  any  given  distance  Fig,  217. 

of  the  ball  a.  Coulomb  proceeded  as  follows. 
The  ball  b  being  electrified  by  contact  with  a, 
receded  from  it,  describing  an  arc  of  36^.  The 
index  on  the  circle  M  was  then  turned  in  the 
opposite  direction,  until  the  needle  was  carried 
back  to  the  distance  of  16®,  which  required 
the  index  to  be  turned  over  126^.  Again  the 
index  was  turned  until  the  needle  was  brought  to  the  distance 
of  8i°,  which  required  it  to  be  turned  over  667®.  Let  abd  re- 
present the  circle  in  which  these  movements  were  performed,  c 
Deing  its  center.  Take  ab  equal  to  36®,  then  b  will  be  the  posi- 
tion of  the  needle  after  the  first  repulsion.  The  index  which 
carries  the  thread,  being  now  turned  backward  126®,  the  ball  6, 
•were  it  free  to  move,  would  be  carried  over  the  same  arc  to  d\ 
126°  beyond  a,  but  on  account  of  the  repulsion  of  the  ball  a,  it 
stops  short  at  6',  at  the  distance  of  18°  from  a.  Therefore,  the 
force  of  repulsion  of  the  two  balls  is  126®+18®=144°.  fn  the 
third  ease,  where  the  index  was  turned  567°,  and  the  needle 
brought  to  the  distance  of  8^°  of  a,  were  it  not  for  the  repulsion 
between  the  balls,  the  needle  would  have  been  carried  567°  be- 
yond a  to  d,  but  stops  short  of  a  8^°  ;  therefore,  that  repulsion  is 
equal  to  567®+8i=575J°.  Hence,  the  respective  forces  of  re- 
pulsion exerted  at  the  several  distances,  were  as  follows  : 

36°         -         -         -         -       36  which  are  1  :     1. 

18°         -         -         -         -     144        "         "    i  :     4. 

8;°  -  -  -  -  575J  *•  "  J  :  16,  nearly. 
It  appears  that  the  distances  are  to  one  another  nearly  in  the 
ratio  of  the  numbers  1,  J,  J,  while  the  corresponding  forces  are 
as  1,4,  16  ;  that  is,  the  force  of  repulsion  between  two  electrified 
bodies,  at  different  distances,  varies  inversely  as  the  square  of  the 
distanced*  ' 

•  Biot,  Precis  El^m.  tome  I,  482. 
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The  same  law,  therefore,  governs  the  electrical, forces  as  that 
which  prevails  among  the  bodies  of  the  solar  sysLcm. 

585,  Analogoas  exporiments  prove  that  attraction  obeys  the 
same  law,  Some  practical  ditHculty  was  experienced  by  Coulomb, 
in  his  experiments  on  attraction,  since,  when  the  balls  are  dilTer- 
ently  electrified,  as  ihcy  must  of  course  be  in  experiments  on  at- 
traction, they  will  come  togelLer  if  brought  within  moderate 
distances  of  each  other.  But  the  law  was  satisfactorily  shown 
to  hold  good,  at  such  distances  as  were  susceptible  of  measure- 
ment, and  the  law  was  further  established  by  a  process  totally 
different  from  the  preceding.  It  consisted  in  bringing  the  sus- 
pended needle  near  to  an  insulated  electrified  sphere,  by  which 
It  is  made  to  oscillate  with  grealer  or  less  rapidity,  according  to 
its  degree  of  proximity.  Tlie  number  of  oscillations,  in  a  given 
time,  i.s  a  mensure  of  the  force  of  attraction,  as  the  number  of 
oscillations  of  the  pendulum  measures  the  force  of  gravity,  being 
universally  as  the  square  root  of  the  forces.  (Art,  183.)  The 
proposition  may  therefore  be  stated  in  general  terms — 

T/ie  force  of  electrical  altraclion  or  rejiitliion,  at  different  distan- 
ces from  an  electrified  body,  varies  inversely  at  the  square  ef  the 
distance. 


BATE   AT   WHICH   CHABGEH    BODIES   LOBE  THEIB    ELECTBICrTT, 


586.  It  is  a  well-known  fact,  that  when  an  insulated  com 
or,  charged  with  electricity,  is  suHered  to  remain  untouched  for 
a  certain  time,  it  will  gradually  lose  its  charge.  Now  since,  in 
some  of  the  delicate  researches  of  Coulomb,  a  considerable  time 
was  necessarily  occupied,  the  electrified  bodies  under  examina- 
tion might  change  their  degree  of  excitement  during  the  experi- 
ments, and  thus  give  a  fallncious  result.  It  heetime  imporlant, 
thereforcrto  ascertain  ihe  law  according  to  which  this  dis^pa- 
tion  or  loss  of  electricity  took  place,  and  to  make  suitable  allow- 
ance for  it. 

Three  causes  chiefly  operate  in  depriving  a  body  under  these 
circumstances  of  its  electricity  :— first,  the  imperfection  of  bodies 
employed  as  insulators ;  secondly,  the  contaet  of  succesMvc  por- 
tions of  air,  every  particle  of  which  carries  off  a  certain  quantity 
of  the  fluid ;  thirdly,  the  presence  of  moisture,  which  increases 
the  conducting  powers  of  all  surfaces.  (Art,  373.)  Ko  sub- 
stance is  actually  impervious  to  electricity ;  that  is,  there  is  no 
substance  known,  of  which  any  portion,  however  small,  will  in- 
sulate perfectly  any  charge  however  great.  Still,  by  diminishing 
the  intensity  of  the  charge,  or  by  increasing  (he  length  of  the 
substance  it  has  to  traverse,  a  degree  of  insulation  may  bo  ob- 
tained in  which  the  escape  of  tbe  fluid  is  imperceptible.  This 
tendency  of  electricity  to  escape  from  ehanjed  bodies,  is  inde- 
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pendent  of  the  chemical  nature  of  those  bodies,  being  the  same, 
under  similar  circumstances,  for  balls  of  wax,  copper,  elder  pith^ 
and  various  other  substances.  The  same  tendency  is  equally 
independent  of  the  shape  and  magnitude  of  bodies,  unless  when 
the  intensity  of  the  charge  is  high  ;  in  which  case,  a  figure  that 
inTolves  points  and  edges  favors  the  dissipation  of  the  fluid. 
When  bodies  are  highly  charged,  the  electricity  is  lost  with  com- 
parative rapidity  ;  more  slowly  as  the  charge  is  less  ;  and  the 
air  being  dry,  and  the  insulator  of  a  proper  length,  a  certain 
charge  will  be  retained  without  further  loss.* 

But  the  chief  source  of  dissipation  of  the  electric  charge,  arises 
from  moisture,  either  existing  in  the  air,  or  settling  upon  the  sur- 
&ce  of  the  insulating  supports,  or  imbibed  into  the  fibres  of  in- 
sulating threads. 

• 

DISTRIBUTIOM   OF   ELECTSICrFT. 

587.  Does  electricity  reside  only  at  the  surfaces  of  bodies,  or  is 
it  expanded  throughout  the  whole  of  their  substance  ?  Coating 
a  conductor  with  some  non-conducting  substance,  (as  a  wire  with 
■ealing-wax,  leaving  the  ends  naked,)  does  not  in  the  least  im- 
pede the  passage  of  fluid  through  it  Indeed,  every  conductor 
may  be  considered  as  really  in  this  situation,  being  in  contact 
with  a  stratum  of  air  on  every  side,  which,  when  dry,  is  a  good 
non-conductor.  The  conclusion  from  this  fact  is,  that  the  pass- 
age of  the  fluid  is  not  conflned  to  the  surface,  mathematically 
considered,  but  must,  at  least,  occupy  the  exterior  stratum  of  the 
conductor.  It  was  found,  however,  by  Coulomb,  that  if,  of  two 
bodies  of  equal  surface  and  similar  form,  as  two  equal  spheres, 
one  be  electrified^  and  the  other  be  brought  into  contact  with  it, 
the  electricity  will  be  equally  divided  between  them,  and  that 
this  takes  place  when  one  sphere  is  solid  and  the  other  hollow, 
equally  as  when  both  spheres  are  solid.  Hence  it  is  inferred, 
that  electricity  resides  only  at  or  very  near  the  surfaces  of  bodies.t 

588.  This  fact  is  strikingly  illustrated  by  Fig.  218. 
an  experiment,  proposed  by  M.  Biot.  J  Let  S, 
(Pig.  218,)  represent  any  spheroid  of  con- 
ducting matter,  suspended  by  a  thread  of 
some  perfectly  insulating  substance.  Let  E, 
£,  be  two  caps  formed  of  gilt  paper,  tinfoil, 
or  any  other  conductor,  and  such  that  when  united,  they  accu- 


•  LunD,  Encyc.  Metrop. 

t  Ahhou{ir|i  electricity  resides  only  at  the  surfaces  of  bodies,  yet  the  condactin|r 
power  of  a  body,  that  is,  its  power  to  tnuuunit  a  charge,  is  proportioned  to  the  mass, 
or  quantity  of  matter.     (Faraday.) 

X  Precis  El^m.  tome  I,  p.  498. 
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rately  fit  the  surface  of  the  spheroid.  An  insulating  handle  of 
lac  is  also  attached  to  each  of  the  caps.  Now  let  there  be  com- 
municated to  the  ball  S,  any  degree  of  electricity,  and  then  care- 
fully apply  to  it  the  two  caps,  holding  them  by  their  insQlatiog 
handles.  Upon  removing  these  caps,  it  will  be  found  that  every 
particle  of  electricity  has  been  abstracted  from  the  spheroid,  so 
that  it  will  no  longer  affect  the  most  delicate  electrometer; 
while  the  two  caps  will  be  found,  upon  accurate  trial,  to  have 
acquired  preciselv  the  same  quantity  of  electricity  that  before 
resided  upon  the  body  S. 

A  proof  of  this  point,  equally  conclusive,  and  applicable  to 
bodies  of  every  form,  was  devised  by  Coulomb.  An  insulated, 
solid  conductor,  of  any  figure,  being  provided,  cavities  were  dug 
in  it,  to  different  depths  below  the  surface,  and  in  several  different 
places,  and  the  body  was  electrified.  A  proof  plane^  as  it  was 
called,  consisting  of  a  small  circle  of  gilt  paper,  to  which  was  a^ 
tached  an  insulating  handle  of  lac,  was  introduced  into  these  va- 
rious cavities  at  different  depths.  It  was  then  withdrawn,  and 
tested  by  the  electrometer,  and  not  the  slightest  trace  of  electri- 
city was  indicated.  In  these  experiments,  care  w^'as  taken  to  in- 
troduce the  proof  plane,  in  such  a  way  as  not  to  touch  the  edgei 
of  the  cavities,  or  any  part  of  the  surface,  the  object  being  to 
ascertain  whether  signs  of  electricity  were  exhibited  at  any  depth 
below  the  surface.  The  conclusion  was,  that  there  were  none, 
and  consequently  that  the  electricity  of  excited  bodies  resides 
wholly  at  the  surface.* 

An  experiment,  which  may  be  easily  repeated,  shows  how 
much  the  intensity  of  an  electric  charge  is  affected  by  the  extent 
of  surface  which  it  pervades.  Let  a  sheet  of  tinfoil  be  wrapped 
several  times  around  an  insulated  cylinder,  which  is  mounted  so 
€ts  to  turn  horizontally  on  an  axis.  Upon  unwinding  the  metaUie 
sheet,  and  thus  increasing  the  extent  of  electrified  surface,  an 
electrometer  connected  with  the  cylinder  will  indicate  a  decline 
in  the  intensity  of  the  charge,  at  every  successive  enlargement 
of  surface. 

589.  Although  electricity  resides  at  the  surface  of  an  electrified 
body,  yet  it  is  not  distributed  unifomily  over  that  surface,  except 
the  body  be  a  perfect  sphere,  but  is  unequally  accumulated,  in 
different  parts  of  the  surface,  in  a  manner  depending  on  the  fig- 
ure of  the  body.  The  principle  may  be  enunciated  in  general 
terms,  thus : — 

In  conductors  of  an  elongated  fgure,  the  electricity  is  accumu- 
latcd  toward  the  two  ends,  and  withdrawn  more  or  less  from  the 
central  parts. 

Coulomb,  in  his  investigations  on  this  subject,  employed  the 

*  Biot,  Ph^cis  EL  I,  p.  500 
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]pTW$  plane^  (Art.  588,)  the  circle  of  gilt  paper  being  so  small 
as  to  bear  no  considerable  ratio  to  the  surface  of  the  electrified 
body  under  examination.  By  touching  this  plane  to  different 
points  of  the  surface,  the  plane  imbibes  the  charge  belonging  to 
uiat  point,  and  may  be  made  to  transfer  it  to  the  balls  of  the  elec- 
trical balance.  (Fig.  216.)  Then  the  amount  of  torsion  required 
to  bring  the  balls  to  the  same  given  distance  of  each  other,  will 
be  a  measure  of  the  charge  conmiunicated  to  the  balls  in  each 
ease ;  that  is,  the  torsions  will  indicate  the  ratios  existing  between 
the  diifferent  charges  of  electricity,  at  different  points  in  the  sur- 
face of  the  body  under  examination. 

In  this  manner.  Coulomb  determined  the  distribution  of  elec- 
tricity upon  a  steel  plate,  eleven  inches  long,  one  inch  broad, 
and  half  a  line  thick,  insulated  and  electrified.  In  order  to  cover 
the  breadth  of  the  plate,  the  gilt  paper  was  made  an  inch  long, 
but  very  narrow.  First,  the  proof  plane  was  applied  to  the  cen- 
ter of  tne  plate,  and  at  one  inch  from  the  extremity ;  the  latter 
diarge  was  to  the  former  as  1.2  to  1,  and  therefore  nearly  equal. 
Secondly,  on  applying  the  plane  quite  at  the  extremity,  the 
charge  was  to  tnat  at  the  center  as  2  to  1.  Thirdly,  the  plane 
was  applied,  at  one  end,  to  the  extreme  edge,  so  as  to  be  in  con- 
tact with  both  surfaces ;  in  which  case,  the  charge  was  double 
that  of  each  extreme  surfSetce,  and,  of  course,  four  times  that  of 
the  central  parts. 

590.  Hence  it  appears,  that  the  electricity  of  a  conductor, 
analogous  to  the  steel  plate  employed  in  the  foregoing  experiments, 
is  nearly  uniform  on  all  parts  of  the  surface,  except  the  two  ends, 
where  it  becomes  twice  as  great  as  in  the  other  parts.  The  rapid 
increase  of  electricity  toward  the  extremities,  appears  also  in 
other  bodies  of  an  elongated  figure ;  and  the  augmentation  is  the 
more  rapid,  as  the  length  is  greater  in  respect  to  the  diameter ; 
and  when  the  extremity  becomes  elongated,  like  the  point  of  a 
cone,  the  accumulation  at  that  extremity  becomes  so  great,  that 
the  resistance  of  the  air  is  not  sufiicient  to  retain  it,  and  it  escapes, 
producing  the  electric  spark.  Hence  the  reason  why  points, 
connected  with  an  electrified  conductor,  dissipate  the  fiuid  so 
rapidly. 

The  limited  extent*of  this  work,  does  not  permit  us  to  give  a 
more  particular  account  of  the  researches  of  Coulomb,  carried  on 
by  the  aid  of  the  torsion  balance  ;  but  we  would  recommend  these 
researches,  as  detailed  by  Biot,*  to  the  student  of  natural  philos- 
ophy, as  examples  of  the  most  refined,  ingenious,  and  conclusive 
experiments. 

*  Precis  El^mentaire  do  Fhysiqaei  tome  L 
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CHAPTER  m. 


OF  THE  LEYDEN  JAR. 


591.  This  instrument^  which  is  a  very  important  and  interest- 
ing article  of  electrical  apparatus,  consists  of  a  glass  jar,  coated 
on  both  sides  with  tinfoil,  except  a  space  on  the  upper  end,  wth- 
in  two  or  three  inches  of  the  top,  which  is  either  left  bare,  or  is 
covered  with  a  coating  of  varnish,  or  a  thin  layer  of  sealing 
wax.  To  the  mouth  of  the  jar  is  fitted  a  cover  of  hard  baked 
wood,  through  the  center  of  which  passes  a  perpendicular  wire, 


Fig.  219. 


Fig.  220. 


terminating  above  in  a  knob,  and  below  in  «a  fine  chain,  that 
rests  upon  the  bottom  of  the  jar.  On  presenting  the  knob  of  the 
jar  near  to  the  prime  conductor  of  an  electrical  machine,  while 
the  latter  is  in  operation,  a  series  of  sparks  passes  between  the 
conductor  and  the  jar,  which  will  gradually  grow  more  and  more 
feeble,  until  they  cease  altogether.  The  jar  is  then  said  to  be 
charged.  If  now  we  take  the  discharging  rod,  (which  is  a 
crooked  wire,  armed  at  each  end  with  knobs,  and  insulated  by  a 
glass  handle,  as  in  Fig.  220,)  and  apply  one  of  the  knobs  to  the 
outer  coating  of  the  jar,  and  bring  the  other  to  the  knob  of  the 
jar,  a  flash  of  intense  brightness,  accompanied  by  a  loud  report, 
immediately  ensues.  On  applying  the  discharging  rod  a  second 
time,  a  feeble  spark  passes,  being  the  residuary  charge,  after 
which  all  signs  of  electricity  disappear,  and  the  jar  is  said  to  be 
dischnrgfd. 

If,  ihst  ?ad  of  the  discharging  rod,  we  apply  one  hand  to  the 
outside  of  the  charged  jar,  and  bring  a  knuckle  of  the  other 
hand  to  the  knob  of  the  jar,  a  sudden  and  surprising  shock  is 
felt,  convulsing  the  arms,  and,  when  sufficiently  powerftil,  pass- 
ing through  the  breast. 


592.  The  Leyden  jar  derives  its  name  from  the  place  of  its 
discovery.    In  the  year  1746,  while  some  philosophers  of  Leyden 
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'were  performing  electrical  experiments,  one  of  them  happened 
to  hold,  in  his  hand,  a  tumbler  partly  filled  with  water,  to  a  wire 
connected  with  the  prime  conductor  of  an  electrical  machine. 
When  the  water  was  supposed  to  be  sufficiently  electrified,  he 
attempted,  with  the  other  hand,  to  detach  the  wire  from  the  ma- 
chine ;  but  as  soon  as  he  touched  it,  he  received  the  electric 
shock.  It  was  by  imitating  this  arrangement,  that  the  Leyden 
jar  was  constructed  ;  for  here  was  a  glass*cylinder,  having  good 
conductors  on  both  sides,  viz.  the  hand  on  the  outside,  and  water 
on  the  inside,  which  were  prevented  from  commimicating  with 
each  other  by  the  non-conducting  powers  of  the  glass.  A  me- 
tallic coating,  as  tinfoil  or  sheet  lead,  was  substituted  for  the 
two  conductors,  and  a  jar  for  the  tumbler,  and  thus  the  electrical 
jar  was  constructed. 

593.  Those  who  first  received  the  electric  shock  from  the 
Leyden  jar,  gave  the  most  extravagant  account  of  its  effects. 
M.  M uschenbroeck,  a  philosopher  of  Leyden,  of  much  eminence, 
said  that  **  he  felt  himself  struck  in  his  arms,  shoulders,  and 
breast,  so  that  he  lost  his  breath,  and  it  was  two  days  before  he 
recovered  from  the  effects  of  the  blow  and  the  terror  ;  adding, 
that  he  would  not  take  a  second  shock  for  the  kingdom  of 
France."  M.  Winkler,  of  Leipsic,  testified,  that  "  the  first  time 
he  tried  the  Leyden  experiment  he  found  great  convufsions  by  it 
in  his  body ;  and  that  it  put  his  blood  into  great  agitation,  so 
that  he  was  afraid  of  an  ardent  fever,  and  was  obliged  to  use 
refrigerating  medicines.  He  also  felt  a  heaviness  in  his  head, 
as  if  a  stone  lay  upon  it,  and  twice  it  gave  him  a  bleeding  at  the 
nose." 

In  an  age  less  enlightened  than  the  present,  and  less  famil- 
iar with  the  wonders  of  philosophy  and  chemistry,  the  striking 
and  truly  surprising  effects  of  electricity,  as  exhibited  by  the 
Leyden  jar,  would  nafurally  excite  great  admiration  and  aston- 
ishment. Accordingly,  showmen  travelled  with  this  apparatus 
through  the  principal  cities  of  Europe,  and  probably  no  object 
of  philosophical  curiosity  ever  drew  together  greater  crowds  of 
spectators.  It  was  this  astonishing  experiment,  (says  Dr.  Priest- 
Iey»)  that  gave  eclat  to  electricity.  From  this  time  it  became 
the  subject  of  general  conversation.  Everybody  was  eager  to 
see,  and,  notwithstanding  the  terrible  account  that  was  reported 
of  it,  to  feel  the  experiment ;  and  in  the  same  year  in  which  it 
was  discovered,  numbers  of  persons,  in  almost  every  country  in 
Europe,  got  a  livelihood  by  going  about  and  showing  it.  All 
the  electricians  of  Europe,  also,  were  immediately  employed  in 
repeating  this  great  experiment,  and  in  attending  to  the  circum- 
stances of  it."*^     With  similar  assiduity,  and  unequalled  success, 

•  Phestlej'fl  Hist  Elec.,  p.  84. 
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Dr.  Franklin  betook  himself  to  experiinenta  on  llie  Jjoyt 
He  eflectually  investigated  all  its  properties,  by  very  diversi^ed 
and  ingenious  experiments,  and  gave  the  tirst  rational  explanai- 
tion  of  the  cause  of  its  phcnooieua.  The  following  expcrimeiils 
may  be  easily  repeated. 

594.  (1.)  The  jar  is  charged  hy  bringing  the  Itnob  near  to  At 
prime  conductor,  tchik  the  machine  is  in  operation.  One  mode  of 
charging  the  jar  has  been  already  mentioned  in  Arl,  591.  It 
may,  however,  either  be  held  in  the  hand,  or  placed  on  the  table, 
or  on  any  conducting  support :  the  only  circumstance  to  be  at- 
tended to  is,  that  the  outside  shall  be  uninsulated.  A  Jar,  while 
charging,  will  sometimes  discharge  itself  spontaneously.  This 
elTect  will  be  more  likely  to  happen,  if  the  uncoated  intenal 
very  clean  and  dry,  and  may  be  prevented  altogether,  by  ptoi 
ooely  breathing  on  the  uncoated  part.* 

(2.)  T/ie  opposite  sities  of  a  charged  jar  are  in  differevt  th 
at  states,  the  one  positive  and  the  other  negative.  Thus,  if  a 
ball,  suspended  oy  a  silk  thread,  be  applied  to  the  knob,  it 
first  be  attracted  to  it,  and  then  repelled  ;  but  it  will  now  be  at- 
tracted by  the  outside  coating,  until  it  becomes  electrified  in  the 
same  way,  and  then  repelled,  and  so  on. 

^3.)  In  order  to  receive  the  charge,  the  outside  of  the  jar  must  be 
unmsulalid.  If  we  attach  a  string  to  the  knot)  of  the  jar,  and 
suspend  the  jar  in  the  air,  to  the  prime  conductor,  and  put  the 
machine  in  operation,  no  charge  will  be  communicated  to  the 
jar.  The  same  result  will  follow,  if  the  jar  stands  on  an  insu- 
lated stand,f  or  is  insulated  by  any  oilier  method.  An  insulated 
jar,  however,  may  be  charged  by  connecting  its  knob  with 
positive  conductor,  and  its  outer  coating  with  the  rubber.J 

(4.)  A  second  jar  may  be  cfiarged,  by  cammumcntion  wUk 
outside  of  the  first,  white  the  latter  is  reveiving  its  charge.  \ 
charge  communicated  to  the  second  jar,  ts  of  the  same  kind 
that  of  the  first,  and  nearly  of  the  same  degree  of  intensity,  pro- 
vided the  capacity  of  the  two  jnrs  be  the  same.  Moreover,  if  a 
third,  a  I'ourlh,  or  any  number  of  jars  of  the  same  size,  be  con- 
nected in  a  similar  manner  with  each  other,  namely,  having  the 
knob  of  each  in  communication  with  the  outside  coating  of  the 
next  preceding, — then  all  the  jars  will  be  charged  with  the  same 
kind  of  electricity,  but  the  degree  of  intensity  wilt  decline  n  little 
in  the  successive  jars.     If  the  charge  be  derived,  through  the 

»  Sin^r,  El.  Elcc,  p.  101. 

t  An  inaulnting  etnnd  is  an;  flat  aupporl,  inmlaled  b;  h  pillar  nr  gl&ss.  Th«  pillat 
ia  uniallv  a  solid  cylinder  of  gituB,  fiam  aii  to  twelve  inchei  long,  vamulipd  m  a*  to 
protect  il  Trom  moisture.  A  junk  boUlc,  gurmmuilcd  by  ■  circutu  piece  of  pdiihed 
wood,  dry  and  vnrniBhed,  inokes  a  yerj  good  inaulnline  fnppott. 

1  SiDger,  £1.  Elec,  p.  106. 
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prime  conductor,  from  the  cylinder  or  plate,  as  is  usually  the 
ea8e»  it  will  be  the  positive,  or  vitreous  electricity. 

(5.)  Ajar  may  be  charged  negatively^  by  receiving  the  electricity 
of  the  rmbevy — ^the  rubber  being  insulated,  and  the  prime  con- 
ductor uninsulated.  For  this  purpose,  the  chain  usually  attached 
to  the  rubber  may  be  transferred  to  the  prime  conductor.  Also, 
a  jar  mav  be  charged  negatively,  by  grasping  the  jar  by  the 
knob,  and  receiving  the  electricity  of  the  prime  conductor  on  the 
outside.  It  must  be  set  down  on  an  insulated  support,  else  thq 
operator  will  receive  a  shock. 

(6.)  When  two  jars  are  charged^  the  one  positively  and  the  other 
negatively^  on  forming  a  communication  between  the  insides  afboth, 
ky  connecting  the  two  knobs,  no  discharge  will  take  place,  unless  the 
ouisides  be  tn  conducting  communication.  Thus,  if  two  jars  be 
charged,  the  one  from  the  prime  conductor  and  the  other  from 
the  rubber,*  and  placed  at  the  distance  of  a  few  inches  from 
each  other,  on  insulated  supports,  on  connecting  the  two  knobs 
by  the  discharging  rod,  no  discharge  will  follow ;  but,  let  a  wire 
be  laid  across  the  supports,  touching  the  outside  of  each  jar ; 
then,  on  applying  the  discharging  rod  to  the  two  knobs,  an  ex- 
idosion  will  immediately  ensue. 

By  means  of  two  jars  differently  ^charged,  and  placed  as  above, 
with  their  outsides  in  conducting  communication,  the  experiment 
may  be  exhibited,  which  is  called  the  Electrical  Spider,  It  con- 
sists of  a  small  piece  of  cork,  so  fashioned  as  to  represent  the 
body  of  a  spider,  and  blackened  with  ink,  having  a  number  of 
black  linen  threads  drawn  through  it  to  represent  the  legs.  This 
is  suspended  by  a  silk  thread,  half  way  between  the  knobs  of  the 
two  jars,  and  vibrates  for  a  long  time  from  one  knob  to  the  other, 
ontil  both  jars  are  discharged.  The^tionale  will  be  obvious  on 
a  little  reflection. 

(7.)  The  charge  of  ({nyjar  may  be  divided  into  definite  parts  ; 
that  is,  the  half,  the  fourth,  or  any  aliquot  part  oi'  the  charge 
may  be  taken.f  This  may  be  done  by  connecting  the  inner  and 
outer  coating  of  the  charged  jar,  with  the  inner  and  outer  coating 
of  an  unelectrified  jar,  of  the  same  size  and  thickness.  The 
respective  charges  will  be  measured  by  the  quadrant  elec 
trometer.^     (Fig.  214.) 

(6.)  The  electricity  is  accumulated  on  the  surface  of  the  glass, 
and  the  coatings  serve  merely  as  conductors  of  the  charge.  This 
is  proved  by  the  fact  that  when  the  coatings  are  movable,  so  that 

*  And  both  may  be  thus  charged  at  the  same  time,  by  connecting  one  with  the 
imolated  rubber,  and  the  other  with  the  insulated  prime  conductor,  the  jars  them- 
aelTes  being  uninsulated. 

t  Singer,  p.  110. 

t  It  is  essential,  however,  that  the  electrometer  should  be  graduated,  not  by  equal 
divisions,  but  according  to  a  scale  of  arcs,  the  tangents  of  wmch  are  in  arithmetical 
progmnion 
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they  can  be  taken  off  from  the  jar  after  it  is  chi 
them  exhibits  the  least  sign  of  electricity;  while  if  another  pair 
of  coatings  is  substituted,  which  have  not  been  electrified,  on 
forming  the  communication  between  the  inside  and  outride,  the 
usual  discharge  takes  jitace,  showing  that  the  whole  of  the  char^ 
was  retained  on  the  glass  surfaces  of  the  jar," 

(9.)  Tlie  charge  of  a  Leyden  jar  mat/  be  retained  for  a  long 
tinte.  If  the  surfaces  are  well  separated  from  each  other,  the 
charge  remains  for  many  days,  or  even  weeks.  The  charge  is 
usually  dissipated  by  the  motion  of  particles  of  dust,  or  other 
conducting  substances  in  the  atmosphere,  from  one  of  the  coatings 
to  the  other,  or  by  the  uncoated  interval  becoming  moist  and 
losing  its  insulating  power ;  consequently  a.  jar  will  retain  its 
charge  longer  in  dry  than  in  damp  wealher.  Covering 
uncoated  part  of  the  jar  with  melted  sealing  wax  or  van 
prevents  the  deposition  of  moisture  upon  it,  and  consequei 
tends  also  materially  to  prevent  the  dissipation  of  its  charge.^ 

(10.)  A  pane  of  glass,  a  plate  of  air,  or  any  other  similar  e 
trie,  Ttuiy  he  cliargrd  to  a  greater  or  less  decree  in  a  mtiimrr  OTtaU 
ogous  to  that  of  the  Leyden  Jar. — If  a  pane  of  glass  is  coated  on 
both  sides  wilh  a  sheet  of  tinfoil,  leaving  an  uncoated  interval 
all  round  the  edges  for  the  space  of  two  inches  ; — and  if  we  then 
hold  the  pane  by  one  corner  and  apply  the  knuckle  to  the  outer 
coating,  and  bring  the  inner  coating  to  the  prime  conductor,  the 
pane  will  he  charged,  and  may  be  dischai^ed,  by  applying  the 
knobs  of  the  discharging  rod  to  the  opposite  metallic  coatings. 
A  plate  of  air  may  be  charged  in  the  same  mamier  as  a  plate  of 
glass;  but  as  air  is  more  readily  displaced  by  electricity,  in 
consequence  of  the  mobility  of  its  particles,  a  thicker  stratum  of 
it  must  be  employed.  Thi*  usual  form  of  the  experiment  is  to 
employ  two  circular  disks  of  wood  covered  with  tinfoil,  and  well 
rounded  at  the  edges,  having  a  diameter  of  from  two  to  four  feel. 
One  of  the  boards  is  to  be  placed  flat  upon  a  table,  and  the  other 
being  suspended  by  a  silk  cord  from  the  ceiling,  is  adjusted  so 
as  to  hang  parallel  over  its  surface,  and  at  the  distance  of  an 
inch  or  an  inch  and  a  half  from  it.  The  upper  insulated  board 
being  connected  wilh  anelectrical  machine,  the  stratum  of  air 
between  the  boards  becomes  charged,  and  wilt  communicate  ^ 
shock  if  the  upper  and  lower  one  be  touched  at  the  same  time 
with  opposite  hands.  The  shock  produced  in  this  way  is  con- 
siderably less  violent  than  that  from  an  equal  surface  of  coated 
glass ;  for  the  distance  of  the  coatings  is  of  necessity  much 
great  er,  and  the  medium  between  them  less  perfectly  inisulating ; 
and  this  last  circumstance  operates  so  rapidly  when  the  charge 
is  high,  that  its  maximum  of  efl'ect  cannot  be  obtained  but  by 
making  the  discharge  while  the  machine  is  in  action.     If  the 
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discharge  is  not  made,  spontaneous  explosions  from  one  disk  to 
the  other,  through  the  intervening  plate  of  air,  will  occur  at 
intervals,  as  long  as  the  electrization  of  the  upper  disk  is  con- 
tinaed. 

(11. y  If  a  coated  pane  of  glass  be  held  vertically,  with  two  of 
its  edges  parallel  with  the  horizon,  and  to  the  upper  edges  of  the 
metallic  coating  two  threads  be  attached  directly  opposite  to 
each  other ;  on  communicating  a  spark  to  one  of  the  coatings, 
the  two  threads  both  rise,  forming  equal  angles  with  the  surface 
of  the  glass.  On  applying  a  conductor,  as  the  iSnger,  to  one  of 
the  coatings,  the  thread  on  that  side  immediately  falls,  while  the 
other  thread  doubles  its  angle  of  elevation ;  so  that  the  angles 
intercepted  between  the  two  threads,  is  a  constant  quantity.* 

Before  the  learner  is  qualified  to  understand  the  explanation 
of  the  foregoing  experiments,  he  must  become  more  fully  ac- 
quainted with  the  law  of  induction,  (Art  575,)  upon  which  the 
uieory  of  the  Leyden  jar  depends. 

LAW   OF   INDUCTIOir.t 

595.  Active  electricity,  existing  in  any  substance,  tends  always 
to  induce  the  opposite  electrical  state  in  the  bodies  that  are  near 
to  it.  It  is  our  object,  in  this  section,  to  exhibit  this  important 
principle  more  fully  than  has  yet  been  done  in  the  preceding 
pages. 

Let  A  (Fig.  221,)  represent  an  elec-  Fig.  221. 

trical  glass  globe, and  B  a  metallic  cyl-  M,    Iffj]      )       p    (X 
inder,  placed  on  insulating    supports,  A  ^iS{l    3*    6h     ^ 
near  to  the  glass  globe,  but  not  near  { 

enough  for  a  spark  to  pass.    To  the  cyl- 


inder, let  five  pairs  of  pith  balls  be  sus-  c= 


pended,  by  conducting  threads,  viz.  on|^  pair  near  each  end,  one 
near  the  center,  and  one  about  half  way  between  the  center  and 
either  extremity.  We  shall  find  that  every  pair  of  pith  balls, 
except  those  situated  at  a  particular  part  of  the  cylinder  not  far 
firom  the  center,  will  immediately  diverge,  indicating  the  elec- 
trical state  of  the  part  from  which  they  are  suspended.  Those 
at  either  extremity  diverge  most ;  and  the  divergence  diminishes 
as  we  approach  the  central  parts  to  a  certain  point,  where  the 
pith  balls  suflier  no  effect,  and  where,  consequently,  the  body  is 
in  its  natural  state.  By  means  of  the  electrometer,  we  may 
ascertain  that  the  species  of  electricity  is  negative,  or  opposite 
to  that  of  the  glass  globe,  in  all  those  parts  of  the  cylinder  which 
are  nearer  to  the  globe  than  the  before  mentioned  neutral  point ; 
and  that  it  is  positive  in  all  parts  of  the  cylinder  more  distant 

*  Encyc.  Metropol.,  Elec,  p.  92. 

t  Biot,  Precis  El^in.  tome  I.,  or  Libnuy  of  Useful  Knowled^i  Art  Electricity. 


LTUitAL  FHtLOSOPBr. 


tban  this  point.     We  may  ascertain  with  much  greater 
racy  these  electrical  states,  by  the  employment  of  the  proof  pli 
ana  electrometer  of  Coulomb,  (Art.  58fl,)  than  by  pith  bails 
and  the  rtsulls  are  then  found  to  correspond  with  the  result 
theory,  to  be  stated  hereafter. 


596.  These  eSects,  it  should  be  remarked,  are  simply  ths 
suit  of  electrical  action  at  a  distance  ;  for  they  depend  upon  no 
other  circumstance.  They  take  place  in  an  equal  degree,  what- 
ever substance  is  interposed  between  the  bodies  which  are  exert- 
ing this  action  on  one  another,  provided  the  interposed  substance 
undergoes  no  change  in  ils  own  rlecirtcal  state ;  a  condition 
■which  is  fulfilled  in  electrics,  or  non-conducting  bodies  only. 
Thus,  induction  will  take  place  just  as  elTectually  through  a 
plate  of  glass,  as  if  no  such  substance  had  intervened. 

Let  us  now  suppose  that  the  acting  body  A  is  not  glass,  or  any 
electric,  but  a  conducting  body,  a  sphere  of  copper,  for  example, 
charged  with  positive  electricity,  and  insulated  on  a  glass  support. 
The  primary  effects  of  this  sphere  on  the  cylinder  will  be  the 
same  as  in  the  former  case ;  but  the  electrical  state  which  the 
cylinder  has  acquired  at  the  end  adjacent  lo  the  globe,  will  read 
upon  the  electricity  of  the  globe,  tending  to  put  it  into  a  state  stiti 
further  opposite  to  its  own,  that  is,  to  render  the  nearer  parts  of 
the  globe  positive  in  a  higher  degree  than  they  were  before. 
This  can  be  done  only  at  the  expense  of  the  other  side  of  the 
globe,  which  thus  becomes  less  positive  than  before.  But  this 
new  distribution  of  the  electric  fluid  in  the  globe,  by  increasing 
the  positive  state  of  the  side  next  to  the  cylinder,  tends  lo  aug- 
ment ils  inductive  influence  upon  the  fluid  in  the  cylinder  ;  that 
is,  to  drive  out  an  additional  quantity  of  the  fluid  from  the  nega- 
tive to  the  positive  end.  This  is  I  oil  owed  in  its  (urn  by  a  corres- 
ponding reaction  on  the  globe,  and  so  on,  constituting  a  series  of 
smaller  adjustmen(s,  until  a  perfect  equilibrium  is  establi^ihed  in 
every  part.  When  this  has  been  attained,  the  electrical  states 
will,  it  is  evident,  be  of  the  same  kind  as  those  conseqnent  upon 
the  immediate  actions,  though  somewhat  increased  in  intensity  by 
the  series  of  reactions. 

597.  The  following  experiment  is  a  practical  illustration  of  the 

E receding  remarks.  Furnidi  the  copper  globe  with  a  pair  of  pith 
ails  on  each  of  two  opposite  sides.  When  the  globe  is  insulated 
and  alone,  any  electricity  communicated  to  it  will  diffuse  itself 
equally  over  the  surface,  and  both  pairs  of  balls  will  diverge 
equally.  But  on  bringing  near  to  it  a  conducting  body,  the  balls 
on  the  remoter  side  will  immediately  begin  to  collapse,  while 
those  at  the  nearer  side  diverge  to  a  greater  degree  than  before ; 
thus  showing  the  nature  of  the  reilex  operation  of  the  induced 
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eleetiicity  of  the  condactor,  upon  the  body  from  which  the  in- 
dnetion  originated. 

It  should  be  recollected,  that  in  all  the  changes  we  have  thus 
traced  as  the  effects  of  induction,  there  has  been  no  transfer  of 
electricity  from  either  of  the  bodies  to  the  other ;  as  might  be  in- 
ferred from  their  taking  place  equally  well  when  a  plate  of  glass 
Ib  interposed.  Another  proof  is  s^brded  by  the  circumstance,  that 
the  mere  removal  of  the  bodies  to  a  distance  from  one  another,  is- 
sufficient  to  restore  each  of  them  to  its  original  state.  The  globe 
remains  as  positively  electrified  as  before ;  the  cylinder  returns  to 
its  condition  of  perfect  neutrality ;  nothing  has  been  lost  and 
nothing  gained  on  either  side.  The  experiment  may  be  repeated 
as  often  as  we  please,  without  any  variation  of  the  phenomena. 
Bat  this  would  not  be  the  case  if  the  cylinder  were  divided  in  the 
middle,  and  one  or  both  of  the  parts  were  removed  separately, 
while  they  still  remained  under  the  influence  of  the  globe.  The 
letom  of  the  electric  fluid  from  the  positive  to  the  iiegative  end 
being  thus  prevented,  each  part  will  retain,  after  its  separation, 
the  electricity  which  had  been  induced  upon  it.  The  nearer  por- 
tion will  remain  negative  ;  the  remoter  portion  positive.  If  the 
division  had  been  in  three  parts,  the  midule  part  only  would  have 
been  neutral.  The  experiment  may  be  made  by  joining  two  or 
more  conductors  endwise,  similar  toB,  (Fig.  221,)  so  that  they 
may  act  as  a  single  conductor  when  placed  near  to  the  electrifled 
globe,  and,  after  induction  has  thus  been  produced,  removing  them 
separately,  and  examining  their  electrical  states.  If  the  number 
of  conductors  be  three,  the  flrst  will  be  found  negative,  the  third 
positive,  and  the  second  neutral. 

598.  Another  modiflcation  of  effect  will  take  place  when  an 
insulated  conductor,  rendered  electrical  at  both  ends  by  induction, 
is  made  to  communicate  with  another  insulated  conductor.  Let 
US  first  suppose  that  a  long  metallic  conductor  is  brought  into  con- 
tact with  the  remote  end  of  the  first  cylinder  B,  (Fig.  221,)  which 
has  been  rendered  positive  by  induction.  The  fluid  accumulated 
at  this  end  will  now  pass  into  the  conductor,  and  will  remove  to  the 
most  distant  part  of  it.  The  transit  will  take  place  before  actual 
contact,  and  will  be  manifested  by  the  appearance  of  a  spark, 
when  the  bodies  are  brought  within  the  striking  distance.  The  re- 
moval of  this  portion  of  fluid  to  a  greater  distance,  will  occasion 
a  disturbance  in  the  equilibrium  that  had  before  been  established. 
The  repulsion  which  that  fluid  had  excited,  and  which  had  con- 
tributed to  prevent  any  more  fluid  from  being  repelled  from  the 
negative  end,  is  now  considerably  weakened  by  the  greater  dis- 
tance at  which  it  acts ;  and  more  fluid  will  leave  the  negative 
end,  which  end  will  consequently  become  more  highly  negative. 
This  change  of  distribution  will  again  occasion  a  further  effect, 
by  its  reaction  on  the  fluid  in  the  globe  whence  the  action  origi- 
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nally  proceeded ;  and  another  series  of  changes  and  adjastmenti 
vill  follow,  until  a  new  condition  of  equilibrium  takes  place,  and 
then  the  fluid  will  be  at  rest. 

599.  Thus  we  learn  that  the  effects  of  induction  in  a  conduct- 
or are  augmented  by  increasing  its  length ;  they  would  therefore 
be  greatest  of  all,  if  we  conld  give  it  infinite  length  ;  but  the 
same  condillon  is  attainable  by  plncing  the  conductor  in  comma 
nicationwith  the  earth,  which  will  carryoff  all  the  fluid  which  the 
electrified  body  is  capable  of  expelling  from  the  nearest  end.  Ao- 
cordingly,  if  we  touch  with  the  finger,  or  with  a  metallic  rod  held 
in  the  hand,  the  remote  end  of  an  insulated  conductor  under  the 
influence  of  induction,  we  obtain  a  spark  more  or  less  vivid  ac- 
cording to  the  intensity  of  the  electricity  so  induced :  and  the 
conductor  so  touched  has  now  only  one  kind  of  electricity,  name- 
ly, the  one  ojiposite  to  that  of  the  electrified  body  which  is  acting 
upon  it.  The  pait  touched  is  brought  into  aslate  in  which  it  ap- 
pears to  be  neutral,  as  long  as  it  remains  in  the  vicinity  of  the 
electrified  body ;  because  the  actions  of  the  redundant  tltiid  and 
unsaturated  matter  in  ihe  two  bodies,  exactly  balance  one  anoth- 
er. But  it  all  the  while  really  contains  less  fluid  than  its  natural 
share,  in  consequence  of  the  repulsive  tendency  of  the  fluid  in 
the  body  which  produces  Ihe  induction ;  and  this  negative  state 
will  readily  become  active  if  the  conductor  that  has  been  touched 
be  again  insulated,  and  then  removed  from  the  influence  of  the 
former.  This  peculiar  condition  of  a  body,  in  which  its  parts 
are  re.iily  undercharged  or  overcharged  with  fluid,  although,  from 
the  action  of  electrical  forces  derived  from  bodies  in  its  vicinity, 
a  state  of  equilibrium  is  established,  and  no  visible  eiiect  results, 
has  been  denominated  by  Biot  disguised  electricity. 

600.  We  have  hitherto  supposed  the  acting  body  to  be  posi- 
tively electrified ;  but  precisely  the  same  cflects  would  happen 
with  regard  to  degree,  although  opposite  as  to  the  species  of  elec- 
tricity, if  it  bad  been  negatively  electrified:  and  the  same  expla- 
nations will  in  every  respect  apply,  with  the  requisite  subsiitution 
of  the  terms  negative  for  positive,  and  of  attraction  for  repulsion, 
and  vice  versa.  A  little  reflection  will  also  show  the  applicaiion 
of  the  theory  of  double  electricities  to  explain  the  same  phenom- 
ena. Calling  the  electricity  of  the  globe  vitreous  instead  of  posi- 
tive, and  substituting  the  term  resinous  for  negative,  we  Ihen  say 
that  the  vitreous  electricity  of  the  globe  drives  ofl'  the  similar 
electricily  from  the  contiguous  end  of  the  cylinder,  and  attracts 
to  it  the  resinous  fluid.  This  again  attracts  the  vitreous  fluid 
from  the  remoter  parts  of  the  globe  to  the  nearest  surface  ;  and 
thus,  the  vitreous  and  resinous,  instead  of  the  positive  and  fl 
tive  fluids,  act  and  react  on  each  other.  ^^~ 
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601.  Another  consequence  of  the  induction  of  electricity  most 
not  be  overlooked,  namel3S  that  the  bodies  between  which  it  takes 
place,  necessarily  attract  one  another :  for  the  mutual  actions  be- 
tween the  contiguous  surfaces  of  the  globe  and  the  cylinder, 
(Fig.  221,)  which  are  in  opposite  electrical  states,  exceed  that  of 
the  remoter  surfaces  of  those  two  bodies  which  are  in  the  same 
electrical  state,  because  the  latter  surfaces  are  more  distant  from 
each  other  than  the  former,  and  the  force  of  electrical  action  is 
inversely  as  the  square  of  the  distance.  Hence  the  attractive 
force  always  exceeds  the  repulsive.  We  have  already  seen  (Art. 
575,)  that  this  circumstance  sufHciently  explains  the  fact,  that 
conducting  bodies  previously  neutral,  are  attracted  by  electrified 
bodies.  Another  fact,  which  appears  more  singular,  and  which 
cannot  be  accounted  for  on  any  other  principle,  is  also  a  direct 
consequence  of  the  law  of  induction.  If  a  small  insulated  body, 
weakly  electrified,  be  placed  at  a  distance  from  another  and  larger 
body  more  highly  charged  with  the  same  species  of  electricity, 
it  will,  as  usual,  be  repelled  ;  but  there  is  a  certain  distance,  with- 
in "which  if  it  be  brought,  attraction  will  take  place  instead  of  re- 
pulsion. This  happens  in  consequence  of  the  inductive  influ- 
ence producing  so  great  a  change  in  the  distribution  of  electricity, 
as  to  give  a  preponderance  to  the  attractive  forces  of  the  adja- 
cent parts  of  the  two  bodies,  over  the  repulsive  forces  that  take 
place  jn  the  other  parts,  and  which  would  have  acted  alone  if 
the  fluid  had  been  immovable. 

602.  From  the  foregoing  principles  it  will  be  easy  to  under- 
stand how  induction  may  operate  through  a  succession  of  con- 
ductors, \vhich  are  all  of  them  insulated  except  the  last ;  and 
which  are  separated  from  each  other  by  distances  greater  than 
that  at  which  a  transfer  of  electricity  would  take  place.  If,  un- 
der such  circumstances,  the  first  be  electrified,  alternate  states 
of  opposite  electricities  will  be  produced  in  the  two  ends  of  each 
conductor  in  succession.  In  all  the  ends  nearest  the  first  body, 
the  electricity  will  be  of  the  opposite  kind  to  that  with  which 
the  first  has  been  charged  ;  in  the  other  ends  it  will  be  of  the 
same  kind  as  that  of  the  first  body.  The  vicinity  of  these  op- 
posite electricities  will  tend  powerfully  to  retain  them  in  that 
condition,  and  will  diminish  their  electric  action  on  surrounding 
bodies.  A  large  portion  of  the  electricities  so  arranged  and  re- 
tained, is  therefore  in  the  condition  designated  by  the  term  cfti- 
guised  electricity.*     (Art.  599.) 

The  principles  of  induction  developed  in  the  preceding  arti- 
cles, serve  to  explain  a  number  of  the  most  curious  and  intricate 
phenomena  of  electricity,  among  which  are  those  of  the  Leyden 
jar ;  to  this  instrument,  therefore,  let  us  now  return. 

*  liU  of  Uie.  Know!.,  Art.  Electrieity 
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\      603.  Upon  what  principle  does  this  instrument  receive  and 
retain  such  an  accumulation  of  the  eleelric  fluid  ?     The  ansa-cr 
is,  because  the  two  surfaces  of  the  jar  mutually  augment  each  oOur'i 
capacities,  upon  the  principle  of  induction.    To  trace  the  opera- 
tion of  this  principle  a  little  more  particularly,  let  us  obser\-e 
what  takes  place  while  a  jar  is  charging  from  the  prime  con- 
ductor of  the  electrical  machine.     And  first,  suppose  the  jar  \& 
insulated  ;  a  spark  passes  to  the  inner  surface,  and  electrifies  it 
positively.     The  inner  surface  now  stands  in  the  same  relation 
to  the  outer,  that  the  glohe  in  Fig.  221  stands  to  the  cylinder; 
that  is,  it  tends  to  drive  oS  the  electricity  of  the  same  kind,  and, 
in  the  same  proportion,  to  attract  the  electricity  of  the  opposite 
kind.    But  as  the  fluid  cannot  escape  from  the  outer  surface, 
■Abe  jar  being  insulated.)  it  of  course  remains  to  oppose  the  fu^ 
r-imer  accumulation  of  the  similar  fluid  on  the  inner  surface.    But 
[  Kcondly,  suppose  the  jar  uninsulated,  its  outer  coating  having  free 
r  Qommunication  with  the  earth.     A  spark  passes  to  the  inside  as 
I  before,  and  electrifies  positively  the  inner  coating.     This  repeb 
•  flie  simitar  electricity  from  the  outer  coating,  and  renders  the 
outside  negative.     Being  negative  it  reacts  by  induction,  (as  the 
nearer  surface  of  the  cylinder,  in  Art.  595,)  on  the  inside,  and 
attracts  to  it  a  still  greater  charge,  which  is  supplied  by  the 
prime  conductor.     This  additional  charge,  acting  in  the  same 
manner  on  the  outside,  renders  it  more  highly  negative  than  be- 
I  Aire,  in  consequence  of  which  it  attracts  to  the  inside  a  still  for- 
litiier  charge  of  cleclricity  from  the  machine.     This  series  of  ac- 
I  iions  and  reactions  between  the  two  surlaces  of  the  jar,  procee<ls 
r  In  a  diminishing  series,  until  each  surface  becomes  too  feeble  to 
L  exert  any  further  influence  on  the  other,  and  the  jar  is  then 
I  diarged. 

I  Substituting  the  terms  vitreous  and  resinous,  for  positive  and 
r  negative,  as  in  Art.  600,  we  may  easily  make  the  foregx>ing  ex- 
[  planation  contbrm  to  the  supposition  of  two  fluids. 

[       604.  For  the  purpose  of  making  the  theory  of  the  Lej'den  jar 
1    fiuniliar,  we  may  now  recur  to  the  experiments  mentioned  in 
L  Art.  594,  and  attempt  the  explanation  of  them. 
I        In  the  structure  of  the  jar,  we  recognise  the  operation  of  the 
I  principle  of  induction.    Here,  an  unelectrified  body  (the  outer 
[  surface)  is  brought  very  near  to  an  electrified  body,  (the  inner 
surface,)  without  the  possibility  of  communicallng  with  each 
other,  on  account  of  the  non-conducting  properties  of  the  glass. 
The  nearer  the  two  surfaces  can  be  brought  to  each  other,  the 
more  powerful  is  the  effect  of  induction,  that  effect  being  in- 
versely as  the  square  of  the  distance.     Accordingly,  the  thinner 
the  jar,  the  more  powerful  is  the  charge  it  will  receive  (  bat  the 
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danger  of  breaking  prevents  our  employing  such  as  are  very 
thin.* 

To  trace  the  process  of  charging  a  jar  a  little  more  minutely, 
let  us  suppose  the  jar  connected  with  the  prime  conductor  of  an 
electrical  machine,  from  which  a  spark  is  communicated  to  the 
inner  coating.  This,  according  to  the  principle  of  induction, 
expels  a  similar  quantity  of  the  same  fluid  from  the  opposite  un- 
electrified  surface,  and  renders  that  negative,  in  the  same  de- 
gree as  the  inside  is  positive.  Being  negative,  it  increases  the 
attraction  of  the  inner  surface  for  the  opposite  species  of  fluid, 
and  another  spark  is  received,  which  again  expels  an  additional 

aaantity  of  the  same  species  of  fluid  from  the  outside,  and  thus 
lie  two  surfaces  continue  to  act  upon  each  other  reciprocally, 
though  with  constantly  diminishing  power,  until  the  jar  is 
charged. 

The  reason  also  is  plain,  why  the  outside  of  the  jar  must  be 
uninsulated ;  since  it  is  only  in  such  case,  that  the  foregoing 
IHTOcess  of  induction  can  take  place  ;  and  we  readily  see  why  a 
series  of  jars  may  be  charged,  from  the  portion  of  electricity 
which  is  expelled  from  the  outside  of  the  first  jar. 

605.  When  a  jar  is  charged  negatively  from  the  rubber,  just 
(he  opposite  process  in  all  respects  takes  place,  the  outside  be- 
coming positive  by  induction,  and  reacting  upon  the  inside. 
The  case  mentioned  in  Art.  594,  (6,)  where  two  jars  differently 
charged,  cannot  be  discharged  unless  their  outer  surfaces  be  in 
conducting  communication,  will  be  readily  understood  ;  for  it  is 
impossible  for  the  equilibrium  to  be  restored  by  the  union  of  the 
electricities  on  the  inside,  while  the  outside  remains  electrified. 
If  we  could  suppose  this  to  take  place  for  a  moment,  and  the 
electricity  within  to  be  restored  to  its  natural  state,  it  would 
again  be  immediately  decomposed  by  the  inductive  influence  of 
the  electrified  coating  without. 

606.  The  phenomena  of  the  Leyden  jar,  may  be  equally  well 
explained,  by  substituting  the  terms  vitreous  and  resinous,  in- 
stead of  positive  and  negative,  on  the  supposition  of  two  fluids, 
since  the  principles  of  induction  apply  equally  well  to  both  hy- 
potheses. Thus,  it  is  as  easy  to  suppose  that  the  resinous  electri- 
city is  induced  upon  the  outside  by  the  attraction  of  the  vitreous 
electricity  within,  as  it  is  to  suppose  that  the  outside  becomes 
negative  by  the  loss  of  a  portion  of  its  natural  share  ;  and  the 
necessity  of  the  outer  surface  being  uninsulated,  is  as  apparent 
in  the  one  case  as  in  the  other.  But  we  reserve  the  discussion 
of  the  comparative  merits  of  these  remarkable  hypotheses,  un- 

*  The  writer  of  this  Treatise  had  a  large  jar  conBtructed  of  very  thin  glass ;  it  took 
an  exbaordinary  charge,  and  when  discharged  gave  a  report  like  that  of  an  ordinary 
battery ;  hut  it  was  fractured  by  the  fixvt  experiment. 
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til  the  learner  shall  have  become  familiar  with  a  great  variety 
of  electrical  phenomena. 


CHAPTER  IV. 

OF  ELECTRICAL  LIGHT. 

607.  Light,  we  have  seen,  is  not  a  constant  attendant  of  elec- 
trical phenomena.  Indeed,  until  noticed  by  Otto  Guericke,  it 
it  was  not  known  to  have  any  relation  to  electricity. 

Electrical  light  appears  whenever  thejluid  is  discharged,  in  conr 
siderable  quantity^  through  a  resisting  medium. 

Accordingly,  no  light  is  perceived  when  electricity  flows  freely 
through  good  conductors  ;  but  if  such  conductors  suffer  any  in- 
terruption, as  by  the  intervention  of  a  space  of  air,  or  even  of  an 
imperfect  conductor,  then  the  attendant  light  becomes  manifest 

608.  We  shall  best  learn  the  properties  of  the  electrical  spark, 
by  attending  to  a  variety  of  experiments  in  which  it  is  exhibited.* 

A  glass  tube  rubbed  with  black  silk,  which  has  been  smeared  with 
a  little  electrical  amalgam,  will  yield  copious  sparks,  and  flashes 
of  light.  The  tube  should  be  warm,  dry,  and  smooth,  and  of  a 
size  not  less  than  two  feet  in  length,  and  three  fourths  of  an  inch 
in  diameter. 

The  electrical  machine y  when  in  vigorous  action,  affords  brilliant 
circles  and  streams  of  light.  In  order  to  render  the  light  afforded 
by  turning  the  machine  abundant,  several  practical  expedients 
are  necessary.  All  parts  of  the  machine  must  be  dry  and  warm, 
(but  not  hot.)  It  is  useful  to  rub  very  freely  the  glass  plate  or 
cylinder,  with  an  old  silk  handkerchief.  Black  spots«  or  lines 
that  collect  on  the  glass,  especially  when  the  amalgam  is  new, 
are  to  be  carefully  rubbed  off,  and  should  dust  or  down  collect 
on  the  amalgam  of  the  rubber,  this  must  be  removed.  The  ac- 
tion of  the  cylinder  will  be  increased  by  the  following  process : 
rub  a  little  tallow  on  the  palm  of  the  hand,  and  apply  it  to  the 
bottom  of  the  cylinder ;  then  turn  the  machine  until  the  tallow 
is  all  taken  up  by  the  rubber  and  flap.  The  pores  of  the  flap 
will  then  become  filled  with  tallow,  it  will  apply  itself  more  close- 
ly to  the  cylinder,  and  the  supply  of  electricity  will  become  more 
copious.  A  convenient  method  of  recruiting  the  action  of  the 
machine,  is  to  coat  a  circular  disk  of  pasteboard  or  leather  with 

*  In  experiments  on  electrical  Ii?ht,  the  room  is  supposed  to  be  dark.  They  ap- 
pear to  the  best  advantage  in  the  night. 


SLEOTRICITT*  415 

amalgam,  and  to  apply  it  to  the  glass  plate  or  cylinder  while  the 
machine  is  turning. 

If  the  chain  be  removed  from  the  rubber  to  the  prime  conduct- 
or, so  that  the  former  shall  be  insulated  and  the  latter  uninsu- 
lated, on  bringing  the  ends  of  the  fingers  near  the  rubber,  a 
stream  of  diluted  light  will  pass  between  the  fingers  and  the 
robber. 

609.  The  length,  color,  and  form  of  the  electric  spark,  varies 
with  the  nature  of  the  conductors  between  which  it  passes,  and  with 
that  of  the  medium  interposed  between  them. 

Electrical  sparks  are  more  brilliant  in  proportion  as  the  sub 
stances  between  which  they  occur  are  better  conductors.  A 
spark  received  from  the  prime  conductor  upon  a  large  metallic 
ball,  is  short,  straight,  and  white ;  on  a  small  ball  it  is  longer, 
and  zigzag ;  received  on  the  knuckle,  a  less  perfect  conductor, 
it  is  purplish  or  reddish  ;  on  wood,  or  ice,  or  a  wet  plant,  or  wa- 
ter, it  is  red.  Moreover,  a  longer  spark  can  be  obtained  from  a 
small  ball,  attached  to  the  prime  conductor  by  a  wire  of  five  or 
six  inches  long,  than  from  the  prime  conductor  itself;  and  the 
longest  and  most  zigzag  spark  is  obtained,  when  the  knob  of  a 
Leyden  jar  is  presented  to  a  similar  brass  ball  attached  to  the 
prime  conductor.  From  a  point  positively  electritied,  the  fluid 
passes  in  the  form  of  a  brush  or  pencil  of  rays ;  a  point  connect- 
ed with  the  negative  side,  exhibits  a  luminous  star. 

A  metallic  chain  connected  with  the  prime  conductor,  be- 
comes illuminated  at  the  points  where  two  links  join,  and  at  oth- 
er points  where  the  conducting  powers  of  the  metal  are  impair- 
ed by  rust,  or  where  roughnesses  occur.  If  the  chain  has  been 
previously  corroded,  artificially,  by  dipping  it  into  a  solution  of 
salt,  or  a  strong  acid,  and  sufiering  it  to  remain  until  the  outside 
has  become  rusty,  the  experiment  will  be  more  striking.  When 
the  chain  is  so  good  a  conductor  as  to  afibrd  a  ready  passage  to 
the  fluid,  the  light  will  be  produced  more  abundantly  if  the  re- 
moter end  of  the  chain  be  held  by  the  discharging  rod,  so  as  to 
insulate  it ;  or  it  may  be  attached  to  any  other  insulating  sup- 
port. 

610.  TJie  electric  spark  passes,  with  increased  facility,  through 
rarefied  air ;  and  the  distance  to  which  it  will  pass  between  two 
conductors,  is  augmented  as  the  rarefaction  is  made  more  compl  tc. 

Instead  of  the  distance  of  .five  or  six  inches,  which  is  the  limit 
of  the  spark  from  the  prime  conductor  of  an  onlinary  machine 
in  the  open  air,  the  spark  will  pass  through  the  space  of  four 
feet  or  more,  in  an  exhausted  tube.  If  a  pointed  \\ire,  termina- 
ting in  a  knob  above,  be  introduced  into  the  top  of  a  tall  re- 
ceiver, and  the  receiver  be  placed  on  the  plate  of  the  air-pump, 
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on  oonnecting  the  knob  of  the  wire  with  the  prime  conductor, 
and  turning  the  machine,  a  brush  of  light  only  will  appear  at 
the  extremity  of  the  wire ;  but,  on  exhausting  the  air,  this  brush 
Tt-ill  enlarge,  varjing  its  appearance,  and  becoming  more  dif- 
fused as  the  air  becomes  more  rarefied,  until  at  length  the  whole 
receiver  is  pervaded  by  a  beautiful  bluish  light,  changing  its  co- 
lor with  the  intensity  of  the  transmitted  electricity,  and  produ- 
cing an  effect  which,  with  an  air-pump  of  considerable  power, 
is  pleasing  in  the  highest  degree.* 

When  a  charged  jar  is  placed  under  the  receiver  of  an  tur- 
pnmp,  as  the  exhaustion  proceeds,  a  luminous  current  flows  OTer 
the  edge  of  tlie  jar  from  the  positive  to  the  negative  side.  untU 
the  equilibrium  is  restored, ■!■ 

611.  Electric  light  exhibits  a  very  beautiful  appearance  as  it 
passes  or  fowa  through  the  Torrkellian  Vacuum.  The  color  is 
of  a  very  delicate  bluish  or  purple  tinge,  and  the  light  pervades 
the  entire  space.  But  the  most  pleasing  exhibitions  of  this  kind 
are  made  by  forming  an  artificial  atmosphere  of  vapor  in  the 
Torricellian  tube.  Ether,  or  alcohol,  passes  into  the  state  of  va- 
por when  the  pressure  of  the  atmosphere  is  removed  ;  and.  ac- 
cordingly, on  introducing  a  drop  of  one  of  these  fluids  into  the 
Torricellian  vacuum,  it  immediately  evaporates  and  fills  the 
void.  If,  now,  a  strong  spark  be  passed  from  the  prime  conduct- 
or through  this  vapor,  the  spark  will  exhibit  various  colors; 
ether,  it  is  an  emerald  green,  or  mingled  red  and  green ;  ii  ' 
hoi,  it  is  red  or  blue ;  but  the  colors  vary  somewhat  with  i 
tances  at  which  they  are  seen.J 

612.  Sir  Humphry  Davy  performed  a  number  ofexpcrim 
on  the  passEkge  of  electricity  through  a  vacuum,  of  which  an  ac- 
count is  given  in  the  Philosophical  Transactions  for  1822.  He 
succeeded  In  forming  a  Torricellian  vacuum  quite  free  from  air, 
but  in  such  cases,  a  small  poriion  of  the  mercury  itself  is  con- 
verted into  vapor,  and  from  this  he  could  not  free  the  empty 
space.  In  all  cases  where  the  mercurial  vacuum  was  pertVctly 
free  from  air,  it  was  permeable  to  electricity,  and  was  rendered 
luminous  by  either  the  common  spark,  or  the  discharge  from  a 
Leyden  jar.  But  the  degree  of  the  intensity  of  this  phenomenon 
depended  upon  the  temperature.  When  the  tube  was  very  hot, 
the  electric  light  appeared  in  the  vapor  of  a  bright  green  color, 
and  of  great  density.  As  the  temperature  diminished,  it  lost  ils 
vividness,  and  when  it  was  artificially  cooled  to  20°  below  zero, 
it  was  so  famt  as  to  be  visible  only  in  the  dark.  In  all  cases, 
where  the  minutest  quantity  of  rarefied  air  was  introduced  into 

*  Singer-,  t  lb. 

I  A  Toriioellian  [ulw  may  be  prrpnrcrf  for  (bis  purpoic,  by  clusuig  Ihe  i 
DMl  the  vacuum,  wild  a  cork,  havmc  o  \are^  riu  jiawiine  tbrougb  it,  the  s 
pm-hMd  being  enlarged  by  .  sm.11  bad  of  pilh  or  co.k. 
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the  mercurial  vacnum,  the  electrical  light  changed  from  green 
to  sea  green,  and  by  increasing  the  quantity  of  air,  it  changed  to 
blue  and  purple.  Also  when  the  temperature  was  low,  the  vac- 
num  became  a  much  better  conductor. 

A  more  perfect  vacuum  was  formed  by  means  of  melted  met- 
als, as  tin,  of  a  more  fixed  nature  than  mercury,  and  therefore 
not  liable  to  impair  the  vacuum  by  vapor  of  their  own.  A  vacu- 
um being  made  by  means  of  fused  tin,  the  electric  light,  at  tem- 
peratures below  zero,  was  yellow,  and  of  the  palest  phosphores- 
cent kind,  requiring  almost  absolute  darkness  to  be  perceived  ; 
nor  was  it  perceptibly  increased  by  heat.  When  the  tempera- 
ture was  diminished,  the  electrical  light  (transmitted  through 
vapor  of  mercury)  diminished  also,  till  the  temperature  was  re- 
duced to  20^  ;  but  between  20*^  and  — 20^  it  seemed  stationary. 

Unless  the  electrical  machine  was  very  active,  no  light  was 
Tisible  during  the  transmission  of  electricity  ;  but  that  the  elec- 
tricity passed  was  evident,  from  the  luminous  appearance  of  the 
rarefied  air,  in  other  parts  of  the  tube. 

From  these  and  various  similar  experiments  related  by  Davy, 
it  seems  demonstrated,  that  electricity  is  capable  of  passing 
through  a  perfect  vacuum,  but  that  the  light  emitted  depends 
upon  the  vapor  or  air  through  which  it  passes,  and  that  if  the 
vacuum  were  perfect,  no  light  whatever  would  appear.* 

In  condensed  air,  on  the  contrary,  the  spark  passes  with  great- 
er difficulty  than  ordinary.  In  such  case,  also,  its  whiteness  and 
brilliancy  are  augmented,  and  its  course  is  zigzag.  These  ap- 
pearances are  even  exhibited  by  passing  the  spark  through  con- 
fined air,  of  only  the  ordinary  density. 

613.  The  colors  of  the  spark  are  pleasingly  varied  by  passing 
it,  in  a  condensed  form,  as  in  the  Leyden  jar,  through  media  of 
different  kinds.  The  experiment  is  performed  by  making  the 
given  body  form  a  part  of  the  circuit  of  communication,  between 
the  inside  and  outside  of  the  Leyden  jar.  A  ball  of  ivory  in  this 
situation  exhibits  a  beautiful  crimson ;  an  egg,  a  similar  color, 
but  somewhat  lighter ;  a  lump  of  sugar  gives  a  very  white  light, 
wliich  remains  for  some  time  after  the  spark  has  passed ;  and 
fluor  spar  exhibits  an  emerald  green  light,  or,  in  some  cases, 
a  purple  light,  which  also  continues  to  glow  in  the  dark  for  some 
seconds.  The  great  intensity  of  the  light  is  shown  by  the  strong 
illumination  which  the  sparks  in  the  jar  communicate  to  bodies 
slightly  transparent.  Thus  an  egg  has  its  transparency  greatly 
increased ;  and  if  the  thumb  be  placed  over  the  space  which 
separates  the  two  conducting  wires  that  communicate  with  the 
two  sides  of  the  jar  respectively,  the  illumination  is  so  powerful, 
that  the  blood-vessels  and  interior  structure  of  the  organ  may 
be  distinctly  seen. 

•  Phil.  Trans.  1823,  or  Thomson,  Oatlinesi  p.  470. 
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614.  Metallic  conductors,  if  of  sufficient  size,  transmit  elec- 
tricity without  any  luminous  appearance,  provided  they  are  pe^ 
fectly  continuous  ;  but  if  they  are  separated  in  the  slightest  de- 
gree, a  spark  will  occiir  at  every  separation.  On  this  principle, 
various  devices  are  formrd,  by  pasting  a  narrow  band  of  tinfoil 
on  g]as3,  in  the  required  form,  and  cutting  it  across  vith  a  pen- 
knife, where  we  wish  sparks  to  appear.  If  an  interrupted  con- 
ductor of  this  kind  be  pasted  round  a  glass  tube  in  a  spiral  di- 
rection, and  one  end  of  the  tube  be  held  in  the  hand,  and  the 
other  be  presented  to  an  electrified  conductor,  a  brilliant  line  ri" 
light  surrounds  the  tube,  which  has  been  called  the  spiral  tube, 
or  diamond  necklace.  By  inclosing  the  spiral  tube  in  a  largw 
cylinder  of  colored  glass,  the  sapphire,  topaz,  emerald,  and  other 
gems  may  be  imitated.  Words,  (lowers,  and  other  complicated 
forms,  are  also  produced  nearly  in  the  same  manner,  by  a  proper 
disposition  of  an  interrupted  line  of  metal,  on  a  flat  piece  of 
glass. 

615.  The  tight  of  the  electric  sparh,  w  not  a  constituent  part  of 
the  electricity,  but  arises  from  the  sudden  cotnpresnon  of  the  air,  or 
other  medium  through  which  it  patsex. 

It  is  well  known,  that  air  is  capable  of  affording  a  spark  t^ 
sudden  compression.  There  is  a  kind  of  match  constructed  (Hi 
this  principle,  in  which  a  small  portion  of  air  contained  in  a  close 
cylinder,  being  suddenly  compressed  by  forcing  down  a  piston, 
yields  a  spark  sufficient  to  light  a  quantity  of  tinder  at  the  bot- 
tom of  the  cylinder.  Now  it  is  found  by  actual  experiment,  that 
electricity  has  the  power  of  condensing  air.  This  fact  is  shown 
by  means  of  a  small  instrument  called  Kinncrskj/s  Air  Ther- 
mometer. It  consists  of  a  glass  tube,  closed  air-tight  Kg.  222, 
at  the  two  ends  hy  brass  caps,  through  each  of  which 
passes  a  movable  wire,  terminated  within  by  a  small 
ball.  Through  the  lower  cap  is  inscrled  a  small  glass 
tube,  open  at  both  extremities,  and  turned  upward 
parallel  to  the  cylinder.  Into  this  tube  is  introduced 
a  quanlily  of  water  sulfifient  to  cover  (he  bottom  of 
the  cylinder,  and  of  course  to  rise  a  little  way  into 
the  !ube.  The  two  balls  being  set  at  some  distance 
from  each  other,  and  a  spark  from  the  Lejden  jar 
beii];j  passed  between  them,  the  uir  within  is  sudden- 
ly rarefied,  and  the  water  ascends  in  the  tube,  and 
again  descends,  when  the  explosion  is  over.  This 
sudden  rarefaction  of  u  portion  of  air  before  the  elec- 
tric spark,  must  cau.se  a  sudden  and  powerful  com- 
pression in  the  jiortions  of  air  immediately  adjacent, 
The  immense  velocity  of  the  sp.-irk  must  greatly 
increase  the  resistance,  and  of  eoursij  tlie  force  of  compresuon. 
Thia  appears  to  be  an  adequate  cause  for  the  production  of  the 
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light  that  accompanies  the  electric  discharge,  and  hence  we 
conclude,  that  light  is  not  inherent  in  the  fluid  itself.  The 
greater  density  and  brilliancy  of  the  spark  in  condensed  air, 
and  its  feebleness  and  diffuseness  in  a  rarefled  medium,  are 
facts  which  accord  well  with  the  supposed  origin ;  and  the  zig- 
zag form  of  the  spark  when  long,  or  when  passing  through  con- 
densed air,  is  well  explained  by  the  same  theory.  For  the  elec- 
tric fluid  in  its  passage  througn  the  air,  condenses  the  air  before 
it,  and  thus  meets  with  a  resistance  which  turns  it  ofi*  laterally  ; 
in  this  direction  it  is  again  condensed,  and  has  its  course  again 
changed  ;  and  so  on,  until  it  reaches  the  conductor  toward  which 
it  is  aiming.  The  zigzag  form  of  lightning  is  accounted  for  on 
this  principle.* 

Electrical  light  is  found,  by  optical  experiments,  to  have  in 
general  the  same  nature  with  the  light  of  the  sun, — ^being  like 
this  resolved  into  various  colors  by  the  prism,  and  possessing 
other  properties,  to  be  described  under  the  head  of  Optics,  which 
identify  it  with  solar  light. 


CHAPTER  V. 

OF  THE  ELECTRIC  BATTERY.  —  MECHANICAL  AND  CHEMICAL 
AGENCIES,  AND  MOTIONS  OF  ELECTRICITY.  —  EFFECTS  OF 
ELECTRICITY  ON  ANIMALS. 

616.  An  electric  battery  consists  of  a  number  of  Leyden  jars  so 
combined,  that  the  whole  may  be  either  charged  or  discharged  at 
once. 

Very  large  jars  cannot  be  obtained :  it  is  rare  to  find  one  more 
than  two  feet  high,  by  one  and  a  half  in  diameter.  Yet  some 
of  the  mechanical  effects  of  electricity  to  be  described  hereafter, 
require  a  much  greater  accumulation  of  the  fluid  than  can  be 
obtained  from  any  sfngle  jar.  The  battery  is  constructed  as 
follows.  Lnrge  jars,  twelve  or  fourteen  inches  high  by  five  or 
six  inches  in  diameter,  arc  coated  like  ordinary  Leyden  jars. 
Twelve  of  these  constitute  a  battery  sufficiently  powerful  for 
most  purposes,  but  the  power  of  the  battery  may  be  carried  to 
an  indefinite  extent  by  increasing  the  number  of  jars.  When  the 
numl)er  is  twelve,  they  are  placed  four  in  a  row  in  a  box,  the 
bottom  of  which  is  coated  with  tinfoil,  by  means  of  which  the 
oatsides  of  the  jars  are  all  in  conducting  communication.  Each 
jar  is  separated  from  the  rest  by  a  slight  partition  of  wood.  To 
connect  the  insides  of  the  jars,  their  knobs  are  joined  by  large 

*  Biot,  Traitd  de  Fhys.,  tome  2.— Ewsyc.  Metropol.,  Art.  Electricity, 


430 

brass  wires.  It  is  obvious,  therefore,  that  tte  battery  is  et^oiinh 
lent  to  a  single  jar  of  enormous  size,  comprehending  the  same 
number  of  squiire  feet. 

The  object  of  the  battery  is  to  accumulate  a  great  quantity  of 
the  electric  fluid,  which  is  in  proportion  to  the  extent  of  surface: 
the  intensity  or  elastic  force,  as  indicated  by  the  quadrant  elec- 
trometer, is  no  greater  in  the  battery  when  charged,  than  in  a 
single  charged  jar.  The  battery,  like  the  common  jar,  is  charged 
by  bringing  the  inside  into  communication  with  the  prime  con- 
ductor of  an  active  and  powerful  electrical  machine  :•  it  is  dis- 
charged as  usual,  by  forming  a  connection  between  the  insidi 
and  outside,  commonly  by  means  of  the  discharging  rod. 

Electrical  batteries  indicate  only  the  intensity  of  the  accomn- 
lated  electricity,  that  is,  its  deviation  from  a  state  of  natanl 
distribution  ;  the  quantity  can  be  inferred  only  from  the  com-  I 
parative  extent  of  the  charged  surface,  or  estimated  by  an  ex- 
amination of  its  effects,  and  is  therefore  by  no  means  accorstelj 
appreciable. 

817.  The  largest  machine  and  battery  hitherto  constrocledi 
were  made  for  the  Teylerian  museum,  at  Haarlem.  It  consisto 
of  two  circular  plates  of  glass,  each  five  feet  five  inches  in  di- 
ameter. The  prime  conductor  consists  of  several  pieces,  and  i* ' 
supported  by  three  glass  pillars,  nearly  five  feet  in  length.  The 
force  of  two  men  is  required  to  work  the  machine  ;  and  when 
it  is  required  to  be  put  in  action  for  any  length  of  time,  four  ait 
necessary.-f 

At  its  first  construction  nine  batteries  were  applied  to  it,e»c1i 
having  fifteen  jars,  every  one  of  which  contained  &  square  foot 
of  coated  glass  ;  so  that  the  grand  battery  formed  by  the  combinfr 
tion  of  all  these,  contained  one  hundred  and  thirty-five  feet.  A* 
examples  of  the  great  power  of  the  Teylerian  machine,  we  loay 
mention  the  following  :  it  charged  a  Leyden  jar  by  turning  the 
handle  half  round, — a  charge  which  the  jar  would  receive  snd 
lose  by  discharging  itself  spontaneously  eighty  times  in  a  minuU' 
A  single  spark  from  the  conductor  meltetf  a  considerable  length 

B  largo  bollery  U  ledioiu  tmd  libariaui.  il  bM  bM> 
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of  gold  leaf!  A  spark  or  zigzag  stream  of  fire  would  dart  from 
the  pAme  conductor  to  a  neighboring  conductor,  to  the  distance 
of  ten  feet.  A  wire  three  eighths  of  an  inch  in  diameter  was 
ibund  to  be  insuflicient  to  transmit  the  whole  charge  of  the 

Slme  conductor,  but  the  wire  would  give  small  sparks  to  a  con- 
etor  brought  near  it.  The  sphere  of  influence  (Art.  575)  ex- 
tended to  the  distance  of  forty  feet,  so  as  sensibly  to  afiect  the 
E*th  ball  electrometer.  The  spider  web  sensation,  (or  that  pecu- 
ir  sensation  resembling  that  of  the  spider's  web,)  which  is  ex- 
perienced by  holding  an  excited  glass  tube  to  the  face,  was  felt 
by  bystanders  to  a  great  distance  from  the  machine.* 

IffECHANICAL   EFFECTS   OF   ELECTRICrrT. 

618.  The  sound  produced  by  an  electric  discharge  is  ascribed  to 
Ae  sudden  collapse  of  the  air^  which  has  been  displaced  by  the  pas 
soge  of  the  electric  Jluid. 

nence  the  sound  is  greater  in  proportion  to  the  quantity  and 
intensity  of  the  charge.  A  battery,  when  fully  charged,  gives  a 
load  explosion. 

619.  Imperfectly  conducting  substances,  through  which  a  power- 
fid  electric  charge  is  passed,  are  torn  asunder  with  more  or  less 
violence. 

A  large  Leyden  jar  is  sufficient  for  exhibiting  some  of  these 
mechanical  effects  :  others  require  the  power  of  the  battery. 
When  the  charge  is  passed  through  a  thick  card,  or  the  cover  of 
a  book,  a  hole  is  torn  through  it,  which  presents  the  rough  ap- 
pearance of  a  bur  on  each  side.  By  means  of  the  battery,  a 
quire  of  strong  paper  may  be  perforated  in  the  same  manner ; 
and  such  is  the  velocity  with  which  the  fiuid  moves,  that  if  the 
TfKper  be  freely  suspended,  not  the  least  motion  is  communicated 
to  it.t  (See  Art.  231.)  Pieces  of  hard  wood,  of  loaf  sugar,  of 
llones,  and  many  other  brittle  non-conductors,  are  broken,  or 
even  torn  asunder  with  violence,  by  a  powerful  charge  from  the 
battery. 

The  expansion  o(  fluids  by  electricity  is  very  remarkable,  and 
productive  of  some  singular  results.  When  the  charge  is  strong, 
no  glass  vessel  can  resist  the  sudden  impulse.  Beccaria  inserted 
a  drop  of  water  between  two  wires  in  the  center  of  a  solid  glass 
ball  of  two  inches  diameter :  on  passing  a  shock  through  the 
drop  of  water,  the  ball  was  dispersed  with  great  violence.  In 
fike  manner,  by  the  sudden  expansion  of  a  small  body  of  confined 
sitf  strongly  electrified,  explosions  may  be  produced,  and  bodies 
that  resist  its  expansion  are  projected  with  violence.  Even  good 
conductors,  when  minutely  divided,  are  expanded  by  electricity. 

' i  ■ 

*  Cavalloi  Complete  Treatise,  Vol  II.  t  Singer. 
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Thus  mercury,  confined  in  a  capillary  glass  tube,  will  be  ex- 
panded witb  ii  force  suiBcieot  to  splinter  the  tube.* 

CHEMICAL   EFFECTS   OP   ELECTBICITY. 

620.  By  means  of  electricity.,  more  or  less  accumulated,  a  variety 
of  chemical  effects  may  be  produced  ;  sm/i  as  ihe  combustion  of  in- 
jlaTiimahh  bodies,  the  oxidation,  fusion,  and  even  combuntion  of 
metals,  the  separation  of  compounds  i?Uo  their  elements,  or  the  umon 
of  elements  into  compounds.^ 

Etlier  and  alcohol  may  be  inflamed  by  passing  the  electric 
spark  through  them  ;  nor  is  the  effect  diminished  by  communi- 
eating  the  sjpark  by  means  of  a  piece  of  ice  or  any  other  cold 
medium.  The  finger  may  be  conveniently  employed  to  inllame 
these  substances.  Phosphorus,  resin,  and  olher  solid  combusti- 
ble bodies,  may  be  set  on  fire  by  the  same  means  ;  gunpowder 
and  the  fulminating  powders  may  be  exploded,  and  a  candle 
may  be  lighted.  Gold  leaf  and  fine  iron  wire  may  be  burned, 
by  a  charge  from  the  battery.  Wires  of  lead,  tin,  ziiie.  copper, 
platina,  silver,  and  gold,  when  subjected  to  the  charge  of  a  very 
large  battery,  burn  with  explosion,  and  are  converted  into  ox- 
ides. | 

The  same  agent,  moreover,  is  capable  of  reviving  these  oxides; 
that  is,  restoring  them  to  the  state  of  pure  metals.  By  a  singu- 
lar contrariety  of  properties,  water  is  decomposed  into  its  gase- 
ous elements,  and  the  same  elements  are  reunited  to  form  water; 
and  the  constituent  gases  of  atmospheric  air,  are,  bv  passing  a 
great  number  of  electric  charges  through  a  confined  portion  of 
air,  converted  into  nitric  acid. 

621.  Tke  velocity  of  the  electric  fluid  is  apparently  inttami 

ous.     A  circuit  of  four  miles  has  been  formed,  by  means  of  n 

between  the  inside  and  outside  of  a  Leyden  jar,  and  no  percepts 
ble  interval  was  occupied  during  the  discharge.  Analogy,  how- 
ever, would  lead  us  to  believe  that  electricity,  like  light,  is  pro- 
gressive in  its  motions,  but  that  it  moves  with  a  velocity  too 
great  to  be  measured,  except  for  intervals  of  immense  extent. 

The  velocity  of  light  appears  to  be  instantaneous,  for  such 
distances  as  four  miles ;  but  when  such  intervals  are  taken  as 
the  diameter  of  the  earth's  orbit,  light  is  Ibund  to  have  a  pro- 

*  The  illuminating  pottem  of  the  Bpnrk  from  a,  large  baKccy,  produce  very  lUiking 
appeBrancPB.  Tlic  scintillatiociH  of  an  iron  chuiu  20  or  30  ftet  loug,  when  rosdc  W 
form  IhP  mpdinm  of  pommnnication  bplwcen  the  inside  and  oiilwdr  of  ■  charged  bal- 
lery.  nro  peculiarly  beautlTul.  The  clmin  may  convpniently  be  liiiug  in  Mleiuuy 
catveB  from  Ihe  cuLlini;  of  Ibe  rootn,  eupported  bj  threads  of  hUe. 

t  The  cheiuiool  agenciei  of  electricity,  however,  are  much  more  powerful  tad  as- 
tenaive  as  exhibited  by  Ihe  J    ■■---■-'  .... 


le  galranic  appantiu,  than  by  the  commoo  cleotrioaL 
,  p.  185. 
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gres&ve  velocity  of  192,500  miles  per  second.  If,  therefore,  elec- 
tricity  actually  moves  with  a  progressive  velocity  like  that  of 
light,  still  the  time  occupied  in  traversing  the  space  of  four  miles 
would  be  inappreciable,  since  it  would  equal  only  about  the  fifty 
thousandth  part  of  a  second.  Experiments  are  in  progress  for 
conveying  telegraphic  dispatches  by  means  of  electricity. 

622.  TTie  ekctric  fluids  in  its  route,  selects  the  best  conductors. 
The  Leyden  jar  may  be  discharged  with  a  wire  held  in  the  hand, 
without  the  insulating  handle  used  in  the  discharging  rod,  since 
metallic  wire  is  a  better  conductor  than  the  hand,  and  the  fluid 
will  take  its  route  through  that  in  preference  to  the  hand.  But 
if  a  wooden  discharger  be  substituted  for  the  wire,  the  shock 
will  be  felt,  since  animal  substances  are  better  conductors  than 
wood.  It  is  necessary  to  remark,  however,  that  when  the  charge 
is  very  intense  or  the  quantity  great,  as  in  the  battery,  then  some 
portion  of  the  fluid  will  escape  from  the  discharging  wire  and 
pass  through  the  hand.  In  such  cases,  therefore,  it  is  prudent  to 
make  use  of  the  discharging  rod. 

Lightning,  in  striking  a  building,  usually  takes  a  course  which 
indicates  the  preference  of  the  fluid  for  the  best  conductors. 

623.  TTSe  electric  fluid  will  sometimes  take  a  shorter  route  through 
a  voorse  conductor,  in  preference  to  a  longer  route  through  a  better 
conductor.  The  sparks  will  pass  through  a  short  space  of  air, 
instead  of  following  a  small  wire  thirty  or  forty  feet.  The  pref- 
erence of  the  shorter  route  is  sometimes  indicated  in  taking  the 
electric  shock.  While  one  person  is  receiving  the  shock  from 
the  Leyden  jar,  another  may  grasp  his  arm  without  feeling  the 
least  effect  from  the  charge. 

624.  The  course  of  the  charge  is  frequently  determined  by  the 
influence  of  points,  either  in  dissipating  or  in  receiving  the  fluid. 
Snarp  points,  connected  with  the  best  conductors,  greatly  favor 
Ae  dispersion  of  the  fluid  during  its  passage,  and  sharp  pointed 
conductors  determine  the  charge  toward  them,  from  a  great  dis- 
tance around.  The  finest  needle,  held  in  the  hand  toward  the 
knob  of  one  of  the  jars  of  a  charged  battery,  will  silently  dis- 
eharge  it,  in  <a  ff^w  seconds ;  and  if  we  apply  one  hand  to  the 
outside  of  a  Leyden  jar,  and  with  the  other  bring  a  fine  needle 
dowly  to  the  knob  of  the  jar,  only  a  comparatively  feeble  shock 
will  be  felt,  the  charge  being  rapidly  dissipated  while  the  needle 
IB  approaching  the  knob. 

JBFFECTS   OF   ELECTRICrrV   UPON   ANOf  ALS. 

625.  We  have  already  several  times  incidentally  adverted  to 
the  shock  communicated  to  the  animal  system,  when  it  is  brought 
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into  tlie  electric  circnit,  so  that  the  charge  passes  tfarougfa  ^ 
We  now  propose  to  consider  this  interesting  part  of  oar  science 
more  particularly. 

C26.  The  electric  shock  is  received,  v>1ienever  Uie  animal  tyittm 
u  made  a  pari  of  the  conducting  communication  between  the  nutVe 
and  outside  of  a  cliarged  Leyden  jar.  A  convenient  method  of 
administering  the  shock,  is  to  place  the  charged  Jar  on  a  table, 
resting  immediately  on  a  metallic  plate,*  as  a  plate  of  tin,  lead, 
or  copper  ;  then  grasping  a  metallic  rod  in  each  hand,  touch  one 
of  them  to  the  plate  and  the  other  to  the  knob  of  tht;  jar,  and  a 
sudden  convulsion  of  the  limbs  or  the  breast  will  be  experienced, 
more  or  less  violent  according  to  the  strength  of  \\ie  charge. 
The  effect  is  greatly  heightened  by  feelings  of  dread  or  appni- 
hension,  and  it  may  be  resisted  to  a  considerable  degree  by  k 
voluntary  etfort.  A  slight  charge  affects  only  the  fingers  or  the 
wrisla ;  a  stronger  charge  convulses  the  large  muticles  above  the 
arm-pits;  a  still  greater  charge  passes  through  the  breast,  and 
becomes  in  some  degree  painrul.  Electricians,  however,  have 
frequently  ventured  upon  charges  sufficiently  powerful  to  oou- 
vulse  tiie  whole  frame. 

627.  The  shock  may  he  communicated  to  any  number  o^  persent 
at  once.  This  is  usually  effected  by  their  joining  bands,  while 
the  first  in  the  series  holds  one  of  the  metallic  rods,  (Art.  653.) 
with  which  he  touches  the  plate  or  outside  of  the  jar.  and  the 
last  in  the  series  holds  the  other  rod,  with  which  he  touches  the 
knob  of  the  jar,  at  which  instant  the  whole  number  receive  the 
shock  at  the  same  moment,  and  that  however  extensive  the 
circle  of  persons  may  be.  The  Abbe  Nollet,  a  celebrated  French 
electrician,  gave  the  shock,  at  once,  to  one  hundred  and  eighty 
of  the  king's  guards,  and  to  all  the  members  of  a  convent,  who 
formed  a  large  communily.  All  gave  a  spring  at  the  same  mo- 
ment. The  strength  of  the  shock,  however,  is  somewhat  dltnio- 
ished  by  passing  through  a  loi^  circuit,  some  portion  of  the  fluid 
being  dissipated  on  the  way.|  The  connection,  instead  of  being 
made  by  taking  hold  of  hands,  may  be  formed  between  any 
number  of  persons  A,  B,  C,  D,  i&c.  as  follows  :  A  may  touch  his 
foot  to  the  foot  of  B ;  B  may  take  the  hand  of  C,  who  may 
touch  the  foot  of  D ;  then  each  of  the  company  will  feel  the 
shock  in  one  arm  and  one  leg,  showing  tliat  the  fluid  pursues 
the  most  direct  course,  agreeably  to  Art.  650. 

628.  If  the  discharge  from  two  square  feet  of  coated  surface 
be  made  to  pass  through  the  region  of  the  diaphragm,  a  sadden 


■  It  !■  ufer  to  employ  sucli  a  piste  Uian  to  bring  t 
into  «aulact  witEi  the  oulaide  coaling  of  ihe  jnr  ;  for 
bmwd  lo  receive  the  shuck,  bto  bdi  lo  ovorlurn  Uio  jbi  tnd  break  it' 

*  PriHtief,  p.  97. 
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eonTolsive  action  of  the  lungs  producea  a  loud  shont.  A  smaller 
charge  produces  a  violent  fit  of  laughter,  even  in  the  gravest  per- 
sons. A  very  strong  charge,  passed  through  the  diaphragm,  prv 
duces  involnntan'  sighing  and  tears,  and  sometimes  brings  on  a 
feinting  fit.*  The  chaise  of  a  large  battery  is  sufficient  to  de- 
stroy human  life,  especiE^ly  if  it  be  received  through  the  head. 
By  standing  on  the  Iiisulating  Stool,  which  is  a  stool  with  glass 
feet,  a  person  becomes  an  insulated  conductor,  and  may  be  elec- 
trified like  any  other  insulated  conductor.  A  communication  be- 
ing made  with  the  machine,  the  fluid  pervades  the  system,  bat 
excites  hardly  any  sensation  except  a  prickling  of  the  hair, 
which  at  the  same  time  rises  and  stands  erect ;  for  the  hairs,  be- 
ing similarly  electrified,  mntuatly  repel  each  other. 

While  in  this  situation,  the  human  system  exhibits  the  same 
phenomena  as  the  prime  conductor  when  charged  ;  that  is,  it  at- 
tracts light  bodies,  gives  a  spark  to  conductors  brought  near  it, 
and  communicates  a  slight  shock  to  another  person  who  receives 
the  spark  from  it.  Indeed,  the  same  shock  is  felt  by  both  par- 
ties. 

By  means  of  the  insulating  stool,  the  most  delicate  shocks 
may  be  given  ;  for  the  charge  may  be  drawn  oS  from  any  part, 
by  imperfect  conductors.  Thus,  a  pointed  piece  of  wood  will 
draw  off  the  charge  from  the  eye,  in  a  manner  so  gentle,  as  to  se- 
cure that  tender  organ  against  any  possibility  of  injury.  By  a 
VMiety  of  conductors,  of  different  powers,  and  by  points  and 
balls,  the  sensations  may  be  accommodated,  with  much  delicacy, 
to  the  state  of  the  patient,  or  to  the  nature  of  the  affected  part. 

629.  The  shock  may  be  communicated  F't-  ^'>- 

directly  to  any  individual  part  of  the  sys- 
tem, without  affecting  the  other  parts,  by 
making  that  part  form  a  portion  of  the 
electric  circuit,  between  the  inside  and 
outside  of  a  Leyden  jar.  Thus,  let  it  be  re- 
quired to  electrify  an  arm.  Two  directors 
(consisting  of  wires  terminating  in  brass 
knobs,  and  insulated  by  glass  handles)  are 
connected  by  chains  with  the  knob,  and 
tiie  outside  coating  of  a  charged  Jar  ;  then, 
on  applying  one  of  the  directors  to  the 
hand,  and  the  other  to  the  naked  shoulder,  the  arm  is  convulsed. 
In  cases  where  the  patient  requires  only  a  moderate  shock,  the 
charge  is  regulated  by  a  contrivance  attached  to  the  jar,  called 
lime's  Discharging  Electrometer,  represented  in  Fig.  223.  S,  is 
a  stick  of  solid  glass ;  B,  R,  two  brass  knobs,  connected  by  a 
wire,  which  slides  back  and  forth  in  such  a  way,  that  it  may  be 

■  Enoyo.  MetniL — Morgan'i  Lectnni.— Nngert  Ekucnti. 
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set  at  any  required  distance  from  the  knob  of  ihe  jar. 
that  the  oulside  of  the  jar  is  grasped  with  ihe  left  hand,  am 
knob  R  with  the  right,  while  the  knob  A  is  constantly  receiving 
sparks  from  the  prime  conductor.*  When  the  knob  B  is  in  close 
contact  with  A,  no  shock  will  be  received,  because  the  two  sidee 
of  the  jar  are  in  conducting  communication.  But  when  B  is  re- 
moved a  little  way  from  A,  then  the  shock  will  be  felt  when  the 
charge  has  become  sufficiently  intense  for  the  spark  to  paas  from 
A  to  B  ;  and  the  shock  will  be  greater  or  less  according  as  the 
knobs  are  nearer  to  each  other,  or  further  apart,  until  the  dis- 
tance becomes  too  great  for  the  jar  to  discharge  itself.  When 
the  sliding  wire  is  withdrawn  a  small  distance  Irom  the  knob  of 
the  jar,  a  constant  succession  of  slight  shocks  are  experienced, 
which  are  sometimes  called  vibrationa. 

630,  It  has  already  been  mentioned,  that  life  may  be  destroyed 
by  strong  electrical   charges.     Experiments  have   been   made 
with  the  view  of  investigating  the  nature  of  this  destructive  ac- 
tion.    Dr.  Van  Marum,  of  Haarlem,  selected  for  this  puq>ose 
eels,  which,  as  is  well  known,  retain  signs  of  irritahiliiy,  when 
cut  into  Ihree,  four,  or  six  parts,  and  even  when  deprived  of  their 
heads.     The  eels  employed  in  these  experiments,  were  a  foot 
and  a  half  in  length,  and  the  shock  was  conveyed  through  the 
whole  body.     They  were  instantly  killed,  and  never  moved  af- 
terward.    They  were  immediately  skinned,  and  Irial  was  made 
by  pinching,  pricking,  &,c.,  but  no  traces  of  irritability  remtunfd. 
I  when  Ihe  shock  was  made  to  pass  through  individual  parts,  for 
I  example  the  head,  these  alone  lost  their  irritability,  while  the 
I  fest  retained  it.     When  the  head  was  kept  free  from  the  shock, 
"ihe  remaining  parts  only  were  paralyzed.f 

It  had  been  remarked,  that  whenever  animals  had  been  killed 
I'  by  lightning,  the  process  of  spontaneous  putrefaction  ensued  with 
I  ODUsual  rapidity.  This  subject  was  examined  by  M.  Achard  of 
rBerlin,  by  numerous  experiments.  From  these  it  appeared  that 
l«lectrieity  accelerates  putrefaction,  since  it  was  found  that  ani- 
Kmals  recently  killed,  and  animal  substances,  sue,b  as  raw  beef, 
I  became  putrid  much  sooner  when  eleclrilied.  General  credit  is 
■  pn  to  the  foregoing  experiments,  but  it  seems  easy  to  account 
for  the  increased  tendency  of  milk  to  sour,  and  of  me^it  to  be- 
i  come  putrid,  during  a  thunder  storm,  from  the  effects  of  heat 
J  wd  moisture,  which  are  known  and  adequate  causes  of  these 
I  ^lenomena. 

31.  Soon  after  the  discovery  of  the  Leydcn  jar,  commenced 


♦  Nicholson's  Jour.  VlII,  319.— Encyc.  Jlltlrop.,  Art.  Eleetricil;. 
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ihe  application  of  electricity  to  medicine ;  and  Medical  Electri- 
city became  thenceforth  a  distinct  branch  of  the  science.  The 
first  cure  said  to  have  been  effected  by  this  agent,  was  upon  a 
paralytic.  Electricity  shortly  became  very  celebrated  for  the 
cure  of  this  disorder,  and  patients  flocked  in  great  numbers  to 
the  practitioners  of  this  branch  of  the  profession.  As  usual,  the 
efi*ects  of  this  new  remedy  were  greatly  exaggerated,  ai>d  it  was 
widely  extolled,  not  only  for  the  cure  of  palsy,  but  of  all  other 
diseases.*  It  was  even  pretended,  that  the  virtues  of  the  most 
valuable  medicines  might  be  conveyed  into  the  system  through 
the  medium  of  electricity,  preserving  their  specific  properties  in 
the  same  manner  as  when  taken  by  the  way  of  the  stomach. 
Preparations  of  this  kind  were  called  Medicated  Tubes.  Pavati, 
an  Italian,  and  Winkler,  a  German,  were  especially  celebrated 
for  this  species  of  practice.  The  mode  was,  to  enclose  the  medi- 
cines in  a  glass  tube,  then  to  excite  the  tube,  and  with  it  to  elec- 
trify the  patient.  In  this  way,  it  was  said,  the  healing  virtues  of 
the  medicine  were  communicated  to  the  system  in  a  manner  at 
once  efficacious  and  agreeable.f 

Pretensions  so  extravagant  could  not  long  be  sustained,  and 
the  natural  cpnsequence  was,  that  the  use  of  electricity  in  medi- 
cine soon  fell  into  great  neglect,  and  has  remained  in  this  situa- 
tion to  the  present  time.  There  are,  however,  certain  properties 
inherent  in  this  agent,  which  deserve  the  attention  of  the  en- 
lightened physician,  and  inspire  the  hope  that,  in  judicious  hands, 
it  may  still  be  auxiliary  to  the  healing  art.  First,  the  great  ac- 
tivity of  the  agent,  particularly  the  facility  and  energy  with 
wliich  it  can  be  made  to  act  upon  the  nervous  system,  indicate 
that  it  has  naturally  important  relations  to  medicine.  The 
power  of  being  applied,  locally,  to  any  part  of  the  system,  ren- 
ders it  a  convenient  application  in  cases  where  other  local  rem- 
edies cannot  be  administered.  Secondly,  the  acknowledged 
property  of  electricity  to  promote  the  circulation  of  fluids 
throagh  capillary  tubes.  Art.  581,  (7,)  suggests  the  probability  of 
its  being  efficacious  in  promoting  the  circulation  of  the  fluids  of 
the  animal  system,  and  in  increasing  the  quantity  of  insensible 
perspiration.  Thirdly,  in  the  history  of  medical  electricity  are 
recorded  well-attested  cures,  effected  by  means  of  electricity,  of 
such  diseases  as  palsy,  rheumatism,  gout,  indolent  tumors,  deaf- 
ness, and  a  variety  of  other  disorders.;]; 

•  PriesUey.  p.  409.  t  Ibid.,  146. 

t  See  Priestley's  History  of  Electricity,  pp.  146  and  408— -iSinger's  Elements,  p, 
293 — Phil.  Transactionsi  passim — Encyc.  Metropolltana,  Elec.  105— Cavalio,  Com- 
pfato  Tfeatise,  VoL  II. 
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CHAPTER  VI. 

OP  THE  CAUSE  OF  ELECTRICAL  PHENOMENA. 

632.  For  the  sake  of  convenience,  and  for  the  purpose  of 
avoiding  repetition  and  circumlocution,  we  have  made  frequent 
use  of  the  phrase  electric  fluid.  It  may  be  proper  now  to  inquire, 
whether  there  are  any  just  grounds  for  supposing  such  a  fluid  or 
fluids  to  he  present  in  electrical  phenomena. 

There  are  two  modes  by  which  the  existence  of  such  a  fluid 
may  be  rendered  probable  :  the  first  is,  by  showing  that  such  a 
supposition  is  conformable  to  the  analogy  of  nature  ;  the  second 
is,  by  proving  that  the  agent  of  electrical  phenomena  exhibits 
the  properties  of  a  fluid. 

633.  First,  there  are  some  reafons  derived  from  analogy  for  be- 
lieving ill  the  existence  of  an  electric  fluid.  (1.)  The  reasons  in 
favor  of  sup])osing  that  light  and  heat  are  caused  by  the  agency 
of  peculiar  fluids,  (arguments,  however,  that  we  cannot  discuss 
here,)  which  have  induced  a  general  belief,  are  for  the  most  part 
equally  applicable  to  electricity.  (2.)  In  the  present  state  ofout 
knowledge,  the  most  subtile  ol'  all  fluids,  indeed  the  most  atten- 
uated form  of  matter,  is  hydrogen  gas,  of  which  one  hundred  cu- 
bic inches  weigh  only  two  and  a  quarter  grains,  being  nearly 
fourteen  times  lighter  than  common  air.  But  at  no  distant  period, 
means  had  not  been  devised  by  mankind  for  pro\ing  the  male- 
riality  of  common  air,  nor  even  of  identifjing  the  existence  of 
the  other  gases,  which  now  bear  so  conspicuous  a  part  in  eJtperi- 
mental  philosophy.  But  as  knowledge  and  experimental  research- 
es have  advanced,  a  series  of  fluids  still  more  subtle  than  air  have 
come  to  light,  until  we  have  reached  a  body  nearly  fourteen  times 
lighter  than  air,  at  which,  at  present,  the  series  stops.  Is  it  prob- 
able, however,  that  nature  stops  in  her  processes  of  attenuation 
precisely  at  the  point  where,  for  want  of  more  delicate  instru 
ments,  or  more  refined  and  powerful  organs  of  sensation,  our 
methods  of  investigation  and  powers  of  discrimination  come  to 
their  limit?  An  examination  of  the  general  analogies  of  nature 
will  lead  us  to  think  otherwise.  The  subordination  which  exists 
among  the  different  classes  of  bodies  that  compose  the  olher  de- 
partments of  nature,  is  endless,  or  at  least,  indehnite.  In  the  ani- 
mal creation,  for  example,  beginning  with  the  mammoth  or  the 
elephant,  we  descend  through  numerous  tribes  to  the  insect  which 
is  barely  visible  in  the  sunbeam.  Before  human  ingenuity  had 
devised  means  of  aiding  the  powers  of  vision,  the  naturaliiit  might 
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have  fixed  this  as  the  limit  of  the  animal  creation.  But  the  in- 
vention of  the  microscope  has  carried  the  range  of  human  vision 
immeasurably  further ;  and  at  each  successive  improvement  in 
that  instrument,  new  tribes  of  insects  or  animalcules  have  been 
revealed  to  the  eye,  still  more  and  more  attenuated.  A  similar 
subordination  might  be  found  in  the  vegetable  kingdom,  and  in 
the  organic  structure  of  both  animals  and  vegetables. 

6M.  To  apply  this  anedogy  to  the  case  before  us,  we  begin  the 
series  of  inorganic  bodies  with  platinum,  and  descend  through 
classes  of  bodies  constantly  diminishing  in  density,  until  we  come 
to  ether,  the  lightest  of  liquids,  and  on  the  confines  of  those 
bodies  which  are  invisible  to  the  eye,  and  manifested  only  by 
the  effects  which  they  produce.  By  modem  discoveries  the  se- 
ries has  been  extended  to  liydrogen,  a  body  two  hundred  and 
forty-seven  thousand  times  lighter  than  platinum.  Here  for  the 
present  we  pause,  standing  in  the  same  relation  with  respect  to 
any  fluids  that  may  lie  beyond,  that  the  ancients  stood  with  re- 
spect to  conunon  air,  and  all  the  other  aeriform  fluids. 

Considerations  of  this  nature  lead  us  to  believe  that  there  are 
in  nature  fluids  more  subtle  than  hydrogen  ;  and  such  being  the 
iact,  we  can  hardly  resist  the  belief,  that  heat,  light,  and  elec- 
tricity, are  bodies  of  this  class,— bodies  which  make  themselves 
known  to  us  by  the  most  palpable  and  energetic  eflects,  although 
their  own  constitution  is  too  subtle  and  refined  for  our  organs  to 
recognise,  or  our  instruments  to  identify  them  as  material. 

635.  Secondly,  in  addition  to  the  foregoing  presumptions  in 
favor  of  the  supposition  that  electricity  is  a  peculiar  fluid,  it  ex- 
hibits  in  itself  the  properties  of  a  fluid.  The  rapidity  of  its  mo- 
tions, the  power  of  being  accumulated,  as  in  the  Leyden  jar, 
its  unequal  distribution  over  the  surfaces  of  bodies,  (Art.  589,) 
its  power  of  being  confined  to  the  surfaces  of  bodies  by  the  pres- 
sure of  the  atmosphere,  its  attractions  and  repulsions,  are  seve- 
rally properties  which  we  can  hardly  ascribe  to  any  thing  else 
than  an  elastic  fiuid  of  the  greatest  tenuity. 

But  granting  the  presence  of  an  elastic  fiuid  in  electrical  phe- 
nomena, it  remains  to  be  determined  whether,  according  to  the 
hypothesis  of  Franklin,  these  phenomena  are  to  be  ascribed  to 
the  agency  of  a  single  fluid,  or  whether,  according  to  that  of  Du 
Fay,  they  imply  the  existence  of  two  distinct  fluids.  The  nu- 
merous facts  with  which  the  learner  has  been  made  acquainted 
in  the  preceding  pages,  will  fit  him  to  appreciate  the  evidence 
offered  in  favor  of,  or  against  these  hypotheses  respectively. 

636.  The  principles  of  each  hj^pothesis  have  been  already  ex- 
plained, (see  Art.  569,)  and  they  have  been  rendered  familiar  by 
repeated  application.    It  will  be  recollected  that  they  concur  in 
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supposing  that  all  bodies  are  endued  with  a  certain  portion  of 
electricity,  called  their  natural  share,  in  which  the  fluid,  whether 
single  or  compound,  is  in  a  state  of  perfect  equilibrium ;  and 
that  in  the  process  of  excitation,  this  equilibrium  is  destroyed 
But  here  the  two  views  begin  to  diverge  :  the  one  supposes  that 
this  equilibriiun  is  destroyed  in  consequence  of  the  separation  of 
two  fluids,  which,  like  an  acid  and  an  alkali  combining  to  form 
a  neutral  salt,  exactly  neutralize  each  other  by  mutual  satura- 
tion, but  which,  when  separated,  exhibit  their  individual  proper- 
ties ;  the  other,  that  the  equilibrium  is  destroyed,  like  that  of  a 
portion  of  atmospheric  air,  by  greater  or  less  exhaustion  on  the 
one  side,  or  condensation  on  the  other.  In  the  former  case,  more- 
over, the  equilibrium  is  restored  by  the  reunion  of  the  two  con- 
stituent jfluids  ;  in  the  latter,  by  the  movement  of  the  redundant 
portion  to  supply  the  deficient,  as  air  rushes  into  the  exhausted 
receiver  of  an  air-pump. 

It  is  a  remarkable  fact,  that  nearly  every  electrical  phenome- 
non may  be  perfectly  explained  in  accordance  with  either  hy- 
Eothesis  ;  nor  is  it  agreed,  that  an  experimerUum  cruets*  has  yet 
een  found.f 

637.  One  of  the  latest  advocates  of  the  hypothesis  of  a  single 
fluid  is  Mr.  Singer,!];  an  able  practical  electrician,  and  the  most 
distinguished  defender  of  the  doctrine  of  two  fluids  is  M.  Biot.$ 
In  support  of  the  former  doctrine,  are  offered  such  arguments  as 
the  following.  (1.)  Its  greater  si??iplicity.  It  is  supposed  to  be 
more  conformable  to  the  Newtonian  rule  of  philosophizing,  "to 
assign  no  more  causes  than  are  just  sufficient  to  account  for  the 
phenomena."  The  known  frugality  of  nature  in  all  her  opera- 
tions, might  lead  us  to  suppose  that  she  would  not  employ  two 
agents  to  effect  a  given  purpose,  when  a  single  agent  would  be 
competent  to  its  production.  This  argument,  however,  cannot 
be  applied,  either  where  one  cause  is  not  sufficient  to  account 
for  the  phenomena,  or  where  there  is  direct  proof  of  the  exist- 
ence of  more  agents  than  one.  (2.)  The  appearance  of  a  cur' 
rent,  circulating  from  the  positive  to  the  negative  surface,  anal- 
ogous to  the  passage  of  air  of  greater  density  into  a  rarefied 
space.  This  point  is  much  insisted  on  by  Singer,  and  numerous 
examples  are  brought  forward  where  the  progress  of  such  a  cur- 
rent is  manifest  to  the  senses.  Thus,  the  flame  of  a  candle, 
brought  into  the  circuit  between  the  inside  and  outside  of  a  Ley- 

*  The  "cxperinicntum  crucis,"  is  a  phrase  introduced  by  Lord  Bacon,  implying  a 
fact  which  can  be  explained  on  one  of  two  op]>o.«ite  hypotheses,  and  not  on  the  other. 
The  figure  is  derived  from  a  cross  set  up  wlierc  two  roads  meet,  to  tell  the  trereller 
which  road  to  take. 

t  Lib.  Useful  Knowledge 

t  Elements  of  Electricity  and  Electro-Chemistry,  by  Gcoige  John  Singer,  Londoo, 

i  Tnjt6  de  Physique,  tome  II. 
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den  jar,  is,  on  the  discharge  of  the  jar,  bent  toward  the  nega- 
tive side  ;  a  pith  ball,  under  similar  circumstances,  moves  in  the 
same  direction ;  when  a  charged  jar  is  placed  under  the  receiver 
of  an  air-pump,  and  the  air  is  exhausted,  a  luminous  cloud  flows 
from  the  positive  to  the  negative  side,  in  whichever  way  the  jar 
is  electrified.  None  of  these  arguments,  however,  are  found  to 
be  conclusive ;  for  the  mechanical  eflfects,  which  are  here  as- 
cribed to  an  elastic  fluid,  that  is,  the  electric  fluid,  flowing  to- 
ward the  negative  side,  can  all  be  accounted  for,  either  upon  the 
principles  of  attraction  and  repulsion,  common  to  both  nypoth- 
eses,  or  from  the  mechanical  impulse  of  a  current  of  air,  which  is 
known  to  be  repelled  from  a  point  positively  electrified.  The 
electric  spark  passing  instantaneously,  or  at  least  with  a  veloci- 
ty entirely  inappreciable,  it  is  impossible  to  determine  its  direc- 
tion. 

638.  The  fact  that  bodies  negatively  electrified  repel  each  other^ 
(Art.  570,)  is  a  strong  argument  against  the  truth  of  the  h^'pothesis 
under  consideration.  It  is  not  diflieult  to  conceive  that  a  self- 
repellent  fluid  should  communicate  the  same  property  to  two 
pith  balls  in  which  it  resided  ;  but  that  the  mere  deficiency  of  the 
fluid  should  produce  the  same  effect  is  incredible.  This  fact  drove 
iSpinus  (a  celebrated  German  electrician,  who  brought  this  hypo 
thesis  to  the  test  of  mathematical  demonstration)  to  the  necessity 
of  supposing  that  unelectrified  matter  is  self-repellent — a  supposi- 
tion which  is  tiot  only  destitute  of  proof,  but  which  is  inconsist- 
ent with  the  general  laws  of  nature,  from  which  it  appears  that 
attraction  and  not  repulsion  exists  mutually  between  all  kinds  of 
bodies.  In  the  distribution  of  electricity  upon  surfaces  differing 
in  shape  and  dimensions,  the  fluid  is  found  to  arrange  itself  in 
strict  accordance  with  hydrostatic  principles,  and  that  too  in  bo- 
dies negatively  as  well  as  positively  electrified.  Now  that  the 
privation,  or  mere  absence  of  a  fluid,  should  exhibit  such  prop- 
erties of  a  present  fluid,  is  inconceivable. 

639.  In  favor  of  the  doctrine  of  two  fluids,  the  following  ar- 
guments are  urged.  (1.)  Tioo  opposite  currents  are  supposed  to 
be  sometimes  indicated.  Thus,  (Art.  619,)  a  card  perforated  by 
a  strong  electric  discharge,  exhibits  burs  or  protrusions  on  both 
sides.  The  appearance  of  the  electric  spark  passing  between 
two  knobs,  is  supposed  by  some  writers  to  indicate  the  meeting 
of  two  fluids  from  opposite  parts.  When  the  spark  is  short,  the 
whole  distance  between  the  two  knobs  through  which  it  passes, 
is  illuminated.  But  when  the  spark  is  long,  those  portions  of  it 
which  are  nearest  to  the  knobs,  are  much  brighter  than  the  cen- 
tral portions.  Near  the  knobs  the  color  is  white,  but  toward 
the  center  of  the  spark  it  is  purplish.  Indeed,  if  the  spark  is 
very  long,  the  middle  part  of  it  is  not  illuminated  at  all,  or  only 
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very  slightly.  Now  this  imperfectly  illuminated  part,  is  obvious- 
ly the  spot  where  the  two  electricities  unite,  and  it  is  in  conse- 
quence of  this  union,  that  the  light  is  so  imperfect.*  (2.)  The 
two  electricities  are  characterized  by  specific  differences.  The 
light  afforded  by  the  vitreous  surface  is  different  Irom  that  of  the 
resinous ;  when  the  two  opposite  portions  of  the  spark  meet,  as 
above,  the  place  of  meeting  is  only  half  the  distance  from  the 
negative  that  it  is  from  the  positive  side  ;  the  bur  protruded  from 
the  card  is  larger  in  the  direction  of  the  vitreous  than  in  that  of 
the  resinous  fluid ;  and  the  two  severally  produce  certain  chemi- 
cal effects  in  bodies  which^  are  peculiar  to  each.  (3.)  But  the 
most  conclusive  argument  in  favor  of  two  fluids,  is  the  perfect 
manner  in  which  this  supposition  accounts  for  the  distribution  uf 
electricity  on  bodies  of  different  dimensions.  (See  Arts.  587-^ 
590.)  On  the  hypothesis,  that  electrical  phenomena  are  owing 
to  the  agencies  of  two  fluids^  both  perfectly  incompressible^  thepar' 
tides  of  which  possess  perfect  mobility,  and  mutually  repel  each  otk- 
er,  while  they  attract  tnose  of  the  opposite  fluid,  with  forces  varying 
in  the  inverse  ratio  of  the  square  of  the  distancer^-^n  this  hypothe- 
sis, M.  Poisson,  a  celebrated  mathematician  of  France,  applied 
the  exhaustless  resources  of  the  calculus,  to  determine  the  vari- 
ous conditions  which  electricity  would  assume  in  distributing 
itself  over  spheres,  spheroids,  and  bodies  of  various  figures.  The 
results  at  which  he  arrived  were  such  as  accord  in  a  very  re- 
markable degree  with  experiment,  and  leave  little  doubt  that  the 
hypothesis  on  which  they  were  built  must  be  true.  Nor  is  any 
supposition  involved  in  the  hypothesis  itself  inconsistent  with 
established  facts.  (4.)  Finally,  authority  is,  at  the  present  day, 
almost  wholly  on  the  side  of  the  doctrine  of  two  fluids — an  opin- 
ion which  has  constantly  gained  new  adherents  with  every  new 
discovery  in  the  science  of  electricity,  particularly  in  the  depart- 
ment of  galvanism. 


CHAPTER  Vn. 

OF  ATMOSPHERICAL  ELECTRICITY— THUNDER  STORMS— 

LIGHTNING  RODS. 

640.  Having  learned  the  laws  of  electricity  from  a  great  va- 
riety of  experiments,  the  student  is  now  prepared  to  look  upon 
the  works  of  Nature,  and  to  study  the  phenomena  w^hich  the 
same  agent  produces  there  on  a  most  extensive  scale. 

*  Thomson. 
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Hie  atmosphere  is  always  more  or  less  electrified.  This  fact  is 
ascertained  oy  several  difierent  forms  of  apparatus.  For  the 
lower  regions,  it  is  sufficient  to  elevate  a  metallic  rod  a  few  feet 
in  length,  pointed  at  the  top,  and  insulated  at  the  bottom.  With 
the  lower  extremity  is  connected  an  electrometer,  which  indi- 
cates the  presence  and  intensity  of  the  electricity.  For  experi- 
ments on  the  electricity  of  the  upper  regions,  a  kite  is  emploved, 
not  onlike  a  boy's  kite,  with  the  string  of  which  is  intertwined 
a  fine  metallic  wire.  The  lower  end  of  the  string  is  insulated 
by  fastening  it  to  a  support  of  glass,  or  by  a  cord  of  silk.  But 
as  experiments  of  this  lund  involve  some  personal  hazard,  we 
subjoin,  from  an  excellent  treatise  on  practical  electricity,*  a  few 
directions  for  the  construction  of  this  apparatus. 

641.  An  electric  kite  should  be  constructed  in  the  most  simple 
manner,  for  it  is  an  apparatus  very  liable  to  be  injured  or  lost ; 
its  size  should  be  moderate,  as  there  is  not  often  sufficient  wind 
to  raise  one  that  is  very  large,  which  is  besides  on  several  other 
accounts  very  troublesome  to  manctge.  An  ordinary  paper  kite, 
about  four  feet  in  height,  and  two  feet  wide,  varnished  with  dry- 
ing oil  to  defend  it  from  the  rain,  is  sufficiently  well  adapted  to 
this  purpose.  The  string  must  be  made  with  a  thin  copper  or 
silver  thread,  (such  as  is  used  for  gilt  lace,)  interwoven  with  the 
twine  of  which  it  is  formed,  through  its  whole  length.  When 
the  kite  is  raised,  the  string  is  insulated  by  attaching  it  to  a  silk 
cord,  whose  opposite  extremity  may  be  fastened  to  a  rail,  or  any 
fixed  or  heavy  body.  The  end  of  the  metallic  string  is  to  be 
connected  with  an  insulated  conductor,  and  at  two  inches  from 
the  extremity  of  this  conductor,  a  brass  ball,  well  connected  with 
the  ground,  or  the  nearest  water,  is  to  be  placed ;  so  that  when 
the  electricity  becomes  sufficiently  intense  to  pass  an  interval  of 
two  inches,  it  will  be  conducted  safely  away  without  injury  to 
the  experimenter,  who  should  be  cautious,  in  such  cases,  not  to 
approach  the  insulated  conductor ;  but  if  he  has  occasion  to  re- 
move any  apparatus  to  or  from  it,  to  do  so  by  the  aid  of  long  in- 
sulating handles  or  forceps.f 

642.  A  few  facts  may  be  mentioned  to  show  the  hazard  at- 
tending this  class  of  experiments.  Cavallo,  on  one  occasion,  had 
raised  a  kite,  the  string  of  which  was  insulated  by  silk  lace.  A 
cloud  was  over  head,  and  the  electricity  began  to  be  abundant, 
with  which  he  charged  a  pair  of  Leyden  jars.  In  order  to  pre- 
vent any  accident  which  might  arise  from  too  great  an  accumu- 
lation of  the  fluid,  he  wished  to  take  off  the  insulating  silk,  and 
connect  the  string  immediately  with  the  ground.  For  this  pur- 
pose, he  took  hold  of  the  string  and  detached  it  from  its  support. 

*  Singer's  Element!.  t  Singer,  p.  267. 
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"  While  I  efiected  this,  (says  he.)  which  took  up  less  ihaa  lial 
minute  of  time,  I  received  about  a  dozen  or  HAeen  very  strong 
shocks,  which  I  felt  all  along  my  arms,  in  my  breast,  and  legs; 
shaking  me  in  such  a  manner,  that  1  had  hardly  power  enough 
to  efiect  my  purpose,  and  to  wat n  the  pi'ople  in  the  room  to  keep 
their  distance."*  Professor  Richman,  of  Pelcrsburgh,  a  distin- 
guished devotee  of  our  science,  fell  a  victim  lo  his  temerity.  He 
had  construcled  an  apparatus  for  observations  on  atiiiosph«i  ical 
electricity,  which  was  entirely  insulated,  and  had  nocoiitriviince 
for  discharging  it  when  elec;rilied  loo  sli-onijly.  On  ihe  G.h  of 
August,  1753,  he  was  examining  the  eleclricily  of  this  appars- 
tus  in  company  wilh  a  frit-nd  ;  while  ateiiding  lo  an  experioirnt. 
his  head  accidentally  approached  the  insulated  rod,  when  his  at- 
tendant observed  a  ^lobe  of  blue  lire,  as  he  called  it,  us  big  as 
his  fist,  jump  from  the  rod  to  the  head  of  the  professor,  which, 
at  that  instant,  was  about  a  foot  Ihjm  it.  M,  Richman  was  kill- 
ed instantly :  a  red  spot  was  left  on  his  forehead,  his  shoo  was 
burst  open,  and  part  of  his  waistcoat  singed  ;  his  companion 
brnumbrd,  and  rendered  senseless  for  some  time ;  and  the 
caac  of  the  room  was  split,  and  the  door  torn  ofl'  its  bing«s. 

643.  The  most  powerful  apparatus  ever  employed  for  af| 
spheric  electricity,  was  construcled  in  France  by  M.  de  Rotnus. 
He  procured  a  kite  seven  lifct  long  and  three  feet  wide,  and  ele- 
vated it  lo  Ihe  height  of  five  hundred  and  fifty  feel.  A  cloud 
coming  over,  the  mu>t  striking  and  ]>owerful  elec;ricat  phenome- 
na presented  ihemselves.  Light  straws  that  happened  to  be  on 
Ihe  ground  near  the  siring  of  the  kite,  began  toenct  themselves, 
and  lo  perform  a  dance  between  I  he  apparatus  and  the  ground, 
al'.er  the  manner  of  dancing  images,  as  exhibited  in  ordinary  flee- 
trical  experimenls.  Art-  581,  (5).  At  length  streams  of  liie  be- 
gan to  dart  to  ihe  ground,  some  of  which  were  an  inch  in  ditun- 
eter,  and  ten  feet  long,  exhibi.ing  ihe  most  terrilic  appeunutc*-. 

The  foregoing  fads  evince  the  abundance  of  electriciiy  in  the 
atmosphere  bi  par  ieular  periods;  but  exptrimeiiis  of  a  [ess  lior- 
niidable  kind  have  Ix-cn  ins;iiuted,  to  ascertain  tiie  elec'rical 
cliiingi-s  of  the  air.  Fur  this  purjiose,  Mr.  Canton,  an  English 
pliilo.-opher,  construcled  an  ingenious  ajipara'us,  which  warned 
iiim  of  Ihe  presence  of  any  unusual  quantiiy  of  eleclricily, 
causing  it  lo  ring  a  btll  connected  with  ihc  lower  extrctnityl 
the  apparatus. 

(144.  Obvious  as  is  the  connection  between  ihe  phencmenB' 
common  eh  cirical  apparalus,and  ihose  exhibi'ed  in  Ihe  heavens 
during  a  thunder  siorm,  yet  the  idtniity  of  li;:htning  wilh  the 
electric  spark,  was  not  dreamed  of  by  the  earlier  electriciana. 
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To  Dr.  Franklin,  is  universally  conceded  the  merit  of  having  es- 
tablished this  fact,  first  by  reasoning  on  just  principles  of  analo- 
gy, and  afterward  by  actually  bringing  down  the  lightning  from 
the  skies.  The  resemblances  between  the  appearances  of  light- 
ning and  electricity,  were  thus  enumerated. 

(1.)  The  zigzag  form  of  lightning  corresponds  exactly  in  ap- 
pearance with  a  powerful  electric  spark,  that  passes  through  a 
considerable  interval  of  air. 

(2.)  Lightning  most  frequently  strikes  such  bodies  as  are  high 
and  prominent,  as  the  sununits  of  hills,  the  masts  of  ships,  high 
trees,  towers  and  spires.  So  the  electric  fluid,  when  striking 
from  one  body  to  another,  always  passes  through  the  most  prom- 
inent parts. 

(3.)  Lightning  is  observed  to  strike  most  frequently  into  those 
substances  that  are  good  conductors  of  electricity,  such  as  met- 
als, water,  and  moist  substances :  and  to  avoid  those  that  are 
non-conductors. 

(4.)  Lightning  inflames  combustible  bodies ;  the  same  is  ef- 
fected by  electricity. 

(5.)  Metals  are  melted  by  a  powerful  charge  of  electricity : 
this  phenomenon  is  one  of  the  most  conmion  effects  of  a  stroke 
of  lightning. 

(6.)  The  same  may  be  observed  of  the  fracture  of  brittle 
bodies. 

(7.)  Lightning  has  been  known  to  strike  people  blind :  Dr. 
Franklin  found,  that  the  same  eflfect  is  produced  on  animals,  by  a 
strong  electric  charge. 

(8.)  Lightning  destroys  animal  life ;  Dr.  Franklin  killed  tur- 
keys of  about  ten  pounds  weight,  by  a  powerful  electric  shock. 

(9.)  The  magnetic  needle  is  affected  in  the  same  way  by 
lightning  and  by  electricity,  and  iron  may  be  rendered  magnetic 
by  both  causes.  The  phenomena  therefore  are  strictly  anedo- 
gous,  and  differ  only  in  degree ;  but  if  an  electrified  gun-barrel 
will  give  a  spark,  and  produce  a  loud  report  at  two  inches  dis- 
tance, virhat  effect  may  not  be  expected  from  10,000  acres  of  elec- 
trified cloud  ?  But  (said  Franklin)  to  ascertain  the  accuracy  of 
these  ideas,  let  us  have  recourse  to  experiment.  Pointed  bodies 
receive  and  transmit  electricity  with  facility;  let  therefore  a 
pointed  metal  rod  be  elevated  into  the  atmosphere  and  insulated ; 
if  lightning  is  caused  by  the  electricity  of  the  clouds,  such  an 
insulated  rod  will  be  electrified  whenever  a  cloud  passes  over  it ; 
this  electricity  may  be  then  compared  with  that  obtained  in  our 
experiments.* 

645.  Such  were  the  suggestions  of  this  admirable  philosopher; 
they  soon  excited  the  attention  of  the  electricians  of  Europe,  and 

*  Singei; 
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having  attracted  the  notice  of  the  King  of  France,  the  approW 
tion  he  expressed  excited  in  several  memhers  of  the  French 
Academy,  a  desire  to  perform  the  experiment  proposed  by  Frank- 
lin, and  several  insulated  metallic  rods  were  erected  for  that  pur- 
pose. On  the  10th  of  May,  1752,  one  of  these,  a  bar  of  iron 
forty  feet  high  situated  in  a  garden  at  Marly,  became  electrized 
during  the  passage  of  a  stormy  cloud  over  it ;  and  during  a  quar- 
ter of  an  hour  it  afforded  sparks,  by  which  jars  were  charged  and 
other  electrical  experiments  performed.  During  the  passage  of 
the  cloud,  a  loud  clap  of  thunder  was  heard,  so  that  the  identity 
of  these  phenomena  was  thus  completely  proved.  Similar  expe- 
riments were  made  by  several  electricians  in  England. 

Doctor  Franklin  had  not  heard  of  these  experiments,  and  was 
waiting  the  erection  of  a  spire  at  Philadelphia  to  admit  an  op- 
portunity of  snfficicnt  elevation  for  his  insulated  rod,  when  it 
occurred  to  him  that  a  kite  would  obtain  more  ready  access  to 
the  regions  of  thunder  than  any  elevated  building.  He  accord 
ingly  adjusted  a  silk  handkerchief  to  two  light  strips  of  cedar, 
placed  crosswise ;  and  having  thus  formed  a  kite,  with  a  tail  and 
loop,  at  the  approach  of  the  first  storm,  he  repaired  to  a  field,  ac- 
companied by  his  son.  Having  launched  his  kite,  with  a  pointed 
wire  fixed  to  it,  he  waited  its  elevation  to  a  proper  height,  and 
then  fastened  a  key  to  the  end  of  the  hempen  cord,  and  attached 
this  by  means  of  a  silk  lace  (which  served  tn  insulate  the  whole 
apparatue)  to  a  post.  The  first  sign  of  electricity  which  he  per- 
ceived, was  the  separation  of  the  loose  fibres  of  the  hempen  cord; 
a  dense  cloud  passed  over  the  apparatus,  and  sonx-  rain  falling, 
the  string  of  the  kite  became  wet ;  the  electricity  was  then  col- 
lected by  it  more  copiously,  and  a  knuckle  being  presented  to 
the  key,  a  stream  of  acute  and  brilliant  sparks  was  obtained. 
With  these  sparks,  spirits  were  fired,  jars  charged,  and  the  usual 
electrical  experiments  performed.  Thus  was  the  identitj-  of  ligbt- 
ning  and  electricity,  which  had  been  indicated  by  so  many  anal- 
ogies, now  established  by  the  most  decisive  experiment. 

646.  It  is  a  matter  of  much  importance  to  the  science  of  Me- 
teorologj',  to  ascertain  from  what  source  atmospherical  electricity 
originates.  Among  the  known  sonrces  of  this  agent  none  seems 
so  probable,  as  the  evaporation  and  condensation  of  watery  vapor. 
We  have  the  authority  of  two  of  the  most  able  and  accurate  phi- 
losophers, Lavoisier  and  La  Place,  for  stating  that  bodies  hi  ptat- 
ing  from  the  solid  or  Hgvid  slate  to  that  of  x-iipor,  and,  ronrenrly, 
in  returning  from  the  aeriform  condition  to  the  liquid  or  solid  mate, 
give  unequivocal  si^ns  of  either  positive  or  negafioe  elcrlricity.' 

■  Dr.  ThoaiBon,  in  his  Oullinei  of  Electricity,  mokes  Uie  follinripg  note. — M.  Fou- 
fllel  has  lalply  puhlishcd  a  sal  oS  (.'Xperimcnls,  which  scemi  lo  uverliim  Volu'(  Ihe- 
oiy  of  the  evolnlioa  o(  cleclricitj  bj  evuporation.  He  hu  shawn  that  no  elietricitf 
il  erolTcd  by  evaponLtioK.  unless  BomB  oliemiCBl  combinatioti  takes  place  ■!  |Jib  sum 
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Combustion  is  also  attended  with  the  evolution  of  electricity, 
and  even  the  friction  of  opposite  currents  of  wind,  or  of  a  high 
-wind  against  opposing  objects,  probably  generates  more  or  less  of 
the  same  agent.  The  production  of  electricity  during  evapora- 
tion and  condensation,  may  be  rendered  evident  by  Coulomb's 
electrical  balance ;  as  may  that  evolved  during  the  friction  of  air. 
If  the  stem  of  a  tobacco  pipe  be  heated  red  hot,  and  a  drop  of 
water  be  introduced  by  way  of  the  bowl,  the  jet  of  steam  falling 
on  the  brass  ball  (Fig.  216,  a,)  of  the  balance  will  electrify  it,  so 
that  it  will  set  the  index  of  the  balance  in  motion. 

It  is  obvious,  that  a  cause  which  produces  only  very  feeble 
signs  of  electricity  in  so  small  a  quantity  of  vapor  as  that  which 
arises  from  a  single  drop  of  water,  may  still  be  sufficient  to  occa- 
sion a  vast  accumulation  of  the  same  agent,  in  such  a  quantity 
of  vapor  as  that  which  is  daily  ascending  into  the  atmosphere  ; 
for  it  has  been  calculated,  that  more  than  two  thousand  millions 
of  hogsheads  of  water  are  evaporated  from  the  Mediterranean 
alone  in  one  sunmier's  day.* 

THUNDER   STORMS.'I' 

647.  The  following  are  the  leading  facts  respecting  the  elec- 
tricity of  the  atmosphere  in  relation  to  this  subject,  and  these 
are  mcts  which  have  been  established  by  numerous  observers, 
of  the  most  accurate  and  diligent  class.  Beccaria,  an  Italian 
electrician,  continued  his  observations  on  the  electricity  of  the 
atmosphere  for  fifteen  years  with  the  greatest  assiduity ;  and 
Cavallo,  Read,  Saussure,  and  others,  prosecuted  the  same  inqui- 
ries with  similar  zeal. 

(1.)  Thunder  clouds  are,  of  all  atmospheric  bodies,  the  most 
highly  oharged  with  electricity  ;  but  all  single,  detached,  or  in- 
sulated clouds,  are  electrified  in  greater  or  less  degrees,  some- 
times positively  and  sometimes  negatively.  When,  however,  the 
sky  is  completely  overcast  with  a  uniform  stratum  of  clouds,  the 
electricity  is  much  feebler,  than  in  the  single  detached  masses 
before  mentioned.  And,  since  fogs  are  only  clouds  near  the 
surface  of  the  earth,  they  are  subject  to  the  same  conditions :  a 
driving  fog,  of  limited  extent,  is  often  highly  electrified.;^ 

time.  But  it  follows  from  his  experiments,  that  electricity  is  evolved  abundanUj 
darinff  combustion,  the  burning  body  giving  out  resinous,  and  the  oxygen  vitreous 
electncity.  In  like  manner,  the  carbonic  acid  emitted  bv  vegetables,  is  charged  with 
resinoiui  electricity,  and  the  oxygen  (probably)  charged  with  vitreous  electricity w~ 
TkomMon*9  Outlineo,  p.  440.  But  we  shall  be  slow  to  reject  the  results  of  experi. 
ments  performed  by  such  experimenters  as  Lavoisier  and  La  Place,  especially  when 
confirmed  by  the  testimony  of  Volta  and  Saussure. 

*  Singer. 

t  The  most  complete  enumeration  of  facts  hitherto  made  respecting  thvadar 
•tonus,  was  published  by  M.  Arago  in  the  Annuaire  for  1898. 

%  Ed.  Encyc,  VIII,  310. 
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(3.)  The  electricity  of  the  atmosphere  is  strongest  when  1 
weather  succeeds  a  series  of  rttiny  days,  or  whfn  wet  weather 
succeeds  a  series  of  dry  daj's ;  and  during  any  single  day.  the  air 
is  most  eieetrical  when  the  dew  falls  before  sunset,  or  when  it 
begins  to  exhale  before  sunrise. 

(3.)  In  clear,  steady  weather,  the  electricity  generally  remains 
positive ;  but  in  falling  or  stormy  weather,  it  is  constantly 
changing  from  positive  to  negative,  or  from  negative  to  poH- 
tive.* 

648.  Such  are  the  circumstances  of  atmospheric  electricity  in 
general ;  next,  let  us  attend  to  the  peculiar  pliendmena  of  thun- 
der storms,  chiefly  as  they  are  exhibited  in  our  own  climate. 

(1.)  In  thunderstorms  there  is  usually  a  singular  and  powerful 
combinalion  of  all  the  elements, — of  darkness,  rain,  thunder  and 
lightning,  and  sometimes  hail. 

(2.)  They  occur  chiefly  in  the  hottest  season  of  the  year,  and 
after  mid-day  ;  and  are  more  frequent  and  violent  in  warm  than 
in  cold  countries. 

(3.)  Thunder  storms  never  occur  beyond  75°  of  latitude — sel- 
dom beyond  G£t°.'\ 

(4.)  In  this  state,  (Connecticut,)  thunder  storms  usually  come 
from  the  west,  either  directly,  or  iVom  the  northwest  or  south- 
west; but  occasionally  from  the  east. 

(5.)  Violent  thunder  and  lightning  are  frequently  seen  in  vol- 
canoes and  water  spouts. 

(6.)  Thunder  storms  sometimes  descent!  almost  to  the  sorface 
of  the  sea,  and  fall  upon  the  sides  of  mountains;  in  which  case, 
they  are  extremely  violent. 

(7.)  We  occasionally  observe  the  following  circum.''lances 
succeed  each  other  in  regrular  order  :  firsi,  a  vivid  flash  of  light- 
ning,— then  a  loud  peal  of  thunder, — and,  atler  a  short  interval, 
a  sudden  fall  of  rain,  which  sometimes  stops  as  suddenly  as  it 
began.^ 

649.  There  are  in  thunder  storms,  evidently,  two  disiinel 
classes  of  phenomena  to  be  accounted  for.  The  first  class  con- 
sists of  the  conunon  elements  of  a  storm, — clouds,  wind,  and 
rain ;  the  second,  of  thunder  and  lightning.  The  following 
proposition  embraces,  in  our  view,  the  Ime  explanation  of  both 
these  classes  of  phenomena  : 

T/ie  storm  itself,  including  every  thing  except  iJie  eleclfieal  ap- 
pearances, is  produced  in  the  same  manner  us  other  stoirms  of  mnd 

•  Bwger,  p.  373.  t  Arago.  Annuairt,  1838,  p.  369. 

1  Morgan's  Ltctart*  on  Electricity  caDlaiu  nu  cxselleut  viow  of  Uic  dMiudI  ho- 
dM  of  e]«tricit<r. 
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and  rain  ;  and  the  electricity y  and  of  course  the  thunder  and  lights 
ningt  is  owing  to  the  rapid  condensation  of  watery  vapor,* 

We  do  not,  therefore,  consider  electricity  as  ihe  cause,  but  as 
the  consequence  of  the  storm ;  or  as  a  concomitant  of  the  clouds, 
wind,  and  rain. 

A  sudden  and  copious  deposition  of  condensed  vapor,  is  an  es- 
sential preliminary,  or  concomitant,  of  a  thunder  storm,  since 
when  the  process  of  condensation  is  slow,  too  much  of  the  elec- 
tricity evolved  would  escape  to  allow  of  the  requisite  accunmla- 
tion  ;  and  the  amount  of  vapor  condensed  must  be  copiow^,  else 
the  quantity  of  the  electric  fluid  produced  would  not  be  sufficient 
to  cause  the  violent  phenomena  of  a  thunder  storm.  These  con- 
ditions imply,  first,  that  the  air  is  extremely  humid,  or  the  dew- 
point  (Art.  483 )  very  high,  so  that  a  slight  reduction  of  tem- 
perature will  precipitate  vapor ;  and,  secondly,  that  the  air  which 
affords  the  vapor,  or  materials  of  the  storm,  is  suddenly  cooled. 
The  cooling  may  be  conceived  to  take  place  in  several  diflferent 
ways, — as  the  meeting  of  hot  and  cold  bodies  of  air  by  opposite 
winds,  or  the  sudden  transference  of  hot  and  humid  air  from  the 
surface  of  the  earth  to  the  region  of  congelation  by  the  agency 
of  tornadoes  or  whirlwinds.  All  that  we  require  is  that  the  re- 
duction of  temperature  should  be  great  and  sudden.f 

650.  The  earth  itself,  in  its  natural  state,  is  a  vast  conductor, 
where  any  excess  of  the  electric  fluid  may  readily  discharge 
itself.  Accordingly,  where  a  cloud  highly  charged  comes  near 
to  the  earth,  it  puts  the  latter  in  the  opposite  electrical  state  by 
induction,  and  a  discharge  takes  place  between  the  earth  and 
the  cloud.  When  the  electricity  which  is  expelled  from  the 
earth  by  the  approach  of  a  cloud,  returns  to  it,  it  sometimes  pro- 
duces a  violent  shock,  known  by  the  name  of  the  returning 
stroke.X  (Art  575.)  Indeed,  in  some  instances,  lightning  is  sup- 
posed to  take  a  circuitous  route  in  its  way  from  one  cloud  to  an- 
other, first  darting  to  the  earth  and  thence  to  the  opposite  cloud, 
the  distance  of  the  clouds  from  each  other  being  too  great  to 
permit  the  discharge  through  the  intervening  space  of  air.  And 
since  electricity  passes  quietly  without  light  or  noise,  when  it 
makes  its  way  through  good  conductors,  and  manifests  its  splen- 
dors and  mechanical  energies  only  when  its  path  is  obstructed 
by  imperfect  conductors,  it  is  reasonably  inferred  that  the  light- 

^——' 

*  Other  caoaei,  sach  u  friction,  change  of  temperature,  Slc.,  may  have  some  in* 
floence,  but  *he  condensation  of  vapor,  producing  electricity,  which  is  accumulated  in 
intulated  clouds,  (thunder  clouds  being  insulated  by  the  circumambient  air,)  is  to  be 
regarded  as  the  chief  source  of  the  electricity  of  thunder  storms. 

t  The  great  amount  of  electricity  which  is  found  to  be  evolved  from  the  cloud  of 
steam  soddenly  condensed  from  the  pipe  of  a  locomotive,  favors  the  explanation  here 
nven  of  the  origin  of  the  electricity  of  thunder  storms.  (See  Experimanta  of  Pr. 
AftefWHi  and  &£en,  Franklin  Jomrnml,  Feb.  1843.) 

I  Mahon's  C^^^^  Stanhope's)  "  Principles  of  Electricity.* 


440  HATUHAL   rUILOBOFIir. 

ning  and  thunder  have  an  origin  extrinsic  to  the  fluid  itself;  Q 
the  lightning  is  produced  by  the  sudden  and  powerful  condema- 
tion  which  the  air  experiences  when  compressed  before  the  fluid, 
(a  known  cause  of  heat  and  light,)  and  that  the  thunder  is  pro- 
duced by  the  collapsing  of  the  air,  filling  the  suildeu  void,  occa> 
sioned  by  the  passage  of  the  fluid,  (a  known  cause  of  sound.)* 
The  zigzag  appearance  of  lightning  is  well  explained  by  sup- 
posing the  air  so  much  condensed  before  it,  as  to  turn  its  course 
in  another  direction,  where  the  same  resistance  is  again  experi- 
enced and  another  change  encountered.  This  explanation  is  ren- 
dered the  more  probable  by  experiments,  which  show  that  the  zig- 
zag appearance  is  very  much  increased  when  the  electric  sparit 
is  passed  through  condensed  air,  but  disappears  entirely  when  it 
is  passed  through  a  vacuum.     (Arts.  CIO,  Q\'A.) 

651.  If  we  now  apply  these  principles  to  the  facts  before  enu- 
merated, (Art.  647,)  we  shall  find  them  capable  of  a  clear  and 
sali^actory  explanation. 

All  insulated  clouds  are  electrical  in  a  greater  or  less  degree, 
because  their  very  formation  implies  a  condensation  of  watery 
vapor,  and  the  state  of  insulation  prevents  the  escape  of  the 
electric  fluid,  that  is  thus  evolved.  The  electricity  is  stronger 
in  such  insulated  detached  clouds,  some  of  which  are  positive, 
and  some  negative,  than  in  a  sky  uniformly  overcast,  because  in 
the  latter  case  the  opposite  electricities  are  neutralized,  while  in 
the  ibrmer  they  are  kept  separate.  The  electricity  of  the  at- 
mosphere is  strongest  when  hot  weather  succeeds  a  series  of 
rainy  days,  and  when  wet  weather  succeeds  a  series  of  dry  days, 
because  then,  in  both  cases,  the  evaporation  is  most  sudden  and 
abundant ;  and  on  a  single  day,  the  signs  of  electricity  are  strong- 
est at  the  rising  and  falling  of  the  dew,  that  being  the  very  mo- 
ment when  the  evaporation  in  the  morning,  and  the  condensa- 
tion in  the  evening,  are  most  copious.  Thunder  showers  are 
most  frequent  and  violent  in  hot  climates,  and  during  the  hottest 
seasons  of  the  year,  for  in  such  places  and  at  such  times,  the 
causes  supposed  are  in  most  active  operation.!  Electricity,  if 
evolved  at  all  by  slower  processes  of  evaporation  and  condensa- 
tion, finds  its  equilibrium  before  it  can  accumulate  in  sufUcient 
quantity  to  produce  the  phenomena  of  a  thunder  storm.  Thunder 
storms  usually  occur  after  mid-day,  because  it  is  chiefly  during 
the  hottest  part  of  the  day,  or  a  little  after  it,  that  the  meeting 
of  those  opposite  currents  occurs,  which  generate  the  storm; 
since  it  is  at  the  places  of  greatest  rarefaction  that  this  concourse 
of  winds  takes  place  ;  and  therefore  during  the  heat  of  summer, 

•  CavnllD.  Complete  Trentiw,  p.  374. 

t  Se«  B  tabulu  TiGH  of  the  liiuiidcr  ilonm  of  diflbreut  cUnutca,  Arngi 
JB36,p.403. 
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the  sun  is  sometimes  followed  round  the  globe  by  a  succession 
of  thunder  storms. 

In  volcanoes,  the  most  vivid  lightnings  and  the  heaviest  thun- 
ders are  produced,  because  here  an  immense  quantity  of  heated 
vapor  is  thrown  out,  which,  on  reaching  the  cold  regions  of  the 
atmosphere,  is  suddenly  condensed  into  thick  clouds ;  and  the 
same  phenomena  are  often  terrific  in  water  spouts,  because  here 
the  sudden  formation  of  clouds  and  rain,  occasions  a  vast  evolu- 
tion of  electricity.  Violent  thunder  storms  sometimes  fall  upon 
the  sides  of  mountains,  or  upon  the  surface  of  the  sea,  for  here, 
on  account  of  the  proximity  of  the  clouds,  the  discharges  are 
made  toward  the  earth  or  sea,  which,  in  ordinary  cases,  are 
made  from  cloud  to  cloud. 

652.  All  the  foregoing  facts  appear  to  admit  of  a  clear  ex« 
planation,  in  conformity  with  the  supposition,  that  the  storm 
itself,  including  all  the  phenomena  except  the  electrical,  is  pro- 
duced like  other  storms  of  wind  and  rain,  by  the  sudden  cooling 
of  heated  air,  charged  with  watery  vapor,  (Art  487,)  and  that 
the  electrical  phenomena  are  produced  by  the  condensation  of  the 
vapor  itself  into  clouds  and  rain.  But  the  last  fact  mentioned 
appears  to  present  greater  difficulties.  We  refer  to  that  quick 
succession  of  events.  Art.  648,  (7,)  occurring  in  the  following  or- 
der ;  namely,  first,  a  vivid  fiash  of  lightning — then  a  loud  peal 
of  thunder — and,  after  a  little  interval,  a  sudden  fall  of  rain, 
which  frequently  stops  as  suddenly  as  it  commenced.  At  first 
view,  it  would  seem  that  the  rain  which  follows  the  electrical 
discharge  is  produced  by  it ;  whereas,  according  to  the  foregoing 
views,  the  lightning  is  not  the  cause,  but  rather  a  consequence 
of  the  formation  of  the  rain.  (Art.  649.)  But  suppose  that  the 
events  were  to  take  place  as  required  by  our  principles ;  that 
drops  of  rain  were  suddenly  to  coalesce,  forming  a  shower,  and 
that  the  attendant  lightning  and  thunder  were  produced  by  this 
process  ;  let  us  see  in  what  order  the  notice  of  these  events  would 
reach  the  earth.  The  passage  of  light  being  nearly  instantane- 
ous, the  flash  would  be  seen  the  instant  of  the  explosion ;  but 
sound  is  a  comparatively  slow  traveller,  and  would  take  its  own 
time  to  reach  the  ear ;  and  rain,  a  slower  traveller  still,  would 
arrive  much  later  than  the  other  two.  To  submit  these  succes- 
sive events  to  something  like  mathematical  calculation,  we  will 
suppose  the  cloud  to  be  one  fourth  of  a  mile  high,  and  that  the 
precipitation  of  the  rain,  and  the  evolution  of  the  electricity, 
which  causes  the  explosion,  are  cotemporaneous  events.  First, 
atke  flash  would  reacn  us  without  any  perceptible  interval.  Sec- 
ondly, the  sound  travelling  at  the  rate  of  1130  feet  per  second, 
would  require  1.15  seconds  to  reach  the  ear.  Thirdly,  the  rain^ 
descending  like  any  other  falling  body,  we  may  calculate  its 
time  accordingly.    The  times  being  as  the  square  roots  of  the 
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spaces,  v/lii.l  :  1  :  VJ^^O  ;  8  seconds.  Tlio  time  would  be  co^ 
sideraljly  more  lliaa  this,  on  account  of  ihe  resis;ance  of  the 
air.  Our  principles,  therelore,  require  tbat  the  flash,  Uie  report, 
and  the  sliower,  should  Hucceed  each  other  in  the  order  iii 
they  actually  occur. 


653,  Dr.  Franklin  had  no  sooner  satisfied  himself  of  the  iden- 
tity of  elpctricity  and  lightning,  than,  with  his  usual  sagacity,  he 
conceived  the  idea  of  applying  the  knowledge  acquired  of  the 
properties  of  the  electric  fluid,  so  as  to  provide  against  the  dan- 
gers of  thunder  storms.  The  conducting  powers  of  metals,  and 
the  influence  of  pointed  bodies,  to  collect  and  transmit  Ihe  fluid, 
naturally  suggested  the  structure  of  the  Lightning  Rod.  The 
experiment  was  tried,  and  has  proved  completely  successful  j  aad 
probably  no  single  application  of  scienlific  knowledge  ever  se- 
cured more  celebrity  to  its  author. 

C54.  Lightning  rods  are  at  present  usually  constructed  of 
wrought  iron,  about  three  fourths  of  an  inch  in  diameter.  The 
parts  may  be  made  separate,  but,  when  the  rod  is  in  its  place, 
they  should  be  joined  together  so  as  to  flt  closely,  and  to  make  a 
continuous  surface,  since  the  fluid  experiences  much  resistance 
in  passing  through  links  and  olher  interrupted  Joints.  At  the 
bottom,  the  rod  should  terminate  in  two  or  three  branches,  going 
off'  in  a  direction  from  the  building.  The  depth  to  which  it 
enters  the  earth  should  not  be  less  than  five  feet ;  hut  the  neces- 
sary depth  will  depend  somewhat  on  the  nature  of  the  soil :  wet 
soils  require  a  less,  and  dry  soils  a  greater  depth.  In  dry  aand 
it  mnst  not  be  less  than  ten  feet ;  and  in  such  situations,  it  would 
be  better  Slill  to  connect,  by  a  convenient  conducting  communi- 
cation, the  lower  end  of  the  rod  with  a  well  or  spring  of  water. 
It  is  useful  to  fill  up  the  space  around  Ihe  part  of  the  rod  that 
enters  Ihe  ground,  with  coarsely  powdered  charcoal,  which  at 
once  furnishes  a  good  conductor,  and  preserves  the  metal  from 
corrosion.  The  rod  should  ascend  above  the  ridge  of  the  building 
to  a  height  determined  by  the  following  principle :  that  it  will 
protect  n  xpnce  in  eivry  direction  from  it,  whosn  rudiiix  is  equal  to 
twice  iu  height.  It  is  best,  when  praelicable.  to  attach  it  to  the 
chimney,  which  needs  peculiar  protection,  both  on  account  of 
its  prominence,  and  because  the  products  of  the  combustion, 
smoke,  watery  vapor,  &c.  are  conductors  of  electricity.  For  a 
similar  reason  a  kitchen  chimney,  being  that  in  which  the  tire 
is  kept  during  the  season  of  thunder  storms,  requires  to  be 
especially  protected.  The  rod  is  terminated  above  in  three 
forks,  each  of  which  ends  in  a  sharp  point.  As  these  points 
liable  to  have  their cond acting  power  impaired  by  nist,  they' 
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protected  from  corrosion  by  being  covered  with  gold  leaf;  op 
they  may  be  made  of  solid  silver  or  platina.  Black  paint,  being 
made  of  charcoal,  forms  a  better  coating  for  the  rod  than  paints 
made  of  other  colors,  the  bases  of  which  are  worse  conductors. 
rhe  rod  may  be  attached  to  the  building  by  wooden  stays.  Iron 
stays  are  sometimes  employed,  and  in  most  cases  they  would  be 
safe,  since  electricity  pursues  the  most  direct  route,  (Art.  623 ;) 
but  in  case  of  an  extraordinary  charge,  there  is  danger  that 
it  will  divide  itself,  a  part  passing  into  the  building  through  the 
bolt,  especially  if  this  terminates  in  a  point  Buildings  furnished 
with  lightning  rods  have  occasionally  been  struck  with  lightning ; 
bat  on  examiiiation  it  has  generally,  if  not  always,  been  found 
that  the  structure  of  the  rod  was  defective  ;  or  that  too  much 
qpace  was  allotted  for  it  to  protect.  When  the  foregoing  rules 
are  observed,  the  most  entire  confidence  may  be  reposed  in  this 
method  of  securing  safety  in  thunder  storms. 


CHAPTER  Vm. 

PRECAUTIONS   FOR   SAFETY  DURING   THUNDER   STORMS.— ANI- 
MAL ELECTRICITY.— CONCLUDING  REMARKS. 

655.  The  great  number  of  pointed  objects  that  rise  above  the 
general  level,  in  a  large  city,  have  the  eflect  to  dissipate  the  elec- 
tricity of  a  thunder  cloud,  and  to  prevent  its  charge  from  being 
concentrated  on  any  single  object.  Hence,  damage  done  by 
lightning  is  less  frequent  in  a  populous  town,  than  in  solitary 
buildings.  For  similar  reasons,  a  great  number  of  ships,  lying  at 
the  docks,  disarm  the  lightning  of  its  power,  and  thus  avert  the 
ii^ry  to  which  the  form  of  their  masts  would  otherwise  expose 
them.  A  solitary  ship  on  the  ocean,  unprotected  by  conductors, 
would  appear  to  be  peculiarly  in  danger  from  lightning ;  bat, 
while  the  greater  number  of  ships  that  traverse  the  ocean  are 
¥rliolly  unprotected,  accidents  of  this  kind  are  comparatively  rare. 
The  resLSon  probably  is,  that  water  being  a  better  conductor  than 
wood,  the  course  of  the  discharge  toward  the  water  is  not  easily 
diverted,  and  will  not  take  the  mast  in  its  way  unless  the  latter 
lies  almost  directly  in  its  course.  Bams  are  peculiarly  liable  to 
be  struck  with  lightning,  and  to  be  set  on  fire  ;  and  as  this  occurs 
at  a  season  when  they  are  usually  filled  with  hay  and  grain,  the 
damage  is  more  serious,  for  the  quantity  of  combustible  matter 
they  contain,  is  such  as  to  render  the  fire  unmanageable.  Pro- 
fessor Silliman  ascribes  this  liability  of  barns  to  be  struck  with 
lightning,  to  the  influence  of  the  evaporation  that  proceeds  from 


the  fresh  hay,  &c.,  which  is  supposed  to  furnish  a  condiictinf 
I  medium  like  the  smoke  of  a  chimney.* 

I       656.  Silk  dresses  are  sometimes  worn  with  the  view  of  pro- 
I  tection.  by  means  of  the  insulation  they  afford.     They  cannot, 
I  however,  be  deemed  very  effectual  unless  they  completely  envel- 
'  «p  the  person  :   for  if  the  head  and  the  extremities  of  the  Itmbs 
are  exposed,  they  will  furnish  so  many  avenues  to  the  fluid  as  lo 
render  the  insulation  of  the  other  parts  of  the  system  of  little 
•Tail.     The  same  remark  applies  to  ihe  supposed  security  that 
is  obtained  by  sleeping  on  a  feather  bed.     Were  the  person 
tituated  within  the  bed,  so  as  to  be  entirely  enveloped  by  the 
feathers,  they  would  afford  some  protection ;  but  if  the  person  be 
extended  on  the  surface  of  the  bed.  in  the  usual  posture,  with  the 
head  and  feet  nearly  in   contact  with  the  bedsted,  he  w-ould 
rather  lose  than  gain  by  the  non-condu cling  properties  of  i  he  bed  i 
since  being  a  better  conductor  than  the  bed,  the  charge  would 
pass  through  him  in  preference  to  that.f     The  horizontal  posture, 
however,  is  safer  than  the  erect ;  and  if  any  advantage  on  the 
whole  is  gained  by  lying  in  bed  during  a  thunder  storm,  it  proba- 
bly arises  from  this  source.     The  same  principle  suggests  a  reason 
why  men  or  animals  are  so  frequently  struck  wilh  lightning  when 
I  they  take  shelter  under  a  tree  during  a  thunder  storm.     The 
I  Suid  first  strikes  the  tree,  in  consequence  of  its  being  an  elevated 
I  and  pointed  object,  but  it  deserts  the  tree  on  reaching  the  level 
I  of  the  man  or  animal,  because  the  latter  is  a  better  conductor 
[  tiian  the  tree. 

1      Tall  trees  situated  near  a  dwelling  house,  furnish  a  partial  pro- 
I  tection  to  the  building,  being  both  better  conductors  than  "' " 
b  materials  of  the  house,  and  having  the  advantage  of  superiwj 
I  Tfttion. 

657.  The  protection  of  chimneys  is  of  particular  importaai 
for  to  these  a  discharge  is  frequently  determined.  When  a  fire 
is  burning  in  the  chimney,  the  vapor,  smoke  and  hot  air,  which 
ascend  from  it,  (as  has  been  intimated  in  article  654,)  Ibrnish  a 
conducting  medium  forlhe  fluid ;  but  even  when  no  fire  is  burn- 
ing, the  soot  that  lines  the  interior  of  a  chimney  is  a  good  con- 
ductor, and  facilitates  the  passage  of  the  discharge. 

It  is  quite  essential,  during  a  thunder  storm,  to  avoid  every 
considerable  mass  of  water,  and  even  the  streamlets  that  have 
resulted  from  a  recent  shower  ;  for  these  are  all  excellent  con- 


*  Americiti  Joumil  of  Soience,  Vol.  Ill,  p.  345. 

t  Sicurily  lo  the  peraon  migbl  beoblaiiwd  by  an  entire  covering  of  ciUiet  a  rery 
bad  or  B  very  good  conductor.  In  (he  lormer  ca»,  the  etecUicily  would  not  approtcD 
the  syatem  ;  ui  the  latter  can  it  would  coniine  ilseU  lo  the  covering.  Clolhia  wben 
ftty  wcl  have  been  sapposcd  to  fiirnub  a  proteclion  od  tliia  principle.  (See  an  iulat* 
MhHE  oa»  ilated  bj  FioletKti  Bitchceck,  in  llie  Ameriaan  Jouniu  uT  ScieDM.) 
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ductors,  and  the  height  of  a  human  being,  when  connected  with 
them,  is  very  likely  to  determine  the  course  of  an  electric  dis- 
charge. The  partial  conductors,  through  which  the  lightning 
directs  its  course,  when  it  enters  a  building,  are  usually  the  ap- 
pendages of  the  walls  and  partitions  ;  the  most  secure  situation 
is  therefore  the  middle  of  the  room,  and  this  situation  may  be 
rendered  still  more  secure  by  standing  on  a  glass  legged  stool,  a 
hair  mattress,  or  even  a  thick  woolen  rug.  The  part  of  every 
building  least  liable  to  receive  injury  is  the  middle  story,  as  the 
lightning  does  not  always  pass  from  the  clouds  to  the  earth,  but 
is  occasionally  discharged  from  the  earth  to  the  clouds.  Hence 
it  is  absurd  to  take  refuge  in  a  ceHar,  or  in  the  lowest  story  of  a 
house ;  and  many  instances  are  on  record  in  which  the  basement 
story  has  been  the  only  part  of  the  building  that  has  sustained 
severe  injury.  Whatever  situation  is  chosen,  any  approach  to 
the  fire-place  should  be  particularly  avoided.*  An  open  door  or 
window  is  an  unsafe  situation,  because  the  lightning  is  apt  to 
traverse  the  large  timbers  that  compose  the  frame  of  the  house, 
and  would  be  determined  towards  the  animal  system  on  account 
of  its  being  a  better  conductor.  In  a  carriage  the  passenger  is 
safer  in  the  central  part  than  next  to  the  walls ;  but  a  carriage 
may  be  effectually  protected  by  attaching  to  its  upper  surface 
metallic  strips  connected  with  the  wheel  tire.  The  fillets  of 
silver  plating  which  are  frequently  bound  round  the  carriage, 
'   may  be  brought  into  the  conducting  circuit. 

ANIMAL  ELECTRICrrr. 

658.  Of  the  natural  agencies  of  electricity,  one  of  the  most  re- 
markable, is  that  exhibited  by  certain  species  of  fish,  especially 
the  Torpedo  and  the  Gymnotus,  This  peculiar  property  of  the 
Torpedo  was  known  to  the  ancient  naturalists,  and  is  accurately 
described  by  Aristotle,  and  by  Pliny.  Aristotle  says  that  this 
fish  causes  or  produces  a  torpor  upon  those  fishes  it  is  about  to 
seize,  and  having  by  that  means  got  them  into  its  mouth  it  feeds 
upon  them.  Pliny  says  that  this  fish  if  touched  by  a  rod  or 
spear,  even  at  a  distance,  paralyzes  the  strongest  muscles. 

The  fact,  however,  that  this  extraordinary  power  depends 
upon  electricity,  was  not  known,  until  about  the  year  1773, 
when  it  was  ascertained  by  Mr.  Walsh,  that  the  Torpedo  is 
capable  of  giving  shocks  to  the  animal  system,  analogous  to  those 
of  the  Leyden  jar.  Though  this  property  is  regarded  as  estab- 
lishing the  identity  of  the  power  with  the  electric  fluid,  yet  this 
power,  as  developed  in  the  Torpedo,  has  never  been  made  to  af- 
ford a  spark,  nor  to  produce  the  least  effect  upon  the  most  deli- 
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cate  electrometer.*  As  late  as  the  year  1828,  experiments  were 
made  upon  the  Tuipcdo,  by  Sir  Humphry  Davy,  and  the  con- 
clusions at  which  he  arrived,  were  that  the  electricily  resides  In 
thiij  animal  in  a  form  suited  exclusively  to  the  purpose  of  com- 
municating shocks  lo  the  animal  system,  while  it  has  little  or 
Buthing  else  in  common  wiih  the  properties  ol"  electricity,  as  de- 
veloped in  various  artificial  anangement8.| 

659.  The  Torpedo  is  a  flat  fish,  seldom  twenty  inches  in  ipngth, 
but  one  found  on  the  Drilish  coast  was  four  and  a  hall'  I'eet  long. 
The  electricily  of  the  Torpedo  has  ihe  same  relation  us  commou 
electriuily  to  Dudies  in  respect  lo  their  conducting  pouer.  being 
readily  transmitted  through  metals,  water,  and  other  cunducloti'. 

I  and  not  being  transmitted  through  glass,  and  other  iioa-conduct- 
The  electric  organs  of  the  Torpedo  are  two  in  number,  anti 
placed  one  on  each  side  of  the  cranium  and  gills.  The  lengib 
of  each  organ  is  somewhat  less  than  one  third  part  of  the  letigdi 
t)f  the  whole  animal.  Each  organ  consists  of  perpeudicular 
columns  reaching  from  the  under  to  the  upper  surlace  of  llic 
ttody.  and  varying  in  length  according  to  the  various  thickness  uf 
She  flesh  in  different  parts.  The  number  of  these  columns  is  ml 
ieonstant,  varying  not  only  in  diffirent  Torpedoes,  but  likewiM' 
in  different  ages  of  the  animal,  new  ones  seeming  to  be  produced 
as  the  animal  grows.  In  a  very  large  Torpedo,  one  electric 
organ  has  been  found  to  consist  of  one  thousand  one  hundred 
and  eighty-two  columns.  The  diameter  of  a  column  is  about 
one  fif'ih  of  an  inch.  Each  column  i^  divided  by  horizontui  pur- 
iitions,  consI;iiing  of  transparent  membranes,  placed  over  each 
«lher  at  very  small  dis  ances,  and  fo:ming  numerous  iu'i^ratiees, 
which  appear  to  coiilain  a  fluid.  The  number  of  partitions  coo- 
toined  iti  a  column  one  inch  in  length,  hiis  been  found  in  some 
Jnslatices  ni-t  less  than  one  hundred  and  liity.  By  this  arrange- 
Vient  ihe  amount  of  electriiled  siirfiice  is  exceedingly  giral ; 
equivaient  in  one  ins  ance  to  one  thousand  and sisty-lour  liel of 

coaled  glass.  Hence,  the  effects  of  the  electricity  of  llie  Tor- 
pedo are  such  as  con  espnnd  to  those,  which,  in  artilieial  ari'ange- 
men  s,  are  producrd  by  diffusing  a  uiven  quantity  of  fluid  ovaca 
great  surface,  by  which  its  intensity  is  much  diminished,}; 


*  Him 
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Illy  EiiKgPBtrd  tiy  this   Tact  b.  It 
picited  in  the  varioua  apcciei  of  rlFclriol  iiipntaliB,  bulb  tb«  ouBBMa 
ana  •oiiiiic,  ix  n  compounil.  rmbnaing  epvi^nil  dikliact  BuwloncrK 

t  In  llifl  Ptiildnnpiiic^i  Triinnrtiiiiu  fir  It33,  Dr.  Davy  has  fnta  an  interMinG 
■erien  oraWrrilionB  <m  llii>  Tarjicda.  He  OFCprluined  tbut  fh«  inimiil  bus  lh<.-  powrr 
of  |[i(inl  niugnclio  poliirily  lo  iron,  and  or  BiTwlin);  chemical  dccoiniiouilona  in  a 
■lifflit  dcgTM.  'Thr  elinckB  were  very  |Hiwc[ful.  By  giving  repeated  >liuck>,  Uie  aUtt 
Sill  were  rendered  tunguid  sad  died  suon. 
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OTO.  The  Gymnotusj  or  Surinam  eel,  is  foand  in  the  rivers  of 
outh  America.  Its  ordinary  length  is  from  three  to  four  feet ; 
at  it  is  said  to  be  sometimes  twenty  feet  long,  and  to  give 
shock  that  is  instantly  fatal.  The  electrical  organs  of  the  Gym- 
5tus,  constitute  more  than  one  third  part  of  the  whole  animal ; 
ley  consist  of  two  pairs,  of  different  sizes  and  placed  on  difier- 
it  sides.  The  shock  communicated  to  fishes  instantly  paraly- 
»s  them,  so  that  they  become  the  prey  of  the  Gymnotus.  By 
ritating  ihe  animal  with  one  hand,  while  the  other  is  held  at 
>me  distance  in  the  water,  a  shock  is  received  as  severe  as  that 
rthe  Leyden  jar. 

Unlike  the  Torpedo,  the  Gymnotus  gives  a  small  but  percepti- 
le  spirk,  affording  additional  proof  of  the  identity  of  the  power 
ith  that  of  electricity. 

M.  Humboldt,  in  his  travels  in  South  America,  describes  a  sin- 
tSmt  method  of  catching  the  Gymnotus,  by  driving  wild  horses 
ifo  a  lalve  which  abounds  with  them.  The  fish  are  wearied  or 
Khaus  ed  by  thr  ir  efforts  against  the  horses,  and  then  taken  ;  but 
icli  is  the  violence  of  the  charge  which  they  give,  that  some 
Tthe  horses  are  drowned  before  they  can  recover  from  the  par- 
lya'ng  shocks  of  the  eels. 

The  Silnrus  electricus^  is  a  fish  found  in  some  of  the  rivers  of 
irica.  Is  electrical  powers  are  inferior  to  those  of  the  Torpedo 
nd  Gymnotus,  but  they  are  still  sufficient  to  give  a  distinct 
lock  to  the  human  system. 

661.  Certain  furred  animals,  particularly  the  cat,  become  spon- 
neou.sly  el  cti  ified.  This  is  more  especially  ob.rervab'e  on  cold 
indy  nights,  when  the  state  of  the  air  is  favorable  to  insulation. 
t  such  timps  .1  cat's  hack  will  frequently  affi.rd  elec'rical  sparks. 
ncienr  historians  mr^ntion  a  number  of  very  remarkable  occur- 
jnce.s  of  gocd  or  evil  omen,  which  are  due  to  the  electricity  of 
le  atmo  pliere.  Herodotus  informs  us  that  the  Tbracians  dis- 
•med  thp  sky  of  its  thunder  by  throwing  their  aims  into  the 
ir;  and  that  the  Hyporboreans  produced  the  same  etiect  by 
.unchi ng  anr>">ng  the  clouds  darts  armed  with  points  of  iron. 
Bpsar,  in  his  Commentaries,  says  that  in  the  African  war,  af  er 
tremendous  storm  which  threw  the  whole  of  the  lioman  army 
to  great  disorder,  the  points  of  the  dar's  of  a  e:rea*  numi  er  of 
le  soldiers  shone  wi:h  a  spontaneous  ligh*.  In  the  month  cf 
ebruaiy  (sayi  he)  about  the  second  watch  of  the  night,  there 
idd(  nly  arcse  a  groat  doud,  followed  by  a  dreadful  storm  of 
iil,  and  in  the  same  night  the  points  of  the  darts  of  the  fifth  le- 
ion  appeared  on  fire.* 

Daring  a  dry  snow  s*orm,  when  electricity  is  evolved  in  great 
lant.ties,  and,  on  account  of  the  dry  state  cf  the  air,  is  partly 

•  Ed.  Encyc.  VIII,  311.    Arago,  Annuaire,  1838,  p.  375. 
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insnlated  on  conducting  bodies,  similar  appearances  are  exhiDni 
Thus,  the  ears  of  horses,  and  various  pointed  bodies,  emit  faint 
streams  of  light.  These  phenomena  are  sometimes  exhibited  in 
a  most  striking  manner  in  a  slorm  at  sea,  when  the  masts  of  a 
sbip,  yard-arms,  and  every  other  pointed  object,  are  tipped  with 
I  lightning.* 


CONCLUDING    HEM  ARES. 

662.  From  the  energ}'  which  electricity  displays  in  our  expo^ 
iments,  und  much  more  in  thunder  ^itorms,  there  can  be  no  que» 
tion  that  it  holds  an  important  rank  among  the  ultimate  cansesof 
natural  phenomena.  Its  actual  agencies,  however,  are  liable  to 
be  misinterpreted,  and  that  they  have  been  so  in  fact,  is  too  mani- 
fest from  the  history  of  the  science.  After  the  splendid  ejqwri- 
ments  with  the  Leyden  jar,  and  more  especially  after  the  idenlilj 
of  electricity  with  lightning  had  been  proved,  electricians  fancied 
that  they  had  discovered  the  clue  which  would  conduct  them 
safely  through  the  labyrinth  of  nature.  Every  thing  not  before 
satisfactorily  accounted  for,  was  now  ascribed  to  electricity. 
They  saw  in  it,  not  only  the  cause  of  thunder  storms,  but  of 
storms  in  general ;  of  rain,  snow,  and  hail ;  of  whirlwinds  unil 
waterspouts;  of  meteors  and  the  aurora  borealis  ;  and  tin  ally, 
of  tides  and  comets,  and  the  motions  of  the  heavenly  bodira-f 
Later  electricians  have  found  in  the  same  agent  the  main  spring 
of  animal  and  vegetable  life,  and  the  grand  catholicon  which 
cures  all  diseases.  Recent  attempts  have  been  made  to  establish 
the  very  identity  of  galvanic  electricity  and  the  nervous  influ- 
ence, by  which  tbe  most  Important  functions  of  animal  life  art 
controlled.! 

Among  the  most  important  of  the  agencies  of  electriciiy  i" 
tbe  economy  of  nature,  is  that  which,  according  to  the  views  of 
Sir  Humphry  Davy,  it  sustains  in  relation  to  tbe  chemical  agen- 
cies of  bodies.  Chemical  and  electrical  attractions,  he  euppcses 
are  one  and  the  same  thing,  or  nt  least  dependent  on  the  same 
cause,  the  attractions  between  the  elements  of  a  compaund  aris- 
ing solely  from  their  being  naturally  in  opposite  electrical  .■'tal'i*. 
But  the  discussion  of  this  hypothesis  belongs  more  appropriately 
to  galvanism,  a  branch  of  our  subject  which,  on  account  of  iw 
peculiarities,  especially  in  ibe  mode  of  excitation,  has  been  cod- 
sliluled  a  separate  depnrlment  of  science. 

It  is  a  remark  of  Lord  Bacon,  that  things  appear  usually  [" 
better  advantage  and  more  important  in  their  re /o/wnj,  than  in 
their  individualities.     "The  contrary,  (says  he,)  has  made  tt\anj 

•  See  JonM'i  Sketches  of  Nsyal  Life,  I,  199. 

t  Eaajc.  Brit..  Elttlrieilij. 

'  ""   n  P/iitip,  Phil.  Tmne,    Tilloch-s  Phi!   Hng.  XXX,  488. 
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ATticnIar  sciences  to  become  barreiiy  shallow,  and  erroneous, 
irhile  they  have  not  been  nourished  and  maintained  from  a  com- 
ion  fountain."  The  truth  of  this  remark  is  strikingly  exhibit- 
d  in  respect  to  electricity.  -If  in  its  original  form  it  is  an  inter- 
sting  and  wonderful  agent,  still  more  astonishing  and  important 
re  the  properties  it  has  disclosed  in  its  relations  to  certain  chem- 
sal  agents,  to  magnetism,  to  heat,  and  to  light,  giving  rise  to  the 
iSerent  sciences  of  Galvanism,  Electro-Magnetism,  Thermo- 
iUectricity,  and  to  the  art'  of  gilding  and  copying  bv  the  Electro- 
3rpe  process.  Much,  we  believe,  remains  to  be  discovered  re- 
pecting  the  useful  purposes  which  this  mysterious  agent  is  des- 
ined  to  perform  for  man ;  but  enough  has  been  revealed  to  as- 
ore  us  that  electricity  is  the  agent  by  which  are  to  be  achieved 
he  most  refined  and  delicate  performances  of  art,  and  by  which 
Kurn  is  to  acquire  his  most  perfect  mastery  over  nature.*  . 

*  In  the  Astribotion  of  mtijectfl  in  Yale  College,  GalTaninn  and  iti  kindred  sabjecti 
n  MOgned  to  the  chemical  department 

The  moat  extennye  and  complete  treatise  hitherto  Dnblished  on  the  auhjeet  of  Elec- 
lieity  in  all  its  relations,  is  the  work  of  Beeqwrtl^  in  FVench,  conasting  of  seven 
itaniee  8fo.  PotuiUef,  in  the  first  yoUmie  of  his  BUtmrni  de  Phpwipie,  gives  a  fiiU 
AdaUe  vkwof  these  satgects. 
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PART  Vn. — ^MAGNETlSM. 


663.  Magketism  ts  the  science  which  treats  of  the  properhes  tad 
effects  of  the  magnet.  The  same  term  is  also  used  to  denote  the 
unknown  cause  of  magnetic  phenomena  ;  as  when  we  -speak nf 
magnetism  as  excited,  imparted,  and  so  on. 

Mftgnets  are  bodies,  either  natural  or  artificial,  which  have 
the  property  of  attracting  iron,  and  the  power,  when  freely  sus- 
pended, of  taking  a  direction  toward  the  poles  of  the  earth.  Xhe 
natural  magnet  is  sometimes  called  the  loadstone.*  It  is  an  ox- 
ide of  iron  of  a  peculiar  character,  found  occasionally  in  bedi 
of  iron  ore.  Though  commonly  met  with  In  irregalar  massel 
only  a  few  inches  in  diameter,  yet  it  is  sometimes  found  ot^ 
much  larger  size.  One  recently  brought  from  Moscow  to  Loo- 
don,  weighed  one  hundred  and  twenty-five  pounds,  and  support- 
ed more  than  two  hundred  pounds  of  iron.^ 

664.  The  attractive  powers  of  the  loadstone  have  been  known 
from  a  high  antiquity,  and  are  mentioned  by  Homer,  Pythagoras, 
and  Aristotle.  But  the  directive  powers  were  not  known  in  Eu- 
rope until  the  tw(;llYh  century,  though  some  writers  have  endea- 
vored to  trace  the  history  of  the  compass  needle  to  a  remoter  pe- 
riod, $ind  some  have  strenuously  maintained,  that  the  Chinese 
were  in  possession  of  it  many  centuries  before  it  was  known  to 

the  Europeans.J 

Magnetism  is  the  most  recent  of  all  the  physical  sciences,  and 
notwithstanding  the  numerous  discoveries  achieved  in  it  witliin 
a  few  years,  and  the  remarkable  precision  with  which  its  laws 
have  been  ascertained,  yet  it  is  still  to  be  regarded  as  a  science 
quite  in  its  infancy,  although  it  is  rapidly  progressive. 

605.  If  a  magnet  be  rolled  in  iron  filings,  it  will  attract  tlirm 
to  itself.  This  effect  takes  place  especiall}'  at  two  opposite 
points,  where  a  much  greater  quantity  of  the  filings  will  be  col- 
lected than  in  any  o:her  parts  of  the  body.  The  two  opposte 
points  in  a  magnet,  where  its  attractive  powers  appear  chirfly 

*  Said  to  be  derived  from  ladan,h  Saxon  word  which  signifies  to  guide. 

t  Partingtou's  Manual,  U,  243. 

%  Cavattoon  MagnctUm;  Barlow,  Encyc.  Metrop.;  KlaproUi,  ilmer  Jour.  xL,  242. 
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to  reside,  are  called  its  poles.    The  straight  line  which  joins  the 

poles,  is  called  the  axis.     (See  Fig.  224.) 

Fig.  S35. 

Fig.  334.  . 


If  a  large  sewing  needle,  or  a  small  bar  of  steel  be  nibbed  on 
the  loadstone,  one  extremity  on  one  pole,  and  the  other  extremi- 
ty on  the  other,  the  needle  or  bar  will  itself  become  a  magnet, 
capable  of  exhibiting  all  the  properties  of  a  loadstone.  With- 
out staying  at  present  to  describe  more  minutely  the  process  of 
making  artificial  magnets,  we  will  suppose  ourselves  provided 
with  several  magnetic  needles  and  bars,  and  we  may  proceed 
with  them  to  study  the  leading  facts  of  the  science  of  magnet- 
ism.  By  attaching  a  fine  thread  to  the  middle  of  a  needle,  and 
suspending  it  so  as  to  move  freely  in  a  horizontal  plane,  or  by 
lesting  it  on  a  point,  as  is  represented  in  Fig.  225,  we  shall  have 
a  simple  and  convenient  apparatus  for  numerous  experiments. 
The  needle  thus  suspended  will  place  itself  in  a  direction  near- 
ly, though  not  exactly,  north  and  south.  If  the  needle  is  drawn 
out  of  the  position  it  assumes  when  at  rest,  it  will  vibrate  on 
either  side  of  that  position  until  it  finally  settles  in  the  same 
line  as  before,  one  pole  always  returning  toward  the  north,  and 
the  other  toward  the  south.  Hence  the  two  poles  are  denomi- 
nated respectively  north  and  south  poles.  In  magnets  prepared 
for  experiments,  these  poles  are  marked  either  by  the  letters  N 
and  8,  or  by  a  line  drawn  across  the  magnet  near  one  end,  which 
denotes  that  the  adjacent  pole  is  the  north  pole. 

666.  By  means  of  the  foregoing  apparatus,  we  may  ascertain 
that  the  magnet  has  the  following  general  properties,  viz : 

first,  powers  of  attraction  and  repulsion. 

Secondli/,  the  power  of  communicating  magnetism  to  iron  or 
steel  by  induction. 

Thirdly,  polarity,  or  the  power  of  taking  a  direction  toward 
the  poles  of  the  earth. 

FourtMy,  the  power  of  inclining  itself  toward  a  point  below 
the  horizon,  usually  denominated  the  dip  of  the  needle. 

The  further  development  of  these  properties  will  constitute 
the  subjects  of  the  following  chapters. 


OF  MAGNETIC  ATTRACTION. 

667.  Wbb»  either  pole  of  a  magnet  is  brought  near  to  a  piece  t^ 
iron,  a  mutual  attraction  takes  place  bftween  Utem. 

Thus,  when  the  ends  of  a  magnetic  bar  or  needle  are  dipped 
into  a  mass  "of  iron  filings,  these  adliere  in  a  cluster  to  cither 
pole.  A  bar  of  soft  iron,  or  a  piece  of  iron  wire,  resting  on  a 
cork,  and  lloating  on  the  surface  of  water  or  quicksilver,  may  be 
led  in  any  direction  by  bringing  near  to  it  one  ol'  the  poles  of  a 
magnet.  This  action  is  moreover  reciprocal ;  that  \»,  the  xtaa 
attracts  the  magnet  with  the  same  force  that  the  magnet  at- 
tracts the  iron.  If  the  two  Ixidies  be  placed  on  separate  corks 
and  Uoated,  they  will  approach  each  other  with  equal  momeDtn ; 
or  if  the  iron  be  held  fast,  the  magnet  will  move  toward  it. 

6G8.  Two  other  metals  besides  iron,  namely,  nickel  and  cobalt, 
are  susceptible  of  magnetic  attraction.  These  metals,  however, 
exist  in  naiure  only  in  comparatively  small  quantities,  and  there- 
fore by  magnetic  bodies,  are  usually  intended  such  as  are  ferru- 
ginous. Even  iron,  in  some  of  its  combinations  with  other  bo- 
dies, loses  its  magnetic  properties ;  indeed,  only  a  few  of  the  nu- 
merous  ores  of  iron  are  attracted  by  the  magnet.  But  sofi  me- 
tallic iron  and  some  of  the  ores  of  the  same  metal,  atTcct  the 
needle  even  when  existing  in  exceedingly  small  quantities,  so 
that  the  magnet  becomes  a  very  delicate  test  of  the  presence  of 
iron.  Compass  needles  are  sometimes  said  to  be  disturbed  by 
the  minute  particles  of  steel  left  in  the  dial  plate  by  the  graver  ;* 
and  the  proportion  of  iron  in  some  minerals  may  be  exactly  es- 
timated by  the  power  they  exert  upon  the  needle.f 

669.  In  tfie  action  of  magnets  on  each  other,  poles  o/"  the  tame 
name  repel,  while  those  of  different  names  attract  each  other. 

Thus,  the  north  pole  of  one  magnet  will  repel  the  north  pole 
of  the  other,  and  attract  its  south  pole.  The  south  pole  of  one 
will  repel  the  south  pole  of  the  other,  and  attract  its  north  pole. 
These  effects,  it  will  be  perceived,  are  analogous  to  those  produ- 
ced by  the  two  species  of  electricity;  and  they  equally  imply 
two  species  of  magnetism  or  two  magnetic  fluids,  (as  it  is  con- 
venient to  call  them,)  nimielv,  the  northern  and  the  southern,  or 
as  they  are  now  denominated,  the  boreal  and  the  avstral  fluicb. 
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ce  of  apparatus  will  serve 
to  exhibit  the  foregoing  property.  The  accom- 
panying figure  represents  two  sewing-nee  dies 
magnetized  and  suspended  by  fine  threads. 
On  approaching  the  north  pole  of  a  magnetic 
bar  to  the  north  poles  of  the  needles,  they  are 
forcibly  repelled  ;  but  on  applying  the  south 
pole  of  a  bar  as  in  figure  226,  the  north  poles 
of  the  needles  are  attracted  toward  it 


670.  By  bringing  a  magnet  near  to  iron  or  steel,  the  hnicr 
"•-  by  i 
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rendered  magnetic  by  inducliun. 

Thus,  let  the  north  pole  of  a  Fig.  Si: 

magnetic  bar  A,  (Fig.  227,)  be 
brought  near  to  one  end  of  an 
vnmagnetized  bar  of  soft  iron  B : 
the  iron  will  immediately  be- 
come itself  a  magnet,  capable  of 
attracting  iron  filings,  having  po- 
larity when  suspended,  and  possessing  the  power  of  communi- 
cating the  same  properties  to  other  pieces  of  iron.  It  is,  howev- 
er.only  while  the  iron  remains  in  the  vicinity  of  the  magnet,  that 
it  is  endued  with  these  properties ;  for  let  the  magnet  be  with- 
drawn, and  it  loses  at  once  all  the  foregoing  powers.  This,  it 
will  be  remarked,  is  asserted  of  soft  iron ;  for  steel  and  hardened 
iron  are  difierently  aflected  by  induced  magnetism. 

On  examining  the  kind  of  magnetism  induced  upon  the  two 
ends  of  the  iron  bar  1),  (Fig.  227,)  which  we  may  easily  do  by 
bringing  it  near  to  the  poles  of  the  needle,  (Fig.  225,)  we  shall 
find  that  the  nearer  end  has  south,  and  the  remoter  end  north 
polarity.  This  effect  also  is  analogous  to  that  produced  by  elec- 
trical induction.  (See  Arts.  595,  596.)  A  corresponding  effect 
would  have  taken  place,  had  the  south,  instead  of  the  north  pole 
of  the  magnet  been  presented  to  the  bar  of  iron ;  in  which  case, 
the  nearer  end  would  have  exhibited  the  northern,  and  the  remo- 
ter end  southern  polarity.  Or,  to  express  this  important  propo- 
ntion  in  general  terms. 

Each  pole  of  a  magnet  induces  the  opposite  kind  of  polarily  in 
that  end  of  the  iron  which  is  nearest  to  it,  and  the  same  kind  in  that 
aid  icikich  is  most  remote. 

671.  It  is  not  essential  to  the  success  of  these  experiments, 
that  the  bars  of  iron  which  receive  magnetism  by  induction, 
Bbonid  he  placed  in  a  straight  line  with  the  magnet ;  they  may 
be  at  right  angles  to  it,  or  inclined  at  any  other  angle,  the  only 
essential  condition  being,  that  the  end  of  the  bar  should  he  brought 
near  to  the  pole  of  the  magnet.    Indeed,  the  effect  is  increased, 
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thst  is.  tlie  magnetism  of  the  iron  bar  is  Yig  SS8. 

render^  stronger,  when  the  bar  is  in- 
rlinf^  toward  the  magnet,  as  in  Fig. 
2^.  and  is  the  strongest  of  all  when  it 
is  placed  paraHel  to  the  magnet ;  for  it 
will  be  seen  that  in  these  two  latter  po- 
sitions, both  poles  of  the  magnet  conspire 
in  their  action  upon  the  iron  bar- 

6T2.  The  palter  of  a  magnet  is  increased  bjf  the  exertion  of  iU 
inductive  power  upon  a  piece  of  iron^  in  its  neighborhood. 

The  end  of  the  piece  of  iron  contiguous  to  the  pole  of  the 
magnet,  is  no  sooner  endued  with  the  opposite  polarity*  than  it 
reacts  upon  the  magnet  and  increases  its  intensity ;  and  a  series 
of  actions  and  reactions  take  place  between  the  two  bodies,  simi- 
lar to  what  occurs  in  electrical  induction.  (See  Art.  596»  &c) 
On  this  account  the  powers  of  a  magnet  are  increased  by  action, 
and  impaired  or  even  lost  by  long  disuse.  By  adding*  from  time  to 
time,  small  pieces  of  iron  to  the  weight  taken  up  by  a  magnetf 
its  powers  may  be  augmented  greatly  beyond  their  original  amoant 
Hence,  the  force  of  attraction  of  the  dissimilar  poles  of  two  mag- 
nets, is  greater  than  the  force  of  repulsion  of  the  similar  poles: 
because,  when  the  poles  are  unlike,  each  contributes  to  enhance 
the  power  of  the  other,  but  when  they  are  alike,  the  influence 
which  they  reciprocally  exert,  tends  to  make  them  unlike,  and  of 
course  to  impair  their  repulsive  energies. 

Hence,  also,  a  strong  magnet  has  the  power  of  reversing  tbe 
poles  of  a  weak  one.  Suppose  the  north  pole  of  the  weaker  body 
to  be  brought  into  contact  with  the  north  pole  of  the  stronger; 
the  latter  will  expel  north  polarity,  or  the  boreal  fluid,  and  attract 
the  austral,  a  change  which  in  certain  cases  will  be  permanent 

673.  If  the  north  pole  of  a  magnetic  bar  be  placed  upon  tbe 
middle  of  an  iron  bar.  the  two  ends  of  the  latter  will  each  have 
north  polarity,  while  the  part  of  the  bar  immediately  in  contact 
\nth  the  magnet  receives  south  polaritv ;  and  if  the  same  north 
pole  be  placed  on  the  center  of  a  circufar  piece  of  iron,  all  parts 
of  the  circumference  will  be  endued  with  north  polarity,  while 
the  plate  will  have  a  south  pole  in  the  center.  By  cutting  the 
plate  into  the  form  of  a  star,  each  extremity  of  the  radii  becomes 
a  weak  north  pole  when  the  north  pole  of  a  magnet  is  placed  in 
the  center  of  the  star.  If  an  iron  bar  is  placed  between  the  dis- 
similar poles  of  two  magnetic  bars,  (all  being  in  one  straight  line,) 
both  of  the  magnets  will  conspiro  to  increase  the  intensity  of  each 
pole  of  the  bar,  and  the  magnetism  imparted  to  the  bar  will  be 
oouiderably  stronger  than  fi^m  either  magnet  alone ;  but  if  the 
same  bar  be  placed  between  the  two  similar  poles,  the  oppoute 
pdlAiily  will  D6  imparted  to  each  end,  while  the  same  polarity 


Li  given  to  the  center  of  the  bar.  Thus  if  the  bar  ^be  placed 
between  the  north  poles  of  two  magnets,  each  end  of  the  bar 
will  become  a  south  pole  and  the  center  a  north  pole.  When 
one  end  of  a  magnetic  bar  is  applied  to  the  ends  of  two  or  more 
wires  or  sewing  needles,  the  latter  arrange  themselves  in  radii 
diverging  from  the  magnetic  pole.  This  effect  is  in  consequence 
of  their  remoter  ends  becoming  endued  with  similar  polarity,  and 
repelling  each  other.  A  like  effect  is  observable  among  the  fila- 
ments of  iron  filings,  that  form  a  tuft  on  the  ends  of  a  magnetic 
biur. 

674.  The  foregoing  experiments  are  sufficient  to  show  that 
when  a  piece  of  iron  is  attracted  bv  the  magnet,  it  is  first  itself 
converted  into  a  magnet  by  the  inductive  influence  of  the  mag- 
netizing body.  Each  of  the  iron  filings  which  compose  the  tuft 
irt  the  pole  of  a  magnetic  bar  or  needle,  is  itself  a  magnet,  and  in 
consequence  of  being  such,  induces  the  same  propertv  in  the  next 
pvticie  of  iron,  and  that  in  the  next,  and  so  on  to  the  last.  Hence 
magnetic  attraction  does  not  exist,  strictly  speaking,  between  a 
magnet  and  iron,  but  only  between  the  opposite  poles  of  mag- 
nets ;  for  the  iron  must  first  become  a  magnet  before  it  is  capct- 
ble  of  magnetic  influence. 

675.  Saft  iron  readily  acquires  magnetism  and  as  readUy  loses 
ii ;  hardened  steel  acquires  it  more  slowly ^  btU  retains  it  pertna- 
nently. 

In  the  preceding  example,  the  magnetism  acquired  by  a*  bar  of 
i|oa,  by  the  process  of  induction,  is  retained  only  so  long  as  the 
magnetizing  Dody  acts  upon  it.  Soon  after  the  two  bodies  are 
ttoarated,  the  bar  loses  all  magnetic  properties. 

Yrhen  a  bar  of  steel  is  placed  very  near  a  strong  magnet,  the 
action  of  the  magnet  commences  immediately  upon  the  end  of 
itm  bar  nearest  to  it,  the  north  pole  for  example  communicating 
soath  polarity  to  the  contiguous  extremity  of  the  bar.  According 
to  pur  previous  experience,  we  should  expect  to  find  the  remote 
end  of  the  bar  a  north  pole ;  but  such  is  not  the  immediate  result ; 
^  sensible  time  is  required  before  the  north  polarity  is  fully  im- 
pl^ted  to  the  remote  extremity.  Indeed,  if  the  bar  be  a  long  one. 
It  sometimes  happens  that  the  north  polarity  never  reaches  the 
farthest  end,  but  stops  short  of  it  at  some  intermediate  point. 
This  north  pole  is  succeeded  by  a  second  south  pole,  that  by  an- 
o)|ier  north  pole,  and  thus  several  alternations  between  the  two 
poles  occur  before  reaching  the  end  of  the  bar. 

676.  The  process  of  magnetizing  a  steel  bar  or  needle,  is  ac- 
celerated by  any  cause  which  excites  a  tremulous  or  vibratory 
nu>tioii  among  the  particles  of  the  steel.  Striking  on  the  bar  with 
a  hammer  promotes  the  process  in  a  remarkable  degree*  especially 
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if  it  occasions  a  ringing  soand,  which  indicates  that  diepartielet 
are  thrown  into  a  vibratorj'  motion.  The  passage  of  an  electric 
discharge  through  a  steel  bar  ander  the  inflaence  of  a  magnet, 
produces  permanent  magnetism.  Heat  also  greatly  facililates 
the  introduction  of  the  magnetic  fluid  into  steel.  The  greatest 
possible  degree  of  magnetism  that  can  be  imparted  to  a  steel  bar, 
is  communicated  by  first  heating  the  steel  to  redness,  and  while 
it  is  under  the  influence  of  a  strong  magnet,  quenching  it  suddenly 
with  cold  water. 

A  magnet,  however,  loses  its  virtues  by  the  same  means  »s, 
during  the  process  of  induction,  were  used  to  promote  their  ac- 
quisition. Accordingly,  any  mechanical  concussion  or  rough 
usage,  impairs  or  destroys  the  powers  of  a  magnet.  By  falling 
on  a  hard  floor,  or  by  being  struck  with  a  hammer,  it  is  greatly 
injured.  Heat  produces  a  simitar  etfect.  A  boiling  heat  weak- 
ens and  a  red  heat  totally  destroys  the  power  of  a  needle.  On 
the  other  hand,  cold  augments  the  powers  of  the  magnet ;  in- 
deed, they  improve  with  every  reduction  of  temperature  hither- 
to applied  to  ihem.* 

As  iron  and  steel  are  found  of  various  degrees  of  hardness,  so 
the  power  of  acquiring  and  of  losing  magnetism,  is  very  vari- 
ous in  diflerent  ferruginous  bodies.  It  is  in  general  true,  that  this 
power  is  in  proportion  to  the  hardness.  Thus,  the  attraction  of 
soil  malleable  iron  for  the  magnet  being  100,  that  of  hard  cast 
steel  is  only  49,  and  that  of  cast  iron  only  48.f 

677.  If  a  steel  bar  rendered  magnetic  by  induction,  be  divided  into 
any  two  parts,  each  part  trill  be  a  complete  magnet,  having  fit* 
opposite  poles. 

We  here  meet  with  a  remarkable  distinction  betwJTen  magnet- 
ic and  electric  induction.  When  a  body  elccirified  by  induction, 
is  divided  into  two  equal  part?-,  Ihe  individual  electricities  alone 
remain  in  each  part  respectively;  but  in  the  ease  of  ma^^ettc 
induction,  although  no  appearance  of  polarity  be  exhibited  ex- 
cept at  the  two  ends,  yet  «  herrver  a  fracture  is  made,  the  two 
ends  separated  by  the  fracture  immediately  exhibit  opposite  po- 
larities, each  being  of  an  opposite  name  to  that  of  tlie  original 
pole  at  the  other  end  of  the  fragment.  If  each  of  the  two  frag- 
ments be  again  divided  into  any  number  of  parts,  each  of  these 
parts  is  a  magnet  perfect  in  itself,  having  two  opposite  poles. 

In  magnetism,  therefore,  there  is  never,  as  in  electricity,  any 
transfer  of  properties,  but  only  the  excitation  of  such  as  were 
already  inherent  in  the  body  acted  upon.  Magnetism  never 
passes  out  of  one  body  into  another  ;  nur  can  we  ever  obtain  a 
piece  of  iron  or  steel,  that  contains  exclusively  either  northern  or 
southern  polarity. 


■  Chiirtie,  Phil.  Traw,  1835. 
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678.  The  force  of  attraction^  or  of  repulsion^  exerted  upon  each 
other  by  the  poles  of  two  magnets^  placed  at  different  distances^  va- 
vies  inversely  as  the  square  of  the  distance. 

TbiB  law  wa3  ascertained  by  Coulomb,  by  means  of  the  tor- 
sion balance,  in  a  manner  similar  to  that  adopted  in  investiga- 
ting the  law  of  electrical  attraction.  (See  Art.  583.)  The  same 
law  therefore  which  governs  the  attraction  of  gravitation,  like- 
wise controls  electrical  and  magnetic  attractions.  It  is  the  most 
extensive  law  of  the  physical  world.  Nor  is  this  action  at  a 
distance  prevented,  or  even  impaired,  by  the  interposition  of  oth- 
er bodies  not  themselves  magnetic. 

679.  The  magnetic  power  of  iron  resides  whoUy  on  its  BUBTACEf 
and  is  independent  of  the  mass. 

Thus  a  nollow  globe  of  iron  of  a  given  surface  will  have  the 
same  effect  on  the  needle  as  though  it  were  solid  throughout.* 
In  this  fact  we  again  meet  with  a  striking  analogy  between  mag- 
netism and  electricitv,  a  similar  property  having  before  been 
shown  to  belong  to  the  electric  fluid.  This  is  one  of  the  most 
recent  discoveries  in  maignetism,  and  was  made  by  Professor 
Barlow  of  the  Military  Academy  at  Woolwich,  (Eng.)  to  whose 
ingenious  and  assiduous  labors  are  due  many  oi  the  latest  and 
most  important  investigations  in  this  science. 


CHAPTER  n. 

OF  THE  DIRECTIVE  PROPERTIES  OF  THE  MAGNET. 

680.  If  a  small  needle  be  placed  near  one  of  the  poles  of  a  mag" 
neif  with  its  center  in  the  axis  of  the  magnet^  it  will  take  a  direction 
tVi  a  line  with  that  cuds. 

Thus,  let  S  N  be  a  large  magnetic  bar,  and  «  n  a  small  needle 
placed  near  the  north  pole  of  the  magnet  with  its  center  in  the 
axis ;  it  will  be  seen  that  the  action  of  the  pole  of  the  magnet 
is  such  as  to  bring  the  needle  into  a  line  with  the  magnet.  The 
action  of  the  bar  upon  the  needle  T\g.  229. 

tending  to  give  it  this  direction,  is, 
since  it  repels  n  and  attracts  j, 
equal  to  the  sum  of  its  actions 
apon  both  poles. 

681.  If  the  needle  be  placed  at  right  angles  to  the  bar^  with  one 
of  its  poles  directed  toward  the  center  of  the  bar,  it  mil  take  a  di* 
rection  parallel  to  the  bar. 

*  It  appeals,  however,  that  a  certain  thickness  is  necessary  to  the  roaximtun  e^ 
ibct.  although  that  thickness  is  very  small.    (See  PhiL  Trans.,  1831,  p.  81.) 
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By  supposing  B  (Fig.  229,)  to  be;  placed  as  indicated  in  ths 
above  proposilion,  it  will  be  seen,  that  the.  actions  of  bolh  polw 
of  the  magnet  would  conspire  in  relation  to  each  pole  ol'  the 
needle,  and  that  these  forces  can  be  in  equilibrium  only  when 
the  needle  is  parallel  wiih  the  bar.  The  needle  in  this  sit uatioa 
has  a  tendency  to  move  toward  the  magnet,  because  the  at- 
traction being  exerted  on  the  nearer,  and  ihe  repulsion  on  iha 
remoter  pole,  the  sum  of  the  attractions  eiiceeds  that  of  the  n- 
pulsions. 

682.  Iron  flings  or  oilier  ferruginous  bodies,  which  arcfrte  to 
ofcfy  the  action  of  a  masmrlic  bar,  naturally  aiTange  ihemsrltt*  in 
cvrvp  lines  from  one  pole  of  Ute  magnet  to  tJie  oilier. 

Thus,  if  we  pl.iee  a  sheet  of 
laid  o 


bite  paper  on  a  magnetic  bar 
filings  oa  the  paper,  the  fil* 
F>K  330. 


n  the  table,  and  spi 
ings  will  arrange  ihcmsehes 
in  curves  around  the  poled  of 
the  magnet.     A  small  sewmg 
needle  suspended  horizontally 
by  a  slender  string,  on  bemg 
brought  near  to  dilTerent  parts 
of  the  magnet,  will  take  direc 
tiona  corresponding  to  the  part  of  rhe  eur\e  ii 
to  he  placed.     At  the  poles  it  will  be  in  a  In 
the  magnet ;  opposite  the  center  of  the  bar  it 
it;  and  between  these  two  points  it  will  take  intermedial 
rections,  as  is  represented  in  Fig.  231 

Fig.  231. 


i-hich  it  bappros 
with  the  axis  of 
ill  be  parallel  to 


These  curves  have  given  rise  to  the  most  fanciful  theoria 
magnelism.  having  been  assumed  as  ihe  traces  of  an  invia 
fluid  perpetually  circulating  between  the  poles  of  rhe  magnet; 
and  Inis  circulation  has  been  afterwards  employed  for  illustra- 
ting every  variety  of  magnetic  phenomena,  but  in  sueh  a  way 
as  to  leave  the  subject  involved  in  greater  mysterj-  than  al  first. 
These  causes  are  nothing  more  than  the  necessary  results  oi 
forces  like  those  described  in  the  foregoing  propositions.* 

The  curves  which  iron  filings  describe  when  thus  arranj 
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are  called  magnetic  curves.  They  present  several  curious  pro- 
perties, which  have  been  investigated  by  mathematicians ;  but 
we  must  refer  the  student  to  more  extensive  treatises  than  the 
present  for  a  full  development  of  this  subject.* 

083.  By  different  methods^  nearly  all  bodies  may  he  made  to  affect 
the  magnetic  needle. 

Coulomb,  by  the  assistance  of  tKe  extremely  delicate  appara« 
tus  he  employed,  detected,  as  he  thought,  some  slight  portion  at 
least  of  magnetism  in  various  metals  besides  those  to  which  it 
had  been  exclusively  a$eribed,and  hence  announced  that  all  bodies 
whatsoever  are  subject  to  the  magnetic  influence.  The  possibility, 
however,  that  the  different  bodies  tried  by  Coulomb  might  con- 
tain small  portions  of  iron,  threw  some  doubt  on  his  conclusions ; 
but  within  a  few  years  the  doctrine  has  been  confirmed,  that 
magnetism,  in  some  way  or  other,  pervades  all  bodies. 

M.  Arago,  of  France,  found  that  the  oscillations  which  a  nee- 
dle would  make  when  set  in  motion,  were  affected  by  its  being 
placed  above  or  below  plates  of  different  substances,  as  metal, 
ioe,  or  water.  The  number  of  oscillations  in  a  given  time,  re- 
mained the  same  whatever  substance  was  employed  for  the 
plate  ;  but  the  horizontal  range  or  amplitude  of  the  needle  was 
maeh  greater  in  some  cases  than  in  others.  Copper,  for  example, 
Woald  diminish  the  range  four  times  as  much  as  lead,  and  a  hun- 
dred times  as  much  as  antimony.  This  fact  led  to  the  discovery, 
thftt  if  plates  of  copper  and  various  other  substances  are  put  in- 
to rapid  rotation  below  a  horizontal  needle  freely  suspended,  the 
needle  will  be  made  to  revolve  with  great  velocity.  The  exper- 
iment has  been  varied  in  many  different  ways.  Thus,  a  pow- 
erful horseshoe  magnet  itself,  placed  verticallv,  has  been  made 
to  revolve,  having  a  plate  of  metal  or  other  substance  suspended 
immediately  over  it.  When  the  motion  of  the  magnet  acquires 
ct  certain  velocity,  the  suspended  plate  will  likewise  revolve  in 
the  same  direction,  and  sometimes  with  so  great  a  speed  that  the 
eye  cannot  distinguish  it. 

Mr.  Faraday,  of  England,  has  recently  asserted  the  doctrine, 
supported  by.numerous  experiments,  that  all  the  metals  are  mag- 
netic at  a  certain  temperature,  and  that  at  a  certain  other  tem- 
perature, they  all  lose  this  power.  Even  iron  loses  all  magnetic 
properties  at  an  orange  heat,  and  nickel  at  a  heat  still  lower. 

684*  The  magnetic  needle^  when  freely  stutpended^  seldom  points 
directly  to  the  pole  ofHhe  earth,  but  its  deviation  from  that  pole  is 
called  the  decunation  or  the  variation  of  the  needle. 

A  vertical  circle  drawn  through  the  line  in  which  the  needle 
naturally  places  itself,  is  called  the  magnetic  meridian.     A  plane, 

*  Journal  of  the  Royal  Inftitution,  Feb.  1631. — Leslie*!  Geometrical  AnaljM. 
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passing  at  right  angles  to  the  magnetic  meriiKaiiitl 
center  of  the  needle,  Is  called  its  magnelic  equator.  A  line  drawii 
on  the  surface  of  the  earth,  passing  through  the  places  where 
the  needle  points  directly  to  the  north  pole,  and  where  of  course 
the  geographical  and  magnetic  meridians  coincide,  is  called  the 
line  of  no  variation. 

The  discovery  of  the  variation  of  the  needle  has  been  com- 
monly ascribed  to  Columbus.  His  son  Ferdinand  states,  that  on 
the  14th  of  September,  1492,  his  father  first  discovered  the  va- 
riation, and  that  in  consequence,  his  crew  mutinied,  suppodng 
that  the  needle  had  lost  lis  polarity,  and  that  they  would  not  be 
able  to  find  their  way  back  to  Europe.  It  appears,  however, 
that  the  same  phenomenon  had  been  discovered  about  two  hun- 
dred years  before  that  period,  though  it  had  not  become  general- 
ly known  to  navigators.* 

685.  The  declination  of  the  jieedh  is  not  constant,  but  is  subjeti 
to  a  small  itnnual  change,  which  carries  it  to  a  certain  limit  on  one 
aide  of  the  pole  of  the  earth,  when  it  becomes  stationary  for  a  lime, 
and  then  returns  to  the  pole,  and  proceeds  to  a  certain  limit  on  the 
other  side  of  it,  occupying  a  period  of  many  years,  during  each  vi- 
bration. 

At  London,  in  the  year  1580,  the  needle  pointed  II J  degree* 
to  the  east  of  north  ;  in  1657,  it  pointed  directly  to  the  pole;  af- 
ter which  period,  it  continued  to  move  west  for  one  hundred  and 
fifty-seven  years,  until  the  year  1^14,  when  its  western  declina- 
tion was  nearly  24}  degrees;  since  1814,  it  has  been  moving 
slowly  eastward.  If  it  takes  as  many  years  to  return  as  it  did 
to  move  from  the  pole  to  its  western  limit,  it  will  reach  the  pole 
again  in  the  year  1071  ;  and  should  it  proceed  as  far  eastward 
as  it  did  westward,  and  occupy  as  long  a  lime,  it  will  reach  its 
eastern  limit  in  2128.  The  total  arc  of  declination  will  be  48" 
35'  48",  and  the  period  occupied  in  passing  over  it,  three  hun- 
dred and  fourteen  years.  This  would  be  an  average  of  9'  17" 
annually.  But  the  annual  variation  is  much  smaller  than  this 
toward  its  eastern  and  western  limits,  but  much  greater  when 
the  needle  is  in  the  vicinity -of  the  line  of  no  variation.  Thus, 
during  the  nine  years  that  elapsed  between  1814  and  1833,  the 
progress  eastward  was  only  11' 22",  or  only  1'  1.6"  annually,  while 
from  1 657  to  1 672,  a  period  of  fifteen  years,  the  declination  west 
amounted  to  2°  30',  or  10'  annually  ;  and  between  1692  and  1722, 
the  annual  increase  of  declination  was  16'  40".  It  performed 
half  the  amount  of  its  western  declination  in  fifVy-seven  years, 
while  to  complete  the  other  half,  occupied  one  hundred  years.f 

The  variation  of  the  needle,  however,  is  not  the  same  at  the 


■  CavBllo,  TrpaliH  od  Maenetum,  Supple m en l.— Barlow, 
t  TtxHason,  OuUines  of  Heat,  Sloe.,  aod  M>>g-,  p.  S4& 
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same  time  in  all  parts  o^  the  earth,  but  every  part  has  its  par* 
ticolar  declination.  For  instance,  if  we  sail  from  the  Straits  of 
Gibraltar  to  the  West  Indies,  in  proportion  as  we  recede  from 
Europe  and  approach  America,  the  compass  will  point  nearer 
and  nearer  due  north  ;  and  when  we  draw  near  the  American 
coast,  it  will  point  exactly  north.  But  if  we  sail  from  Great 
Britain  to  the  southern  coast  of  Greenland,  we  shall  find  the  nee« 
die  deviate  further  and  further  from  the  north,  as  we  approach 
Greenland,  where  the  deviation  will  not  be  less  than  50^.*  In 
some  parts  of  Baffin's  Bay  the  needle  points  due  west. 

686.  The  line  of  no  variation  encompasses  the  globe,  but  its 
course  is  subject  to  numerous  irregularities.  Commencing  at 
the  magnetic  pole  in  Lat.  70°,  Lon.  90°  30',  it  runs  a  few  degrees 
east  of  south,  through  Hudson's  Bay,  New  South  Wales,  Lake 
Erie,  the  western  part  of  the  state  of  Pennsylvania,  passing  a 
little  westward  of  Washington  City,  and  enters  the  Atlantic 
Ocean  near  Newbern  in  North  Carolina.  After  leaving  the  United 
States,  it  veers  a  little  more  to  the  cast,  running  a  few  degrees 
eastward  of  the  West  India  Islands,  and  meeting  the  eastern 
coast  of  South  America,  near  Maranham,  on  the  northeast  coast 
of  Brazil.  Crossing  the  great  eastern  promontory  of  South 
America,  it  pursues  a  regular  course  in  a  southeasterly  direction 
toward  the  south  polar  regions.  In  the  eastern  hemisphere,  the 
line  of  no  variation  presents  greater  anomalies.  Proceeding 
firom  south  to  north,  it  passes  in  a  northerly  direction  through 
New  Holland,  somewhat  westward  of  the  center.  Thence  its 
course  changes  to  the  west,  and  it  sweeps  in  a  great  curve 
through  the  Indian  Ocean,  around  Hindostan,  returning  through 
China  to  nearly  the  same  longitude  as  it  had  in  New  Holland, 
where  it  turns  to  the  north  again.  Places  lying  westward  of 
either  of  these  lines,  have,  within  certain  limits,  easterly  varia- 
tions, and  those  lying  eastward  of  those  lines,  have  westerly  va- 
riations.t  In  Europe,  Africa,  and  the  western  parts  of  Asia, 
together  with  the  greater  part  of  the  Atlantic  Ocean,  the  varia- 
tion is  to  the  west.  Throughout  the  greater  part  of  the  western 
hemisphere,  the  variation  is  to  the  east. 

687.  At  New  Haven,  the  variation  of  the  needle  is  at  present 
aboat  6  degrees,  and  is  on  the  increase.  In  1820,  it  was  4°  35' 
10"  4  and  in  1835,  it  was  5°  40'  34".§  On  this  subject,  Profes- 
sor  Loomis  remarks :  From  the  time  of  the  earliest  observations, 
(1673,)  down  to  about  the  commencement  of  the  present  cen- 
tury, the  westerly  variation  was  decreasing,  and  the  easterly  in- 

*  Thomson,  Outlines  of  Heat,  Elcc,  and  Mag.,  p.  543. 

t  Bartow,  Pha.  Trans.,  1833. 

X  According  to  observations  made  by  Professor  Fisher.    See  Amer.  Jour.,  XVI,  60. 

(  Profesaor  Loomis,  lb.  XXX,  224.  • 
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creasing,  in  every  part  of  the  United  ^j^tes.  Since  that  period, 
the  movement  of  tne  needle  has  been  in  the  opposite  direction. 
At  present,  therefore,  the  westerly  variation  is  increasing^  and  tke 
easterly  diminishing.  This  change  commenced  between  the 
years  1793  and  1819,  though  probably  not  everywhere  simulta- 
neously. The  present  annual  change  of  variation^  is  about  2 
minutes  in  the  southern  and  western  states,  from  8  to  4  minutes 
in  the  middle  states,  and  from  5  to  7  minutes  in  New  England. 
The  variation  for  several  prominent  points  is  as  follows: 

Cambridge,  Mass.  -        -        -  in  1836,  S^  51'  W. 

New  Haven,  Conn.  -        -        -  1836,  6*^  55'  •* 

New  York  City,  -        -        -  1837,  6®  40^  ** 

Albany, 1836,  6«*  47'  - 

Philadelphia,        -  -        -        -  1837,  3^  52*  « 

Washington  City,  -        -        -  1809,  0®  52*  « 

Charlottesville,  Va.  -        -        -  1835,  0**    C  " 

Newbem,  N.  C.  ...  1806,  2*>    O'  E. 

Athens,  Geo.        -  -        -        -  1837,  4^  31'  - 

St.  Louis,  Mo.      .  -        -        -  1819,  10«»  47'  •• 

688.  Besides  the  annual  variation^  the  magnetic  needle  is  stdged 
to  daily  cliavges  called  the  diurnal  variation. 

According  to  the  observations  of  Professor  Loomis,  made  at 
Yale  College  in  1835  and  1836,  the  north  end  of  the  needle  has 
in  the  morning  a  motion  eastward,  amounting  to  from  one  to 
three  minutes,  when  the  declination  is  usually  less  than  at  any 
other  hourof  theday,  and  may  therefore  be  called  the  minimum. 
During  winter,  this  minimum  is  attained  about  8  o'clock*  but  as 
early  as  7  o'clock  during  summer.  After  reaching  its  minimum 
position,  it  gradually  moves  to  the  west,  and  attains  its  maximum 
declination  about  3  o'clock  in  winter,  and  1  o'clock  in  summer. 
From  this  time  the  needle  again  returns  eastward.  The  whole 
amount  of  the  djurnal  variation  rarely  exceeds  12  minutes,  and 
is  commonly  much  less  than  that.  These  changes  of  declination 
during  the  day  are  connected  with  changes  of /e7/?/7era<tfre.  being 
from  May  to  October,  inclusive,  11'  5£i'',  and  from  November  to 
April,  5'  11". 

689.  A  needle  first  hcdanced  horizontally  an  its  center  of  graviif 
and  then  mngnetized,  no  longer  retains  its  levels  but  its  north  pole 
sj)ontanto7isly  Uihes  a  direction  to  a  point  below  the  horizoUt  called 

Uie  DIP  OF  THE  NEEDLE. 

The  Dipping  Needle  is  represented  in  figure  232.  When  used, 
it  is  to  be  placed  in  the  magnetic  meridian,  and  the  stand  which 
supports  it  rendered  perfectl}' level,  by  means  of  the  ac^ustiDg 
screws  attached. 


Fig,  932. 


MAGNET!  BM. 


The  dip  of  the  needle  is  very  differ- 
ent in  different  parls  of  the  globe  be- 
ing in  general  least  in  the  equaturiftt 
ttnd  greatest  in  the  polar  regions.    At 
.jCertain  places  on  the  globe  the  needle 
irlias  no  dip,  that  is,  it  becomes  perfect- 
yiy  horizontal,  and  a  line  uniting  all 
'<>uch    places    is    called  the    ma/^iu'lic 
^aquator  of  the  earth.      Again  in  the 
iwlar  regions,  the  dipping  needle  some-  , 
■vines  becomes   nearly  perpendicular     ^ 
to  the  horizon.     In  the  middle  latitudes,  the  dip  is  greater  or 
'less,  but  does  not  correspond  exactly  to  Ihe  latitude. 

If  the  mngrielic  meridian  coincided  with  the  geographical,  the 
'inw^nctic  ei|uator  would  coincide  wi  h  the  earth's  equator;  but 
itnich  is  noi  Ihe  fac^  We  may  consider  the  magnetic  equator,  in 
neral,  as  a  great  circle  encompassing  the  earth,  and  inclined 
-to  its  equator  at  an  angle  of  about  \'Z  degrees.  It  not  onlycross- 
the  equator  at  iwo  points  diametrically  opposite  toeach  olher, 
a  regular  great  circle  would  do,  but  crosses  it  also  in  one  or 
^perhaps  two  iniermediate  points. 

f  The  dip  of  the  needle,  tike  the  declination,  is  not  constant  at 
•ihe  same  place,  hut  undergoes  a  slight  variation  from  year  to 
<^nr.  In  the  course  of  two  hundred  and  forty-five  years,  it  has 
varied  at  London  more  than  5°.  Its  present  amount  is  about 
W,  and  the  variation  is  from  two  lo  three  minutes  annually. 
{The  following  table  exhibits  the  dip  of  the  magnetio  needle  fur 
he  year  1839,  at  the  places  annexed.* 

Hudson^Ohio Lat.4ri5'N 72"  48'.4 

Buffalo, 42"  53'    74"  40'.8 

Schenectiidy 42°  49' 74"  30'.  I 

Albany, 42"  39' 74"  Sl'.S 

New  York  City,  . . . .' 40"  43'   72°  52'.2 

New  Haven,  Conn., 41"  18'    73"  2«'.7 

Cambridge.  Mass., 42"  22'   74"  30'.1 

Princeton,  N.  J., 40"  22'   72"  4r.l 

Washington  City, 88"  53'   71"  21.4 

60f>.   The  force  exerttd  by  ike  magTKiism  of  the  earth  varies  in 
^^  fiffv-r^ni  jtlncet :  hi  coiitptiralive  estimate  for  any  given  place,  is 
iboilid  the  MAtiNETic  iNTBNsrrv /or  that  place. 

As  in  the  case  of  the  pendulum  in  its  relation  to  the  force  of 
I^Tftvity,  the  magnetic  intensity  may  be  measured  by  the  jiumbjt 
' oncillatioiix  (Art.  183)  which  a  needle  drawn  a  given  number 
degrees  from  its  ])oint  of  rest,  [lerlbrnis  in  a  certain  time,  as  a 
^talnute  for  example,  ihe  force  being  as  the  square  of  the  number 

•  Pn>fc»*)r  Logmii,  Aliicr.  Fbil.  Tn.,  1839. 
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of  oscillations.     In  general  it  is  well  ascertained  that  the  mag- 
netic intensity  is  least  in  the  equatorial  regions,  and  increases  as 
we  advance  toward  the  poles.     It  is  probably  at  its  maximam 
Bt  the  magnetic  poles.     By  ascertaining,  Trom  actaal  observa- 
tion, a  n-imber  of  different  places  on  the  surface  of  the  earth, 
where  th      'ignetic  intensities  are  equal,  and  connecting  them 
jiby  a  lino,  i.  ..^ippars  that  the^'  arrange  themselves  in  a  curve 
^  around  the  magnetic  pole.     These  lines  are  called  isodynamic 
I   CKn>f».     Extensive  journeys  have  been  undertaken  by  Humboldt, 
.Sabine,  Hansteen,  and  others,  to  ascertain  the  point  on  the  sur- 
face of  the  earth  where  the  magnetic  inten!<ities  are  equal,  for 

*  the  purpose  of  describing  these  curves.  The  earlier  results  indi- 
cated the  position  of  the  magnetic  pole  to  be  in  the  ftortheastem 

,  ..part  of  Hudson's  Bay,  lat,  60'  N.,  Ion.  80=  W.  ;•  but  the  direc- 
».tions  of  these  curves  presented  such  anomalies  as  to  suggest  the 
Ljdeaof  a  second  magnetic  pole  in  the  opposite  hemisphere  :  with 
^  the  view  of  ascertaining  this  point.  Professor  Hansteeu,  of  Cbhs' 
'.  tiana,  se%-eral  years  since,  undertook  a  journey  into  Siberia,  at 
[  ,  the  expense  of  the  King  of  Sweden,  and  has  fully  confirmed  the 
[  ^fact,  that  there  exists  a  second  magnetic  pole  to  the  north  of  Si- 
beria, around  which  the  Isodynamic  curves  arrange  themselvn 
:  in  regular  order.f     From  experiments  made  in  deep  mines,  and 
ft  tin  the  upper  regions  of  the  atmosphere  by  aeronauts,  it  appears, 
1 .  that  in  both  these  situations,  the  magnetic  intensilj-  is  the  same 
]  as  at  the  corresponding  places  on  the  surface  of  the  earth. 

r,      681.   The  effects  produced  by  ike  earth  on  a  magnetic  needle,  ear- 
'    renpnrid  to   those  produced  on  it  by  a  potoerfnl  magnet,  and  keiut 

the  earth  itself  may  be  considered  as  suck  a  magnet. 

The  magnetism  of  the  earth  has  been  supposed  by  some  to 

result  from  a  gre#t  magnet  lying  in  the  central  parts  of  tirn 
>  earth  ;t  by  others.^  to  be  nothing  more  than  the  resullnnt  of  all 

•  the  smaller  magnetic  forces  scattered  through  various  parts  of 
the  terrestrial  sphere  ;  and  by  others,  to  be  excited  on  the  sur- 
face of  the  earth  by  the  action  of  the  solar  rays. 

The  supposition  of  a  great  magnet  in  the  interior  of  the  earth, 
to  which  all  the  phenomena  of  terrestrial  magnetism  are  to  be 
ascribed,  is  the  earliest  hypothesis,  and  is  adequate  to  explain 
.most  of  the  facts  of  the  science.  But  such  a  supposition  is  iti- 
)  consistent  with  the  recent  discovery  of  two  norlh  poles,  (Art 
690,)  implying  the  existence  of  four  magnetic  poles  of  the  earth. 

•  Id  Iheyear  1832,  Commnndpr  Jam™  Row,  oflhc  Brilinli  navj,  nippoaedltuthe 
had  reachrd  the  trUH  inuenelic  pok  in  N.  1st.  70^.  W,  ton.  06"  3U',  in  a  rrfrion  Irtig 
"turUiWBrd  o!  Hudson's  Bbv.  aud  weBtuard  of  Buffin's  Ba)r,  The  beal  diait  hilh- 
lie  eariti'a  Mufaee,  bM 


n  Ihp  PhiloBOphicnl  Tcanaa. 
.  oooms,  ftmcr.  jour.  XVII,  145, 
{  Hiunboldt  and  BioL 
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The  opinion  of  Biot,  that  terrestrial  magnetism  is  only  the  ag- 
gregate, or  resultant,  of  all  the  individual  magnetic  forces  resid- 
ing in  different  parts  of  the  earth,  appears  to  be  no  improbable 
supposition,  and  accords  well  with  the  general  doctrine  of  the 
composition  of  forces. 

602.  In  the  year  1813,  Dr.  Morichini,  of  Rome,  announced  that 
the  violet  rays  of  the  solar  spectrum  have  the  property  of  ren- 
dering iron  magnetic  In  1825,  these  experiments  were  repeated 
and  extended  by  Mrs.  Somerville,*  and  resulted  in  proving,  that 
the  magnetizing  power  is  not  confined  to  the  violet  rays,  but  ex- 
tends to  the  indigo,  blue,  and  green  rays.  The  probable  conclu- 
sion is,  that  a  class  of  rays  emanate  from  the  sun,  which  have  the 
property  of  producing  magnetism,  and  are  distinct  from  those 
which  afford  light  and  heat,  and  produce  chemical  changes. 
Hence,  in  the  solar  beam  there  are  at  least  four  distinct  kinds  of 
rays,  denominated,  respectively,  colorific^  calorific^  chemical  and 
magnetizing  Fays.f 

693.  Electricity  and  magnetism  are,  in  same  of  their  properties f 
remarkably  alike^  but  in  others  strikingly  dissimilar. 

Several  of  these  analogies  have  been  already  incidentally  men- 
tioned ;  but  it  will  be  useful  to  the  student  to  consider  them  in 
connection.  Electricity  and  magnetism  agree  in  the  following 
particulars.  (1.)  Each  consists  of  two  species,  the  vitreous  and 
resinous  electricities,  and  the  austral  and  boreal  magnetisms. 
(2.)  In  both  cases,  those  of  the  same  name  repel,  and  those  of 
opposite  names  attract  each  other.  (3.)  The  laws  of  induction 
in  both  are  very  analogous.  (4.)  The  force,  in  each,  varies  in- 
versely as  the  square  of  the  distance.  (5.)  The  power,  in  both 
cases,  resides  at  the  surface  of  bodies,  and  is  independent  of 
dieir  mass. 

But  electricity  and  magnetism  are  as  remarkably  unlike  in  the 
following  particulars,  (r.)  Electricity  is  capable  of  being  excited 
in  all  bodies  and  of  being  imparted  to  all :  magnetism  resides  al- 
most exclusively  in  iron  in  its  different  forms,  and,  with  a  few  ex- 
ceptions, cannot  be  excited  in  any  other  than  ferruginous  bodies. 
(2*.)  Electricity  may  be  transferred  from  one  body  to  another:^ 
magnetism  is  incapable  of  such  transference  ;  magnets  commu- 
nicate their  properties  merely  by  induction^  a  process  in  which 
no  portion  of  the  fluid  is  withdrawn  from  the  magnetizing  body. 
(3'.)  When  a  body  of  an  elongated  figure  is  electrified  by  induc- 
tion, on  being  divided  near  the  middle,  the  two  parts  possess  re- 
spectively the  kind  of  electricity  only  which  each  had  before  the 
separation  ;  but  when  a  bar  of  steel  or  a  needle  magnetized  by 
induction,  is  broken  into  any  number  of  parts,  each  part  has  both 
polarities  and  becomes  a  perfect  magnet.     (4'.)  The  directive 

•  Phil.  Trans.  1826.  t  See  Brewster's  Optics,  p.  92. 
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properties  and  ihe  various  consequences  ihat  .'esult  from  it,  tw 
declination,  annual  and  diurnal  variations,  the  dip,  and  the  difTer- 
ent  intensities  in  different  parts  of  the  earth,  arc  all  peculiar  to 
the  magnet,  and  do  not  appertain  to  electrified  bodies. 

604.  The  phenomi-na  of  magnetiftn  are  explained  on  the  hyp<^ 
thexh  of  two  Jlaiih,  residing  tiaturally  in  iron  tind  all ferru^iuota 
bodies,  which,  ichen  united,  neutralize  each  olhet's  rfffct*,  but  which, 
when  separated,  exhibit  llie  retjiective  proj/ertics  of  boreal  ami  out- 
tral  inag-fietiwa. 

A'early  all  ihe  argTimeats  alleged  in  favor ol'ihe  hjpoihesisof 
two  fluids  in  electricity,  apply  equally  well  to  magne.ism.  It  is 
necessary  however  to  assiume.  that  the  two  magnetic  Uuids  arc 
separated  from  each  tilher  only  at  distaucers  extremely  timull,  for 
otherwise  it  is  impossible  to  account  for  the  fact,  that  when  a  mag- 
net is  divided  into  minute  fragments,  each  piece  eoiiluins  bolli 
fluids,  being  a  perfect  magnet  with  two  opposite  poles.  '1  his  hy- 
poihesis,  like  the  corresponding  one  in  pleclricity,  has  been  sub- 
mitted by  Poisson  to  the  most  rigorous  malliematical  unulyms, 
and  all  the  deductions  made  from  it  are  found  to  accord  exactly 
with  the  facts  ascertained  by  experinienl.  Hence  Ihis  doctrine  is 
generally  received,  and  has  nearly  superseded  ihe  explaiiaiun 
formerly  given  by  jEpinus,  who  accounted  for  magnetic  jrbenoiu- 
ena  on  the  suppostlion  of  a  single  fluid,  similar  to  Frajiklin's  hy- 
pothesis of  electricity. 

According  to  llie  foregoing  hypothesis,  iron  differs  from  nearly 
every  other  natural  substance,  in  containing  a  certain  portion  of 
the  compound  magnetic  fluid.  This  usually  maintains  its  equi- 
librium, and  thcrclbre  is  lalentor  insensible  ;  but  various  causes 
disturb  this  state  of  equilibrium,  and  then  the.  separate  fluids  ex- 
hibit their  peculiar  properties.  Wiien  once  separated,  they  haie 
the  power  of  producing  on  ihe  magnetic  fluid  of  other  masfiesof 
iron  a  similar  scparaliou,  each  repelling  the  similar,  and  ut.ractiiii; 
the  dissimilar  species.  Hence  one  magnet  ali'urds  the  means  oi 
making  another;  and  the  process  of  magnelizing  consists  nut  in 
^~m|>arling  any  thing  from  the  magnetizing  body,  but  men  ly  in 
decomposing  ihe  fluid  belbre  residing  in  the  body  magnetizpd.  Ihat 
is,  Hsparating  it  into  its  constiment  fluids.  Indeed,  so  far  IVoin 
losing  by  the  process  of  ma;;nelizing,  llie  original  ma::net  iiself 
gains  by  the  reac  ion  of  the  new  magnet  it  has  Ibrmi  d.  wiiiili 
tends  still  more  ful'y  lo  develope  or  separate  i.s  own  conslirueiit 
fluids.  By  Ibis  means,  what  was  originally  a  very  w<ak.  mat 
become  a  sLrong  and  powerful  magnet,  withuUl  any  other  a' 
than  what  cuniributes  to  separate  more  fully  the  two  Uuids  n  ' 
rally  inherent  in  it.* 
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695.  The  facility  with  which  soft  iron  acquires  and  loses  mag- 
netism, (Art.  676,)  is  conceived  to  depend  on  the  ease  with  which 
the  magnetic  fluids  pen'^ade  a  mass  of  loose  texture,  in  which  the 
particles  have  comparative  freedom  of  motion ;  while  the  greater 
fixedness  of  the  particles  of  hard  steel,  creates  an  obstruction  to 
the  motions  of  the  same  fluids.  Thus  a  magnet  loses  its  powers 
by  exposure  to  a  white  heat,  (Art.  676,)  because  the  separate  flu- 
ids, having  freedom  of  motion,  combine  and  neutralize  each  other ; 
and  the  method  of  imparting  magnetism  to  iron  by  magnetizing 
it  while  softened  by  heat  and  suddenly  cooling  it,  is  so  eflectual, 
because  in  this  way  the  two  fluids  are  first  easily  separated  by  in- 
duction, and  afterward  are  prevented  from  combining  by  the  in- 
creased obstruction  created  by  hardening  the  metal.  The  devel- 
opment of  magnetism  in  an  iron  bar  by  percussion,  (Art.  676,) 
is  supposed  to  be  owing  likewise  to  the  greater  freedom  pf  motion 
secured  to  the  magnetic  fluids  by  the  vibration  of  the  particles  of 
iron,  thus  enabling  these  fluids  to  separate  from  one  another,  while 
as  soon  as  the  vibration  ceases,  that  freedom  of  motion  is  lost, 
and  the  fluids  are  prevented  from  reuniting.  That  such  a  vi- 
bration is  favorable  to  the  effect  produced,  is  inferred  from  the 
fact  that  blows  which  produce  a  ringing  sound  are  peculiarly 
efficacious  in  developing  magnetism.  The  same  explanation  is 
applied  to  the  case  where  magnetism  is  lost  by  percussion  ;  since 
here,  the  vibrations  would  enable  the  separate  fluids  to  combine. 

The  periodical  changes  in  the  situation  of  the  magnetic  poles 
of  the  earth,  upon  which  the  direction  of  the  needle  depends,  in- 
cluding the  annual  and  diurnal  variations,  the  dip,  and  the  in- 
tensity of  the  force,  result  from  causes  which  have  hitherto 
eluded  discover}'. 

METHODS   OF   MAKING   ARTIFICIAL   MAGNETS. 

696.  If  the  learner  has  made  himself  acquainted  with  the 
principles  expounded  in  the  preceding  propositions,  he  will  be 
qaalified  to  proceed,  with  interest  and  intelligence,  to  an  expla- 
nation of  the  leading  methods  practised  in  the  manufacture  of 
artificial  magnets.  These  methods  also,  by  involving  a  practi- 
cal application  of  those  principles,  will  serve  to  impress  them  on 
the  memory  and  to  render  the  knowledge  of  them  familiar. 

It  will  be  recollected  that  magnets  are  made  from  other  mag- 
nets ;  that  this  is  done,  not  by  anv  transference  of  a  portion  of 
the  power  of  the  magnetizing  bofly,  but  by  the  development  of 
the  powers  naturally  residing  in  the  body  to  be  magnetized  ;  that 
this  development  is  effected  wholly  on  the  principle  of  induction  ; 
that  the  original  magnet  gains  instead  of  losing  by  its  action  on 
other  bodies ;  that  this  power  may  be  induced  on  iron  by  the 
agency  of  an  artificial  magnet,  or  of  the  loadstone,  or  of  the 
earth,  which  is  itself  a  weak  magnet,  and  acts  upon  the  same 
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winciples  a^  any  other  magnet.  It'  must  also  be  kept  clearly  in 
B  IDind,  that  soil  iron  or  stoel  readily  acquires  and  as  readily  losei 
r  the  magnetism  induced  upon  it,  and  that  hardened  iron  or  steel 
r  jeceives  it  slowly  and  with  much  difficulty,  but  retains  it  per- 
I  nanently.  As  the  earth  itself  may  be  supposed  lo  have  been 
L  file  original  source  of  magnetism  in  all  other  bodies  in  which  it 
IfiB  round,  we  shall  begin  by  describing  the  methods  of  tnagnetiz- 
txDg  from  th<^  earth,  without  the  aid  of  either  a  loadstone  or  aa 
r  ^Itiicial  magnet. 

I  697,  A  certain  degree  of  magnetism  may  he  given  to  Heel  hart 
U  iy  hammering  them  while  in  a  vertical  position. 
I  Bars  of  steel  prepared  for  this  purpose  are  of  a  prismatic  form 
I'lWith  rectangular  sides,  the  length  being  ten  times  the  breadth, 
L  and  twenty  times  the  ihickiiess.  Six  or  eight  bars  of  equal  size 
If  fcre  to  be  provided,  and  being  held  in  a  vertical  position  they  are 
r  to  be  struck  with  a  few  blows  of  the  hammer,  when  they  will 
L  be  found  to  have  acquired  a  feeble  degree  of  magnetism,  which 
I  is  indicated  by  their  exhibiting  polarity  and  having  the  power  ol 
I  Attracting  iron  filings.  This  etfect  will  be  much  greater  if  tbe 
r  bars,  while  receiving  the  blows,  be  placed  near  to  a  mass  of  iron, 
t  so  as  to  experience  its  inductive  influence.  A  pair  of  tongs  may 
I  be  used  for  this  purpose  ;  during  the  process,  the  tongs  them- 
I'  pelves  become  magnetic,  and  by  their  reaction  greatly  increase 
r  the  magnetism  of  the  bars. 

I  698.  A  needle  may  he  magnetized  by  simply  suffering  tt  fl 
i  miain  in  contact  unth  the  pole  of  a  strong  magnet ;  or  belle 
L  tween  Hie  opposite  poles  of  tico  magnets. 
I  The  effect  produced  by  two  magnets  is  much  more  ihan  doulle 
p.  that  of  one  magnet,  as  may  be  inferred  from  article  S73.  But  if 
I  the  needle  be  of  considerable  length,  several  intermediate  sets  of 
»  poles  are  sometimes  developed,  as  will  be  seen  by  applying  iron 
m  filings.  It  adds  much  to  the  power  of  the  two  mugnelic  bars 
L  between  which  the  needle  is  placed,  if  to  the  extremity  of  the 
r  bar  most  remote  from  the  needle,  a  mass  of  soft  iron  is  placed. 
f  i^See  Art.  673.)  The  iron,  in  this  case,  acta  and  reacts  by  indue* 
[•  tion  :  and  hence  whenever  magnets  arc  not  in  use,  they  rexjuirc 
■  to  be  connected  with  iron  to  prevent  the  loss  of  their  powers. 
L  Pieces  of  soft  iron  thus  connected  with  magnets  for  the  purpose 
It  of  augmenting  their  powers  by  induction,  are  called  armatures. 
u  Tlius  A  is  the  armature  of  the  horse-shoe  magnet  ropi-eseiitid 
in  Fig.  234. 

699.  But  it  must  be  recollected,  (Art.  603,)  that  the  iwo  spe- 
cies of  mngnelism  are  not,  like  those  of  electricity,  sepurftied  to 
B  distance  from  each  other,  so  that  one  kind  may  be  wholly  col- 
kcted  at  one  end  of  the  bar  and  the  other  kind  at  the  other  end, 


MACOrBTIBlC.  469 

but  that  the  two  are  separated  only  at  a  minute  distance,  re- 
maining in  the  immediate  vicinity  of  each  other  throughout  the 
whole  length  of  the  bar.  Hence,  in  order  to  give  the  magnetiz* 
ing  pole  its  full  effect,  it  becomes  necessary  to  apply  it  succes- 
sively to  every  part  of  the  bar  from  one  end  to  the  other. 

A  more  effectual  method  of  magnetizing  a  needle  is  the  fol- 
lowing : — ^Place  two  magnetizing  bars.  A,  B,  parallel  to  each 
other,  with  their  dissimilar  poles  adjacent ;  unite  the  poles  at  one 
end  by  a  piece  of  soil  iron,  R,  and  apply  the  poles  at  the  other 
end  to  the  needle,  as  is  represented  in  figure  233.  Upon  this 
principle,  that  is,  the  increased  energy  with  which  the  two  poles 


act  together,  is  formed  what  is  called  the  horse-shoe  magnet, 
which  derives  its  name  from  its  peculiar  figure,  (Fig.  234.)  Bars 
of  this  form  are  converted  into  magnets  upon  the  same  princi- 
ples as  straight  bars,  the  magnetizing  bar  being  made  to  follow 
the  curvature  always  in  the  same  direction.  A  very  efficacious 
mode  of  making  horse-shoe  magnets  is  thus  described  by  Profes- 
sor Barlow.  Two  horse-shoe  bars  may  be  united  at  their  ends 
in  such  a  manner,  that  the  poles  which  are  to  be  of  opposite  names 
shall  be  in  contact.  They  are  then  to  be  rubbed  with  another 
strong  horse-shoe  magnet,  placing  the  latter  so  that  its  north 
pole  IS  next  to  the  south  pole  of  one  of  the  new  magnets,  and 
consequently  its  south  pole  next  to  the  north  pole  of  the  same  ; 
learrying  the  movable  magnet  round  and  round  always  in  the 
tame  direction.  This  is  esteemed  one  of  the  most  eligible  modes 
of  making  powerful  magnets. 

The  horse-shoe  magnet  is  itself  very  convenient  for  imparting 
magnetism  to  other  bodies.  Place  the  poles  near  the  center  of 
the  needle ;  move  them  along  its  surface  backward  and  forward, 
taking  care  to  pass  over  each  half  of  it  an  equal  number  of 
times;  .repeat  the  same  operation  on  the  other  side;  and  the 
needle  will  become  speedily  and  effectually  magnetized. 

700.  The  best  mode  of  making  magnetic  needles  in  general, 
is  expressed  in  the  following  rule,  given,  as  the  result  of  very  ex- 
tensive and  accurate  experiments,  by  Gapt.  Kater. 

Place  the  needle  in  the  magnetic  meridian ;  join  the  opposite 
poUacfapairofbar  magriets,  {the  magnets  being  in  the  same  line,) 
and  lay  the  magnets  so  joined  flat  upon  the  needle^  with  their  poles 
wgfon  Us  center  ;  then  having  ekvated  the  distant  extremities  of  the 
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r  Wtognets,  to  that  they  may  form  an  angle  of  ahotit  two  or  three  df- 
I  grceg  with  the  needle,  draw  them  from  tlte  center  of  the  needle  to  Iht 
\  txti-emilies.  Carefully  preserving  Ihc  same  inclination;  and  having 
I  joined  the  jiolex  oft/ie  magnetx  at  a  distance  from  llie  needle,  repeat 
the  operatton  ten  or  Itnehv  times  on  each  surface,' 

In  connection  with  the  foregoing  rulf,  Capt.  Katpr  gives  the 
l.lbllowing  summary  of  principles,  established  with  respect  to  ibe 
I  «oinpass  needle.  1.  That  the  best  material  for  compass  neodirs 
I  is  a  clock  spring ;  but  care  must  be  taken,  in  forming  the  needle, 
I  to  expose  it  as  seldom  as  possible  to  heat,  otherwise  its  capabilitj' 
J  of  receiving  magnetism  will  be  much  diminished.  2.  That  ihe 
fcliest  form  of  a  compass  needle  is  a  pierced  rhombus,  (Fig.  236,} 
Tin  the  proportion  of  about  five  inches  in  length  to  two  in  width, 
I'tiiis  form  htijng  found  Busceplible  of  the  greatest  directive  force. 
Is.  That  the  best  method  for  tempering.  Is  Hrst  to  harden  the  nee- 
I  idle  at  a  red  heat,  and  then  to  soflen  it  from  the  middle  to  about 
I  an  inch  from  each  extremity,  by  exposing  it  to  heat  sufHcient  to 
|. cause  the  blue  color  which  arises,  again  [o  disappear.  4,  Thai 
r  in  the  same  plate  of  steel,  of  the  size  of  a  few  square  inches  only, 
L  portions  are  found  varying  considerably  in  their  capability  of  re- 
T  eeivitig  magnetism,  though  not  apparently  differing  in  any  other 
I  respect.  6.  That  polishing  the  needle  has  no  apparent  effect 
'  ofl  its  m^ignetiiim.  G.  That  in  needles  from  five  to  eight  inebes 
I  in  length,  their  weights  being  cijual,  lite  directive  forces  are  nearly 
I  at  the  lengths.  7.  That  the  directive  force  does  not  depend  upon 
[.  extent  of  surface,  but,  in  needles  of  the  same  length  and  form, 
I  it  is  as  the  mass.  8.  The  deviation  of  a  compass  needle,  occa- 
laioned  by  the  attraction  of  soft  iron,  depends  on  extent  of  surface 
I  and  is  wholly  independent  of  the  mass,  except  a  certain  thickness 
I  of  iron,  amounting  to  about  two  tenths  of  an  inch,  which  is  re- 
r,  quisitc  for  the  complete  development  of  its  attractive  energy. 

701.  The  reasons  on  which  the  preceding  rule  and  the  annexed 
L  principles  arc  founded,  will  for  the  most  part  be  understood  from 
what  has  gone  before.     A  needle  to  be  magnetized  is  placed  in 
the  magnetic  meridian,  because  (the  earth  being  considered  as  a 
magnel)  (he  needle  has  its  axis  then  parallel  to  that  of  the  mag- 
net, a  position  in  which.  Art.  671,  it  receives  the  greatest  effect 
fhim  induction.     The  opposite  poles  are  joined,  because  acting 
reciprocally  upon  each  other  by  induction,  they  augment  each 
other's  powers.     The  bars  thus  joined  are  placed  on  the  center  of 
the  needle  and  drawn  in  opposite  directions,  for,  by  this  means, 
upon  that  part  of  the  needle  which  lies  between  them,  the  forces 
t  of  the  two  poles  conspire.     Upon  the  |>art  which  lies  between 
[  each  bar  and  the  adjacent  extremity  of  the  needle,  these  two 
poles  are  opposed  to  each  other ;  but  as  the  poles  are  n 
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from  the  parts  where  their  actions  are  opposed  to  each  other,  than 
from  those  whose  actions  conspire,  they  on  the  whole  tend  to 
augment  each  other's  effects.  The  bars  are  first  laid  flatwise,  and 
afterward  elevated  by  as  small  an  angle  as  will  serve  the  pur- 
pose of  drawing  them  asunder,  with  their  poles  only  in  contact 
with  the  needle,  because  the  eflect  of  induction  is  strongest 
when  the  magnetizing  bars  are  nearest  to  a  parallelism  with  the 
body  to  be  magnetized ;  and  the  same  angle  of  inclination  is 
carefully  preserved,  for  it  is  only  in  this  wky  that  both  sides  of 
the  needle  will  have  precisely  the  same  strength,  a  condition  es- 
sential to  its  perfec.ion.  In  renewing  the  application  of  the 
bars,  they  are  removed  to  a  distance  before  their  poles  are  joined 
again,  because  it  is  important  to  secure  the  magnetism  which 
the  needle  has  already  acquired,  against  those  partial  disturb- 
ances which  might  arise  from  the  irregular  action  of  the  mag- 
netic bar. 

702.  Magnets  are  liable  to  lose  their  power^  to  prevent  whichf 
certain  precautions  are  necessary. 

If  a  single  magnet  is  kept  out  of  its  natural  direction,  it  grows 
gradually  weaker,  and^his  loss  of  power  is  most  rapid  when  its 
position  is  the  reverse  of  the  natural  one,  that  is,  when  its  north 
pole  is  turned  toward  the  south.  Under  these  circumstances, 
indeed,  unless  the  magnet  is  made  of  the  hardest  steel,  it  will  in 
no  long  time  lose  the  whole  of  its  magnetic  power.  Two  mag- 
nets may  also  very  much  weaken  each  other  if  they  are  kept, 
even  for  a  short  time,  with  their  similar  poles  fronting  each  other. 
Hie  polarity  of  the  weaker  magnet,  especially,  is  rapidly  im- 
paired, and  sometimes  found  to  be  actually  reversed.  More  fre- 
quently, however,  there  arises  from  this  opposition  of  powers, 
considerable  irregularity  and  confusion  in  the  poles  of  both  mag- 
nets. 

Since  heat  also  impairs  the  powers  of  the  magnet,  (Art.  675,) 
tihiis  instrument  should  never  be  exposed  to  a  high  temperature. 
We  should  likewise  be  very  cautious  to  avoid  all  rough  and  vio- 
lent treatment ;  for  its  virtues  are  speedily  impaired  by  concussion, 
or  whatever  occasions  a  vibration  among  its  particles.  It  must 
not,  therefore,  be  suffered  to  fall  on  the  floor,  or  be  rubbed  with 
coarse  powders,  or  be  ground  with  the  view  of  altering  its  form. 
The  loadstone  has  its  powers  impaired  by  similar  means ;  hence, 
we  should  attempt  to  alter  its  natural  form  as  little  as  possible  ; 
and  when  it  is  necessary  to  do  so,  it  should  be  effected  very  rap- 
idly by  cutting  it  on  a  lapidary's  wheel. 

Although  the  loadstone  retains  its  magnetic  virtue  more  tena- 
cioQsly  than  any  artiflcial  magnet  that  can  be  constructed,  yet 
even  this  body  requires  a  certain  management  for  the  permanent 
preservation  of  its  powers.  For  this  purpose  it  should  be  armedf 
as  it  is  called ;  that  is,  a  piece  of  soft  iron  should  be  constantly 
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kept  in  contact  with  Ihe  two  poles.  In  order  to  do  this  most  eft 
fectually,  we  must  first  ascertaia  the  aitualion  of  the  poles  of  the 
loadstone,  which  we  may  do  by  rolling  it  in  iron  Slings ;  and  then 
cutting  off  all  the  Bupi-ifluous  parts,  we  Fij.  235. 

may  give  it  the  shape  of  a  parallelo- 
piped,  having  the  poles  in  the  middle  of 
two  opposite  surfaces,  and  at  the  same 
lime  taking  care  to  preserve  the  axis, 
which  passes  through  the  poles,  of  as 
great  a  length  as  can  be  obtained  ;  for 
it  has  been  observed  lliat  any  curtail- 
ment of  the  magnet  in  the  direction  of 
this  line,  deprives  it  of  force  in  a  greater 
degree  than  when  shortened  in  any  oth- 
er direction.  Plates  of  soft  iron  arc 
next  attached  to  the  two  sides  contain- 
ing the  poles,  which  are  made  to  pro- 
ject a  little  way  below  the  bottom  of  the  loadstone,  terminating 
in  tM'o  bars,  like  the  poles  of  a  horse-shoe  magnet,  to  which  bars 
a  ^hort  bar  of  soft  iron  is  attached,  upon  which  the  whole  force 
of  both  poles  acts  simultaneously.  This  action  exerted  upon  the 
iron  bar,  is  sufficient  to  preserve  the  powers  of  the  loadstone 
from  decay.  (See  Fig.  235.)  A  similar  piece  of  iron  is  applied 
hy  way  of  armature,  to  the  two  poles  of  a  horse-shoe  magnet 
Bar  magnets  also,  when  laid  aside,  should  be  placed  with  the 
north  pole  of  one  in  contact  wth  the  south  pole  of  another,  or 
what  is  better,  two  bars  may  be  placed  parallel,  at  a  little  dis- 
tance from  each  other,  with  their  like  poles  in  opposite  directions, 
and  hanng  their  dissimilar  poles  united  by  short  pieces  of  iron, 
so  as  to  form,  with  the  bars,  a  parallelogram.  Magnets  should 
he  polished,  because  they  are  then  less  liable  to  contract  mst,* 

703.  The  compass  (ihe  importance  of  which  to  mankind,  has 
attached  to  the  subject  of  majrnetism  its  principal  value)  is  of 
many  different  forms,  but  the  chief  varieties  are  the  land  com- 
pass, the  Mariner's  compa.ss,  the  Azimuth  compass,  and  the  Va- 
riation compass.  The  needle,  in  all  these  varieties,  is  Qsaallya 
thin  flat  plate  of  steel,  tapering  at  the  extremities;  but,  as  we 
have  already  mentioned,  (.\rt.  700,)  a  more  eligible  form  has 
been  proposed  by  Capt.  Kater.  consisting  of  four  narrow  strips 
of  steel,  united  in  the  form  of  a  hollow  rhombus,  (Fig.  236.)  It  is 
found  advantageous  to  concentrate  ^g-  2M. 

the  powers  of  Ihe  needle  as  much 
as  possible  in  the  two  extremities, 
and  to  avoid  all  inequalities,  aris- 
ing from   intermediate    poles,   or 
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irom  a  difference  of  strength  in  different  parts.  The  needle  is 
secured  at  the  point  of  suspension,  and  furnished  with  a  conical 
cap  of  brass  which  rests  on  a  perpendicular  pin  ;  and  still  fur- 
ther to  diminish  friction,  the  point  which  rests  on  the  extremity 
of  the  pin  is  made  of  agate,  one  of  the  hardest  mineral  sub- 
stances. Since,  if  the  needle  is  magnetized  after  having  been 
bafanced  on  its  center  of  gravity,  it  would  no  longer  remain 
horizontal,  the  equipoise  is  restored  by  attaching  a  small  weight 
to  the  elevated  nde. 

704.  The  compass,  in  its  simplest  form,  consists  of  a  needle  like 
the  foregoing,  enclosed  in  a  suitable  box  covered  with  glass. 
This  is  lul  that  is  essential  when  it  is  required  merely  to  know 
the  direction  of  the  meridian,  or  the  north  and  south  points. 
But,  for  most  purposes,  the  compass  is  furnished  with  a  graduat- 
ed circular  card,  divided  into  degrees  and  minutes  ;  and  in  the 
mariner's  compass,  the  card  is  also  divided  into  thirty-two  equal 
piLTts,  called  rhumbs.  The  card  thus  divided  is  fastened  to  the 
needle  itself,  and  turns  with  it. 

Thin,  slender  needles,  have  the  greatest  directive  powers,  and 
are  most  sensible,  since  they  undergo  less  friction  than  those 
which  are  heavier,  but  due  regard  to  strength  requires  them  to 
be  made  of  a  certain  degree  of  thickness  ;  an  increase  of  length 
is  attended  with  an  increase  of  directive  power ;  but  when  the 
thickness  remains  the  same,  the  weight,  and  consequently  the 
friction,  increases  in  the  very  same  ratio  ;  no  advantage,  there- 
fore, as  to  directive  power,  can  be  obtained  by  any  increase  of 
length.  Moreover,  needles  which  exceed  a  very  moderate 
length,  are  liable  to  have  several  sets  of  poles,  a  circumstance 
which  is  attended  with  a  great  diminution  of  directive  force. 
On  this  account,  short  needles,  made  exceedingly  hard,  are  gene- 
rally preferable. 

705.  The  great  importance  of  the  Mariner's  compass,  has 
made  its  construction  an  object  of  much  attention,  and  the  best 
artists  have  tried  their  skill  upon  it.  The  compass  is  saspended 
in  its  box  in  such  a  manner  as  to  remain  in  a  horizontal  position, 
notwithstanding  all  the  motions  of  the  ship.  This  is  effected  by 
means  of  gimbals.  This  contrivance  consists  of  a  hoop,  CD, 
usually  of  brass,  (Fig.  237,)  fastened  horizontally  to  the  box  by 
two  pivots  placed  opposite  to  each  other,  and  constituting  the 
axis  on  which  the  hoop  turns  up  and  down.  At  an  equal  dis- 
tance from  the  pivots  on  each  side,  that  is,  at  the  distance  pf  90^ 
from  each  pivot,  two  other  pivots  are  attached  to  the  ring  at 
right  angles  to  the  former,  on  which  the  inner  box  that  contains 
a  card  is  hung.  Of  course  when  it  turns  on  these  pivots,  its  mo- 
tion is  at  right  angles  with  that  of  the  hoop.  Therefore  all  the 
motions  of  which  the  compass  box  is  capable,  are  performed 
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around  two  axes  which  intersect  each  other  at  ri^ht  angles ;  ooi^ 
sequently,  ihe  point  of  interaeciion.  being  in  both  axes,  will  not 
move  at  all.  But  the  needle  and  the  allached  card  rt-at  upon 
this  point,  and  are  connected  with  the  compa.ss  box  in  no  other 
point.  Hence  they  remuin  constantly  horizonlal  in  every  posi- 
tion of  the  box. 

The  Azimuth  compaa.s'  differs  from  the  common  mariner's 
compass  only  in  having  sights  attached,  by  which  the  bearing  of 
any  object  with  the  meridian  may  be  ascertained.  The  Survey- 
or's compass  is  a  variety  uf  the  azimuth  compass. 


.   ATTRACTION   OF   VESSELS. 


706.  A  few  years  since  it  was  observed,  for  the  first  time, 
the  needle  of  the  mariner's  compass,  on  board  of  a  ship,  does 
continue  to  point  constantly  in  the  same  direction,  but  alters  its 
direction  as  the  ship  beads  toward  diflerent  parts.  Changing  the 
position  of  the  ship  from  norlh  or  south  to  east  or  west,  some- 
times changes  the  direction  of  the  needle  20°  or  30".  Indeed,  in 
one  instance  mentioned  by  Capt.  Sabine,  shifling  the  shi[i's  head 
from  east  to  west,  produced  a  change  in  the  direction  of  the  nee- 
dle amounting  to  50°.  Such  irregularities  are  found  to  be  great- 
est ill  the  polar  seas.  This  eli'ect  is  cau.sed  by  the  attraction 
which  the  large  quantity  of  iron  on  board  a  ship  exerts  upon  the 
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needle,  consisting  of  the  guns  on  board  of  a  man  of  war,  of  the 
masses  of  iron  sometimes  employed  as  ballast,  of  the  iron  tanks 
recently  substituted  for  water  casks,  and  of  the  various  bolts, 
bars,  nails,  <fcc.  which  enter  more  or  less  into  the  construction  of 
every  sort  of  vessel.  Indeed,  on  account  of  the  greater  quantity 
of  iron  now  employed,  the  mariner's  compass,  at  present,  is  more 
subject  to  irregularities  from  this  cause  than  it  was  formerly.* 

In  order  to  investigate  the  laws  by  which  these  effects  were 
controlled,  and  to  devise  a  remedy  for  them.  Professor  Barlow,  of 
the  Military  Academy  of  Woolwich,  instituted  a  great  number  of 
experiments,  which  resulted  in  the  discovery  of  a  method  of  ob- 
viating completely  every  difficulty,  by  neutralizing  the  effect  of 
the  iron  of  the  ship,  and  leaving  the  needle  free  to  obey  the  im- 
pulse of  terrestrial  magnetism  alone.  It  is  easy  to  understand 
that  all  the  various  forces  exerted  by  the  iron  in  different  parts 
of  the  vessel,  will  have  a  single  resultant,  equivalent  to  the  whole ; 
and  that,  if  we  can  discover  the  amount  of  this  resultant,  it  will 
be  only  necessary  to  make  a  suitable  correction,  to  be  either 
added  or  subtracted,  according  as  the  indications  of  the  needle 
are  too  small  or  too  great. 

707.  Mr.  Barlow  procured  a  solid  ball  of  iron,  thirteen  inches 
in  diameter,  and  two  hundred  and  eighteen  pounds  in  weight. 
When  the  compass  was  above  the  ball,  he  found  that  the  north 
end  of  the  needle  was  attracted  toward  it ;  and  that  when  it 
was  hslow  the  ball,  the  south  end  was  attracted  toward  it :  and 
that,  in  traversing  the  interv  al  between  these  two  positions,  it  al- 
ways passed  through  a  point  in  which  the  ball  had  no  effect  on 
the  needle.  Instead,  however,  of  moving  the  compass  through 
these  different  positions,  the  compass  was  suffered  to  remain  sta- 
tionary, and  the  ball,  suspended  by  means  of  pulleys,  was  raised 
or  lowered  at  pleasure,  and  thus  easily  brought  into  any  required 
position  with  respect  to  the  compass.  The  experiment  showed, 
that  all  those  points  in  which  the  ball  exerts  no  influence  on  the 
needle,  are  in  the  same  plane,  and  that  this  plane  is  inclined  to 
the  horizon  toward  the  south,  making  an  angle  with  the  horizon 
eqnal  to  the  complement  of  the  dip ;  and  of  course  the  direction 
of  this  plane  is  at  right  angles  to  the  direction  of  the  dip.  This 
plane,  therefore,  in  reference  to  the  iron  sphere,  constitutes  its 
magnetic  equator.  It  is  at  right  angles  to  the  magnetic  meridian, 
and  cuts  the  horizon  in  the  magnetic  east  and  west  points.  A 
compass  needle,  whose  center  is  anywhere  in  this  plane,  will 
not  have  its  action  disturbed  in  the  least  by  the  influence  of  the 
ball.  Hence,  this  plane  is  denominated  the  plane  of  no  attraction^ 
or  the  plane  of  neutrality.  Nor  is  the  existence  of  such  a  plane 
confined  to  masses  of  iron  of  a  globular  shape ;  it  extends  equal- 

•  Barlow,  FhiL  Trans.  1833. 
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'    ly  t'wnasses  oC  the  most  irregular  form,  and  even  to  aD  i 

I  blr'     ^f  detached  masses,  like  those  disposed  through  the  differ 

I  eo.         s  ofa  ship. 

I       708.  The  actual  amount  of  deviation  produced  in  the  ship's 
I  compass  by  its  local  attraction,  will,  of  course,  be  different  in  dif- 
ferent vessels.     With  an  easterly  or  westerly  course,  it  has  been 
observed  in  the  latitude  of  London  to  vaiy  from  five  to  twelve  or 
fourteen  degrees :  it  is  of  greater  amount  as  the  ship  is  in  higher 
latitudes;  and  diminishes,  without  vanishing,  at  the  equator; 
and  again  increases  as  we  approach  the  south  j>ole.     Experi- 
ments were  made  on  eight  different  men  of  war  in  the  British 
harbors,  and  in  all  of  them  very  considerable  deviations  were 
detected  from  the  local  cause  under  consideration,  and  an  average 
'    deviation  in  the  whole  of  8°  44'.     The  Gloucester,  one  of  these 
I  ships,  was  invariably  drawn  to  the  southward  of  her  intended 

Elace,  notwithstanding  the  greatest  care  was  taken  in  steering 
er.  Mad  it  not  been  ascertained,  by  taking  an  observation,  that 
F-tliis  error  was  altogether  the  efiect  of  local  attraction,  it  would 
[  probably  have  been  ascribed  lo  the  influence  of  an  unknown 
L  current.  The  real  deviation,  estimated  in  distance,  would  occs- 
I  Hon  the  vessel,  after  running  ten  miles,  to  be  more  than  a  mile 
[  and  a  hair  to  the  southward  of  her  reckoning,  and  so  on  as  the 
[  fistance  increased.  An  error  of  this  magnitude,  occurring  in  a 
L  Barrow  channel,  and  in  a  dark  night,  were  tt  unknown  or  disre- 
r  garded,  might  lead  to  the  most  disastrous  consequences ;  and 
I  ahipwrccks  have  been  traced,  with  much  probability,  to  this 
I  aouroe  of  error  in  the  reckoning.  The  loss  of  the  Tnames,  India- 
1  man,  a  few  years  since,  was  ascribed  to  this  cause.  Thin  vessel, 
I  besides  the  usual  supply  of  guns,  had  a  cargo  of  more  than  four 
I'limdred  tons  of  iron  and  steel.  The  influence  of  puoh  an  enor- 
I  mous  magnetic  mass,  would  alone  be  quite  sufficient  to  explain 
I  the  otherwise  unaccountable  circumstances,  that  aller  leaWng 
I  Beachey  Head  in  sight  at  six  o'clock  in  the  evening,  the  ship 
[  was  wrecked  upon  the  same  spot,  between  one  and  two  o'clock 
[  io  the  morning,  without  the  least  apprehension  of  being  near  the 
I  ^ore.* 

709.  The  Correcting  Plate  of  Profesxor  Barlow,  affords  an  ef- 
fectual remedy  for  these  errors.  It  consists  of  a  double  plate, 
formed  of  two  thin  disks  of  iron,  screwed  together  in  such  a 
manner  as  lo  combine  any  strong  irregular  power  of  one  plate, 
with  a  corresponding  weak  part  of  another ;  by  which  means  a 
more  uniform  action  is  obtained.  These  plates  are  of  a  circular 
form,  twelve  or  thirteen  inches  in  diameter.  Now,  it  being  as- 
certained from  actual  experiment,  (comparing  the  direction  ofthB 
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compass  on  board  with  its  direction  on  the  shore,)  what  is  the 
amount  of  deviation  occasioned  by  the  iron  of  the  ship,  it  '  "^vi- 
dently  possible,  by  bringing  a  small  quantity  of  iron  nee  a'r  he 
needle,  to  produce  in  it  a  deviation  of  the  same  amount/' «'id  of 
course  to  double  the  error  in  question.  In  Fig.  238,  Fig.  238. 
A  represents  a  vertical  stand  or  log  of  wood,  turning 
horizontally  on  its  base,  to  the  top  of  which  the 
compass  B  is  firmly  attached.  The  correcting  plate 
Cf  is  supported  by  a  pin  passing  through  its  center, 
and  entering  a  hole  made  in  the  side  of  the  stand. 
Of  these  holes  there  are  several,  so  as  to  admit  of 
shifting  the  positions  of  the  plate.  To  ascertain 
the  local  attraction  of  a  ship,  the  direction  of  the 
needle  is  first  observed  on  board,  free  from  the 
influence  of  the  plate.  The  apparatus  represent- 
ed in  Fig.  238,  is  then  removed  on  shore,  and 
the  bearing  of  the  conipass  observed  before  apply- 
ing the  plate.  The  difference  in  direction  on  board 
and  on  shore,  shows  the  eSect  of  the  ship's  iron. 
The  plate  is  now  applied,  and  the  log,  together 
with  the  plate,  is  turned  round,  until  the  direction 
of  the  needle  is  the  same  as  on  board.  In  order  to  make  it  the 
same,  it  may  be  necessary  to  shift  the  position  of  the  plate,  by 
inserting  the  pin  in  a  different  place.  We  have  now  ascer- 
tained the  position  of  the  plate,  with  respect  to  the  needle,  re- 
anired  in  order  to  indicate  the  local  attraction  of  the  ship.  If 
tie  apparatus  is  placed  again  on  board,  (the  compass  and  the 
plate  retaining  the  same  relative  position,)  the  whole  deviation 
of  the  needle  from  its  true  place  will  be  doubled ;  that  occa- 
sioned by  the  iron  of  the  ship  being  equal  in  amount  to  that  made 
by  theplate.  Hence,  in  any  given  case,  we  have  only  to  observe 
ike  efiect  of  the  plate  upon  the  needle,  in  order  to  learn  the 
amount  of  the  local  attraction. 

In  order  to  bring  the  efficacy  of  the  correcting  plate  to  the 
test  of  experience,  several  of  the  ships  of  the  royal  navy  of 
Great  Britain  were  furnished  with  it,  and  trials  were  instituted 
with  it  in  various  parts  of  the  world,  from  the  arctic  to  the  ant- 
arctic circle,  and  with  the  most  satisfactory  results.  This  expe- 
dient, therefore,  is  at  present  held  to  be  a  most  effectual  correc- 
tive of  the  errors  from  the  local  attraction  of  vessels. 

710.  Chronometers,  also,  which  are  carried  on  board  of  ships 
for  the  purpose  of  finding  the  longitude,  are  liable  to  have  their 
rate  of  going  affected  by  the  magnetic  action  of  the  iron  of  the 
ship.  Although  a  sudden  alteration  in  the  rates  of  chronometers 
at  sea  had  frequently  been  observed,  yet  the  cause  was  not  de- 
tected until  as  late  as  the  year  1818.  It  appeared  on  examina- 
tion, that  the  effect  was  produced  by  the  magnetic  action  of  the 
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ship's  iron  upon  the  inner  rim  of  the  balance  of  the  chronometer, 
which  is  made  of  steel.  A  similar  influence  was  perceptible  oa 
placi^  magnets  in  the  neighborhood  of  the  chronometer.  Mr. 
Barlow  applied  himself  to  experiments  on  this  subject,  and  found 
that  masses  of  iron  wholly  destitute  of  permanent  magnetism, 
occasioned  an  alteration  in  the  rates  of  chronometers,  placed 
near  them  in  different  positions.  Sometimes  they  were  accelera- 
ted, and  sometimes  retarded.  Hence,  it  is  recommended  to  keep 
the  chronometer,  on  board  of  any  ship,  out  of  the  vicinity  of 
any  large  mass  or  surface  of  iron.  The  method  proposed  for 
rectifying  this  error  is  the  same  as  that  for  correcting  the  com- 
pass, viz.  by  first  ascertaining  what  the  effect  of  the  ship's  iron 
upon  the  chronometer  is,  and  then  applying  the  correcting  plate 
upon  the  same  principles  as  in  the  case  of  the  compass. 

The  late  voyages  to  the  northern  seas,  undertaken  by  the  Brit- 
ish government,  however  they  may  have  failed  of  gaining  their 
principal  object,  namely,  the  discovery  of  a  northwest  passage, 
still  achieved  many  valuable  results  in  experimental  science,  bat 
in  none,  perhaps,  more  than  in  the  science  of  magntstism.  Among 
the  rest,  they  made  numerous  observations  on  the  local  attrac- 
tion of  vessels ;  on  the  magnetic  effect  of  the  ship's  iron  upon 
the  rate  of  chronometers ;  upon  the  position  of  the  magnetic 
poles ;  upon  the  phenomena  of  the  dipping  needle ;  and  upon 
the  magnetic  intensities  of  different  places  on  the  earth's  so^ 
face. 


MAGNETIC  CHARTS. 

711.  The  great  importance  of  the  mariner's  compass  to  the 
art  of  navigation,  has  induced  the  British  government,  at  diffe^ 
ent  times,  to  send  abroad  men  of  science  to  make  observations 
on  magnrtisin  in  ditrcrent  countries,  wi.h  the  view  of  reducing 
the  principles  on  which  the  variation  of  the  compans  depends,  to 
setth'd  laws.  The  first  great  enterj>ri.se  of  this  kind  was  under- 
taken about  the  year  1080,  by  Dr.  llallry.  one  of  the  most  distin- 
guished and  zealous  i-hiiosophers  of  that  age.  For  the  purpose 
of  ascertaining  the  law  of  the  variation  of  the  compass,  Dr.  Hal- 
ley  was  invested  with  the  command  of  a  national  ship,  in  which 
he  traversed  the  Atlantic  ocean  in  various  par.s,  extending  his 
voyage  to  the  fifiieth  degree  of  south  latitude.  After  he  had 
collected  a  great  number  of  observations  made  by  others,  and 
com|:«r(d  them  with  his  own,  he  published,  in  ihe  year  1700,  a 
synopsis  of  them  in  the  form  of  a  chart,  in  which  the  ocean  was 
represented  as  ciossed  by  a  number  of  lines  passing  through 
those  places  where  the  ccmpass  had  the  same  deviation.  Thus, 
in  every  point  of  one  line  there  was,  in  the  year  1701,  no  vari- 
ation ;  in  any  point  of  another  line,  the  compass  had  twenty  de* 
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grees  of  east  variation ;  and  in  every  point  of  a  third  line,  it  had 
twenty  degrees  of  west  variation.* 

Bat  though  HaHey's  chart  was  constructed  with  all  possible 
care,  and  presented  a  comprehensive  view  of  all  that  was  then 
known  of  the  subject,  yet  it  could  not  be  of  much  permanent 
utility,  since  the  lines  of  which  it  is  composed  are  themselves 
continually  changing  their  relation  to  one  another.  Among  the 
recent  magnetic  charts  which  have  been  published,  that  of  Pro- 
fessor Barlow  is  the  most  extensive  and  useful. f  Professor 
Loomis  has  published  a  valuable  chart  of  the  United  States,  in 
the  39th  volume  of  the  American  Journal  of  Science. 

The  great  and  constant  irregularities  of  all  the  lines  described 
on  magnetic  charts,  whether  they  relate  to  the  variation  of  the 
compass,  or  to  the  magnetic  dip  and  intensity,  are  such  as  almost 
to  preclude  the  hope  of  reducing  the  phenomena  of  terrestrial 
magnetism  to  laws  so  definite,  as  to  afford  rules  of  calculating 
these  particulars  for  any  given  place,  independently  of  experi- 
ment. 

712.  The  presence  of  the  Aurora  Borealis,  is  found  to  have  a 
remarkable  effect  on  the  magnetic  needle.  A  brilliant  Aurora 
will  sometimes  cause  an  enormous  deflexion  in  the  needle.  In- 
deed this  deflexion  has  been  found,  in  certain  cases,  to  remain  to 
a  greater  or  less  degree  permanent.  In  the  great  Aurora  of  No- 
vember 14th,  1837,  the  needle  often  moved  thirty  minutes  in 
three  seconds,  and  its  entire  range  of  motion  was  no  less  than 
six  degrees4  The  luminous  columns,  also,  which  frequently 
appear  during  this  phenomenon  are  generally,  if  not  always,  par- 
allel to  the  magnetic  meridian  ;§  and  the  Corona^  or  luminous 
circle,  which,  in  some  great  exhibitions  of  the  Aurora,  is  formed 
southeast  of  the  zenith,  h^s  its  center  at  the  point  toward  which 
the  upper  end  of  the  dipping-needle  is  directed,  that  is,  toward 
the  poh  of  the  dipping-needle.  These  facts  evidently  show  that 
the  matter  that  ibrms  the  Aurora  has  magnetic  properties,  but 
they  give  no  information  respecting  its  origin.  This  is  believed 
to  be  independent  of  the  earth,  and  the  discussion  of  it  therefore 
belongs  to  astronomy. 

•  Robison's  Mcch.  Phil.  IV.,  358.  t  Phil.  Trnnsjictions  for  1813. 

X  Mr.  £.  C.  llcrrick.  §  See  DaIton*8  Met.  Essays. — Am.  Jour,  xxx,  227. 
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PART  VIII. OPTICS. 


CHAPTER  L 

PRELIMINARY  DEFINITIONS  AND  OBSERYATIONa 

713.  Optics  is  that  branch  of  Natvral  PhUosaphy  which  treab 
of  Light  and  Vision. 

More  particularly,  it  is  the  object  of  this  science  to  investigate 
the  nature  of  the  agent  on  which  the  phenomena  of  vision  de- 
pend ;  to  treat  of  the  motions  of  light  in  respect  to  its*  directioOi 
its  velocity,  and  its  reflexion  from  the  surface  of  bodies ;  to  trace 
its  change  of  direction,  and  the  various  other  modifications  it 
undergoes  by  passing  through  difierent  transparent  media;  to 
explain  the  phenomena  of  nature  which  depend  upon  the  prq^ 
ties  of  light,  embracing  the  doctrine  of  color;  to  trace  the  reb* 
tion  between  light  and  the  structure  of  the  eye,  comprehendiDg 
the  subject  of  vision ;  and  Anally,  to  describe  the  various  tjufm- 
ments  to  which  a  knowledge  of  the  principles  of  Optics  has 
given  birth,  disclosing  many  new  and  wonderful  properties  of 
light,  and  extending  the  range  of  human  vision,  on  the  one  hand, 
to  myriads  of  objects  too  minute,  and  on  the  other,  to  numbe^ 
less  worlds  too  remote,  to  be  seen  by  the  unassisted  eye. 

714.  Luminous  bodies  are  naturally  of  two  kinds,  such  as  shine 
by  their  own  light,  as  a  lamp  or  the  sun,  and  such  as  shine  by 
borrowed  light,  as  the  moon,  and  most  of  the  visible  objects  in 
nature. 

A  ray  is  a  line  of  light ;  or  it  is  the  line  which  may  be  con- 
ceived to  be  described  by  a  particle  of  light.  In  a  more  general 
sense,  the  term  is  applied  to  denote  the  smallest  portion  of  light 
which  can  be  sepaialely  subjected  to  experiment  A  beam  is  a 
colleclion  of  parallel  rays.  A  pencil  is  a  collection  of  converging 
or  diverging  rays.  A  medium  is  any  space  through  which  light 
passes.  When  a  space  is  a  perfect  void,  so  as  to  offer  no  obstruc- 
tion to  the  passage  of  light,  it  is  said  to  be  '6.  free  medium  ;  when 
the  space  intercepts  a  portion  only  of  the  light,  it  constitutes  a 
transparent  medium.  Transparency,  however,  may  exist  in  dif- 
fereilt  degrees.  When  the  medium  itself  is  invisible,  as  portions 
of  air,  it  is  said  to  be  perfectly  transparent ;  when  the  medium 
is  visible,  but  objects  are  seen  distinctly  through  it,  as  iu  the 
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dearest  specimens  of  glass  and  crystal,  it  is  said  to  be,  simply, 
transparent ;  when  objects  are  indistinctly  seen  through  it,  it  is 
semi-transparent ;  and  when  a  mere  glimmering  of  light  passes 
throagh,  without  representing  the  iig^e  of  objects,  it  is  trans* 
lucent.    Bodies  that  transmit  no  light  are  said  to  be  opake. 

715.  Rays  of  light,  while  they  continue  in  the  same  uniform  me- 
diumy  proceed  in  straight  lines. 

For  objects  cannot  be  seen  through  bent  tubes ;  the  shadows 
of  bodies  are  terminated  by  straight  lines ;  and  all  conclusions 
drawn  from  this  supposition,  are  found  by  experience  to  be  true. 
If  two  bodies  with  plane  surfaces,  as  two  disks  of  metal,  be  held 
between  the  eye  and  some  luminoas  point,  as  a  star,  on  bringing 
the  two  planes  gradually  toward  each  other,  the  star  may  be 
seen  through  the  intervening  space  until  the  planes  come  com- 
pletely into  contact ;  but  if  one  of  the  surfaces  is  convex  and  the 
other  concave,  the  light  is  intercepted  before  the  surfaces  have 
met.*  In  consequence  of  the  rectilinear  motion  of  light,  it  forms 
angles,  triangles,  cylinders,  cones,  &c.,  and  thus  its  affections  fall 
within  the  province  of  geometry,  the  principles  of  which  are 
wplied  with  great  effect  to  the  development  of  the  properties 
mi  laws  of  light,  after  a  few  fundamental  properties  are  estab- 
lished by  experiment. 

From  every  point  in  a  luminous  object,  an  inconceivable 
number  of  rays  of  light  emanate  in  eveiy  direction,  when  not 
prevented  by  obstacles  that  intercept  it.  Thus,  from  every  point 
in  the  flame  of  a  candle,  as  seen  by  night,  light  diffuses  itself 
pervading  an  immense  sphere,  and  filling  every  part  of  the  space 
so  perfectly,  that  not  the  minutest  point  can  be  found  destitute  of 
some  portion  of  its  rays.  Any  luminous  body  of  this  kind  is 
called  a  radiant.  The  pencil  of  light  which  proceeds  from  a 
radiant  is  a  cone,  the  sections  of  which  made  by  any  plane  cor- 
respond to  the  figures  called  conic  sections.  If  any  portion  of 
the  pencil  be  intercepted  by  a  rectilateral  figure,  that  portion 
constitutes  a  pyramid  of  which  the  figure  is  the  base,  and  the 
luminous  point  itself  is  the  vertex. 

716.  Light  has  a  progressive  motion  of  about  one  hundred  and 
nUnety-trvo  thousand  five  hundred  miles  per  second. 

The  estimation  of  the  velocity  of  light,  (which  may  be  classed 
among  the  greatest  achievements  of  the  human  mind,)  has  been 
effected  in  two  different  ways.  The  first  method  is  by  means 
of  the  eclipses  of  Jupiter's  satellites.  To  render  this  mode  in- 
telligible to  those  who  have  not  studied  astronomy,  it  may  be 
premised,  that  the  planet  Jupiter  is  attended  by  four  moons  which 
revolve  about  their  primary,  as  our  moon  revolves  about  the  earth. 
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I  bodies  are  obsen'f^d,  by  the  telesc 
lipses  by  falling  into  the  shadow  wl 
easts  in  a  direction  opposite  to  the  sun.     The  exact  moment 
rhen  the  satellite  pas-ses  ioto  the  !-hado\r.  or  eomes  oat  of  it,  as 
I  would  be  seen  by  a  spectator  at  the  mean  dcrance  of  the  eanh 
I  from  ihe  sun,  is  calculated  by  astronomers.     But  sometimes  the 
I    eanh  and  Jupiter  are  on  the  same  side,  and  sometimes  on  oppo- 
sides  of  ihe  sun  ;  consequently,  the  earth  is,  in  the  fanoer 
I   eatw,  the  whole  diameter  of  its  orbit,  or  about  one  hundred  boiI 
I  ninety  millions  of  mites  nearer  to  Jupiter  than  in  the  latter. 
Now  it  is  found  by  observation,  that  an  eclipse  of  one  of  Ihe 
[  tatrliitex  is  seen  about  sixteen  minali'S  and  a  half  sooner  wtien 
I  ■  thf  earth  is  nearest  to  Jupiter,  than  when  it  is  most  remote  from 
h.  and  consequently,  the  light  must  occupy  this  time  in  passing 
I  through  the  dium''ter  of  the  earth's  orbit,  and  must  therefore 
.el  al  the  rate  of  about  one  hundred  and  ninety-two  thonsand 
miles  per  second.*     Another  me'hod  of  estimating  the  velocity 
,   ©f  light,  wholly  independent  of  the   preceding,  is  derived  from 
Irhat  is  called  ihe  aberration  of  the  fixed  nturs.     The  full  eipla- 
'   tiation  of  tliis  method  must  be  refenvd  to  astronomy  ;  but  it  may 
Tfe  understood  in  general,  that  the  apparent  place  of  a  fixed  sinr 
il  alered  from  the  effect  of  the  motion  of  its  light,  combined 
nth  the  nio'ioii  oflhe  eanh  in  its  orbit.     It  will  be   remarked 
[  that  Ihe  place  of  a  luminous  object  is  detrrminrd  by  the  direc- 
tion in  which  its  light  meets  the  eye.     But  in  the  case  of  light 
1  «oming  from  the  stars,  the  apparent  direction  is  altered  in  conse- 
I  quenct;  of  the  mo' ion  of  the  eiirih  in  its  orbit,  being  intermrdifllc 
I  fietwcen  the  acliial  direction  of  the  earth  and  of  the  light  oflha 
pUar ;  and  the  velocity  of  the  earlh  in  its  orbit  being  known,  ihat 
'  «f  light  may  be  comjiuied  from  the  proportional  pari  of  the  rffecl 
produced  by  il,  in  cauMng  ihe  aberration.     The  velocity  of  llgh', 
1   Rs  deduced  from  this  method,  comes  out  very  nearly  the  same 
s  by  the  other-f     Hence  it  is  inferred,  that  the  velocity  of  light 
I  to  uniform. 


717.  The  inlensilyof  light,  al  different  distances  from  Ihe  radiant, 
varies  inversely  a»  tlie  square  of  ihe  distance. 

This  proposition  is  proved  in  the  same  manner  as  that  respect- 
ing gravity,  (Art,  7.  p.  31,)  the  reasoning  in  which,  applies  to  all 
«nianations  from  a  center. 

Although  Ihe  iiilensiiy  of  light  decreases  rapidly  as  we  recede 

I    from  the  radiant,  yet  the  hrightntss  of  ihe  object  sulTers  little  di- 

l  niinution  by  increase  of    dmlance.      Thus,    a    candle    appears 

nearly  as  bright  at  the  distance  of  a  mile  as  when  close  to  the 
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eye.  If,  while  the  observer  remains  stationary,  the  light  which 
v^sa  before  spread  over  a  given  area,  should  be  all  collected  into 
a  space  half  as  large,  the  brightness  would  obviously  be  twice 
as  great  as  before  ;  or,  in  general,  the  brightness,  tne  quantity 
of  light  being  given,  is  inversely  as  the  area ;  that  is,  inversely 
as  the  square  of  the  diameter.     Now,  as  we  recede  fVom  an  ob- 

{'ect,  its  area  is  apparently  diminished,  and  on  this  account,  its 
brightness  is  increased  in  the  same  ratio  as  it  is  diminished  by  the 
cause  operating  according  to  the  foregoing  proposition.  The 
brightness  therefore  remains  constant* 

This  is  to  be  understood,  however,  only  of  light  passing  through 
a  free  medium ;  by  traversing  the  air,  the  brightness  is  diminish- 
ea  according  to  the  following  law. 

718.  The  effect  of  a  transparent  medium  of  uniform  density ,  is 
io  diminish  the  intensity  of  light  in  a  geometrical  ratio. 

For,  imagine  that  the  medium,  a  piece  of  glass*  for  example, 

is  divided  into  equal  laminsy  of  such  thickness,  that  the  first  lar 

1 
mina  shall  stop  ~th  part  of  the  rays  that  fall  upon  it.     Then 

1      n      \ 

there  will  issue  from  the  lamina  1 = rays.  The  second 

n       n 

1 
lamina,  in  like  manner,  will  stop  -th  part  of  the  light  which  falls 

upon  it ;  that  is,  -  of  =  — =— .   There  will,  therefore,  issue 

n  n  n^ 

from  the  second  lamina, — — 5—=  — 5-^-       I^    the    same 

n  vr  Tir 

manner  it  may  be  shown,  that  there  will  issue  from  the  third 

lamina,  ^ j-^.      Hence,  the  series  expressing  the  decreasing 

n 

quantities  of  light,  is ,  ^^ — r-^ ,  ^ — 5—^,  &c.  which  is  evi- 

n  n  n 

dently  a  series  in  geometrical  progression.! 

719.  The  shadow  of  a  globe  that  is  illuminated  by  an  equal 
globe,  is  cylindrical,  and  indefinitely  long.  -TThe  shadow  of  a 
less  globe,  illuminated  by  a  greater,  (as  of  the  earth,  or  of  the 
moon,  illumin<ated  by  the  sun,)  is  a  cone  of  finite  length,  whose 
dimensions  may  be  easily  computed  when  the  diameters  and  dis- 
tances of  the  globes  are  known.  And,  lastly,  the  shadow  of  a 
globe,  illuminated  by  one  that  is  smaller,  extends  itself  indefi- 

*  Uenchel  on  Light  t  Bailow. 
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nitely  in  a  tmiicated  cone,  perpetually  cnlar^ng.     These  s 
fal  truths  will  be  readily  understood  by  referring  to  Fig,  239. 


Light,  when  it  impinges  on  smooth  surfaces,  is  reflected  back 
into  the  same  medium,  and  when  it  passes  out  of  one  medium 
into  anolbep,  it  is  bent  out  of  lis  former  course,  or  refracted.  The 
laws  of  reflexion  aud  refraction  constitute,  severally,  important 
departments  of  the  science  of  Optics,  and  to  these  our  attention 
I   will  now  be  directed. 


d 


OF  THE  REFLKXION  OF  LIGHT.* 


I        720.  Light  is  said  to  be  reflected  when,  on  impinging  upon  any 
•  fUrface,  it  is  turned  back  into  the  same  medium.  ^ 

\  Instruments  employed  as  reflectors  are  divided  into  mirrors 
•  and  specuhims.  The  name  mirror  is  applied  to  reflectors  made 
J  of  glass  and  coatedwith quicksilver,  as  common  looking-glasses: 
K  the  word  speculum,  is  applied  to  a  metallic  reflector,  such  as  those 
C  made  of  silvpr,  steel,  tin,  or  of  a  peculiar  alloy,  called  speculum 
J  metal.  As  the  light  which  falls  on  glass  mirrors,  is  inlercppted 
r1iy  the  glass  before  it  is  reflected  from  the  quicksilvered  surface. 
I  a  speculum,  or  a  reflector  of  polished  metal,  is  that  supposed  to 
fi)e  employed  in  optical  experiments,  unless  the  contrary  isi  spe- 
f  cified.  Such  a  surface,  indeed,  is  to  be  understood  where  the 
""word  mirror  is  used  without  distinction. 

The  surface  of  the  mirror  or  speculum,  may  be  either  plane, 
^concave,  or  convex,  and  the  reflector  is  denominated  accordingly- 

■  That  part  of  Optica  nhicli  treats  of  ifllppird  light.  i»  mmclimM  ilenominalcii 
Catoptiiet,  (Karj,)  and  that  part  vhich  treats  of  rarracled  ligbt,  Dioplrici,  /ui. 
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A  ray  of  light  before  reflexion,  is  Fig.  240. 

eaUed  the  incident  ray.    The  angle    A  ^p^  B 

made  by  an  incident  ray,  at  the  sur- 
face of  the  reflector,  with  a  perpen- 
dicular to  that  surface,  is  called  the 
angle  of  incidence;  the  angle  made 
by  the  reflected  ray,  with  the  same 
perpendicular,  is  called  the  an^le  of 
reflexion.  Thus,  in  Fig.  240,  if  MN 
represents  the  reflecting  surface,  DC  a  perpendicular  to  it  at  the 
point  C,  AC  the  incident,  and  BC  the  reflected  ray ;  then  ACD 
will  be  the  angle  of  incidence,  and  BCD  the  angle  of  reflexion. 

721.  Experiments  on  light  are  usually  conducted  in  a  room 
which  can  be  made  dark  with  close  shutters,  one  of  which  is 
perforated  with  a  circular  hole,  an  inch  or  two  in  diameter,  for 
admitting  a  beam  of  light.  This  opening  is  rendered  smaller  to 
aiiy  required  degree  by  covering  it  with  a  piece  of  board  or  me- 
tallic sheet,  having  a  smaller  aperture.  And  as  the  sun  may  not 
shine  directly  into  the  shutter  at  the  time  required,  a  mirror  is 
sometimes  attached  to  the  outside  of  the  shutter,  so  contrived 
that,  by  means  of  ac^usting  screws,  it  may  be  made  to  turn  the 
rays  of  the  sun  into  the  opening,  and  to  give  them  a  horizontal 
or  any  other  required  direction.  The  course  of  the  rays  is  ren- 
dered palpable  to  the  eye,  by  the  illuminated  particles  of  dust 
that  are  floating  in  the  air. 

722.  The  angles  of  incidence  and  rejlexion  are  in  the  same  plane, 
and  are  equal  to  each  other. 

Let  a  ray  of  light  AC,  (Fig.  240,)  admitted  into  a  dark  cham- 
ber as  above,  be  incident  upon  a  horizontal  speculum  MN  at  the 
point  C,  to  which  the  line  CD  is  perpendicular,  and  let  CB  be  the 
reflected  ray.     Then  if  the  plane  surface  of  a  board  or  a  metallic 

gate»  be  made  to  coincide  with  the  incident  ray  and  the  perpen- 
colar,  it  will  be  found  to  coincide  also  with  the  reflected  ray, 
showing  that  the  three  rays  are  in  the  same  plane.  Again,  if, 
from  the  point  C,  with  the  radius  C A,  a  circle  be  described,  on 
measuring  the  arcs  subtended  by  the  angles  of  incidence  and  re- 
flexion, they  will  be  found  to  l>e  exactly  equal  to  each  other.* 
The  following  corollaries  will  be  evident  on  consideration  :  That 
the  complements  of  the  angles  of  incidence  and  reflexion,  are 
also  equal ;  that  the  reflected  ray  may  be  taken  for  the  incident 
ray,  and  vice  versa ;  and  that,  if  the  incident  ray  be  perpendicu- 
lar to  the  reflecting  surface,  it  will  be  reflected  back  in  the  same 

*  An  ingenioug  apparatus  is  described  by  Biot,  {PreeU  Elinu  tome  II,  136,)  by 
which  this  experiment  may  be  performed  with  the  utmost  degree  of  precisioii ;  the 
nmaltM  are  tf  enunciated  in  the  propoaition. 
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Une.  The  angles  of  incidence  and  reflexion  are  also  equal  vben 
k  ibe  reflexion  takes  place  from  a  concave  or  convex  surface  ;  for 
r  the  reflexion  being  from  a  point,  the  curve  and  tangent  plane 

at  that  point  coincide,  and  have  both  the  same  perpendicular. 

viz.  the  radius  of  the  curve. 

xetLexion  of  light  fbom  plane  mibboks. 

723,  When  raijs  of  light  are  reflected  from  a  plane  surface,  the 
'  reflected  rays  have  the  same  inclination  to  one  another,  as  tfieir  cor- 
I  peiponding  incident  rays. 

I      Case  1.    Parn//e/ T-flr/».— Let  RS  (Fig.  241,)  be  the  reflecting 

surface  ;  AB.  CD.  the  incident,  BG,  UH,  the  reflected  rays.     Then 

f  the  angle  CDR=ABR :  but  CDR=IIDS,  and  ABR=C.B.S.    There- 

'we,  HDS=GBS,  and  hence  BG  and  DII  are  parallel, 

ilciUl.  FiB:.S49. 


In  the  foregoing  example,  the  angles  of  incidence  are  sop- 
posed  lo  be  in  the  same  plane  ;  but  where  these  angles  are  tn 
different  planes,  let  AB.  CD,  (Fig.  2-12.)  be  two  parallel  rays  in- 
cident upon  the  plane  mirror  MXOP,  having  their  angles  of  in- 
cidence in  different  planes ;  from  their  points  of  incidence,  B,  D. 
draw  the  perpendiculars  BE,  DF,  and  let  BG,  in  the  plane  that 
passes  through  AB  and  BE,  be  the  reflected  ray  :  join  BD.  and 
let  DH  be  the  inlersection  of  the  two  planes,  CDH  and  GBDH. 
Since  BE,  DF,  are  both  drawn  perpendicular  to  the  same  plane, 
they  are  parallel;*  and  as  AB  and  CD  are  parallel  by  supposi- 
tion,  the  angles  of  incidence,  ABE,  CDF,  are  equal.-f  Because 
EB.  FD,  and  AB.  CD.  are  parallel,  the  planes  ABG.  CUU  are 
also  parallel,!  and  they  are  intersected  by  the  plane  GBDH  ;  oon- 
,  se^uenllv  DH  is  parallel  to  BG.^  and  EBG=FDH.  But  EBG= 
ABE=CbF  .-.  FDH=CDF,  and  hence  DH  is  the  reflected  ray. 
and  it  was  before  proved  to  be  parallel  to  BG,  the  other  reflect- 
ed ray. 

Case  2.  Diverging  Ray.t. — Let  RAB  (Fig.  243,)  be  a  pencil 
of  diverging  rays,  incident  upon  the  plane  mirror  PB  ;  and  from 
R  draw  RP  perpendicular  to  PAB,  and  cutting  the  mirror  in  P. 
Let  AD  be  the  reflexion  of  an  incident  ray  RA,  and  produce 
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A. 


1 


Then 


DA  backward  to  F. 
PAR=BAD=PAF;  conse- 
quently, in  the  right-angled 
triangles  PAR,  PAF.  the 
aaglei  are  all  equal,  and  PA 
common  ;  hence  RP  =  PF, 
that  is,  the  refiected  ray  pro- 
ceeds aa  if  it  came  from  a 
point  F,  on  the  other  side  of 
the  mirror,  and  from  the  same 
distance  from  it  as  R.  In  like 
manner  it  may  be  shown, 
that  all  the  other  rays  will  proceed  as  if  they  divei^d  from  F, 
and  therefore  F  is  the  virtual  focus,  or  imaginary  radiant,  of  all 
the  reflected  rays.  Since  PRA=PFA,  it  may  be  shown  in  the 
tame  way  that  PRB=PFB  ;  hence,  taking  equals  from  equals^ 
the  remainder  AFB=ARB,  that  is,  the  rays  alter  reflexion  have 
the  same  inelination  as  before. 

Case  3.  Converging  Rays. — If  DA,  CB,  (Fig.  243,)  constitute! 
a  pencil  of  incident  rays  converging  to  the  point  F,  it  follows 
from  the  above  reasoning  that  they  will  converge  to  the  focus  R 
after  reflexion. 

734.  Paralkl  raifa,  incident  upon  a  concave  mirror,  and  near  ils 
axit,  are  refiected  to  a  focua  equidistant  from  the  surface  and  th» 
tt»ter  of  the  mirror. 

Let  RA,  RE,  (Fig.  244.)  ^'t-  2«- 

be  parallel  rays  incident 
upon  the  spherical  mir- 
ror AEB,  whose  center  is 
0.  The  ray  RE,  passing 
Uirough  the  center  C,  and 
dierefore  falling  perpen- ~ 
dtcnlarlyon  the  mirror  at 
E,  wilt  be  reflected  in  the  direction  EC.  Having  joined  CA 
and  made  the  angle  CAP=CAR,  the  ray  RA  will  he  rrflected  tn 
the  direction  AF.  At  the  point  of  incidence  A,  draw  the  tan- 
gent GH,  cutting  CE  produced  in  H.  Then  because  RA  and 
RE  are  parallel,  the  angle  RAC=ACE=CAF  ;  consequently 
CF=FA.  But  since  CAH  and  CAG  are  equal,  and  likewise 
CAP  and  CAR, .-.  FAH=RAG=FHA .-.  FA=FH.  If  we  now 
ntppose  the  ray  RA  to  approach  the  axis  RE,  the  arc  AE  will 
diminish,  and  its  secant  CH  will  ultimately  become  equal  to  the 
radius  CE,  and  then  FH  will  be  equal  to  FE,  and  of  course  FA 
or  FC  will  equal  FE. 

The  foregoing  proposition  is  applicable  to  such  rays  only  as 
an  exceedingly  near  to  the  axis  of  the  mirror  CE.  As  the  par- 
allel rays  are  more  remote  from  the  axis,  the  focus  F  approaolisg 
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nearer  and  nearer  to  ihc  point  E,  nnlil,  when  the  arc  EA  &«• 
Ilea  equal  to  CO",  F  coiucides  with  E  ;   for  then  the  aa^ 
.  F  and  ACF  being  each  equal  to  60°,  the  remaining  angle  of 
I  the  triangle  AGF  must  also  be  equal  to  60"  ;  consequently,  CP 
I  must  equal  CA,  and  of  course  the  point  F  will  coincide  with  E. 
I       If  several  beams  of  parallel  rays  be  incident  nearly  perpendlc- 
'  nlarly  upon  a  spherical  mirror,  the  foci  of  the  reflected  rays  will 
be  in  a  spherical  surface  concentric  wilh  that  mirror.     For  since 
each  focus  (Fig.  244)  is,  by  the  proposition,  equidistant  from  the 
center  and  from  the  surface  of  the  mirror,  the  distances  of  all 
the  foci  from  the  mirror  must  be  exactly  the  same  ;  that  is,  they 
must  be  in  a  surface  concenlric  with  that  of  the  mirror- 
Rays  falling  on  any  part  of  a  concave  mirror  parallel  to  its 
axis,  will  all  be  brought  to  a  focus  at  the  same  point,  if  the  cur- 
vature of  the  mirror  be  that  of  a  parabola.     For  then,  according 
to  a  property  of  the  parabola,  all  diameters,  or  lines  parallel  to 
the  axis,  and  a  line  drawn  from  the  focus  to  the  point  where  the 
diameters  meet  the  curve,  make  equal  angles  with  the  tangents 
at  those  points.*     But  these  equal  angles  are  the  complements 
of  the  angles  of  incidence  and  reflexion,  which  are  also  equaL 
Wherefore  rays,  parallel  to  the  axis,  will  be  reflected  into  the 
lines  which  all  meet  at  one  and  the  same  focus. 

725.  DrvERGiNG  RAva,  incident  upon  a  concave  mirror,  are  col- 
lected info  a  focus,  which  changes  its  situation  as  the  dittance  of  Om 
radiant  from  the  mirror  is  changed,  conformably  to  iJte  law,  that  Ike 
angle  of  incidence  is  equal  to  the  angle  of  reflexion  made  witlt  the 
radius  of  concavity.-^ 

If  the  radiant  point  be  furlher  from  the  mirror  than  the  center, 
as  at  A,  (Fig.  245,)  then  the  focus  will  be  between  the  center 
and  the  mirror;  if  (he  radiant  be  at  the  center,  the  rays  will  re- 
turn to  the  center  again  ;  if  the  radiant  comes  still  nearer  lo  the 
mirror,  the  focus  will  pass  lo  the  other  side  of  the  center  and 
continue  to  recede  from  it,  until  the  radiant  hns  arrived  at  the 
place  of  the  focus  of  parallel  rays,  when  the  fucus  on  the  other 
side  of  the  center  will  be  thro>vn  to  an  infinire  distance ;  and 
finally,  if  the  radiant  be  brought  nearer  to  the  mirror  than  the 
principal  focus,  the  rays  will  go  out  diverging,  and  will  never 
come  to  a  focus  ; — all  which  is  evident  from  the  general  law  of 
reflexion,  the  situation  of  each  reflected  ray  being  ea^ly  deter- 
mined by  that  of  the  incident  ray  with  respect  to  the  perpen- 
dicular, that  is,  the  radius  of  the  mirror.  Thus,  the  rays  emitted 
from  A  will  be  collected  in  a ;  those  from  C  will  return  to  C 
again ;  those  from  a  will  be  collected  in  A ;  those  from  F,  the 
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fbens  of  parallel  rays,  will 
be  nflected  into  the  pnrallel 
lines  cf,  cf;  and  those  frona 
D  into  the  diverging  lines 
cd,  cd,  which  will  appear  to 
woeeed  from  A'.  Again,  if 
uie  radiant  is  first  placed 
near  the  mirror,  and  re- 
moved from  it  by  succes- 
aive  steps,  just  the  converse 
effects  will  follow.  Hence, 
the  radiant  and  its  corres- 
ponding focas  are  denomi- 
nated con;uf  ate  _/bct.  In  the 
foregoing  experiment,  the 
conjugate  foci  approadi  one 
another — meet  in  the  center 
of  eoacavity — pass  to  difler- 
ent  sides  of  that  center — and 
afterward  recede  from  one 
another,  until  the  focus  near- 
est to  the  mirror  arrives  at 
the  focus  of  parallel  rays, 
when  the  two  conjugate 
foci  are  separated  to  the 
greatest  possible  distance 
nom  each  other. 


X  HiEBOB,  are  made  to 


726.  Parallel  rays  incident  upon  a  coif 
diverge  as  from  a  point  behind  the  mirror. 

Let  MN  (Fip.  246)  be  a  convex  mirror  whose  center  is  C,  and 
let  AM,  AD,  AN,  be  parallel  rays  falling  upon  iL  Continue  the 
lines  CM  and  CN  to  E,  E,  and  ME,  Fw-  246. 

NE,  will  be  perpendicular  to  the 
sorface  of  the  mirror  at  the  points 
H  and  N.  The  rays  AM,  AN,  will 
therefore  be  reflected  in  the  direc- 
tions MB,  NB,  the  angles  of  reflex- 
ion EMB,  END,  being  equal  to  the 
angles  of  incidence  EMA,  ENA. 
By  continuing  the  reflected  rays 
BH,  BiN  backward,  they  will  be 
tbond  to  meet  behind  the  mirror  at 
P,  their  virtual  focus. 

727.  Diverging  raya  incident  upon  a  convex  mirror,  are  made 
to  diverge  at  from  a  point  behind  the  mirror,  and  nearer  to  it  than 
lie  virtual  focia  of  parallel  rayt. 
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Let  MX  (Fig.  247.)  be  a 
coovex  mirror.  C  ks  center 
of  coavexiv.  and  AM,  AX. 
rays  diverging  from  A, 
which  fall  upon  the  mir- 
ror at  the  points  M.  X. 
The  !:De«CME  and  CXE.^ 
will  be,  as  before,  perpen- 
dicalar  to  the  mirnMr  at  M 
and  X:  and.  consequently, 
if  we  make  the  angles  of 
reflexion  EMR  EXB^  equal 
to  the  angles  cf  incidence  EMA.  ENA,  then  MB,  NB,  will  be 
the  reflected  rays,  which,  when  continued  backward,  will  meet 
at  F.  their  vir  aal  focus  behind  the  mirror.  By  comparing  Figs. 
S46  and  247.  it  \iill  be  obvious  that  the  ray  AM  in  Fig  247,  is 
further  from  ME  than  in  Fig.  246,  and  consequently,  the  reflected 
ray  MB  must  also  be  further  from  it.  Hence,  as  the  same  is 
true  of  the  ray  XB.  the  point  F,  where  these  rays  meet,  must  be 
learer  D  in  Fig.  247,  than  in  Fig.  246  ;  that  is,  in  the  reflexion 
of  diverging  ra\-s.  the  virtual  focal  distance  DF,  is  less  than  for 
parallel  rays^  For  the  same  reason,  if  we  suppose  the  radiant 
point  A  to  approach  the  mirror,  the  virtual  focus  F  \iill  ap- 
proach it ;  and  when  A  arrives  at  D,  F  will  also  arrive  at  D* 
In  like  manner,  if  A  recedes  from  the  ourrcH*,  F  will  recede  from 
it ;  and  when  A  is  infinitely  distant,  or  when  the  rays  become 
)>aralltl.  as  in  Fig.  246,  F'will  reach  the  place  of  the  virtual 
focus  of  parallel  rays. 


CHAPTER  in. 

OF  IMAGES  FORMED  BY  PLANE,  CONCAVE,  AND  CONVEX  MIR^ 

RORS. 

72S,  /•«  II.7  mimrrs^  ptanr  or  spherical^  the  place  of  ike  imagi- 
rarry  rt.v/ft:??/.  w  the  intersection  of  the  perpendicular  from  the  radi* 
ant  poin*  of  the  object  to  the  mirror ^  with  any  reflected  ray. 

All  the  ra\-s  which  diverge  from  any  point  in  the  object  before 
n^tlexion.  appear,  after  reflexion,  to  diverge  from  one  and  the 
same  jKiint,  namely,  from  the  imaginary  radiant.  (See  Fig.  248.) 
And  siiK'o  the  perpendicular  ray  RP  is  reflected  back  to  R,  the 
imaginan*  radiant  must  be  in  that  line  produced ;  and  since  the 
imaginary  radiant  must  likewise  be  in  any  other  reflected  ray  as 
AD.  produetMi,  it  must  be  in  the  intersection  of  the  two  lineSi 
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The  same  reasoning  would  apply  to  a  concave  or  a  convex  sur- 
face, since  the  reflexion  at  any  point  of  such  a  surface,  is  the 
same  as  it  would  be  from  a  plane  surface  which  is  a  tangent  to 
the  curve  at  that  point. 

729.  When  any  object  is  placed  before  a  flahs  mirror^  the  im^ 
age  of  it  appears  at  the  same  distance  behind  it^  of  the  same  mag* 
nitude,  and  equally  inclined  to  iL 

Let  MN  (Fig.  248.)  be  a  plane  mirror, 
and  AB  an  object  placed  before  it,  and  ^* 

let  the  position  of  the  object  be  such  that 
the  reflected  rays  may  enter  an  eye  plac- 
ed at  H.  Prom  A  and  B  let  fall  upon 
the  mirror  the  perpendiculars  Aa,  Bb. 
Then  the  rays  AF,  AG,  diverging  from 
A,  will  be  refl^ected  in  the  lines  FH,  GK, 
as  if  they  came  from  the  point  a,  so  situ- 
ated that  £A=E<2,  (Art.  723 ;)  and  hence 
the  point  A  will  be  seen  at  a,  as  far  6c- 
hind  the  mirror  as  A  is  before  it.  In  like 
manner,  it  may  be  shown  that  the  point 
Bof  the  object,  will  appear  at  6,  so  situ- 
ated that  GB=G6.  By  taking  any  other  rays  at  pleasure,  divergent 
from  any  other  point  of  the  object  AB,  it  may,  in  a  similar  man* 
ner,  be  shown,  that  they  will  have  their  foci  in  points  of  tho 
line    oi,  formed    by  drawing  perpendiculars  from  the    given 

Ejints  of  the  object.  Now,  since  GB=G6  and  aGA=BGK=AGB, 
a=GA,  .*.  AB=ab,  That  is,  the  magnitude  of  the  image 
equals  that  of  the  object.  From  A  and  a  draw  the  perpendicu« 
lars  AC,  ac ;  then  the  angle  BAC=&ac,  that  is,  the  object  and 
the  image  are  equally  inclined  to  the  mirror. 

Hence  objects  that  are  perpendicular  to  the  horizon,  seen  in  a 
plane  mirror,  appear  inverted,  the  highest  point  of  the  object  be- 
ing the  lowest  point  of  the  image. 

If  a  plane  mirror  is  inclined  to  the  horizon  at  an  angle  of  45^,. 
an  object  parallel  to  the  horizon  will  appear  erect,  and  perpen- 
dicular objects  will  appear  horizontal.  For,  since  the  image  has 
the  same  inclination  to  the  mirror  as  the  object  has,  when  the 
angle  made  by  the  object  is  45^,  that  made  by  the  image  must 
be  45^  also,  and  both  together  must  make  90^. 

120.  If  the  image  of  an  object  is  seen  by  reflexion^  from 
two  plane  mirrors^  the  reflexion  being  in  a  plane  perpendicular 
to  their  common  section^  the  angular  deviation  of  the  image  from 
the  object,  will  be  equal  to  twice  the  inclination  of  the  reflecting 

-Let  AB,  CD,  (Fig.  240,)  be  two  plane  mirrors,  inclined  toeaeh- 
other  in  any  angle.    Produce  AB  and  CD  until  they  meet  in  6 ; 


481  NATURAL  rmiiOsopinr. 

then  AGC  will'  be  the  migle  of  in- 

I  liinatian  of  the  mirrors.    Let  S^  be 
ft  ray  of  light  proceeding  from  any 

I  distant  object,  as  a  star,  and  reflected 

r  trom  AB  to  CD,  and  from  CD  to  the 

I  eye  at  H  ;  then  the  image  of  S  will 
Iw  at  0  in  the  line  HD  produced. 
Also  produce  SB  to  H,  then  SHO  Ai 
■will  be  the  angular  deviation  of 
the  image  from  the  object,  the  line 
of  common  section  of  the  mirrors      / 

I  passing  through  G,  perpendicular  ^^/ 

I  to  the  plane  AGC.     It  is  required 

I  to  prove   that  the  angle   SHO  is 

I  double  the  angle  AGC.     Because 
HBG=ABS=GBD  .-.HBD-aGBD. 

[  Jn  like  manner  BDO=2BDC. 

But,  SHO=BD0-HBD=2BDC 
— 2GBD=3BGD. 
Therefore,  SH0=2BGD. 

Hence,  when  a  plane  mirror  revolves  on  an  axis,  the  an^ 
velocity  of  the  reflected  ray  is  double  that  of  the  mirror.  ~" 
fore,  by  turning  a  mirror  through  45°,  the  image  is  carried  througb 
90°,  so  that  a  mirror  set  at  an  angle  of  45"  with  the  horizon,  rep- 
resents horizontal  objects  in  a  perpendicular  jiosition,  and  perpen- 
dicular objects  on  a  horizontal  level,  agreeably  to  the  last  article 

I       Upon  the  foregoing  proposition  depends  a  principle  employed 

I  in  Uadley's  Quadrant,  in  which  two  mirrors,  inclined  to  one  an- 
other, measure  the  angular  distance  between  two  objects,  by 
indicating  the  arc  through  which  the  image  of  one  of  them 
must  be  made  to  pass,  in  order  to  carrj'  it  over  that  distance.* 
Thus,  if  in  order  to  make  the  image  of  a  star  descend  to  the 
horizon,  tho  mirror  that  reflects  it  must  be  turned  20',  the  alti- 

[  tude  of  the  star  is  40^.     Hence,  an  octant  only  is  required  to 

[  measure  a  quadrant,  or  an  angle  of  90°. 

[  731.  When  the  object  is  parallel  to  a  plane  mirror,  the  length  or 
>  breadth  of  that  part  of  the  mirror  upon  which  the  image  appears,  is 
\  to  the  length  or  breadth  of  the  object,  as  any  reflected  ray  is  to  the 
r«iwi  ofl&  incident  and  reflected  rays. 

If  the  object  DE  (Fig.  250,)  is  parallel  to  the  mirror  AB,  and 
I  tiie  image  LM  is  seen  by  the  eye  at  C,  then  FN,  the  length 
of  that  part  of  the  mirror  which  is  taken  up  by  the  image, 
subtends  the  angle  LCM,  under  which  the  image  appears. 
Now  the  length  of  the  image  LM  is  equal  to  the  length  of 
the  object  DE.     (Art.  729.)     And  because  FN  is  parallel  to  LM, 


omcB^ 
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i\  FN :  LM : :  CF :  CL.    But  CF  is  Tig,  250. 

the  reflected  ray,  and  CL  is  equal 
to  the  sum  of  the  incident  and  the 
reflected  rays. 

Hence,  an  object  which  is  not 
wholly  visible  when  the  eye  is  at 
a  certain  distance  from  the  mirror,  if" 
may  become  so  by  bringing  the 
eye  nearer  to  the  mirror ;  for  in 
proportion  as  the  ratio  of  the  re- 
flected ray  to  the  sum  of  the  incident  and  reflected  rays  is  di- 
minished, in  the  same  proportion  is  the  part  of  the  mirror  required 
to  comprehend  the  entire  image  diminished. 

If  a  spectator  sees  himself  entirely  in  a  plane  mirror  placed 
parallel  to  him,  the  mirror  must  be  half  as  long  as  himself.  For 
then  the  incident  and  reflected  rays  will  be  equal,  and  conse- 
quently the  latter  equal  to  half  the  sum  of  the  two,  and  hence 
tlie  mirror  must  be  half  the  length  of  the  object. 

• 

732.  When  an  object  is  placed  between  two  parallel  plane  reflect' 
arSf  a  row  of  images  is  formed  in  each  mirror^  appearing  in  a 
straight  line  behind  each  to  an  indefinite  extent. 

Let  there  be  two  plane  reflectors,  parallel  to  each  other ;  and 
let  an  object,  a  candle  for  example,  be  placed  between  them. 
An  image  of  the  candle  will  be  formed  in  each  mirror,  as  far 
behind  it  as  the  object  is  before  it.  Again,  each  of  these  im- 
ages becomes  in  its  turn  a  new  object  to  the  opposite  mirrory 

Fig.  251. 
A  C 


* 


-B- 


B  D 

and  forms  a  corresponding  image  as  far  behind  that  mirror  as  it 
is  itself  before  it,  and  thus  the  images  are  repeated  in  a  right 
line  until  the  light  becomes  too  feeble  to  be  visible.  Thus  let 
AB,  CD,  (Fig.  251,)  be  two  plane  mirrors,  and  E  an  object  be- 
tween them  ;  two  images  will  be  formed  of  E  at  E'  and  E',  from 
which  virtual  foci  the  light  will  emanate,  and  will  strike  upon  the 
opposite  mirrors,  respectively,  in  the  same  manner  as  if  it  came 
from  luminous  bodies  placed  at  those  points ;  hence  two  images 
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of  E'  and  E'  will  be  formed  at  E"  and  E"  ;  and  thus  a  snecet- 
sion  of  images  will  arise  to  an  indeiinite  extent;  but  since  ft 
part  of  the  light  is  lost  at  every  reflexion,  each  succeeding  image 
is  fainter  than  the  preceding.  The  Endless  Gallery  is  formed  on 
this  principle.  It  consists  of  a  box,  in  the  opposite  sides  of 
which  are  placed  two  parallel  reflectors,  and  between  them  a 
number  of  objects  are  placed,  which  u%  repeated  in  an  endlcK 
succession. 

733.  If  an  object  be  placed  between  too  plane  reftectort  inelhied 
to  each  olh-ir,  (he  image*  foiTned  will  lie  in  the  circumference  of  t 
circle,  whose  center  is  tn  {Ae  interaection  of  the  two  planes,  tni 
uihoK  radius  is  the  distance  of  Ute  object  from  thai  point. 

Let  AB,  AC,  (Fig.  252,)  be  Fig.  SS3. 

two  plane  reflectors  inclined 
at  the  angle  BAG,  and  E  an 
object  placed  between  them. 
Draw  EP  perpendicular  to 
AB,  and  produce  it  to  G, 
making  FG=EF ;  then  the 
rays  which  diverge  from  E 
and  fall  upon  AB  will,  after 
reflexion,  diverge  from  G  ;  or 
G  will  be  an  image  of  E.* 
From  G,  draw  GH  perpendic- 
ular lo  AC,  and  produce  it  to 
J,  making  H1=GU,  and  I  will 
be  a  second  image  of  E,  &c, 
'Again,  draw  ELM  perpen- 
dicular to  AC,  and  make  LM=EL ;  also  draw  MNO  perpendic- 
ular to  AB,  and  make  NO=MN,  &,e,  Thrrcfore.  Ihe  successive 
images  formed,  beginning  on  ihe  side  of  AB,  are  G,  I.  K,  V  ;  and 
those  on  the  side  ol  AC.  are  M,  0. 1',  Q.  Then,  sinee  EF  is  equal 
to  FG,  and  AF  common  lo  the  1  rianglcs  AFG,  AFE,  and  the  an- 
gles at  F  nre  right  angles,  AG  is  equal  to  AE.  In  the  same 
manner  ii  may  be  shown  that  AM,  AO,  Al,  &c..  are  severally 
equal  to  AE  ;  and  of  course,  the  points  G,  M,  O,  I,  ic.  are  in  the 
circumference  of  a  circle  whos*-  center  is  A  and  radius  AE. 

If  the  angle  BAC  is  finite,  (A?  nm/iljer  of  images  will  be  limited. 
For  BA  and  CA  being  producetl  to  R  and  S,  the  rays  which  are 
reflected  from  either  surface,  diverging  from  any  point  Q  and 
between  S  and  R,  will  not  meet  the  other  reflector,  since  it  is 
not  before  either  reflector,  but  bthind  both. 


■  The  eye  is  Buppnspd  to  bo  sitnatpd  liclwrcn  Ihe  planes  of  ihe  mirror*.  The  leam> 
er  may  find  some  difficully  In  conceiving  Iidw  rays  or  lijrht  e>ii  proceed  Trom  U>  a 
point  behind  Iho  minor ;  but.  it  musl  be  recnllecled  tint  Ibia  i«  only  Ul  imagiiUTf 
point,  rrom  which  the  layi  that  g>rc  reflected  Croni  Die  mirror  inio  the  ling  GH  tttM 


If  we  consider  the  whole  angular  opening  of  the  mirron, 
namely,  the  sector  ABC,  as  the  object,  images  of  it  will  be  form- 
ed in  a  circle  as  of  any  other  object. 

If  the  inclinar  ion  of  the  mirrors  gradually  diminishes,  the  mag- 
nitude of  the  sectors  will  also  be  diminished,  and  the  number  of 
repetitions  of  them  increased  in  the  same  proportion.  The 
number  of  images  of  any  object  placed- between  the  mirrors, 
will  be  in  like  manner  increased  as  the  inclination  of  the  mir- 
rors is  diminished  ;  and  since,  when  the  angle  of  inclination  is 
very  small,  the  mirrors  approach  the  situation  of  parallel  mir- 
rors, so  the  number  of  images  approach  to  infinity. 

734.  As  the  learner  sometimes  experiences  a  difficulty,  in  con- 
ceiving clearly  the  course  which  the  rays  take  in  forming  the 
successive  images,  we  subjoin  a  brief  illustration.  It  may  be 
premised,  that  tuhaleter  turns  a  ray  of  light  may  tale,  in  pass- 
%ng  from  an  objecl  to  the  eye,  ihe  object  will  he  seen  in  that  di- 
rection in  which  the  light  finally  meets  iJie  eye.  Thus  in  forming 
some  of  the  foregoing  images,  a  ray  of  lignt  undergoes  three  or 
four  reHexions,  in  diflerent  directions,  but  still  the  last  ray  that 
meets  ihe  eye  will  lix  the  position  of  the  image. 
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Let  RS,  IIT,  (Fig.  253.) 
-be  two  plane  mirrors  in- 
clined to  each  other,  and 
Q  a  luminous  object  be- 
tween ihem.  Let  the  eye 
be  situated  at  any  conve- 
nient point  as  0,  and  let  A, 
■B,  C,  U,  be  the  several  im- 
ages. Draw  a  line  from  J 
O  to  any  one  of  these  im- 
ages, as  D,  and  from  the 
point  where  this  line  inter- 
sects the  speculum,  draw  a 
line  to  the  next  preceding 
image,  and  from  the  point 
where  Ibis  line  meets  the 
flpeculum,  draw  a  line  to 
the  next  preceding  image, 
and  so  on  back  to  the  object  Q. 

Now  ihe  inrnge  A  Is  seen  by  the  ray  Qn,  aO  ;  B,  by  QA,  be, 
cO  J  C,  by  Q(/,  d,:,  ef,fO ;  and  D,  by  Q^',  gh.  hi,  lA,  AO. 

For,  since  S'iQ=fcw/A=RaO.'.S«Q=KuO,  and  therefore  Qa 
being  the  incident,  aO  must  be  the  reflecied  ray  ;  and  the  same 
may  be  proved  in  each  of  the  several  cases  of  reflexion. 

7.35.  It  is  found  by  experiment,  ibat  when  a  pencil  of  light  ia 
incident  perpendicularly  upon  water,  only  18  rays  out  of  1000 
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are  reflected,  while  the  greater  part  of  the  remaining  rays  are 
transmitted.  As  the  angle  of  inclination  is  increased,  the  proper 
tion  of  rays  reflected  is  also  rapidly  increased,  till  at  an  angle  of 
75"  the  reflexion  is  21 1  rays ;  at  85",  501  ;  and  at  80",  692.  In 
glans,  25  out  of  1000  are  reflected  at  a  perpendicular  incidence ; 
and  the  glass  always  rclleeis  more  light  than  water,  till  we  reach 
very  great  angles  of  incidence,  such  as  87i°,  when  it  reflects 
only  584  rays,  while  water  reflects  614. 

736.  The  image  is  inveiCed,  tvhen  the  rays  of  light  which  come 
from  one  ejctremity  of  the  objeci,  cross  those  which  come  from  the 
other  exiremily,  before  ihey  meet  m  the  corresponding  points  of  the 
image. 

Thus,  let  AB  (Fig.  254,)  repre-  ^'S-  954. 

sent  a  board  or  screen  having  a 
small  opening  through  which  rays       ^ 
of  light  may  pass.     Since  light  -2,^ 
passes  in  right  lines,  it  is  obvious 
that  rays  proceeding  from  C,  the 
highest  point  in  the  object  CD,  - 
will  pass  to  C,  while  rays  from  | 

D,  the  bottom  of  the  object,  will  B 

pass  to  D',  crossing  each  other  at  the  oriflce,  and  thus  fonning 
an  inverted  image  of  the  object,  D'C.  In  like  manner  rays 
coming  from  all  the  intermediate  points,  on  opposite  sides,  will 
cross  before  they  take  their  respective  places  in  the  image. 

737.  When  an  object  is  placed  before  a  .concAVB  mirror,  the  uii- 
age  of  it  has  various  magnitudes  and  positions,  depending  on  the 
distance  of  the  object  from  lite  mirror.* 

1.  When  an  object  is  between  the  mirror  and  the  focus  of  par- 
allel rays,  the  image  appears  behind  the  mirror,  and  is  more  dis- 
tant from  it,  and  larger  than  the  object.  Let  MN  (Fig.  255.)  be 
the  concave  mirror,  F  ils  principal  focus,  C  its  center,  and  AB 
the  object.  From  C  draw  CA«,  CBb,  passing  through  A  and  B, 
and  let  the  object  be  so  placed  that  the  reflected  rays  will  reach 
the  eye  at  H.  The  rays  AD,  AG,  proceeding  from  A,  will  be  re- 
flected to  the  eye  at  H,  making  equal  angles  with  the  perpen- 
dicular CD,  and  they  will  diverge  as  if  they  had  come  from  a 
remote  point  a,  situated  in  the  intersection  of  those  rays  with 
the  perpendicular  CAf ,  (Art.  723.)  In  like  manner,  the  rays  Bd, 
hg,  will  enter  the  eye  at  H,  as  if  they  had  proceeded  from  b,  a 
point  where  they  intersect  CBb,  HUkb  the  rays  diverge  less 
than  before  reflexion,  (Art.  725,)  these  points,  a,  b,  will  be  further 

e  imago  drpcnil  on  the  (irinciplrg  denionatratcd 
_   riMnenibcrcil  by  considering  Ihc  relation  of  "'  "  ''" 
D  pcrpencticuliu',  that  is,  Uic  radius  of  Uie  coaenvitj,  confc 
tlie  KcneiBl  laws  of  refleiiou. 


from  MN  than  A  and  B  are,  and  from  similar  triangles,  the  im- 
age oi  will  be  greater  than  AB,  in  the  ratio  of  CA  to  CB. 

Kf.  SS9.  ng.  asG. 


3.  When  the  ohject  is  placed  m  the  principal  focut,  the  rays 
will  go  out  parallel,  and  will  never  come  together  so  as  to  form 
an  image  of  themselves,  nor  will  they  proceed  from  any  point 
behind  the  mirror,  so  as  to  form  an  imaginary  image,  like  that 
of  case  1. 

3.  When  the  object  is  situated  between  (Ac  principal  focus  and 
the  center,  the  image  is  formed  on  the  other  side  of  the  center, 
asA.  is  inverted  and  larger  than  the  object.  Let  MN,  (Fig.  250,) 
be  the  mirror,  C  its  center,  P  its  focus,  and  AB  the  object 
Through  C  draw  the  lines  CA,  CB,  and  continue  them  back- 
ward to  a  and  b.  Then  let  AD,  AG,  and  Bd,  B^,  be  two  sets  of 
rays  flowing  from  the  extremities  A,  B.  These  rays  will,  after 
reflexion  in  the  directions  Da,  Ga,  and  db,  gb,  meet  the  perpen- 
dicular lines  Ca,  CA,  in  the  points  a,  b,  at  a  greater  distance  from 
the  mirror  than  the  center  C,  (being  reflected  to  the  other  side 
of  the  radius,)  and  will  there  form  an  image  of  those  points  of 
the  object.  (Art.  725.)  The  image  is  therefore  more  remote 
from  C  than  the  object  is,  and  the  size  of  the  one  will  be  to  that 
of  the  other  as  aC  is  to  AC ;  that  is,  the  image  will  be  larger  than 
the  olyect* 

4.  When  the  object  is  situated  beyond  the  center,  the  image 
will  then  be  formed  between  the  center  and  the  principal  focus, 
and  vrill  be  inverted  and  less  than  the  object.  This  is  the  con- 
verse of  the  preceding,  and  will  be  made  obvious  by  considering 
the  rays  as  first  flowing  from  ab  and  converging  to  AB.  .  When 
the  middle  part  of  the  object  is  placed  in  the  center  of  the  mirror, 
the  object  will  coincide  with  the  image,  and  the  image  will  be 
inverted.  That  the  center  of  the  image  will  coincide  with  that 
of  the  object,  may  be  inferred  from  Art.  725  ;  the  reflected  ray 
being  returned  back  in  the  incident  ray  or  perpendicular ;  and 
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rays  proceeding  from  the  extremities  of  the  object  A  and  B*  will 
make  equal  angles  with  this  perpendicular  on  the  different  sides  of 
ity  and  therefore  an  inverted  image  will  fall  back  upon  the  object 

738.  The  following  experiments,  which  may  be  easily  repeats 
ed,  will  serve  to  render  familiar  the  different  cases  above  demon- 
strated. 

We  will  suppose  a  lighted  candle  to  be  placed  very  near  to  a 
concave  mirror :  it  will  form  no  image  before  it,  because  the 
rays  go  out  still  diverging,  but  we  see  an  enlarged  image  of  the 
candle  behind  the  mirror.  As  the  radiant  is  withdrawn  from  the 
mirror  toward  the  principal  focus,  the  image  will  rapidly  recede  on 
the  other  side  of  the  mirror,  and  grow  larger  and  latter  until  the  ra- 
diant  reaches  the  focus,  when  the  image  will  suddenly  disappear. 
On  removing  the  radiant  a  little  further, the  image  will  be  found  at 
a  distance  before  the  mirror,  and  very  much  enlarged.  As  the 
radiant  approaches  the  center,  the  image  approaches  it  rapidly 
on  the  other  side  of  it,  constantly  diminishing  in  size,  until  they 
bot  h  meet  and  coincide  in  the  center.  Removing  the  radiant 
still  further,  the  image  appears  again  between  the  center  aad 
the  focus,  diminished  in  size,  and  slowly  approaching  the  focus 
as  the  radiant  recedes,  but  never  reaches  it,  unless  when  the  ra- 
diant may  be  considered  as  at  an  infinite  distance,  as  in  the  case 
of  the  heavenly  bodies.  By  applying  principles  already  ex- 
plained, the  learner  will  readily  account  for  these  various  ap- 
pearances. 

739.  Wlien  any  object  is  placed  before  a  convex  mirror,  rte 
image  of  it  appears  nearer  to  the  surface  of  the  mirror  than  the 
object  is,  and  of  a  less  size. 

Let  MN  (Fig.  257)  be  a  convex  mirror  Rg.  257. 

whose  center  is  C,  and  AB  the  object ; 
and  let  the  position  of  the  object  be  such 
that  a  reflected  ray  may  enter  the  eye 
placed  at  H.  From  C  draw  CA,  CB, 
cutting  the  mirror  MN  in  E  and  F.  The 
rays  AF,  AG,  will  be  reflected  to  II  and 
K,  making  equal  angles  with  the  perpen- 
dicular passing  from  C  through  F  and  G, 
and  will  therefore  enter  the  eye  as  if  they 
came  from  .some  point  as  «,  at  the  inter- 
section of  these  rays  with  the  perpendic- 
ular AC  ;  consequen'ly,  the  point  A  of  '^ 
the  object  will  have  its  image  visible  at  a.  In  like  manner,  rays 
Bf,  B^^  falling  upon  the  points  /,  ^,  will  be  reflected  to  the  eye 
as  il*  they  came  i'rom  b,  the  point  where  they  intersect  the  per- 
pendicular d;  awn  I'rom  B  to  C.  Now,  as  the  reflected  rays  di- 
verge more  than  the   ncident  ones,  the  point  a  will  be  nearer  tb0 
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mirror  than  A,  and  the  image  ab  will  be  less  than  the  object  AB, 
in  the  ratio  of  C6  to  CB. 

740.  In  spherical  mirrors,  concave  or  convex^  the  diameter  of  the 
object  is  to  the  diameter  of  the  image,  as  the  distance  of  the  object 
from  the  center  is  to  the  distance  of  the  image  from  the  center ;  and 
abo  as  the  distance  of  the  object  from  the  surface  is  to  the  distance 
of  the  image  from  the  surface. 

It  is  evident,  from  Figs.  256, 257,  that  the  object  and  the  image 
subtend  each  the  same  angle,  the  former  at  the  center  and  the  lat- 
ter at  the  surface  ;  and  as  they  are  parallel  to  one  another,  their 
lengths  are  as  their  distances  from  these  points  respectively.* 

741.  One  who  looks  into  a  concave  mirror,  sees  his  own  face 
varied  in  the  following  manner. 

When  he  holds  the  reflector  near  to  his  face,  he  sees  his  image 
distinct,  because  the  rays  come  to  the  eye  diverging,  (which  is 
their  natural  state  with  respect  to  near  objects,)  and  enlarged, 
because,  as  the  rays  diverge  less  than  before,  the  image  is  thrown 
back  to  a  greater  distance  behind  the  mirror  than  the  object  is 
before  it,  and  the  magnitude  is  as  that  distance,  by  Art.  740. 
As  he  withdraws  the  eye,  the  image  grows  larger  and  larger, 
until  the  eye  reaches  the  focus.  From  the  focus  to  the  center, 
no  distinct  image  is  seen,  because  the  rays  come  to  the  eye  con- 
verging, a  condition  incompatible  with  distinct  vision.  At  the 
center,  the  eye  sees  only  its  own  image,  since  the  image  is  re- 
flected back  to  the  object  and  coincides  with  it.  Beyond  the 
center,  his  face  will  be  seen  on  the  other  side  of  the  center  be- 
fore the  mirror,  (though  habit  may  lead  him  to  refer  it  to  a  point 
behind  it ;)  and  it  will  be  diminished,  being  nearer  to  the  mirror 
than  the  object  is,  (Art.  740,)  and  inverted,  because  the  pencils 
of  rays  from  the  extreme  points  of  the  object,  cross  each  other 
in  the  focus.t 

742.  By  the  reflexion  of  light  from  concave  mirrors,  there  are 
exhibited  curves  of  a  peculiar  kind,  called  caustics  by  reflexion.  J 

Let  MBA  (Fig.  258)  be  a  concave  spherical  mirror  whose  cen- 
ter is  C,  and  whose  focus  for  parallel  and  central  rays  is  F.  Let 
RMB  be  a  pencil  of  light  falling  on  the  upper  half,  MB,  of  the 
mirror,  at  the  points  1,  2,  3, 4,  &c.  If  we  draw  radii  to  all  these 
points  from  the  center  C,  and  make  the  angles  of  reflexion  equal 
to  the  angles  of  incidence,  we  shall  obtain  the  directions  and  foci 
of  all  the  incident  rays.     The  ray  Rl,  near  the  axis  RB,  will 

•  Euc  VI,  4. 

t  These  phenomena  may  be  all  obeeired  with  an  ordinary  concaye  shaving  glass. 

X  Called  caustics,  or  burning  points,  because,  since  the  rays  of  light  or  heat  cross 
each  other  in  the  points  that  make  up  these  curves,  the  intensity  of  light  or  heat  is 
twice  as  great  there  as  elsewhere. 
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have  its  co^jagate  focus  at/,  between  F  and  the  center  G.  The 
next  ray,  R2,  will  cut  the  axis  nearer  F,  and  bo  on  with  all  the 
TRst,  the  ibci  advancing  from  C  to  F.     By  drawing  all  the  re- 


flected rays  to  these  foci,  they  will  be  foand  to  intersect  one  an- 
«tber,as  in  the  figure,  and  to  form  by  the  intersection  the  couitie 
curve  M/.  They  are  so  called  because,  in  consequence  of  the  in- 
tersections of  the  rays  in  the  points  forming  these  curves,  those 
points  are  brighter,  or,  where  heat  is  reflected,  hotter,  than  the  con- 
tiguous spaces.  If  the  light  bad  also  been  incident  on  the  lower 
half  of  the  mirror,  a  similar  caustic,  shown  by  a  dotted  line,  would 
also  have  been  formed  between  N  and  /.  If  we  suppose,  there- 
fore, the  point  of  incidence  to  move  from  M  to  B,  the  conjugate 
focus  of  any  two  contiguous  rays,  or  an  infinitely  slender  pencil 
diverging  from  R,  will  move  along  the  caustic  from  M  to/.» 

743.  Concave  mirrors,  in  consequence  of  the  property  they 
have  of  forming  images  in  the  air,  were,  in  a  less  enlightened 
age  than  the  present,  frequently  employed  by  showmen  for  ex- 
hibitiitg  surprising  appearances.  The  mirror  was  usually  con- 
cealed behind  a  wall,  and  the  object,  which  might  be  a  skull,  a 
dagger,  &c.,  was  placed  between  it  and  the  wall,  and  strongly 
illuminated.  The  rays  proceeding  from  the  object,  fell  upon  the 
mirror,  and  were  reflected  by  it  through  nn  opening  in  the  wall, 
and  brought  to  a  focus,  so  as  to  form  an  image  in  the  same  room 
with  the  spectator.  If  n  fine  trani^parent  cloud  of  blue  smoke  is 
raised,  by  means  of  a  chafing  dish,  around  the  focus  of  a  large 
concave  mirror,  the  image  of  any  highly  illuminated  object  will 
be  depicted  in  the  middle  of  it  with  great  beauty.     A  dish  of 


CDp,  tcl  in  the  (un. 


le  secD  OD  the  surface  of  mitk,  pUced  in  a  wbito  bowl  or  tn- 
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firait  thus  represented  invites  the  spectator  to  taste,  but  the  in- 
stant he  reaches  out  his  hand  a  drawn  dagger  presents  itself.* 

744,  Concave  mirrors  have  been  used  as  lighthouse  reflectors^ 
and  as  huming  instruments.  When  used  in  lighthouses,  they  are 
formed  of  copper  plated  with  silver,  and  they  are  hammered  into 
a  parabolic  form,  and  then  polished  with  the  hand.  A  lamp 
placed  in  the  focus  of  the  parabola,  will  have  its  divergent  light 
thrown,  af^r  reflection,  into  something  like  a  parallel  beamt 
which  will  retain  its  intensity  to  a  great  distance. 

When  concave  mirrors  are  used  lor  burning,  they  are  general- 
ly made  spherical,  and  regularly  ground  and  polished  upon  a 
tool,  like  the  specula  used  in  telescopes.  The  most  celebrated  of 
these  were  made  by  M.  Villele,  of  Lyons,  who  executed  five 
large  ones.  One  of  the  best  of  them,  which  consisted  of  copper 
and  tin,  was  very  nearly  four  feet  in  diameter,  and  its  focal 
length  thirty-eight  inches.  It  melted  the  metals,  as  silver  and 
copper,  and  even  some  of  the  more  infusible  earths. 

Burning  mirrors,  however,  have  sometimes  been  constructed 
on  a  much  larger  scale,  by  combining  a  great  number  of  plane 
mirrors.  It  is  supposed  that  it  was  a  mirror  of  this  kind  which 
Archimedes  employed  in  setting  fire  to  the  Roman  fleet  under 
Marcellus.  Athanasius  Kircher,  who  first  proved  the  efiicacy  of 
a  union  of  plane  mirrors,  went  with  his  pupil  Scheiner  to  Syra- 
cuse, to  examine  the  position  of  the  hostile  fleet ;  and  they  were 
both  satisfied  that  the  ships  of  Marcellus  could  not  have  been 
more  than  thirty  paces  distant  from  Archimedes. 

BuflTon,  the  celebrated  naturalist,  constructed  a  burning  ap- 
paratus upon  this  principle,  which  may  be  easily  explained.  He 
combined  one  hundred  and^ixty-eight  pieces  of  mirror,  six  inches 
by  eight,  so  that  he  could,  by  a  little  mechanism  connected  with 
each,  cause  them  to  reflect  the  light  of  the  sun  upon  one  spot. 
Those  pieces  of  glass  were  selected  which  gave  the  smallest 
image  of  the  sun  at  two  hundred  and  fifty  feet.  With  one  hun- 
dred and  fifty-four  mirrors,  he  was  able  to  fire  combustibles  at 
the  distance  of  two  hundred  and  fifty  feet. 


CHAPTER  IV. 


OF  THE  REFRACTION  OF  LIGHT. 


745.  When  the  rays  of  light  pass  out  of  one  medium  into 
another,  as  out  of  air  into  water,  tney  are  bent  out  of  their  pre- 
vious direction ;  and  hence, 
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Refmctkm  is  the  rhange  cf  dtrectim  tthick  li^  undergoes  if 
passing  ami  of  one  medium  into  another. 

The  lines  which  a  ray  describes  before  and  after  refraction  are 
called  incident  and  refracted  rays :  the  angle  contained  between 
the  incident  ray  and  a  perpendicolar  to  the  sar&ce  drawn  from 
the  point  on  which  the  ray  falls,  is  called  the  angle  of  imeidemce ; 
the  angle  contained  between  the  refracted  ray  and'the  perpen 
dicolar,  is  called  the  angle  of  refraction.  The  angle  which  the 
refracted  ray  makes  with  its  previous  line  of  £rectioD  is  called 
the  angle  of  deviation,  lliese  several  definitions  the  learner  will 
easily  apply  to  the  following  figure.  Thus  AC»  (Pig.  250»)  is  the 
incident,  and  CE  the  refracted  pi^.  259, 

ray ;  ACD  is  the  angle  of  inci-  ^ 

dence,  ECF  the  angle  of  re-       \  ^ — I .^^^^ 

fraction, GCE  the  angle  of  de-         \^y^      jj        ^N^. 

viation.    It  is  a  general  fact,  to  /\  i  \ 

which  there  are  only  a  few  ex-     ^^/        \^         j  \ 

ceptions,  that  a  ray  of  light  in       ^7*^^^^!!^^^  \ 

passing  out  of  a  rarer  into  a     J       ^^^^''■^^Ic  \g 

denser  medium  is  refracted  to-     ^i^a^^^^ummmmmm^r' 

ward  the  perpendicular  to  the        ^HH|^^^H^^^^^^V 

surface ;  and  in  passing  out  of  a         ^ 

denser  into  a  rarer  medium,  it  \ 

is  refracted/rom  the  perpendic-  \^ 

ular.   But  the  chemical  eonsti-  ^y^  :  ^ 

tution  of   bodies,  as  well  as  jp  ^  "A     \ 

their  density,  sometimes  afiects 

their  refracting  power.    Thus,  inflammable  bodies,  as  sulphur, 

amber,  and  essential  oils,  have  a  very  great  refracting  power  in 

comparison  with  other  bodies ;  and  in  a  given  instance,  a  ray  of 

light  in  passing  out  of  one  of  these  substances  into  another  of 

greater  density  but  of  less  refractive  power,  might  not  be  turned 

toward,  but  from,  the  perpendicular. 


746.  When  a  ray  of  light  fosses  from  one  medium  into  another 
of  different  density,  the  sines  of  the  angle  of  incidence  and  refrao 
tion  have  always  the  same  ratio  to  each  other  ;  and  the  incident  and 
refracted  rays  are  in  the  same  plane. 

This  proposition  may  be  proved  by  experiment.^  Let  AC 
(Fig.  259,)  be  a  ray  of  light  incident  upon  the  surface  RS  of 
water,  or  any  other  medium.  This  ray,  instead  of  proceeding 
directly  forward  in  AC  produced,  is  bent  or  refractea  at  C  into 
the  direction  CE.  In  like  manner,  another  rayaC,  incident  upon 
the  same  point  C,  is  found  to  be  bent  or  refracted  into  the  line 
Ce.     Through  the  point  C  draw  the  line  PCQ  perpendicular  to 


*  For  a  UieoreticAl  demonstration,  see  Newton's  Optics,  or  Eaeyc 
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tlie  refracting  surface  RS,  and  upon  C  as  a  center,  describe  a 
circle  APQ.  If  we  now  compare  the  angles  of  refraction  with 
the  corresponding  angles  of  incidence,  we  shall  perceive  no  par- 
ticular relation  betw^een  them,  except  that  in  general,  one  in- 
creases or  diminishes  with  the  other ;  but  if  we  compare  the 
gines  of  these  angles,  viz.  AD  witb  £F,  and  ad  with  e/*,  we  shall 
find  that  the  ratio  of  the  one  to  the  other  is  constant,  so  that  AD 
is  always  to  EF  as  ad  to  ef^  whatever  is  the  value  of  the  angles 
of  incidence  or  refraction.  If  the  F^r*  ^^* 

surface  RS  is  that  of  watery  into 
i^hich  a  ray  passes  from  the  at- 
mosphere, the  ratio  of  the  sines 
of  incidence  and  refraction  will 
be  as  4  to  3  nearly,  and  this  ratio 
ivill  always  be  the  same  at  what- 
ever angle  the  ray  enters  the 
medium.  From  air  into  crown 
glass,  the  ratio  is  as  3  to  2  ;  from 
air  into  sulphur^  as  2  to  1 ;  from 
air  into  diamond  as  1  to  f.  (See 
Fig.  260.) 

By  admitting  the  light  through 
a  small  aperture  at  A,  (Fig.  259,)  so  as  to  pass  through  another 
i^perture  at  C,  and  fall  upon  the  bottom  of  the  vessel  at  E,  it  will 
be  found  by  experiment  that  the  three  points  A,  C,  E,  are  al- 
ways in  the  same  plane,  whatever  be  the  angle  of  incidence 
AGP ;  that  is,  the  incident  and  refracted  rays  are  always  in  the 
same  plane. 

I 

747.  Supposing  the  sine  of  the  angle  of  refraction  to  be  al- 
ways 1,  then  the  sine  of  the  angle  of  incidence  will  be  nearly 
1.33  in  water,  and'  1.5  in  glass.  The  sine  of  the  angle  of  inci- 
denee,  that  of  refraction  being  taken  for  unity,  is  called  the  ik- 
vtx  OF  REFRACTION.*  Consequently  it  is  the  ratio  of  the  sine  of 
the  angle  of  incidence  to  that  of  refraction.  Thus  the  index  of 
refraction  for  sulphur  is  2,  because  when  light  passes  oat  of  air 
into  sulphur,  the  angle  of  incidence  is  double  that  of  refraction. 
Raj'^s  of  light  which  pass  perpendicularly  out  of  one  medium 
into  another,  suffer  no  refraction ;  for  the  sine  of  the  angle  of 
incidence  then  becomes  nothing.  When  the  ray  passes  in  the 
opposite  direction,  that  is,  from  a  denser  into  a  rarer  medium,  as 
from  water  into  air,  the  same  constant  ratio  is  found  to  exist  be- 
tween the  sines  of  incidence  and  refraction.  Thus,  (Fig.  259,) 
the  light  from  E  to  C  will  pass  into  CA,  and  the  ratio  of  the 
sines  of  incidence  and  refraction  will  be  that  of  EF  to  AD. 

We  see  an  example  of  the  foregoing  principle  in  the  bent  ap- 


*  It  ii  nnderstood  that  the  passage  is  ih>m  air  into  the  given  medionL 
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pearance  of  an  oar  in  the  water,  the  light  of  the  part  immersed 
(by  which  it  is  visible)  being  turned  from  iLe  perpendicular,  and 
causing  it  to  appear  higher  than  its  true  place.  In  the  same 
manner,  the  bottom  of  a  river  appears  elevated,  and  dimini^es 
the  apparent  depth  of  the  stream.  The  following  ancient  ex- 
periment illustrates  the  same  principle.  If  a  small  piece  of  sit 
ver  be  placed  in  the  bottom  of  a  bowl,  and  the  eye  be  withdrawa 
until  the  piece  of  silver  disappears,  on  filling  up  the  bowl 
water,  the  silver  comes  into  view  again. 

748,  A  ray  of  light  cannot  past  out  of  a  denser  into  a  rarer  . 
dium,  when  the  angle  of  iiicidence  is  greater  than  that  at  which 
sine  of  the  angle  of  refraction  becomes  equal  to  radius. 

Let  AC  (Pig,  261,)  be  the  ray  incident  upon  the  rarer  mediuia 
RS.  It  will  be  refracted  from  the  perpendicular  DF  into  the  di- 
rection CE,  so  that  AD  is  to  EF  in  a  constant  ratio.  (Art.  746.) 
If  we  increase  the  angle  ACD,  the  angle  FCE  will  also  increase. 
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till  the  lines  CE  and  FE  coincide  with  the 
radius  CS.  But  if  beyond  this  position  of 
the  ray  AC,  the  angle  ACD  is  still  fur- 
ther increased,  it  is  manifest  its  sine  is 
also  increased  ;  and  consequently,  in  or- 
der that  the  ratio  may  be  constant,  the 
sine  of  refraction  EFmust  also  increase, 
which  is  impossible,  since  it  is  already  hy 
hypothesis  equal  to  the  radius  CS.  Hence 
it  follows,  that  whenever  the  angle  of  in- 
cidence is  greater  than  that  at  which  the  sine  of  the  angle  of  re- 
fraction becomes  equal  to  radius,  the  ray  cannot  be  refracted 
conaistentiy  with  the  constant  ratio  of  the  sines. 

This  is  found  to  be  the  case  by  experiment ;  and  at  the  angle 
thus  indicaled,  all  the  incident  rays  are  refected  from  the  inner 
surface  of  the  denser  medium,  having  a  reflexion  more  brilliant 
than  what  can  be  produced  from  any  metallic  surface.  This 
reflexion  is  then  called  total  rcjlcsion. 

In  water,  whose  index  of  reliaclion  is  1.336,  (he  angle  of  total 
reflexion  is  48"  28'.  In  glass,  whose  index  of  refraction  i«  1.50, 
it  is  41°  40'.     In  sulphur,  it  is  30°  ;  and  in  diamond,  it  is  23°  35'. 

749,  Transparent  bodies  differ  much  among  themselves  i 
fr acting  power. 

The  following  table  will  be  useful  by  way  of  reference. 

TABLE   OF   BEPRACTIVE   P0WEB8. 

Chromate  of  Lead,. 

RedSilverOre ._ _._, 

Diamond, 3.4) 
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J^idei  of  KeftaetloBi 

Phosphorus, 2.224 

Sulphur,  (melted.) 2.148 

Glass,  (composed  of  lead  two  parts,  flint  one,) 1.830 

Sapphire,  and  other  precious  gems, 1.800 

Sulphuret  of  Carbon, 1.768 

Oil  of  Cassia,. 1.641 

Quartz,  or  Rock  Crystal, 1.548 

Amber, 1.547 

Crown  Glass, 1.530 

Oil  of  Olives, 1.470 

Alum, 1.467 

Fluor  Spar, 1.434 

Mineral  Acids,. 1.410 

Alcohol, 1.372 

Water, 1.336 

Ice, 1.309 

Tabasheer, 1.111 

Hence  it  appears,  that  certain  salts  of  silver  and  lead,  the  dia- 
mond, phosphorus,  and  sulphur,  rank  highest  in  refracting  pow- 
er ;  next  come  the  precious  gems,  and  flint  glass,  containing  a 
large  proportion  of  the  oxide  of  lead,  which  has  a  refracting 
power  considerably  higher  than  crown  glass,  containing  less  me- 
tallic oxide  ;  to  which  succeed  the  aromatic  oils.  Among  trans- 
parent solids,  fluor  spar  is  distinguished  for  its  low  refracting 
powers ;  but  tabasheer,  a  substance  formed  from  the  concreted 
juice  of  the  Indian  bamboo,  is  more  particularly  remarkable  for 
the  same  property.  Figure  260,  will  convey  an  idea  of  the 
comparative  refractive  properties  of  several  of  these  substances. 

In  the  preceding  table,  the  refractive  powers  of  different  bodies 
are  given  without  any  consideration  of  their  densities  or  specific 
gravities ;  but  it  is  evident,  that  if  a  body  of  small  specific  grav- 
ity has  the  same  refractive  power  as  another  body  of  greater 
specific  gravity,  the  former  must  have  a  greater  absolute  action 
upon  light  than  the  latter.  Hence,  in  order  to  measure  the  ab- 
solute refractive  powers  of  bodies,  their  specific  gravities  must 
be  taken  into  the  account.  When  estimated  on  this  principle, 
hydrogen  will  be  found  to  have  the  greatest  refractive  power  of 
all  bcdies, — it  being,  according  to  Dr.  Brewster,  equal  to  3.0953 ; 
and  it  is  also  the  most  inflammable  of  all  bodies.  It  was  in  con- 
sequence of  the  high  refractive  properties  of  inflammables,  that 
Sir  Isaac  Newton  expressed  the  opinion  that  the  diamond  is  a 
body  of  this  class,  before  its  chemical  constitution  had  been  dis- 
eovered.* 

750.  The  Multiplying  Glass  (Fig.  262)  exhibits  as  many  ima- 

— ^■^— ^»— ^  ^^^—  ^■— ^— — ^— ^ii^i.«w 

*  U  i«  now  known  to  oomiit  of  carbon,  or  pure  charcoaL 
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ges  of  a  luminous  object,  as  there  are  sur-  Rg.26a. 

faces  exposed  to  it.  The  candle  at  A,  sends 
rays  to  each  of  the  three  surfaces  of  glass. 
Those  which  fall  on  it  perpendicularly, 
pass  directly  through  the  gla.ss  to  the  eye, 
without  change  of  direction,  and  form  one 
image  in  its  true  place  at  A.  But  the  rays 
which  fall  on  the  two  oblique  surfaces,  have 
their  directions  changed  both  in  entering 
and  in  leaving  the  glass,  (as  will  be  seen 
by  following  the  rays  in  the  figure)  so  as  to  meet  the  eye  in  the  di- 
rections of  B  and  C.  Consequently,  images  of  the  candle  are  fonn- 
ed,  also,  at  both  these  points.  A  multiplying  glass  has  usually  a 
great  many  surfaces  inclined  to  one  another,  ahd  the  number  of 
images  it  forms  is  propcMrtionally  great. 

751.  The  Prism  is  an  important  instrument  in  Optics,  especial- 
ly as  it  affords  the  means  of  decomposing  light,  and  enters  into 
the  construction  of  several  optical  instruments.  The  triangular 
prism  is  the  only  one  employed  in  experiments,  and  of  this,  noth 
ing  more  is  essential  tnan  barely  the  inclination  of  two  plane 
transparent  surfaces  to  one  another.  The  optical  prism,  how- 
ever, is  usually  understood  to  be  a  piece  of  solid  glass,  having 
two  sides  constituted  of  equal  parallelograms,  and  a  third  sidei 
called  the  base.  The  line  of  intersection  of  the  two  sides  is 
called  the  edge,  and  the  angle  contained  by  the  sides,  the  refract- 
ing angle  of  the  prism.  A  straight  line,  passing  lengthwise  of 
the  prism,  through  its  center  of  gravity,  and  parallel  to  the  edgo» 
is  called  the  axis.  A  section  made  by  a  plane  perpendicular  to 
the  axis,  is  an  isosceles  triangle.  Frequently,  the  three  angles  of 
the  prism  are  made  equal  to  one  another,  each  being  60  degrees.* 

Figure  263,  represents  a  sec- 
tion of  a  prism  ABC,  of  which 
AB  is  the  base,  and  ACB  the  re- 
fracting angle.  DE  is  a  beam 
of  the  sun's  light  falling  oblique- 
ly on  the  first  surface  AC,  where 
one  portion  is  reflected  but  an- 
other portion  transmitted.  The 
latter  portion,  instead  of  passing 
directly  forward  and  forming  an 

*  A  yery  convenient  prism  for  common  experiments  may  be  constmcted  as  ftl- 
lows.  Select  two  plates  of  window  glass  of  the  best  quality,  or  better,  two  pieces  of 
looking-glass,  from  which  the  silvering  has  been  removed.  The  plates  may  be  £fe 
or  six  mches  long,  and  one  and  a  half  or  two  inches  broad.  They  arc  to  be  united  tt 
their  edges  at  an  angle  of  about  60^,  and  furnished  with  a  tin  case,  which  shall  tMud 
the  base  and  the  two  ends,  and  a  covering  for  tbe  edge.  One  of  the  ends  has  m  ori- 
fice with  a  stopper,  for  the  convenience  of  filling  with  a  fluid,  which  may  be  purs 
water,  or  bettor,  a  saturated  solutioxi  of  the  sugar  of  lead,  filtered  perfectly  desr 


Fig.  263. 
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image  of  the  sun  at  H,  is  turned  upward  toward  the  perpendic- 
ular/3p',  meeting  the  opposite  surface  CB  in  F,  where  it  is  again 
turned  upward,  from  the  perpendicular  jp^,  in  the  direction  FG, 
carr^'ing  the  image  of  the  sun  from  H  to  6.  If  the  incident  and 
emergent  rays  be  produced  so  as  to  meet  in  I,  the  angle  FIH  is 
called  the  angle  of  demation. 

752.  By  means  of  the  prism,  the  index  of  refraction  for  differ- 
ent bodies  may  be  found  very  conveniently  from  the  following 
theorem. 

The  index  of  refraction  diminished  by  uniijf^  is  always  equal  to 
the  angle  of  demation  divided  by  the  refracting  angle  of  the  prism. 

In  demonstrating  this  proposition  it  is  necessary  to  premise, 
that  when  angles  are  small  their  ratio  is  nearly  that  of  their 
sines  ;  and  since  the  sine  of  the  angle  of  incidence  is  to  that  of 
refraction  as  the  index  of  refraction  to  unity,  (Art.  747,)  there- 
fore, n  being  the  index  of  refraction,  (see  Fig.  263,) 

/i'EI(=DE/?)  :;)'EF : :  n :  1  .-.  FEI :  o'EF  : :  n-1  : 1  ; 

also,  p'Fl(=GPp) :  o'FE  : :  n :  1 .-.  EFI  :/>'FE  : :  n-1 : 1 ; 

.-.  FEl+EFI  :/)'EF+p'FE  : :  n-i  :  1, 

.•.FIH:;>'KF::n-l:l 

But  p'KF  and  ACB  are  equal,  being  each  a  supplement  to  four 

right  emgles  in  the  quadrilateral  figure  ECFK.    Therefore, 

FIH  :  ACB : :  n- 1 : 1 .-.  »-l  x  ACB=FIH. 

IT  ,     FIH 

Hence,  '*""^~a?^' 

FIH 
Now  in  prisms  of  glass,  n=| ;  therefore,  "TpH  =  i>   or  FIH  = 

\  ACB ;  that  is,  the  angle  of  deviation  equals  half  the  refracting 
angle  of  the  prism. 

In  order  to  find  the  index  of  refraction  for  any  solid  substance, 
the  substance  itself  maybe  formed  into  a  prism.  The  refracting 
angle  of  the  prism  being  always  known,  and  the  angle  of  devia- 
tion easily  measured,  the  index  of  refraction  is  readily  found,  by 
dividing  the  latter  angle  by  the  former,  and  adding  one  to  the 
quotient  If  the  substance  is  of  such  a  nature,  that  it  cannot  be 
fashioned  into  a  prism,  as  a  liquid,  for  example,  it  may  then  be 
introduced  into  the  refracting  angle  of  a  prism  formed  by  two 
plates  of  glass  inclined  to  each  other. 

753.  When  light  is  transmitted  through  a  medium  houndedby  plane 
and  parallel  surfaces,  the  incident  and  emergent  rays  are  parallel. 

Let  ARba  (Fig.  264,)  be  the  medium  bounded  by  parallel  sur- 
faces AB,  ab ;  and  let  DE  be  the  incident  ray  refracted  in  the  di- 


maj  be  attached  to  the  two  ende  to  Mrre  aa  handles  or  at  an  azii,  hy 
wtiieii  the  pmm  may  rest  on  tupporta.  Inf  lead  of  the  tin  case,  we  may  employ  a 
Ueek  of  hanl  wood,  firat  fonned  into  a  triangnlar  prion,  and  then  dof  out  ao  aa  t« 
adout  the  pUteik 
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rection  EF,  and  emerging  in  tlie  directiou  FG;  the  l 

will  be  parallel  to  DE.     Through  the  Fig.  2Si 

points  E,  F,  draw  the  perpendiculars  ■;  ~ 

PQ,   RS.     Then,   since   PQ  and   RS 

are  parallel,  the  angle  of  refraction 

QEF  at  the  first  surface,  is  equal  to 

EFR.  the  angle  of  incidence  at  the 

second  surface  ;  but  as  the  ralio  of  the 

sine  of  QEF  to  DEP  is  the  same  as 

that  of  EFR  to  SFG,  (Art.  740,)  the 

angles  DEP  and  SFG  must  be  equal,  and,  consequently,  their 

complements  AED,  6FG;  and  if  we  add  to  these  the  equal 

angles  AEF,  fcFE,  the  whole  angles  DEF,  GFE  «'ill  be  equal, 

and  consequently  the  rays  DE,  FG  parallel.* 

It  is  found  by  experiment  that  when  Ught  is  transmitted  through 
tifo  contiguous  mediums,  bounded  by  plane  and  parallel  surfaces, 
the  incident  and  emergent  rays  are  parallel  to  one  another-f 

754.  Through  a  plane  surface,  if  diverging  rays  pass  out  of  a 
rarer  into  a  denser  medium,  they  are  made  to  diverge  less  than 
before  :  if  out  of  a  denser  into  a  rarer  medium,  to  diverge  more. 

For  since  the  sine  of  the  angle  of  refraction  is  always  as  that 
of  incidence,  the  most  divergent  lines  in  a  pencil  will  be  the  most 
refracted,  and  will  of  course  be  brought  nearer  to  a  parallelism 
with  those  rays  which  diverge  less  when  the  refraction  is  toward 
the  perpendicular,  but  will  be  still  further  separated  when  the 
refractioa  is/ro/n  the  perpendicular. 

755.  Lenses,  on  account  of  their  extensive  use  m  the  construc- 
tion of  optical  instruments,  require  very  particular  attention  in 
the  study  of  Optica.  They  are  of  several  varieties,  as  is  shown 
in  the  following  figure. 

Fie-  se5. 
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A  double  convex  lens  (A)  is  a  solid  formed  by  two  segments  ot 
a  sphere,  base  to  base. J 

A  plano-convex  lens  (B)  is  a  lens  having  one  of  its  sides  convex 
and  the  other  plane,  being  simply  a  segment  of  a  sphere. 

Euc.  I.  27.  t  Wood'i  Opiira.  p.  40. 

Though   this  is  Uw  moat  eommon  fonn  of  (he  double  convei   l«ii,  fti  it  u  not 
^tial  Ihil  (hg  Itro  Kginenla  should  be  porlions  o(  the  Bune  sphere  :  [hey  may  be 

■egmenii  of  diflereDl  iiibcrea,  in  irhich  case  Uie  ourrstttiM  will  be  anequnl  en  lli* 

two  lidei  of  Ihe  lent. 
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A  double  concave  lens  (C)  is  a  solid  bounded  by  two  concave 
spherical  surfaces,  which  may  be  either  equally  or  unequally 
concave. 

A  pUmo-concave  lens  (D)  is  a  lens  one  of  whose  surfaces  is 
plane  and  the  other  concave. 

A  meniscus  (£)  is  a  lens  one  of  whose  surfaces  is  convex  and 
the  other  concave,  but  the  concavity  being  less  than  the  convex- 
ity, it  takes  the  form  of  a  crescent,  and  has  the  efiect  of  a  convex 
lens  whose  convexity  is  equal  to  the  difference  between  the  sphe- 
ricities of  the  two  sides. 

A  concavo-convex  lens  (F)  is  a  lens  one  of  whose  surfaces  is 
convex  and  the  other  concave,  the  concavity  exceeding  the  con- 
vexity, and  the  lens  being  therefore  equivalent  to  a  concave  lens, 
whose  sphericity  is  equal  to  the  difference  between  the  spherici- 
ties of  the  two  sides. 

A  line  (MN)  passing  through  the  center  of  a  lens  perpendicular 
to  its  opposite  surfaces,  is  called  the  axis. 

756.  The  manner  in  which  light  is  refracted  by  passing  into 
denser  or  rarer  mediums  bounded  by  spherical  surfaces,  may  be 
readily  understood  and  easily  remembered,  by  keeping  in  mind 
the  position  of  the  incident  rays  with  respect  to  the  perpendicu- 
lar, that  is,  the  radius  of  the  spherical  surface.  Suppose  the  two 
mediums  are  air  and  glass,  and  let  us  take  first,  the  case  of  a  con- 
vex surface  of  glass  :  then,  since  rays  passing  into  the  glass  would 
be  turned  toward  the  perpendiculars,  (all  of  which  being  radii, 
tend  toward  a  common  center,)  parallel  rays  would  be  made  to 
converge ;  diverging  rays  would  become  less  diverging ;  converg- 
ing rays,  more  converging.  These  are  the  general  results ;  but 
let  us  trace  the  progress  of  diverging  and  converging  rays  a  little 
more  particularly.  If  the  rays  came  from  a  near  radiant,  so  as 
to  diverge  very  much  from  each  other,  the  effect  of  the  glass 
would  be  simply  to  diminish  their  divergency  ;  but  if  they  came 
from  some  more  distant  point,  so  as  to  be  less  diverging,  they 
might  be  turned  so  far  toward  the  perpendicular  as  to  become 
parallel,  or  even  converging.  But  suppose  the  incident  rays  to 
come  to  the  glass  converging,  then  if  they  were  directed  toward 
the  center  of  the  sphere  they  would  coincide  with  the  radii  or 
perpendiculars  and  suffer  no  change  of  direction  ;  if  they  origin- 
ally tended  to  a  point  more  distant  than  the  center,  being  turned 
toward  the  radii,  they  would  be  rendered  more  convergent ;  but 
if  they  tended  toward  a  point  nearer  than  the  center,  for  the 
same  reason  they  will  converge  less  than  before. 

These  several  cases  will  be  rendered  familiar  by  studying  the 
representation  in  Fig.  266.* 

*  The  student  is  expected  to  make  the  explanation  of  each  case  from  the  fijBfure, 
Mowing  the  rays  AN,  &.C.  to  GN.    Thus,  AN  being  refracted  toward  the  perpen- 
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Fig.  366. 


757.  Secondly,  let  us  consider  the  case  of  a  concave  sarface. 
We  shall  perceive,  by  inspecting  Fig.  267,  that  parallel  rays,  by 


Fig.  267. 


being  turned  toward  the  perpendicular,  are  made  diverging ;  du 
verging  rays  are,  in  general,  rendered  more  diverging  ;  but  when 
they  come  from  the  center  of  concavity,  they  suffer  no  refraetion^ 
and  when  from  a  point  nearer  the  surface  than  the  center,  they 
diverge  less  than  before ;  and  converging  rays  are,  in  general, 
rendered  less  converging,  but  they  may  be  so  slightly  convergent 
before,  that  the  refracting  power  of  the  glass  shall  be  sufficient 
to  render  them  parallel  or  even  divergent. 

758.  Thirdly,  if  we  now  trace  the  progress  of  the  rays  through 
LENSES,  we  shall  readily  follow  their  course  by  applying  the  fore- 
going principles. 

1.  Let  AB  (Fig.  268,)  be  a  double  convex  lens,  C,  C,  the  cen- 
ters of  curvature,  and  ED  a  ray  of  light  falling  upon  the  lens 
at  D.  According  to  the  principles  just  explained,  ED  would  be 
turned  toward  CD,  the  perpendicular  to  the  reiraciing  surface, 


Fig.  268. 


dicular  NC,  is  mndered  less  diverging ;  BN  is  turned  so  fur  toward  NC  as  to  beconM 
parallel  to  AM,  &c. 
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and  instead  of  passing  onward  in  the  same  straight  line  EDG,  it 
Avould  proceed  in  the  line  DD'.  Again,  on  passing  out  of  the 
denser  into  the  nirer  medinm  at  the  second  surface  at  D',  instead 
of  proceeding  onward  in  the  line  DD'H,  it  would  be  turned  fur- 
ther from  the  perpendicular  to  that  surface,  namely  CD',  so  as 
to  proceed  in  the  line  D'F.  Both  surfaces  of  the  lens,  therefore, 
conspire  to  turn  the  ray  out  of  its  former  course,  and  when  the 
curvature  of  the  two  sides  is  the  same,  they  'contribute  equally 
to  produce  this  effect. 


Fig.  269. 


2.  Let  AB  (Fig.  269,)  be  a  double  concave  lens,  then  by  tra- 
cing the  progress  of  the  ray  ED,  DD',  D'F,  it  will  be  seen  that 
the  effect  of  each  surface  of  the  lens  is  to  cause  the  ray  to  di- 
verge further  from  the  axis.  Thus  C'D,  CD',  being  the  radii  of 
curvature,  the  ray  ED,  on  entering  the  lens,  is  refracted  into  the 
line  DH  ;  and  again,  on  leaving  the  lens,  it  is  refracted  into  D'F. 

• 

759.  In  a  double  convex^  or  double  concave  lens,  there  is  a  cer- 
tain point  called  its  center,  through  which  every  ray  that  passes^ 
has  its  incident  and  emergent  rays  parallel. 

Fig.  270. 


Let  R,  r,  (Figs.  270,  271,)  be  the  centers  from  which  the  sur- 
faces of  these  lenses  are  described,  and  llEr  their  axis.  Draw 
any  two  of  their  radii  RA,  ra,  parallel  to  each  o'her,  and  join 
Atf  ;  the  point  E,  where  this  line  intersects  the  axis,  will  be  the 
point  above  described,  and  any  ray,  as  Q7,  passing  through  A, 
will  have  the  incident  ray  QA,  parallel  to  the  emergent  ray  aq. 
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For  since  the  triangles  RE  A,  rEa,  are  similar,  RA  :  ra : :  RE : 
rE,  /.  RAdzra  :ra::  RE±rE  :  rE.  And,  as  the  three  first  terms 
of  this  proportion  are  invariable,  the  last,  rE,  must  also  be  inva- 
riable. Hence  it  follows,  that  to  whatever  points  in  the  surface 
of  the  lens,  the  parallel  radii  RA,  ra,  are  drawn,  the  liHe  Aa  will 
always  cut  the  axis  Rr  in  the  same  point  E.  If  we  now  sup- 
pose the  ray  Aa  to  pass  both  ways  out  of  the  lens,  it  will  be  re- 
fracted equally  and  in  contrary  directions ;  because  RA,  ra,  being 
perpendiculars  to  the  surface  at  A  and  a,  the  angles  of  incidence 
of  the  ray  Aa  or  aA,  will  be  equal.  Consequently,  AQ  will  be 
parallel  to  aq.  When  the  thickness  of  the  lens  is  inconsiderable, 
and  when  a  ray  falls  nearly  perpendicularly  upon  it,  the  part  of 
the  ray  through  E,  viz.  QAEaq,  may  be  taken  as  a  straight  line, 
passing  through  the  center  E  of  the  lens ;  for  the  perpendicular 
distance  between  AQ,  aq^  diminishes,  both  with  the  thickness  of 
the  lens  and  with  the  obliquity  of  the  ray  to  the  axis. 

760.  The  office  of  a  convex  lens  is  to  collect  rays  of  light 
Hence,  when  applied  to  parallel  rays,  it  makes  them  converge ; 
to  diverging  rays,  it  makes  them  diverge  less ;  and  to  converging 
rays,  it  makes  them  converge  more.  Moreover,  with  regard  to 
diverging  rays,  the  degree  of  divergence  may  be  reduced  so 
much  as  to  render  the  rays  parallel,  or  even  to  make  them  con- 
verge, which  will  depend  both  on  the  position  of  the  radiant,  as 
illustrated  in  Art.  756,  and  on  the  power  of  the  lens. 

On  the  contrary,  the  office  of  a  concave  lens  is  to  separate  rays 
of  light.  Hence,  when  it  is  applied  to  parallel  rays,  it  makes 
them  diverge  ;  to  rays  already  diverging,  it  makes  them  diverge 
more  ;  and  to  converging  rays,  it  makes  them  converge  less,  be- 
come parallel,  or  even  diverging.* 

With  these  general  principles  in  view,  we  may  now  advan- 
tageously investigate  the  manner  in  which  images  are  formed 
by  moans  of  lenses. 

1.  If  we  place  a  radiant,  as  a  candle,  nearer  to  a  lens  than  its 


•  A  striking  analog  will  be  remarked  between  the  convex  lens  and  concare  mimr, 
and  between  the  concave  lens  and  convex  mirror. 
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principal  focus,  then,  since  the  rays  go  out  diverging,  (Art.  756,) 
no  image  will  be  formed  on  the  other  side  of  the  lens. 

2.  If  we  place  the  radiant  in  the  focus,  the  rays  will  go  out 
parallel,  but  will  still  not  he  collected  into  a  distinct  image. 

3.  If  the  radiant  is  removed  further  from  the  lens  than  its 
principal  focus,  then  the  rays  will  be  collected  on  the  other  side 
of  the  lens,  so  as  to  form  a  distinct  representation  of  the  object. 

As  this  last  case  is  particularly  important,  since  it  exhibits  the 
manner  in  which  images  are  formed  oy  means  of  convex  lenses, 
let  us  examine  it  with  more  attention. 


761.  Rays  of  Kght  diverging  from  the  several  points  of  any  ob- 
ject^ which  is  further  from  a  convex  lens  than  its  principal  Jocus^ 
will  be  n^fide  to  converge  on  the  other  side  of  the  lens,  to  points  cor- 
responding  to  those  from  which  they  diverged,  and  will  form  an 
image. 

Let  MN  (Fig.  272,)  be  a  luminous  object  placed  before  a  dou- 
ble convex  lens  LL.  Now  every  point  in  the  radiant  sends  forth 
innumerable  rays  in  all  directions,  part  of  which  fall  upon  the 
lens  LL.  Each  pencil  may  be  considered  as  a  cone  of  rays, 
having  for  its  axis  the  straight  line  which  passes  through  the 
center  of  the  lens,  which  line  suffers  no  change  of  direction,  (Art 
767,)  while  those  rays  of  the  pencil  which  strike  upon  the  ex- 
treme parts  of  the  lens,  form  tne  exterior  rays  of  the  cone ;  all 
the  others  are  of  course  included  between  these.  It  will  be  suf- 
ficient to  follow  the  course  of  the  central  and  the  two  extreme 
rays.  Let  ML,  MC,  ML,  represent  such  a  pencil.  The  two  ex- 
treme rays  will  be  collected  by  the  lens  and  made  to  meet  in  the 
axis  or  central  ray,  in  some  point  on  the  other  side,  as  at  fit.  For 
the  same  reason,  every  other  point  in  the  object  will  have  its  cor- 
responding point  in  the  image,  and  all  these  points  of  the  image 
taken  together,  will  form  a  true  representation  of  the  object.  By 
inspecting  the  figure,  it  will 

be  seen,  that  the  axes  of  all  ^'«'  ^^^'  M 

the  pencils  cross  each  other 
in  the  center  of  the  lens ; 
that  the  part  corresponding 
to  the  top  of  the  object  is 
carried  to  the  bottom  of  the 
image,  while  that  corres- 
ponding to  the  bottom  of  the 

object  is  at  the  top  of  the  ^ 

image,  and,  consequently,  that  the  image  is  inverted  with  re- 
spect to  the  object.  It  will  be  further  seen,  that  although  the  in- 
dividual rays  which  make  up  a  single  pencil  are  made,  on  pass- 
ing through  the  lens,  to  converge,  yet  the  axes  of  all  the  pencils 
go  out  diverging  from  each  other,  which  carries  them  further 
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and  further  asunder,  the  further  they  proceed  before  they  coom 
to  a  focus. 

762.  The  diameter  of  the  object  is  to  the  diameter  of  the  tmage  as 
the  distance  of  the  object  from  the  lens  is  to  the  distance  of  the  image 
from  the  lens. 

For  the  two  triangles  MOC  and  mcC  are  similar ;  therefore, 
MO :  mo  : :  CO :  Co.  With  a  given  object,  the  diameter  of  the 
image  is  as  its  distance  from  the  lens.  And,  since  the  surfaces 
of  the  object  and  the  image  are  similar  figures,  (being  parallel 
sections  of  similar  pyramids,  or  cones,  whose  vertices  meet  in  the 
center  of  the  tens,)  the  surface  of  the  image  is  as  the  square  of 
its  distance  from  the  lens.  By  bringing  the  object  nearer  to  the 
lens,  the  image  recedes  from  it  on  the  other  side,  sino^the  ra}'8^ 
being  more  divergent,  are  not  so  soon  brought  to  a  focus ;  there- 
fore, by  bringing  the  radiant  very  near  to  the  focus  of  paraUei 
rays,  so  as  to  throw  the  image  very  far  back,  the  latter  becomes 
exceedingly  magnified. 

The  diameter  of  the  image  will  not  be  altered  by  changing  the 
area  of  the  lens ;  for  that  diameter  will  be  determined  in  all 
cases  by  the  distances  between  the  axes  of  the  two  pencils  which 
come  from  the  extremities  of  the  object,  and  cross  each  other  in 
the  center  of  the  lens.  The  size  of  the  image,  however,  will  be 
affected  by  changing  the  convexity  of  the  lens^  while  the  object 
remains  the  same  and  at  the  same  place,  being  found  neater  the 
lens,  as  the  latter  is  more  convex. 

763.  Rfff/s  proceeding  from  avy  radiant  point,  which  are  refract- 
ed by  the  different  parts  (f  the  same  lens,  do  not  meet  accuraUly  in 
one  focus,  fnit  their  points  (f  meeting  are  spread  over  a  certain  space, 
whose  diameter  is  calkd  the  sriiEiiic.AL  aberration  of  the  Jens, 

Let  LL  (Fig.  273)  be  a  plano-convex  lens,  on  which  are  in- 
cident the  parallel  rays  RL,  UL,  at  the  extremities,  and  R'L', 
R'L',  near  the  axis;  lh(n,  according  to  Art.  750,  the  axis  will 
proceed  on  without  any  change  of  direction,  and  the  rays  which 
are  very  near  to  the  axis,  being  also  neaily  perpendicular  to  the 
refracting  surface,  sustain  only  a  slight  change  of  direction,  suf- 
ficient,  however,  to  colh  ct  Fig.  273. 

them  into  a   focus  at  some  ? ^ 

distance  from  the  lens  in   he 

[)oint  F.     But  the  rays  RL.  ja 
IL,  m(»eting  the  refiac  ing  • 
surface  more  obliquely,  are  ^ 

more    turned    out  of   their  

course,  and    are    therefore  h  i, 

collected  into  a  focus  in  some  point  nearer  to  (he  lens  than  F,  as 

aty.     The   intermediate  rays  refracted  by  the  lens  will  have 


G 
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their  foci  between  F  and  /.  Continue  the  lines  L/*  and  L/,  till 
they  meet  at  G  and  H,  a  plane  passing  through  F.  The  distance 
/F  is  called  the  longitudinal  spherical  aberration^  and  GH  the 
lateral  spherical  aberration* 

It  is  obvious  that  such  a  lens  cannot  form  a  distinct  picture  of 
any  object  in  its  focus  F.  If  it  is  exposed  to  the  sun,  the  central 
parts  of  the  lens  L'mL',  whose  focus  is  at  F,  will  form  a  pretty 
bright  image  of  the  sun  at  F ;  but  as  the  rays  of  the  sun  which 
pass  through  the  outer  part  LL  of  the  lens  have  their  foci  at 
points  between  /  and  F,  the  rays  will,  after  arriving  at  these 
points,  pass  on  to  the  plane  GH,  and  occupy  a  circle  whose  diam- 
eter is  GH ;  hence  the  image  of  the  sun  in  the  focus  F,  will  be 
a  bright  disk, surrounded  and  rendered  indistinct  by  abroad  halo 
of  light,  growing  fainter  and  fainter  from  F  to  G  and  H.  In  like 
manner,  ^ery  object  seen  through  such  a  lens,  and  every  image 
formed  by  it,  will  be  rendered  confused  and  indistinct  by  sphe- 
rical aberration. 

If  we  cover  up  all  the  exterior  portions  of  the  lens,  so  as  to 
permit  only  those  portions  of  the  rays  which  lie  near  the  axis  to 
pass  through  the  lens,  then  the  rays  all  meet  at  or  very  near  to 
the  point  F,  and  a  much  more  distinct  image  is  formed ;  but  so 
much  of  the  light  is  excluded  by  this  process,  that  the  brightness 
of  the  image  is  considerably  diminished.  The  dimensions  of  the 
image  are  the  same  in  both  cases.     (Art.  762.) 

764.  By  experiments  made  with  different  kinds  of  lenses,  the 
following  results  are  obtained.  In  planoconvex  lenses,  placed  as 
in  Fig.  272,  the  grcjitest  spherical  aberration  is  4 J  times  mn,  the 
thickness  of  the  lens.  In  a  plano-convex  lens,  with  its  convex 
side  turned  toward  the  parallel  rays,  the  aberration  is  only 
lyV^ths  of  its  thickness.  In  using  the  plano-convex  lens,  there- 
fore, it  should  always  be  so  placed,  that  the  parallel  rays  maybe 
incident  upon  the  convex  surface.  In  a  double  convex  lens,  with 
equal  convexities,  the  aberration  is  1  tVo^^^^  of  its  thickness.  The 
lens  which  has  the  least  spherical  aberration,  is  a  double  convex 
one,  whose  radii  are  as  1  to  6.  When  the  face,  whose  radius  is 
1,  is  turned  toward  the  parallel  rays,  the  aberration  is  only 
1  jjyths  of  its  thickness.  Hence,  the  lenses  employed  in  optical 
instruments  are  made  very  thin ;  and  the  light  is  suffered  to  pass 
only  through  the  central  parts  of  the  lens.  As  the  central  parts  of 
the  lens  LL,  refract  the  rays  too  little,  and  the  marginal  parts 
too  much,  it  is  evident,  that  if  we  could  increase  the  convexity 
at  n,  and  diminifh  it  gradually  toward  L,  we  should  remove  the 
spherical  aberration.  But  the  ellipse  and  hyperbola  are  curves 
of  this  kind,  in  which  the  curvature  diminishes  from  n  toL;  and 
mathematicians  have  shown  how  spherical  aberration  may  be 
entirely  removed,  by  lenses  whose  sections  are  ellipses  or  hyper- 
bolas.    Of  a  lens  of  this  kind  we  will  annex  one  example. 
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Fig.  274. 


765.  A  lens  in  the  form  of  a  spheroid,  (generated  hy  the  rewdu 
tion  of  an  ellipse  aboiU  its  major  axis,)  whose  major  axis  is  toth 
distance  between  its  foci,  as  the  sine  of  incidence  to  the  sine  of  re^ 
fraction,  will  cause  parallel  rays  incident  in  the  direction  of  its 
axis,  to  converge  accurately  to  me  remoter  focus. 

Let  BDK,  (Fig.  274,)  oe  the  generating  ellipse,  H  and  I  its 
foci ;  then,  by  the  supposition, 

DK :  HI :  :  sin.  Incidence  :  sin.  Refraction* 

Let  AB,  which  is  paral- 
lel to  DK,  be  a  ray  of  light 
incident  upon  the  spheroid. 
Join  HE,  IB ;  draw  EBC, 
touching  the  generating 
ellipse  in  B ;  through  B 
and  H,  draw  GBL  and  HCO 
at  right  angles  to  EBC  ;  let 
GBL  meet  DK  in  N ;  and 

Eroduce  IB  till  it  meets 
[CO  in  O.  Then,  since 
HBC=IBE,*  and  OBC=IBE,  therefore  HBC=OBC.  Also,  BCH, 
BCO,  are  right  angles,  and  BC  is  common  to  the  two  triangles 
BCH,  BCO  ;  therefore  BO=BH,  and  IO=DK ;  consequently, 

10  :  IH  :  :  sin.  Incidence  :  sin.  Refraction.    And  because  BN  is 
parallel  to  OH, 

IB  :  IN  : :  10  :  IH  :  :  sin.  Incid.  :  sin,  Refrac. 
Also,  IB  :  IN  : :  sin.  INB :  sin.  IBN  : :  sin.  BNH  or  sin.  ABG :  sin. 
IBL ;  therefore,  sin.  ABG  :  sin.  IBL  :  :  sin.  Incid.  :  sin.  Refrac 
And  since  sin.  ABG  is  the  sine  of  incidence,  sin.  IBL  is  the  sine 
of  refraction,  LBI  is  the  angle  of  refraction,  and  BI  is  the  refract- 
ed ray.  In  the  same  manner  it  may  be  shown,  that  every  other 
ray  in  the  pencil  will  be  refracted  to  I. 


766.  If  from  the  center  I, 
(Fig.  275,)  with  any  radius 
less  than  ID,  a  circular  arc 
PQ  be  described,  the  solid,  ^ 
generated  by  the  revolution 
of  PDQ  about  the  axis  DI,  - 


Fig.  275. 


will  refract  all  the  rays  inci- 
dent parallel  to  DI,  accurate- 
ly to  I.  For,  after  refraction 
at  the  surface  PDQ,  the  rays 
converge  to  I ;  and  they  suf- 
fer no  refraction  at  the  surface  PQ,  because  they  are  incident 
perpendicularly  upon  it.f 

Hence  it  follows  that  a  meniscus,  whose  convex  surface  is  part 


•  Conic  Section!. 


t  Wood'!  Optics,  Sec  187,  ISa 
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of  an  ellipsoid,  and  whose  concave  surface  is  part  of  any  spherical 
surface  whose  center  is  in  the  farther  focus,  may  be  so  construct- 
ed as  to  have  no  spherical  aberration,  and  to  refract  parallel 
rays  incident  on  its  convex  surface,  to  the  farther  focus.  When 
the  foregoing  properties  of  the  ellipse  were  discovered,  (and  sim- 
ilar properties  belong  to  the  hyperbola,)  philosophers  exerted  all 
their  ingenuity  in  grinding  and  polishing  lenses  with  elliptical 
and  hyperbolical  surfaces ;  and  various  ingenious  mechanical 
contrivances  were  proposed  for  this  purpose.  These,  however, 
have  not  succeeded  ;  and  the  difficulty  of  grinding  glasses  of  any 
other  than  a  spherical  curvature,  is  such  as  to  prevent  the  use 
of  spheroidal  and  other  forms  not  subject  to  aberration ;  but 
other  expedients  have  been  devised  for  correcting  this  error. 

Though  we  cannot  remove  or  diminish  the  spherical  aberra- 
tion of  single  lenses  beyond  lyj^ths  of  their  thickness,  yet  by 
combining  two  or  more  lenses,  and  making  opposite  aberrations 
correct  each  other,  we  can  remedy  this  defect  to  a  very  consider- 
able extent  in  some  cases,  and  in  other  cases  remove  it  alto- 
gether.* The  manner  in  which  this  is  effected,  will  be  more 
particularly  pointed  out  in  connection  with  the  subjects  of  Mi- 
croscopes and  Telescopes. 


CHAPTER  V, 

OF  THE  DECOMPOSITION  OF  LIGHT  AND  THE  SOLAR 
SPECTRUM.t— NATURE  OF  LIGHT. 

767.  In  tracing  the  course  of  rays  of  light  through  a  refract- 
ing mediimi^  we  have  thus  far  supposed  them  to  be  homogene- 
ous, and  to  be  all  affected  in  the  same  manner.  But  in  nature, 
the  fact  is  otherwise  ;  that  is. 

The  suris  light  consists  of  rays  which  differ  in  refrangibUity  and 
in  color. 

The  glass  prism,  in  consequence  of  the  strong  refraction  of 
light  which  it  produces,  (see  Art.  751,)  is  well  iBtted  for  experi- 
ments of  this  kind.  We  procure,  therefore,  a  triangular  prism 
of  good  flint  glass,  and  having  darkened  a  room,  admit  a  sun- 
beam obliquely,  through  a  small  round  hole  in  the  window  shut- 
ter. Across  this  beam,  near  the  shutter,  we  place  the  prisniy 
with  its  edge  parallel  to  the  horizon,  so  as  to  receive  the  beam 
upon  one  of  its^ides.  The  rays,  on  passing  through  the  prism, 
will  be  refracted  and  thrown  upward,  as  will  be  rendered  evi- 
dent by  conceiving  perpendiculars  drawn  to  the  surface  of  the 

*  Brewfter. 

t  That  part  of  Optics  which  treats  of  colon,  is  sometimes  denominated  CharvmatieM. 
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prism  at  the  points  of  incidence  and  emergence.  If  now  we  re- 
ceive the  refracted  rays  upon  a  screen,  at  some  distance,  they 
will  form  an  elongated  image,  exhibiting  the  colors  of  the  rain- 
bow, namely,  re<^  orange,  yellow,  green,  blue,  indigo,  violet,  to- 
gether composing  the  prismatic  tpectrum.  (See  Fig.  276.) 
Tig.  376. 


S,  a  sunbeam. 

F,  a  hole  in  the  window  shntter. 

ABC,  the  prism,  having  its  refracting  angle  ACB  downward. 
Y,  a  white  spot,  being  an  image  of  the  sun  formed  on  tha 
floor  before  the  prism  is  introduced. 
•MN,  the  screen  containing  the  qwctrum.* 

768.  On  viewing  the  spectrum  attentively,  we  perceive  that 
the  lowest  or  least  refracted  extremity  is  a  brilliant  red,  more 
full  and  vivid  than  can  be  produced  by  any  oiher  means,  or  than 
the  color  of  any  nalural  subslance.  This  dies  away,  first  into 
an  orange,  and  then  passfis  by  imperceptible  gradations  into  a 
fine  pale  straw-yellow,  which  is  quickly  succeeded  by  a  pure  and 
very  intense  green,  whicli  again  passes  inio  a  blue,  at  first  of 
less  purity,  being  mixed  with  green,  but  afterward,  as  we  trace 
it  upwacfi.  deepening  into  the  purest  indigo.  Meanwhile,  the  in- 
tensity of  the  illumination  is  diminishing,  and  in  the  upper  por- 
tions of  the  indigo  tint,  it  is  very  feeble  ;  but  the  blue  is  continued 
still  beyond,  and  acquires  a  pallid  cast  of  purplish  red,  a  livid 
hue  better  seen  than  described,  and  which,  though  not  to  be  ex- 
actly matched  by  any  natural  color,  approaches  most  nearly  to 
that  of  a  fading  violet.f 

A  pleading  way  of  exhibiting  the  separate  colors  of  the  spec- 
trum, is  to  throw  the  prismatic  beam  on  a  distant-wall  or  screen, 

■  The  oppoeile  while  whII  of  ptasler  or  alucco,  muy  Krve  the  purpoe  of  ■  icreeB  ; 
or  the  icreen  msy  he  made  ot  a  Targe  sheet  of  while  paprr ;  hnt  a  canrenient  Rieea 
for  tbe  lecture  room  u  made  hy  pnating  ■  large  aheel  of  tnuitin  to  a  Owne,  mod  Ik 
tuhing  it  to  a  movable  •taod.     If  tbe  doUi  ia  thick,  it  maj  be  wet 
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so  as  to  form  a  long  spcctram,  auJ  into  this  beam,  at  some  con- 
venient distance  from  the  prism,  as  near  A,  (Fig.  276.)  to  intro- 
duce a  concave  lens  of  a  size  sufficient  to  cover  each  of  ihe  dif- 
ferent colored  pencils  successively.  The  lens  will  cause  the  rays 
of  the  same  color  to  diverge,  and  to  form  a  circular  image  on 
the  screen,  which  will  dlsiinguish  them  very  strikingly  from  the 
contiguous  portions  of  the  spectrum. 

760.  If  rays  of  the  same  color  in  the  prismatic  beam  be  insulated 
from  the  rest,  and  made  to  pass  through  a  second  piism,  they  are 
refracted  as  usual,  {the  amount  of  refraction  bein^  different  for  ihe 
different  colored  rays,)  but  they  undergo  no  further  change  of  color. 

To  perform  this  experiment,  we  provide  a  board^perforated 
with  a  small  round  hole,  and  mounted  on  a  stand.  This  screen 
is  placed  across  the  prismatic  beam,  a  little  way  from  the  prism, 
in  such  a  manner  as  to  permit  rays  of  the  same  color  only  to 
pass  through  the  aperture,  while  the  other  portions  of  the  beam 
are  intercepted.  The  homogeneous  light  thus  insulated  is  made 
to  pass  through  a  second  prism,  and  its  image  in  thrown  on  the 

Fig.  277. 


wall.  The  experiment  will  be  more  perfect,  if  the  homogeneous 
pencil  is  made  to  pass  through  a  second  screen  similar  to  the 
first,  so  as  to  let  only  the  central  rays  fall  upon  the  second  prism. 
This  second  refraction  produces  no  change  of  color.  It  will  be 
found,  however,  that  >vhile  all  other  things  remain  the  same,  the 
several  images  formed  of  homogeneous  rays,  will  occupy  differ- 
ent positions  on  the  wall,  the  red  being  lowest,  the  violet  high- 
est, and  the  intermediate  colors  will  be  arranged  between  them 
in  the  order  of  their  refrangibilities.     (See  Fig.  277.) 

In  addition  to  the  parts  of  the  figure  enumerated  in  Fig.  277, 
DE  represents  the  first  screen,  which  permits  only  one  sort  of 
rays  to  pass  by  a  small  aperture  at  G,  and  de  represents  a  second 
screen,  which  permits  only  the  central  rays  of  this  pencil  to  pass 
by  a  small  hole  at  g  ;  ahc  is  the  second  prism,  and  M  is  the  im- 
age of  homogeneous  light  on  the  wall. 

770.  The  light  of  the  sun  refected f/om  the  first  surface  of  bodies, 
and  also  the  white  flames  of  all  combustibles,  whether  direct  or  re- 
fieded,  differ  in  color  and  refrangibility,  like  the  direct  lig/U  of  the 
sun. 
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The  truth  stated  in  this  proposition  was  established  by  NeW«" 
ton,  by  experiments  with  the  pri^m,  similar  to  those  detailed  in 
connection  with  the  preceding  proposition. 

771,  The  sun's  light  is  compounded  of  all  the  primatic  color*, 
mixed  in  due  proportion. 

If  we  collect,  by  means  of  a  convex  lens,  the  different  colored 
pencils  in  the  prismatic  beam,  just  allcr  they  have  emei^ed  from 
the  prism,  (see  Fig.  270.)  the  image  formed  by  the  lens  will  be 
perfectly  white.  A  concave  mirror  may  be  used  instead  of  the 
lens,  the  image  being  thrown  on  a  screen.  Or  the  rays  after 
thpy  have  passed  the  prism  may  be  received  on  a  second  prism 
of  the  same  kind,  placed  near  the  first,  but  with  its  refracting 
angle  in  the  opposite  direction.  In  this  case  the  second  prism 
restores  the  light  to  its  usual  whiteness. 

That  all  the  different  colors  of  the  spectrum  are  essentia)  to 
the  composition  of  white  light,  may  be  rendered  evident  by 
intercepting  a  portion  of  any  one  of  the  colors  of  the  spectrum 
before  they  have  been  reunited  as  In  the  foregoing  experiments. 
Thus,  if  we  introduce  a  thread  or  a  wire  into  any  part  of  ihe  pris- 
matic beam  between  the  prism  and  the  lens,  the  image  formed 
fay  the  lens  will  be  no  longer  white  but  discolored.  If,  instead  ol 
the  wire,  an  instrument,  shaped  like  a  comb  with  coarse  broad 
teeth,  be  introduced  into  the  beam,  the  discoloration  of  the  im- 
age is  more  diversified,  the  colors  of  the  image  being  those  com- 
pounded of  the  prismatic  colors,  which  are  not  intercepted  by 
the  comb.  If  the  teeth  of  the  comb  be  passed  slowly  over  the 
beam,  a  succession  of  different  colors  appears,  such  as  red,  yeU 
low.  green,  blue,  and  purple  ;  but  if  the  motion  of  the  comb  be 
rapid,  all  these  different  hues  become  blended  into  one  by  the 
momentary  continuance  of  each  in  the  eye,  and  Ihe  sensation  is 
that  of  white  light. 

For  a  similar  reason,  if  the  colors  of  Ihe  spectrum  arc  painted 
on  a  top,  in  due  intensity  and  proportion,  and  the  top  be  set  to 
spinning,  the  sen.sation  will  be  that  of  white  light.  Or  the  colors 
of  the  spectrum  may  be  first  laid  on  a  sheet  of  paper,  and  this 
may  be  pasted  on  a  cylinder  of  wood,  which  may  be  made  to  re- 
volve on  the  whirling  tables :  the  result  will  he  the  same.  New- 
ton tried  various  experiments  with  different  colored  powders, 
grinding  together  such  as  corresponded  aa  nearly  as  possible  to 
the  colors  of  the  spectrum.  By  these  means  he  was  able  to  pro- 
duce,  from  the  mixture  of  seven  different  colored  powders,  a 
grat/isk-iahile,  hut  could  never  reach  a  perfectly  clear  white,  ow- 
ing to  the  difficulty  of  finding  powders  whose  colors  correspond 
exactly  to  those  of  the  spectrum. 

772.  Several  of  the  colors  of  Che  spechiim  may  be  produced  Au 
the  mixture  of  otiier  colors ;  as  green  by  the  mixture  of  yellow  o^^ 
blue,  oranife  by  rtd  and  yellow,  ^, 
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Experiments  were  devised  by  Newton  for  thus  combining  the 
colors  of  two  contigaous  spectrums,  transferring,  for  example, 
the  blae  of  one  to  the  yellow  of  the  other,  and  forming  green  by 
their  miion.  On  causing  this  compound  green,  however,  to  pass 
through  the  prism,  it  is  resolved  into  its  original  colors,  yellow 
and  blue,  whereas,  the  green  of  the  spectrum  is  not  thus  resolved 
by  the  prism.  Hence,  Newton  infers  that  the  green  of  the  spec- 
trum is  not  a  compound  but  a  simple  original  color,  and  so  of  all 
the  rest. 

It  has,  however,  been  a  question  among  opticians,  since  the 
time  of  Newton,  tohat  is  the  number  of  original  or  fundamental 
colors  in  the  spectrum  ?  Many  years  since,  Mayer  advanced  the 
hypothesis  that  the  only  simple  colors  in  the  solar  spectrum  are 
fid^  yellow,  and  blue, — all  the  others  being  compounded  of  these ; 
and  more  recently  Dr.  Brewster  has  gone  far  toward  establish- 
ing this  doctrine.  According  to  this  eminent  optician,  (I.)  Red, 
yellow,  and  blue  light  exist  at  every  point  of  the  solar  spectrum  ; 
(2.)  As  a  certain  portion  of  red,  yellow,  and  blue,  constitute 
wlute  light,  the  color  of  every  point  of  the  spectrum  may  be  con- 
sidered as  consisting  of  the  predominating  color  at  any  point, 
mixed  with  white  light.  Thus  in  the  red  space,  there  is  more 
red  than  is  necessary  to  make  white  light  with  the  small  portions 
of  yellow  and  blue  which  exist  there  ;  in  the  yellow  space,  there 
is  more  yellow  than  is  necessary  to  make  white  light  with  red 
and  blue  ;  and  in  the  part  of  the  blue  space  which  appears  vio- 
let, there  is  more  red  than  yellow,  and  hence  the  excess  of  red 
forms  a  violet  with  the  blue. 

773.  The  mode  by  which  these 
three  primary  colors  produce  by  their 
combination  the  seven  colors  devel- 
oped by  the  prism,  is  exhibited  to 
the  eye  by  the  following  diagram. 
MN,  (Fig.  278,)  is  the  prismatic  Mi 
spectrum,  consisting  of  three  pri- 
mary spectra  of  the  same  length,  viz.  a  red,  a  yellow,  and  a  blue 
spectrum.  The  intensities  of  each  color  at  various  points  of  the 
spectrum,  are  represented  by  ordinates  of  different  lengths,  the 
extremities  of  which  form  the  curves  MRN,  MYN,  and  MEN, 
corresponding  to  the  three  colors  red,  yellow,  and  blue,  respec- 
tively. The  red  spectrum  has  its  maximum  intensity  at  R ;  and 
this  intensity  may  be  represented  by  the  distance  of  the  point  R 
from  MN.  The  intensity  declines  rapidly  to  M,  and  slowly  to 
N,  at  both  of  which  points  it  vanishes.  The  yellow  spectrum  has 
its  maximum  intensity  at  Y,  the  intensity  declining  to  zero  at  M 
and  N  ;  and  the  blue  has  its  maximum  intensity  at  B,  declining 
to  nothing  at  M  and  N.  The  general  curve  which  represents 
the  total  illumination  at  any  point  will  be  outside  these  three 
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cun'es,  and  its  ordinate  at  any  point  will  be  equal  to  tlie  som  rf 
three  ordinate^  at  the  same  point.  Thus,  the  ordinate  of  the 
general  curve  at  the  point  Y,  will  be  equal  to  the  ordinate  of  the 
yellow  eur\'e,  which  may  be  supposed  to  be  10 ;  addc^  to  that  of 
the  red  cur\'e  which  may  be  2,  and  that  of  the  blue  which  may 
be  1.  Hence  the  general  ordinate  will  be  13.  Jiovir  if  we  sup- 
pose that  three  parts  of  yellow,  two  of  red,  and  one  of  blue  make 
white,  we  shall  have  the  color  at  Y  equal  to  3+2+1=6  parts  of 
white  mixed  with  seven  parts  of  yellow  ;  that  is,  the  compoond 
tint  at  Y  will  be  a  bright  yellow,  without  any  trace  of  red  or 
blue.  As  these  colors  all  occupy  the  same  place  in  the  spec- 
trum, they  cannot  be  separated  by  the  prism ;  and  if  we  could 
find  a  colored  glass,  which  would  absorb  seven  parts  of  the  yel- 
low, we  should  obtain  at  the  point  Y,  a  while  lights  which  the 
prism  could  not  decompose.* 

774.  The  arguments  on  which  most  of  these  conclusions  are 
grounded,  are  derived  from  experiments  on  the  analysis  of  light 
by  absorption.  If,  (says  Dr.  Brewster,)  we  take  a  piece  of  blac 
glass  and  transmit  through  it  a  beam  of  white  light,  the  light 
will  be  of  a  fine  deep  blue.  This  blue  is  not  a  simple  homog^ 
neous  color,  like  the  blue  or  indigo  of  the  spectrum,  but  is  a  mix- 
ture of  all  the  colors  of  white  light  which  the  glass  has  not  ab- 
sorbed ;  and  the  colors  which  the  glass  has  absorbed  are  those 
which  the  blue  wants  of  white  light.  In  order  to  determine  what 
these  colors  are,  let  us  transmit  through  the  blue  glass,  the  pris- 
matic spectrum  KL,  Fig.  276 ;  or.  what  is  the  same  thing,  let 
the  observer  place  his  eye  behind  the  prism  BAG,  and  look 
through  it ;  he  will  see  the  spectrum  on  the  other  side  of  the 
prism,  but  with  this  remarkable  change,  that  it  will  appear  de- 
ficient in  a  certain  number  of  its  differently  colored  rays,  A 
particular  thickness  absorbs  the  middle  of  the  red  space,  the 
whole  of  the  orange,  a  great  part  of  the  green,  a  considerable 
part  of  the  blue,  a  little  of  the  indigo,  and  a  very  little  of  the 
violet.  The  yellow  space,  which  has  not  been  much  absorbed, 
has  increased  in  breadth.  It  occupies  part  of  the  space  former- 
ly covered  by  the  orange  on  one  side,  and  part  of  the  space  for 
merly  covered  by  the  green  on  the  other.  Hence  it  follows,  that 
the  blue  glass  has  absorbed  the  red  light,  which,  when  mixed 
with  the  yellow  light,  constituted  orange,  and  has  absorbed  also 
the  Hue  light,  which,  when  mixed  with  the  yellow,  constituted  a 
part  of  the  green  space  next  to  the  yellow.  We  have,  therefore, 
by  absorption,  decomposed  green  light  into  yellow  and  blue,  and 
orange  light  into  yellow  and  red ;  and  it  consequently  follows, 
that  the  orange  and  green  rays  of  the  spectrum,  though  they 
cannot  be  decomposed  by  prismatic  refraction,  can  be  decom 

*  Brewster*!  Treatise  on  Optics,  p.  73. 
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posed  by  absorption,  and  actually  consist  of  two  different  colors 
possessing  the  same  degree  of  refrangibility.  Difference  of  color  is 
therefore  not  a  test  ol  difl'erence  of  refrangibility  ;  and  the  con- 
clusion deduced  by  Newton  is  no  longer  admissible  as  a  gene- 
ral tnith :  *•  That  to  the  same  degree  of  refrangibility  ever  be- 
longs the  same  color,  and  to  the  same  color  ever  belongs  the 
same  degree  of  refrangibility.'' 

By  absorbing  the  excess  of  any  color  at  any  point  of  the  spec- 
trum above  what  is  necessary  to  form  white  light,  we  may  ac- 
tually cause  white  light  to  appear  at  that  point,  and  this  white 
light  will  possess  the  remarkable  property  of  remaining  white  after 
€tny  number  of  refractions^  and  of  being  decomposable  only  by  aih 
sorption. 

FU^D   LIKES   IN   THE   8PECTBUM. 

775.  The  solar  spectrum,  in  its  greatest  possible  state  of  puri- 
ty and  tenuity,  when  received  on  a  white  screen,  or  when  viewed 
by  admitting  it  at  once  into  the  eye,  is  not  an  uninterrupted  line 
of  light,  red  at  one' end  and  violet  at  the  other,  and  shading  away 
by  insensible  gradations  through  every  intermediate  tint  from 
one  to  the  other,  as  Newton  conceived  it  to  be,  and  as  a  cursory 
view  shows  it.  //  is  interrupted  by  intervals  absolutely  dark ;  and 
in  those  parts  where  it  is  luminous,  the  intensity  of  the  light  is 
extremely  irregular  and  capricious,  and  apparently  subject  to  no 
law,  or  to  one  of  the  utmost  complexity.  Consequently,  if  we 
view  a  spectrum  formed  by  a  narrow  line  of  light  parallel  to 
the  refracting  edge  of  the  prism,  (which  affords  a  considerable 
breadth  of  spectrum  without  impairing  the  purity  of  the  colors, 
being, 'in  fact,  an  assemblage  of  infinitely  narrower  linear  spec- 
tra arranged  side  by  side,)  instead  of  a  zone  of  equable  light  and 
graduating  colors,  it  presents  the  appearance  of  a  striped  riband, 
being  crossed  in  the  direction  of  its  breadth  by  an  infinite  mul- 
titude of  dark,  and  by  some  totally  black  bands,  distributed  ir- 
regularly throughout  its  whole  extent.  This  irregularity,  how- 
ever, is  not  a  consequence  of  any  casual  circumstances.  The 
bands  are  constantly  in  the  same  parts  of  the  spectrum,  and  pre- 
serve the  same  order  and  relations  to  each  other ;  the  same 
proportional  breadth  and  degree  of  obscurity,  whenever  and  how- 
ever they  are  examined,  provided  solar  light  be  used,  and  provided 
the  prisms  employed  be  composed  of  the  same  material ;  for  a 
dififereiTce  in  the  latter  particular,  though  it  causes  no  change  in 
the  number,  order,  or  intensity  of  the  bands,  or  their  places  in 
the  spectrum,  as  referred  to  the  several  colors  of  which  it  con- 
aistSp  yet  causes  a  variation  in  their  proportional  distance  from 
one  another.  By  solar  light  must  be  understood,  not  merely  the 
direct  rays  of  the  sun,  but  any  rays  which  have  the  sun  for  their 
ultimate  origin ;  the  light  of  the  clouds,  or  sky,  for  instance ;  of 
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the  rainbow ;  of  the  moon,  or  of  the  planets.  All  these  ligli^ 
when  analyzed  by  the  prism,  are  found  deficient  in  the  ideaticsl 
rays  which  are  wanting  in  the  solar  spectrum ;  and  the  defi- 
ciency is  marked  by  the  same  phenomenon,  viz.  by  the  occur- 
rence of  the  same  dark  bands  in  the  same  situations,  in  spectra 
formed  by  these  several  lights.  In  the  light  of  the  stars,  on  the 
other  hand,  in  electric  light,  and  In  that  of  flames,  though  simi- 
lar bands  are  observed  in  their  spectra,  yet  they  are  diflerenlly 
disposed  ;  and  the  spectrum  of  each  several  star,  and  each  flame, 
has  a  system  of  bands  peculiar  to  itself,  and  characteristic  of  its 
light,  which  it  preserves  unalterably  at  all  times,  and  under  all 
circumstances. 


776.  Fig.  279,  Is  a  representation  of  the  fixed  lines  of  the 
spectrum,  according  to  Fraunhofer,*  the  small  bands  observed 
hy  him  (more  than  five  hundred  in  number)  being  omitted.  Of 
these  fixed  lines,  he  selected  seven,  (ihose  marked  B,  C,  D,  E,  F, 
G.  H,)  as  terms  of  comparison,  or  as  standard  points  of  rcfercnei! 
in  the  spectrum,  on  account  of  their  distinctness,  and  Uie  facility 
Vith  which  they  may  be  recognised.  The  definitene«s  of  these 
lines,  and  their  fixed  position  with  respect  to  the  colors  of  the 
spectrum, — in  other  words,  the  precision  of  the  lirruts  of  tboee 
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degrees  of  refrangibility  which  belong  to  the  deficient  rays  of  so- 
lar light, — renders  them  invaluable  in  optical  inquiries,  and  enn- 
bles  us  to  give  a  precision  hitherto  unheard  of  tc  opticul  meas- 
urements, and  to  place  the  determination  of  the  refractive  pow- 
ers of  media  on  the  several  rays  almost  on  the  same  footitig,  ia 
respect  to  exactness,  with  astronomical  observatlons-f  ^h 


777.  The  phenomena  of  light  mat/  be  explained,  either  on  the  «(p- 
position  that  light  is  a  material  fiuid  of  extreme  .lubtilty,  or  that  it 
is  produced  by  the  undulations  of  an  independent  medium,  set  in 
motion  by  the  luminous  body. 

Opticians  of  great  eminence,  as  Descartes,  Huygens,  Euter, 
and  Young,  have  held  the  opinion,  that  light  does  not  consist  of 
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actual  emanations  of  material  particles  from  the  luminous  body, 
but  that  such  a  body  has  merely  the  property  of  communicating 
a  series  of  vibrations  to  a  peculiar  fluid  that  is  diflused  through- 
out the  universe,  which  vibrations «form  the  communication  be 
tween  the  luminous  body  and  the  eye.  The  medium  is  conceived 
to  be  of  extreme  tenuity  and  elasticity  ;  such,  indeed,  that  though 
filling  all  space,  it  shall  offer  no  appreciable  resistance  to  the 
motions  of  the  planets  and  comets,  capable  of  disturbing  them 
in  their  orbits.  It  is,  moreover,  imagined  to  penetrate  all  bodies ; 
but  in  their  interior,  to  exist  in  a  different  state  of  intensity  and 
elasticity  from  those  which  belong  to  it  in  a  disengaged  state, 
and  hence  the  refraction  and  reflexion  of  light.  Newton,  how- 
ever, and  with  him  the  greater  number  of  opticians,  have  held, 
that  light  consists  of  actual  particles  of  matter  sent  off  from  lu- 
minous objects  to  the  eye.  In  the  former  case,  the  fluid  is  only 
the  medium  of  light,  as  air  is  the  medium  of  sound  ;  the  vibra- 
tions of  the  medium  following  each  other,  as  wave  follows  wave, 
with  incredible  swiftness,  and  thus  conveying  the  impression 
from  the  radiant  to  the  eye :  in  the  latter  case,  the  motion  is 
simply  that  of  a  chain  of  particles  moving  in  right  lines  with  the 
same  astonishing  velocity.  Thus,  when  the  sun  rises,  it  either 
sends  forth  luminous  particles,  which,  entering  the  eye,  occasion 
the  sensation  of  vision  ;  or  puts  in  motion  the  peculiar  fluid 
which  is  the  medium  of  light,  which  motion  is  propagated  from 
wave  to  wave  till  it  reaches  the  eye. 

778.  It  forms  a  strong  objection  against  the  hypothesis  of  un- 
dulations, that  the  motions  of  light  are  confined  to  right  lines,  a 
condition  not  essential  to  this  species  of  motion  ;  while  it  is  a 
strong  argument  in  favor  of  the  materiality  of  light,  that  it  ex- 
hibits the  property  of  attraction,  one  of  the  most  characteristic 
properties  of  matter.  The  motion  is  conformable  to  the  laws 
which  regulate  the  motions  of  small  bodies  under  the  same  cir- 
cumstances. Thus,  when  it  meets  with  no  impediment,  it  moves 
uniformly  forward  in  right  lines ;  it  is  affected  by  passing  into 
mediums  of  different  densities,  in  a  manner  correspondent  to  the 
law  of  the  mutual  gravitation  of  matter,  being  attracted  from 
rarer  toward  denser  bodies ;  and  finally,  it  produces  certain 
chemical  changes  in  bodies  which  belong  to  none  but  a  material 
agent.  The  rays  of  light,  also,  by  passing  through  certain  me- 
dia, undergo  a  change,  to  be  described  hereafter  under  the  head 
o{ polarization,  in  which  the  opposite  sides  of  a  ray  appear  to  be 
endowed  with  different  properties,  a  fact  which  accords  ill  with 
the  idea  of  undulations,  though  it  is  quite  consistent  with  the 
doctrine  of  the  materiality  of  light.  The  latter  hypothesis, 
moreover,  has  the  advantage  of  leading  the  student  to  a  more 
ready  apprehension  of  the  nature  of  optical  phenomena.  Still, 
the  object  of  this  science  is  not  so  much  to  ascertain  the  nature 
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of  the  agent  on  which  the  phenomena  of  light  depend,  as  it  ii 
to  study  those  phenomena  them3elves9  and  to  classify  them  under 
general  laws,  which  may  be  applied  to  the  construction  of  optical 
instruments,  and  to  the  intecpretation  of  nature. 

779.  To  the  doctrine  of  the  materiality  of  light,  it  has  been 
objected,  first,  that  material  particles,  endued  with  such  immeoae 
velocity,  would  have  a  momentum  which  nothing  could  resist, 
much  less  so  delicate  an  organ  as  the  eye  ;  secondly,  that  were 
the   rays   material,  so  prodigious    is   their   number   scattered 
throughout  the  universe,  they  would  interfere  with  one  another, 
and,  thirdly,  that  the  sun  and  stars  would  waste  away  and  grow 
dim,  by  such  a  constant  and  profuse  expenditure  of  matter.   Bat 
these  objections  severally  admit  of  a  satisfactory  reply.     In  the 
first  place,  the  momentum  of  a  ray  of  light  may  still  be  incon- 
siderable, if  the  quaniity  of  matter  is  small  in  the  same  propo^ 
tion  as  the  velocity  is  great.     Though  such  an  attenuation  of 
matter  is  amazing,  yet  it  is  not  incredible,  but  perfectly  con»8t^ 
ent  with  the  known  analogies  of  nature.     In  the  second  place, 
notwithstanding  the  universal  diffusion  of  light,  no  interference 
of  its  particles  is  necessary,  for  it  is  not  essential  to  the  purpose 
of  vision,  that  a  ray  should  consist  of  contiguous  particles  of 
light.     It  is  found,  that  the  sensation  continues  for  some  time 
after  the  luminous  object  is  removed,  during  an  interval  suffi- 
cient for  light  to  pass  through  twenty-two  thousand  miles ;  con- 
sequeiiily,  particles  no  nearer  to  each  other  than  this  distance, 
would  be  competent  to  maintain  uninterrupted  vision.     Thus,  an 
ignited  slick,  whirled  in  the  air,  exhibits  a  ring  of  light,  because 
the  sensation  conlinues  for  a  longer  time  than  the  illuminated 
point  occupies  in  pas.-ing  round  the  circle.     In  the  third  place, 
the  smull  danger  of  waste  sustained  by  the  sun  in  consequence 
of  the  li^ht  which  i\  disjxnses,  may  be  inferred  from  the  follow- 
ing r(»nia:ks  of  Dr.  Priesth  y.     Afier  relating  an  experiment,  in 
which  the  light  of  the  sun  collected  during  one  second,  by  a  con- 
cave' n  fl<  ctor  of  four  square  feet,  and  thrown  on  the  arm  of  a 
delicaU;   balance,  indicated  a  weight  hol  excecdinsr  the  1:200  mil- 
lionth ]  art  of  a  grain,  th('  Doctor  adds  :   "Now  the  light  in  the 
above  exj.eriment  was  colh^cted  from  a  surface  of  four  square 
feet,  which  nflrcting  only  about  half  what  falls  upon  it,  the 
quaniity  of  mater  contained  in  the  rays  of  the  sun  incident  upon 
a  s  [uare  foot  and  a  halT  of  surface  in  one  second  of  time,  ought 
to  be  no  more  than  the  12(  0  millionth  part  of  a  grain.     But  the 
density  of  light  at  the  surface  of  the  sun  is  greater  than  at  the 
eanh  in  the  proportion  of  45(.0J  to  1  ;  there  ought,  therefore,  to 
issue  from  one  square  foot  of  the  sun's  surface,  in  one  second  of 
timet  in  order  to  supply  the  waste  by  light,  one  forty  thousandth 
put  of  a  grain  of  matter, — that  is,  a  little  more  than  two  grains 
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M:  h  day,  or  about  4752000  grains,  which  is  about  670  pounds, 
l^Voirdupois,  in  six  thousand  years.*** 

The  more  recent  and  refined  discoveries  in  optics  have  favored 
the  theory  of  undulations,  and  the  argument  derived  from  the 
authority  of  great  names  is  now  decidedly  on  the  side  of  this 
theory,  and  against  that  of  emissions.f  • 


CHAPTER  VL 

OF  COLORS  IN  NATURAL  OBJECTS. 

780.  The  knowledge  of  the  composition  of  light,  and  of  the 
properties  of  the  solar  spectrum,  naturally  led  to  an  inquiry  into 
the  subject  of  colors,  as  exhibited  in  the  phenomena  of  nature. 
The  bright  tints  of  the  rainbow — the  splendid  hues  sometimes 
exhibited  by  thin  plates,  as  soap  bubbles — and  finally,  the  diver- 
sified colors  of  objects  in  all  the  kingdoms  of  nature,  remained  to 
be  accounted  fori  We  propose  now  to  inquire  how  far  this  ob- 
ject has  been  eflTecteA 

THE   RAINBOW. 

781.  The  rainbow,  one  of  the  most  striking  and  magnificent 
of  the  phenomena  of  nature,  was  long  ago  supposed  to  be  owing 
to  some  modification  which  the  light  of  the  sun  undergoes  in 
passing  into  drops  of  rain  ;  but  the  complete  development  of  the 
causes  on  which  it  depends,  was  reserved  for  the  genius  of  New- 
ton, and  naturally  followed  in  the  train  of  those  discoveries  which 
he  made  upon  the  prismatic  spectrum. 

The  rainbow,  when  exhibited  in  its  more  perfect  forms,  con- 
sists of  two  arches,  usually  seen  in  the  east  during  a  shower  of 
rain,  while  the  sun  is  shining  in  the  west.  These  arches  are  de- 
nominated the  outer  and  the  inner  bow,  of  which  the  inner  bow 
is  the  brighter,  but  the  outer  bow  is  of  larger  dimensions  every 
"way.  The  succession  of  colors  in  the  one  is  directly  opposite  to 
that  of  the  other. 

782.  Drops  of  rain,  though  small,  are  large  in  comparison 
with  the  minuteness  of  rays  of  light,  and  are  to  be  regarded  as 
spheres  of  water,  exerting  the  powers  of  refraction  and  reflexion 
in  the  same  manner  as  large  globes  of  water  would  do.     It  was, 

*  Priestlpy,  Hist.  Li^rht  and  Colore. 

t  See  an  cxcellcut  view  of  the  doctrine  of  Undulations  in  Pouillet*!  Traits  do  Pby* 
ffiquA,  II.  263. 
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-Id  fact, by  investigating  the  manner  in  which  globular  glassves. 
VBels  filled  with  water  modify  the  solar  rays,  that  the  first  hints 
L'Were  obtained  respecting  the  cause  of  the  rainbow.     In  ihejear 
f  1611,  Antonio  dc  Dominis  made  a  considerable  advance  towwd 
t  ^e  theory  of  the  rainbow,  by  saspending  a  glass  globe  in  the 
[,  0un's  iiglit,  when  he  found,  that  wliile  he  stood  with  his  ba^  ts 
the  sun,  the  colors  of  the  rainbow  were  reflected  to  bis  eye  in 
succession  by  the  globe,  as  it  was  moved  higher  or  lower- 
Let  us,  therefore,  in  the  first  place,  fol-  Fig.  aeo. 
low  the  course  of  a  ray  of  light  through  a 
globule  of  water.     Let  SA  (Fig.  280)  be  a 
email  beam  of  light  from  tne  sun,  falling 
upon  the  surface  of  a  globule  of  water  at 
A.     Agreeably  to  what  is  known  of  the 
laws  of  light  in  passing  out  of  one  trans-   ' 
parent  medium  into  another,  a  portion  of 
the  rays  would  be  reBectod  at  A,  and  an- 
other portion  would  pass  into  the  drop  and 
be  refracted  to  the  further  surface  at  B.     The  same  effect  would 
recur  here,  and  also  at  D  and  at  F  ;  and  were  the  eye  situated 
in  either  of  the  lines  BC,  DE,  or  FG,  it  would  perceive  the  pris- 
matic colors,  because  some  of  the  rays  which  composed  the 
beam  of  light  that  reached  the  eye,  would  be  refracted  more 
than  others,  and  thus  the  different  colors  would  be  made  to  ap- 
pear.    Or  if  a  screen  were  so  placed  as  to  receive  these  trans- 
mitted rays,  a  faint  spectrum  would  be  formed  upon  it.     Such  a 
progress  of  a  beam  of  light  admitted  through  the  window  shut- 
ter, and  made  to  fall  on  a  globular  vessel  of  water,  may  be  actu- 
ally rendered  visible  by  experiment."    . 

783.  It  may  be  remarked,  that  but  a  comparatively  small  part 
of  the  solar  rays  that  shine  upon  a  drop  of  water,  are  required 
in  order  to  produce  the  mild  light  of  the  rainbow,  aided  na  its 
light  is  by  the  dark  ground  or  cloud  on  which  it  is  usually  pro- 
jected ;  yet  where  the  number  of  rays  that  enter  the  eye  is  di- 
minished beyond  a  certain  limit,  the  light  becomes  too  feeble  for 
r  distiact  vision.  It  will  also  be  observed,  that  a  con^derable 
I  portion  of  light  is  lost  at  each  successive  reflexion  that  taJies 
place  within  the  drop,  so  that  a  certain  beam  of  light,  conveyed 
to  the  eye  after  two  reflexions,  will  be  much  more  feeble  than 
the  same  beam  afVer  one  reflexion.  Indeed,  so  much  of  the  sun"» 
light  is  dissipated  at  the  first  point  of  reflexion  from  the  interior 
surface,  added  to  what  is  transmitted  at  the  same  point,  and  of 
course  never  peaches  the  eye  of  the  spectator,  that,  were  it  not 
for  a  great  accumulation  which  the  sun's  rays  undergo  ux  a  par 
ticular  point  in  the  drop,  whence  the  light  is  reflected  and  t 
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veyed  to  the  eye,  the  phenomena  of  the  rainbow  would  not  ofe- 
cur.  The  manner  in  which  this  accumulation  is  elSected,  is  now 
to  be  explained. 

784.  Let /zpy  (Fig.  281)  be  the  section  of  a  drop  of  rain,^  a 
diameter,  aft,  cd^  &c.  parallel  rays  of  the  sun*s  light,  falling  upon 
the  drop.    Now  yf^  a  ray  coinciding  with  the  diameter,  would 


suffer  no  refraction  ;  and  aft,  a  ray  near  to  j^,  would  suffer  only 
a  very  small  inclination  toward  the  radius,  so  as  to  meet  the  re- 
moter surface  of  the  drop  very  near  to  p ;  but  the  rays  which  lie 
further  from  yfj  being  inclined  toward  the  radius  in  a  greater 
angle,  would  be  more  and  more  refracted  as  they  were  further 
removed  from  the  diameter.  The  consequence  would  be,  that 
after  passing  a  certp.in  limit,  the  rays  that  lay  above  that  limit 
would  cross  those  which  lay  below  it,  and  meet  the  further  sur- 
face somewhere  between  the  diameter  and  the  ray  which  passed 
through  the  said  limit ;  that  is,  all  the  rays  falling  on  the  quad- 
rant /x,  would  meet  the  circumference  within  the  arc  kp.  But 
when  a  quantity  is  approaching  its  limit,  or  is  beginning  to  devi- 
ate from  it,  its  variations  are  nearly  insensible.  Thus,  when  the 
sun  is  at  the  tropics,  being  the  limits  to  which  he  departs  from 
the  equator,  he  appears  for  some  time  to  remain  at  the  same 
point.  In  the  same  manner,  a  great  number  of  the  rays  which 
lie  contiguous  to  cd,  on  both  sides  of  it,  will  meet  in  very  nearly 
the  same  point  on  the  concave  surface  of  the  drop  at  km.  Con- 
sequently, a  greater  number  of  rays  will  be  reflected  from  that 
point  than  from  any  other  in  the  arc.  Now  were  these  rays  to 
return  in  the  same  lines,  they  would  emerge  parallel  in  the  lines 
cd,  no  ;  but  if,  instead  of  returning  back  in  the  quadrant yz,  they 
are  reflected  on  the  other  side  of  the  radius,  they  may  meet  the 

67 
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curve  at  the  same  angle  in  the  quadrant  fq,  and  emerge  paral- 
lel, coming  to  the  eye  at  s.  Hence  it  appears,  that  there  is  a 
1>articular  point  in  a  drop  of  rain,  where  the  rays  of  the  sun*8 
ight  seem  to  accumulate,  and  are  therefore  peculiarly  fitted  to 
make  an  impression  on  the  organ  of  vision.  It  is  found  by  cal- 
culation, that  the  angle  which  the  incident  and  emergent  rays, 
in  such  cases,  make  with  each  other,  is,  for  the  red  rays  42°  2', 
and  for  the  violet  rays  40°  17'.  These  are  the  angles  when  the 
rays  emerge  after  two  refractions  and  one  reflexion  :  in  the  case 
of  two  refractions  and  two  reflexions,  the  angles  are,  for  the  red 
rays  50°  59',  and  for  the  violet  54°  9'. 

785.  Let  us  next  consider  what  must  be  the  position  of  the 
spectator,  in  order  that  his  eye  may  receive  the  emergent  rays 
which  make  the  foregoing  angle  with  the  incident  rays,  and 
which,  of  coursCf  are  those  which  cause  the  phenomena  of  the 
rainbow. 

The  spectator  must  stand  with  his  back  to  the  sun,  and  a  line 
draivn  from  the  sun  toward  the  bow  so  as  to  pass  through  his  eye^ 
will  make  the  same  angle  with  the  emergent  rays  that  these  make 
vnth  tfie  incident  rays.  Thus,  let  AB  (Fig.  282,)  be  the  incident, 
and  GI  the  emergent  ray,  and  let  the  an>;le  which  these  two  rays 
make  wi;  h  each  other  be  AKI ;  and  let  IT  be  a  ray  passing  from 
the  sun  toward  the  bow  through  the  eye  of  the  spectator ;  then, 
(since  the  rays  of  the  sun  may  be  regarded  as  parallel,)  AB  and 
IT  are  parallel,  and  the  alternate  angles  AKI  and  KIT,  equaL 

Fig.  283. 
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But  AKT  is  the  angle  made  by  the  incident  and  emergent  raj-s, 
and  KIT  the  angle  made  by  the  emergent  ray,  and  a  line  drawn 
from  the  sun  toward  the  bow  through  the  eye  of  the  spectator. 

7^Ck  When  the  sun  shines  vpon  the  drops  of  rain  as  they  are 
fdJlin^,  the  rays  which  come  from  those  drops  to  the  eye  of  the  spec- 
t'tfor  after  one  reflexion  and  two  refractioxp,  produce  the  inner- 
most or  primary  rainffow ;  and  those  drops  which  come  to  the  eye 
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filler  TWO  REFLEXIONS  AND  TWO  •  REFRACTIONS, /Jrorftfcc  the  outermost 
or  superior  rainbow. 

Let  SOC*  (Fig.  283)  be  a  straight  line  passing  from  the  center 
of  the  san  through  the  eye  of  the  spectator  at  O,  toward  the  bow, 
and  let  SR,  SV,  be  incident  rays,  which,  after  one  reflexion  and 
two  refractions,  are  conveyed  to  the  eye  at  O,  making,  (Art.  786,) 
with  SOC,  angles  equal  to  those  formed  by  the  incident  and 
emergent  rays.  If  O  V  makes  with  SOC  an  angle  of  40®  17',  and 
be  conceived  to  revolve  around  OC,  describing  the  surface  of  a 
cone,  all  the  drops  of  rain  on  this  surface  will  be  precisely  in  the 
situation  necessary  in  order  that  the 
violet  rays,  after  two  refractions  and 
one  reflexion,  may  emerge  parallel  and 
arrive  at  the  eye  in  O,  and  this  will  not 
take  place  in  the  same  manner  on  any 
other  part  of  the  cloud;  so  that,  by 
means  of  this  species  of  rays,  the  spec- 
tator will  see  on  the  cloud  a  violet  col- 
ored arc,  of  which  OC  will  be  the  axis, 
and  C  the  center.  He  will,  besides, 
gee  also  an  infinity  of  other  concentric  arcs  exterior  to  the  vio- 
let, each  one  of  which  will  be  made  up  of  a  single  species  of 
rays ;  and  according  as  these  rays  are  less  refrangible,  their  areas 
will  be  of  greater  diameter,  so  that  the  largest,  composed  of  the 
extreme  red,  will  imbtend  an  angle  ROC  of  42*^  2'.  Therefore 
the  whole  widlh  of  the  colored  bow  will  be  42*"  2'— 40**  17',  or 
1^  45',  the  red  being  on  the  outside  and  the  violet  within. 

The  contrary  order  of  colors  will  result  from  two  reflexions  and 
two  refractions.  Let  SV',  SR',  be  the  incident  rays,  which,  after 
two  reflexions  and  two  refractions,  converge  to  the  eye  at  O, 
making  (Art.  785,)  with  SOC,  angles  equal  to  those  formed  by 
the  incident  and  emergent  rays,  namely,  50^  59'  and  54°  9',  and 
the  lines  R'O  and  VO,  as  before,  be  conceived  to  revolve  around 
SOC,  they  will  severally  meet  with  all  the  drops,  which  having 
twice  refracted  and  twice  reflected  the  extreme  red  and  violet 
rays,  can  transmit  them  to  the  eye  parallel  to  each  other.  Be- 
tween these  two  arcs,  there  will  be  others  exhibiting  all  the  in- 
termediate prismatic  colors ;  and  the  whole  together  will  form 
a  second  bow,  whose  breadth  will  be  54°  9'— 50*=*  59',  or  3^  10'. 

787.  The  rays,  therefore,  which  come  from  all  the  drops  which 
make  an  angle  of  42"^  2'  with  a  line  passing  from  the  sun  through 
the  eye  (which  may  be  called  ihe  axis  of  vision,)  appear  red ; 
and  it  is  obvious,  that  a  collection  of  rays  drawn  all  around  this 
axis  from  the  eye  to  drops  thus  situated,  would  form  a  cone,  of 

*  It  will  be  ob^rvcd,  that  the  line  SOC  is  at  right  angles  to  the  plane  q5  the  sur- 
;  that  is,  to  the  plane  of  the  bows. 
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which  tbe  drops  themselves  would  constitute  the  base,  and  of  cottni 
would  form  a  circle.  The  same  is  true  of  all  the  other  colors 
which  emerge  from  drops  at  angles  which  are  different  for  dif- 
ferent colors,  but  constant  for  the  same  color.  Hence,  t/tc  line 
which  passci  from  the  sun  through  the  eye  of  the  spectator,  pnswt 
also  to  the  center  of  the  bow,  or  is  the  axis  of  the  cone  of  which  the 
bow  itself  is  the  base.  If  the  sun  is  on  the  horizon,  this  ax' 
becomes  a  horizontal  line ;  consequently,  the  center  of  the  arch 
rests  on  the  opposite  horizon,  and  the  bow  is  a  semicircle,  of 
which  the  highest  point  has  an  altitude  above  the  horizon  of 
42*  2'.  If  the  sun  is  at  this  aliitudeof  42"  2'  above  the  horizon, 
then  the  center  of  the  bow  will  have  the  same  depression  be- 
low the  opposite  horizon,  and  the  circumTerence,  at  its  highest 
point,  will  just  reach  that  horizon.  When  the  sun  is  between 
these  two  points,  the  elevation  of  the  bow  will  be  the  dilTerence 
between  the  altitude  of  the  sun  and  the  foregoing  angle. 

788.  When  the  spectator  is  on  an  eminence,  as  a  high  moun- 
tain, he  may  see  more  than  half  the  bow,  when  the  sun  is  near 
setting ;  for  the  axis  will  in  that  case  pass  to  a  point  above  the 
opftosite  horizon.  Travellers  who  have  ascended  very  high 
mountains,  have  occasionally  observed  their  shadows  projected 
on  the  clouds  below,  with  their  heads  encircled  with  rainbows.* 
In  this  case,  the  axis  passes  to  a  point  above  the  opposite  hori- 
zon equal  to  or  greater  than  the  semi-dlameler  of  the  bow,  so 
that  the  whole  of  the  circumference  comes  into  view  ;  and  the 
eye  of  the  spectator  being  in  the  axis,  the  entire  bow  is  projected 
around  that  as  a  center,  upon  the  surface  of  the  clouds. 


780.  According  to  the  Newtonian  theory,  the  color  of  a  mI^^ 
depends  on  the  kind  of  light  which  it  reflects.  A  great  number  of 
bodies  are  fitted  to  reflect  at  once  several  kinds  of  rays,  and  con- 
aequenlly  appear  under  mixed  colors.  It  may  even  happen  that 
of  two  bodies  which  should  be  green,  for  example,  one  rtiay  re- 
flect the  pure  prismatic  green,  and  the  other  the  green  which  ari- 
Bes  from  the  mixture  of  yellow  and  blue.  This  qualily  of  iclcc- 
tion,  as  it  were,  in  bodies,  which  varies  to  infinity,  occasions  (he 
different  kinds  of  rays  to  unite  in  every  possible  -nanner  and  eve- 
ry possible  proportion ;  and  hence  the  inexhaustible  variety  of 
shades  which  nature,  as  in  sport,  has  diffused  over  the  surfaces  of 
different  bodies. 

When  a  body  absorbs  nearly  all  the  light  that  reaches  it,  that 
body  appears  black ;  it  tranttmits  to  the  eye  so  few  refleotud 


i,  173.— MaU£  B. 


L 


OPTICS.  58S 

rays,  that  it  is  scarcely  perceptible  in  itself,  and  its  presence  and 
form  make  no  impression  on  us,  unless  as  it  interrupts,  in  a  man- 
ner, the  brightness  of  the  surrounding  space. 

But  for  a  body  to  reflect  one  kind  of  ray  rather  than  any  oth- 
er kind,  there  must  be  something  in  that  body  which  determines 
the  preference.  In  what  then  does  a  red  body  differ  in  this  re- 
spect from  a  yellow,  a  green,  or  a  violet  one  ?  Various  attempts 
have  been  made,  and  on  various  hypotheses,  to  resolve  this  ques- 
tion. Newton,  who  entered  on  this  subject  with  great  earnest- 
ness, has  here  most  successfully  interrogated  nature  by  a  series 
of  experiments,  of  which  we  shall  give  the  results. 

790.  Having  taken  two  glasses  of  a  telescope,  the  one  plano- 
convex, the  other  slightly  convex  on  both  sides,  he  placed  one  of 
the  faces  of  this  upon  the  plane  face  of  the  former,  and  pressed 
the  two  glasses  at  first  gently,  and  then  by  degrees  more  closely 
against  one  another.  The  effect  of  this  gradual  pressure  waSt 
an  appearance  of  colored  circles  in  the  plate  of  air  between  the 
glasses,  which  circles  had  the  point  of  contact  for  a  common 
center,  and  which  increased  in  number  as  the  pressure  was  in- 
creased, in  such  a  manner  that  the  circle  which  appeared  last 
always  was  nearest  the  point  of  contact,  and  on  a  still  further 
pressure  extended  its  circumference  to  form  a  kind  of  ring  round 
a  new  circle  that  arose  near  its  middle. 

The  pressure  having  been  carried  to  a  certain  term,  Newton 
stopped  and  observed  as  follows :  At  the  point  of  contact  was  a- 
blacK  spot  that  was  encompassed  by  several  series  of  colors*  ar- 
ranged from  the  center  outward  in  the  following  order : 

First  series^  blue,  white,  yellow,  red. 

Second,  violet,  blue,  green,  yellow,  red. 

Thirdf  purple,  blue,  green,  yellow,  red. 

Fourth,  green  and  red. 

Fifth,  greenish  blue  and  red. 

Sixth,  greenish  blue  and  pale  red. 

Seventh,  greenish  blue  and  reddish  white. 

Beyond  this  number  the  tints  were  regularly  paler  until  the 
color  became  white. 

The  reason  why  these  successive  colors  were  arranged  in  rings, 
having  the  point  of  contact  of  the  two  lenses  for  their  common 
center,  is  obvious,  since  each  color  was  developed  at  a  certain 
thickness,  and  the  points  of  equal  thickness  being  equidistant 
from  the  center,  they  would,  of  course,  be  arranged  in  the  cir- 
cumference of  a  circle. 

Newton  measured  the  diameters  of  the  annular  bands  formed 
of  these  different  colors,  by  taking  the  points  where  they  had 
most  lustre ;  and  he  found  that  the  squares  of  those  diameters 
were  to  one  another  as  the  terms  of  the  ascending  progression 
L  3»  5,  7,  9,  11,  <bc. :  from  which  it  results,  that  the  intervals  be- 
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tweeti  the  two  glasses,  relatively  to  tLe  correspi 
lowed  the  same  progression. 

For,  let  nam  (Fig.  284.)  be  a  di- 
ameter taken  on  the  surface  of  the 
plane  glass,  and  ti^  a  section  of 
the  sphere  to  which  that  part  of  the 
double  convex  lens  that  turns  to- 
ward tf.  belongs.  Let  also  iib,  ad, 
be  the  semi-diameters  of  the  two 
rings  at  the  points  where  the  colors 
are  most  vivid.  Having  drawn  be, 
dg,  parallel  to  the  diameter  a/",  and 
efl.g'i,  parallel  to  an,  we  shall  have 
(eA)':  \gi)'  ::  ohxkf :  aixif. 

But  the  distances  between  the  two  lensps  being  exceedinp_ 
small  in  comparison  with  the  diameter  nf,  hf  and  if  may  be 
taken  as  equal  to  of,  whence,  by  substitution. 

(fA)' :  (g'O  ■  '■  ahx-af :  aixaf :  -.ah:  at::  be:dg. 

791.  From  these  proportions,  it  was  merely  necessar>'  to  ascer- 
tain the  altsolule  length  of  a  single  diameter,  lo  know  the  lengllis 
of  all  the  others,  as  well  as  the  dilTerent  thicknesses  uf  the 
plates  of  air  at  the  points  where  the  different  colors  were  seen. 
Newton  drew  up  a  table  of  these  degrees  of  thickness,  assigning 
to  each  color  that  degree  at  which  it  was  developed.  For  exam- 
ple, the  most  intense  blue  makes  its  appearance  at  a  thickness 
equal  to  the  two  millionth  part  of  an  inch,  the  visual  ray  being 
supposed  to  come  to  the  eye  perpendicularly  to  the  two  glasses. 
As  the  visual  rays  deviate  from  a  peipendicular,  Ihe  breadth  of 
the  rings  increases,  the  same  color  requiring  a  greater  thickness 
to  produce  it.  Among  other  results  obtained  from  these  experi- 
ments, were  the  following : 

liV,  at  and  below  a  Ihickness  of  half  a  millionth  of  an  inch. 
I  ceases  to  reflect  light.     At  and  above  a  thickness  of  seventif-tKO 
'  vullionlhs  of  an  inch,  it  reflects  white ;  that  is,  all  the  raj's  of  the 
spectrum.     Between  these  two  limits,  it  reflects  the  various  or- 
ders of  colors  conlajined  in  Ihe  table. 

Water,  at  and  below  a  thickness  of  ihret  eighths  of  a  millionth 
of  an  inch,  ceases  to  reflect  light.  At  and  above  ^y-eight 
milliontfia  of  an  inch,  it  reflects  white ;  and  between  these  two 
limits,  it  reflects  the  orders  of  the  colors  contained  in  the  table. 
Glas.t,  at  and  below  one  third  of  a  millionth  of  an  inch,  ceases 
to  reflect  light.  At  and  above  a  thickness  of  the  _^y  tnilliotdk 
of  an  inch,  it  reflects  while  ;  and  between  these  limits,  it  reflects 
the  orders  of  colors  contained  in  the  table. 

Newton  also,  having  measured  the  diameters  of  the  rings  at 
th«  intermediate  places  where  the  colors  were  obscure,  found  that 
their  squares  were  to  one  another  as  the  even  numbers  2,  4,  6, 
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8,  10, 12,  &c. ;  and  hence  the  intervals  between  the  glasses,  at 
the  corresponding  points,  observed  a  similar  progression. 

792.  Such  were  the  phenomena  which  the  glasses  presented 
as  seen  by  reflexion ;  but  on  looking  through  them  to  observe  the 
effect  of  refracted  light,  other  series  of  colors  took  the  place  of  the 

E receding  ones.    The  central  spot,  which  was  before  black,  now 
ecame  white,  and  the  order  of  colors,  relatively  to  the  different 
series,  was  this : 

1.  Yellowish-red,  black,  violet^  blue. 

2.  White,  yellow,  red,  violet,  blue. 
8.  Green,  yellow,  red,  bluish-green. 
4,  5,  6.  Red,  bluish-green. 

By  comparing  these  colors  seen  by  transmitted,  with  those  seen 
by  reflected  light,  it  is  observable,  that  the  white  answers  to 
black,  the  red  to  blue,  the  yellow  to  violet,  the  green  to  a  mixture 
of  red  and  violet ;  that  is,  the  part  that  appeared  black  on  sim^ 
ply  looking  at  the  glasses,  became  white  when  the  observer  look- 
ed through  them,  and  so  of  the  other  colors.  But  the  tints  pn^ 
duced  by  transmitted  light  were  feeble  and  languishing,  unless 
the  visual  ray  was  extremely  oblique,  in  which  case  they  were 
sufliciently  vivid  and  brilliant.  ^ 

798.  Newton  substituted  water  for  air  between  the  two  glasses, 
and  the  colors  instantly  became  fainter,  and  the  rings  contracted ; 
that  is,  the  ring  of  a  particular  color  had  its  circumference  near- 
er the  center  than  when  that  color  was  reflected  by  the  plate  of 
air.  The  diameters  of  the  corresponding  rings  were  to  one  anoth- 
er nearly  as  7  to  8,  and  consequently  their  squares  were  as  49  to 
64 ;  whence  it  follows,  that  the  different  thicknesses  of  the  fluids 
at  the  places  where  the  rings  appeared,  were  nearly  as  3  to  4  ; 
that  is,  in  the  ratio  of  the  sine  of  incidence  to  the  sine  of  refrac^ 
tion  (Art.  749,)  when  the  light  passes  from  water  into  air.  New- 
ton imagined  that  this  result  might  be  extended  to  all  kinds  of 
mediums,  and  he  therefore  deduced  from  it  this  general  law : 
that  where  a  medium  Ynore  or  less  dense  than  water  is  impress- 
ed between  two  glasses,  the  interval  between  the  glasses  at  the 
place  where  any  particular  color  is  perceived,  is  to  the  interval 
which  gives  that  color  by  means  of  air,  as  the  sines  which  meas- 
ure the  refraction  at  the  passage  from  the  same  medium  into 
aur.  This  rule  may  be  equally  applied  to  a  thin  plate,  detached 
from  any  kind  of  body,  the  thickness  of  which  we  would  deter- 
ioQine  by  the  tone  of  its  color.* . 

794.  The  phenomena  of  the  rings  being  reduced  to  laws  ex- 
tremely exact  and  well  adapted  to  calculation,  Newton  reduced 

•  HaQy,  Nat.  Philosophy,  Secta.  711—720. 
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them  all  to  a  still  simpler  expression,  making  them  depend  on  a 
physical  property  which  he  attributed  to  light,  and  of  which  he 
defined  ail  the  particulars  conformably  to  their  laws.  Consider- 
ing light  as  a  matter  composed  of  sinall  molecules  emitted  by 
luminous  bodies  with  very  great  velocities,  he  concluded,  thai 
since  they  were  reflected  from  a  lamina  df  air,  at  the  several 
thicknesses  corresponding  to  the  numbers  1,  3,  5,  7,  6lc^  imd 
transmitted  at  the  intermediate  thicknesses  0,  2,  4,  6^  &c^  ^ 
molecules  must  have  some  peculiar  modification  of  a  periodical 
nature,  such  as  to  incline  tnem  alternately  to  be  reflected  and 
refracted  after  passing  through  certain  spaces.  Newton  charac- 
terized this  tendency  to  alternate  reflexion  and  transmission,  and 
designated  the  two  states  by  the  jibnaesfas  of  easy  reflexian  and 
fits  of  easy  transmission.* 

795.  Having  defined  completely  all  the  characters  of  these  fits^ 
or  periodical  returns  of  states  favorable  to  reflexion  and  transmissionf 
Newton  employed  them  as  a  simple  property,  not  only  to  unite 
luider  one  point  of  view  the  phenomena  of  the  colors  produced 
by  thin  plates,  but  also  to  foresee  and  to  calculate  beU)rehand, 
both  as  to  their  general  tenor,  and  their  minutest  details,  a  crowd 
of  analog0iis  phenomena,  ol^erved  to  attend  reflexion  in  thick 
plates,  which,  in  fact,  exceeded  by  as  much  as  ti^irenty  or  thirty 
thousand  times  those  on  which  the  calculations  had  been  found- 
ed; moreover,  applying  the  same  reasoning  to  the  integrant  par- 
ticles of  materisd  substances,  which  all  chemical  and  physical 
phenomena  show  to  be  very  minute,  and  to  be  separated  even 
in  the  most  solid  bodies,  by  spaces  immense  in  comparison  of 
their  absolute  dimensions,  he  was  able  to  deduce  naturally  from 
the  same  principles  the  theory  of  the  difierent  colors  they  present 
to  us,  a  theory  which  adapts  itself  with  surprising  facility  to  aU 
the  observations  to  which  these  colors  can  be  submitted.  The 
number  and  importance  of  those  applications  account  sufficiently 
for  the  care  which  Newton  bestowed  on  his  experiments  on  co- 
lored rings.t 

796.  Among  the  experiments  of  Newton  on  colored  rings, 
none  are  more  interesting  than  those  which  he  instituted  on  soap 
bubbles.  It  is  well  known,  that  when  these  bubbles  are  inflated 
to  a  certain  degree  of  thinness,  very  gaudy  colors  make  their 
appearance,  and  hence  these  are  selected  as  favorite  objects  of 

^  *  This  phraseology  has  an  air  much  more  hypothetical  than  the  reality,  the  ibiog 
signified  being  little  more  than  the  simple  enunciation  of  a  fact  aacertauad  bj  ex. 
periraent.  Probably  the  singularity  of  the  phrase  has  contributed  to  bring  the  doc- 
trine into  discredK,  or  even  into  ridicule,  with  those  who  have  never  looked  any  fur- 
ther into  it  than  to  read  the  title.  The  most  profound  opticians  of  modem  times, 
oaTe  regarded  these  investigations  oT  Newton,  as  among  the  moat  ingenioos  and  sa- 
gacious of  aU  his  labors. 
tBiot 


OFTICS.  5S7 

amusement  for  children.  But  it  was  reserved  for  no  less  a  mind 
than  that  of  Newton,  to  make  these  exhibitions  the  means  of 
penetrating  the  secrets  of  nature. 

In  preparing  the  bubbles  for  experiment,  he  took  various  in- 
genious precautions  to  form  them  in  the  most  perfect  manner, 
and  preserved  them  for  deliberate  examination,  by  covering 
them  with  a  glass  receiver  which  protected  them  from  the  agi- 
tation of  the  air,  and  means  were  devised  for  preventing  any 
extraneous  light  from  mixing  with  that  of  the  bubble.  Things 
being  thus  arranged,  and  the  eye  placed  in  a  favorable  position, 
a  number  of  concentric  horizontal  rings  are  seen,  exhibiting  vivid 
colors  disposed  with  perfect  regularity.  They  correspond  in  ap- 
pearance to  those  exhibited  by  the  plate  of  air  between  the 
lenses,  (Art.  790,)  but  are  more  elegant  and  perfect  in  every  re- 
spect Similar  exhibitions  of  color  are  presented  in  glass  bub- 
bles blown  exceedingly  thin ;  and  also  in  thin  laminae  of  the 
mineral  called  mica.  Analogous  variations  of  color  are  seen 
even  in  the  tarnish  of  certain  metals,  particularly  in  plates  of 
copper  and  steel  when  they  have  been  heated  in  the  open  air, 
and  they  appear  in  the  plumage  of  birds. 

797.  The  following  propositions,  several  of  which  have  al- 
ready been  incidentally  mentioned,  will  present  a  summary  of 
the  Newtonian  doctrine  of  colors. 

1.  The  colors  of  natural  bodies  are  not  qualities  inherent  in 
the  bodies  themselves,  by  which  they  immediately  affect  our 
sight,  but  are  a  mere  consequence  of  that  peculiar  disposition  of  the 
particles  of  each  body,  by  which  it  is  enabled  more  copiously  to  reflect 
the  rays  of  one  particular  color y  and  to  transmit^  or  stifle,  or,  more 
properly,  to  absorb,  the  others, 

3.  The  colors  of  natural  bodies  are  the  colors  of  thin  plates^ 
produced  by  the  same  cause  as  that  which  produces  them  in  thin 
faminee  of  air,  glass,  &c.,  viz.  the  interval  between  the  anterior 
and  posterior  surfaces  of  the  atoms.  The  thickness  of  the  atoms 
of  a  medium,  and  of  the  interstices  between  them,  determines 
the  color  they  reflect  or  transmit  at  a  particular  incidence,  be- 
cause it  must  depend  on  the  thickness  of  any  lamina,  whether 
the  light  when  it  has  reached  its  posterior  surface  is  in  the  state 
favorable  for  transniission  or  for  reflexion. 

3.  Opacity  in  natural  bodies  arises  from  the  multitude  of  reflex- 
ions  caused  in  their  internal  parts.  By  this  means,  the  rays  are 
conceived  to  be  entangled,  as  it  were,  running  their  rounds  from 
atom  to  atom,  without  a  possibility  of  reaching  the  surface  and 
escaping. 

It  would  be  inconsistent  with  the  nature  of  an  elementary 
work  like  the  present,  to  enter  into  all  the  details  of  this  remark- 
able hypothesis :  for  such  disquisitions  we  must  refer  the  student 
to  Brewster^s  Optics,  to  Biot's  Traits  de  Physique,  to  Herschel's 
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Treatise  on  Liglit, Piofpssor  Bartletl's  Optics, and  to  variotB  d 
er  works  of  great  ability  which  have  been  written  on  these  sub- 
jects wilhiii  the  present  century. 
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708.  Ihflexion  or  Diffbaction  w  a  term  used  to  denote 
plienamena  which  light  eihibils,  uiAen,  under  certain  circumslaneet, 
it  forms  parallel  hands  or  fringes. 

For  the  purpose  of  experiments  on  this  subject,  a  beam  of 
light  is  admitted  into  a  dark  room,  through  a  very  smail  aper- 
ture, as  a  pin-hole  made  in  sheet  lead  ;  or,  what  it>  better,  a  coor 
vex  lens  is  placed  in  [ho  window  shutter,  which  brings  the  raj's 
to  a  locus,  and  affords  a  divergent  pencil  of  light.  If  we  intro- 
duce into  this  pencil  any  opake  body,  as  a  knile-blade,  for  exam.- 
plc,  and  observe  the  shudow  which  it  casts  on  a  white  screen, 
we  shall  observe  on  both  sides  of  the  shadow  fringes  of  colored 
light,  the  different  colors  succeeding  each  other  in  the  lollowing 
order:  first  fringe,  violet,  indigo,  pale  blue,  green,  yellow,  red; 
second,  blue,  yellow,  red  ;  third,  pale  blue,  pale  yellow,  red.  The 
brighiness  of  these  fringes  diminishes  as  ibey  recede  Irom  the 
shadow,  and  the  shadow  itself  is  not  quite  dark,  but  is  formed 
also  of  luminous  and  dark  fringes,  all  parallel  to  the  edges  of  the 
knife.  The  fringes  in  question  are  absoluiely  indi-pendeniof  the 
nature  of  the  body  whose  shadow  ihey  surround,  and  the  form 
of  its  edge ;  neither  the  density  or  rarity  of  the  one,  nor  the 
sharpness  or  curvature  of  the  other,  having  the  lea^l  influence 
on  their  breadth,  their  colors,  or  titeir  distance  from  the  shadow. 
Thus  it  is  indifferent  whetiier  they  are  formed  by  the  edge  or 
back  of  a  razor,  by  a  mass  of  platina,  or  by  a  bubble  in  a  plate 
of  glass,  (which,  though  transparent,  yet  throws  a  shadow  by 
dispersing  away  Ihe  light  incident  upon  it ;)  circumstances  whicn 
make  it  clear  that  their  origin  has  no  connection  with  the  ordi- 
nary refractive  powers  of  bodies,  or  with  any  elective  attractions 
or  repuUions  exerted  by  them  on  light ;  for  such  forces  cannot 
be  conceived  as  independent  of  the  deadly  of  the  body'  exerting 
them,  however  minute  we  might  regard  the  sphere  of  their  ac- 
tion.* 

799.  If  the  light  of  the  solar  beam  be  first  separated  into  the 
prismatic  colors,  and  these  severally  be  submitted  to  experiment, 
the  fringes  will  in  each  case  be  of  the  same  color  as  the  colored 
pencil ;  but  they  will  be  broadest  in  red  light,  smallest  in  violet, 
and  of  intermediate  sizes  in  the  intermediate  colors.  If  we  place 
the  screen  at  different  distances  from  the  interposed  body  which 
gives  the  shadow,  it  will  be  found  that  the  fringes  grow  less  and 
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le^  as  we  approach  the  edge  of  the  body  from  which  they  take 
their  rise.  On  measuring  the  distances  of  the  fringes  from  the 
shadow,  while  they  are  thus  changing  their  dimensions,  and  con- 
necting by  a  line  the  several  points  representing  those  distances, 
it  is  found  that  this  line  is  not  a  straight  line,  but  a  hyperbola^ 
whose  vertex  is  at  the  edge  of  the  body  ;  so  that  the  same  fringe 
is  not  formed  of  the  same  light  at  all  distances  from  the  body, 
but  resembles  a  caustic  curve,  (Art.  742.)  formed  by  the  inter- 
section of  different  rays.  When  we  consider  that  the  fringes  are 
largest  in  red,  and  smallest  in  violet  light,  it  is  easy  to  understand 
the  cause  of  their  colors  in  white  light;  for  the  colors  seen  in 
this  case  arise  from  the  superpositi6n  of  fringes  of  all  the  seven 
colors  ;  that  is,  if  the  eye  could  receive  all  the  differently  colored 
fringes  at  once,  these  colors  would  form  by  their  mixture  the 
actual  colors  in  the  fringes  seen  by  white  light.  Hence  we  see 
"why  the  color  of  the  first  fringe  is  violet  near  the  shadow,  and 
red  at  a  greater  distance  ;  and  why  the  blending  of  the  colors 
beyond  the  third  fringe,  forms  white  light,  instead  of  exhibiting 
themselves  in  separate  tints. 

Upon  measuring  the  proportional  breadths  of  the  fringes  with 
great  care,  Newton  found  that  they  were  as  the  numbers  1,  Vjf 
>/i»  >/t»  ^^^.  their  intervals  in  the  same  proportion.* 

800.  In  the  foregoing  experiments,  the  colored  fringes  are  sup- 
posed to  be  formed  on  the  edge  of  the  shadow  of  an  opake  body, 
placed  in  a  beam  or  pencil  of  light.  The  same  phenomena  are 
exhibited  in  a  more  striking  and  beautiful  manner,  when  we  view 
with  a  magnifying  glass  a  pencil  of  light  as  it  passes  through 
an  exceedingly  small  aperture.  Suppose,  for  instance,  we  place 
a  sheet  of  lead,  having  a  small  pin-hole  pierced  through  it, 
in  the  pencil  of  rays  diverging  fnjm  the  focus  of  a  lens.  The 
image  of  the  hole  will  be  seen  through  the  magnifier  as  a 
brilliant  spot,  encircled  by  rings  of  colors  of  great  vividness, 
which  contract  and  dilate,  and  undergo  a  singular  and  beautiful 
alternation  of  tints,  as  the  distance  of  the  hole  from  the  luminous 
point  on  the  one  hand,  or  from  the  magnifier  on  the  other,  is 
changed.  When  the  latter  distance  is  considerable,  the  central 
spot  is  white,  and  the  rings  follow  nearly  the  orders  of  colors  of  their 
plates.  When  the  magnifier  is  brought  very  near  to  the  pin-hole 
the  central  u^hite  spot  contracts  into  a  point  and  vanishes,  and 
the  rings  gradually  close  in  upon  it  in  succession,  so  that  the 
center  assumes,  successively,  the  most  surprisingly  vivid  and  in- 
tense hues,  and  the  rings  surrounding  it  undergo  great  and  ab- 
rupt changes  in  their  tints.t 

pfewton  attempted  to  account  for  the  inflexion  of  light  by  a 
supposed  repulsion  exerted  by  the  edge  of  the  interposed  body 

*  Brewfter'8  Optics,  pp.  95—97.  t  Henchel  on  Light,  Sec.  730. 
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or  by  the  edges  of  the  circular  aperture  on  the  rays  of  light  t] 
are  nearest  to  it.  while  they  exert  a  less  repulsion  on  such  as  are 
a  little  more  remote.  By  this  means,  the  relative  direction  of 
the  raj-s  would  be  so  altered  that  they  would  cross  one  another, 
and  their  light  interfere  or  become  blended ;  and  by  following 
out  the  consequences  of  this  interference,  they  are  found  to 
correspond  to  some  of  the  effects  actually  observed  to  take 
place.' 

60i.  A  more  satisfactory  explanation  of  the  iufleJiion  of  light 
and  the  formation  of  colored  fringes,  is  airoi-ded  by  that  theory 
which  considers  light  as  produced,  not  by  the  emission  of  luminous 
particles  from  the  radiant  body,  but  by  the  undulations  of  a  peculiar 
fiuid.  Phenomena  of  the  foregoing  description  are  accounted  for 
on  the  doctrine  of  interferences.  It  appears  by  experiment,  that  a 
body  already  illuminated  may  become  less  brif^ht  by  the  addition  of 
more  light.  Let  the  solar  light,  refleclcd  horizontally,  be  admit- 
ted into  a  dark  chamber  by  two  small  Iioles,  which  are  near  each 
other,  but  separated  by  such  an  interval  that  the  conical  pencils 
do  not  intermix  until  they  have  proceeded  a  certain  distance. 
A  little  beyond  the  point  where  they  intermix,  let  them  be  re* 
ceived  on  a  screen ;  then  at  some  points  of  the  illumined  part 
there  will  be  a  partial  or  comparative  darkness.  If  now,  one  of 
the  openings  is  closed,  so  that  the  light  is  not  intermixed  on  the 
illumined  part,  but  the  screen  receives  light  only  from  one  hole, 
the  partial  darkness  will  vanish,  and  parts  of  the  remaining  cir- 
cle will  have  become  brighter  by  this  loss  of  light.  Here  it  ia  evi- 
dent that  the  addition  of  fresh  light  produces  darkness,  and  that 
an  obscure  surface  becomes  brighter  by  the  removal  of  some  of 
the  light  which  shines  upon  it. 

When  the  preceding  experiment  is  made  with  great  care,  and 
light  of  one  color,  as  red  or  blue,  is  admitted  through  two  fine 
slits  or  holes  near  each  other,  the  pencil  produces  bands,  which 
are  alternately  bright  and  dark,  exactly  analogous  to  the  bands 
produced  in  the  experiments  on  diffraction.  But  when  either  of 
the  apertures  is  closed,  the  bands  disappear,  and  the  space  in 
■which  they  were  is  occupied  by  light  that  is  nearly  uniform. 
Thus  the  stoppage  of  the  light  from  one  aperture  removes  the 
partial  obscurily  wluch  existed  between  the  bright  spaces.  This 
darkness,  therefore,  results  from  the  concourse  of  the  two 
lights  meeting  obliquely  from  the  two  apertures.  Hence  it  ap- 
pears that  two  homogeneous  rays  of  light,  emanating  from  the 
same  source,  may,  alier  passing  over  a  certain  distance,  come  to 
a  point  under  such  circumstances  that  the  brightness  will  be  al- 
most annihilated.     This  effect  can  be  referred  to  nothing  else  but 
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tlie  mutual  action  of  the  rays  of  light,  and  to  this  mutual  action 
the  term  interference  has  been  applied. 

Something  quite  analogous  to  this  occurs  in  the  phenomena  of 
sound.  The  transmission  of  sounds  being  by  undulations,  we 
may  conceive  two  undulations  to  exist  exactly  similar,  and  to 
produce  simultaneous  impulses  in  the  same  direction,  so  that  the 
effect  on  the  ear  will  be  double  what  either  would  have  produced 
separately.  Here  one  sound-wave  is  augmented  by  the  addition 
of  another.  But  we  may  also  readily  conceive  cases  in  which 
one  sound-wave  may  interfere  with  another,  so  that  the  combined 
effect  is  less  than  either  would  have  produced  alone.  Effects  of 
this  kind,  well  known  in  music,  are  called  beats  ;  and  this  and 
numerous  other  analogies  between  the  phenomena  of  light  and 
those  of  sound,  which  have  been  traced  with  the  most  refined 
ingenuity  by  several  eminent  opticians,  have  produced  a  strong 
impression  in  favor  of  the  undulatory  theory  of  light.* 


CHAPTER  Vn. 

OF  DOUBLE  REFRACTION  AND  POLARIZATION. 

802.  Double  refraction  is  a  modification  which  light  undergoes 
in  passing  through  certain  media,  by  which  a  single  pencil  of  light 
is  divided  into  two  pencils,  affording  two  separate  images  of  the  ob' 
jects. 

This  phenomenon  was  first  observed  in  a  crystal  Fig.  285. 

«f  carbonate  of  lime,  denominated  Iceland  spar. 
This  substance  may  be  seen  in  every  cabinet  of 
minerals,  presenting  the  figure  of  a  rhomb.  It  is 
a  solid,  bounded  by  six  rhomboidal  faces.  It  is 
colorless  and  highly  transparent,  and  distinguish- 
ed for  its  beauty  in  mineralogical  collections ;  but  its  most  re- 
markable property  is  that  of  rendering  letters,  or  any  other  small 
objects  placed  behind  it,  double. 

Though  double  refraction  is  exhibited  by  the  Iceland  crystal 
in  a  manner  peculiarly  striking,  yet  this  phenomenon  is  by  no 
means  confined  to  that  substance.  It  takes  place  in  numerous 
transparent  crystals.  It  also  occurs  in  a  variety  of  other  bodies, 
which  are  more  or  less  transparent,  where  there  is  any  disposi- 
tion toward  a  regular  arrangement  of  the  particles,  such  as 
hair,  quills,  and  the  like,  and  in  all  bodies  when  in  a  state  of 
unequal  dilatation  or  compression. 

*  See  the  explanation  in  full  in  Pooiliet's  £1.  de  Fhys.,  il,  106. 


:.   pmLOBOFHT. 

Some  classes  of  bodies  possess  the  property  of  double  refrae> 
tion  naturally  and  permanently  ;  others  may  be  made  to  acquire 
it  by  artificial  means,  but  retain  it  only  traasiently. 

803.  The  explanation  of  this  singular  effect  has  exercised  the 
sagacity  of  the  profoundest  pluiosophers.  at  the  head  of  whom 
aie  Newton  and  Huygena.  Inquiries  respecting  it  hove  of  late 
years  been  associated  with  those  respecting  the  polarization  of 
light,  bo:h  of  which  subjects  have  been  studied  wiih  the  greatest 
atiention  and  zeal  by  some  of  the  first  philosophers  of  i  be  present 
century;  and  their  investigations  have  opened  a  new  held  of 
philosophical  curiosityi  no  less  ample  than  fertile.  In  a  work  so 
limited  as  the  present,  it  will  be  impossible  to  give  any  thing 
more  than  a  very  slight  sketch  of  these  subjects,  to  serve  merely 
lor  [he  purposes  of  an  introduction  to  studies  which,  in  order  to 
be  fully  understood,  require  to  be  prosecuted  for  a  length  of  time 
proportioned  to  their  extent  and  intricacy.  Unimportant  as  these 
researches  might  appear,  on  a  superficial  view,  they  are,  never- 
theless, in  common  with  several  other  refined  inquiries  in  optics, 
highly  conducive  to  that  full  knowledge  of  the  properiies  of  light, 
which  enables  the  artist  to  give  perfection  to  such  noble  instrii- 
ments  as  the  microscope  and  the  telescope. 

804.  If  a  rhomb  of  Iceland  spar,  Fig.  asG. 
represented  in  Fig.  28(i,  he  placed 
above  a  black  line  drawn  on  white 
paper,  and  vimved  %vith  the  eye  at  R, 
the  line  will  appear  double,  as  mn, 
MN  ;  or  if  we  cause  a  pencil  of  light 
Ur,  to  fall  upon  the  surface  of  the 
rhomb,  it  will  be  separated  into  two 
pencils,  rO,  rE,  each  of  which  will 
emerge  from  the  rhomb  at  o'  and  e  in  " 
directionsOo'jEe',  parallel  to  Rr.  The 
pencil  Hr  has  therefore  suflerrd  ihuhle  refraction  in  pa-ssing 
through  the  rhomb.  This  might  be  suspected  to  arise  from  a 
difli?rence  in  density  of  the  different  parts,  since  the  parts  which 
were  more  dense  would  refract  the  light  more  than  those  which 
were  less  detise,  and  thus  tend  tg  produce  separate  images;  but 
as  the  same  effecls  will  lake  place  by  making  the  pencil  Rr  fall 
at  the  same  incidence,  and  in  the  same  direction,  relative  to  the 
summit  A  upon  any  point  of  any  of  I  he  faces,  it  is  manifest  that 
the  double  refraction  cannot  arise  from  any  difference  of  density 
in  different  parts  of  the  rhomb. 


flO-l.  To  i!lu-itr.iie  the  manner  in  which  these  effects  lake  place, 
let  AMXN,  (Fig.  287,)  be  a  section  of  the  Iceland  crystal,  (Fig. 
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365,)  made  by  a  plane  passing  through  the  diagonal  AX.  Let 
PV  be  a  perpendicular  to  the  upper  surface  of  the  crystal  at  any 
point  F.  Then  rays  of  light  DF,  CF,  will  each  have  two  re- 
fracted rays,  FO,  FO',  and  FE,  FE'.  On  measuring  ihe  several 
angles,  it  will  be  i'ound  that  the  twq  rays  FO,  FO',  follow  ihe  or- 
dinary law  of  refraction,  making  the  sines  of  the  angles  of  re- 
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fraction  as  the  sines  oftho^e 
of  incidence.  Each  of  these, 
therefore,  is  called  the  ordi- 
nary  my.  But  the  other 
rays  FE.  FE',  will  not  con- 
form to  that  law,  but  will 
make  angles  with  the  per- 
pendicular, that  are  some- 
times greater  and  some- 
times less  than  would  he 
required  by  it,  and  are  thus 
separated  from  the  ordina- 
ry rays.  Hence,  each  of  these  is  called  the  erlraordinartf  ray. 
In  the  case  of  the  Iceland  crystal,  while  at  a  perpendicular  in- 
cidence the  ordinary  ray  undergoes  no  refraction,  the  extraordi- 
nary ray  is  turned  from  the  perpendicular  6°  12';  and  at  angles 
of  10°,  20°,  30°,  iStc,  while  the  ordinary  ray  suffers  a  regular 
refraction  according  to  the  law  of  the  sinee,  the  extraordinary 
ray  suffers  a  retraction  constantly  greater  than  that. 

B06.  The  line  which  connects  the  two  obtuse  angles  of  the 
rhomboid,  as  AX,  (Fig.  297.)  is  called  the  optic  axis,  since  when 
a  ray  enters  a  crystal  in  the  direction  of  this  line,  eilhrr  coinci- 
dent with  it  or  parallel  to  it,  such  a  rny  suffers  no  double  refrac- 
tion. Thus,  the  ray  IF,  which  moets  Ihe  crystal  in  such  a  direc- 
tioti  as  to  he  refiucted  into  the  line  FK,  parallel  lo  AX,  is  not 
separated  into  two  rays,  but  merely  undergoes  ordinary  refrac- 
tion. When  the  extraordinary  ray  is  between  the  ordinary  ray 
and  the  perpendicular,  as  Fe,  the  crystal  is  said  to  have  a  jiositive 
axis:  when  the  extraordinary  ray  is  further  from  the  perpendic- 
ular than  the  ordinary  ray,  it  is  said  to  have  a  iiesa'ivd  axis. 
Thus,  quartz  hrts  a  positive,  and  Iceland  spar  a  negative  axis. 

Any  plane,  like  that  of  Fig.  287,  passing  through  the  op'ic 
axis,  and  every  plane  parallel  lo  this,  is  called  the  prindpnl  sec- 
tion. Whenever  ihe  principal  section  contains  the  ordinary  ray, 
it  also  contains  I  he  extraordinary  ray,  which  is  not  the  case  with 
planes  inclined  lo  that. 

807.  An  axis  of  double  refraction,  however,  is  not,  like  the 
axis  of  the  earth,  &  fixed  line,  within  the  rhomb  or  crystal.  It  is 
only  a  fixed  direcl'ion  :  jbr  if  we  divide,  a^  we  may  do,  the  rhomb 
ABC  (Fig.  285)  into  two  or  more  rhombs,  each  of  these  separate 
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rhombs  will  have  its  axis  of  doable  refraction  ;  but  when  tin 
rhombs  are  again  pot  together,  their  axes  will  all  be  parallel  to 
AX.  Every  line,  therefore,  within  the  rhomb  parallel  to  AX,  is 
an  axis  of  double  refraction  or  optic  axis;  but  as  these  lines  hare 
all  one  and  the  t^ame  direction  in  space,  the  crj'Stal  is  still  said  to 
have  only  one  optic  axis. 

Herschel,  in  his  Treatise  on  Light,  illustrates  this  subject  by 
the  following  simile.  Suppose  a  mass  of  brick  work,  or  mason- 
ry, of  great  magnitude,  built  of  bricks  all  laid  parallel  to  each 
other.  Its  exterior  form  may  be  what  we  please ;  a  cube,  a 
pyramid,  or  any  other  figure.  We  may  cut  it  (when  hardened 
into  a.  compact  mass)  into  any  shape,  a  sphere,  a  cone,  a  cylin- 
der, &c.,  but  the  edges  of  the  bricks  within  it,  still  lie  parallel  to 
each  other ;  and  their  directions,  as  well  as  those  of  the  diago- 
,  nala  of  their  surfaces,  or  of  their  solid  figures,  may  all  be  re- 
garded as  so  many  axes,  i.  e.  lines  having  (ao  long  as  the  mass 
remains  at  rest)  a  determinate  position,  or  rather  direction  in 
space,  no  way  related  to  the  exterior  surfaces,  or  linear  bounda- 
ries of  the  mass,  which  may  cut  across  the  edges  of  the  bricks 
in  any  angles  we  please. 

808.  A  great  number  of  crj-stals  have  two  axes  of  double  re- 
fraction, or  two  directions  inclined  to  each  other,  along  which 
the  double  refraction  is  nothing.  In  crystals  with  one  axis,  the 
axis  has  the  same  position,  whatever  be  the  color  of  the  pencil 
of  light  which  is  used  ;  but  in  crj'slals  with  two  axes,  the  axes 
change  their  position  according  toihe  color  of  the  light  employed, 
so  that  the  inclination  of  the  two  axes  varies  with  diflerently 
colored  rays. 

Until  recently  it  was  supposed  that  the  number  of  optic  axes 
never  exceeds  two  ;*  but  Dr.  Brewster  has  lately  discovered  an 
example  of  a  mineral  {anafcime)  which  has  an  indefinite  number 
of  axes  of  double  refraction,  in  the  direction  of  which,  light  sut- 
fers  DO  separation,  although  when  passing  through  the  body  in 
any  other  direction,  it  undergoes  double  refraction. 

A  cylinder  of  glass,  first  healed  red  hot,  and  then  rolled  on  a 
plate  of  metal  until  it  is  cold,  acquires  a  pei-manent  doubly  re- 
fracting structure.  If,  instead  of  heating  the  glass  cylinder,  we 
had  placed  it  in  a  vessel,  and  surrounded  it  with  boiling  oil  or 
boiling  water,  it  would  have  acquired  the  sam6  doubly  refracting 
atructiire,  when  the  heat  had  reached  the  axis :  but  this  structure 
is  only  transient,  as  it  disappears  when  the  cylinder  is  uniformly 
heated.  Analogous  structures  may  be  produced  bj'  pressure. 
and  by  the  induration  of  soft  solids,  such  as  animal  jellies,  ti 
glass,  (fee. 
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809,  If  the  cylinder  in  the  preceding  article  is  not  a  regular 
one,  but  has  its  section  perpendicular  to  the  axis  everjwhere  an 
tllipx  instead  of  a  circle,  it  will  have  two  axes  of  double  refrac- 
tion. In  like  manner,  if  we  use  rectangular  plates  of  glass,  in- 
stead of  cylinders,  in  the  preceding  experiment,  we  shall  have 
plates  with  tu)o  plajies  of  double  refraction  ;  a  positive  structure 
being  on  one  side  of  each  plane  and  a  negative  on  the  other.  If 
we  use  perfect  spheres,  there  will  be  axes  of  double  refraction 
along  every  diameter,  and  consequently  an  infinite  number  of 
them.  The  crystalline  lenses  of  the  eyes  of  almost  all  animals, 
whether  their  Hgures  be  (hose  of  lenses,  spheres,  or  spheroids, 
have  one  or  more  axes  of  double  refraction.  , 


POLABIZATIOM   OP   LIGHT. 

810.  PoLABizATiON  OF  LiGBT  M  «  choTige  wMch  light  undergoes 
after  certain  refraction's  or  reJlexioHS,  by  which  a  ray  acquires  po- 
LABrrv,  or  different  propeiiies  on  different  sides. 

This  quality  of  light,  which  is  one  of  the  most  remarkable  of 
all  its  properlies,  was  discovered  by  Huy gens,  during  his  investi- 
gations into  the  cause  of  double  refraction  as  exhibited  in  the 
Iceland  crystal ;  but  the  attention  of  opticians  was  more  particu- 
larly directed  toward  it  by  the  discoveries  of  Mains,  in  1810." 
The  knowledge  of  this  singular  property  of  light  has  afforded 
an  explanation  of  many  of  the  most  intricate  phenomena  in  op- 
tics. 

611.  With  respect  to  the  light  of  the  sun,  whether  it  be  direct 
OP  reflected,  whether  it  be  white  light  or  one  of  the  prismatic 
colors,  no  such  difference  of  properties  exists  in  the  different 
sides  of  a  ray ;  and  the  same  is  true  of  the  light  of  a  candle  < 


any  self-luminous  body.  But  if  instead  of  employing  a  ray 
nnitted  directly  from  the  sun  or  from  any  self-luminous  source. 
we  subject  to  examination  a  ray  that  has  undergone  double  re- 
fraction, or  a  certain  kind  of  reflexion  to  be  more  particularly 
described  hereafter,  or  that  has  been  in  any  one  of  a  great  vari- 
ety of  ways  subjected  to  the  action  of  material  bodies,  it  seems 
to  have  acquired  sides ;  a  right  and  a  left,  a  front  and  a  back  ; 
'and  the  intensity,  or  brightness,  though  not  the  direction  of  the 
teflected  or  transmitted  portion,  depends  materially  on  the  posi- 
tion with  respect  to  these  sides,  in  which  the  plane  of  incidence 
lies,  though  every  thing  else  remains  precisely  the  samcf 

812.  We  may  understand  something  of  the  nature  of  the 

*  Sm  an  intFi-csIing  hislory  nt  Ihv  progreas  of  those  dkcowriei,  in  the  Kdiubureli 
hUoHpl.icil  Joura«l,  Vol«,  1,  II,  Jic. 
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changes  produced  in  light  by  polarization  from  the  following  ex- 
periihents. 

First,  we  place  on  a  horizontal  table  a  piece  of  black  paper« 
and  draw  on  it  two  fine  lines  at  right  angles  to  each  other,  hav- 
ing a  white  point  or  dot  at  their  intersection.  For  the  conve- 
nience of  reference,  we  will  suppose  that  the  direction  of  one  of 
these  lines  is  north  and  south,  and  that  of  the  other  east  and 
west.  Over  these  lines  we  place  a  crystal  of  Iceland  spar,  (Fig. 
285,)  hmving  lis  principal  section  (which  it  must  be  recollected  is 
the  plane  passing  through  both  the  rays  int(^  which  the  incident 
light  is  divided)  in  the  meridian.  Agreeably  to  what  has  beeo 
said  in  Art  805,  we  shall  see  two  images  of  the  white  spot 
formed  by  double  refraction.  The  light  thus  divided  will,  when 
transmitted  through  another  medium  producing  double  refrac- 
tion, become  polarized.  For,  if  we  place  a  second  cr^'stal  of  the 
same  kind  directly  over  the  first,  having  their  principal  sections 
parallel,  or  coincident,  the  two  images  will  appear  as  before,  ex- 
cept farther  asunder.  But,  on  turning  the  upper  crystal  round, 
on  its  verlical  axis,  two  new  images  begin  to  make  their  ap- 
pearance, being  very  faint  at  first,  but  growing  brighter,  while 
the  two  original  images  grow  weaker,  until  the  crystal  is  turned 
through  the  first  quadrant,  when  the  four  images  become  equally 
bright.  Continuing  to  turn  the  crystal  through  the  second  quad- 
rant, the  reverse  takes  place,  that  is,  the  new  images  grow  faint- 
er and  the  original  ones  brighter,  until  at  the  end  of  this  quad- 
rant, when  the  crystal  has  changed  sides,  only  the  two  original 
images  appear,  as  at  fiist.  Similar  changes  occur  in  turning  the 
crystal  through  the  third  and  fourth  quadrants.  Now  the  only 
change  of  circumr>tances  involved  in  the  Ibregoing  process,  is 
that  the  plane  of  incidence  is  successively  presented  to  the  dif- 
ferent sides  of  the  rays  of  I'ght,  the  effect  being  greatest  when 
it  is  applied  to  the  sides  directly  opposite  to  each  other ;  and  as 
a  particle  of  iron  filings,  however  small,  acquires,  when  mag- 
netized, different  and  peculiar  properties  in  two  opposite  points 
called  the  poles,  so  a  ray  of  light,  by  the  foregoing  process,  ac- 
quires properties  on  the  opposite  sides  somewhat  analogous  to 
polarity,  and  hence  is  said  to  he  polarized.* 

813.  Secondly,  for  an  example  of  polarization  by  reflexion,  we 
may  take  two  tubes,  a  larger  and  a  smaller,  the  latter  turning 
within  the  former,  like  two  lubes  of  a  hand  telescope.  The  com- 
pound tube  thus  formed  being  open  at  both  ends,  we  may  at  ach 
to  each  a  glass  reflecting  plate,  in  such  a  manner,  that  by  turn- 
ing round  the  smaller  tube  the  two  reflecting  plates  may  be 
placed  in  various  posi  ions  with  respect  to  eac;lj  o'.her.  Thus, 
(Fig.  288,)  let  MNP  be  the  tube,  A  and  C  plates  of  glass,  so  situ- 

•  Arago,  Encyc  Brit,  Sup    Vol.  VI. 
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ated  that  a  ray  of  light  RA,  incident  at  A,  at  an  angle  of  56^, 
may  be  reflected  along  the  axis  of  the  tube  AC,  and  striking  on 
C  at  the  same  angle  of  incidence  of  56^,  be  reflected  to  the  eye 

Fig.  288. 


at  E.  Then  in  the  position  shown  in  the  figure,  where  the  first 
reflexion  is  made  in  a  horizontal  plane  RAC,  and  the  second  in  a 
vertical  plane  ACE,  the  image  of  R  will  be  scarcely  visible  ;  but 
on  turning  round  the  tube  NP,  the  image  will  grow  brighter  and 
brighter,  until  the  plate  C  has  been  turned  round  ninety  degrees, 
when  it  becomes  the  brightest  possible.  On  being  turned  through 
the  second  quadrant,  the  image  grows  fainter  and  fainter,  until, 
at  180®  from  the  original  position  of  C,  the  image  almost  disap- 
pears. Similar  changes  occur  in  the  third  and  fourth  quadrants. 
Now,  at  the  commencement  of  the  experiment,  the  mirror  C  is 
applied  to  the  under  side  of  the  ray,  and  at  the  end  of  180°  it  is 
applied  to  the  upper  side,  at  both  which  points  there  is  scarcely 
any  reflexion  ;  but  when  the  same  plate  is  applied  laterally,  the 
reflexion  is  the  same  as  for  common  light.  Hence  this  light  had 
acquired  peculiar  properties  on  its  opposite  sides,  in  consequence 
of  its  previous  reflexion  from  the  first  plate  of  glass,  which,  as 
before,  from  its  analogy  to  magnetic  polarity,  is  denominated 
polarization.* 

814.  The  angle  of  56°  is  found  by  experiment  to  be  that  at 
which  this  efiect  was  produced  by  glass,  and  hence  this  is  called 
the  polarizing  angle  for  glass.  Other  substances  have  different 
polarizing  angles.  Thus,  while  the  two  reflecting  plates  are  in 
the  position  shown  in  the  figure,  in  which  case  there  is  scarcely 
any  reflexion  from  the  second  plate,  and  consequently  no  image 
formed  at  the  eye,  yet  on  moistening  the  plate  C,  even  with  the 
breath,  the  image  instantly  appears,  since  the  polarizing  angle 
for  water  is  different  from  that  of  glass. 

Although  the  images  formed  by  polarized  light  are  variable  in 

*  Libraiy  of  Useful  Knowledge. 
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brightness,  yet  the  direction  of  such  rays  is  the  scune  as  in  cook* 
mpn  light,  and  consequently  no  change  is  produced  by  pdiarizft* 
tion  in  the  place  of  tl^e  image.* 

815.  The  relation  of  color  to  polarized  light  is  highly  interest- 
ing, the  most  gorgeous  and  varied  hues  being  developed  in  ex- 
periments on  this  subject.     The  following  is  a  simple  example. 

Let  two  plates  of  glass  be  placed  as  in  Fig.  ^9,  so  that  the 
light,  which  may  be  that  of  the  sky,  will  be  polcurized  by  reflex- 
ion from  the  plate  A,  in  consequence  of  which  the  eye  situated 
at  E,  will  not  see  the  image  of  the  sky  reflected  from  C,  as  it 
would  do  in  the  case  of  common  light,  but  in  the  place  of  it  will 
see  a  dark,  undefined  spot.  But  on  interposing  between  the  two 
plates  a  thin  film  of  selenite,t  or  mica,  the  eye  being  still  at  E, 

Fig.  389. 


we  shall  see  the  surface  of  the  interposed  plate  covered  with  the 
most  brilliant  colors.  If  its  thickness  is  perfectly  uniform 
throughout,  the  tint  will  be  uniform ;  but  if  it  has  different 
thicknesses,  every  diiferent  thickness  will  display  a  different 
color, — some  red,  some  green,  some  blue,  some  yellow,  and  all 
of  the  most  brilliant  description.  If  we  turn  the  plate  EDFG 
round,  keeping  it  perpendicular  to  the  polarized  beam,  the  colors 
will  become  less  or  more  bright,  without  changing  their  nature, 
and  two  lines  ED,  FG,  at  right  angles  to  each  other,  will  be 
found  such,  that  when  either  of  them  is  in  the  plane  of  reflexion 
RAC,  no  colors  whatever  are  perceived,  but  the  undefined  dark 
spot  before  mentioned  returns  again.  On  continuing  the  rotation 
of  the  plate,  the  colors  reappear,  and  reach  their  greatest  bright- 
ness when  either  of  the  lines  ab  or  erf,  which  are  inclined  45°  to 
the  lines  ED,  FG,  is  in  the  plane  of  reflexion  ACE. 

Let  the  plate  EDFG  be  now  fixed  in  the  position  where  it 

*  See  a  frood  explanation  of  these  phenomena  in  Herachers  Treatise  on  Light, 
SectE.  816—819. 
t  A  variety  of  sulphate  of  lime  or  plaster  pf  Paris 
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gives  the  brightest  color,  which  suppose  to  be  redy  and  let  the 
plate  C  be  made  to  revolve.  The  brightness  of  the  red  color 
>B<rill  gradually  decline  until  the  plate  has  turned  round  45^  when 
it  will  wholly  disappear,  and  the  dark  spot  be  seen  again.  Be- 
yond 45°  a  green  color  will  gradually  make  its  appearance,  and 
will  become  brighter  and  brighter  until  ft  reaches  its  maximum 
at  00°.  Beyond  90°  the  green  fades,  and  disappears  at  135°, 
when  the  dark  spot  returns  ;  but  beyond  this  the  red  reappears, 
and  reaches  its  maximum  at  180°.  Hence,  when  the  plate 
EDFG  alone  revolves,  only  one  color  is  seen,  and  when  C  only 
revolves,  two  colors  are  seen  during  each  half  of  its  revolution- 
If  we  repeat  these  experiments  with  plates  of  difierent  thick- 
nesses in  different  parts,  giving  different  colors,  we  shall  find 
that  the  two  colors  are  always  complementary  of  each  other,  or 
together  make  white  light.*  The  experiment  may  be  varied  so 
as  to  evolve  the  red  and  green  colors  at  the  same  time,  making 
one  overlap  the  other:   the  parts  thus  united  form  a  perfect 

"white-t 

Instead  of  the  plate  of  selenite  or  mica^  by  exposing  doubly 
refracting  crystals  of  different  substances  to  the  action  of  polar- 
ized lig^ht,  an  endless  variety  of  beautiibl  colors,  arranged  in  the 
most  fanciful  forms,  may  be  seen,  specimens  of  which  are  usu- 
ally represented  by  figures,  in  works  that  treat  at  large  of  this 
iabject.| 


CHAPTER  Vin. 

OF  VISION. 

816.  As  a  preparation  for  studying  the  optical  structure  of  the 
eye  and  the  laws  of  vision,  it  w^ill  be  useful  first  to  learn  in  what 
way  images  of  external  objects  are  formed  in  a  dark  room,  by 
light  admitted  through  a  hole  in  the  window  shutter. 

817.  A  beam  of  light  from  the  sun^  entering  into  a  dark  room 
through  a  small  orifice^  and  striking  upon  an  opposite  wall  or  screen^ 

forms  a  circular  image  on  the  wall,  whatever  be  the  shape  of  the 
orifice. 

yfe  will  suppose  the  orifice  to  be  comparatively  large,  as  an 
inch  in  diameter,  and  of  a  triangular  or  of  an  irregular  shape  ; 
the  image  formed  on  the  wall  will  still  be  circular.  For,  suppose 
the  orifice  to  be  reduced  to  a  very  small  circular  hole,  as  a  pin- 

*  Brewiter'i  Optics,  159.  t  Library  of  Ua^  Knowledge. 

X  See,  e8pecialIy,'Poaillet,  de  Phyi.,  t  II. 
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hole,  (which  may  easily  be  done  by  placing  over  the  orifice  i 
f  metallic  plate,  as  a  Khect  of  lead,  pierced  by  a  pin  ;)  then  lbs 
rraya  of  the  sun,  passing  through  this  small  opening,  would  of 
r  course  be  circular.  But  the  large  irregular  orifice  may  be  coo- 
r  indered  a!i  made  upof  such  smaller  apertures, or  the  metallic  plata 
■  may  be  conceived  to  be  pierced  with  an  indefinite  number  of  pin 
I '  holes,  and  the  entire  image  formed  upon  the  wall  may  be  eoD- 
I  «eiv-cd  to  be  made  up  of  an  assemblage  of  all  these  images  of 
I  ibe  sun  blended  with  each  other,  and  therefore,  as  bounded  hy 
I  Innumerable  curve  lines,  composed  of  the  individual  circles. 
!       If  the  screen  be  brought  near  to  the  ori-  f'e-  S^*- 

i  flee,  however,  the  image  will  be  of  the  same 
'  figure  as  the  orifice  ;  for  the  rays,  after  they 
I  have  passed  the  orifice,  must  have  diverged 
I    considerably  before  the  sections  that  form  , 
the  image  shall  afford  circles  so  large,  that 
their  blended  circumferences  shall  compose  * 
a  cireular  figure.     (See  Fig,  290.) 

If  the  plane  which  receives  the  image  be 
not  parallel  to  the  orifice,  then  the  image 
will  be  elliptical,  being  the  section  of  a  cone  oblique  to  its  axis. 
Circular  images  of  the  sun  are  sometimes  projected  on  tho 
ground,  through  the  small  openings  among  the  leaves  of  the  trees. 
During  an  eclipse  of  the  sun,  these  images  copy  the  figure  of 
the  eclipse. 

If  there  are  various  orifices  near  to  each  other, /Aree,  for  exam- 
ple, through  which  a  beam  of  the  sun  shines  into  a  dark  room, 
we  shall  observe  at  first,  at  a  certain  distance,  three  distinct  lu- 
minous circles.  At  a  greater  distance,  these  three  circles  begin 
to  be  blended,  and  finally,  on  enlarging  sufficiently,  they  unite  to 
form  a  single  circle.* 

818.  If,  instead  of  a  beam  of  solar  light,  we  admit  into  a  dark 
room,  through  an  opening  in  the  shuUer,  the  light  reflected  from  va- 
rious objects  without,  tin  inverted  picture  of  tltese  Injects  will  lie  farm- 
ed on  the  opposite  toall. 

A  room  fitted  for  exhibiting  such  a  picture  is  called  a  Camera 
Obscura. 

From  what  has  been  before  explained,  it  will  be  readily  un- 
derstood, that  from  every  point  in  (he  object,  innumerable  rays 
of  light  proceed  and  fall  upon  the  window  shutter.  Of  these, 
however,  none  can  enter  the  aperture,  except  such  as  are  very 
near  to  each  other,  all  others  diverging  too  far  to  enter  a  small 
opening.  It  is  essential  to  the  distinctness  of  the  picture,  thai 
rays  which  proceed  from  every  point  in  the  object,  should  be  col- 
lected into  corresponding  points  in  the  image,  and  should  exitt 
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there  free  from  any  mixture  of  rays  from  any  other  point ;  and  it 
is  essential  to  the  brightness  of  the  picture,  that  as  many  rays  as 
possible  should  be  conveyed  from  each  point  in  the  object  to  its 
corresponding  point  in  the  image.  To  render  the  picture  dis- 
tinct, therefore,  the  opening  in  the  window  shutter  must  be 
small,  else  the  pencils  of  rays  from  different  points  will  overlap 
each  other,  and  confuse  the  picture  ;  but  as  the  orifice  is  dimin- 
ished^ the  brightness  of  the  picture  is  impaired,  since,  in  this 
case,  a  smaller  number  of  rays  are  conveyed  from  the  object  to 
the  image. 

These  modifications  of  the  picture  according  to  the  size  of  the 
aperture,  may  be  easily  exhibited  by  beginning  with  a  circular 
aperture,  two  or  three  inches  in  diameter,  and  reducing  its  size 
gradually,  by  covering  it  with  a  piece  of  board,  or  a  metallic 
plate,  perforated  with  holes  of  different  sizes.* 

819.  if,  instead  of  passing  through  the  naked  orifice^  the  rays  he 
received  on  a  convex  lens^  two  or  three  inches  in  diameter^  freed  in 
the  window  shutter,  a  very  bright  and  distinct  picture  of  the  extern 
not  landscape  will  be  formed  on  a  screen,  placed  at  the  focal  dis" 
tance  of  the  lens. 

The  image  is  brighter  and  more  distinct  than  when  formed 
without  the  aid  of  the  lens  ;  first,  because  the  diameter  of  the 
lens  may  be  so  great  as  to  receive  and  transmit  a  much  larger 
portion  of  the  rays  which  proceed  from  each  point  of  the  object, 
than  would  be  compatible  with  distinctness,  if  so  large  a  naked 
aperture  were  employed ;  secondly,  because  the  rays  of  each  pen- 
cil are  brought  more  accurately  to  a  separate  focus ;  and  thirdly, 
becatise  the  picture  being  formed  nearer  to  the  window.shutter, 
it  is  smaller,  and  of  course  the  light,  being  spread  over  less  space, 
is  more  intense. 

A  convex  lens  fixed  in  a  ball  is  used  for  this  purpose,  which  is 
so  attached  to  the  opening  in  the  shutter,  as  to  be  capable  of  being 
turned  toward  different  parts  of  the  landscape,  like  the  eye-ball 
in  its  socket.  Such  a  lens,  with  its  accompanying  parts,  is  called 
a  Scioptic  ball. 

In  a  bright  sunny  day,  when  the  sun  is  on  the  side  of  the 
house  opposite  to  the  shutter,  and  of  course  illuminating  the  sides 
of  objects  w^hich  face  the  window,  we  may  form,  either  with  or 
without  the  aid  of  the  scioptic  ball,  a  very  striking  and  beautiful 

*  A  small  room,  ten  feet  square  for  example,  having  a  window  opening  toward  an 
VDobttmcted  landscape,  may  easily  be  converted  into  a  camera  obscura.  The  perfo- 
ration in  the  shutter  must  be  made  equidistant  from  the  sides  of  the  room ;  and  from 
tbe  aperture  as  a  center,  with  a  radius  equal  to  the  distance  of  the  opposite  wall,  de. 
scribe  an  are  of  a  circle,  upon  which,  as  a  base,  a  new  concave  wall  is  to  be  con- 
stmcted,  finished  with  stucco.  The  other  walls  and  ceiling  are  to  be  colored  a  dead 
Uack,  while  the  concave  wall,  for  receiving  the  image,  is  made  as  white  as  possible. 
On  admitting  the  light  through  an  aperture  half  an  inch  in  diameter,  a  beaatUol  and 
distinct  picture  will  be  formed  on  the  opposite  wall. 
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picture  of  external  objects,  exhibiting  each  in  its  relative  i 
}  tion,  of  a  size  and  brightness  corresponding  to  its  distance,  witli 

all  the  colors  ai]d  the  ino^t  delicate  motions  ol*  the  landscape. 
I  The  name  camera  obMura,  which  appropriately  belongs  to  snch 

A  chamber,  is  also  extended  to  certain  boxes,  in  which  similar 
I  pictures  are  formed,  with  peculiar  devices  for  rendering  the  image 
f  erect  instead  of  inverted.  The  Daguerreott/jx:  is  an  instrument 
[  by  means  of  which  the  image  formed  on  the  principle  of  the  ca- 
I  mera  obscura,  is  6xed  so  as  to  be  permanent. 

The  eye  is  a  camera  obscura,  ana  the  analogy  existing  between 
[  its  principal  parts  and  the  contrivances  employed  to  form  a  picture 
I  <»f  external  objects,  as  in  the  preceding  experiments,  will  appeal 
>  very  striking  on  comparison. 

820.  The  ete*  is  an  assemblage  of  lenses  which  concentrale 
the  ray^  emanating  from  each  point  of  external  objects  on  a  deli- 
cate tissue  of  nerves,  called  the  retina,  there  forming  an  image 
m  exact  representation  of  even-  object,  which  is  the  thing  im- 
mediately perceived  or  felt  by  the  retina.  Figure  24)1.  is  a  sec- 
tion of  the  human  eye  through  its  axis,  in  a  horizontal  plane. 
Its  figure  is,  generally  speaking,  spherical,  but  in  front  considera- 

'  bly  more  prominent  than  the  corresponding  portion  of  a  sphere. 
I  The  eye  consists  of  three  principal  chambers,  filled  with  media 
:  of  perfect  transparency,  whose  refractive  powers  difTer  consider- 
'  ablyamongthcmselves,  but  none  of  them  is  greatly  different  from 
I  pure  water.     The  first  of  these  media,  Fiji.  ^^■ 

r  A,  occupying  the  anterior  chamber,  is 
I-  called  the  aqueous  humor,  and  consists, 
I  in  fact,  chiefly  of  pure  water,  holding 
*  in  solution  a  little  common  salt  and  ^ 
'  gelatine,  with  a  trace  of  albumen. 

Tefractive  index,  (Art.  747,)  is  almost 
I  precisely  that  of  water,  viz.  1.337,  that 
I  of  water  being  1.336.  The  cell  in 
'  which  the  aqueous  humor  is  contained, 
I  is  bounded,  on  its  anterior  side,  by  a  strong,  horny,  and  delicate 
^  ly  transparent  coat,  aa,  and  is  called  the  cornea,  the  figure  of 
t  -which  is  an  ellipsoid,  produced  by  the  revolution  of  an  ellipse 
^  about  its  major  axis. 

821.  We  have  seen,  (Art.  76!,)  that  convex  lenses  of  a  spheri- 
I  cal  curvature  do  not  bring  rays  of  light  accurately  to  a  focus, 
'  but  spread  the  light  over  a  space  of  greater  or  less  extent,  which 
'  fs  called  the  spherical  aberration  of  the  lens.  1^  has  also  ap- 
I  peared,  (Art.  763,)  ihat  if  the  lens  be  made  of  the  figure  pro- 

•  The  subjoined  descriplioa  oC  Ihc  eye  U  taken  ohicflv  btuo  Henclisl*  Trcaliu  aa 
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duced  by  the  revolution  of  an  ellipse  on  its  miy or  axis, — an  el- 
lipse whose  major  axis  is  to  the  distance  between  the  foci,  as  the 
sine  of  incidence  is  to  the  sine  of  refraction  ;  then  the  rays  will 
be  brought  accurately  to  a  focus,  and  no  spherical  aberration 
will  take  place.  We  have  before  us,  in  the  aqueous  humor,  an 
example  of  this  construction.  Its  figure  is  such  an  ellipsoid,  the 
ratio  of  whose  mcgor  axis  to  the  distance  between  the  foci,  is  al- 
most precisely  the  same  with  that  which  exists  between  the  sines 
of  incidence  and  refraction ;  the  former  ratio  being  expressed 
by  1.3,  and  the  latter  by  1.337;  hence  parallel  rays  incident  on 
the  cornea  in  the  direction  of  its  axis,  are  made  to  converge  to 
a  focus  situated  behind  the  cornea,  with  almost  mathematical 
precision,  the  aberration,  which  would  have  occurred  had  the 
external  surface  been  a  spherical  figure,  being  almost  complete- 
ly destroyed. 

822.  At  the  posterior  surface  of  the  chamber  A  of  the  aqueous 
humor,  is  the  iris  cc,  which  is  a  kind  of  circular  opake  screen,  or 
diaphragm,  consisting  of  muscular  fibres,  by  whose  contraction  or 
expansion,  an  aperture  in  its  center,  called  the  pupils  is  diminished 
or  dilated,  according  to  the  intensity  of  the  light.  In  very  strong 
lights,  the  opening  of  the  pupil  is  greatly  contracted,  so  as  not  to 
exceed  twelve  hundredths  of  an  inch  in  the  human  eye,  while 
in  feebler  illuminations  it  dilates  to  an  opening  not  exceeding 
twenty-fiv^  hundredths,  or  double  its  former  diameter.  The  use 
of  this  is  evidently  to  moderate  and  equalize  the  illumination  of 
the  image  on  the  retina,  which  might  otherwise  injure  its  sensi- 
bility. In  animals,  as  the  cat,  which  see  well  in  the  dark,  the 
pupil  is  almost  totally  closed  in  the  daytime,  and  reduced  to  a 
very  narrow  line  ;  but  in  the  human  eye,  the  form  of  the  aperture 
is  always  circular.  The  contraction  of  the  pupil  is  involuntary, 
and  takes  place  by  the  effect  of  the  stimulus  of  the  light  itself; 
a  beautiful  piece  of  self-adjusting  mechanism,  the  play  of  which 
may  be  easily  seen  by  bringing  a  candle  near  to  the  eye,  while 
directed  to  its  own  image  in  a  looking  glass.  Immediately  be- 
hind the  opening  of  the  iris,  lies  the  crystalline  lens  B,  enclosed 
in  its  capsule,  which  forms  the  posterior  boundary  of  the  cham- 
ber A.  The  figure  of  the  crystalline  lens  is  a  solid  of  revolu- 
tion, having  its  anterior  surface  much  less  curved  than  the  pos- 
terior. Both  figures  are  ellipsoids  of  revolution  about  their 
lesser  axes  ;  but  the  axes  of  the  two  figures  are  neither  exact- 
ly coincident  in  direction  with  each  other,  nor  with  that  of  the 
cornea.  This  deviation  would  be  fatal  to  distinct  vision,  were 
the  crystalline  lens  very  much  denser  than  the  others,  or  were 
the- whole  refraction  performed  by  it  This,  however,  is  not  the 
case:  for  the  mean  refractive  index  of  the  lens  is  only  1.384,' 
while  that  of  the  aqueous  humor,' as  we  have  seen,  is  1.337  ;  and 
that  of  the  vitreous  humor  C,  which  occupies  the  third  chamber, 
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is  1.339  ;  so  that  the  whole  amount  of  bending  which  ihe  rays 
undergo  at  thn  surface  of  the  crystalline,  is  small  in  comparison 
with  the  inclination  of  the  surface  at  the  point  where  the  bend- 
ing takes  place;  and  since  near  the  vertex, a  material  deviation 
in  the  direction  of  the  axis  can  produce  but  a  very  tninato 
change  in  the  inclination  of  the  ray  to  the  surface,  the  caiv<e  oT 
error  is  so  weakened  in  its  effect,  as  probably  to  produce  no  ap- 
preciable aberration.  The  consislence  of  the  crystallitie  ia  iiat 
of  a  hard  jelly,  and  it  is  purer  and  more  transparent  than  the 
iinest  rock  crystal. 

823.  In  Ihe  crystalline,  a  very  curious  and  remarkable  contri- 
vance is  adopted  for  overcoming  or  preventing  the  spherical  ab- 
erration, which  (Art.  761)  belongs  to  lenses  of  this  form,  tliat 
refract  the  rays  more  toward  their  marginal  than  near  their  cen- 
tral parts,  and  hence  do  not  britig  all  the  rays  belonging  to  one 
pencil  to  the  same  focus.  Here  the  difficulty  is  obviated  by  giv- 
ing  to  the  central  portions  of  the  crystalline  a  proportionately 
grrnter  density,  thus  increasing  its  refractive  power  so  as  exact- 
ly to  correspond  to  that  of  the  other  portions  of  the  lens. 

The  posterior  chamber  C  of  the  eye  is  filled  with  the  vitreviu 
humor,  a  fluid  differing  neither  in  specific  gravity  nor  in  chemi- 
cal composition,  in  any  sensible  respect,  from  the  aqueous ;  and 
as  we  have  already  seen,  having  a  refractixe  index  but  Uttle  su- 
perior to  it.  Its  name  is  derived  from  its  supposed  resemblance 
to  melted  glass  ;  it  is  a  clear,  gelatinous  fluid,  very  much  re- 
sembling the  white  of  an  egg.  Rays  of  light  diverging  from  va- 
rious objects  without,  on  passing  through  (he  aqueous  humor, 
(which  is  a  concavo-convex  lens,)  have  their  divergency  much 
diminished,  or  even,  in  most  cases,  are  rendered  converging,  and 
in  this  state  are  transmitted  through  the  crystalline,  which  has 
preciselysuch  a  degree  of  refractive  power  as  enables  it  to  bring 
thero  to  a  focus  at  the  distance  of  the  retina,  which,  as  a  screen, 
is  spread  out  to  receive  the  image.  The  retina,  as  its  name  im- 
ports, is  a  kind  of  white  net-work,  like  gauze,  formed  of  incon- 
ceivably delicate  nerves,  all  branching  from  one  great  nerve  0^ 
called  Ihc  aptic  Ti«-i,-e,  which  enters  the  eye  obliquely  at  the  in- 
ner side  of  the  orbit,  next  the  nose.  The  retina  lines  the  whole 
of  the  cavity  C  up  to  it,  where  the  capsule  of  the  crystalline 
commences.  Its  nerves  are  in  contact  with,  or  immersed  in  tho 
pigmeiifum  nigrum,  a  dark  velvety  matter,  which  covers  ibe  cAo- 
roid  membrane,  mm,  and  whose  office  is  to  absorb  and  stifle  all 
the  light  which  enters  the  eye  as  soon  as  it  has  done  its  olfice  of 
exciting  the  retina ;  thus  preventing  internal  reflexions,  and 
consequent  confusion  of  vision.  The  whole  of  these  humors  and 
membranes  are  contained  in  a  thick  tough  coat,  called  Ihe  sclent 
ticii,  to  which  is  joined  the  cornea,  which  Ibrms  what  is  called  tl 
white  of  the  eye. 
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824.  Such,  in  general,  is  the  structure  by  which  parallel  rays, 
and  those  coming  from  very  distant  objects,  are  brought  to  a  fo- 
cus on  the  retina.  But  there  are  special  contrivances^  suited  to 
particular  purposes,  which  are  no  less  evincive  of  design  and 
skill  than  the  general  organization  of  the  eye.  Some  of  the 
most  remarkable  of  these  we  proceed  to  mention.  The  cornea, 
by  protruding,  collects  the  rays  of  light  that  come  to  the  eye 
laterally,  and  guides  them  into  the  eye,  thus  enlarging  the  range 
of  vision.  It  answers  to  an  appendage  of  the  microscope,  which 
will  hereafter  be  described  under  the  name  of  field  glass.  The 
motion  of  the  eye-ball,  by  means  of  which  the  pupil  may  be 
turned  in  difierent  directions,  conduces  to  the  same  purpose. 
Hence,  notwithstanding  the  minuteness  of  the  aperture  which 
admits  the  light,  (and  it  must  be  small,  otherwise  the  image  will 
not  be  distinct,)  the  eye  may  take  in  at  once,  without  moving  the 
head,  a  horizontal  range  of  110°  and  a  vertical  range  of  120^  ; 
namely,  50°  above,  and  70°  below  a  horizontal  line.* 

825.  As  the  radiant  approaches  the  lens,  the  image  recedes 
from  it  on  the  other  side  ;  and  in  our  experiments  on  the  forma- 
tion of  images,  we  are  obliged  either  to  change  the  place  of  the 
screen  every  time  the  distance  of  the  radiant  is  altered,  or  to 
substitute  a  new  lens,  which  will  either  throw  back  the  image 
as  much  as  the  increased  distance  of  the  radiant  brings  it  for- 
ward, or  which  brings  the  image  as  much  nearer  as  the  altered 
place  of  the  radiant  tends  to  carry  it  off.  How  then  is  the  dis- 
tinctness of  the  image  maintained  in  the  eye,  notwithstanding 
the  immense  variety  in  the  distances  of  objects  ?  We  can  con- 
ceive of  but  two  ways  in  which  this  can  be  accomplished :  either 
by  lengthening  or  shortening  the  diameter  of  the  eye  in  the  di« 
rection  of  its  axis,  so  as  to  alter  the  distance  of  the  retina  from 
the  cornea  and  crystalline,  or  by  altering  the  curvature  of  the 
refracting  lenses  themselves,  increasing  their  convexity  for  near 
objects,  and  lessening  it  for  objects  that  are  more  remote.  Per- 
haps both  causes  may  operate  ;  but  the  effect  is  believed  to  be 
produced  chiefly  by  the  latter  cause,  namely,  change  of  figure  in 
the  refracting  lenses.  On  this  subject.  Sir  J.  Herschel  remarks, 
that  it  is  the  boast  of  science  to  have  been  able  to  trace  so  far 
the  refined  contrivances  of  this  most  admirable  organ ;  not  its 
shame  to  find  something  still  concealed  from  its  scrutiny ;  for  how- 
ever anatomists  may  differ  on  points  of  structure,  or  pnysiologists 
dispute  on  modes  of  action,  there  is  that  in  what  we  do  under- 
stand of  the  formation  of  the  eye  so  similar,  and  yet  so  infinitely 
superior,  to  a  product  of  human  ingenuity,— such  thought,  such 
care,  such  refinement,  such  advantage  taken  of  the  properties  of 
natural  agents  used  as  mere  instruments  for  accomplishing  a 
^.^■^^™^— — — — — "i^— ^— ■^— — ^  — ^^i^—  —^—.—^—^11 
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given  end,  as  force  upon  us  a  conviction  of  deliberate  cboice  ai 
premeditated  design,  more  strongly,  perhaps,  than  any  single 
contrivance  to  be  found,  whether  in  art  or  nature,  and  render  its 
study  an  object  of  the  deepest  interest. 

826.  Writers  on  comparative  anatomy,  express  the  highest 
miration  of  the  adaptation  of  the  eyes  of  different  animals  to 
media  in  whict  they  respectively  live,  and  to  the  peculiar 
or  habits  of  each.  Thus  the  crj-stalline  lens  of  the  fish  is  formed 
with  peculiar  reference  to  the  refracting  properties  of  water.  In 
the  human  eye,  this  lens  has  a  refractive  power  only  a  little  great- 
er than  that  of  water ;  but  since  the  light  passes  out  of  a  much 
rarer  medium,  (air.)  such  a  density  is  sufficient  to  bring  the  raj-^ 
to  a  focus ;  but  were  the  density  of  the  crystalline  lens  in  the 
eye  of  the  fish  no  greater  than  in  the  human  eye,  receiving  the 
light  from  a  medium  (water)  almost  as  dense  as  itself,  it  would 
be  unable  to  give  that  change  of  direction  to  the  rays  which 
would  be  essential  to  distinct  vision.  But  provisioB  is  made  for 
this  exigency  by  giving  to  the  crystalline  lens  a  much  greater 
density,  and  of  course  a  higher  refracting  power,  which  enables 
it  completely  to  fulBl  its  purpose. 

Animals  which  have  occasion  to  see  in  the  dark,  as  the  owl 
and  the  cat,  have  the  power  of  opening  or  closing  the  pupil  to  a 
much  greater  extent  than  man.  By  this  means,  they  are  enabled 
in  the  dark,  to  collect  a  far  greater  number  of  rays  of  light 
But  as  such  an  expansion  of  the  pupil  would,  in  broad  daylight, 
endanger  the  safely  of  eyes  of  such  peculiar  delicacy,  the  iris 
closes  over  the  aperture  and  diminishes  it  with  every  increase  in 
the  intensity  of  the  light,  a  change  which  is  involuntary  on  the 
part  of  the  animal.  In  animals,  as  birds  which  pounce  upon 
their  prey,  the  pupil  of  the  eye  is  elongated  perpendicularly, 
while  in  those  that  ruminate,  as  the  ox,  it  is  elongated  horizon- 
tally ;  being,  in  each  case,  exactly  adapted  to  the  circumstances 
of  the  animal. 

827.  The  images  of  external  objects  are  of  course  formed  rn- 
wrterf  on  the  retina,  and  may  be  seen  there  by  dissecting  off  the 
posterior  coats  of  the  eye  of  a  newly  killed  animal,  as  an  ox,  and 
exposing  the  retina,  like  the  image  on  a  transparent  screen,  seen 
from  behind.  The  appearance  is  particularly  striking  and  beau- 
tiful when  the  eye  is  fixed  like  the  sciopfic  ball,  in  the  window 
shutter  of  a  dark  room.  It  is  this  image,  an.d  this  only,  which  is 
felt  by  the  nerves  of  the  retina,  on  which  the  rays  of  light  act  as 
a  stimulus;  and  the  impressions  therein  produced  are  thence 
conveyed  along  the  optic  nerve  to  the  sensorium,  in  a  manner 
which  we  must  rank  at  present  among  the  profound  mysteries  of 
physiology,  but  which  appear  to  differ  in  no  respect  from  that  6" 
which   the   impressions  of  the  other   senses   are  transmitta 
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Thus,  a  paralysis  of  the  optic  nerve  produces,  while  it  lasts,  to- 
tal blindness,  though  the  eye  remains  open,  and  the  lenses  retain 
tiiieir  transparency ;  and  some  very  curious  cstses  of  half  blind- 
ness have  been  successfully  referred  to  an  affection  of  one  of 
the  nerves  without  the  other.*  On  the  other  hand,  while  the 
nerves  retain  their  sensibility,  the  degree  of  perfection  of  vision 
is  exactly  commensurate  with  that  of  the  image  formed  on  the 
retina,  in  cases  of  cataract^  when  the  crystalline  lens  loses  its 
transparency,  the  light  is  prevented  from  reaching  the  retina,  or 
from  reaching  it  in  a  proper  state  of  regular  concentration  ;  be- 
ing stopped,  confused,  and  scattered,  by  the  opake  or  semi-opake 
portions  it  encounters  in  its  passage.  The  image,  in  consequence, 
IS  either  altogether  obliterated,  or  rendered  dim  and  indistinct. 
If  the  opake  lens  be  extracted,  the  full  perception  of  light  re- 
turns ;  but  one  principal  instrument  for  producing  the  converg- 
ence of  the  rays  being  removed,  the  place  of  the  image,  in- 
stead of  being  on  the  retina,  is  considerably  behind  it,  and  the 
rays  being  received  on  it  in  a  state  of  convergence,  before  they 
are  brought  to  a  focus,  produce  no  regular  picture,  and  therefore 
no  distinct  vision.  But  if  we  give  to  the  rays,  before  they  enter 
the  eye,  only  a  moderate  degree  of  divergence,  by  the  applica- 
tion of  a  convex  lens,  so  as  to  render  the  lenses  of  the  eye  capa- 
ble of  finally  effecting  the  exact  convergence  of  the  rays  upon 
the  retina,  distinct  vision  is  the  immediate  result.  This  is  the 
reason  why  persons  who  have  undergone  the  operation  for  the 
cataract^  (which  consists  either  in  totally  removing,  or  in  putting 
out  of  the  way  an  opake  crystalline,)  wear  spectacles  unusually 
convex.  Such  glasses  perform  the  office  of  an  artificial  crystal- 
line. An  imperfection  of  vision  similar  to  that  produced  by  the 
removal  of  the  crystalline,  is  the  ordinary  effect  of  old  age,  and 
its  remedy  is  the  same.  In  aged  persons,  the  cornea  loses  some- 
thing of  its  convexity,  or  becomes  flatter.  The  refracting  power 
of  the  eye' is  by  this  means  diminished,  and  a  perfect  image  can 
no  longer  be  formed  on  the  retina,  the  point  to  which  the  con- 
verging rays  tend  being  beyond  the  retina.  The  deficient 
power  is  supplied  by  a  convex  lens,  in  a  pair  of  spectacles,  which 
are  so  selected  and  adapted  to  the  eye,  as  exactly  to  compensate 
for  the  want  of  refracting  power  in  the  eye  itself,  and  thus  the 
rays  are  brought  to  a  focus  at  the  retina,  where  alone  a  distinct 
image  can  be  formed. 

828.  Short-sighted  persons  have  their  eyes  too  convex,  forming 
the  image  too  soon,  or  before  the  rays  reach  the  retina.  Con- 
cave glasses  counteract  this  effect.  Rare  cases  have  occurred 
where  the  cornea  was  so  very  prominent  as  to  render  it  impos- 
sible to  apply,  conveniently,  a  lens  sufficiently  concave  to  coun- 

•  WoUaston,  Phil.  Traus.  1824. 
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I^rapt  its  action.     Ruch    casus  wodM  be  accompanied  wilh  i] 

mediate  blindness,  but  for  thnt  happy  boldness,  jastifiable  only 
by  the  certainty  of  our  knowledge  of  the  true  natui^  and  laws 
of  viijion,  which  in  such  a  case  has  suggested  the  opening  of  the 
eye  and  remox'al  of  Ihe  crystalline  lens,  though  in  a  perfectly 
sound  slate.*  Other  defects  of  eyesight,  whose  cause  has  been 
ascertained  to  depend  on  malcon  format  ion  of  the  cornea,  or  some 
other  part  of  the  eye,  have  sometimes  been  remedied  by  adapt- 
ing to  Ihem  glasses  of  a  peculiar  construction,  possessing  optical 
properties  suited  to  the  particular  defects  they  were  required  to 
remedy. 

829.   The  impression  made  by  light  remaim  on  Ihe  eye  for  a  ft 
time  cfter  the  light  itself  is  withdrawn. 

The   case   of  a  stick  ignited  Fig  »a- 

at  the  end  and  whirled  in  the 
air  has  already  been  noticed, 
(Art.  779.)  Upon  the  same 
principle,  the  spokes  of  a  wheel, 
and  other  parts  of  machinery  in 
rapid  motion,  exhibit  cnnlinuous 
surlact'S.  although  made  up  of 
parts  which  are  separated  frt 
each  other  by  large  intervals. 
Lightning,  also,  and  fiery  mete- 
ors, appear  to  describe  long  lines  of  light  merely  because  thi 
passage  through  the  atmosphere  is  so  rapid,  that  the  eye  tloet 
not  lose  the  impression  of  the  first  portions  until  the  last  are 
added.  The  amusing  toy  called  the  Tliaumatropf,^  depends  on 
the  same  principle.  An  example  of  it  is  exhibited  in  the  pre- 
ceding cut,  (Fig.  292,)  which  represents  a  circular  card,  on  one 
side  of  which  is  inscribed  a  chariot,  and  on  the  other  the  chariot- 
eer. To  opposite  sides  of  the  circumference  of  Ihe  card  are  at- 
tached slrirtga.  by  means  of  which,  taken  between  Ihe  thumb  and 
finger  of  each  hand,  a  rapid  revolution  is  given  to  the  card,  bring- 
ing the  figures  on  the  opposite  sides  in  quick  succession  before 
Ihe  eye.  When  the  motion  is  so  swifl  that  the  eye  retains  the 
impression  of  both,  the  two  appear  united,  or  the  charioieer  ap- 
pears in  hi''  proper  place,  driving  the  chariot.  The  Phanlaxma- 
scnjm  consists  of  dislcs  bearing  on  their  margin  a  variety  of  fig- 
ures, which  arc  so  related  to  each  other,  that  each  succeeding 
figure  shall  nfibrd  a  continuation  of  the  preceding,  and  the 
whole  taken  together,  when  put  in  rapid  revolution,  shall  ex- 
hibit a  single  figure  performing  some  singular  or  amusing  feat. 
Thus  the  figure  might  commence  with  a  player  holding  a  violin, 
and  a  bow  which  he  is  just  beginning  to  draw  ;  the  second  view 
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might  represent  the  Jbow  as  drawn  a  little  ;  the  third  still  more  ; 
and  the  whole  views  would  then  exhibit  the  usual  motions  of 
the  bow.  In  a  similar  manner  are  performed  dances,  feats  of 
horsemanship,  and  the  like. 

830.  As  we  have  two  eyes,  and  a  separate  image  of  every  ex- 
ternal object  is  formed  in  each,  it  may  be  asked,  why  we  do  not 
Mee  double  ? 

When  we  look  at  an  object,  we  direct  towards  it  the  optic  ax- 
is^ of  each  eye,  and  see  most  distinctly  the  point  where  this  axis 
produced  meets  the  body.  In  looking  at  the  same  point  with 
both  eyes,  we  incline  them  so  as  to  make  the  two  axes  meet  in 
that  point :  we  therefore  see  this  point  tVi  Uie  same  place  with 
both  eyes,  and  it  appears  as  one,  the  image  being  brighter  than 
when  seen  with  one  eye.  If,  by  any  means,  the  optic  axes  are 
prevented  from  meeting  in  the  same  point,  double  vision  is  the 
consequence.  Thus  we  niake  surrounding  objects  appear  double 
by  pressing  the  ball  of  one  eye  sideways  with  the  finger.  Those 
who  have  one  eye  distorted  by  a  blow,  see  double,  though  they 
sometimes  learn  by  habit  to  correct  the  defect,  even  while  the 
distortion  remains.  The  sense  of  touch  is  subject  to  similar  dis- 
tortion :  if  we  lay  the  middle  finger  across  the  fore  finger,  and 
apply  the  ends  of  both  fingers  to  any  object,  as  a  small  ball,  or 
the  end  of  the  nose,  the  object  appears  double.  A  similar  sepa- 
ration of  the  optic  axes,  with  a  similar  result,  takes  place  when 
we  hold  a  small  object,  as  a  pin,  in  front  of  the  eyes,  and  then 
direct  them  to  some  distant  object:  the  pin  appears  double. 
The  same  efiTect  is  produced,  when  we  look  intently  at  an  ob- 
ject near  the  eye,  and  attempt  at  the  same  time  to  catch  a  view 
of  a  remote  object :  the  latter  appears  double. 

831.  The  reason  why  objects  appear  erect,  while  their  images 
on  the  retina  are  inverted,  has  given  rise  to  much  discussion.  It 
seems,  however,  a  point  not  difficult  to  comprehend,  that  objects 
and  the  parts  of  objects,  should  appear  in  the  direction  in  which 
the  rays  of  light  emitted  from  them  come  to  the  eye ;  and,  ac- 
cordingly, that  those  which  come  from  the  top  and  bottom  of  the 
object  should  be  referred  to  those  points  respectively,  just  as  one 
sound  would  be  known  to  proceed  from  the  top  and  another  from, 
the  bottom  of  a  high  tower,  merely  by  the  difierent  sensations 
which  they  excited  in  the  ear,  although  Ihe  chain  of  vibrations 
from  the  top  should  strike  the  bottom,  and  those  from  the  bottom 
the  top  of  the  ear.  Indeed,  this  very  circumstance  might  be  that 
which  determined  the  relative  positions  of  the  two  points :  and 


*  TIic  optic  axis  is  tbo  axis  of  the  cr)'8talline  lens,  or  a  line  passing  through  the 
center  of  the  crystalline  perpendicular  to  both  its  surfaces. 
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if  these  sounds  presented  to  the  mind  a  picture  of  the  toW 
they  would  represent  it  in  its  natural  erect  position. 

Very  minute  objects,  which  cannot  be  seen  by  direct  vision, 
may  sometimes  be  rendered  visible  by  looking  a  little  way  from 
them,  so  that  their  light  strikes  the  eye  obliquely.  Thus,  as- 
tronomers, in  viewing  the  smallest  stars  or  satellites  with  ihe 
telescope,  have  sometimes  been  able  in  this  manner  to  catch  a 
glimpse  of  them,  when  they  could  not  otherwise  be  seen. 


832.  The  eilimation  of  the  distances  and  MAONrrUDES  of  objectt 
is  not  dependent  on  optiail  principles  alone,  but  the  information  af- 
forded by  tlie  eye,  is  taken  in  connection  wUh  various  circuimtancet 
that  influence  the  mind  in  judging  of  these  partictdar». 

In  the  first  place,  we  Judge  of  the  distance  of  an  object  by  the 
inclination  of  the  optic  axes,  which  is  greater  for  nearer  object* 
and  less  for  objects  more  remote.  But  beyond  a  certain  dis- 
tance, this  method  is  very  indeterminate,  since  great  intervals 
among  remote  objects  would  scarcely  affect  the  inclination  of 
these  axes.  In  the  second  place,  we  Judge  of  distance  by  the 
apparent  magnitude  of'  known  odjects ;  as  when  a  ship  of  loj^ge 
size,  or  a  high  mountain,  appears  comparatively  small,  we  refer 
it  to  a  great  distance.  We  are  also  frequently  deceived  in  our 
estimate  of  distance  when  we  are  approaching  large  objects,  as 
a  great  city  or  a  lofty  mountain  :  we  fancy  they  are  nearer  than 
they  actually  are.  In  the  third  place,  we  estimate  the  distasK 
of  objects  by  the  degree  of  distinctness  of  the  purls  or  briglttness 
of  the  colors.  Thus,  a  smoky  mountain  is  referred  to  a  great 
distance  ;*  a  mountain  whose  sides  are  precipitous  and  bare,  (es- 
pecially where  the  rocks  have  a  new  and  fresh  appearance  in 
consequence  of  having  been  quarried  for  use,)  appears  nearer 
than  the  reality ;  vessels,  or  steamboats,  seen  through  a  mist  in 
the  night,  have  sometimes  run  foul  of  each  other,  being,  supposed 
by  the  pilots  to  be  much  further  off,  in  consequence  <^the  indis- 
tinctness of  their  appearance.  In  the  fourth  place,  our  estimate 
of  distance  is  affected  by  the  number  of  intervening  objects. 
Hence,  distances  upon  uneven  ground  do  not  appear  so  great  as 
upon  a  plain ;  for  the  valleys,  rivers,  and  other  objects  that  lie 
low,  are  many  of  them  lost  to  the  sight  On  this  principle,  the 
breadth  of  a  river  appears  less  when  viewed  from  one  side  than 
from  the  center ;  a  ship  appears  nearer  than  the  truth  to  one 
unaccustomed  to  judge  of  distances  on  the  water ;  and  the  hori- 
zontal distance  of  tiie  skj'  appears  much  greater  than  the  vertical 
distance,  whence  the  aerial  vault  does  not  present  the  appeu 
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ance  of  a  hollow  hemisphere,  but  of  such  a  hemisphere  much 
flattened  in  the  zenith,  and  spread  out  at  the  horizon. 

833.  A  similar  variety  of  circumstances  affects  our  estimate 
of  the  magnitudes  of  bodies  seen  at  different  distances.  First, 
the  visual  angle^  that  is,  the  angle  subtended  by  the  object  at  the 
eye,  determines  the  size  of  objects  that  are  near  ;  but  it  is  scarce- 
ly any  guide  to  the  dimensions  of  remote  objects,  since  all  such 
objects  subtend  angles  at  the  eye  comparatively  very  small. 
Thus,  on  this  principle,  a  fly,  within  a  few  inches  of  the  eye, 
would  appear  larger  than  a  ship  of  war  seen  at  some  distance 
on  the  water.  A  giant,  nine  feet  in  height,  thirty  feet  off,  would 
appear  no  larger  than  a  child  three  feet  high,  seen  at  the  dis- 
tance of  ten  feet.  But  as  this  result  is  not  conformable  to  expe- 
rience, it  is  evident  that  we  must  have  means  of  judging  of  the 
magnitude  of  objects,  beside  that  derived  from  the  visual  angle. 
If  the  giant  were  to  remove  from  the  distance  of  ten  feet  from 
the  eye  to  that  of  thirty  feet,  his  image  on  the  retina  would  be 
only  one-third  as  long  as  before ;  but,  on  the  other  hand,  the  dis- 
tance is  trebled,  and  the  sort  of  combination  that  takes  place  in 
us  of  the  two  impressions,  the  one  of  magnitude,  the  other  of  dis- 
tance, is  like  the  constant  product  of  two  quantities,  of  which 
one  increases  in  the  same  ratio  as  the  other  diminishes  ;  whence 
the  giant  would  appear  constantly  of  the  same  height,  at  what- 
ever distance  from  us  he  was  seen.* 

834.  This  corrected  result,  however,  we  can  make  only  in  cases 
where  we  are  familiar  with  the  actual  size  of  the  body.  When 
not  thus  familiar,  we  rely  too  much  on  the  visual  angle,  and  are 
thus  often  greatly  deceived.  A  speck  on  the  window  being  at 
the  instant  supposed  to  be  an  object  on  a  distant  eminence,  is 
magnified^  %  our  estimation,  into  a  body  of  extraordinary  size, 
(as  a  line  half  an  inch  long  into  a  May-pole ;)  or  distant  objects 
supposed  to  be  very  near,  appear  of  an  exceedingly  dimiilutive 
size.  Secondly,  the  effect  of  contrast  is  visible  in  our  estimation 
of  the  magnitudes  of  bodies,  a  given  object  appearing  much  be- 
low its  ordinary  size,  when  seen  by  the  side  of  those  of  very  great 
magnitude.  Men  quarrying  stone  at  the  base  of  a  high  moun- 
tain, sometimes  appear,  at  a  little  distance,  like  pigmies,  partly 
from  the  effect  of  contrast,  but  more,  perhaps,  from  the  impres- 
sion which  the  mountain  gives  us  of  their  being  nearer  than  they 
actually  are.  Thirdly,  objects  seen  at  an  angle  considerably 
above  or  below  us,  as  a  man  on  the  top  of  a  spire,  or  a  river  in 
a  deep  valley  seen  from  the  top  of  a  mountain,  appear  greatly 
diminished.  In  these  cases,  since  there  are  no  intervening  ob- 
jects to  aid  us  in  estimating  the  distance,  we  estimate  it  too  low, 

•  H»ay. 
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aod  hence  (Art,  833)  ihe  object  appears  less  than  the  realitf. 
Moreover,  being  seen  obliquely,  its  apparent  dimensions  are  (U> 
minished  on  this  account,  the  apparent  diameter  being  deter- 
mined by  the  line  into  which  the  object  is  projected  perpendies- 
lar  to  the  axis  ol"  vision.  Hence,  children  judge  much  less  ac- 
curately both  of  distances  and  magnitudes  than  ndutm;  ftsd 
blind  persons,  suddenly  restored  to  sight,  have  usually  displnyvd 
an  utter  inability  to  judge  of  these  particulars. 


CIIAITER  IX 
OF   MICROSCOPES 

835.  The  Microscope  is  an  optical  instrwmnC,  designed  lo  md 
the  fije  in  tlte  inxpeclton  of  minutb  olijects.* 

Telescopes,  on  ihe  other  hand,  assist  the  eye  in  the  examina- 
tion of  dislunt  bodies.  These  two  instruments  have  probably 
'more  than  any  other  extended  the  boundaries  of  human  ihougbt. 
and  no  small  part  of  ihe  labor  wlilch  has  been  bi-sowed  upon 
the  science  of  optics,  has  had  for  its  ultimate  olgect  ibeir  im- 
provement and  perfection. 

With  the  hope  of  making  the  learner  well  acquainted  with 
the  principles  of  the  microscope,  we  shall  hej;in  wiih  iboso  \-ari- 
eties  of  the  instrument  which  are  (he  most  simple  in  their  con- 
struction, and  successively  advance  to  others  of  a  more  compli- 
cated structure. 

836.  The  simplcet  microscope  is  a  double  convex  I«)9.  This, 
it  is  well  known,  when  npplied  to  small  objects,  as  tW letters  of 
a  hook,  renders  them  latger  and  mure  distincr.  LiPtis  we  in 
what  manner  these  eft'ecis  are  produced.  When  an  object  is 
brought  nearer  and  nearer  to  the  eye,  we  fimtlly  reach  a  point 
wiihin  which  virion  begins  to  grow  imperfect.  That  i>oint  is 
called  the  limit  of  dis/inct  visinn.  Its  distance  from  ihe  eye  va- 
ries a  iitile  in  diSerent  persjims,  hut  averages  (I'or  minu  e  objrcis) 
about  J?r^  inches.  If  the  object  is  brought  m-arer  ihan  thi»  dis- 
tance, ihe  mys  come  lo  the  eye  loo  diverging  for  y\iv  Ii-(wps  of 
Ihe  eye  To  biing  ihcm  lo  s  focu-s  i-con  enou<:h,  tbiit  is.  so  aa  to 
maltp  the  image  fall  exactly  on  the  retina.  Moreover,  ihe  ravs 
which  proceed  from  the  extreme  parla  of  the  ohjrct  mert  ine 
eye  loo  oblii|Uply  to  be  brought  to  the  same  focus  wi  b  ihosc 
rays  which  meet  it  more  directly,  and  henee  corilnbu  c  only  lo 
confuse  Ihe  picltire.  We  may  virily  ihesc  reniarku  ty  bringing 
gmdually  towai-d  the  eye  a  prin'ed   page    with  small  letti 
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\7hen  the  letters  are  within  two  or  three  inches  of  the  eye,  they 
are  blended  together,  and  nothing  is  seen  distinctly.  If  we  now 
make  a  pin-hole  through  a  piece  of  paper,  (black  paper  is  pre- 
ferable,) and  look  at  the  same  letters  through  this,  we  find  them 
rendered  far  more  distinct  than  before  at  nearer  distances,  and 
larger  than  ordinary.  Their  greater  distinctness  is  owing  to 
the  exclusion  of  those  oblique  rays  which,  not  being  brought  by 
the  eye  to  ah  accurate  focus  with  the  central  rays,  only  tend  to 
confuse  the  picture  formed  by  the  latter. 

■  As  only  the  central  rays  of  each  pencil  can  enter  so  small  an 
orifice,  the  picture  is  made  up,  as  it  were,  of  the  axes  of  all  the 
pencils.  The  increased  magnitude  of  the  letters  is  owing  to  their 
being  seen  nearer  than  ordinary,  and  thus  under  a  greater  angle, 
an  increase  of  the  visual  angle  having  much  influence  in  our 
estimate  of  the  magnitude  of  near  objects,  though  it  has  but  lit- 
tle influence  in  regard  to  remote  objects.  (Art.  833.) 

837.  A  convex  lens  acts  on  much  the  same  principle,  only  it 
is  still  more  efiectual.  It  does  not  exclude  the  oblique  rays,  but 
it  diminishes  their  obliquity  so  much,  as  to  enable  the  eye  to 
bring  them  to  a  focus  upon  the  retina,  and  thus  to  make  them 
contribute  to  the  brightness  of  the  picture.  The  object  is  mag- 
nified as  before,  because  it  is  seen  nearer,  and  consequently  un- 
der a  larger  angle,  which  enables  minute  portions  to  be  distinct- 
ly recognized  by  the  eye,  which  were  before  invisible,  because 
they  did  not  occupy  a  sufficient  space  on  the  retina.  The  pow- 
er of  a  lens  to  accomplish  these  purposes,  will  obviously  depend 
on  its  refractive  power  ;  and  this  (supposing  the  material  of  which 
the  lens  is  made  to  remain  the  same)  will  depend  on  its  increas- 
ed sphericity,  and  diminished  focal  distance.  Lenses  of  the 
smallest  focal  distance,  therefore,  other  things  being  equal,  have 
the  greatest  magnifying  power,  and  spherules,  or  perfect  spheres, 
have  the  highest  magnifying  power  of  all.  When  the  radiant 
is  situated  in  the  focus  of  a  lens,  the  rays  go  out  parallel.  When 
thus  received  by  the  eye,  they  are  capable  of  being  brought  to  a 
focus  by  it,  and  of  forming  a  distinct  image.  Hence,  by  means 
of  a  lens,  an  object  may  be  seen  distinctly  when  it  is  exceeding- 
ly near  to  the  eye,  provided  it  be  situated  in  the  focus  of  the 
lens.  The  magnifying  power  of  a  lens,  therefore,  depends  on 
the  ratio  between  its  focal  distance  and  the  limit  of  distinct  vis- 
ion. The  latter  being  five  inches,  a  lens  whose  focal  distance  is 
one  inch,  by  bringing  the  object  five  times  nearer,  magnifies  its 
linear  dimensions  in  the  same  ratio,  and  its  superficial  dimen- 
sions in  the  ratio  of  the  square.  Thus  in  the  case  supposed,  an 
object  would  appear  five  times  as  long  and  broad,  and  have 
twenty-five  times  as  great  a  surface,  when  seen  through  the 
magnifier,  as  when  seen  by  the  naked  eye.  Lenses  have  been 
made  capable  of  aflbrding  a  distinct  image  of  very  minute  ob- 
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jects,  when  their  focal  distances  were  only  j  j  of  an  inoh.  I& 
this  case,  the  magnifying  power  would  be  j'j  :  6,  which  is  as  I 
to  300,  or  as  1  to  80,000  in  surface. 

838,  Wlien,  however,  an  object  is  so  near  to  the  ej-e,  a  very 
minute  space  covers  the  whole  field  of  vision,  and  it  is  only  the 
minutest  objects,  or  the  smallest  parts  of  a  body,  that  are  viable 
1b  such  microscopes.  The  extent  of  parts  seen  by  a  microscope 
is  called  the^cW  of  view.  A  microscope  of  small  foca.1  distance 
has  a  proportionally  small  field  of  view.  Moreover,  since,  when 
the  object  is  so  near  to  the  lens,  the  rays  of  light  strike  the  lens 
extremely  diverging,  only  the  central  rays  of  each  pencil  can  be 
brought  accurately  to  a  focus.  The  more  oblique  rays,  therefore, 
must  be  excluded  by  covering  up  all  but  the  central  portions  of 
the  lens,  by  which  means  the  brightness  of  the  image  is  dimin- 
ished. The  part  of  a  lens  through  which  the  light  is  admitted, 
is  called  its  aperture.  The  aperture  of  a  lens  of  small  focal  dis- 
tance and  high  magnifying  powers,  must  of  necessity  be  small, 
and  one  of  the  principal  difficulties  in  the  u.se  of  such  micro- 
scopes, is  the  want  of  sufficient  light.  Hence  microscopes  of 
different  focal  distances  are  required  for  different  purposes. 
Where  we  wish  to  view  a  large  object  at  once,  we  must  use  a 
lens  which  has  a  large  field  of  view,  and  of  course  but  a  cotn- 

Carativcly  small  magnifying  power.  Such  are  the  glasses  used 
y  watchmakers  and  other  artists.  Microscopes  which  magnify 
but  little,  yet  afford  a  large  field  of  view,  are  called  mngnijitrs, 
or  magnifying  glasses.  Sueh  are  the  large  lenses  employed  for 
viewing  pictures.  But  for  inspecting  the  minute  parts  of  a  small 
insect,  we  require  a  much  higher  power ;  and,  the  object  being 
very  small,  a  large  field  of  view  is  not  necessary.  The  only  dif- 
ficulty to  he  obviated  is  the  want  of  light ;  and  this  evil  is  rem- 
edied, either  by  placing  the  object  in  the  sun,  or  by  oondensing 
upon  it  a  stilt  stronger  light,  by  means  of  apparatus  specially 
adapted  to  that  purpose,  which  will  be  described  hereafter.* 

839.  Among  the  most  distinguished  achievements  of  philo- 
sophical artists,  in  onr  own  times,  has  been  the  formation  of  mi- 
croscopes out  of  the  hardest  precious  gems,  especially  the  diamntid 
and  the  snpphire.  The  diamond  seems  to  unite  in  itself  al- 
most every  desirable  quality  for  ibis  purpose.  It  will  he  recol- 
lected that  this  substance  is  distinguished  for  its  high  refractive 
powers,  its  index  of  refraction  being  2.439,  while  that  of  crown 
glass  is  only  1,530.  (Art.  748 ;)  hence  a  given  refracting,  nnd  of 
course  magnifying,  power  may  be  attained  with  a  lens  of  less 
curvature,  and  consequently  (An.  701)  subject  to  less  spherical 


•  A  convoiu'ent  pocket  microBcopc  it  aainelimea  Buld  in  the  shnpf, 
■lide  of  ivory  or  horn,  Iwo  or  liireo  inchea  in  lenglh,  in  which  oio  i 
leUBca  of  diK:iaii(  powers,  adaptnt  to  vaiioiu  porpoaes. 
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dberration  than  glass  lenses  of  the  same  power.  Indeed,  it  is  es- 
timated that  the  indistinctness  arising  from  spherical  aberration 
in  a  diamond  lens,  is  only  j^jth  as  great  as  in  a  glass  lens  of 
equivalent  power.  The  sapphire  has  analogous  properties,  as 
also  the  garnet ;  and  pure  rock  crystal  (quartz)  is  much  es- 
teemed for  refracting  lenses  ;  but  some  of  the  pellucid  gems  are 
unsuitable  for  this  purpose  on  account  of  their  possessing  the 
property  of  double  refraction.  The  comparative  curvatures  and 
thicknesses  of  three  lenses  of  the  same  refracting  power,  made 
respectively  of  glass,  sapphire,  and  diamond,  are  exhibited  in  the 
foUo\\ing  diagrams. 

Since,  moreover,  a  dia-  Fi|f»  293. 

mond  lens  admits  of  be- 
ing made  much  thinner  ^^^^       ^^^ 

than  a  glass  lens  of  the  q^^  Sapphire.  Diamond. 

same  power,  the  loss  of 

light  by  absorption  is  far  less,  and  the  brightness  of  the  image  is 

proportionally  augmented. 

840.  Another  distinguishing  and  valuable  property  of  the  dia- 
mond is,  that  it  combines  with  a  high  refractive,  a  low  dispersive 
power.  By  dispersive  power  is  meant  the  power  of  separating  the 
different  colored  rays,  that  is,  of  decomposing  common  light  into  its 
prismatic  elements.  Diamond  lenses  are  naturally  nearly  achro- 
matic,  or  afford  images  which  are  destitute  of  color.  But  while 
these  favorable  qualities  were  known  to  appertain  to  the  dia- 
mond, which,  taken  in  connection  with  its  great  transparency 
and  purity  of  structure,  were  observed  to  fit  it  admirably  for 
microscopes  of  great  magnifying  powers,  yet  the  extreme  hard- 
ness of  the  substance,  seemed  to  render  the  difficulty  of  grinding 
it  into  the  requisite  shape  almost  insuperable.  This  difficulty 
has,  however,  within  a  few  years,  been  completely  overcome  by 
Mr.  Pritchard,  an  eminent  English  artist,  who  has  constructed  a 
number  of  diamond  and  sapphire  microscopes,  whose  perform- 
ances have  equalled  the  most  sanguine  expectations. 

The  following  table  exhibits  the  different  magnifying  powers 
of  Pritchard's  sapphire  lenses,  corresponding  to  different  focal 
distances,  the  limit  of  distinct  vision  being  taken  at  tV  of  an  inch. 
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841.  A  drop  of  Iransparent  liquor  may  be  easily  converted  !_ 
to  a  magnifier,  constituting  a  Fluid  Microscope.  The  simplest 
kind  of  fluid  microscope  is  formod  by  drilling  a  small  hole  in  a 
plate  of  bl-a^s  or  lead,  and  applying  to  it  a  drop  of  water  from 
the  point  of  a  pin.  If  the  plate  be  hollowed  out  on  both  sides 
around  the  aperture,  the  water  will  spontaneously  assume  the 
shape  of  a  convex  lens.  Water,  however,  possessing  only  a 
comparatively  low  refracting  power,  (Art,  748.)  is  less  adapted 
to  this  purpose  than  several  other  fluids,  particularly  certain 
transparent  balsnms  and  aromatic  oils.  Sulphuric  acid  and  cas- 
tor oil  answer  well,  but  turpentine  varnish  and  Canada  balsam 
are  preferred,  especially  because  as  they  drj'  they  become  indu- 
rated, and  form  permanent  microscopes.  Instead  of  the  aper- 
ture in  a  metallic  plate  above  described,  a  small  plate  of  glass 
may  be  employed,  in  which  case  it  is  only  necessary  to  drop  the 
varnish  or  balsam  on  the  surface  of  the  plale ;  and  it  will  as- 
sume the  figure  of  a  plano-convex  lens.  The  power  of  the  micro- 
scope may  be  varied  by  employing  a  larger  or  a  smaller  drop,  or 
by  suffering  it  to  spread  itself  on  the  upper  or  on  Ibe  under  sur- 
face, since  the  curvature  of  the  drop,  and  of  course  its  focal 
distance,  is  modified  by  each  of  these  circumstances. 

842.  The  Perspective  Glass,  which  is  used  for  viewing  pic- 
tures, affords  another  example  of  the  application  of  the  simple 
microscope.  It  consists  of  a  large  double  convex  lens  fixed  in  a 
frame  in  a  vertical  position,  from  the  top  of  which,  on  the  back 
side,  proceeds  a  plane  mirror,  which  is  fixed  at  an  angle  of  43" 
with  the  horizon,  and  of  course  it  makes  the  same  angle  with 
the  lens.  Pictures  to  be  viewed  are  placed  in  an  inverted  posi- 
tion, (that  is,  with  the  top  toward  the  spectator,)  on  a  table  at 
the  foot  of  the  instrument.  The  mirror  being  set  at  an  angle  of 
45°  with  the  horizon,  renders  horizontal  objects  erect,  (Art.  1"  1.) 
Its  office,  therefore,  is  merely  to  give  a  proper  direcHvn  to  the 
rays  of  light  from  the  picture  as  they  enter  the  lens,  causing 
them,  in  fact,  to  come  to  the  lens  in  the  same  manner  as  they  would 
do  were  the  mirror  removed  and  the  picture  set  up  in  a  vertical 
position,  parallel  to  the  lens,  at  a  distance  from  the  lens  equal  to 
the  length  of  any  ray,  measured  from  the  picture  to  the  mirror 
and  from  the  mirror  to  the  lens.  (Art.  729.)  Again,  in  order 
that  the  image  may  be  erect,  it  is  necessary  that  the  picture 
should  be  placed  with  its  top  toward  the  observer  j  for  since  the 

-image  of  every  point  in  the  picture  is  just  as  far  behind  the  mir- 
ror as  the  point  is  before  it,  those  parts  of  the  picture  which  are 
designed  to  occupy  the  highest  part  of  the  image  must  be  far- 
thest below  the  mirror.  This  will  be  understood  from  the  fol- 
lowing diagram. 

AA,  a  convex  lens  fixed  vertically  in  a  frame. 

BB,  a  plane  mirror  making  with  the  horizon  an  angle 
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C,  an  object  placed  horizontally  upon  the  table,  the  upper 
part  being  toward  the  observer. 

The  object  will  be  reflected  by  the  mirror  into  a  perpendicular 
position,  and  its  rays  will,  therefore,  fall  on  the  lens  in  the  same 
manner  as  they  would  were  no  mirror  Fig.  294. 

employed,  and  the  object  were  situated 

Serpendicularly  behind  the  lens,  at  a 
btance  from  it  equal  to  the  sum  of 
the  distances  from  the  object  to  the 
mirror,  and  from  the  miri  or  to  the  lens. 
Consequently,  if  the  distance  of  C 
from  the  lens  be  equal  to  the  focal  dis- 
tance of  the  lens,  the  rays  will  come 
to  the  eye  parallel,  and  a  distinct  and 
magnified  image  will  be  formed.  If 
the  distance  be  greater  than  the  focus, 
(as  it  may  be  rendered  by  depressing 
C  to  a  lower  level,)  then  the  rays  will 
come  to  the  eye  converging,  and  the 
image  will  be  more  magnified  but  less 
distinct  If  the  distance  of  C  be  less 
than  the  focus,  the  image  will  be  less 
magnified,  but  it  will  be  distinct  with- 
in certain  limits.  The  reasons  of  these  several  modifications, 
will  be  evident  by  reflecting  on  principles  already  expounded. 
(Art.  754.) 

When  the  glass  is  of  good  quality,  and  the  picture  executed 
agreeably  to  the  rules  of  perspective,  the  various  parts  are  ex- 
hibited in  their  natural  positions,  and  at  their  relative  dis- 
tances, so  as  greatly  to  improve  the  view.  The  greater  distinct- 
ness of  the  parts  and  more  natural  distribution  of  light  and  shade 
than  what  attends  the  naked  view,  is  owing  not  only  to  the  in- 
creased magnitude  and  to  the  greater  quantity  of  the  light  emit- 
ted from  the  picture  which  is  collected  by  the  lens  and  conveyed 
to  the  eye,  but  also  to  the  separation  of  this  portion  of  light  from 
that  which  proceeds  from  various  other  objects.  The  lens  both 
conveys  more  of  the  light  of  the  pictu]*e  to  the  eye  than  would 
otherwise  reach  it,  and  conveys  it  unmingled  with  extraneous 
light.  The  importance  of  the  latter  circumstance  is  manifested 
even  by  looking  at  the  picture  through  an  open  tube,  or  through 
the  hand  so  curved  as  to  form  a  tube. 

843.  The  microscopes  hitherto  examined  are  such  as  are  de- 
signed to  be  interposed  between  the  eye  and  the  object  to  be 
viewed,  the  latter  being  placed  in  the  focus  of  parallel  rays  of 
the  lens,  or  a  little  nearer  to  the  lens  than  that  focus,  so  that  thd 
rajrs  of  the  same  pencil  may  come  to  the  eve  either  parallel  or 
with  so  small  a  degree  of  divergency,  that  the  lenses  of  the  eye 
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shall  be  competent  to  make  them  converge  and  form  a 
on  the  retina.  In  this  case,  as  the  rays  come  to  the  ej 
same  manner  as  rays  from  larger  objects,  at  a  greater  distance, 
seen  without  the  aid  of  a  lens,  the  position  of  the  object  is  sot 
changed,  that  is,  it  is  seen  erect.  Single  microscopes,  however, 
are  also  employed  to  form  a  magnifipd  image  on  a  wall  or  screen, 
which  is  seen  by  the  eye  instead  of  the  object  itself.  Two  cele- 
brated instruments,  the  Magic  Lantern  and  the  Solar  Microscope, 
magnify  their  objects  in  this  manner,  in  the  construction  of  whick, 
the  principles  under  review  are  happily  exemplified. 

844.  From  what  has  been  already  learned  respecting  lenses, 
the  following  points  will  be  readily  comprehended,  being,  for  the 
most  part,  a  recapitulation  of  principles  already  explained  and 
demonstrated. 

If,  in  a  dark  room,  we  place  before  a  convex  lens  any  lumin- 
ous object,  as  a  candle,  we  shall  observe  the  following  phenom- 
ena.    (See  Art.  754.) 

1.  If  the  radiant  be  placed  nearer  to  the  lens  than  its  focus, 
since  the  rays  will  go  out  diverging,  no  image  will  be  formed  on 
the  other  side  of  the  lens. 

2.  Even  when  the  radiant  is  in  the  focus,  so  that  the  mys  go 
out  parallel,  they  never  meet  in  a  focus,  and  of  course  never 
form  an  image.* 

3.  But  when  the  radiant  is  further  from  the  lens  than  its  focus, 
the  rays  converge  on  the  other  side,  those  of  each  pencil  which 
proceed  from  the  same  point  in  the  object,  being  accurately 
united  in  one  point  of  the  image,  and  occupying  that  point  alone, 
without  the  interfi-reiice  of  rays  from  any  other  point. 

4.  The  axes  of  the  rays  from  the  extreme  parts  of  the  object 
cross  each  other  in  the  center  of  the  lens.  Hence,  they  form  an 
image  inverted  with  respect  to  Ibe  object ;  and  alibough  the  rays 
which  make  up  any  individual  pencil  are  made  to  converge  by 
the  lens,  yet  the  axes  (which  determine  the  magnitude  of  tte 
picture)  diverge  from  each  other  afler  crossing  at  the  center  of 
the  lens,  and  hence  the  imagn  is  greater  in  proportion  as  it  is 
formed  at  a  greater  distance  from  the  lens.  When  the  object  is 
only  a  little  further  off  from  the  lens  than  its  focus,  the  itnnge  is 
thrown  to  a  great  distance,  and  is  proportionally  magnified.  As 
the  object  is  separated  further  from  the  lens,  (wh'eh  may  be  ef- 
fected either  by  withdrawing  the  object  from  the  lens  or  the  lens 
from  the  object,)  the  image  is  formed  at  a  less  distance,  and  is  of 
a  diameter  proportionally  less.  (See  Art.  7G0.)  Suppose  now 
that  we  employ  a  magnifier  of  so  small  focal  distance,  that  when 
the  object  is  placed  within  one  tenth  of  an  inch  of  the  lens,  the 
image  is  formed  on  the  other  side  upon  a  screen  or  wall,  at  the 


distance  of  twenty  feet ;  the  object  will  be  magnified  in  tbe  ra- 
tio of  x\  to  (20  X 12=)  240  ;  that  is,  the  image  will  be  2,400  times 
greater  than  the  object  in  diameter,  and  5,760,000  times  greater 
in  surface.  It  would  seem,  therefore,  as  if  nothing  more  were 
necessary,  in  order  to  form  magnified  images  of  ol^ects,  than  a 
dark  room,  a  convex  lens,  and  a  screen  or  wall  for  Uie  reception 
of  the  picture.  It  must  be  remarked,  however,  that  when  the 
light  which  proceeds  from  the  object  is  difiused  over  so  great  a 
space,  its  intensity  must  be  greatly  diminished,  so  as  to  be  either 
incapable  of  afibrding  a  picture  which  shall  be  visible  at  all,  or 
at  least  sufficiently  bright  for  the  puiposes  of  distinct  vision. 
This  difficulty  is  remedied  by  illuminating  the  ol^ect ;  and  it  is 
for  this  purpose  that  most  of  the  contrivances  employed  in  the 
magic  lantern  and  solar  microscope  are  designed. 

845.  The  Maoic  Lantebn  consists  of  a  large  tin  Cfuiister,  either 
cylindrical  or  cubical  in  its  figure,  having  an  opening  near  the 
Iwttom  into  which  air  may  enter  freely  to  supply  the  lamp,  and 
a  chimney  proceeding  from  the  top,  and  bent  over  so  as  to  pre- 
vent the  light  of  the  lamp  from  shining  into  the  room.  The  lan- 
tern has  a  door  in  the  side,  which  shuts  close,  the  object  being 
throughout  to  prevent  any  light  from  escaping  into  the  room, 
except  what  attends  the  picture.  The  room  itself  is  made  as 
dark  as  possible ;  or,  what  is  better,  the  experiments  are  per> 
formed  by  night.  In  front  of  the  lantern  is  fixed  a  large  tube, 
Fig.  »s. 


at  the  open  end  of  which  is  placed  the  magnifying  lens.  In  the 
same  tube,  at  a  distance  from  the  lens  somewhat  greater  than 
the  focal  distance,  the  object  is  introduced,  which  is  usually 
some  figure  painted  on  glass  in  transparent  colors,  the  other 
parts  of  the  glass  being  blackened  so  that  no  light  can  pass 
through  except  that  which  falls  on  the  object  and  illuminates  it, 
by  which  means  we  shall  have  a  luminous  image  projected  on  a 
black  ground.  For  illuminating  the  object,  an  argand  lamp  is 
placed  near  the  center  of  the  lantern,  the  light  of  which  is  con- 
centrated njH>n  the  object  in  two  ways ;  first,  by  means  of  a 
79 
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thick  lens,  usually  plano-eonv(!x,  so  situated  between  Ihe  li 
and  the  object  that  the  rays  which  diverge  from  (he  lamp 
be  collected  and  condensed  upon  the  object ;  and,  eccondly.  Itv 
means  of  a  concave  reflector,  situated  behind  the  lamp,  whicn 
serves  a  similar  purpose, 

A,  the  magnifying  lens, 

B,  the  object,  introduced  through  an  opening  in  the  tube, 

C,  the  condensing  lens. 

D,  the  lamp. 

E,  the  concave  mirror. 

F,  the  image  thrown  on  a  screen,  or  a  white  wall,  in  a 
room, 

a,  a  ihumb-piece,  by  which  the  magnifier  may  be  madt;  to  ap- 
proach the  object  or  to  recede  from  it,  and  thus  (he  image  be 
thrown  to  a  greater  or  less  distance,  according  to  the  magnitude 
required.  As  the  image  is  inverted  with  respect  to  the  object, 
it  is  only  necessary  to  introduce  the  object  itself  in  an  inverted 
position,  and  the  image  will  be  erect. 

The  objects  employed  in  the  Magic  Lantern  are  verj'  various, 
consisting  of  figures  of  men  and  animals;  of  caricaiures;  of 
representations  of  the  passions;  of  landscapes  ;  and  of  aslro- 
nomical  diagrams.  When  the  last  are  employed,  this  apparatus 
becomes  subservient  to  a  useful  purpose  in  leaching  astronomy, 
and  is  frequently  so  employed  by  popular  lecturers  on  that  sub- 
ject. 

846,  The  Solar  Mickoscofe  does  not  differ  in  principle  from 
the  Magic  Lantern,  only  Ihe  object  is  illuminated  by  the  concen- 
trated light  of  the  sun  instead  of  that  of  a  lamp.*  And  since  a 
powerful  illumination  may  thus  be  effected  upon  minute  objects 
placed  before  a  magnifier  of  great  power,  the  solar  microscope 
is  usually  employed  to  form  very  enlarged  images  of  the  meet 
minute  substances,  as  the  smallest  insects,  the  most  delicate  parts 
of  plants,  and  other  attenuated  objects  of  natural  history.  For 
magnifiers  several  of  different  focal  distances  are  employed,  va- 
rying from  an  inch  to  the  fV  or  jV  of  an  inch,  it  being  understood 
that  those  of  the  shortest  focus  and  greatest  magnifying  powers 
can  be  used  only  for  the  minutest  objects,  since,  when  bodies  of 
a  larger  size  are  brought  so  near  a  small  lens,  their  light  strikes 
the  lens  loo  obliquely  to  be  transmitted  through  it.  The  magni- 
fying lens  is  fixed  into  the  mouth  of  a  tube  and  the  object  placed 
Dear  its  focus,  much  in  the  same  manner  as  in  Ihe  magic  Ian* 
tern ;  but  instead  of  the  body  of  the  lantern,  (which  contains 
the  illuminating  apparatus.)  a  mirror,  about  three  or  four  inches 
wide,  and  from  twelve  to  eighteen  inches  long,  is  attached  to  the 

*  The  niy-hydrngen  inicroccupc  has  recf  nlly  been  tutatiluled  lor  tiit  solnr,  til*  ■■• 
teniD  flima  rFBulling  from  the  eombusliou  of  liic  giucous  ckineiiU  of  k 
used  iiiMcad  oi  llio  sun 'a  ligliL 
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otber  end  of  the  tube.  Siis  mirror  is  thrust  through  an  opening 
in  the  window  shutter  of  a  dark  room,  and  the  mouth  of  the  tube 
to  which  it  is  fixed  is  secured  firmly  to  the  shutter,  so  that  the 
mirror  is  on  the  outside,  and  the  tube  with  its  lenses  is  on  the 
inside  of  the  shutter.  By  means  of  adjusting  screws,  the  mirror 
is  turned  in  such  a  way  as  to  direct  the  sun's  rays  into  the  tube, 
where  they  are  received  by  one  or  more  of  the  lenses  called  con- 
densers, which  collect  them  and  concentrate  them  upon  the  ob- 
ject, which  thus  becomes  highly  illuminated,  and  capable  of  af- 
fording an  image  sufficiently  bright  and  distinct,  though  magni- 
fied many  thousands  or  even  millions  of  times.  It  will  be  ob- 
served that  the  magnitude  of  the  image  depends  here,  as  in  other 
cases  of  the  simple  microscope,  upon  the  ratio  between  the  dis- 
tances of  the  object  and  the  image  from  the  center  of  the  mag- 
nifier. If,  for  example,  the  object  be  within  the  tenth  of  an  inch 
of  the  lens,  and  the  image  be  thirty  feet,  or  three  hundred  and 
sixty  inches  from  it,  then  the  ima^e  will  be  380x10=8600  times 
as  large  as  the  object  in  diameter,  and  (3600)^=12,960,000  times 
in  suHTace.  With  a  given  lens,  the  size  of  the  image  depends 
wholly  on  the  distance  to  which  it  is  thrown  ;  that  is,  on  the  dis- 
tance of  the  wall  or  screen  where  it  is  formed. 

847.  When  the  solar  microscope  is  well  constructed,  it  affords 
the  most  wonderful  results,  and  greatly  enlarges  our  conceptions 
of  the  delicacy,  perfection,  and  subtilty  of  the  works  of  nature. 
In  inspecting  vegetables,  the  eye  is  delighted  with  the  regularity 
and  beauty  which  characterizes  the  texture  and  intricate  struc- 
ture of  plants  and  flowers.  The  most  delicate  fibres  of  a  leaf, 
the  pores  through  which  the  vegetable  fluids  circulate,  the  downy 
covering  of  plants  and  foliage,  as  of  certain  mosses,  which  is  too 
minute  to  disclose  its  figure  to  the  naked  eye, — objects  of  this 
kind,  when  expanded  imder  the  solar  microscope,  astonish  and 
delight  us  by  Uie  symmetry  of  their  structure.  Their  appropri- 
ate colors  are  hot  so  well  exhibited  by  this  instrument,  as  by 
some  other  forms  of  the  microscope  to  be  described  hereafler. 
In  the  animal  kingdom,  the  solar  microscope  extends  the  range 
of  vision  in  a  manner  no  less  surprising  and  instructive,  l^e 
minutest  insects  we  are  acquainted  with,  are  exhibited  to  us  as 
animals  of  the  largest  size,  and  oflen  of  monstrous  shapes,  from 
the  multiplicity  of  their  parts  and  apparent  disproportion  ;  and 
animalcules,  or  those  members  of  the  animal  creation  which  are 
too  minute  to  be  seen  at  all  by  the  naked  eye,  are  suddenly 
brought  into  life  In  countless  numbers.  The  forms,  the  motions, 
and  the  habits  ot'  these  beings,  are  among  the  most  curious  reve- 
lations of  the  solar  microscope.  The  circulation  of  Hie  blood  may 
be  seen  in  the  fins  of  flshes  and  other  transparent  parts  of  ani- 
maJSf  presenting  a  very  curious  and  interesting  spectacle.  The 
crysudlization  ^  salts,  which  may  be  exhibited  while  the  crystals 
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.  are  forming  and  arranging  thcmselvR,  (as  many  of  them  do 
»  with  great  precision  and  symmetry,)  is  among  the  finest  repre- 
I  Kntations  of  this  instrument. 

Since  the  light  is  transmitted  through  the  object,  it  will  of 
course  be  understood,  that  only  such  objects  as  are  transparent 
can  be  employed  in  the  manner  already  described.  In  some  ^■a- 
ricties  of  the  solar  microscope,  there  are  special  contrivances 
for  exhibiting  opake  objects  by  means  of  reflected  light. 

J48.  If  we  form  an  image  of  an  object  iivith  FS^^MS. 

i  the  single  microscope,  (as  is  done  in  the  magic 

,  lantern  and  solar  microscope,)  when  that  im- 
age is  not  too  large,  we  may  obviously  apply 
to  it  a  magnifier,  as  we  would  to  an  original 

'  object  of  the  same  size.  This  is  the  principle 
of  the  compound  microscope. 

The  Compound  Miceoscope  consists  of  at  least 

I  two  convex  lenses,  one  of  which,  called  the 
ol»ecl-glasx,  is  used  to  form  an  enlarged  image 
of  the  object,  and  the  other,  called  the  eye- 
glass, is  used  to  magnify  the  image  still  fur- 
ther. 

Thus,  let  ab,  (Fig.  296,)  be  the  object,  be- 
ing placed  a  little  further  from  the  object- 
glass,  C(7,  than  the  principal  focus,  then  the 

'  rays  of  light  emanating  from  it  wilt  be  col- 
lected on  the  other  side  of  the  lens  and  form  an  image,  gh, 

I  whose  diameter  is  as  much  larger  than  that  of  the  object  as  its 
distance  from  the  lens  is  greater.  (Art.  760.)  Let  ef  be  the 
eye-glass,  which  must  be  placed  at  such  a  distance  from  the  im- 
age, that  the  latter  shall  be  in  the  focus  of  parallel  rays ;  then 
the  rays  proceeding  from  the  image  will  go  out  parallel,*  and 
come  to  the  eye,  situated  behind  the  glass,  in  a  state  favorable 
for  distinct  vision. 

849.  The  magniftjiTig  power  of  the  Compound  Microscope  is 
estimated  as  follows.  First,  the  diameter  of  the  image  will  bo 
to  that  of  the  object  as  their  respective  distances  from  the  lens. 
Secondly,  the  image  is  magnified  by  the  eye-glass  according  to 
the  principles  of  the  single  microscope,  (Art.  376,)  namely,  in  the 
ratio  of  its  focal  distance  to  the  limit  of  distinct  vision.  Thus, 
suppose  the  image  is  formed  at  ten  times  the  distance  of  the  ob- 
ject ;  it  will  of  course  be  magnified  ten  times.     Again,  suppose 

■  II  ii  to  be  remarliFd  bere,  and  ia  ntt  Mmilar  coses,  Ibul  il  is  aB\y  the  n;i  of  earl 
faJiBidno/ pfnriJ  that  are  parilltfJ ;  Ihsl  in,  those   rays  whieh  come   from  Ibe  111110 
~iL  in  the  object.    The  rays  of  difiorcal  peiicili  niuj  crou  each  olber  variotulj,  lod 
differeiil  pencils  may  converge  or  diverge  Binon^  Uieinsclves ;  BlilJ,  if  tlie  rayi  tt 


omca.  578 

the  eye-glass  has  a  focal  distance  of  one  inch,  the  limit  of  dis- 
tinct vision  being  five  inches  ;  the  image  will  be  further  magni- 
fied five  times ;  by  both  glasses,  therefore,  the  object  will  be  mag- 
nified fifty  times.  If  the  first  ratio  be  that  of  one  to  one  hundred, 
then  the  instrument  will  magnify  the  linear  dimensions  five  hun- 
dred times,  and  the  surface  two  hundred  and  fifty  thousand  times. 
From  this  double  magnifying  process,  it  might  be  supposed  that, 
by  means  of  the  compound  microscope,  it  would  be  easy  to  at- 
tain a  much  higher  magnifying  power  than  by  the  single  micro- 
scope ;  but  this  is  not  the  fact,  for,  in  the  first  place,  we  cannot 
form  an  image  of  a  size  beyond  certain  moderate  limits,  without 
making  it  too  large  for  the  eye-glass  to  cover  ;  or,  if  an  eye-glass 
of  very  large  field  of  view  be  emploved,  its  focal  distance  must 
be  great,  and  consequently  its  magni^ing  power  small.  We  are, 
therefore,  unable  to  employ  so  high  a  magnifier  for  our  object- 
glass  as  we  may  apply  to  the  naked  eye,  and  we  can  employ  only 
a  microscope  of  still  inferior  power  for  our  eye-glass. 

850.  On  account  of  the  necessity  of  using  a  large  eye-glass  to 
view  the  magnified  image,  compound  microscopes  require  to  have 
the  tube  which  contains  the  glasses  larger  toward  the  eye-glass 
than  toward  the  object-glass.  Sometimes  the  magnifiers  are 
contained  in  a  box  of  pyramidal  shape,  the  reason  of  which  is 
obvious.  Of  the  latter  figure  is  the  Lucemal  Microscope^  a  va- 
riety of  the  compound  microscope,  which  admits  of  being  used 
with  the  light  of  a  lamp  instead  of  day  light,  and  is  furnished 
with  a  refiector  and  a  condensing  lens,  by  one  or  the  other  of 
which  the  light  of  the  lamp  may  be  concentrated  upon  the  object. 
The  lucemal  microscope  is  furnished  with  a  piece  of  ground 
glass,  upon  which  the  image  may  be  received  as  upon  a  screen. 
The  object  being  illuminated  by  a  lamp,  and  the  image  being 
seen  in  a  dark  room,  this  arrangement  is  very  convenient  for 
drawing  insects,  fiowers,  &c.  Although  the  compound  does  not 
possess  higher  magnifying  powers  than  the  simple  microscope, 
yet  it  commands  a  much  greater  field  of  view.  We  view  the 
hnage  with  the  eye-glass  in  the  same  manner  as  we  view  the  ob- 
ject with  a  single  microscope  ;  but  having  already  a  magnified 
representation  of  the  object,  we  have  no  occasion  to  apply  to  the 
eye  so  high  a  magnifier,  and  therefore  we  may  employ  one  of 
greater  focal  distance,  which  consequently  takes  in  a  greater  field 
of  view.  The  field  of  view  is  still  further  improved  in  some 
compound  microscopes  by  interposing  a  feld-glciss,  which  is  a 
convex  lens,  introduced  between  the  eye-glass  and  the  place  of 
the  image,  and  near  the  latter,  (as  a  little  above  gh,  Fig.  296,) 
the  effect  of  which  is  to  diminish  the  divergency  of  the  pencils 
of  rays,  and  thus  to  bring  into  the  range  of  the  eye-glass 
those  pencils,  which  would   otherwise  diverge  too  much  to 


B74  NATURAL   PniLOSOPilV. 

fall  withia  it.     It  has  been  berore  remarlied,  that  the  coroMpB?~ 
forms  a  similar  office  Ibr  the  crystalline  lens  of  the  eye.     fAH 
833.) 

851.  Instpad  of  employing  a  convex  lens  for  ihe  purpose  of 
forming  an  image  of  the  object,  we  may  use  a  concave  mirror  for 
the  Name  purpose.  On  this  principle  are  constructed  Refi.ectixo 
MtcRoscupts,  The  object  being  placed  before  ihe  mirror,  at  a 
distance  a  little  greater  than  the  focal  distance,  a  magnified  image 
will  be  formed  on  Ihe  other  side  o(  the  center,  as  in  Fig,  266.  To 
this  image  we  may  obviously  apply  an  eye-glass,  in  the  same 
manner  as  in  ihe  common  compound  microscope,  Refleciing  mi 
croscopps  are  supposed  to  have  some  advantage  over  tin'  refract- 
ing, bui  ihey  have  not  come  into  general  use.  By  making  the  con- 
cave reflector  of  a  parabolic  ligore,  spherical  aberration  is  pre- 
vented, and  reflectors  are  nof  liable,  like  lenses,  lo  form  colored 
images  in  consequence  of  Ihe  decomposition  of  the  light  in*o  its 

Erismalic  rays,  called  chromatic  nbrrration.  These  difficullies, 
owever,  when  ihey  occur,  admit  of  being  obviated  by  pfculiar 
contrivances,  which  will  be  more  particularly  described  in  con- 
nection with  telescopes. 


852.  Dr.  Brewster  gives  the  following  rules  for  making  mi- 
croscopic observations. 

.1.  The  eye  should  be  protected  from  all  extraneous  light,  and 
should  not  receive  any  of  the  light  which  proceeds  from  the  illu- 
minating body,  excelling  what  is  Iransmilted  through,  or  is  re- 
llecled  from,  the  object. 

2.  Delicaie  observations  should  not  be  mode  when  the  fluid 
which  lubricates  the  cuinea  is  in  a  viscid  state. 

3.  The  best  position  for  microscopical  observations,  is  when 
the  observer  is  lying  horizontally  on  hi»  back.  This  nriiiie'S 
from  the  perfect  slabilily  of  his  head,  and  from  the  equality  of 
the  lubricaiing  film  of  fluid  which  covers  the  cornea.  The 
worst  of  all  posiliuns  is  that  in  which  we  look  downward  ver- 
tically. 

4.  If  we  stand  straight  up  and  look  horizontally,  parallel  mark- 
ings or  lines  will  be  seen  most  pcrlec'.ly  when  tlieir  direction  is 
vertical  i  viz.  the  direction  in  which  the  lubricating  tluid  descends 
over  the  cornea. 

5.  Every  part  of  the  object  should  be  excluded  except  that 
which  is  under  immtdiate  observation. 

0,  The  lifiht  which  illuminates  Ihe  object,  should  have  a  very 
small  diameier.  In  ihe  dayiime  it  should  be  asingle  hole  in  the 
window  .--bulter  of  a  darkened  room,  and  at  nighl  an  aperture 
pliictd  before  an  uigand  lamp. 

7.  In  all  cases,  jjarliculaily  whrn  high  powers  are  used,  the 
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natural  diameter  of  the  illuminatiag  light  should  be  diminished, 
and  its  intensity  increased,  by  optical  contrivances.* 

The  microscope  is  sdhietimes  employed  to  form  images  for  the 
purposes  of  drawing.  In  this  manner  landscfipes  are  represent- 
ed, ot^ects  of  natural  history  are  delineated,  and  artilicial  pic- 
tures are  reduced  and  copied.  The  two  instruments  particularly 
employed  for  this  purpose,  are  the  Portable  Camera  Ubscura  and 
the  Camera  Lucida. 

853.  The  FoXTABLE  Cahbka  Obscuka,  which  is  used  for  delin- 
eating landscapes,  and  much  more  of  late  for  taking  likenesses  by 
the  Daguerreotype  process,  consists  of  a  wooden  box,  (nnswering 
to  the  dark  chamber.  Art.  818,)  with  which  is  connected  a  convex 
lens,  so  exposed  to  the  landscape  as  to  receive  the  rays  of  light 
from  the  various  objects  in  i^  and  form  a  picture  of  them  on  a 
screen  placed  within  the  box  at  (he  focal  distance  of  the  lens. 
Such  is  a  general  description  of  the  instrument,  of  which  there 
are  several  different  forms.  The  following  diagram  represents 
a  common  convenient  form. 

ABCD,  (Fig.  297,)  a  box  usually  made 
of  thin  pieces  of  mahogany. 

ad,  a  plano-convex  lens,  this  form  being 
preferred  because  it  has  less  aberration 
than  a  double  convex.     (Art.  762.) 

ED,  a  plane  mirror,  turning  on  a  hinge 
at  D,  and  capable  of  being  raised  or  low-  ■ 
ered,  so  as  to  admit  more  or  less  of  the 
landscape. 

be,  a  piece  of  pasteboard,  covered  with 
a  sheet  of  fine  white  paper,  and  bent  so  ' 
as  to  form  a  concave  screen,  and  placed 
at  the  focal  distance  of  the  lens.  A  cast- 
ing of  stucco,  of  the  iigure  of  a  concave 
portion  of  a  sphere,  affords  the  most  per- 
fect picture.  A  B 

The  rays  of  light  from  external  objects,  falling  upon  the  mir- 
ror ED,  are  conveyed  to  the  lens  in  the  same  manner  as  though 
they  camn  directly  from  objects  at  the  same  distance  behind  the 
mirror.  Passing  through  the  lens,  they  are  brought  to  a  focus," 
and  form  a  picture  of  the  landscape  on  the  screen,  which  may 
be  viewed  by  an  opening  in  the  side  of  the  box  at  F,  and  moy 
,be  copied  by  a  hand  introduced  into  the  box  by  an  opening  be- 
low. 

Although  the  image  is  inverted  with  respect  to  the  objects,  yet 
as  the  spectator,  in  looking  into  the  box,  stands  ^vith  his  back  to 
the  landscape,  the  picture  appears  erect. 

■  Btemler't  Optic*,  Sii. 


B78  XATCIBAL   FBILOSOFHr. 

854.  The  Camera  Lucida  is  an  instrument  of  more  recent 
gin,  having  been  invented  by  the  late  Dr.  Wollaston.  It  consists 
of  a  prism  so  contrived  that  its  surfaces,  by  their  reflecting  prop- 
erties,* give  the  proper  direction  to  the  rajs  of  light,  and  tinaliy 
project  an  image  ofthe  object  in  a  convenient  position  for  copy- 
ing, as  is  represenlcd  in  the  following  diagram. 


Fig.  298. 


ABCD,  (Fig.  296.)  i 
glass  prism,  having  the  an- 
gle at  A  90°,  the  angle  at 
D  671",  the  angle  at  C 
135".  In  taking  an  obser- 
vation the  prism  is  set  with 
the  side  AD  parallel  to  the 
object  M,  A  ray  ol'  light 
ND,  falling  perpendicular- 

I  ly  upon  AD,  suffers  no  re- 

r  fraction,  but  proceeds  on  to 

f  the    second    surface    DC, 

I  -where  it  makes  with  DC 

[  an  angle  of  22p,  (the  cum- 

f  plement  of  the  angle  at  D.) 

'  Of  course  the  angle  CGH  is  22^",  and  these  two  angles,  E 
tracted  from  ISO",  leave  NGU=135°.  Again,  since  GCH=135", 
and  CGH=22i'',  therefore  CHG  and  BHE  each  equal  224*^.  and 
therefore  GHE^ISa".  Produce  NG  till  it  meets  HM'  in  I ;  then 
the  angles  IGH  and  llIGwill  he  severally  ■15®,  and  consequently 
HIG  (which  is  the  angle  made  by  the  incident  and  emergent 
rays)  will  be  00°.  Therefore,  the  perpendicular  object,  MN,  will 
appear  to  the  eye  on  a  horizontal  plane  at  M',  as  far  behind  the 
reflecting  surface  an  M  is  before  it.  (Art.  729.)  Now  if  the 
prism  is  so  formed,  that  the  emergent  rays  shall  be  very  near  the 
angular  point  B,  the  eye  situated  at  E  may  take  in  at  once  the 
image  and  the  paper  on  which  it  is  projected,  sreing  the  former 
through  the  prism  and  the  latter  by  direct  vision ;  and  thus  the 
image  may  be  ■\'ery  perfectly  sketched.  This  beautiful  instru- 
ment is  usually  mounted  in  a  case,  and  has  various  appendages, 
which  severally  contribute  to  its  utility)  but  we  aim  only  to  con- 
vey an  idea  of  its  principle.^ 

*  Tt  win  h«  nhscrvcd,  in  llio  follDwiag  illustrallciD,  that  IIif  niya  of  light  itrikc  Ibo 
wariacta  of  I  be  prism  nt  such  an  an^le  as  to  undfrgn  total  rffcxion.     [Art.  It?.) 

t  For  a  mare  extended  deBcripIion  of  the  Cinient  Lucida,  lee  NicholMn'i  Phil 
Jaanul,  aad  TiUocli'a  Phil.  Ma(aziiW,  tM  1607. 
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CHAPTER  X. 

OF   TELESCOPES. 

855.  The  Telescope  is  an  optical  instrument^  designed  to  aid  the 
eye  in  viewing  distant  objects,* 

The  construction  of  this  noblest  of  instruments,  in  its  different 
forms,  involves  the  application  of  all  the  leading  principles  of  the 
science  of  Optics.  The  study  of  the  Telescope  is  therefore  the 
study  of  the  science,  and  a  distinct  enunciation  of  the  principles 
involved  in  it,  will  serve  as  a  recapitulation  of  the  most  useful 
principles  of  Optics.  The  advantage  which  the  student  will  de- 
rive from  reviewing  these  points,  as  exemplified  in  their  appli- 
cation, will  justify  us  in  bringing  up  distinctly  to  view  various 
principles  already  unfolded. 

856.  The  leading  principle  of  the  Telescope  may  be  thus 
enunciated : 

By  means  of  either  a  convex  lens,  or  a  concave  mirror,  an  image 
of  the  object  is  formed^  which  is  viewed  and  magnified  with  a  micro^ 
9Cope. 

Thus,  let  ABCD  represent  the  tube  of  a  telescope.  At  the 
front  end,  or  the  end  which  is  directed  toward  the  object,  (which 
we  will  suppose  to  be  the  moon,)  is  inserted  a  convex  lens  L, 
which  receives  the  rays  of  light  from  the  moon,  and  collects 
them  into  the  focus  a,  forming  an  image  of  the  moon.  This 
image  is  viewed  by  a  magnifier  attached  to  the  end  BC. 

Fig.  299. 


The  most  general  division  o^  the  instrument  is  into  Refracting 
and  Reflecting  Telescopes :  of  which  the  former  produce  their 
image  by  means  of  a  convex  lens,  and  the  latter  by  means  of  a 
concave  mirror.  The  instrument,  according  to  the  uses  to  which 
it  is  applied,  receives  the  farther  denominations  of  the  Astro- 
nomical and  the  Terrestrial  Telescope ;  and  also  telescopes  are 

•  T^Xc,  at  a  diitance,  vxoiriw^  to  tee 
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named  afler  their  several  inventors,  Galileo's,  Newton's,  I 
ry's,  Herechel's,  &c. 

THE   ABTSOHOMICAL  T&LEBCOPB. 

857.  We  begin  with  this  variety  because  it  is  one  of  the  nxnt 
[  Bimple,  and  because,  in  connection  with  ir,  we  may  conveniently 
[  study  the  theory  ul'  ihe  iniitrument  at  large. 

[  The  Aslronomicnl  Telescope  has  essentially  but  two  glasses: 
■  those  are  usually  fixed  in  u  tube  of  brass,  one  at  one  end.  andlbe 
L  oiher  at  the  other  end.  The  glass  at  the  end  oC  the  tube  which 
lii  directed  to  the  obJ<-ct,  is  called  the  o't;ec/-,if/i'iM ;  and  ibul  at 
lUbe  end  to  which  the  eye  is  applied,  is  called  the  eye-gtats.  The 
I. ofajeci-glass  is  a  convex  lens  which  fonns  an  image  of  a  distant 
^object,  as  a  star,  in  its  locus  of  parallel  rays,  and  the  eye-glats 
(fla  a  microscope  with  which  we  view  the  imai;e,  at  a  distaiicv 
b  equal  to  its  focus  of  pEirallel  rays.  Of  course,  the  distance  of  ibe 
■■two  glasses  from  each  other  is  equal  to  the  sum  of  their  focal 
r  distances.     See  the  annexed  figure.  ^^^ 

Fis-  300.  ^H 


rallel  rays  from  the  top  of  the  object. 
"  "      "  center  do. 

"         "       "  bottom  do. 

bn,  inverted  image  formed  in  the  fccus  of  parallel  rays. 
bPV,  n  pi'ncil  of  rays,  proceeding  from  the  top  of  the  image 

i  to  ilie  eye-glass,  and  rendered  panillel.  

cKF,  a  similar  pencil  from  Ihe  cfnter.  ^^H 

"QF,         do.  from  the  bottom.  ^^| 

F.  point  where  the  diflerent  pencils  cross  the  axis.  ^^| 

85R.  In  this  instrument  we  observe  a  striking  resemblanm  to 
f  Ifce  Ciimpoiind  Microscope.  (Fig.  201.)  In  the  microscope, 
LllOweviT.  since  the  object  is  nearer  thiin  the  image, ihc  image  is 
f  grraler  than  the  cbjfct ;  but  in  the  lelescope,  since  the  object  is 
Irrmdved  to  a  great  dls'ance,  the  image  is  formed  much  nearer 
Lto  -lie  lens  I  ban  I  he  object,  and  is  proportionally  smaller.  Hence, 
comp'  und  niicroscope.s  have  their  tnbpK  enlarged  in  diameter^L 
ward  the  eye-glasa,  while  telescopes  have  their  lubesdir 
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in  that  direction.  Since  the  vertical  angles  at  D,  subtended  on 
the  one  side  by  the  object,  and  on  the  other  by  the  image,  are 
equal,  were  the  eye  situated  at  the  center  of  the  object-glass,  it 
would  see  the  object  and  the  image  under  the  same  visual  angle, 
and,  consequently,  both  would  appear  of  the  same  magnitude. 
Moreover,  were  the  eye  placed  at  the  same  distance  from  the 
image  on  the  olher  side  of  it,  it  would  be  apparently  of  the  same 
size  as  before,  and  therefore  of  the  same  apparent  diameter  as 
the  object.  But  by  means  of  a  microscope,  such  as  the  eye-glass 
in  fact  is,  we  may  view  it  at  a  much  nearer  distance,  and  of 
course  magnify  it  to  any  extent,  as  was  fully  shown  in  explain- 
ing the  principles  of  the  simple  microscope,  f  Art.  837.)  Hence 
the  magnifying  power  of  the  telescope  depends  on  the  ratio  be- 
tween the  focal  distances  of  the  object-glass  and  the  eye-glass. 
If,  as  in  the  figure,  the  common  focus  is  ten  times  nearer  the  eye- 
glass than  the  object-glass,  the  instrument  will  magnify  ten 
times  ;  if  one  hundred  times  nearer,  one  hundred  times ;  and  so 
in  all  other  cases.  Hence  we  may  increase  the  magnifying  pow- 
er of  the  instrument,  either  by  employing  an  object-glass  of  very 
small  curvature,  which  throws  its  image  to  a  great  distance,  or 
an  eye-glass  of  high  curvature  and  small  focal  distance.  Sup- 
pose, for  example,  the  object-glass  has  a  focal  distance  of  forty 
feet,  or  four  hundred  and  eighty  inches,  and  the  eye-glass  has  a 
focal  distance  of  one  tenth  of  an  inch,  then  the  magnifying  pow- 
er of  this  instrument  would  be  four  thousand  and  eight  hundred 
in  diameter,  and  the  square  of  this  number  in  surface. 

859.  As  the  sphericity  of  the  eye-glass  may  be  increased  in- 
definitely, and  its  focal  distance  diminished  to  the  same  extent, 
it  would  seem  possible  to  apply  very  high  magnifying  powers  in 
very  short  telescopes.  For  example,  suppose  the  focal  distance 
of  the  object-glass  is  twenty-four  inches ;  by  using  a  microscope 
of  yVth  of  an  inch  focus,  we  have  a  power  of  two  hundred  and 
for'.y.  But  it  must  be  kept  in  mind,  that  such  microscopes  com- 
mand only  an  exceedingly  small  field  of  view,  and  would,  there- 
fore, not  enable  us  to  see  any  thing  more  than  a  minute  portion 
of  an  object  of  any  considerable  size ;  and  not  sufficient  light 
would  be  transmitted  through  such  an  aperture  to  answer  the 
purposes  of  vision.  Since  the  image  is  inverted  with  respect  to 
the  object,  and  is  viewed  in  this  situation  by  the  glass,  objects 
seen  through  Astronomical  Telescopes  appear  inverted.  By  the 
addition  of  several  more  lenses,  they  may  be  made  to  appear 
erect,  as  will  be  shown  in  the  description  of  the  Day  Glass,  or 
Terrestrial  Telescope ;  but  at  every  new  refraction  a  certain 
portion  of  light  is  extinguished,  a  loss  which  it  is  important  to 
avoid  in  instruments  designed  to  be  used  at  night ;  while,  in 
regard  to  celestial  objects,  it  is  not  essential  whether  they  are 
seen  erect  or  inverted. 
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Tbe  place  for  the  eye  to  view  the  image  with  the  best  advai- 
tagc  is  at  F,  where  the  pencils  of  parallel  raj's  meet. 

800.  The  difficulties  to  be  overcome  in  the  construction  of  k 
.  .perfect  Refracting  Telescope,  (some  of  which  are  very  formidfr 
I  ble,)  are  chiefly  the  following:  1.  Spherical  aberration |  % 
\  Chromatic  aberration  ;  3.  Want  of  suJCcient  Ught ;  4.  Want  of 
I  field  of  view  sufEclenlly  ample  ;  5.  ImpcrfectioDS  o!  glas- 
I  Each  of  these  particulars  we  will  briefly  consider. 

161.  Sijihtricitl  AbeiTotion,  M -wWX  be  recollected,  occasions  ta- 
I'distinctness  in  images  formed  by  lenses,  in  consequence  of  the 
fi  dilferent  rays  of  the  same  pencil  not  being  all  brought  to  a  focus 
I  at  the  same  point,  those  which  fall  upon  the  extreme  parts  of 
h  the  lens  being  more  refracted  and  coming  to  a  focus  s>ooaer  than 
[  those  which  are  nearer  to  the  axis.  (8ee  Art.  761.)  The 
\  amount  of  this  error  is  found  lo  depend  on  two  circumstances, 
I  namely,  the  diameter  of  the  lens,  or  what  is  technically  called 

Its  aperture,*  and  its  focal  dUtance,  increasing  rapidly  as  the 
L  aperture  is  increased,  and  diminishing  as  the  focal  distance  is 
I  increased. -f  Small  aperlures  and  Jlat  or  thin  leiises  m-e,  therefore, 
I  most  free  from  spherical  ahenatioii.  But  if  we  use  smajl  aper- 
I  "tures  we  cannot  have  a  strong  light,  which  is  a  circumstance  of 
f  the  greatest  imporlance  in  astronomical  observations,  since  it  is 
r  of  little  consequence  to  enlarge  the  dimensions  of  an  object  if 

we  have  not  light  enough  to  render  it  visible.  Indeed,  many 
L  astronomical  objects,  as  small  stars,  are  rendered  visible  by  the 
L  telescope,  not  in  consequence  of  any  apparent  increase  of  size, 
I  but  because  this  inslrument  collects  and  conveys  to  the  eye  a 
I  much  larger  beam  of  light  from  them  than  woidd  otherwise  en- 
I  ter  it.  While  the  diameter  of  the  beam  which  falls  upon  the 
I  naked  eye  is  only  the  fraction  of  an  inch,  that  collected  by  the 
[  telescope  may  be  several  inches,  or  even  several  feet,  accoidiog 
[  to  the  size  ol'  the  instrument.  Hence  the  advantage  of  large 
[,  apertures  is  obvious.  Again,  we  cannot  wliolly  remedy  (he 
It  error  in  question,  though  we  may  diminish  it  by  using  very  flat 
h  lenses  which  have  great  focal  distances;  but  the  tendency  of 
I  this  expedient  is  to  render  the  instrument  inconveniently  long. 
r  Other  expedients,  therefore,  become  necessary  for  correcting 
[  Vpberical  aberration  in  refracting  telescopes. 


■  Tlio  opcrtitre,  etriclly  speaking,  is  [he  diameter  of  Ihal  part  of  the  Icih  Ihtiiiijh 
whicli.  in  B  giTcn  esse,  light  is  adiiiillni,  wlieth^r  it  lie  the  whole  lurikcc  or  ouly  • 
l^>art  of  it. 

I   -   t  ll  is  fuund  bj  opliijiBiu,  thai  the  Imgiluilinal  absrration  ot  )iaara  iucreiura  u 

\  tte  aqtiBre  ot  the  Hfennn,  with  ■  giTCn  cuirnlure,  and  i>  invpraely  u  Ihg  focttl  di>- 

tancD,  with  u  girnii  aperture,  niid  thnl  the  laltial  abrnatiun  iticicosrs  ni  the  cube  of 

the  apriture,  willi  a  givnn  ladiiu,  or  iaversely  as  Ihc  eijiian  of  llie  nuliiu  with  a  RlTeii 
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862.  In  the  eye-glasses,  which  are  liable  to  the  same  <Bfficulty, 
iTirhere  the  lens  has  a  great  curvatare,  as  is  the  case  with  such 
as  have  high  magnifying  powers,  the  aperture  is  necessarily  re* 
duced  very  much,  by  excluding  all  the  light  except  what  passes 
through  the  central  parts  of  the  lens.  At  least  this  is  the  case 
where  glass  lenses  are  used.  But  the  microscopes  made  of  dia- 
mond, sapphire,  and  other  gems,  have  not  only  high  refractive 
powers,  but  are  less  subject  to  spherical  aberration  than  similar 
lenses  of  glass.  (Art.  839.)  Thus,  if  three  lenses  were  ground 
in  the  same  tool,  one  of  plate  glass,  one  of  sapphire,  and  the 
other  of  diamond,  their  respective  magnifying  powers  and  aber- 
rations would  be  as  follows  :* 

Magnifying  power.  LoogitodtniU  aberraUoo« 

Glass, 150 1.167 

Sapphire, 250 1.005 

Diamond, 400 0.950 

This  difference  in  aberration  will  be  much  greater  if  the  lenses 
be  so  formed  as  to  give  the  same  magnifying  powers  ;  for  then 
the  diamond  and  sapphire  lenses  may  be  made  so  much  thinner 
as  greatly  to  reduce  the  aberration. 

But  although  eye-pieces,  on  account  of  their  small  size,  may 
sometimes  be  made  of  the  precious  gems,  yet  this  can  rarely  be 
the  case  on  account  of  the  great  expense  attending  them.  It  is 
obvious,  also,  that  they  cannot  be  employed  for  the  object  lenses. 
The  most  successful  method  of  diminishing  spherical  aberration 
in  eye-pieces  of  glass,  is  by  a  combination  of  plano-convex  lenses, 
by  means  of  which  a  given  refracting  power  may  be  attained 
with  far  greater  distinctness  than  by  a  single  lens  of  the  same 
power.  Thus,  when  two  plano- 
convex lenses  are  placed  as  in 
Fig.  301,  it  is  found  that  the  im- 
age has  four  times  the  distinct-  .  •" 
ness  of  a  double  convex  lens  of  "  • 
equivalent  power.f  Here  F  is  a 
lens  which  would  bring  the  par- 
allel rays  to  a  focus  and  form  the  image  at  the  distance  of  G  ; 
but  E  is  another  similar  lens,  which,  receiving  them  in  a  con- 
verging state,  makes  them  converge  more,  and  come  to  a  focus 
at  H.  The  double  convex  lens  D,  would  do  the  same,  but  with 
much  greater  spherical  aberration.  It  appears,  indeed,  that  the 
spherical  aberration  may  be  wholly  removed  by  combining  a 
meniscus  with  a  double  convex  lens  of  certain  curvatures.;]; 

*  The  figure  of  the  lens  is  supposed  to  be  plano-convex,  the  convex  side  being 
turned  toward  parallel  rays. 

t  The  Scioptic  Ball,  used  in  the  camera  obscura,  (Art  819,)  is  formed  of  two  such 
lenaes. 

1  See  Brewster's  Optics,  p.  58,  or  Herschel  on  Light,  Sec.  316. 
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803.  In  object-glasses,  w^^ich,  on  account  of  their  ffmallorMB^ 
vatures,  are  not  so  subject  to  error  from  sphericiil  aberrations  a* 
eye-glasses  arc,  the  most  advantageous  form  is  that  of  a  duiibl* 
convex  lens  of  unequal  curvatures,  Ihe  radii  of  the  opj^osile  )»II^ 

.    faces  being  as  one  to  six,  (Art.  704.)  and  the  less  convex  tide 

I   being  turned  toward  the  parallel  rays. 

In  short,  it  appears,  that  in  order  to  avoid  the  errors  ariung 
from  spherical  aberration  in  large  lenses,  they  must  be  made  u 
thin  as  convenience  will  permit ;  that  where  it  is  practicable, 
they  may  be  most  advantageously  formed  of  the  precious  genu, 
particularly  the  diamond ;  that  a  plano-convex  lens  with  its  cott- 
vex  side  toward  the  parallel  rays  has  less  aberration  than  a 

I    double  convex  lens  of  equivalent  power  ;  that  two  plano-convei 

;  lenses  may  be  so  combined  as  to  have  only  |  as  much  abermtion 
as  the  double  lens,  and  a  meniscus  may  be  so  united  to  a  double 

I   convex  lens  as  wholly  to  prevent  aberration  ;  and  finally,  that 

'  the  aberration  may  be  reduced  to  a  very  small  error  simply  by 
employing  a  double  convex  lens  whose  curvatures  on  the  oppo- 
sife  sides  are  as  one  to  six. 

Since  lenses  having  the  curvature  of  one  of  the  conic  sections 
are  free  from  spherical  aberration,  Sir  Isaac  Newton  ground  an 
object-glass  into  the  figure  of  a  paraboloid.  This  was  free  from 
the  error  in  question,  but  involved  another  still  more  formidable, 

'  since  it  decomposed  the  light  and  gave  an  image  tinged  with  the 
colors  of  the  rainbow.  On  observing  this,  Sir  Isaac  pronounced 
the  further  improvement  of  the  refracting  telescope  to  be  hope- 
less, and  betooK  himself  to  exclusive  efibrts  for  improving  the 
reflecting  telescope.     But  the  combined  ingenuityof  philosophers 

I   and  artists,  has  nearly  overcome  this  error  also. 

864.  The  next  dilTiculty  therefore  to  be  considered  is  that 
which  arises  from  the  separation  of  the  prismatic  colors,  in  con- 
sequence of  the  different  refrangibility  of  the  different  rays,  an 
error  which  is  called  Chromatic  Aberration. 

The  general  principles  of  Chromatic  Aberration,  will  be  readi- 
ly comprehended  by  calling  to  mind,  that  distinct  images  are 
formed  only  when  the  rays  of  the  same  pencil  which  flow  from 
I  any  point  in  the  object  are  collected  into  one  and  the  same  point 
in  the  image,  unmixed  with  rays  from  any  other  point ;  thaE  the 
prismatic  rays  which  compose  white  light  have  severally  differ- 
ent degrees  of  refrangibility,  some  being  more  tarnedout  of  their 
course  than  others,  in  passing  through  the  same  medium  ;  that, 
consequently,  the  different  colored  rays  of  the  same  pencil  would 
meet  in  ditferent  poinU,  each  set  of  colored  rays  forming  its  own 
image,  hut  all  these  images  becoming  blended  with  one  another, 
and  thus  composing  a  confused,  colored  picture. 

To  illustrate  these  principles  let  LL  be  a  lens  of  crown  glass, 
and  RL,  RL,  rays  of  white  light  incident  upon  it,  parallel  to  its 
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axis  Rr.     Let  the  extreme  Fig.  302. 

violet  rays,  whose  index  of  ^ 

refraction  is  1.54666,  be  re-  ^ 

fracted  so  as  to  meet  the  ^ 

axis  in  v  ;  then  the  extreme 

reif,  whose  index  of  refrac-  r 

lion  is  only  1.5258,  will 
meet  the  axis  at  some  point  more  distant  from  the  lens,  as  at  r. 
Cv  and  Cr  are  the  focal  distances  of  the  lens  for  the  violet  and 
the  red  rays  respectively.  The  distance  vr  is  the  chromatic 
aberration,  and  the  circle  whose  diameter  is  ab,  which  passes 
through  the  focus  of  the  mean  refrangible  rays  at  o,  is  called  the 
circle  of  least  aberration. 

865.  These  effects  may  be  shown  experimentally  by  exposing 
the  lens  LL,  (Fig.  302,)  to  the  parallel  rays  of  the  sun.  If  we 
receive  the  image  of  the  sun  on  a- piece  of  paper  placed  between 
o  and  C,  the  luminous  circle  on  the  paper  will  have  a  red  border, 
because  it  is  a  section  of  the  cone  LrL,  the  exterior  rays  of 
which  1x7,  LA,  are  red  ;  but  if  the  paper  is  placed  at  any  greater 
distance  than  o,  the  luminous  circle  on  the  paper  will  have  a 
violet  border,  because  it  is  a  section  of  the  cone  Ic'l'j  the  exterior 
rays  of  which  al\  bl'  aro  violet,  being  a  continuation  of  the  violet 
rays  Lv,  Lt;.  As  the  spherical  aberration  of  the  lens  is  here 
combined  with  its  chromatic  aberration,  the  undisguised  effect 
of  the  latter  will  be  better  seen  by  taking  a  large  convex  lens 
LL,  and  covering  up  all  the  central  part,  leaving  only  a  small 
rim  round  its  circumference  at  LL,  through  which  the  rays  of 
light  may  pass.  The  refraction  of  the  differently  colored  rays 
will  then  be  finely  displayed  by  viewing  the  image  of  the  sua 
on  the  different  sides  of  ab. 

It  is  clear  from  these  observations,  that  the  lens  will  form  a 
violet  image  of  the  sun  at  v,  a  red  image  at  r,  and  images  of  the 
other  colors  of  the  spectrum  at  intermediate  points  between  r 
and  V ;  so  that  if  we  place  the  eye  behind  these  images,  we  shall 
see  a  confused  image,  possessing  none  of  that  sharpness  and  dis- 
tinctness which  it  would  have  had  if  formed  only  by  one  kind 
of  rays.* 

The  separation  of  white  light  into  its  prismatic  colors,  is  called 
dispersion  ;  and  the  comparative  power  of  effecting  this  separa- 
tion, possessed  by  different  media,  is  called  the  dispersive  power. 
The  dispersive  power  is  measured  by  the  ratio  which,  in  any  case, 
the  separation  of  the  red  and  violet  rays  bears  to  the  mean  re« 
fraction  of  the  compound  ray.  Thus  if  a  ray  of  solar  light  on 
passing  through  a  lens,  is  turned  out  of  its  original  direction  27% 
and  the  red  and  violet  rays  are  separated  from  each  other  1% 

*  Brewster's  Optics,  p.  79 
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then  the  dispersive  power  is  said  to  be  j'^,  which  if 
ihe  form  of  a  decimal  fraction,  .037=5'^. 


866.  Different  bodies  possess  different  disperdve  powers. 

The  dispersive  powers  of  a  few  of  the  most  important  snb- 
stances  in  relation  to  the  sabject  before  us,  are  exhibited  in  the 
following  table. 

DliptBl»B  powrt.  Dtupenlie  fnm. 

Oil  of  Cassia,  .  .  .  0.139  Plate  Glass,  .  .  0.033 
Sulphuret  of  Carbon.  .  0.130  Sulphuric  Acid,  .  .  0.031 
Oil  of  Bitter  Almonds,  0.079  Alcohol,  ....  0.029 
Flint  Glass,  ....  0.052  Rock  Crystal,  .  .  0.026 
Muriatic  Acid,    .     .     .     0.043     Blue  Sapphire,       .     0.026 

Diamond 0.038    Fluor  Spar,    .     .     .  0.022 

Crown  Glass,  (green,)  .     0.036 

From  this  table  it  appears,  that  the  transparent  substances 
which  have  the  highest  dispersive  power,  are  the  oil  of  cassia 
and  the  sulphuret  of  carbon,  bolh  of  which  fluids  have  been 
made  to  perform  an  important  service  in  the  construction  of 
achromatic  telescopes  ;  that  flint  glass,  as  that  used  for  decan- 
ters, has  a  much  higher  dispersive  power  than  cro«"n  glass,  or 
that  which  is  analogous  to  window  glass ;  that  the  diamond  has 
a  low  dispersive  power,  but  is  exceeded  in  this  respect  by  rock 
crystal,  the  sapphire,  and  fluor  spar,  which  last  bodies  have 
least  dispersive  power  of  any  known  substances. 


867.  With  these  facts  in  view,  we  may  now  inquire  Jy 
Tneans  the  cibjecl-gluss  of  the  telescope  is  rendered  achromatic. 

If  we  place  behind  LL  (Fig.  302)  a  concave  lens  GG  of  the 
same  glass,  and  ba^ing  its  surfaces  ground  to  Ihe  samp  cur\'a- 
ture,  such  a  lens  havhig  propL'rties  directly  opposite  to  those  of 
the  convex  lens,  will  neutralize  its  eflects.  Consequently,  the 
rays  which  were  separated  into  their  prismatic  colors  hy  the 
convex  lens,  will  be  reunited  by  Ihe  concave  lens,  and  reproduce 
while  light.  But  though  such  a  combination  of  Ihe  two  lenses 
will  correct  the  color,  yet  it  also  destroys  ihe  power  of  the  con- 
vex lens  to  form  an  image,  on  which  its  utie  solely  depends. 
Could  we  find  a  concave  lens  which  would  correct  all  the  color 
and  yet  not  destroy  this  refracting  power,  the  two  tenses  would 
evidently  form  the  achromatic  combination  sought  for.  Now 
this  is  what  is  actually  done :  by  making  the  concave  lens  of  a 
substance  which  has  a  higher  disjicrsioe  power  ih&a  that  of  which 
the  convex  lens  is  made,  the  curvature  of  the  concave  lens  will 
not  need  to  be  so  great  as  that  of  the  convex  lens,  and  of  course 
the  two  together,  constituting  the  compound  lens,  wiJI  be  equiv- 
alent in  refracting  power  to  a  single  lens,  whose  convexity  ia 
equal  to  the  difference  of  their  curvatures.     The  most  comraoo 


OPTICS.  585 

combination  is  that  of  flint  glass  with  crown  glass,  the  concave 
lens  being  made  of  flint  glass,  and  the  convex  of  crown.  By  the 
table  in  Art.  866,  it  will  be  seen  that  the  dispersive  power  of 
flint  glass  is  52,  while  that  of  crown  glass  is  36,  which  numbers 
are  nearly  as  3  to  2,  and  these  numbers,  therefore,  may  be  em- 
ployed for  the  sake  of  illustration.  Since  the  power  of  the  con- 
cave lens  to  reunite  the  prismatic  rays,  is  so  much  greater  than 
that  of  the  convex  lens  to  separate  them,  we  shall  not  require  a 
refractive  power  to  efiect  this  equivalent  to  that  of  the  convex 
lens  ;  that  is,  a  concave  lens  of  less  curvature  and  proportionally 
greater  focal  distance,  will  serve  our  purpose.     Therefore, 

-4.71  achromatic  lens  is  formed  by  the  union  of  a  convex  and  a  con- 
cave  lens,  whose  dispersive  powers  are  respectively  proportional  to 
their  focal  distances. 

868.  A  telescope  furnished  with  an  object-glass  thus  formed,  is 
called  an  Achromatic  Telescope.  The  spherical  aberration  being 
corrected  by  the  methods  pointed  out  in  Art.  762,  and  the  chro- 
matic aberration  being  destroyed  in  the  manner  above  described, 
the  Refracting  Telescope  becomes  an  instrument  of  great  perfec- 
tion, and  is  reckoned  among  the  greatest  works  of  art.  Until 
recently,  it  was  rare  to  meet  with  refracting  telescopes  of  an 
aperture  of  more  than  from  three  to  five  inches.  For  we  have 
already  seen  that  the  errors  of  spherical  and  chromatic  aberra- 
tion increase  rapidly  as  the  size  of  the  aperture  is  augmented. 

If  it  be  asked,  what  is  the  use  of  a  large  aperture,  since  the 
magnifying  power  does  not  depend  upon  the  diameter  of  the  ob- 
ject-glass, but  upon  the  ratio  between  the  focal  distance  of  the 
object-glass  and  the  focal  distance  of  the  eye-glass,  (Art.  858,) 
we  answer,  that  the  use  of  a  large  aperture  is  to  admit,  con- 
dense, and  finally  convey  to  the  eye,  a  larger  beam  of  light,  and 
thus  to  render  many  objects,  as  the  smaller  stars,  or  Jupiter's 
belts,  visible,  which  otherwise  would  not  be  so,  on  account  of 
the  feebleness  of  the  light  which  they  transmit  to  us.  Want  of 
light  is  in  fact  one  of  the  greatest  difficulties  that  the  telescope 
has  to  contend  with  ;  for,  in  the  first  place,  the  object-glasses  of 
most  telescopes  are  comparatively  small,  and  are  necessarily  so 
on  account  of  the  difiiculty  of  procuring  suitable  glass  for  those 
of  a  larger  size  ;  and  in  the  second  place,  of  the  light  admitted 
through  the  object-glass,  a  great  proportion  is  intercepted  and 
wasted  in  various  ways,  many  instruments  being  able  to  save 
only  the  central  rays  without  rendering  the  image  indistinct  and 
colored.  Thus,  when  very  high  magnifiers  are  applied,  (which 
of  course  have  very  small  focal  distances,)  the  rays  proceed  from 
the  focus  and  fall  upon  the  microscope  so  obliquely,  that  only 
those  which  pass  through  the  central  parts  of  the  lens  can  be 
saved,  since  such  as  fall  upon  the  marginal  parts  of  the  lens  are 

74 
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too  mucti  affected  by  spherical  and  chromatic  aberriitioD,  t< 
with  tlie  others  a  distinct  and  colorless  image. 

869.  Want  of  field  of  view  is  another  diiRculty  to  bo  surm 
ed.  When  we  use  an  object-glass  of  short  focus  with  a  | 
magniRer,  the  microscope  mu^t  have  a  focus  proporiionalty^, 
and  of  course  Ihe  field  of  view  will  be  very  limited  and  the  H 
but  feeble.  This  difficulty  may  be  obviated  by  using  an  olyi 
glass  of  very  great  focal  distance.  If,  for  example,  the  focal  dis- 
tance of  Ihe  ohjcct-glasa  were  only  12  inches,  in  order  to  attain 
a  magnifying  power  of  120,  we  must  employ  a  microscope  wlioso 
focal  distance  is  only  ^\  of  an  inch.  But  if  the  focal  distance 
of  the  object-glass  were  10  fecf,  or  120  inches,  then  our  micro- 
scope might  have  a  focal  distance  of  1  inch,  which  would  give  a 
larger  field  and  a  sirongpr  light.  Wilh  a  viewof  obvialing  sev- 
eral of  iJie  foregoing  difficulties,  the  earlier  astronomers  who 
used  ihe  telescope,  employed  for  Ihelr  object-glasses  lenses  whose 
focal  lengths  were  very  greaL  Cassini,  an  Italian  astronomer, 
constructed  telescopes  eighly,one  hundred,  and  one  hundred  and 
thirtj-aix  feet  long ;  and  Huygens  employed  such  as  wire  nearly 
the  same  length.  The  latter  astronomer  dispensed  wilb  the  tube, 
fixing  his  object-glass,  contained  in  a  short  tube,  to  the  top  of  a 
high  pole,  and  farming  the  image  in  the  air,  near  Ihe  level  of  the 
eye,  which  image  he  viewed  with  an  eye-ghi^,  as  usual.  With 
telescopes  of  ibis  description  several  of  the  salellites  of  Saturn 
were  discovered, 

870,  But  one  of  the  most  formid.ible  diMculties  hitherto  en- 
countered in  the  construction  of  large  refracting  telescopes,  has 
arisen  from  the  imperfecliojis  of  glass. 

The  difficuliy  of  obtaining  glass  of  a  perfectly  homogene- 
ous composition  and  structure,  is  (bus  set  forth  by  Mr.  Fara- 
day— 

"All  hough  every  part  of  the  glass  may  in  itso'lf  be  as  good  as 
po^ible,yet  without  this  condition  [a  perfi^clly  homogeneous  struc- 
ture] the  parts  do  not  act  in  uniformity  with  each  other ;  the  rays 
of  light  are  deflected  from  the  course  which  they  ought  to  pur- 
sue, and  the  piece  of  glass  becomes  usele)(S.  The  streaks,  stris, 
veins  or  tails,  which  are  seen  within  glass  otherwise  perfectly 
good,  result  from  a  want  of  this  equably ;  they  are  visible  only 
because  they  bend  the  rays  of  light  M'hieh  pass  through  them 
from  their  rectilinear  course,  and  are  constituted  of  a  glass  hav- 
ing either  a  greater  or  a  smaller  refractive  power  than  the  neigh- 
boring parts.  When  these  irregularities  are  so  powerful  as  to 
render  their  effects  observable  by  ihe  naked  eye,  it  may  easily 
be  supposed  to  what  an  injurious  extent  ihelr  influence  must  ax- 
tend,  in  the  construction  of  telescopes  and  other  instrumeDt«>jf 
a  similar  nature,  where  these  faults  are  not  only  magnified  n 
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times,  but  where  the  effect  is  to  give  an  equally  magnified  erro- 
neous representation  of  the  object  looked  at,  when  the  very  point 
to  be  attained  is  to  examine  that  object  with  the  utmost  accura- 
cy ;  and  it  is  accordingly  found  that  these  strias  are  the  most  fa- 
tal faults  of  glass  intended  for  optical  purposes.  Besides  this, 
not  only  do  the  striae  themselves  occasion  harm,  but  there  is  ev- 
ery reason  to  believe  that  they  rarely  occur  in  glass  otherwise 
homogeneous.  Sometimes,  it  is  true,  a  grain  of  sand,  in  passing 
through,  and  at  the  same  time  dissolving  in  glass,  will  give  a 
streak  of  different  composition  from  the  rest  of  the  substance ; 
and  again,  a  bubble  ascending  may  lift  a  line  of  heavy  or  more 
refractive  matter  into  a  lighter  and  less  refractive  portion  above. 
Many  a  disk,  which  upon  the  most  careful  examination  has  ap- 
peared perfectly  free  from  strias,  and  quite  uniform,  has,  when 
worked  into  an  object-glass,  been  found  incapable  of  giving  a 
good  image,  on  account  of  the  existence  of  irregularities  in  the 
mass,  which,  though  not  sudden  or  strong  enough  to  occasion 
striae,  still  produce  a  confused  effect ;  and  if  this  happens  with 
glass  approaching  so  near  to  perfection,  it  happens  still  more  fre- 
quently, and  to  a  much  stronger  degree,  with  such  as  contains 
visible  irregularities."* 

871.  These  irregularities  are  much  more  frequent  in  flint  glass 
than  in  crown  ;  and  by  far  the  greatest  obstacle  to  be  overcome 
in  constructing  a  large  refracting  telescope,  is  to  procure  a  suit- 
able piece  of  flint  glass  for  the  concave  part  of  the  achromatic 
object-glass.  (Art.  867.)  This  want  of  uniformity  arises  chiefly 
from  the  different  specific  gravities  of  the  materials  that  compose 
the  glass.  Oxide  of  lead,  a  very  heavy  substance,  enters  into 
the  composition  of  flint  glass  to  the  amount  of  about  one-third 
of  its  weight.  The  oxide  of  lead  is  so  heavy  a  material,  and 
at  the  same  time  so  fusible,  that  it  melts  and  sinks  to  the  bot- 
tom, leaving  the  lighter  materials  to  accumulate  at  the  top ;  and 
so  imperfect  are  the  means  of  mixture,  under  ordinary  circum- 
stances, that  glass  of  very  different  specific  gravity,  is  produced 
from  the  bottom  and  the  top  of  the  same  crucible. 

These  circumstances  we  have  thought  worthy  of  being  recited, 
in  order  to  impress  on  the  mind  of  the  learner  the  formidable 
nature,  as  well  as  the  great  number,  of  the  difliculties  to  be 
overcome  in  the  construction  of  a  large  achromatic  telescope. 
Yet  they  have,  in  several  instances,  been  completely  surmounted. 
Fraunhofer  executed  two  telescopes  with  achromatic  object- 
glasses,  the  one  nine  inches  and  nine-tenths,  and  the  other  twelve 
inches  in  diameter;  and  at  the  period  of  his  death  he  was  pur- 
posing to  undertake  one  eighteen  inches  in  diameter.  That  of 
9.9  inches  aperture  was  made  for  the  Russian  government,  for 
the  use  of  the  observatory  at  Dorpat,  where,  under  the  direction 

•  Faraday,  Phil  Tram.,  1830. 
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of  M-  Stmve.  a  distiBgaished  aslroDomer,  it  has  already  achieve 
mimefoitt  raluabte  discoveries  in  astroooaiv.  The  object-glu 
hm»  a  jbcal  len^h  of  14  feet 


872.  As  the  Astronomical  Telescope  represents  objects  im 
ed,  it  requires  lo  be  so  modified  for  terrestrial  views,  that  obje< 
may  appear  erect.  This  ia  effected  by  the  addition  of  two  more 
lenses  of  similar  figure  to  that  of  the  eye-glass,  and  of  the  same 
focal  length.  The  first  of  these  additional  glasses,  forms  a  sec- 
ond image  of  the  object,  inverted  with  respect  to  the  first  ima^, 
and  therefore  erect  with  respect  to  the  object.  This  image  is 
viewed  by  the  second  glass  as  by  any  simple  microscope.  Tbtts, 
AB.  the  object-glass,  forms  an  inverted  image  nm  of  the  object 
HN.  In^itead  of  viening  this  image  by  the  eye  placed  at  L.  as 
in  the  common  astronomical  telescope,  we  suffer  the  pencils  of 
parallel  rays  to  cross  each  other  at  L  and  fall  upon  a  second  len§ 
Fig,  303. 


1  all  respects  lo  CD) 


hich  coHccls  l!icm  into 
hicb  image  is  viewt 
the  object  itself 


I 
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image  m'n'  in  its  focus  of  parallel  ray 
by  the  eye-glass  GH  in  the  same 
w^ould  be. 

As  some  portion  of  the  light  is  reflected,  and  some  absorbed 
and  dissipated  by  passing  through  these  additional  lenses,  tbey  of 
course  diminish  the  brightness  of  the  view  ;  but  in  the  daytime 
there  will  usually  be  light  enough  for  distinct  vision  after  this 
loss  is  sustained,  while  It  is  more  agreeable  and  convenient  to 
have  the  objects  presented  to  us  in  their  natural  positions  than 
inverted.  It  will  be  remarked  that  the  additional  lenses  do  not 
magnify,  the  focal  length  of  each  being  the  same  as  that  of  the 
first  eye-glass.  Were  they  rendered  smaller  for  the  purpose  of 
magnifying,  the  field  of  view  and  the  light  would  both  be  im- 
paired. 

873.  We  usually  find  in  telescopes,  particularly  those  designed 
for  terrestrial  objects,  some  contrivance,  as  a  drnw-tube.  by  which 
the  eye-glass  can  be  brought  nearer  to,  or  withdrawn  from  the 
object-glass.  This  is  to  accommodate  the  instrument  to  objects, 
at  different  distances.  When  it  is  directed  to  very  near  objects, 
the  image  is  thrown  further  back,  and  therefore  in  order  that  it 
may  be  in  the  focus  of  the  eye-glass,  (which  is  essential  to  c 
tinot  vision,)  the  latter  must  be  drawn  backward ;  but  where  tj 
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object  is  remote,  the  image  is  formed  nearer  to  the  object-glass, 
and  then  the  eye-glass  must  be  moved  forward,  till  its  focus  of 
parallel  rays  comes  to  the  place  of  the  image.  For  a  similar 
reason,  near-sighted  persons  require  the  eye-glass  to  be  brought 
nearer  than  usual  to  the  object-glasS ;  for  then  the  image  will  be 
nearer  to  the  eye-glass  than  its  focus  of  parallel  rays,  and  the 
rays  will  meet  the  eye  diverging,  a  condition  favorable  to  eyes 
naturally  too  convex.  For  a  contrary  reason,  long-sighted  per- 
sons, who  usually  wear  convex  spectacles,  may  adjust  the  tele- 
scope to  suit  their  eyes  without  spectacles,  by  removing  the  eye- 
glass further  back  than  usual. 

Most  terrestrial  telescopes  contain  a  greater  number  of  glasses 
than  are  represented  in  figure  303.  Such  a  number  are  used  for 
the  purpose  of  correcting  spherical  and  chromatic  aberration, 
these  errors  being  less  in  several  flat  and  thin  lenses  than  in  a 
smaller  number  of  equivalent  lenses  of  greater  curvature. 

Astronomical  telescopes  are  easily  adapted  to  terrestrial  ob- 
servations, by  removing  the  eye-glass  and  substituting  a  tube 
containing  the  additional  glasses  for  rendering  the  view  erect 

Galileo's  telescope. 

874.  This  instrument  was  the  first  astronomical  telescope,  hav- 
ing been  invented  by  Galileo,  as  the  name  implies.  It  differs 
from  the  common  astronomical  telescope,  in  having  for  the  eye- 
glass a  concave  instead  of  a  convex  lens,  which  receives  the  pen- 
cils of  light,  as  they  are  converging  to  form  an  image,  at  such  a 
distance  from  the  focus  to  which  they  tend,  as  to  render  them 
parallel.  Thus,  the  object-glass  AB  collects  the  rays  of  light  as 
they  proceed  from  the  object  MN,  and  makes  them  converge  to- 
ward the  focus  at  E.  But  the  concave  lens  CD  is  interposed  at 
such  a  point  as  to  render  these  converging  rays  parallel,  and  in 
this  way  they  come  to  the  eye  situated  behind  the  lens. 

Fig.  304. 
M  AC 


Since  the  concave  lens  restores  the  rays  to  that  state  of  paral- 
lelism which  they  had  before  they  passed  through  the  object- 
gl$tss,  the  learner  may  not  readily  see  how  this  instrument  aids 
the  eye.  That  it  does  so,  however,  will  be  apparent  from  the 
following  considerations. 

First,  a  much  broader  beam  of  light  falls  upon  the  object-glass 
than  upon  the  naked  pupil  of  the  eye,  the  greater  part  of  which 


U  coIWf^  and  eoavered  to  the  <^c.    By  tliu  means  the  hrightr 
mstt  of  obj^«u  if  gna:lj  iDcreasoL 

iSeeoddly,  as  in  the  aitroooiiiical  teleKope,  ( Art.  857»)  were  the 
eje  sitAat^  at  the  eester  of  the  object-^aaa.  the  object  and  the 
fanaee  fomysd  by  the  object-glaai  would  hare  the  same  apparent 
dinensioiK ;  and  inasmuch  as  the  eye-glaflB  enables  as  to  view 
this  image  maeh  nearer,  it  increases  its  apparent  dimensions  in 
the  same  ratio.  Bat  when  we  ose  a  concare  lens  sitaared  as  in 
the  Galilfran  telescope,  the  effect  is  the  same  as  that  of  a  convex 
lens  rlraated  in  the  same  manner  on  the  other  side  of  the  focos, 
so  that  the  rays  would  come  to  the  eye  paralleL  Hence,  in  the 
GaElean  as  in  the  common  astronomical  telescope,  the  magnify- 
ing power  is  as  the  ratio  of  the  focal  distance  of  the  object-glass 
to  that  of  the  eye-glass.* 

This  form  of  the  telescope  has  several  advantages  and  several 
disadvantages,  when  compared  with  the  ordinary  form.  In  the  • 
first  place,  reqairing  bat  two  glasses  to  present  objects  erect,  it 
oeca.sioas  less  loss  of  light  than  the  ordinary  form,  and  presents 
objects  with  proportionally  greater  brightness.  In  the  second 
place,  the  eye'gla<(8  being  between  the  object-glass  and  the  image, 
instead  of  beyond  it,  the  instnmient  admits  of  being  made  short 
and  compact,  a  circumstance  which  fits  it  for  the  purposes  of  an 
cpera-glasSf  to  which  use  it  is  frequently  applied.  In  the  third 
place,  the  concave  lens  corrects  the  chromatic  aberration  of  the 
convex  If ns,  and  where  a  proper  proportion  is  observed  between 
the  curvatures  of  the  two  lenses,  the  instrument  is  ea.sily  ren- 
dered achromatic.  The  chief  disadvantage  attending  the  instru- 
ment, is  its  limited ^€/(/  of  view.  For  the  pencils  of  parallel  rays, 
after  passing  through  the  concave  eye-glass,  diverge  from  one 
another,  those  toward  ihe  marginal  parts  of  the  lens  being  turned 
from  those  that  are  contiguous  to  the  axis,  and  therefore  not  en- 
tering the  pupil  of  the  eye.  And  since  only  those  near  the  axis 
at  E,  (Fig.  304.)  can  enter  the  pupil,  the  field  of  view  must  de- 
pend on  the  dimensions  of  the  pupil,  and  cannot  be  increased  by 
increasing  the  length  of  the  instrument,  as  in  the  refracting  tel- 
escope. This  defect  has  caused  this  kind  of  telescope  to  fall  in- 
to disuse  for  astronomical  purposes. 


REFLECTING   TELESCOPE. 


875.  Reflecting  Telescopes  differ  in  principle  from  those  al- 
ready drscribed  only  in  forming  their  image  by  a  concave  reflector 
in8^ead  of  a  convex  object-glass.  The  most  common  form  of  the 
R<?flc'Ctirig  Telescope  is  the  Gre^orian^  so  called  Irom  the  in- 
ventor, Dr.  James  Gregory,  of  Scotland.  The  general  principles 
of  this  instrument  may  be  explained  as  follows: 

In  the  Gregorian  Telescope,  the  light  (supposed  to  come  in 
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parallel  rays)  !s  first  received  by  a  large  concave  speculum,  by 
which  it  is  brcught  to  a  focus,  and  made  to  form  an  inverted  im- 
age. On  the  opposite  side  of  this  image,  and  facing  the  large 
speculum,  is  placed  a  small  concave  speculum,  of  greater  curva- 
ture, at  such  a  distance  from  the  image  that  the  rays  proceeding 
from  it  and  falling  on  the  speculum  are  made  to  converge  to  a 
focus  situated  a  small  distance  behind  the  large  speculum,  pass- 
ing through  a  circular  aperture  in  the  center  of  it.  This  second 
image  is  magnified  by  a  microscope,  as  in  the  Refracting  Tele- 
scope. This  description  may  now  be  applied  to  the  annexed 
figure. 

ABCD,  a  large  open  tube  of  brass,  iron,  or  mahogany,  to  con- 
tain the  reflectors. 

abed,  a  smaller  tube,  to  receive  the  second  image  and  the  eye- 
glass. 

EE,  a  large  concave  speculum,  usually  composed  of  a  metallic 
compound  called  speculum  metal. 

Fig.  305. 


FF,  small  concave  speculum. 

mn,  image  formed  by  the  large  reflector. 

nm,  image  formed  by  the  small  reflector. 

G,  eye-glass. 

WY,  a  metallic  rod  having  a  screw  connected  with  the  small 
reflector,  by  means  of  which  this  reflector  is  made  to  approach 
the  first  image,  or  to  recede  from  it. 

Some  of  the  pencils  of  rays  necessary  to  form  the  respective 
images  are  omitted  in  the  figure,  to  prevent  confusion. 

876.  From  the  foregoing  construction  it  is  evident,  first,  that 
the  image  viewed  by  the  eye  being  in  the  same  position  with 
the  object,  the  latter  will  appear  erect ;  secondly,  that  since  the 
mirrors  mny  be  formed  of  a  parabolic  figure.*  all  spherical  ahev' 
ration  mny  be  easily  prevented,  (Art.  761  ;)  thirdly,  that  since 
light  is  not  decomposed  by  reflexion,  reflecting  telescopes  are  not 
subject  to  chromatic  ahein-ation ;  and,  hence,  that  it  is  not  neces- 


An  elliptical  figure  has  the  same  property. 
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aary  to  lengthen  the  tube  as  the  aperture  is  increased,  as  s 
the  ease  in  refracting  telescopes;  but  since  the  light  will  de- 
pend, chiefly,  on  the  size  of  the  large  reflector,  a  strong 
light  may  be  obtained  with  a  comparatively  short  tube.  The 
achromatic  telescope,  however,  with  all  the  latest  improve  men  ts, 
is  deemed  a  more  perfect  and  more  convenient  instrument  than 
the  reflecting  telescope  j  and  it  is  supposed  that  there  will  be  no 
occasion  hereafter  to  construct  reflectors  of  such  enormous  dimen- 
sions as  those  of  Dr.  Herschel.  Some  account  of  his  forty  feet 
reflector  may  form  a  suitable  close  to  this  sketch  of  optical  in- 
struments. 

877.  Under  the  munificent  patronage  of  George  III,  Sir  Wil- 
liam Herschel  began,  in  1785,  1o  construct  a  telescope  forty  feet 
long,  and  in  1789,  on  the  day  when  it  was  compleled,  he  discov- 
ered with  it  the  sixth  satellite  of  Saturn.  The  great  speculum 
was  more  than  four  feet  in  diameter,  and  weighed  two  thousand 
one  hundred  and  eighteen  pounds.  Its  focal  length  was  forty 
feet.     The  tube  which  contained  it  was  made  of  sheet  iron. 

The  lig/tt  afforded  by  this  instrument  was  astonishingly  great. 
The  largest  fixed  stars,  as  Sirius,  shone  in  it  with  the  splendor 
of  the  sun.  The  reason  of  this  will  be  obvious,  when  we  reflect 
that  it  collected  and  conveyed  to  the  eye,  in  the  place  of  the 
small  beam  that  enters  the  naked  organ,  a  beam  of  light  from 
the  star  more  than  four  feet  in  diameter.  Hence,  it  was  suited 
to  reveal  to  the  ej'e  numberless  stars  and  clusters  of  stars,  which 
preceding  telescopes  bad  failed  to  exhibit,  because  they  could 
not  collect  a  sufficient  quantity  of  their  light.  To  economize  the 
light  to  the  best  advantage,  the  small  mirror  employed  in  the 
Gregorian  telescope,  (see  Fig,  305,)  was  dispensed  with,  since 
every  successive  reflexion  dissipates  a  considerable  portion  gf  the 
light,  and  the  image  was  thrown  near  to  the  open  mouth  of  the 
tube,  where  it  was  viewed  by  the  eye-gla.ss  directly,  the  observer 
being  seated  so  as  to  look  into  the  mouth  in  front.  In  order  to 
prevent  the  head  from  obstructing  loo  much  of  the  light,  the 
image  was  formed  near  one  side  of  the  tube.*  Its  greatest  mag- 
nifying power  was  six  thousand  four  hundred  and  fifty  ;  but  this 
was  used  only  for  the  smallest  stars. 

The  greatest  telescope  hitherto  constructed,  is  the  one  recent- 
ly built  in  Ireland  by  Lord  Oxmanton,  (Earl  of  Hobs.)  which  has 
a  focal  distance  of  50  feel,  and  an  aperture  of  fi  feel.  This 
gigantic  instrument,  it  is  expected,  will  reveal  to  us  many  secrets 
of  the  skies  hitherto  hidden  from  human  view.  
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